
EPA Region 5 Records Ctr. 

332789 

Boring Logs - U.S. EPA Phase II Investigation 2002 



LOG OF BORING SB-1 

(Page 1 of 3),: 

Ellsworth Industrial Park 
Downers Grove 

Rexnord 

start Date 
Finish Date 
Dritier 
Drilling Methoc) 
Sampling Method 

05/07/02 
05/07/02 
Rock and Soil 
4 1/4 in ID HSA 
Split Spoon 

Total Depth : 45.5 fl bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 
o 
a. 
E 
CD 

OT 
1.? 

c 
o o 

O 
I 

k 
Q: 
o 

IO 
o w 
3 

DESCRIPTION PID 
(ppm) 

2 -

4 -

6 -

8 -

10-

1 2 -

1 4 -

1 6 -

1 8 -

20-

13 

11 

10 

12 

14 

Vy 
2.7.7,9 

3.6,28,28 

38,12,6,7 

10,6,7,7 

8,8.8,12 

38,21,13,8 

7 

Z 

r; 

9,14.15.10 • 

10,11.8,6 

8,7,50/5" 

50/5' 

CL 

GM 

CL 

SM 

GM 

CL 

SM 

CLAY, silty to silty sandy, black, moist, firm, low plasticity. 

CLAY, silty sandy, trace gravel and gray fine sand, brown, tan and 
brown-red, soft, moist, low plasitidty. 

GRAVEL, gray and tan, cobbles at trattom, dry, loose. 

CLAY, silty, sandy, gray, soft, moist, low plasticity. 

CLAY, silty, some cobbles at top. silty clayey sand, brown, soft, 
moist, low plasticity. 

SAND, silty, clayey, brown, soft, moist, low plasticity. 

GRAVEL, tan to brown, silty, sandy, moist. 

CLAY, silty, fine to coarse, moist, petroleum odor. 

SAND, silty. fine to coarse, moist. 
No recovery. 

GM 

CL 

GM 

GRAVEL, silty, litde clay, cobbles throughout, brown, slightly 
dense, well graded, moist. 

ray.EL. silty, clayey, brown, slightly dense, moist, well graded, 
trace cobbles. 

As above, tan, low plasticity. 

CLAY and little GRAVEL, tan, moist, low plastidty. 

GRAVEL, silty, trace clay, brown, slightly, moist, slightly dense. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 



LOG OF BORING SB^I 

(Page26fi3);/ 

Ellsworth Industrial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling-Method 
Sampling Method 

05/07/02 
05/07/02 
Rock and Soil 
4 1/4 in ID HSA 
Split Spoon 

Total Depth : 45.5 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 

a. 
E 
CO 

tn 

0) > 
o .-, 

"c 
3 

8 
X) ! = . 

O 
I 

CC 

ro 
o 
tn 

DESCRIPTION PID 
(ppm) 

20-

22-

24 -

26-

28-

30-

32-

34-

36-

38-

40-

11 

14 

16 

18 

14 

17 

12,35,37,50/4" 

12,32,50/4" 

35,50/4" 

50/4" 

9,23,50/3" 

33,26.28,40 

17,27,28,33 

25,26,19,26 

25,28.25,42 

23,30,18,33 

2 

_d 

GM 

CL 

GM/SM 

CL 

SM/GM 

CL 

GRAVEL, brown-red sandy silty fines, light gray, slightly dense, 
slightly l(x>se, dry, well graded. 

GRAVEL, silty, sandy, cobbles throughout, tan, loose, dry, well 
graded. 

GRAVEL, silty, sandy fines, gray and tan with gray to 
brown-red, silty, sandy fines, dry to moist, loose, viell graded. 

GRAVEL, cobbles, some rock fragments, dry. 

GRAVEL, gray silty, sandy fines, tan, well graded. 

CLAY, silty, sandy, gray/tan, stiff, slightly moist, low plasticity. 

CLAY, silty SAND, some GRAVEL, dense, well graded, moist. 

CLAY, very silty and sandy, some gravel, gray, firm, wet, low 
plasticity. 

As above, moist to slightly wet. 

SAND, silty, sandy. GRAVEL, gray, loose, saturated. 

GRAVEL. 

CLAY, silty, some gravel/pebbles, gray, firm, moist, low plasticity. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 



LOG OF BORING SB-1 

(Page 3 of 3), 

Ellsvrorth Industrial Park 
Downers Grove 

Rexnord 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/07/02 
05/07/02 
Rock and Soil 
4 1/4 in ID HSA 
Split Spoon 

Total Depth. :45.5 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 

Q . 
E 
to 
CO 

ID > o .-, 

c 
3 o o 5 - , 

o 

X 

CH 

o 

OT o 
OT 
3 

DESCRIPTION PID 
(ppm) 

«9 

40-

4 2 -

4 4 -

46-

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

6 0 -

16 

14 

11 

8,21,40,38 ' 

/ ^ 

10,43,63 

32,50/5" 

Z 
CL 

GM 

CL 

SM 

GM 

As atx>ve, seam of gravel, saturated. 

GRAVEL, silty, sandy, clayey, tan fines, gray, wet, well graded. 

CLAY. .25 ft. thick, silt, pebbles, gray, moist 

SAND, silty, some gravel, tan/gray, dense, well graded, moisL 

GRAVEL, cobbles at top, silty clay, gray. 

GRAVEL, silty, sandy fines, very moist to slightly wet, vety dense. 

0.0 

0.0 

0.0 

End of boring @ 45.5 ft 



LOG OF BORING SB-4. 

(Page 1of3)^ 

Ellsworth Industrial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/06/02 
05/06/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth . 
WESTON Geologist 

:52 ft bgs 
: B. Schaefer 

Depth 
in 

feet 

CO 

£ 
a. 
E 
10 
W 

0) 

I.? 

JO 
"c 
3 

8 
o d 

J 3 •<=. 

o 

DC 

in o 
in 
3 

DESCRIPTION PID 
(ppm) 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

20-

14 

12 

13 

15 

11 

v: 
3,3,8,10 

3,4,6.7 

35.25,24.22 

16.11.14.14. 

13,17.21.22 

11.20.18.15 

5,7.50/5" 

42.50/5" 

13.39.50/5" 

14.50/5" 

CL 

GM 

CL 

GM 

C L A Y , silty. some sand, black to tan. fimn. very moist, low 
plasticity. 

As above for top 4 in. 

CLAY, silty, sandy, trace gravel, brown/tan, firm, moist, low 
plasticity. 

No recovery. 

GRAVEL, silty, sand, brown, slightly dense, moist, well 
graded. 

As above, trace day. 

GRAVEL, silty, sandy, trace day at top, trace red silty sand, 
tan, slightly loose, slightly moist, well graded, cobbles at 
bottom. 

CLAY, silty, trace cobble and sand at bottom, gray, stiff, 
moist, low plastidty. 

GRAVEL, silty day, some cobble, tan/brown, slightly firm, 
moist, grade to gray gravel and cobbles with fines, possibly 
limestone. 

GRAVEL, silty, sandy, trace cobble and limestone, tan, 
slightly loose, dry to moist, well graded. 

GRAVEL, silty, sandy, trace cobbles, tan, loose, dry, well 
graded. 



Ellsworth Industrial Park 
Downers Grove 

Rexnord 

LOG OF BORING SB-4 
(Pagie2bf3) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/06/02 
05/06/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth :52 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

to a 
Q. 
E 
(0 

OT 

o u 

3 

8 
O 
I 
CC 

o 

in o 
in 
3 

DESCRIPTION PID 
(ppm) 

20-

2 2 -

2 4 -

2 6 -

2 8 -

30-

3 2 -

3 4 -

3 6 -

3 8 -

40-

12 

14 

10 

29,31,42,42 

29,33,40,50/3" 

18,47,50/5" 

50/3" 

50/2" 

23,15" 

50/5" 

50/4" 

50/5" 

40.24,15,19 

GM 

GM 

As above, tan to light gray. 

As atxjve, tan. 

As above. 

As above, no cobbles, less dense, loose. 

No recovery, cobbles. 

As alxjve, some cobbles, loose, dry. 

As atx}ve, trace cobbles at tx}ttom, loose, dry. 

As above, fewer cobbles at Ixjttom, loose, dry. 

GFJAVEL. silty, sandy, some cobbles, tan, well graded, loose, 
dry. 

As above, less silt. weL 

0.1 



LOG OF BORING SB-4 

(Page 3 of 3) 
Ellsworth Industrial Park 

Dovmers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/06/02 
05/06/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth 
WESTON Geologist 

52 ft bgs 
B. Schaefer 

Depth 
in 

feet 
Q. 
E 
CO 

» 

> 
o .-, 
8.E 

c 
S 
u 
o c 

O 
X 

k 
CC 
C3 

tn 
O 
tn 
•D 

DESCRIPTION PID 
(ppm) 

40-

42-

4 4 -

46-

4 8 -

5 0 -

52-

12 

15 

17 

13 

7.9.8,18 

6,27,12,17 

6,11,19,21 

16,30,30,50/5" 

12,50/3" 

50/0" 

7 

GM 

SM 

CL 

GM 

CL 

GM 

As above, grading to silty sand and gravel, loose, wet well 

GRAVEL, silty, sandy, loose, well graded, saturated. 

SAND, seam c}f brown/red fine to coarse sand, trace gravel, 
slightly loose, saturated. 

CLAY, silty, gray/brown, trace sand, low plastidty, firm, dry. 

As above, some siltstones, dry to moist. 

GRAVEL, tan, silty, sandy, dense, very moist to slighUy wet 
at bottom. 

CLAY, silty, some sand, gray/tan, firm, moist, low plastidty. 

GRAVEL, tan at bottom. 

End of boring @ 52 ft. 

5 4 -

5 6 -

58-

6 0 -



Ellisworth indusb-ial Park 
Dovwiers Grove 

Depth 
in 

feet 

CO 

a. 
E 
(0 
OT 

Rexnord 

> o u 
0) 

c 
o o 

o d 
£1 : = . 

o 
I 
cc 
o 

LOG OF BORING SB-5 

(Page 1 of 3) 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/16/02 
05/16/02 
Rock and Soil 
4 1/4 in, ID HSA 
Split Spoon 

Total Depth :59 ft bgs 
WESTON Geologisl :B- Schaefer 

in 
O 
in 
3 

DESCRIPTION PID 
(ppm) 

til 

8 
I 
o 

2 -

4 -

6 -

8 -

10-

1 2 -

14-

1 6 -

1 8 -

20-

10 

15 

11 

10 

13 

10 

3.3,3.3 

7,9,20.22 

15,17,20,20 

10,10,12,7 

7.10,10,10 

8,15,15,15 

4,5,5,10 

5,14.7,7 

6.4,5,5 

15.15,7.2 

ZZ 

ZZ 

FL 

CL 

SM 

CL 

GM 

/ 

^ 

CL 

FILL, asphalt 
CLAY, brown, silty, stiff, moist. 
SAND, silty sand, some pebbles, dark brown. 

CLAY, brown, silty, stiff, moist 

GRAVEL, silty, dayey, dense, dry to slightiy moist. 

CL 

CLAY, silty, dayey, trace gravel, trace reddish/brown silty 
material, firm, very moist to slightiy wet, low plastidty. 

CLAY, silty, some gravel, firm, very moist, low plasticity, 
brown. 

As above. 

As above, trace reddish-brown sand, gravelly, very firm. 

CLAY, silty, trace pebbles, gray, finn, low plastidty. 

No sample collected, slough material. 

CLAY, silty, sandy in middle, gray, firm, moist low plastidty, 
wet in middle of sand seam. 

No sample material, slough. 

0/0 

1/0.3 

0.3/ 

0.3/0.1 

0.2/0.1 

0.3/0.1 

0.0 

0.3/0.1 



LOG OF BORING SB-5 

( P a g e 2 o f 3 ) 

Ellsworth Industrial Park 
Downers Grove 

Rexnord 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

05/16/02 

05/16/02 

Rock and Soil 

4 1/4 in. ID HSA 

Split Spoon 

Total Depth :59 ft bgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

(0 
o 
Q. 
E 
(0 
OT 

5 ^ 

O 
X 

cc 
o 

in 
o 
in 
Z) 

DESCRIPTION PID 
(ppm) 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

36-

3 8 -

40-

10 

22 

16 

16 

16 

\z: 
26,50/5" 

25,20,32,33 

20,22.22,25 

20,12,12,12 

7,7,6,7 

7,4,8,8 

7,9,13,19 

19,25,35,40 

^ Z 

A 

20,25,25,50 

CL 

GM 

CL 

GM/SM 

GM 

CL 

SM 

CL 

SP 

CL 

CLAY, silty gravelly, brown/gray, soft, m o i s t low plasticity. 

GRAVEL, v\«athered dolomite, t race cobbles, loose, dry. 

CLAY. 4 in. , silty. gravelly, brown/arav. 

Silty SAND and GRAVEL, loose, dry, well g raded, tan. 

GRAVEL, silty, sandy, gray cobbles, tan, dense, dry, well 
graded. 

CLAY, silty, gravelly, stiff, very silty. trace cobble, loose, 
tan, dry. 

SAND, very silty, b^ace cobble, Icxise, tan , dry. 

CLAY, silty, t race cobbles, gray, very stiff, low plasticity, 
mo i s t 

As atx)ve, t race gravelly seam at top. 

CLAY, as above. 

SAND, fine, gray, slighUy dense, poorly graded. 

CLAY, silty, some cobble at bot tom, gray, slighUy firm mo is t 
low plast idty. 

No recovery. 

GM 

GRAVEL, silty, gray, loose, saturated, m o i s t low plast idty. 

1.9/0.2 

3.1/0.2 

0.3/0.1 

0/0.2 

0/0.4 

0.1/0.2 

0.1/0.4 

0/0.2 

0.1/0.1 



Ellsworth Indusfa-ial Park 
Downers Grove 

Rexnord 

LOG OF BORING SB-5 

(Page 3 of,3) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/16/02 
05/16/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth . : 59 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

(O 
.2 a. 
E 
(D 
OT 

(D > 
O 

o 

c 
3 o o 

O 
X 

cc 
O 

tn o 
tn 
3 

DESCRIPTION 
PID 

(ppni) 

40-

42 -

44-

46 -

48-

50-

52-

54-

5 6 -

5 8 -

13 

13 

14 

13 

17 

24 

24 

24 

24,30,24,35 

50/5" 

24,32,44.35 

36.40.50.4 

45,26,25,25 

15,15,18.19 

16.17,25.20 

20,23,40,50/2" 

48,50/1" 

50/1" 

7 2 

GM/SM 

GM 

CL 

ML 

GM 

ML 

CL 

GM/SM 

ML 

GM 

CLAY, very silty, very stiff, slighUy moist low plastidty. 

Poor recovery, collected gray rock cobble. 

SILT, fine sand, gravelly at top to sandy at bottom, gray, firm, 
slightly, wet, low plastidty. 

. 0.1/0.2 

GRAVEL, silty, sandy, gray, slight dense, wet well graded. 

SAND. 

GRAVEL, silty, dense^ wet, well graded. 

SILT, gray, soft, wet 

CLAY, very silty, sandy, gravelly, very firm, wet low 
plasticity. 

GRAVEL, silty, slightiy loose, wet to slighUy saturated, well 
graded. 

SAND, fine to coarse, slightly loose. 

GfW/EL, silty, some sand, dense, well graded, wet 

SAND, fine to coarse sand, saturated, loose, well graded, 
gray. 

0.1/0.1 

0/0 

. 0/0.3 

SILT, trace gravel, gray, firm, saturated, gray cobbles at 
bottom. 

GRAVEL, cobble, weathered limestone, gray. 

0/0 

0.2/0.1 

0/0 

0/0.1 

End of boring @ 59 ft. 

60 



LOG OF BORING SB-6 

(Page 1 of 3) 

Ellsworth Industrial Park 
Downers Grove 

Rexnord 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

05/17/02 

05/17/02 

Rcx:k and Soil 

4 1/4 in. ID HSA 

Split Spoon 

Total Depth :55 ft bgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 

Q . 

E 
CO 

OT 

(D > 
O . - . 

c 
3 
O 
o 
5 
o 

O 
X 

cc 
o 

tn o 
OT 
3 

DESCRIPTION PID 
(ppm) 

4-

8-

10-

12-

14-

16-

18-

20-

12 

12 

10 

10 

16 

12 

15 

18 

18 

T: 
1.3.8.8 

5,5,4,5 

4.5,3,3 

14.11.11,4 

14,16,6,10 

14,15,5,3 

10,14,18,20 

10,10,20,18 

5,17,16,7 

5,10,22.17 

A 

CL 

CLAY, silt, trace gravel, organic roots, trace fine sand. 

As alx>ve, dark brown, soft, moist, trace fine sand, roots. 

As at»ve, dark brown. 

As above, dark brovm to 7 ft. Sandy large gravel, yellow tint 
to 8 ft. 

As above, with medium sand and gravel, no roots-

Poor recovery, wet CLAY, dark brovm, soft, gravelly. 

CLAY, silty, dark brown to yellow, moist some large gravel, 
trace sand. 

As above, dark yellow. 

CLAY, some gravel, medium sand, .3 ft. sand lens, light tan. 
moist, hard. 

CLAY, dark gray, trat̂ e fine sand. soft. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0.3 

0/0 

0/0 

0/0 

0/0 



LOG OF BORING SB-6 

(Page 2 of 3) 

EHswortii Industrial Parte 
Dovmers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/17/02 
05/17/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth :55.ftbgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 

SS. 
CL 

E 
10 
OT 

o 
u 
o 

i n 

c 
3 
O 
o 
5 ^ 
° d 

X 3 • • = . 

O 
X 

cc 
o 

OT 
o w 
3 

DESCRIPTION PID 
(ppm) 

20-

22-

24-

26-

28-

30-

32-

34-

36-

38-

40-

15 

16 

15 

24 

22 

21 

22 

17 

15 

12 

10.24.23,30 

5,17,9,9 

7,7,16,11 

5,5,10,5 

7,6,6,11 

4,6,5,5 

8,8,7,8 

15,15,10,19 

18,13,18,8 

7,8,9.27 

7 

z 

CL 

Very little recovery. 

CLAY, fine gravel/sand, .5 ft. silt seam, gray, hard. 

As above, no seam, trace gravel. 

CLAY, gray, plastic, slighUy moist, trace gravel. 

As above, slighUy more moist 

As atx}ve. 

CLAY, silty, bBce gravel, soft, very moist to wet moisture in 
spoon. 

CLAY, very silty, with fine sand. 

As above, silty, trace gravel at 37 ft 

As above, gray, wet sand, very moist seam, medium to 
coarse at 39.5 to 39.8 ft. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0.2 

0/0 

0/0 

0/0 



LOG OF BORING SB-6 

(Page 3 of 3) 

"1 
Ellsworth Indusb-ial Park 

Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling JMethod 
Sampling Method 

05/17/02 
05/17/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth : 55 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

o 

40-

4 2 -

4 4 -

46-

4 8 -

5 0 -

5 2 -

5 4 -

CD 
OT 

ID > 
O 
U 
a> 

J2 
c 

8 
u 
2 d 
i 3 . •<:. 

O 
X 

cc 
ts 

tn o 
tn 
3 

DESCRIPTION PID 
(ppm) 

14 

16 

11 

15.16,18,14 

15,16,17.29 

16,20.24.17 

10.4.6,6 

10,17.24.27 

63,50/2" 

/ . 

2 

^ 
^ 

SW 

CL 

SW 

DO 

Poor recovery, no sample. 

SAND, and medium to coarse gravel. 

CLAY; brown/gray, very silty. 

Wet brown sand to 45.5 ft.; then wet gray silt with large 
gravel. 

Brovm fine to medium wet sand to 46.5 ft.; then gray fine to 
medium sand. 

Fine to medium sand with gravel, saturated. 

Auger past due to 8 ft. of blow in sand. 

Bedrock. 

0/0 

0/0.1 

0/0.2 

0/0 

0/0 

End of boring @ 55 ft. 

56-

58-

60-



Ellsworth Industrial Park 
Dovmers Grove 

East of 2nd, Rexnord 

Depth 
in 

feet 

CO 
_£ 
O. 
E 
(0 
OT 

> 
o ^~. 
" cr 
9> . £ 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

16-

1 8 -

20-

12 

10 

11 

15 

18 

16 

c 
3 
O 
o 
o d 

J3 • • = r 

LOG OF BORING SB-7 
(Page 1 df 3) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

04/15/02 
04/15/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth :55 ft bgs 
WESTON Geologist : B. Schaefer 

O 
X 

cc 
OT o 
OT 
3 

DESCRIPTION 

2.3.4.4 

5,8,9.9 

3,3.5.7 

7.5,5,7 

3,8,8,9 

3,10,15,20 

3,6,9,9 

11,9,10,10 

11,9,8.9 

9,25,40,18 

z: 
OL 

CL 

ORGANICS and CLAY, silty, sandy, topsoil, black grading to 
gray, trace gravel, dry, firm, low plasticity, roots throughout 

CLAY, silty, sandy, some gravel, brown/tan, very firm, moist 
low plastidty. 

As above, soft. 

As above, reddish/brovm, ti-ace tan sandstone cobbles, very 
moist 

Poor recovery, slough and tan sandstone cobbles. 

CL 

GM 

As above, very soft, slightly wet. 

As above, gray, increase in sand and gravel, firm. 

As above, tan/gray, very firm. slighUy moist. 

As above, gray, soft, moist 

As above. 

As above, tan/gray. 

GRAVEL, sandstone cobbles, silty. sandy, tan/red/brovm 
fines, tan, dry. loose. 

PID 
(ppm) 

0/0.2 

0/0 

0/0.2 

0/0 

0/0 

0/0.1 

0/0.2 

0/0.1 

0/0 



LOG OF BORING SB-7 

(Rag^2dr3j: 

Ellsworth Industiial Park 
Downers Grove 

East of 2nd, Rexnord 

Start Date 

Finish Date 

Driller 

-Drilling Method 

Sampling Method 

: 04/15/02 

: 04/15/02 

: Rock and Soil 

: 4 1/4 in. ID HSA 

: Split Spoon 

Total Depth :55 ft bgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 

a. 
E 
CO 
OT 

(D 

i 
0> 

jO 
c 
3 o u 
o d 

O 
X . 

CC 

o 

to o 
OT 
3 

DESCRIPTION PID 
(ppm) 

20-

2 2 -

2 4 -

26-

28-

3 0 -

32-

3 4 -

3 6 -

3 8 -

40-

22 

19 

15,4,8.9 

12.18.20.22 

5.6,6,8 

6,10,10.11 

6.7,8.7 

4.5.10,10 

6,7.10.7 

9.10.20.20 

50/2" 

T: 

_/ 

CL 

SM/GM 

Poor recovery, slough material. 

CLAY, silty, some gravel, tan dolomite cobble at bottom, 
brown, soft, moist low plasticity. 

Silty, some sand, trace gravel, gray, very firm to stiff. 

As above, less sand. 

As above, some sand, gray/brown, tan cobble at bottom. 

As atxive, some gravel and sand, firm. 

As at>ove, silty, sandy, some gravel, slightly soft, very moist, 
trace gray cobble, low plasticity. 

SAND and GFiAVEL, silty. some day, slight loose, saturated, 
well graded. 

No Recovery. 

0/0 

0/0.1 

0/0.1 

0/0 

0/0 

0/0.1 

0/0.1 



LOG OF BORING SB-7 

(Page 3 of 3). 

Ellsworth Industrial Park 
Downers Grove 

East of 2nd, Rexnord 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

04/15/02 
04/15/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth : 55 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

40-

42-

44-

4 6 -

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

6 0 -

co 
.2 
Q. 
E 
CO 
OT 

ID > 
o — 

JO 

3 o o 

P 

O 
X 

k 
cc 
o 

in 
o 
w 
3 

DESCRIPTION PID 
(ppm) 

11 

10 

T: 
19.14,15,15 

17,15,17,19 

15,17,25,20 

30,35,17,15 

/ 

CL 

SM 

GM 

GP 

GM 

CLAY, very sandy, silty, trace pebbles, gray/black cobbles at 
top, very firm, very nioist, low plastidty. 

As above for 2 in. 

SAND, silty, trace gravel, gray, fine to coarse, loose, 
saturated. 

GRAVEL, cobbles, silt fine to coarse sand fines, dense, wet 
well graded. 

GRAVEL, cobbles, black, angular, poorly graded. 

GRAVEL, silty, sandy^ tan, slighUy dense, well graded, very 
wet 

As atxjve, little cobbles, ti-ace red/brown silty sand fines, 
slighUy dense. 

As above, some red/brovm silty sand gravel, dense, litUe 
cobbles at top. 

As above, weathered dolomite at bottom, grading to gray, well 
graded. 

0/0.2 

0/0.1 

0/0.1 

0/0 

0/0.1 

0/0.1 

0/0 

End of boring @ 55 ft. 



LOG OF BORING SB-8 

(Pagft1t>f3)^ 

n 
Ellsworth Industrial Park 

Dovmers Grove 

Precision 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/13/02 
05/13/02 
Rock and Soil 
4 1/4 in. IDHSA 
SplH Spoon ' 

Total Depth : 48 ft bgs 
WESTON Geologist' : B. Crawford 

Depth 
in 

feet 

2 -

4 -

8 -

1 0 -

1 2 -

14-

16-

1 8 -

20-

CO 

Q . 
E 
CO 
CO 

> 
o .— 

c 
3 

8 s ^ 

o 
X 

k 
cc 
o 

tn o 
OT 
3 

DESCRIPTION PID 
(ppm) 

10 

10 

15 

12 

11 

21 

16 

3.2,4,6 

4,4.5.6 

8,6,6,4 

5,6,19.20 

20.50/3" 

50/2" 

13,10,15,25 

25,13,13,14 

8,8,11.12 

6.13.14,19 

/ : 

r 

.^ 

V 

OL 

CL 

SC 

SM 

CL 

CL 

ORGANIC, silty, some day, trace gravel, black/brown, dry. 
very moist roots throughout. 

CLAY, sandy, ti-ace gravel, brown^ dry to moist, low to 
medium plastidty. 

CLAY, grade fi'om silty, black, dry to moist low medium 
plasticity, brown/orange, sandy gravel UiroughouL 

SAND, dayey, grading to increasing gravel, l i n . of dolomite at 
bottom, sandy gravel Uiroughout 

SAND, silty, sandy, dolomite cobble at bottom, tirace graveti 
throuhout orange/brown. 

CLAY, dry to moist, low to medium plastidty, little gravel at 
bottom. 

As above. 

No recovery, spoon wet 

CLAY, sandy pockets, little gravel, grey; dry, moist, tow to 
medium plasticity. 

As above. 



Ellsworth Industrial Park 
Downers Grove 

Precision 

LOG OF BORING SB-8 
(Page 2 of 3) 

start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Method 

05/13/02 
05/13/02 
Rock and Soil 
4 1/4 in. IDHSA 
Split Sppon. 

Total Depth :48 ft bgs 
WESTON Geologist : B. Crawford 

Depth 
in 

feet 

CO 

£ a. 
E 
CO 

OT 
I 7 

3 
O 
O 

2 d 
J3 = . 

CJ 
I 

k 
cc 
o 

in 
o 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

20-

22-

2 4 -

26 

28 

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40 

18 

14 

10 

16 

22 

15 

14 

16 

20 

ZZ 
8.12,12.15 

50/2" 

12.14,22,22 

30,40,43,45 

7,10,10,12 

4,9.9.11 

6.6.10,8 

8.17.15,5 

9,23,30,20 

14.15.34.40 

7 

L 

CL 

ML 

SM 

ML 

CL 

ML 

CL 

SP 

GP 

SC 

As atx)ve. 

SANDY SILT, grey, dry, moist traces of gravel. 

SILTY SAND, brown, orange. 

SILT, ti"aces of gravel, dry. 

SILTY CLAY, b-aces of gravel, dry, moist, low to medium 
plastidty. 

CLAY, traces of gravel, grey, moist, dry, low to medium 
plastidty. 

SILT, sandy, baces of gravel, moist, rock at bottom. 

SILT, grey, baces of gravel, dry, moist. 

As above. 

CLAY, grey, dry, moist low plastidty. 

SAND, poorly graded, brown, orange, moist. 

As atMve. some gravel. 

GRAVEL, poorly graded, sandy, wet 

gp SAND, brovm, moist. 

CLAYEY SAND, brown, moist 



LOG OF BORING SB-8 

(Page 3 of 3) 

Ellsworth Indusbial Park 
Downers Grove 

Precision 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/13/02 
05/13/02 
Rock and Soil 
41/4 in. IDHSA 
Split Spoon 

Total Depth 
WESTON Geologist 

:48 ft bgs 
: B. Crawford 

Depth 
in 

feet 

CO 

a. 
E 
CO 
OT 

ID 
> 
O 
u 
to 

c 
3 

8 
o d 

O 
X 
k 
CC 

o 

OT o 
OT 
3 

DESCRIPTION PID 
(ppm) 

9 

40-

4 2 -

44-

4 6 -

48-

5 0 -

5 2 -

5 4 -

56-

5 8 -

6 0 -

20 

16 

23,40,45,42 

7,14,18,21 

23.50/3" 

12.12,17,17 

s 
^ 

^ 

SC 

ML 

GM 

DO 

As above, increasing moisture. 

CLAYEY S I L T , grey, traces of gravel, moist. 

CLAYEY SILT, little gravel. 

GRAVEL, sandy, silty, wet. 

Bedrock 

End of boring @ 48 ft. 



LOG OF BORING SB-9 

(Page 1 of 3) 

Ellsworth Industirlai Park 
Downers Grove 

North of Predsion 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/14/02 
05/14/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth :53 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 
9 
Q . 

E 
(0 
OT 

CD 

s ^ 
o o 

° d 

O 
X 

k 
CC 
C3 

OT 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

2 -

4 -

6 -

8 -

10-

12-

14-

16-

18-

20-

10 

15 

17 

20 

16 

17 

2,5,6,7 

4.5.5.7 

4.4.5.5 

10,7,9,9 

7,12,8,12 

7,12.8,12 

50/5" 

40,20,20.23 

20.12,11,14 

10,20,11.14 

7" 

7 

.z 

OL 

CL 

SM 

CL 

ORGANIC, silty day topsoil, fraces of sand, roots throughout, 
black, stiff, moist 

SILTY CLAY, sandy, trace gravel stiff, moist, low plasticity. 

SILTY CLAY, sandy, b̂ aces of gravel, black, brown, light tan, 
soft, moist, low plastidty. 

SAND, silty, bace gravel and clay, slightly dense, moist 

CLAY silty, sandy, trace gravel, dark brown, tan, firm, moist. 

As atx}ve. 

CL 

Poor recovery, possible sandstone slough. 

CLAY, silty, bace gravel, very firm, moist, low plastidty. 

As above, sandy at bottom. 

Poor recovery, cobble, weathered dolomite. 

0/0.2 

0/0.3 

0/0.1 

0/0 

0/0.1 

0/0 

0/0 

0/0 



Ellsworth Indusbial Park. 
Downers Grove 

North of Predsion 

LOG OF BORING SB-9 

(Page 2 of 3) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/14/02 
05/14/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth :53 ft bgs 
WESTON Geotogist : B. Schaefer 

Depth 
in 

feet 

20-

2 2 -

24-

2 6 -

2 8 -

3 0 -

32-

3 4 -

3 6 -

3 8 -

40-

CO 
.2 
Q. 
E 
CO 

OT 

o ^ 

c 
3 o u 
-9 d 

o 
X 

k 
cc 

tn o 
tn 
3 

DESCRIPTION 

17 

10 

13 

16 

24 

50/4" 

16,8,14,45 

50/3" 

50/3" 

200/5" 

T: 

20,15,17.20 

12.24.50/4" 

12.30.36.50 

CL 

SM 

SM 

SP 

No recovery, possibly rock slough. 

CLAY, silty, grading to grey, tan, CLAY, silty, soft, grading to 
fimn, moist low plasticity. 

SAND, silty. tan, fa^ce gravel, dense, dry. 

No recovery, slough. 

As above. 

As above: 

As above. 

SAND, silty, tan, trace gravel, fine sand, slighUy dense, very 
moist 

As above, cobble at top, wet slightiy saturated. 

SAND, fine grained, b^ce silt, tan, slightiy Icrase, wet 
•«;atiiratpH 

SAND, tan grading to grey, fine, bace silt, slighUy loose, wet. 

GM 
GRAVEL, silty. sandy, gravel. slighUy saUirated, dense, well 
graded. 

PID/FID 
(ppm) 

0/0 

0/0.1 

0/0 

0/0.3 

0/0 



LOG OF BORING SB-9 
(Pa^e3 6f3) 

Ells\yorUi Industrial Park 
Downers Grove 

North of Predsion 

Start Date 
Rnish Date 
Driller 
Drilling Method 
Sampling Method 

05/14/02 
05/14/02 
Rock and Soil 
41/4 in. ID HSA 
Split Spoon 

Total Depth. .: 53 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

40-

42-

44-

4 6 -

4 8 -

5 0 -

52--

54-

56 -

5 8 -

6 0 -

CO 

a 
a. 
E 
CO 

OT 

o u 

to 

c 
§ 
13 

£ d 

O 
X 

k 
cc 
o 

in 
o 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

13 

14 

21 

21 

14 

12.65/4" 

25.39,50.50/4" 

25,46,50/4" 

16,23,36,40 

14,15,20.20 

12,20,26.25 

100/2" 

/ 

SW 

SP 

CL 

ML 

GM 

SAND, gravelly, loose to firm, saturated, well graded. 

SAND, bace gravel, tan, loose, saturated, poorly graded. 

SAND, fine to medium grained, loose, saturated, poorly graded. 

CLAY, silty. sandy, bace gravel, very moist low plastidty. 

SILT, saturated, fimi, low plasticity. 

SILT, fine sands, grey and tan. 

GRAVEL, silty, sandy, bace cobble, very dense, moist, well 
graded. 
GFIAVEL, poorly graded, grey, grading to silty, sandy, fines, 
loose, saturated. 

End of boring @ 53 ft 

0/0.1 

0/0 

0/0 

0/0.1 

0/0.1 

0/0 



LOG OF BORING SB-10 

(Page I 6 f 4) 

Ellsworth Indusbial Park 
Downers Grove 

Southwest edge of Scot 

Depth 
in 

feet 

CO 

a. 
E 
10 
OT 

Start Date 

Finish Date 

Dri l ler 

Dril l ing Me thod 

Sampl ing Method 

04/24/02 

04/24/02 

Rock and Soi l 

4 1/4 in . ID H S A 

Split Spoon 

Tota l Dep th : 6 1 ft t igs 

W E S T O N deo log is t ; B . Stihaefer 

(D > 
o 
CJ 
a> 

JO 

o u 
5 ^ 

O 
I k 
CC 
CD 

in 
o 
OT 
3 

DESCRIPTION PID 
(ppm) 

2 -

6 -

8 -

cc 
o 

m 
•9 

10-

12-

1 4 -

1 6 -

1 8 -

20-

18 

12 

11 

11 

17 

F: 

4,18,16,12 

17,12,22,28 

54 

6,8,9,10 

7.8,11,12 

13,13,17,23 

7,11,10,14 

8,9,18,17 

9,9,18,24 

7-

2 

CL 

CL 

GM 

CL 

V 

CLAY, silty, bace gravel, very firm, dry, low plastidty. 

CLAY, silty, gravelly, grey, tan, slightiy wet at bottom, firm to 
loose, grading to increasing gravel at txittom, low plastidty. 

No recovery. 

CLAY, silty, trace gravel, dense, firm, dry, low plastidty. 

No recovery. 

GRAVEL, bace silt tan, limestone fragments, slighUy loose, 
moist. 

CLAY, silty, bace gravel, grey, firm, slightiy moist wet 
gravel, low plasb'dty. 

CLAY, silty, gravelly, firm, very moist low plastidty. 

No recovery. 

CL 

CLAY, silty, gravelly, firm, very moist, low plastidty. 

0/0 

0/0 

0.5/0 

0.1 

0.1 

0/0 

0/0 



LOG OF BdF^tNG SB-ta 

t P 3 © e 2 o f 4 ) 

Ellsworth Indusbial Parki 
Downers Grove 

Southwest edge of Scot 

Start Date 
Finish Date 
%ller 
Drilling Method 
Sampling Method 

: 04/24/02 
: 04/24/02 
: Rock and: Soil 
: 4 1/4In. IDHSA 
: Split Spoon 

Total Depth :e>1ttbgs 
WESTONi Geologist; :; a Schaefer 

- I 

Depth 
in 

feet 

CO 
£ 
a. 
E 
CO 
OT 

0> > o .— 

c 
3 
O 
u 5 .-. 

O 
I k 
cc 
o 

tn 
o 
M 
3 

DESCRIPTION PID 
(ppm) 

20-

2 2 -

2 4 -

26-

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

38-

40-

12 

11 

17 

21 

13 

21 

12 

14 

T: 
4,16,22,32 

4,9,12,14 

7,8,12,13 

4,9,13,13 

8,8,10,11 

7,8,18,18 

7,8,12,14 

12,21,27.42 

39,49,50,52 

7.8,11,11 

4 - ^ 

CL 

SP 

As above, increasing gravel. 

As at)ove. trace gravel. 

As above, firm, moist grading to wet low plasb'̂ city, sand, at 
bottom. 

As alXDve, grading to grey, silty. sandy at bottom, soft to wet 
low plasticity, bace gravel. 

CLAY, silty, sandy, trace gravel, soft grading to firm, v ^ 
moist grading to Wet low plastidty. 

CLAY, silty, sandy, bace gravel, grey, saturated, soft, low 
plasticity. 

CLAY, silty, grading to CLAYEY SILT, face gravel, moist 
low plastidty. 

SAND, very fine grained, dense, poor cementation, dry, 
poorly graded. 

As atxDve, loose, sandstone flragments. 

ML 

SILT, silty, sandy, very fine grained, trace gravel, slightiy 
dense, wet low plastidty. firm, bace limestone fragments. 

0.2/0 

0.3/0 

0.3/0 

0.3/0 

0/0 

0.1/0 

0.5/0 

0.1/0 

0/0 

0.3/0 



LOG OF BORING SB^^O 

(Page 3 of 4>: 

Ellsworth Indusbial Park-
Downers Grove 

Southwest edge of Scot 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 04/24/02 

: 04/24/02 

: Rock and Soil 

: 4 1/4 in. ID HSA 

: Split Spoon 

Total Depth : 61 ft bgs 

WESTON Geotogist : B. Schaefer 

Depth 
in 

feet 

10 
m 
Q. 
E 
CO 
OT 

> 
§ i 

" c 
3 o u 
5 — 
i •£ 

o 
X 

k 
cc 

to o 
OT 
3 

DESCRIPTION PID 
(ppm) 

40-

4 2 -

4 4 -

46-

4 8 -

50-

5 2 -

S 54-

5 6 -

5 8 -

60-

16 

19 

14 

15 

19 

18 

21 

14 

7,9,11,12 

8,11,12.16 

7,11.12.16 

14.15,25.24 

15.38,42.48 

38.42.43,45 

32;24,15,16 

27.38.42,48 

15,24.25.30 

17.25.39,50 

ML 

CL 

ML 

As above. 

As atx>ve. sand seams. 

As above, sandy, slightly firm, wet low plastidty. 

As above. 

As above, little gravel. 

No recovery. 

CLAY, silty, sandy, brace gravel, grey, firm, low plastidty. 

SILTj.grey, very fine, sand and silt with some day, firm, 
moist, trace limestone. 

As above, little limestone fragments, wet pockets. 

As above. 

0.3/0 

0.3/0 

0.2/0 

0.2/0 

0/0 

0/ 

0/ 

0/ 

2.6 



LOG OF BORING SB-10 

(Page 4 of 4) 

EllsworUi Industrial Park 
Dovmers Grove 

Southwest edge of Scot 

Start Date 

Finish Date 

Driller 

Drilling htethod 

Sampling Method 

04/24/02 

04/24/02 

Rock and Soil 

4 1/4 in. ID HSA 

Split Spoon 

Total Depth :61ft bgs 

WESTON Geologist : 8. Schaefer 

Depth 
in 

feet 

60-

oc 

s 

62-

64-

66-

68-

70-

72-

7 4 -

76-

78-

8 0 -

co 
£ 
a. 
E 
CO 

-OT 

a> > o ^-, 

c 
3 

8 
I 
.o 

O 
X 

k 
cc 
ts 

in 
o 
OT 
3 

DESCRIPTION PID 
(ppm) 

10 32.50/2" 
ML 

GM 

As above. 

GRAVEL, silty, bace sand, wet, slighUy loose. 
0/ 

End of boring @ 61 ft. 



LOG OF BORING SB-12 

(Page 1 of 2) 

Ellsworth Indusbial Park 
Downers Grove 

N of Rexnord 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

6/1/02 
6/1/02 
Rock and Soil 
4 1/4 in ID HSA 
Split Spoon 

Total Depth; :24 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 
£ 
a. 
E 
(0 

OT 

tD 

> 
8 

3 
O 
U 

_o 
.o 

2 
X 

k 
cc 
o 

OT 

o 
OT 
3 -

DESCRIPTION PID/FID 
(ppm) 

2 -

4 -

6 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

20-

10 

14 

13 

17 

11 

2,4.6 

8,8,12,14 

6,6,10,10 

7,12,14,12 

7,8,10,7 

6.14,10,17 

4,4,5,6 

6,8,10,10 

6,8,7,7 

8,11,20,20 

T: 

z-

Z 

FL 

CL 

CL 

FILL; concrete/gravel. 

CLAY; brown, silty with a bit of gravel, very firm, slighUy moist. 

CLAY; greenish grey, silty, gravelly, bace brown, then tan, very firm, 
SlighUy dry, hydrocarbon odor at bottom. 

Only recovered grey rock cobble. 

CLAY; brownish grey, silty and gravelly at top; rest was brownish grey, a 
few pebbles, very stiff, slighUy dry, hydrocarbon odor at top. 

CLAY; brovm and grey silty with gravel at top 6 in., hydrocarbon odor; 
then small amount of brown into rest grey silty day with trace gravel, very 
stiff, slighUy dry. 

CLAY; greyish brovm silty with some gravel at top 6 in., slight 
hydrocartxm odor, then grey silty day with a few gravel pebbles, very 
firm, slightiy dry. 

CLAY; greyish brown, silty and gravelly at top 5 in.; then rest was silty 
day with some gravel pebbles, slighty moist firm. 

CLAY; brown/grey, silty and gravelly with a bit of sand, soft wet low 
plastidty. 

As atwve, brown/grey silty, gravelly day. 

CLAY; grey, silty with some gravel, bace sand, large tan cobbles towards 
bottom, a bit more gravelly at bottom, soft, wet low plastidty. 

0/0 

33/53 

15/40 

20.8/16.1 

20/8.4 

0.7/2.8 

0/0 

0/0.4 

0/0 



LOG OF B 6 R I N G ; $ B - 1 2 

(Pag^ 2 d{:2)-: 

Ellsworth Industrial Park 
Downers Grove 

N of Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 6/1/02 
: 6/1/02 
: Rock and Soil 
: 4 1/4 in ID HSA 
: Split Spoon 

Total Depth :24 ft bgs 
WESTON Geologist :B. Schaefer 

Depth 
in 

feet 

CO 

£ 
CL 

E 
CO 

to 
Is 

c 
3 
O 

u 5 ^ 
° d 

O 
X 
k 
CC 

o 

OT o 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

20-

2 2 -

F: 

24-

2 6 -

28-

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

4 0 -

11 

12 

11,23,23,26 

14,20,10,10 

z 
ZZ 

CL 

GM 

CL 

GM 

CL 

CLAY; grey/brown, with a bit of gravel at top 3 in. 

GRAVEL: 3 in., coarse with pebbles. 

CLAY: 5". grey silty sandy qravellv. soft at top to stiff at bott.. wet to sat. 

GRAVEL; grey, silty, v/ith some sand and day. very dense, wet to 
saturated, Weil graded. 

0/0 

0/0 

CLAY: 2" of silty day w/ b'ace pebbles at bott.. stiff, v. moist. 

End of boring @ 24 ft. 



LOG OF BORING SB-13 

(Pagel of2), 

Ellsworth Indusbial Parle 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 05/10/02 
: 05/10/02 -• 
: Rock and Soil 
: 41/4 in. ID HSA 
: Split Spoon 

Total Depth :34 ft bgs 
WESTON Geologist : B: Schaefer 

Depth 
in 

feet 

IO 
£ a. 
E 
CO 
OT 

> 
8 
ID 

C 
3 
O 
o 
£ d 
J3 •.=. 

O 
X 

k 
oc 
to 

in 
O 
tn 
3 

DESCRIPTION PID 
(ppm) 

F: 

4 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

10 

16 

14 

14 

15 

18 

18 

4,7,7,10 

6,13,15,14 

9,23,23,13 

32,40,50,29 

10,12,16.20 

26.24,23,22 

8,27,31,22 

12,15,15,20 

12,10,8,11 

8,12,7,13 

z 

/ 

CL 

SM 

GM 

ML 

CL 

ML 

SP 

CLAY, silty, sandy. 

SAND, silty, sandy, gravel throughout toward bottom, firm. dry. dense. 

GRAVEL, silty, sandy, bace day and cobbles, dry, slightiy dense, well 
graded, possibly fill. 

GRAVEL, cobbles with fines, silty sand at bottom, dry, slightly loose, well 
graded, possibly fill. 

GRAVEL, dolomite cobbles, silty, sandy fines, dry, loose, possibly fill. 

As above, possibly fill. 

As at>ove, possibly fill. 

As atxive, possibly fill. 

As above, less cobbles, possibly fill. 

As above, possibly fill. 

SILT, sandy, fine orained. wet. 

CLAY, silty, grey. 

SILT, moist soft. 

SAND, tan, moist loose. 

0/ 

0/ 

0/0 

0/ 

0/ 

0/0 

0/0 

0/0 

0/0 

0/0 



Ellsworth Indusbial Park 
Dovmers Grove 

Rexnord 

LOG OF BORING SB-13 
(Page2bf2) 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/10/02 
05/10/02 

•s 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth :34 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 

m 
a. 
E 
CO 
OT 

o .— 

S .g 

10 

*̂  
c 
3 
o 

I d 

O 
X 
k 
cc 
C3 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

20-

22 

2 4 -

2 6 -

2 8 -

3 0 -

32-

:9 

34-

19 

16 

14 

13 

11 

14 

18 

6,8,7,7 

7,8,7.15 

10.15.25.29 

42.27.37.50/3" 

10,50/5" 

11,12,15,14 

10,10,21,13 

SP 

GM 

ML 

As above, darker tan. 

As atxjve, grade to tannish grey, trace silt, slighUy loose, wet, poorly 
graded. 

GRAVEL, SAND, silty, grey, brown, well graded, slightiy dense grading to 
dense, wet 

GRAVEL, silty, some sand, trace day and cobbles, tan, well graded, 
wet, dense. 

As above, bace grey dotomite. 

As above, cobble seam. 

SANDY SILT, bace pebbles, slighUy firm, slighUy wet low plastidty, bace 
day. 

As above, degenerative day below silt layer. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

36-

3 8 -

40-

End of boring @ 34 ft. 



EllswbrUi Indusbial Park 
Dovmers Grove 

Rexnord 

LOG OF BORING SB-14 

(Paget of i*y 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method. 

: 5/24/02 
: 5/24/02 
: Rock and Soil 
:4l/4in.lDH^A 
: Split.Spdbn" 

Total Depth :63 ft bgs 
WESTON Geologist : Cannicljael 

Depth 
in 

feet 

CO 
£ 
a. 
E 
CO 
OT 

0> > 
o .̂̂  
8 .£ 

m 
c 
3 
O 

u 
o d 

J 3 . = • 

o 
X k 
cc 
C3 

OT o 
to 
3 

DESCRIPTION PID/FID 
(ppm) 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

16 

12 

12 

17 

14 

14 

14 

14 

5,6,8,9 

5,8,9,8 

8,11,12,15 

8,12,16,14 

5,7,7.12 

5,9,13.13 

9,13,22.28 

11.21.34,23 

12,20,22.19 

8.14,19.21 

FL 

CL 

FILL; brown day, dry, reworked. 

F ILL ; brovm day to.fine sand, slighUy moist 

As at)ove, no sample, poor recovery, 
possible slough. 

CLAY; black, moist silty, no cxlor. 

CLAY; brown, mediurti hard, moist, 
possibly reworked. 

CLAY; brown/grey, moist, hard, bace 
brown sand, bace iron staining. 

CLAY; brown, hard, trace gravel, moist. 

SC 

SM 

SAND, dayey, wiUi gravel, firm to 
medium, brovm, moist 

As above. 

SAND; silty, brown, bace gravel, large, 
slighUy moist 

0/0 

0/0 

0/0 

6/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 



LOG OF BORING SB-14 

(Page 2 of 4) 

Ellsworth Indusbial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Method 

5/24/02 
5/24/02 
Rock and Soil 
4 1/4 in. IDHSA 
Split Spoon . 

Total Depth :63 ft bgs 
WESTON Geologist : Camiichael 

Depth 
in 

feet 

CO 

a. 
E-
a 
OT 

ID 

> 
8 .g 

IO 

c 
3 
O 
U 

o d 

O 
X 
k 
cc 
C3 

OT 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

20-

2 2 -

2 4 -

2 6 -

2 8 -

30 

3 2 -

3 4 -

3 6 -

3 8 -

40-

14 

12 

24 

10 

14 

15 

14 

16 

9,37,24,9 

14,16.17,25 

6,10,8,11 

5,6,11,17 

8,8,10,11 

7,7,28,34 

40,14,25,21 

10.35.38,50/5" 

37,50/5" 

38,44,45,47 

SM 

CL 

ML 

No sample, poor recovery, gravel and 
slough. 

SAND, silty, brown with large gravel. 
SlighUy moist 

CLAY; sandy, wet. brown with some 
gravel. 

CLAY; brown, very moist hard to 27.5 ft., 
then sanely day, grey to lirown. 

CLAY; very silty, soft brown, very 
moist 

CLAY; very silty, medium hard, brown, 
yellow sand ft^onri 31.7 to 31.8 f t 

SAND; fine to medium, yellow, some 
day, some grey gravel, moist 

No recovery. 

No recovery. 

SILT; hard, brovm, moist, layer of 
medium to hard sand fi'om 39.5 to 39.7ft. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/1.3 



LOG OF BORING SB-14 

(Page 3 of 4) 

Ellsworth Indusb ia l Park 
Dovmers Grove 

Rexnord 

Start Date 

Finish Date 

Driller 

Drilling Methbci 

Sampling Method 

5/24/02 

5/24/02 

Rock and Soil 

41/4 in.-IDHSA 

Split Spoon. 

Total Depth :63 ft bgs 

WESTON Geologist : Cannichael 

Depth 
in 

feet 

CO 

£ a. 
E 
CO 
ro 

(D > 
O 
U 
0> 

3 
o o 
S .--

O 
I k 
CC 

o 

to 
o 
w 
3 

DESCRIPTION 
PID/FID 
(ppm) 

40-

cc 
o 
ID 

4 2 -

44-

46-

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

60-

14 

12 

14 

15 

18 

16 

16 

17 

14 

14.34,50/3" 

42,32,27,20 

4,6.19.15 

9.15,27,50/5" 

50/5" 

17,37.34,36 

30,37,27,26 

5,8.18,13 

12,3,2,7 

25,4,8,9 

ML 

CL 

GC 

ML 

V . 

CL 

SILT; hard, grey, dry. 

As atx)ve. slighUy dayey. 

SILT; dayey, grey, moist hard. 

CLAY, grey, hard, moist, with some 
gravel, very silty to 47.8 ft., frace brown 
sand, fine, with some gravel. 

CLAY; vflth some gravel 

As above. 

GFIAVEL, grey 

SILT; dayey, grey, wieL 

SILT; grey, soft, dayey, wet 

CLAY; very silty, grey, soft. 

CLAY; very soft, very silty. grey. 

0/1.1 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 



LOG OF BORING Sg-14 

,;(Pagg4of4)> 

Ellsworth Industrial Park 
. Dovmers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method... 
Sampling Mettiod 

5/24/02 
5/24/02 
Rock and Soil 
4 1/4 in. IDHSA 
Split Spoon 

Total DepUi 
WESTON Geologist 

:q3ftbgs 
: Carmichael 

Deptt) 
in 

feet 

CO 

£ a. 
E 
CO 

ro 

ID 

3 
8 
s :--
° d 

O 
X 

CC 
CD 

OT 
O 
in 
3 

DESCRIPTION PID/FID 
(ppm) 

60-

62-

14 12,29.23,19 

17,21,50/3" 

ML 

SILT; dayey. grey, with gravel, bace 
fine sand. 

As above 

6 4 -

6 6 -

6 8 -

7 0 -

7 2 -

7 4 -

7 6 -

78-

8 0 -

End of boring @ 63.0 ft 



LOG OF BORING SB-16 1 
(Page! of 3) 

Ellsworth Indusb-ial'Park 
Downers Grove . 

Rexnord 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

05/08/02 

05/08/02 

Rock and Soli 

4 1/4 in: ID HSA 

Split Spoon 

Total Deptti :46 ft bgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 

£ a. 
S 
CO 
OT 

§:? 

(0 

3 

8 
o d 

o 
I 

k 
CC 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

v: 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

17 

17 

18 

16 

14 

17 

4.4.10.14 

8.8.10,12 

4.4,4.7 

5.10.10.4 

6,9.9.11 

4.8,12.13 

5.18.23,15 

14,17,15,14 

5,5.8.6 

3.6,24,26 

/ : 
/ - : 
/ • : 
/ • : 
/ : 
/ ; 
/ • ^ 

/ ^ 

/ 

/ 

/ 

/ 

CL 

CL/GM 

SM/ML 

CLAY, silty, sandy topsoil, black, s(}ft, moist grading to grey, tan, firm, low 
plastidty. 

As above, grey grading to tan, grey, bace sand, red, black, very firm 
grading to soft, moist, low plastidty. 

As above, grey/ tan grading to brovm, trace sand, black, grading to trace 
gravel, very soft, moist, low plasidty. 

No recovery, slough material fi'om above. 

As above, grey, brown, tan, and gravel, soft, moist, low plasticity, 
resembles fill material. 

As atx)ve, trace sand, both brick red and grey, probably fill. 

As atx>ve, bace sand, both brovm, red, and black, probably fill. 

No recovery. 

SILT and SAND, tan. fine, at top; grey silt and fine sand at bottom, sljghUy 
firm to very soft, very moist to saturated, low plasticity. 

0/0 

0/0 

0/0 

0/0 

Slough material throughout grey cobbles at bottom. 

0/0 



Ellsworth Indusbial Park 
Dovmers Grova" 

Rexnord 

LOG OF BORING SB-16 

(Page 2 bf 3) 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/08/02 
05/08/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth : 46 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 
£ 
a. 
E 
CO 

ro 

ID 

> 
8 .£ 

'c 
3 
O 

o 
5 d 

O 
X k 
cc 
o 

in 
o 
ro 
3 

DESCRIPTION PID 
(ppm) 

20-

2 2 -

2 4 -

26-

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

12 

10 

11 

16 

17 

19 

18 

16 

5,13,7,33 

7,7.55.100 

55.32.13.13 

36,13,12.12 

8,8.14.16 

7.15,24,20 

15,23,30,26 

21,30,40,21 

13,15,18,30 

31,27,33,34 

7 

. : • • : 

z 

GM 

CL 

rr 

7~ 

GM 

CL 

GRAVEL, silty. sandy, grey, tan, slighUy loose to partiy dense, well 
graded. 

CLAY, silty, brown, grey, some sand, very moist, low plastidty, firm. 

GRAVEL, silty, sandy, grey, tan, loose, well graded, dry, large grey 
cobbles at top. piossibly limestone. 

As above, and cobbles, weathered, dry, loose, well graded. 

CLAY, silty. grey, bace gravel, very firm, dry to moist, low plastidty. 

Recbverd rock cobble, tan, grey. 

CL 

ML 

A 

CL 

CLAY, silty, grey, some gravel, very firm, slighUy moist low plastidty; 
bottom 5 in. was day, very silty, sandy, wet soft, grey cobble at Ixjttom. 

SILT, grey, and very fine SAND, bace day, some gravel throughout very 
soft, wet low plasticity. 

As atxjve, soft to firm. 

As above, bace vreathered, grey dolomite. 

CLAY, silty, some gravel, bace cobbles, some very fine sand, firm to very 
firm, moist, low plasticity. 

CLAY, silty, sandy, grey, some gravel cobbles, grey, brown, dry, firm, 
low plasticity. 

0/0 

0/0 

0/0 

0/0.2 

0/0.1 

0/0 

0/0 

0/0 

0/0 



LOG OF BORING Si^i 6 
-(Page^3:bf3)̂  

Ellsworth Indusbial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method. 

: 05/08/02 
: 05/08/02 
: Rock and Soil 
: 4 1/4 in JD HSA 
: Split Spoon . . 

TotalDepth :46ftbgs 
WESTON Geologist : B. Schaefer 

Deptt) 
in 

feet 
CO 

C 
3 
O 

o 
o 

O 
I k 
CC 

o 

OT 

• 3 

DESCRIPTION PID 
(ppm) 

40-

42-

4 4 -

46-

21 

16 

10 

12.23.20,23 

17,34,34,20 

15.20.50/5" 

CL 

GM 

As above, some dolomite cobbles, firm to stiff, moisL 

As atnve. 

GRAVEL, dolomite limestone, fines, silty, sandy, tan throughout, saturatec 
witii angular fragments. 

0/0 

0/0.1 

0/0.1 

End bf boring @ 46 ft. r~' 

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

58-

6 0 -



L0G0FB0RINGSB.-18 

(Page 1 of 2) 

Ellsworth Indusbial Park 
Dovmers Grove 

Fusibond 

start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Method 

6/5/02 
6/5/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

TbtalDeptti :39ft bgs 
WESTON Geologist :,B. Schaefer 

Depth 
in 

feet 

10 
£ 
a. 
E 
CO 

OT 

4) > 
O 
O 

c 
3 
O 
o 
? 
o 
n 

O 
I k 
CC 
CD 

ro 
o 
ro 
3 

DESCRIPTION PID/FID 
(ppm) 

2 -

4 -

8 -

1 0 -

12-

14-

1 6 -

1 8 -

20-m 

12" 

13 

15 

13 

16 

10 

10 

8,23,14,13 

14,11,13,15 

10,12.11,13 

10,9,10,10 

9.14.17.14 

13.8,14.17 

13,23.25,22 

9,26,25,25 

23,53,54,4 

z: 

a ; i.«r; 

.ff' i.<r 

FL 

FILL; asphalt and gravel, grey to tan. 

CL 

^ 
SM 

CLAY; black, silty, very firm, slighUy dry, low plastidty, bace iron staining. 

As above. 

CLAY; brown/grey silty with trace pebbles, firm, moist, low plastidty, 
trace sand at bottom, bace iron staining. 

CLAY; brown silty with trace pebbles, firm, moist, low plastidty. trace 
sand at tx>ttom, bace iron staining. 

As above, stiff, trace gravel. 

CLAY; light brovm, silty, stiff, moist, low plastidty. 

tjANU; brown, tine, dense, moist. 

GM/ML 

GW 

GM 

Brown SILT wnth GRAVEL, large cobbles on top, trace sand, slighUy firm, 
slightiy moist 

GRAVEL; sandy witii bace tan silt, some large dolomite rock cobbles at 
top. loose, dry, well graded. 

GRAVEL; light grey, dolomite, some brown sandy silt, bit of iron staining, 
dense to loose, dry, well graded. 

As above. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 



LOG OF BORING SB-18 

(Page 2 of 2) 

EllsworUi Industrial Park 
Downers Grove 

Fusibond 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Method 

6/5/02 
6/5/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

TotalDepth .39 ft bgs 
WESTON Geologist : B. Schaefer 

Deptti 
in 

feet 

CO 

£ a. 
1 
OT 

o .— 
o> .g 

c 
3 o 
O 

5 — 
o d 

O 
X 
k 
cc 
CD 

ro 
o 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

38-

M 

g 
in 

10 

13 

16 

17 

16 

17 

20 

17 

23.50.50/4" 

23,33.35,55 

15.12.20.20 

4.4.7.13 

15.19.20,13 

8,6,8,11 

17,10.12.19 

16.17.24.23 

50,43.26,23 

25.25.33.50/5" 

GM 

CL 

C/ 
GP 

CL 

As above, some brown, moist to very moist 

As above. 

CLAY; grey, silty, with trace pebbles, stiff, slighUy moist, low plastidty. 

Asatwve. 

As above, slighUy firm. 

CLAY; grey, silty, with some gravel and coarse sand, slighUy firm, moist, 
low plastidty. 

CLAY; top as above, bottom is grey, silty, some gravel, stiff, slighUy 
moist low plastidty. 

CLAY; grey, silty, gravelly, dry, firm, moist low plasticity. 

CLAY; as above. 

GRAVEL; grey dolomite rock cobbles, hydrocarbon odor. 

CLAY; grey, silty, viriUi some gravel and grey dolomite rock cobbles, stiff, 
slighUy moist low plastidty. 

^j^j SAND; tan, tine, silty. dry. dense. 

End of boring @ 39 ft. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

40-



Ellsworth Indusbial Park. 
Downers Grove 

Depth 
in 

feet 

to 
£ 
a. 
E 
CO 

OT 

S of Rexnord 

ID > o .-^ 
.S .£ 

tn 

3 
O 
o 
£ c 

LOG OF BORING SB-19 

(Page i of 4) 

start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Method 

5/31/02 
5/31/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Depth : 61 ft bgs 
WESTON Geologisl : B. Schaefer 

O 
X 
k 
DC 
tD 

in 
o 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

2 -

4 -

6 -

8 -

1 0 -

12-

1 4 -

16-

1 8 -

20-

11 

10 

15 

14 

16 

12 

3.6,7.12 

3,8,4,4 

7,50/2" 

7,8,7,7 

11,12,9,6 

9,9,10,8 

9,30.40,11 

12,12,8,22 

7,17,23,20 

17,30.35,50/4" 

OL 

CLAY; black to dark brown, silty witt) trace sand and gravel, very firm, 
dry. roots throughout, grass at top. 

CLAY; black to dark brown, silty with trace sand and some gravel, stiff, 
dry. bace roots. 

FILL: black asohalt-like material. 

Slough material at top. bottom had black asphalt-like material. 

Slough material 

FILL; black silty clay witti asphalt pieces and gravel intermixed 
throughout loose, diy. trace cobble. 

FILL; dark brown to black silty clay witii a bit of gravel, very moist firm, 
black asphalt-like material and gravel underneath, loose, dry. 

GM 

CL 

GM 

GRAVEL; dark tan. silty. sandy, some day at top, slighUy dense, dry. 
weU graded. 
GRAVEL; brown, silty, sandy, with grey weathered dolomite rock 
cobbles at bottom, bace day, bace iron staining, loose, dry, well graded. 

CLAY; brovmish grey, silty, a bit of gravel, trace cobble, tan and iron 
stained sift Uiroughout, stiff, slightiy moist low plastidty. 

GFIAVEL; grey/tan, silty, sandy, bace day, much fine sand at top, a few 
grey cobbles, traceiron staining, loose, dry, well graded. 

GFIAVEL; grey/tan. silty. sandy, some grey cobbles throughout slightiy 
dense, dry. well graded. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0.3 

0/0 

0/0 



LOG OF BORING SB-19 

(Page 2 of 4) 

BIsworth Indusbial Park 
Downers Grove 

S of Rexnord 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

5/31/02 
5/31/02 
Rock and Soil 
41/4 in. ID HSA 
Split Spcxin 

Total DepUi -:61ft bgs. 
WESTON Geologist : B. Schaefer 

Deptti 
in-

feet 

CO 

£ a. 
E 
CO 
OT 

0) 

§ u 
(D 

O 

o d 
S3 - .= ' 

o 
X 

k 
ac 
o 

in o 
tn 
3 

DESCRIPTION PID/FID 
(ppm) 

20' 

2 2 -

2 4 -

2 6 -

2 8 -

30-: 

3 2 -

3 4 -

36--

3 8 -

40-

14 

16 

15 

24 

18 

10,30,20,19 

15,19.17,16 

13.13,17,15 

24.24.25,18 

17,23,18,18 

20,19,5,6 

3,5,8,6 

4,7,8,8 

4,4.4.5 

5,10,11,12 

r 

.J. 

z 

GM 

SM 

CL 

CL 

GRAVEL; grey/tan, silty, sandy, some weaUiered dolomite pieiias, loose, 
dry, well graded. 

GFIAVEL; tan, bace grey, silty, sandy, light grey dolomite cobbles at top, 
SlighUy dense, dry, well graded. 

GRAVEL; tan, silty, sandy, with some grey cobbles throughout, slightiy 
moist loose, well graded, bace iron staining. 

GRAVEL; grey/tan, silty, sandy, bace day, a few grey cobbles, Icrase, dry, 
well graded. 

GRAVEL; tan/grey, silty, sandy, a few grey cobbles, slightiy dense, slightiy 
moist well graded. 

GRAVEL; dark tan, silty, sandy, some day, dense, moist 

SAND; brownish grey with trace black and tan, very silty fine sand, trace 
day, moist wet, dense. 

CLAY; grey very silty, sandy at top grading down to grey silty with trace 
pebbles, firm, moist low plasticity. 

Slough material, grey cobble in spoon. 

CLAY; grey, silty, with sandy seams at top and bottom, trace pebbles, firm 
moist to slightiy wet at top, low plasticity. 

CLAY; grey, silty virtth a bit of very fine sand, soft moist, low plastidty. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 



'.^^~'\ 
LOG OF BORING SB-19 

(Page 3 of 4) 

Ellsworth Indusb-ial Park 
Downers Grove 

S of Rexnord 

start Date 
Finish Date 
driller 
Drilling Mettiod 
Sampling Method 

: 5/31/02 
: 5/31/02 
: Rock and Soil 
: 4 1/4 in. ID HSA 
: Split Spoon 

Total Deptti :61ft bgs 
WESTON Geotogist : B. Schaefer 

Deptti 
in : 

feet 

CO 

£ 
o. 
E 
CO 
OT 

40-

4 2 -

4 4 -

46-

4 8 -

50-

5 2 -

54-

5 6 -

5 8 -

60-

ID > 
O —, 

8 .= 

i 
I 
J 3 

o 
I 
k 
cc 
o 

to o 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

23 

12 

11 

13 

F: 
3,4.5,5 

14,50/2" 

50/3" 

5,5,6.5 

15,16.17,14 

39,48.37.48 

100/5" 

85/5" 

'cr ; i l o r ; 

0"." • • * • ; 

CL 

GW 

ML 

GM 

CLAY; grey, silty, with a bit of fine sand at top. bace pebbles, soft to firm, 
moist to very moist at top, low plastidty. 

CLAY; very silty, firm, moist, low plastidty. 

GRAVEL; light tan, with weathered dolomite cobbles and ground-up rock 
pieces, dry, loose. 

No sample, drilled ttirough rock. 

No sample, drilled through rock. 

SILT; grey, fine, sandy, a bit of pebbles, soft, slightly wet large cobble at 
top. some day. 

GRAVEL; grey at top. tan at bottom, silty, sandy, a few cobbles throughout 
slightiy dense, wet, well graded. 

As above, dense, a bit of soft grey day at the twttom. 

GRAVEL; grey to tan, silty, sandy, thin sandy seam in middle, trace 
cobbles, very dense, very moist well graded. 

GRAVEL; gray/tan, silty, sandy, very dense, very moist, well graded. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0.2 

0/0 

< . ' 



LOG OF BORING SB-19 
(Page4of4)^ 

Ellsworth Indusbial Park' 
DoWners Girove 

S of Rexnord 

start Date 
Finish Date 
Driller 
Drilling luieUiod 
Sampling Method 

: 5/31/02 
: 5/31/02 
: Rock and Soil 
:41/4in.1DHSA 
: Split Spoon 

Total Deptti 
WESTON Geologist 

.:61ft bgs 
: B. Schaefer 

Deptti 
in 

feet 

£ 
ex. 
E 
(0 
to 

(D .5 

3 
O 

u 

_o 

O 
X 
k 
CC 
CD 

OT o 
w 
3-

DESCRIPTION PID/FID 
(pptn) 

60-

90/5" GM As above. 
0/0 

End of boring @ 61.0 ft 

i? 

I 
9 

6 2 -

6 4 -

6 6 -

6 8 -

7 0 -

7 2 -

7 4 -

7 6 -

78-

8 0 -



LOG OF BORING SB-20 

(Page1':of2> 

Ellsworth Indusbial Park 
Downers Grove 

W of Predsion 

start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Method 

: 6/6/02 
: 6/6/02 
: Rock and Soil 
: 4 1/4 in. ID HSA 
: Split Spoon 

Total Depth 
WESTON Geologist 

:26 ft bgs 
: B. Schaefer 

Deptti 
in 

feet 

Q. 
E: 
CO 
OT • § 2 

CO 

c 

s 
o £ d 
S3 -cc 

O 
X 

k 
cc 
o 

« 
CJ 
OT 
3 

DESCRIPTION 
PID/FID 
(ppm) 

4 -

6 -

8 -

10-

12-

1 4 -

1 6 -

1 8 -

20-

16 

8,8,13,12 

.8,8,9,12 

15.16,40,38 Z 

CL 

No recovery, blind drilled to 14 ft bgs. 

GM 

CLAY; brownish red. silty, bace sand and cobble, slighUy 
firm, moist low plastidty. 

CLAY; grey silty, trace gravel, soft, moist, tow plastidty. 

CLAY; grey, silty, as above at top; then greyish brown silty, 
stiff, moist, low plasticity. 

GRAVEL; grey, silty, sandy, some rock cobbles, iron staining, 
moist, well graded. 

0/0 

0/0 

0/0 



LOG OF BORING SiB^O 

(Pag6;2ijf2)^ 

BIsworth IndusUial Park 
Downers Grove 

W of Predsion 

Start Date 

Finish Date 

Driller . . 

Drilling Mettiod 

Sampling Method. 

6/6/02 
6/6/02 
Rock and Soil 

4 1/4 in. ID HSiA 

Split Spoon ' ,.. 

TotalDepth :26'ft:bgs 

WESTON Geologist' : B. Schaefer 

Deptti 
in 

feet 

CO 

£ a. 
E-
CO 

OT 

ID 

> 
8 

SZ 
3 

8 
5 . -

O 
X 
k 
oc 
CD 

OT 
O 
« 
3 

DESCRIPTION PID/FID 
(ppm) 

20-

22-

24-

26-

16 

40.42.15.17 

17,15,11,19 

/ . 

GM 

CL 

As above, slightiy loose, dry. 

CLAY; grey, silty, with a few pebbles and trace cobble, stiff, 
moist, low plastidty. 

No recovery. 

0/0 

0/0 

End of boring @ 26.0 ft 

28-

30-

32-

34-

36-

38-

4 0 -



Ellsworth Indusbial Park 
Downers Grove 

SW of Predsion 

Deptt) 
in 

feet 

CO 

to 
Q. 
E 
CO 

OT 

(D 

> 
8 

JO 

o 
o 5 - . 
o c 
J 3 -CC 

o 
X 
k 
CC 
CD 

LOG OF BORING SB-21 

( P a g e l o f 2 ) 

start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Mettiod 

6/6/02 
6/6/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

Total Deptt) ., :26ft bgs. 
WESTON Geologist : B. Schaefer 

ro 
O 
ro 
3 

DESCRIPTION PID/FID 
(ppm) 

2 -

4 -

6 -

10-

1 2 -

1 4 -

1 6 -

1 8 -

20-

15 

10 

11 

16 

15 

21 

3,4,7,7 

7,8,9.9 

7.7.6,8 

17,22,20,20 

7" 

T: 

10,10.9,12 

9,9,17,14 

17,22,14,21 

3.3,4,6 

3.6,8.9 

2 

'A 

OL 

CL 

CL 

GM 

CLAY; black silty day topsoil, grass/rciots at top, firm, moist 

CLAY; brown/tan, silty, gravelly, finn, slightiy moist low plasticity. 

No sampe collected, slough material. 

CLAY; grey/brbvm, silty, sandy, some gravel, slightiy firm, moist low 
plastidty. 

GRAVEL; brown, silty, sandy, slightiy dense, moist low plastidty. 

No recovery. 

GM 

CL 

GRAVEL; brown, very silty, sandy, dense, moist well graded, bace 
cobbles. 

GRAVEL; as atxjve, brovm/grey, very silty, sandy, bace day. 

GFJAVEL; as above. 

CLAY; grey, silty, bace gravel, stiff, moist, low plastidty. 

CLAY; as almve. 

As above. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 



LOG OF BORING SB^ I 
(Page 2 0f 2) 

Ellsworth Indusbial Park 

' Dovmers Grove 

S W of Precision 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Mettiod 

: 6/6/02 

: 6/6/02 

: Rock and Soil 

: 4 1/4 in. ID HSA 

: Split Spoon 

TotalDepth ,:26ftbgs 

WESTON Geologist : B; Schaefer 

Deptt) 

in 

feet 

CO 
£ 
a. 
E 
CO 

to 

> 
o _ 

Si 
c 
3 
O 
CJ 

£ d 

o 
X k 
cc 
(D 

OT 

o 
OT 

3 

DESCRIPTION PID/FID 
(ppm) 

20-

2 2 -

2 4 -

F: 

26-

19 

24 

15 

3,5,7,7 

3,5,10,10 

3,7,4,10 

CL 

ML 

C L A Y ; as above. 

As above. 

SILT; grey, dayey, slightiy moist stiff, low plastidty. 

0/0 

0/0 

0/0 

End of boring @ 26.0 ft 

2 8 -

3 0 -

3 2 -

3 4 -

36--

3 8 -

4 0 -



Ellsvrorth IndusWal Park 
Dovmers Grove 

Depth 
in 

feet 

CO 

£ a. 
E 
to . 
OT 

S of Ames 

ID > o u 
(D 

C 
3 
O 

o 
o 

LOG OF BORING BD-13 

(Pagel of3) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Mettiod 

5/2/02 
5/2/02 
Rock and Soil 
4 1/4 in. ID HSA 
Split Spoon 

TotalDepth : 46 ft bgs 
WESTON Geologist : B, Schaefer 

O 
X 

k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

2 -

4 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

14 

15 

15 

16 

15 

14 

12 

17 

2,3,3,5 

6,6,9,6 

3,3,4,4 

3,9,12,12 

3,9,8,12 

2,19,15,14 

4,22,30,20 

4,6,9,9 

8,8,12,20 

35,25,35,25 

7 

2 

FL 

CL 

GM 

:z 

FILL; asphalt/gravel fill. 

CLAY; tan to black, silty sandy, stiff, moist low plastidty. 

CLAY; tan, silty writh pebbles, with red indusions grading to 
tan, silty sandy, stiff, moist low plastidty. 

CLAY; tan grading to grey, silty, gravelly, a bit of sand, stiff, 
moist low plastidty, some thin seams of higher sand content 

CLAY; grey, silty sandy, a bit of gravel, stiff, moist low 
plastidty. 

GRAVEL; seam of grey, saturated. 

CL 

SM 

CL 

CLAY; as above. 

CLAY; grey, silty. with some pebbles/gravel, seam of higher 
gravel content at top. a ttiin seam of brovm to red fine sand 
in the middle, slightly saturated, day is stiff, moist, low 
plastidty. 
CLAY; grey, silty vMth a few pebbles, a thin seam of coarse. 
angular gravel in middle, slightiy saturated, day is stiff, moist 
low plastidty. 

CLAY; brownish grey, silty sandy, a bit of gravel, seams of 
higher sand content at top and botfasm, a seam of gravel in 
middle, firm, moist to very moist low plastidty. 

CLAY; tan, very silty, a bit of gravel, very sandy at top, firm, 
very moist, low plasticity. 

SAND; tan, silty, fine, well graded, loose, saturated. 

CLAY; tannish grey, silty virith some gravel grading to grey, 
silty wVn Uace pebbles, soft grading to stiff, irroist, tow 
plasticity. 

CLAY; grey, silty vwth gravel, trace cobble, soft, sahjrated. 
low plasticity. 



LOG OF BORING BD^13 

(Page2iDfS)^ 

Ellsworth Indusbial Park 
Downers Grove 

Sof Ames 

Start Date 
Finish Date 
Driller 
Drilling'Method 
Sampling Method 

5/2/02 
5/2/02 
Rock and Soil 
4 1/4 in: ID HSA 
Split.Spbon . 

TotalDepth :46 ft bgs 
WESTON Geologist : B. Schaefer 

Deptt) 
in 

feet 

10 
o 
•5.. 
E 
(0 

tn 

> 
o ^* 
S -g 

3 
O 

o 
o 
n 

O 
X k 
cc 
CD 

OT 
O 
to 
3 

DESCRIPTION PID 
(ppm) 

20-

22-

24-

26-

28-

30-

32-

34-

36-

38-

40-

18 

16 

17 

18 

14 

16 

16,7,6,7 

15,23,24,15 

8,12,14,8 

12,20,20,20 

32,22,15,11 

12,11,11,15 

9.6.7.8 

18,20,24,25 

17,18,25,30 

8,10,12,14 

T: 

7 

9 

4 

z 

CL 

SM 

CL 

SM 

CL 

SM 

CL 

No recovery. 

CLAY; grey, silty with some pebbles, b'ace cobble at top, 
slightly firm, moist low plastidty. 

CLAY; grey, silty with a few pebbles, very firm, moist, low 
plasticity. 

CLAY; grey, silty sandy with some gravel, slightly soft, very 
moist low plastid^. 

SAND; grey, fine to coarse, sahjrated. 

CLAY; grey, silty with bace pebbles, very stiff, moist, low 
plastidty. 

SAND; seam of grey, fine, saturated, loose. 

CLAY; grey, silty, witti frace gravel/pebbles, firm, low 
plastidty, moist 

SAND; grey, very silty, very fine, trace cxibble, soft very wet 
to saturated, cohesive, slightiy dense. 

No recovery. 

No recovery. 

CLAY; grey silty sandy grading to grey silty, bace pebbles, 
stiff, moist low plastidty. 



LOG OF BORING BD-13 

(Page 3 of 3) 

Ellsworth Indusbial Park 
Downers Grove 

Sof Ames 

Start Date 

Finish Date 

Driller 

Drilling Mettiod 

Sampling Method 

5/2/02 

5/2/02 

Rock and Soil 

4 1/4 in. ID HSA 

Split Spoon 

Total Oeptti : 46 ft bgs 
WESTON Geologist : B. Schaefer 

Deptt) 
in 

feet 

•o 
.£ 
Q. 
E 
CO 
to 

ID 

> §i 

3 
O 
U 

o 

O 
I 
k 
cc 
CD 

ro 
o 
OT 
3 

DESCRIPTION PID 
(ppm) 

40-

4 2 -

4 4 -

46-

4 8 -

5 0 -

52-

5 4 -

56-

5 8 -

6 0 -

21 

17 

F: 
8.14.45.42 

12.15,10,15 

11,50/2" 

CL 

CLAY; grey, silty with bace sand and pebbles, soft grading 
to stiff, wet grading to moist low plasticity. 

CLAY; grey, silty grading to very silty, stiff, moist, low 
plasticity. 

CLAY; tanish grey, silty sandy, some gravel, moist very firm, 
low plastidty. 

End of boring @ 46 ft. 





/ ' 

Ellsworth Indusbial Park 
Downers Grove 

Deptti 
in 

feet 

£ 
a. 
E 
to 

OT 

2 -

4 -

6 -

8 -

10-

1 2 -

14-

1 6 -

1 8 -

20-

Rexnord 

c . 
3 
O 
o 

-Q : = • 

LOG OF BORING BD-i I 

(Page 1 of 2) 

Start Dale 
Finish Date 
Driller 
Drilling Mettiod 
Total Depth . 

05/17/02 
05/17/02 
Boart Longyear 
Rotosonic 
37 ft bgs 

WESTON Geologist : A. Slesers 

O 
X 
k 
CL 
CD 

ro 
u 
OT 
3 

DESCRIPTION 

9/10 

9/10 

9/10 

9/10 

2.5 

2.5 

7 
A 
/ 
/ 
/ 

FL 

CL 

Aphalt-gravel subbase. 

CLAY, brown, bace to little sand, fine to 
coarse, moist slight black stain at 3 ft, 
trace gravel, small to large. 

As above, oxidized near 5 ft, little silt, 
gravel rich zone firom 7-7.5 ft. 

CL/ML 

S/G 

SM 

CLAYEY SILT, brovm to 9 ft. moist 

SAND and GRAVEL, brovm, fine to 
coarse sand, fine to coarse gravel, little 
day. dry. 

SAND and GRAVEL, brovm as above, 
dry. 

As atx}ve. 

GFIAVEL, SAND, little day. wet. large 
gravel, firie to coarse sand. 

SAND. fine, brown, moist. 

SAND, fine brovm. moist, littie day, 
grading to a sandy clay at 20 ft, some 
silt at 20 ft. 

PID 
(ppm) 

Well: BD-11 
Elev.: 

0/1.2 

0/0 

0/0.2 

0/0 

0/0 

0/0 

— Concrete 

-Stainless Steel 

— Grout Slurry 



LOG OF BORING BD-11 

^ P a g e 2 c r f 2 ) 

Ellsworth Indusbial Park 
Downers Grove 

Rexnord 

start Date : 05/17/02 
Finish Date -• : 05/17/02 
Driller : Boart Longyear 
Dril l ing Mett iod : Rotosonic 

W E S T O N Geotogist : A. S lesers 

Tota l Depth : 3 7 ft^bgs 

Depth 
in 

feet 

CO 
o 
a. 
1 
ro 

>, 

0) S' 

20-

2 2 -

2 4 -

26-

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

c 
3 
o 
u 

JD 
.Q 

o 
X 

k 
cc 
o 

w 
o 
ro 
3 

DESCRIPTION 

2.5 

2.5 

2.5 

2.5 

SM 

SP 

SM 

CLAY, silty, brown, b^ace fine sand, 
moist. 

SAND and GRAVEL, brown, moist fine 
to medium sand, fine to coarse gravel. 

As above, increasing gravel size, moist 

SAND, brown, fine to coarse, little 
medium grained gravel. 

Sand, medium grained, t>rown to blac:k. 

As above to 29 ft. 

Sand, grey, moist, fine trace gravel, 
weU sorted, moist. 

As above. 

As above, increased day content littie 
day. sand is wet, possibly sabtrated. 

As above, increased day content, little 
day, sand is we t possibly saturated, 
soft, moist, to very moist grey day, 
sonrie fine sand. 

End of boring @ 37 ft 

PID 
(ppm) 

Well: BD-11 
Elev.: 

0/0 

0/0 

0/0.4 

0/0 

0/0 

0/0 

-Gfoul Slurry 

-Stainless Steel 

4—Bentonite Chips 

— Sand 
Steel Screen 

38-

4 0 -



I < " " ' 

\ 

1 
— fS 

v> 

f-" 
r«j 

l in 

r^ 
o 

M \ ^ " V S O L U T I O N S 

BIsworth Industrial Park 
Downers Grove 

SW of Rexnord 

Deptti 
in 

feet 

2": 

4 - : 

6-^ 

• 

-

8-: 

10^ 

12-: 
• 

14-i 

\ 

_ 
1 6 -

18-i 

-
-

2 0 -

Q. 

ro 

1 
IO 

c C 
§ • i : 

1 -̂  \\ 
a = . . C 

U 

) ( 

/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 

/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 7 
/ 
- / T 
• ' • ' 

• ' • 

'• '' 

. 1 

'• > . 

\ >. 
' • . • 

!• y 

\ t \ 

LOG OF BORING BD-21 

••.•. . , ' • / , , ^̂  • (Page 1 of2},^^.••.^:^ 

start Date 
Finish Date 
Driller 
Drilling M 
Total Dep 

} 

L OT 

sttiod 
th 

5/20/02 WESTON Geotogist : B. Schaefer 
5/20/02 
Boart Longyear 
Rotosonic 
40 ft bgs 

DESCRIPTION 
PID/FID 
(ppm) 

• • F L • 

/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 

7 
7 
7 
^ 
7\ 
/ 
/ 
/ 
7 
7 
•;,.-. 

••• > 

GM 

-. >. 
' • . * 

•-. V 

AsphalL 

CLAY; dark brown, silty, with bits of 
gravel and a bit of sand, stiff, slighUy 
wet 

As above, slightiy moist, some black/tan 
at bottom. 

CLAY; brown, bace grey, silty, a bit of 
gravel, stiff, moist 

CLAY; black, silty, bace gravel and 
roots, very firm, moist organic. 

CLAY; reddish brown, some sand. 
some gravel, firm, moist 

GFIAVEL; tan. silty. bace sand, loose. 
many cobbles, dry. well graded. 

GRAVEL; silty. bace sand, many 
cobbles, loose, dry. 5 in dense sedion 
at bottom. 

GRAVEL; as above, dense at top to rest 
loose, a bit of day in dense section. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

Well: BD-21 
Elev.: 

y ^ Cover 

n 

o 

_ —Concrete 

Stainless Steel 

' -HighSol ids 



LOG OF BORING BD-21 

(Page 2 of 2) 

BIsworth Industrial Park 
Downers Grove 

SW of Rexnord 

start Date 
Finish Date 
Driller 
Drilling Mettiod 
Total Deptti 

5/20/02 
5/20/02 
Boart Longyear 
Rotosonic 
40 n bgs 

WESTON Geologist :B. Schaefer 

Deptti 
in 

feet 

tc o 
m 

6 
9 
M 

I 
5 

20-

2 2 -

2 4 -

26-

2 8 -

30-

3 2 -

3 4 -

3 6 -

3 8 -

40-

co 
£ 
Q. 

E 
CO 

OT 

c 

§ 
o 

O 
X 
k 
cc 
CD 

ro 
o 
ro 
3 

DESCRIPTION 

7 

GM 

CL 

GRAVEL; top half was reddish brown, 
silty, fines that were stiff, dense, dry; 
well igraded, very large cobbles at top. 
bottom half was grey, silty with bace 
reddish brown sity day fines. 

As above. 

CLAY; black/tan/rust brown, silty. with 
some gravel, firm, moist low plastidty. 

CLAY; dark tan, silty, with some gravel, 
bace sand, very firm, moist low 
plastidty. 

GM 

SP 

GRAVEL; brown, silty, sandy, loose, 
moist, well graded. 

GFIAVEL; as above in top half; tx>ttbm 
half had some day, dense, very moist, 
loose, well graded. 

SAND; brown, very fine, loose, moist. 

SAND; as above. 

End of boring @ 40 feet 

PID/FID 
(ppm) 

Well: BD-21 
Elev.: 

0/0 

0/0 

0/0 

0/0 

— High Solids 

Stainless Steel 

.V;—Bentonite Chips 

-Sand 
-Steel Screen 



LOG OF BORING BD-31 

(Paaelof2) 

EHswortii Indusbial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

05/09/02 
05/09/02 
Rock and Soil 
4% in ID HSA 
Split Spoon 

Total Deptt) :3anbgs 
WESTON Geotogist :BLSchaefer 

Deptti 
in 

feet 

2 -

m 
a. 
E 
CO 

ro 

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

o u 
ID 

c 
3 
O 
u 
5 ^ 
£ •£• 

O 
X 
k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

10 

12 

11 

14 

11 

F: 
7,8,12,8 

5,4,16,18 

8,6,6,8 

4,4.5,5 

4.11.5.5 

12.5,15.22 

12.34.30,18 

18.20.19.10 

12.20,22,20 

27,24.26,12 

CL 

CLAY; Black silty, sandy day topsoif 
grading into tan with more gravel, very 
stiff to stiff, very moist grading into dry, 
low plastidty. 

As above, black silty sandy day. moist 
firm. 

As atnve. black silty sandy day 
grading into tan. finm, moist, low 
plasticity, gray cobble noted. 

As atx>ve, tan silty sandy day, trace 
gravel, dry, finm, low plastidty. 

SM 

CL 

GM 

SM 

SILTY SAND; tan with some light gray 
angular graveland a bit of day at 
bottom, SlighUy dense, moist. 

CLAY; 2 in of sand at top; then gray 
cobble: then gray silty day with bace 
gravel, stiff, dry, low plastidty. 

GRAVEL; light gray cobbles, possibly 
limestone pieces, vtnth ground up rock 
fines and silty sand fines, dry. 

GRAVEL; gray, subrounded, tan. silty. 
sandy, some parts slightiy dense, other 
parts loose, dry, well graded. 

GRAVEL; gray subrounded dolomite 
cobble with ground up rock pieces and 
reddish brown sandy silt, dry, loose. 

SILTY SAND; tan. silty, dry, soft, with 
some small gravel. 

PID 
(ppm) 

0.0/0.2 

0.1/0.2 

0.0/0.1 

0.0/0.1 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

WelkN>-3l 

HhConae te 

-Stainless Steel 

-Grout 



LOG OF BORING BD-31 

(Page 2 of 2 ) . 

BIsworth Indusbial Park 
Downers Grove 

Rexnord 

Start Date 
FinislrDate 
Driller 
Drilling Mettiod 
Sampling Method. 

: 05/09/02 
: 05/09/02 
: Rock and Soil 
: VA in ID HSA 
: Split Spoon. 

Total Depth 
WESTON Geologist 

:3Bftbgs 
::B. Schaefer 

Deptti 
in 

feet 

20-

22-

2 4 -

2 6 -

2 8 -

30-

3 2 -

34-

36-

38-

4 0 -

co 
£ 
Q. 

E 
CO 

OT 

ID 

> 
8 

CO 

3 o 
t i 
? ^ 
2 "? 

O 
I 
k 
CC 
CD 

OT 
CJ 
OT 
3 

DESCRIPTION 

15 

15 

15 

17 

13,13,11,20 

20.29,17,15 

12,13,15,17 

6,17,13,7 

3,6,12,26 

12.17,25.25 

6,22.27.25 

25,35,45.45 

20,20,29.23 

7 " 

SM 

CL 

SM 

SILTY S/\ND; grayish tan, silty, very 
fine, some gravel with a few small 
dolomite cobbles, slightiy dense. 

S I L T Y SAND; very fine vKith some 
gravel and tannish gray cobbles, dry. 
v\rell graded, slightiy dense. 

SILTY SAND; as above, witti 1 in of 
reddish brown silty sand at the bottom 
ttiat was wet. 

Poor recovery, pushed rock, tannish 
gray cobble. 

CLAY; gray, silty, with trace sand, very 
firm, moist, tow plastidty. 

SILTY SAND; grayish tan, silty, some 
gravel, fine to coarse, dense, slightiy 
WGt 
SILTY SAND; grayish tan. silty. fine to 
coarse, with gravel and trace day. 
dense, slightiy wet. well graded. 

SM/ML 

ML 

GM 

Tan. very fine, SAND and SILT, dense, 
sW, wet at top halt tiottom half was 
gray, very fine, soft, wet, trace gravel. 

SILT; tan. very fine, sandy, very soft, 
saturated, witii some gravel, gray 
limestone rock cobbles at bottom. 

GRAVEL; about 2 iri of gray very fine 
sand and silt slighUy firm, very moist at 
top. then grayish tan layered limestone 
rock pieces, dry. 

End of boring @ 38.0 ft 

PID 
(ppm) 

Well: BD-31 
Bev.: 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

0.0/0.0 

—Grout 

Stainless Steel 

-Bentonite Chips 

- Steel Screen 

-Sand 
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BIsworth Industrial Park 
Downers Grove 

WWTP 

Deptti 
in 

feet 

0 -

2-. 

4- , 

6-. 

~ 

12-: 

1 

14-: 

16-: 

18": 

'. 

9f)— 

(0 
ID 
Q. 1 

£ 

b
lo

w
 c

ou
r 

(in
) 

• 

1" 

1 

2.5 

2.5 

2.5 

2.5 

1.25 

1.25 

o 

1 

7 
& : , 

• • • 
• * • 
• • • 
. • * > 
• • • 
. • * * 
• • • 

' 
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1 
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LOG OF BORING BD-41 

(Pagel of 3) 

Star t Da te 

F in i sh Da te 

Dr i l ler 

Dr i l l ing Me t t i od 

T o t a l D e p t h 

OT 
O 
OT 
3 

501/02 WESTON Geologist : B.Crawford 

5/31/02 

Boart Longyear '* . [ 

Rotosonic 

48 ft bgs I 

DESCRIPTION PID 
(ppm) 

FL 

CL 

GC 

GP 

SP 

CL 

GP 

FILL; organic topsoil. dry to moist rtxits 
throughout. 

FILL; brown organic mix of sand/gravel/ 
day. dry to moist. 

CLAY; brovm, moist, vwth gravel, 
medium to high plasticity. 

GRAVEL; with some day, mosUy dry. 

GF?AVEL; tan, sandy, very little fines, 
dry. 

SAND; tan vwth gravel throughout dry. 

As above 

CLAY; tan gravelly, dry to moist low to 
medium plasticity, sandy at bottom. 

GRAVEL; pooriy graded, brown/orange, 
mixed with sand, dry. loose. 

0 

0 

0 

0 

0 

0 

0 

0 

Well: BD-41 
Be v.: 

> 

' 

1 » 

; £ -

4 

> 

—Conaete 

—Stainless Steel 

— High Solids 



LOG OF BORING BD-41 

(Page 2 of 3): 

Ellsworth Indusbial Park 
Downers Grove 

WWTP 

Start Date 

Finish Date 

Driller 

Drilling Mettiod 

TotalDepth 

: 5/31/02 

: 5/31/02 

: Boart Longyear 

: Rotosonic 

:48 ft bgs 

WESTON Geologist : B. Crawterd 

Deptti 
in 

feel 

20-

22-

24-

26-

28-

30-

32-

34-

36-

38-

40-

CO 

£ a. 
E 
CO 

ro 

8 _. 

1.25 

1.25 

1.25 

1.25 

1.25 

1.25 

c 
3 
O 
u k 

a : 
CD 

to o 
OT 
3 

DESCRIPTION 

, • • - " • " . • • 

. - • - • . - 1 

GP 

.".*- ' • : .* . 

*":'. :•*: 
.•.-••:*•-'-

•*-? '* .• ' • •* 

• c'. "• . 
•V' l 

* .V; 

..T-,"'.-.i * : i .*: 

• • • . - * . * ' : 

t :*• : 

* • ? ' . . ' • ' : 

GRAVEL; as above, increasing 
stiffness tovrards bottom. 

As atx}Ve. 

As iabove, very stiff. 

As atxave, very stiff. 

As ak)ove. loose. 

GC 

GP 

As atxsve, Icxise. 

GRAVEL; tan, niixed with day. some 
sand, moist. 

GRAVEL; brown/orange, mixed with 
sand, some cobbles, dry. 

PID 
(ppm) 

Well: BD-41 
Elev.: 

-Stainless Steel 

• High Solids 



LOG OF BORING BD-41 

(Page 3 of 3) 

Ellsvirortti Indusbial Park 
Downers Grove 

WWTP 

Start Date 

Finish Date 

Driller 

Drilling Mettiod 

Total Depth 

5rai/02 
5/31/02 

Boart Longyear 

Rotosonic 

48ftbgs 

WESTON Geologist : B. Crawford 

Depth 
in 

feet 

40-

4 2 -

4 4 -

4 6 -

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

6 0 -

co £ a. 
E 
CO 

OT 

(D > 
O u .— 
0) « : 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

S c 
3 O 

I 0. 
< 
oc 
o 

tn o 
OT 
3 

DESCRIPTION 

' • • . • * . • • ' 

t . % • ; * 

GP 

ML 

GW 

GRAVEL; as above, moist at bottom, wiUi 
large cobbles. 

As above. 

SILT; grey, sandy witii some cobbles, 
moist to weL 

As above, stiff (till). 

As above. 

As atwve. 

PID 
(ppm) 

GRAVEL; Well graded, no fines or sands. 

End of boring @ 57 ft. 

Well: BD^I 
Elev.: 

—HighSoUds 

-Stainless Steel 

-Bentonite Chips 

..•j—Sand 
Steel Screen 



LOG OF BORING BD-51 

(PjaQe 1 of 3 ) ; 

Ellsworth Indusbial Park 
Downers Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Mettiod 

5/9/02 
5/9/02 
Rock and Soil 
4% in ID HSA 
Split Spoon 

Total Deptt) :'47.5.ftbgs 
WESTON Geologist : & Crawford 

Deptt) 
in 

feet 

2 -

S 

6 -

8 -

1 0 -

12-

1 4 -

1 6 -

1 8 -

20-

co 
£ 
a. 
E 
CO 

ro 

c 

5 ^ 

O 
X 
0. 
< 
cc 
CD 

ro 
o 
w 
3 

DESCRIPTION 

13 

15 

14 

14 

10 

14 

17 

5,6,7,6 

5,8,8,8 

5.5.6.8 

6.6,5,8 

6.6.3.8 

7,8,14.11 

15.15,15.15 

10.15,12.12 

11,9.6.9 

20,11,11.15 

7 

OL 

CL 

OL 

GC 

OL 

GC 

OL 

SC 

CLAY; black, organic, rich, silty, roots 
ttiroughout. dry, low plastidty. 

CLAY; as above. 

CLAY; light brown, sandy, dry, stiff, low 
plasticity. 

CLAY; black, organic, rich, stiff, some 
roots, dry, low plasticity. 

GRAVEL; orange-brown, clayey, witti 
sand. dry. 

CLAY; as above. 

GRAVEL; as above. 

CLAY; as above. 

SAND; orange-brown, clayey with some 
gravel, dry to moist 

SAND: as above, virith more gravel. 

As above. 

GC 

SM 

GRAVEL; orange-brown, rich, sandy, dry 
to moist. 

SAND; orange-brown, silty. writti bace 
gravel at top. dry to moist. 

SAND; as above. 

PID 
(ppm) 

Well: BO-51 
Elev.: 

( "—I 
Cover 

—Concrete 

-Stainless Steel 

- G r o u t 



Ellsworth Indusbial Park 
Downers Grove 

Arrow Gear 

LOG OF BORING BD-51 

(Page 2 of 3) 

Start Date 
Finish Date 
Driller . 
Drilling Mettiod 
Sampling Method 

5/9/02 
5/9/02 
Rock and Soil 
4V4inlDHSA 
Split Spoon 

Total Deptti : 47.5 ft bgs 
WESTON Geologist :B. Crawford 

Deptt) 
in 

feet 

20-

2 2 -

2 4 -

2 6 -

28-

30-

3 2 -

3 4 -

3 6 -

3 8 -

40-

to 
«a 
o. 
E 
CO 

ro 

ID > 
O 
S .-g 

5 ^ 

X 
Q. < 
CC 
(5 

ro 
o 
ro 
3 

DESCRIPTION 

16 

13 

19 

22 

18 

18 

19 

13 

^m / 
14.20.20,14 

6.7,9,11 

17.16,15,30 

13,11,8,8 

17,20,23.20 

15,10,20,25 

43.46.42.45 

55.50/3" 

38,50,48,40 

5.10.15,20 

7 ^ 

X 

2 

/ . 

s c SAND; orange, clayey, gravelly, dry. 

CL 

SC 

CL 

SC 

CL 

CLAY; grey, stiff, dry. low plasticity, trace 
gravel. 

SAND; as above. 

CLAY; as at»ove. 

CLAY; grey, stiff, dry, low plasticity, some 
large gravel at 8 in. 
SAND; alternating grey to orange-brown, 
dayey. some gravel ttiroughout dry to 
moist. 

GP 

SM 

GW 

GP 

SM 

SC 

CL 

CLAY; grey witti bace gravel at top. some 
silts near bottom, dry to moist, low to 
medium, plasticity. 

CLAY; grey viritti gravel, dry, low to 
medium plast 

As above. 

GRAVEL; poorly graded witii some sands, 
moist. 

SAND; 1 in of orange-brovm. silty, moist. 

GRAVEL; angular, potentially going 
tiirough rock layer. 

PID 
(ppm) 

GRAVEL; pooriy graded, witii sand, moist 

SAND: orange-brovm, grading from silty to 
sandy from top to bottom, some moisture. 

SAND; dayey, black, organic, moist. 

CLAY; grey, stiff, silty. dry to moist low to 
medium plasticity. 

Well: BD-51 
Elev.: 

-Grout 

-Stainless Steel 

::- —Bentonite Pellets 

-Sand 

-Steel Screen 



LOG OF BORING BD-51 

(Page 3 ot3) 
EUsworUi Industrial Park 

Downers Grove 

Arrow Gear 

Start Date 

Finish Date 
Driller 

Drilling Mettiod 

Sampling Mettiod 

5/9/02 

5/9/02 

Rock and Soil 

4% to ID HSA 

Splft Spoon 

TotalDepth :47.5 ft bgs 

WESTON Geologist : B.Crawford 

Depth 
in 

feet 

5 
lU 

a 
G a c 

s 
g 

40-

4 2 -

4 4 -

4 6 -

48-

5 0 -

5 2 -

5 4 -

5 6 -

58-

6 0 -

c« 
£ 
Q. 
E 
(0 

v 
c 
3 
8 : 
5 ^ 

O 
I 
Q. < 
CD 

ro 
O 
w 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-51 
Elev.: 

17 

IB 

18 

23 

V 

17.30,50,50/5" 

35,40,42.50 

17.30.40.55 

38.39,66,50/3" 

CL 

ML 

SW 

GP 

CLAY; grey, silty. sandy, moist , low to 
medium plast idty, t rends to gravel ly at 
bot tom. 

SILT; grey, sandy, wi th gravel throughout, 
moist. 

SAND; girey, saturated for top 3 in. 

GRAVEL; gravel/sand mixture, very littie 
fines, saturated. 

GRAVEL; as above. 

-Steel Screen 

-Sand 

End of boring @ 47.5 ft. 



Ellsworth Indusbial Park 
Downers Grove 

Depth 
in 

feet 

Q. 
E 
CO 

OT 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

14-

16-

18-

20-

Rexnord 

> o 

1.25 

1.25 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

c 
3 

.2 e 

LOG OF BORING BD-61 
( P a g e l of 3) 

start Date 
Finish Date 
Driller 
Drilling Mettiod 
Total Deptti 

5/22/02 
5/22102 
Boart Longyear 
Rotosonic 
50 ft bgs 

WESTON Geologist : B. Schaefer 

X 
D. < 
DC 
CD 

ro 
o 
OT 

3 

DESCRIPTION 

2 

FL 

ML 

CL 

FILL; black topsoil with roots throughout, 
mostly dry. 

SILT; tan witii orange, clayey, mostiy dry, 
some trace gravels and sands. 

As at>ove. 

SC 

CL 

GC 

SC 

CLAY; tan, silty to sandy, with some 
gravel ttiru, dry to moist, low to medium 
plasticity. 

CLAY; as above, bending to more sandy 
at bottom. 

SAND; tan witii orange, dayey, some 
gravel, dry to moist grading to less dayey 
with increasing deptii. 

CLAY; tan grading to grey, trace gravel, 
dry to moist, low ot nied plast 

CLAY; grey, witti sand/gravel, low 
plasticity. 

GRAVEL; clayey with sand, dry. 

SAND; orange/brown, clayey with 
cobbles, dry. stiff. 

PID 
(ppm) 

Well: BD-61 
Elev.: 

Cover 

•Concrete 

-Stainless Steel 

-H igh Solids 



LOG OF BORING BD-61 

:(Pai^e2of3)| 

BIsworth Indusbial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
TotalDepth 

5/22/02 
5/22/02 
Boart Longyear 
Rotosonic 
50 ft bgs 

WESTON Geologist : B. Schaefer 

in 
feet 

20-

2 2 -

24-

26-

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

CO 

£ 
a. 
E 
CO 
OT 

o 

2.5 

2.5 

1.5 

1.5 

1.5 

1.5 

2.5 

2.5 

k 
CC 

o 

ro 
o 
ro 
3 

DESCRIPTION 

• ' *?> • • 

/ 

SC 

GP 

CL 

GP 

SP 

GP 

GC 

ML 

SC 

SAND; as atx)ve. 

GRAVEL; poorly graded, mixed with 
sand and large fi-adured cobbles, dry. 

As at)ove. 

CLAY; tan. silty, with trace gravel, soft, 
dry to moist low to medium plastidty. 

GRAVEL; poorly graded, with sand, 
dry. some cobbles. 

SAND; brovm/orange. stiff, with gravel, 
dry, till. 

GRAVEL; poorly graded, wiUi sand, 
dry, some (X)bbles. 

As above, quite a few ixbbles, cobbles 
appear weathered. 

GRAVEL; brovm witii orange, dayey, 
with some sand, mosUy dry, some 
cobbles. 

SILT; grey to tan, dayey. fine, with 
gravel dry to moist 

SAND; grey with some day. fairly well 
graded; some gravel, wet 

PID 
(ppm) 

Well: BD-61 
Bev.: 

- Stainless Steel 

—High Solids 



LOG OF BORING BD-61 

(P&ge3bf 3) 

Ellsworth Indusbial Park 
Downers Grove 

Rexnord 

start Date 
Finish Date 
Driller 
Drilling Mettiod 
Total Depth 

:5/22ra2 
: 5/22/02 
: Boart Longyear 
: Rotosonic 
:50ftbgs 

WESTON Geologist : B. Schaefer 

Deptti 
in 

feet 

40-

42-

44-

4 6 -

48-

50-

52-

54-

5 6 -

58-

60-

£ 
a. 
E 
CO 
OT 

ID 

> 
8 ^ 
a> «: 

c 
3 o o 
XI 

O 
X 
k 
cc 
CD 

OT 
o 
ro 
3 

DESCRIPTION PID 
(ppm) 

Welk BO-61 
Elev.: 

2.5 

2.5 

7: 
sc 

CL 

GP 

SAND; as above. 

CLAY; grey, stiff, with gravel (till), dry 
to moist, low plastidty. 

As at>ove. grading to silty day. smalt 
gravel seam midway through sample. 

GRAVEL; grey, sand mixture, witii 
some cobbles, sabjrated. 

GRAVEL; as above, more day grading 
towards bottom. 

y I -Stainless Steel 
-Bentonite Chips 

•IE 

-Sand 
-Steel Saeen 

End of Ixjring at 50 ft. 



LOG OF BORING BD-71 

(Pagel of 3) 

Ellsworth Indusbial PSrk 
Dovmers Grove 

Precision 

Start Date 

Finish Date 

Driller 

Drilling Mettiod 

Total Deptti 

:5«8/D2 

: 5/28/02 

: Boart Longyear 
: Rotosonic 

:48f tbgs 

WESTON Geologist : B.Crawford 

Depth 
in 

feet 

2 -

4 -

6 -

co 
£ 
o. 
E 
CO 
OT 

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

> 
8 ^ 
0) c 

1.25' 

1.25 

2.5 

2.5 

2.5 

2.5 

1.5 

••£ 

5 . -
r\ **""̂  

o 
X 
a. 
CD 

ro 
o 
OT 
3 

DESCRIPTION PID 

(ppm) 

7-

2 

FL 

CL 

SC 

CL 

FILL; black organic clay rich fill mater ial , 
soi l , roots throughout dry to moist. 

CLAY; grey grading to orange/brown, 
sandy, very stiff, dry, low plasticity. 

SAND; tan, dayey, with gravel throughout, 
mostiy moist, medium plasticity. 

SAND; as above. 

CLAY; tan. sandy, witt i some grave l 
th roughout mostiy moist, med ium plastidty 

CLAY; as above. 

GC 

CL 

GRAVEL; tan, clayey, with sand , dry to 
mo is t 

As above 

CLAY; tan, sandy, dry to moist , low to 
medium plasticity. 

We l l : BD-71 

Elev.: 

Cover 
I ' — I 

—Concrete 

-Stainless Steel 

—High Solids 



LOG OF BORING BD-71 

(Page 2 of 3) 

BIsworth Indusbial Park 
Downers Grove 

Predsion 

start Date 
Finish Date 
Driller 
Drilling Method 
Total Depth 

5/28/02 
5/28/02 
Boart Longyear 
Rotosonic 
48 ft bgs 

WESTON Geologist :B. Crawford 

Deptti 
in 

feet 

Q 
9 
I 

. i 
- o 

20-

22-

24-

26-

28-

30-

32-

34-

36-

38-

40-

co 
£ 
Q. 

E 
CO 

OT 

(D 

> 

3 
O 
U 
S o 

O 
X 

k 
cc 
o 

to 
o 
ro 
3 

DESCRIPTION 

2.5 

1.5 

1.5 

2.5 

2.5 

2.5 

F: 

r 

/ 

sc 

CL 

SP 

SAND; tan, dayey, vwth some 
gravel throughout mostiy dry to 
moist, large rock fragments at 
bottom. 

SAND; tan, dayey with some 
gravel throughout mostly dry to 
moist large cobble at bottom. 

SAND; as above, with less day 
and no cobble at tiottom. and wet. 

CLAY; grey silty, witti some 
gravel and sand, stiff, dry to 
moist, low to medium plastidty. 

As above 

As above with approximately 6 in 
of rock at txsttom. 

CLAY; grey, gravelly, moist to 
wet low to medium plasticity. 

SAND; tan, gravelly, dry to moist. 

PID 
(ppm) 

Well: BD-71 
Elev.: 

— High Solids 

-Stainless Steel 

-Bentonite Chips 

-Sand 
- Steel Screen 



LOG OF BORING BD-71 

(Page 3 p|3) 

Ellsworth Indusbial Park 
Downers Grove 

Predsion 

Start Date 
Finish Date ••• 
Drilter 
Drilling Mettiod 
TotalDepth 

5/28/02 
5/28/02 
Boart Longyear 
Rotosonic 
48 ft bgs 

WESTON Cseolbgist : B.Crawford 

Deptt) 
in 

feet 

40-

42 -

44 -

46 -

o 
CD 

a 
9 

48-

50-

52-

54-

56-

a. 
E 
CD 
OT 

ID 

> 

c 
8 
o 

O 
I k 
CC o 

tn o 
OT 

. 3 

DESCRIPTION PID 
(ppm) 

Well: BD-71 
Bev.: 

2.5 

2.5 

1.5 

7^ 
/ 

SP 

SC 

ML 

SAND; tan, gravelly, dry to moist 

SAND; tan, dayey, with some 
gravel, from dry to moist. 

SILT; grey, dayey, writh some 
gravel, diy to moist, stiff. 

SILT; grey, dayey, with some 
gravel, moist to wet, soft. 

As above. 

0.2 

Steel Sd'een 

—Sand 

End of boring @ 48 ft 

i 
-o 
9 

58-

60-



<< LOG OF B0RING'BD-8 I 

( P a g e l o f 3 ) 

BIswortt) Indusbial Park 
Downers Grove 

Rexnard Entrance 

Deptti 
in 

feet 

a 

8 
x' u 
111 

D. 
E 
CO 
OT 

2 -

4 -

6 -

8--

1 0 - : 

1 2 -

1 4 -

16-

1 8 -

20-

ID 

> 8 ^ 

c 
3 . 

8 
o 
x> 

X 
0-
< 
cc 
CD 

Start Date 
End Date 
DrilleT 
Drilling Mettiod 
Total Depth 

5/21/02 
5/21/02 
Boart Longyear 
Rotosonic 
45 ft bgs 

WESTON Gecilogist : B. Schaefer 

ro 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

17 

14 

/ 

OL 

CL 

32 

39 

BFR 

CLAY; black, silty, trace sand and gravel, 
grass/roots at top, moist to very moist low 
jDlastidty, firm. 

CLAY; tan, sUty, with some gravel/cobbles, 
finrn, moist low plasticity^ 

CLAY; tan, brovm, black, silty with some 
siand and trace gravel, firm, moist. 

BFR; large tan rock. 

CL 

ML 

SM 

CL 

CLAY; dark tan. silty. sandy, witti a bit of 
gravel, moist firm. 

CLAY; dark tan, silty, sandy, with some 
gravel, moist, firm. 

CLAY; as above. 

CLAY; brown, silty. sandy, witti some 
gravel, soft, moist toose, grey silty gravel 
section in the mkldle. 

SILT; dk tan, dayey, v. moist slightiy firm. 

SAND; dk tan, v. silty, fine, si loose, moist. 

CLAY; dark tan. very sandy, silty, witti a bit 
of gravel, cobbles. slighUy firm, moist. 

Well: BD-81 
Bev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

Cover 

-Concrete 

-Stainless Steel 

-Grout 



LOG OF BORING40-81 { 
':•;;:,;;:; i (Pag^2 Of 3) • 

Ellsworth indusbial Park 
Downers Grove 

Rexnard Enbancb 

Start Date 

End Date 

Driller 

Drilling Mettiod 

Total Deptti / 

: 5/21/02 

: 5/21/02 

: Boart Longyear 

: Rotosonic 

:45f tbgs 

WESTON Geotogist : B. Schaefer 

Deptti 
in 

feet 

20-

22-

24-

2 6 -

28-

30-

32-

34-

3 6 -

38-

40^ 

CO 

_» 
n. 
E 
CO 

OT 
I.? 

i 
.2 
n 

O 
X 
k 
cc 
o 

tn o 
OT 
3 . . 

DESCRIPTION 

36 

36 

27 

41 

44 

A 

CL 

CLAY; brown grading! to grey, silty, 
wiihlrace Of gravet/cc|bbles, stiff, 
moist, twttbm part was dark tan, silty, 
sandy, with some gravel. 

CLAY; top was dark tan, silty, sandy 
day vnUi some gravel, trace cobbles, 
firrn moist bottom was grey, silty, with 
a bit of gravel/pebbles, very stiff, moist 

CLAY; grey, silty, as atxive. 

CLAY; as above with trace gravel. 

18 

13 

13 

Z 

SM 

CLAY; as atx>ve with a few large 
cobbles af txjttom, a bit of brown soft 
silty day in the middle with a layer of 
rock cobbles. 

CLAY; grey, silty with a bit of gravel 
and a few large rock cobbles at top. as 
atx>ve. 

CLAY; grey, silty, soft, saturated, 
degenerative in parts, large rock 
cobbles in middle. 

SAND; grey, silty, wet slightiy loose. 

SAND; as above with trace large rock 
cobbles. 

PID/FID 
(ppm) 

Well: BD-81 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

î ; —Bentonite Chips 

-Grout 

-Stainless Steel 

—Sand 
Steel Screen 



LOG OF BORING BD-81 

(Page 3 of 3) 

Ellsworth Indusfrial Park 
Downers Grove 

Rexnard Enbance 

Start Date 

End Date 

Driller 

, Drilling Mettiod. 

Totol Deptti . 

: 5/21/02 

:,5/21/02 

: Boart Longyear 

: Rotosonic 
:45f tbgs 

WESTON Geotogist : B. Schaefer 

Deptti 

in 
feet 

g 
X 

40-

4 2 -

4 4 -

4 6 -

4 8 -

50--

52-

5 4 -

5 6 -

5 8 -

6 0 -

co 
£ 
o. 
E 
CO 

OT 

0) 

> 
8 

J3 
c 

5 ^ 
3 ^ 
XI -o. 

O 
X 
Q. 

CD 

OT 
O « 
3 

DESCRIPTION PID/FID 
(ppm) 

Well:6D-8l 
Elev.: 

23 

12 

7 

/I 
7 

4 
71 

CL/GM 

C U S M 

SM 

ML 

SM/GM 

Grey, silty CLAY with larger GFIAVEL 
pieces, very firm, mo is t 

Brown, silty CLAY wit i i some gravel and 
reddish brown, silty SAND, sl ightiy w e t 

SAND: tan , very silty, fine to very fine, 
dense, m o i s t 

SILT; grey, some fine sand , mo is t firm. 

Tan , fine, silty SAND, slightiy dense, small 
to large GRAVEL pieces, loose, mo is t 

0/0 

0/0 

Steel Screen 

- S a n d 

End of boring @ 45 feet 



LOG OF BORINd BDM 
; • (Page 1 bf :^ 

EllsworUi Indusbial Park 
Downers Grove 

Upgradient 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
TotalDeptti 

: 6/11/02 
: 6/11/02 
:' Boart Longyear 
: Rotosonic 
:42.5 ft bgs 

WESTON Geblb̂ lst : B. Schaefer 

Deptt) 
in 

feet 

2 -

4 -

6 -

8 -

10-

12-

1 4 -

1 6 -

18-

20-

10 
0> 
a. 
E 
CO 

ro 

> 
8 ^ 

c 
3 

8 

o 
I 
D. 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

24" 

11" 

24 

11 

11 

11 

15 

OL 

CL 

CLAY; black, silty day topsoil. roots/grass 
at top, very moist slightiy wet firm, low 
plasticity. 

GM 

CL 

GM 

CLAY; brovm. silty. b'ace gravel, firm, moist 
low plasticity. 

CLAY; broNim silty witti trace grey and iron 
staining; bit of sand at top, gravel 
throughout bace cobbles, firm, low 
plasticity, moist 

CLAY; brovm silty w/ some black, bace 
gravel/sand, firm, moist low plasticity. 

ClAY; brown, silty, bace grey and iron 
staining, cobbles, very firm, moist. 

CLAY; brown, silty sandy, bace cobbles, 
very moist firm, low plasticity. 

CLAY; grey, silty. with a bit of gravel and 
coarse sand, trace iron staining, very stiff, 
moisL 

GRAVEL; brovm, silty. some sand, bit of 
clay at top, large cobbles at top, loose, wet, 
well graded. 

CLAY; grey, silty, gravelly at top. a few 
large cobbles, firm, low plast moist. 

GRAVEL; brown, silty. some sand, a bit of 
day at top, large cobbles, loose, wet, well 
graded. 

Well: BD-91 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

—Concrete 

-Stainless Steel 

—High Solids 



LOG OF BORING Bb-91 

( P ^ g e 2 o f 3 ) 

EHswortii Indusbial Park 
Downers Grove 

Deptti 
in 

feet 

• - ^ i . : . . 

20-

22-

CO 

£ 
a. 
E 
CO 

OT 

2 4 -

2 6 -

2 8 -

3 0 -

32-

3 4 -

3 6 -

38 

40-

Upgradient 

£• 

i 8 ^ 

32 

35 

19 

31 

46 

37 

20 

36 

m 
"c 
3 
O 
CJ 

J 3 = • 

O 
X 
0 . 

CD 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
TotalDepth 

6/11/02 
6M1/02 
Boart Longyear 
Rotosonic 
42.5 ft bgs 

WESTON Geologist : B. Schaefer 

OT 
O 
OT 
3 

DESCRIPTION 
PID/FID 
(ppm) 

Well: BD-91 
Elev.: 

\7-

CL 

GM/SM 

CL 

CLAY; grey, silty gravelly grading to grey 
silty with a few prtjbles. soft, slightiy moist, 
low plasticity. 

CLAY; as above. 

Brovm silty SAND and GRAVEL, loose, 
saturated, well graded 

CLAY; grey, silty, witii a bit of gravel, firm, 
moist, low plastidty. 

0/0 

0/0 

As atx>ve. 

MUGM 

CL 

As above. 

As above. 

0/0 

0/0 

0/0 

Brown sandy SILT and GFIAVEL, dense dr> 
grey, low plasticity. 

CLAY; grey silty, bace gravel/cobbles, bac€ 
iron staining, firm, moist, low plasticity. 

GM 

ML 

GM/SM 

GRAVEL; greyish brown, silty, some sand, 
wet well graded, loose. 

0/0 

0/0 

SILT; grey, gravelly, wet, soft, well graded. 

Brown silty SAND and GRAVEL, large 
cobbles, loose, wet. well graded. 

0/0 

—High Solids 

•Stainless Steel 

'V —Bentonite Chipis 

-Sand 

-Steel Screen 



LOG OF BORING BD-91 

(Page 3 of 3) 

EHswortii InduSbiial Park 
. Downers Grove 

Upgradient 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
TotalDeptti • 

6/11/02 
6/11/02 
Boart Longyear 
Rcitosonic 
42.5ftt)gs 

Vi/ESTON Geologist :B. Schaefer 

Deptt) 
in 

feet 

40-

42-

4 4 -

46 -

48-

50-: 

5 2 -

5 4 -

5 6 -

58-

60-

Q.' 
E 
CO 
ro 

a> 
> 8 ^ 

JO 
"c 
3 

8 
o -E-
X) -.=.. 

O 
I 
0. < 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

Well: BD-91 
Elev.: 

42 
GM/SM 

ML 

As above. 

SILT; brown, gravelly, a few large cobbles, 
firm, dry, slighUy moist, low plasticity. 

0/0 
Steel Screen 

3.''j-Sand 

End of boring @ 42.5 ft. 



"% LOG OF BORING BD-141 

(Paget of 3) 

Ellsyirorth Indusbial Park 
Downers Grove 

S of Scot 

Start Date 

Finish Date 

Driller 

Drilling Mettiod 

Sampling Mettiod 

: 4/25/02 

: 4/25/02 

: Rock and Soil 

: 4 ' / . in ID HSA 

: Split Spoon 

TotalDeptti :50.5 ft bgs 

WESTON Geologist : B. Schaefer 

r 

•'• i i 

Deptti 
in 

feet 

(0 

£ 
CL 

E 
CD 

OT 

2 -

4 -

6 -

8 -

1 0 -

12-

1 4 -

1 6 -

18-

20-

8 

14 

11 

12 

15 

c 
3 

5 ^ 
XI -o. 

O 
X 
0. 
< 
cc 
(D 

OT 
O 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

6,6,7,8 

12.7.7,7 

4.4,4,7 

6,6,5,5 

3.3.5.5 

4.6.9,4 

5.8.5.8 

6.7,7.7 

6.7.7.10 

9.9,8.12 

/ 

FL 

CL 

V 
/ 
/ 
/ 

iiZ 

CL 

FILL; asphalt. 

CLAY; tan and grey, grading to black, silty 
witti gravel, stiff, dry. low plasticity, dense. 

CLAY; tan with bace grey, silty. sandy, with 
pebbles throughout m o i s t firm to slightiy 
stiff, low plasticity. 

No recovery. 

CLAY; very sandy, tan , scattered gravel, 
moist, soft, low p las tc i^ , bace black sand. 

CLAY; tan, sandy, wiUi pebbles ttiroughout 
mo is t so f t low plasticity. 

As above. 

GM/CL 

CL 

GM 

CL 

Tan silty sandy CLAY witt i GRAVEL, soft, 
saturated, slightiy soupy at end of spoon. 

CLAY; grey, silty. stighUy firm, moist, bace 
gravel, low plasidtyt. 

GRAVEL; tan wit i i sift, saturated, loose, wel 
graded. 

CLAY; grey, silty, pebbles tiiroughout sand^ 
at top, firm, m o i s t low plasticity. 

0.1 

Wel l : BD-141 

Elev.: 

Cover 

—Concrete 

Stainless Steel 
- G r o u t 



Ellsworth Indusbial Park 
Downers Grove 

Sof Scot 

LOG OF BORING BD*14I 1 
(Page 2 of 3) 

start Date 
Finish Date 
Drilter 
Drilling Mettiod 
Sampling-Method 

: 4/25/02 
: 4/25/02 
: Rock and Soil 
: 4'/.to ID HSA 
:Spltt Spoon ... 

TotalDeptti : 50:5 ft bgs 
WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

20-

2 2 -

24-

26--

2 8 -

3 0 -

32- : 

3 4 -

3 6 -

3 8 -

40-

£ 
tx. 
E 
cn 
u .8 = 

c 
3 

o 

CD 

ro 
O 
OT 
3 

DESCRIPTION 

11 

19 

12 

15 

11 

16 

[7-

4,6,10,10 

10,12.22,22 

11.16,17.18 

18.29.50/5" 

50/5" 

z 

22,12.22.40 

20.11,12.13 

37,48,50/2" 

22,30.15.24 

Z 

CL 

CL 

ML 

GM 

CL 

CLAY; grey, silty, pebbles ttiroughout. fimi. 
moist, low.plasticity. 

No recovery. 

CLAY; grey, silty, witii trace pebbles, stiff, 
moist, low plastidty. 

CLAY; grey silty. witti fine sand throughout 
Slightiy firm, moist, low plasticity. 

s i L i ; tan, sutt, moist I. plast cobble. 

GF?AVEL;'grey, rock pieces, silty. sandy, 
fines intermixedi dayey above rock; loose, 
saturated, well graded. 

No recovery, drilled Uirough rock. 

CLAY; silty witti some sand, gravel and 
cobbles ttiroughout stiff, very moist, tow 
plasticity. 

CLAY; grey, silty, with a bit of pebbles 
ttiroughout. bace cobble, stiff, moisty, low 
plasticity. 

CLAY; gray silty witti gravel intennixed. stiff 
moist, small seam of tan silty sand and 
gravel in the middle, moist, well graded, 
SlighUy dense. 

CLAY; greyer, silty, bace pebbles, very 
moist, stiff, low plast. 

PID 
(ppm) 

Well: BD-141 
Elev.: 

—Grout 

Stainless Steel 

— 

—Bentonite Chips 



LOG OF BORING BD-141 

(Pagi&3of 3) 

Ellsworth Indusbial Parte 
Downers Grove 

S of Scot 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling MethcxI 

: 4/25/02 
: 4/25/02 
: Rock and Soil 
: 4'/.in ID HSA 
: Split Spoon 

Tofaf Deptti . iSOlSnbgs 
WES-TON Geotogist :a.Si^aefer 

Deptti 
in 

feet 

o m 

X 
o 

' " ^ ^ - . - z S 

40-

4 2 -

4 4 -

4 6 -

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

6 0 -

co 
£ 
a. 
E 
CO 

ro 

0) 

> 
8 
a> 

JQ c 
3 o o 
S _ 
XI -.=-

X 
CL 

< 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

11 

12 

16 

10,10,17.20 

38,40.42.45 

42.48.50/2" 

11.17.20.23 

23.48,50,52 

50/2" 

ML 

SM 

ML 

CL 

GM 

SILT; grey, clayey viritti gravet soft soupy, 
sahjrated. 

SAND; grey with trace tan, fine, silty, dense 
very moist, poorly graded, low plastid^. 

SILT; grey, very fine grading to very fine 
with sand and gravel, trace cobbles, wet 
firm, low plasticity. 

CLAY; grey, silty with bace pebbles, very 
firm, very moist, low plasticity. 

CLAY; grey, very silty with bace cobbles 
and gravel, low plasticity, wet. firm. 

GRAVEL; silty sandy, dense, wet 

End of boring @ 50.5 ft 

Well: B©-14l 
Efev..; 

M 

-Bentonite Chips 

-Stainless Steel 

—Sand 
[—Steel Screen 

-B. Chips/Sand 



LOG OF BORING BD-151 

(Pagei of 3) 

BIsWbrth Indusbial Park 
Downers Grove 

Arrow Gear 

start Date 
Rnish Date 
Driller 
Drilling Mettiod 
Sampling Mettiod 

: 5/6/02 
:5/6«)2 
: Rock and Soil 
: 4'/. in ID HSA 
: Split Spoon 

Totol Depth 
WESTON Geologist 

:46ft bgs 
: R. Majchizak 

Deptti 
in 

feet 

2 -

4 -

6 -

8 -

10-

12-

14-

16-

18-

20-

CO 

£ a. 
E 
CO 

ro 

8 ^ 

c 
3 
O 

u 
5 ^ 

O 
X 
CL 

CD 

w 
o 
OT 
3 

DESCRIPTION 

l2"/24" 

9"/24" 

16"/24" 

15"/24" 

-11-/24" 

14"/24" 

18"/24" 

18"/24" 

20-/24" 

10"/24" 

F" 

5,6,5,3 

7,9,11,12 

8,10,6,10 

10,11,12,15 

7,13,10,13 

12,14,12,13 

3.3.5.6 

3.3,6.8 

19.16.19.20 

18.20.19,20 

7 

Z 
\7 
7 
\7 
7 
[ 7 
7 
\7 
V 

CL 

SM/CL 

CL 

GLAY; black, silty, moisL 

CLAY; stiff, brown, silty. bace fine gravel, 
moist 

Medium grey CLAY and SAND, b'ace fine 
gravel, moisL 

CLAY; hard, grey, silty. bace fine gravel, 
slightiy moist. 

PID 
(ppm) 

Well: BD-151 
Elev.: 

n I 
Cover 

Concrete 

-Stainless Steel 

—Grout 



-; 

CC 

o 
5 
6 
m 

1° 

•9 

Ul 

Z !5t 
^b 

S5MIvll 
X^^SOLUTIONSHI 

EHswortii Indusbial Parte • 
Downers GrbVe 

Arrow Gear 

. 

Deptti 
to 

feet 

2 2 ^ 

24- : 

26- ; 

28^ 

30-: 

32-^ 

34-^ 

36-^ 

38": 

1 

re
co

ve
ry

 

(in
) 

bl
ow

 c
ou

nt
s 

(in
) 

. 

O 

CD 

19"/24" 

7"/24" 

7"/24" 

17-/24" 

19-/24" 

16"/24" 

6"/24" 

7724" 

10"/24" 

28,27»17.12 •: 

L 

10.6.6,8 p 
L* 

[/ 

12.14.14.16 L 

20,14,14.16 

20,18.18.16 

12.10,12.13 

50/2-.41.50/3" 

48,50/2" 

38,49,50/4" 

/ / 

y ' 
' • • . • - . - • 

•'.:•:( 

i 
/ 

7 
\v 
\v 

• , ' • " • " . ' • 
• • • ' . - • • • 
• * V ; • 
• . - • * . • ' . • • 

• . • . . - . . . - . • . 

: ' ' . - • " < 
- . • • • . • - . • • 

rt-^^:'. 

• . • » • . • " . ' • 

:ri.-?i 

w& 
•-V- • -
' ^ ^ ^ • : 

^ ^ • LOGOFBORINC 5BD^1 51 
»..,/, O >,f Q \ 

Start Date : 5/6/02 TotalDepth: :46ftbg5 
FmishDate : 5/6/02 WESTON Geologist :R.Majchr2ak ^^ 
Driller : Rock and Soil 
Drilling Mettiod : 4'/. in ID HSA 
Sampling Mettiod :.Split Spoon- :. . • 

IO 

3 

di 

GP 

CL 

ML/CL 

GP 

DESCRIPTION 

• • ' • ' ' ' 

GRAVEL; brown, fine. wet. fine sand seam 
at 2 to 3 in. 

CLAY; stiff to very stiff, grey, silty, trace 
fine gravel, slightly rrioist: 

Drilled ttirough coarse gravel, no sample. 

Very stiff to hard, orange to brovm SILT 
and CLAY, with trace fine gravel, slightly 
moist. 

Hard grey SILT and CLAY, moist, bace fine 
gravel. 

Very stiff to hard, brovm SILT and CLAY. 
' moist Vcace fine gravel. 

GRAVEL; loose to dense, fine to coarse 
witti brown coarse sand, wet, trace silt and 
clay, poorly sorted, very dense. 

PID 
(ppm) 

: 0 : 

0 

0 

0 

1 ° 

0 

0 

• 0 

0 

WeU: BD-151 
Bev.: 

m 
p\ 
•"• 
[•'•V 

LV • 

• ' * ' . ' 

[•"'• 

v; 

^̂  
- • • 

r.**. 1 

• " • ' • i 

[•" '•! 

[ • * * . ' 1 

i 
["••.*• 

il 

- • • 

-•:. 
r'-' 
- * * • 

^vr~ Grout 
- " " • 

V^ 

- * ' • 

w - ' 
• ' • " • 

?^h Stainless steel 

1 
;>—Bentonite Chips 
• • . * • 

^ • ? 
I " * ' -»'̂  
• * . ' -

:;|—Sand 

hi^^StGGl Screen 



LOG OF BORING BD-151 

(P^ge Sof 3); 

EllsiMOrth Indusbial Park 
Downers Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Mettiod 

: 5/6/02 
; 5/6/02 
: Rock and Soil 
•4'/.to ID HSA 

,:, Split Spoon 

Total Deptti.-::... . : 46 ft tigs 
WESTON Geologist :R lylajljiiza)! 

Deptti 
in 

feet 

40-

42-

44^ 

o 
Iff 

P 

48-

48-

50-

52-

54-

5 6 -

58-

60-

£ a. 
E 
10 
OT 

ID 
> 
O 

O S 

c 
3 

8 
o 

O 
I k 
DC 
CD 

ro 
o 
ro 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-I 51 
Elev.: 

13"/24" 

14"/24" 

13"/24" 

24.16,17,19 

42,50/3" 

22,30,42,47 

/ 
/ 
/ 
/ 
/ 

SM/CL 

GP 

Hard, grey SAND and CLAY with 
littie fine to coarse gravel, wet 

(3RAVEL; very dense, grey, 
coarse, with bace sand, fine to 
coarse, wet poorly sorted, ttace 
dayandsHL 

0.2 

-Steel Saeen 

-Sand 

End of boring @ 46.0 ft 



L0G0FB0F^NGLD-1[: 

:?-•- ( P a g e 1 o f 4 ) , 

Ellsworth Industrial Park 
Downers Grove 

Northwest of Lindy 

Stort Date 
Finish Date 
Driller 
Drilling Method 
Sampling Mettiod 

04/30/02 
04/30/02 
Rock and Soil 
4'/. to ID HSA 
Split Spoon ' 

TotalDeptti ;64ftbgs 
WESTON Geotogist : B. Schaefer 

Deptti 
in 

feel 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

14-

1 6 -

18-

20-

(0 
£ a. 
E 
CO 
OT 

to > o _ 

s.? 

c 
3 o o 

Xl 

o 
X k 
cc 
CD 

OT 

o 
W 
3 

DESCRIPTION 

12 

10 

14 

21 

13 

F: 
2,3.3.4 

6,7,9,9 

6,7,10,10 

6,7,10,10 

4,6,8,9 

5,6,15,5 

5,6,14,12 

16,12,10,11 

50/5" 

4,17,12,50 

CL 

GW 

CLAY, silty day fill, bace sand and 
gravel, black, low plastidty. 

CLAY, silty, ttace gravel, black, some 
tan, firm, dry, low plastidty. 

CLAY, silt bace gravel, tan, firm, dry, 
low plastidty. 

CLAY, silty sand witii gravel, tan, firm, 
dry, low plastidty. 

As atxive, bace cobbles. 

As above, less cobbles. 

GRAVEL, silty day and sand, bace 
cobble, tan, loose to dense, well 
graded, moist 

GRAVEL, silt and sand, tan to gray, 
loose, dry, well graded: 

GRAVEL, gray cobble, possibly 
limestone, rock fragments, dry. 

GRAVEL, silt and sand, bace wrhite 
cobble, tan, slighUy loose, slightiy moist, 
well graded. 

PID 
(ppm) 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Well: LD-11 
Elev.: 

-^Concrete 

-Stainless Steel 

-Grout 



LOG OF BORING L W f r 
Ellsworth Indusbiial Park 

Downers Grove 

Northwest of Lindy 

Stort Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

04/30/02 

04/30/02 

Rock and Soil 

4 ' / . in ID HSA 

Spin Spoon . 

Totol Deptti . 

WESTON Geologist 

:64 ft.bgs 

: B . Schaefer 

Deptti 
in 

feet 

S 

20-

2 2 -

2 4 -

2 6 -

28-

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

co 
£ 
a. 
E 
CD 

ro 

0) > 
o 

s.? 

m 

§ 
£ -c 
X ) •<=. 

O 
I 
k 
DC 
12 

tn o 
to 
3 

DESCRIPTION 

19 

12 

12 

13 

12 

12 

7,12,12,16 

7,20,15,15 

7,20,22,22 

35,48,50/1" 

38,50/4" 

38,50/4" 

28,30,t5,12 

49,50/2" 

••'p-V-i ff; i . o : 

• * i • ' •> . • ' i 

er; i .tr; 
. ' * - . - ' " . • • ' • . .tr- i.ef 

7 " 

GW 

GW 

CL 

GM 

SM 

/ 

50/3" 

-- i -c • ; 

CL 

As above. 

GRAVEL, gray-wrhite cobble, possibly 
limestone, dry. 

CLAY, silty day, some gravel, hard, 
slightiy moist well graded. 

As above. 

GFMVEL, silty sand and gravel, tan, 
dry, slightiy loose, weU graded. 

As above, loose. 

As above. 

SAND, sHty sand, bace gravel, tan to 
gray, slightiy loose, dry, fine to coarse, 
well graded. 

CLAY, silty day , face pebbles and thin 
rock layer l>etween gray and brown 
day, gray to brown, very firm, slightiy 
moist, low plastidty. 

GW 

No recovery. 

GFIAVEL, cobbles and fragments, gray, 
dry. 

PID 
(ppm) 

0.0 

0.0 

0.0 

0;0 

0.0 

0.0 

0.0 

1.8 

0.0 

Well: LD-11 
Bev.: 

-Stainless Steel 

—Grout 



LOG OF BORiNG LP-11 

3 of 4) 

Ellsworth Indusbial Park 
Downers Grove 

Northwest of Lindy 

Stort Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 04/30/02 
: 04/30/02 
: Rock and Soil 
: iV. to ID HSA 
: Split Spoon., 

TotolDepth^ renl tbgs 
WESTON Geotogist :%.. Schaefer 

Depth 
in 

f ee t 

40-

4 2 -

4 4 -

4 6 -

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

6 0 -

co 
£ 
a . 
E 
CO 

ro 

I.C 

CO 

u 
£ "c x> :=-

O 
X 
k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

10 

11 

12 

13 

14 

47,50/3" 

29,32,35,12 

15,17,24,5 

29,50/3" 

27,37,50/4" 

5.5,6,7 

50/3" 

I T : ; .ff ; 

• ' i •<'.•••• 

27,35,33,22 

GM 

CL 

GW 

SM 

GRAVEL, silts and fragments, gray 
gravel, tan. dry. very stiff, dense. 

GRAVEL, silty sand with gravel, gray 
gravel/cobble fragments, tan, slightiy 
loose, dry to wet. well graded. 

CLAY, sand and silt to silty day, trace 
gravel at top 2 in, tan, soft to very firm, 
wet to very moist low plastidty. 

CLAY, silty day, some gravet tan, soft, 
very moist to wet low plasticity. 

GF^VEL, gray cobble fragment, 
possibly limestone, tan, dry. 

No recovery. 

ML 

GM 

SAND, silt with gray cobble at top 3 in, 
silty sand, bace gravel, bace red 
feldspar, fine to coarse sand, dry, 
loose, well graded. 

SILT, dayey very fine sand with 
pebbles throughout very soft, wet low 
plasticity. 

As above, gray cobbles at tx}ttom. 

No recovery. 

GRAVEL, cobbles with fine sandy sift, 
gray, saturated, well graded. 

PID 
(ppm) 

0.0 

1.2 

2.2 

0.9 

0.0 

0.0 

0.0 

0.0 

WeUr.EJDkll 
Elev.: 

.V 

, —Grout 

k:i 

î  
j . : —Bentonite Chips 

-Stainless Steel 

;̂.̂ {—Sand 

Steel Screen 



LOG OF BORING LD^il 

(Page 4 of 4) 

Blsvi^rth Indusbial Park 
Downers Grove 

Northwest of Lindy 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sarnpling Methbd 

: 04/30/02 
: 04/30/02 
:-Rock and Soil 
:4'/4tolDHSA 
: Split Spoon 

Totol Depth 
WESTON Geologist 

:64ftbgs 
: B. Schaefer 

Deptti 
to 

feet 

60-

62-

K 
O 
ID 

a 
9> 

i 
o 
Q 

64-

6 6 -

6 8 -

70-

7 2 -

7 4 -

7 6 -

7 8 -

cx 
E 
CO 

to 

ID 

> 
8 
ID 

C 
3 
O 
U 
5 •• 

£ c-
. Q : = • 

O 
X 
k 
cc 
CD 

OT 
O 
ro 
3 . 

DESCRIPTION PID 
(ppm) 

Well: LD-11 
Elev.: 

14 

14,29,29,39 

49,48,16,12 

GM 

As aibove, slight jno-ease in sandy silt 

As above. 

0.0 

0.0 

Steel Screen 

-Sand 

Enci bf boring @ 64 ft. 

80-



LOG OF BORING OV-11 

(Pagel of3) 

Ellsworth Indusbial Park 
Downer Grove 

W. of Rexnord 

Stort Date 

End Date 

Driller 

Drilling Method 

Sampling Method 

; 5/29/02 

: 5/29/02 

: Rock and Soil 

: 4'/. in ID HSA 

: Split Spoon 

Totol Deptti :54 f t bgs 

WESTON Geologisl : B. Schaefer 

Deptti 
in 

feet 

2 -

4 -

co 
£ 
a . 
E 
CO 

to 

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

ID > 
O 

u 

CO 

c 
3 ' o 
O 

5 _ 
£ c" 
Xl - o 

O 
I 
k 
DC 
CD 

W 
O 
ro 
3 

DESCRIPTION 

10 

10 

13 

19 

16 

19 

10 

13 

7,6.6,7 

5,6,6,9 

6,6,7,13 

20.7.12,12 

5.7.13.12 

3.4.6.7 

6.5,6,7 

22,40,26,46 

4,12,57,18 

7 

^ 

OL 

CL 

GM 

CLAY; black. sUty. as above, a bit of 
gravel, firm. 

CLAY; black, silty, as above, slightiy 
firm, less gravel at bottom. 

CLAY; grey/tan, silty witti a bit of 
(xsarse sand, very firm, moist low plast. 

CLAY; grey/tan, silty, as atxDve, stiff, 
bace red sandstone pieces. 

CLAY; dark tan virith some grey, silty, 
bits of gravel, bace sand, very firm, 
moist, low plasticity. 

CLAY; grey, silty, gravelly, then reddish 
brovm sUty,. sandy, sonte gravel at top, 
very moist to sHghtiy wet, rest wias 
greyish tan, silty, a bit of gravel, 
pebbles, stiff, moist. 

CLAY; brownish grey to greyish 
brown, silty with a bit of sand and bace 
pebbles, firm, nioist bottom half was 
gravelly, with bace cobbles at bottom. 

GRAVEL; top was grey layered 
weathered dolomite cobbles tan, fine, 
wet; then tan, silty, sandy, gravel, 
loose, well graded, very moist 

GRAVEL; grey/brovm, silty. sandy, with 
trace day at top and grey weathered 
dolomite cobbles scattered throughout 
SlighUy dense at top to rest loose, moist, 
well graded. 

PID/FID 
(ppm) 

Well: OV-11 
Elev.: 

Cover 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

—Condete 

-stainless Steel 

-Grout 



LOG OF BORING OV-H 

(Rage 2 of 3) 

Ellsworth Indusbial Park 
Downer Grove • 

W. of Rexnord 

SlartDate 
End Date 
Driller 
Drilling Mettiod 
Sampling Metood 

: 5/29/02 
: 5/29/02 
: Rock and Soil 
:4'/iinlDHSA 
: Split Spoon 

Totol Deptti :54 ft bgs 
WESTON Geologist : B. Sctiaefer 

Deptti 
to 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

32-

34-

3 6 -

3 8 -

40-

co 
£ 
o. 
E 
<o 
tn 

ID > 
O 

8.? 

3 
O 
U 

5 ^ 
o •= 
x> •-=. 

O 
X 
k 
CC 
CD 

ro 
o 
TO 
3 

DESCRIPTION 

12 

11 

11 

13 

24 

17 

19 

12,12,10,12 

24,6,8,12 

10,30,28,18 

20,20,18,20 

25,15,15,15 

13.13,13,10 

5,10,20,50/4" 

70/3" 

SM 

GM 

GM/SM 

GM 

SM 

ML 

CL 
y 

GM 

SAND; brown, grey, fine, silty, trace 
gravel and coarse sand. Slightly Icxise. 

Gf?AVEL; brovm/grey, silty, sandy, 
loose, moist well graded. 

Grey/tan silty SAND and GRAVEL, 
loose, moist, well graded. 

GRAVEL; grey/tan, silty, very sandy, 
grey weatiiered dolomite cobbles 
throughout well graded, loose, dry to 
slightly moist 

GRAVEL; grey/tan, silty, very sandy, as 
above, no dolomite cobbles. 

GRAVEL; as atxive, dense, a few 
cobbles. 

SAND; grey/tan, silty, with some gravel, 
fine to coarse grained, slightiy dense, 
dry to moist, welF graded. 

SILT; grey/tan, veyfine, sandy, bace 
clay and sand, firm, very moist, smaH 3" 
seam 6f sand at t>ottom that was very 
moist to slightiy wet. 

CLAY; dark tan, silty, sandy, soft, moist 
low plastidty. 

GRAVEL; grey dolomite pieces, loose, 
moist to slightiy wet, wel| graded. 

No recovery, drilled through rock. 

No recovery, drilled through rock.. 

PID/FID 
(ppm) 

0/0 

0/0 

0/0.1 

0/0 

0/0 

0/0 

0/0 

0/0 

Well: OV-11 
Elev.: 

-Stainless Steel 

-Grout 



LOG OF BORING 0\/-11 

Ellsworth Indusbial Park 
Downer Grove 

Deptti 
in 

feet 

CO 

£ a. 
E 
CO 

to 
40-

4 2 -

4 4 -

4 6 -

4 8 -

5 0 -

52-

54-

5 6 -

5 8 -

6 0 -

W. of Rexnord 

cr 
3 

8 
3 ^ 
XI -.=. 

o 
X 
0. 
< 
oc 
CD 

(Page3 6f3) 

Stort Date 
End Date 
Driller 
Drilling Mettiod 
Sampling Metocxl 

5/29/02 
5/29/02 
Rock and Soil 
4'/. to ID HSA 
Split Spoon 

Totol Deptti . :54ftbgs 
WESTON Geologist : B. Schaefer 

to 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

Well: OV-11 
Elev.: 

11 

14. 

17 

18 

20 

12 

V 

16,17,25,50/4" 

40,22,20,18 

6,7.12,13 

24,40,40,50/4" 

50,50/4" 

5,5,25,30 

16,17,23,23 

CL 

GM 

CL 

ML 

SM 

GM 

SM 

CLAY; grey with brace tan, silty, gravelly, 
some cobbles at top, very firm, slightly moisit. 

GRAVEL; tan, silty, sandy, bace day, 
dense, moist to v.moist, weH graded. 

CLAY; greyish tan at top to grey at bottom, 
V. silty, V. moist, low plasticity. 

SILT; grey, dayey, bace pebbles, fimi, 
slightiy wet, low plasticity. 

SILT; as above. 

SAND; tan, fine, silty, some gravel, dense, 
slightly wet. 

GRAVEL; grey writii tan, silty, sandy, fine, 
saturated, loose, soupy, well graded. 

GM 

SM 

ML 

SAND; tan, silty, bits of gravel, medium to 
coarse, loose, saturated, weU graded. 

GRAVEL; tan, silty, sandy, loose, saturated 
well graded. 
SANU; tan, silty, some gravel, medium to 
coarse, loose, saturated, well graded. 

SILT; grey, with a bit of gravel, firm, wet 

0/0 

0/0.2 

0/0 

0/0 

0/0 

0/0 

0/0 

End of boring @ 54.0 ft 

—Grout 

Stainless Steel 

—Bentonite Chips 

—Sand 

Steel Screen 



LOG OF BORING OV-21 
(Pagfe l of 4) 

Ellsworth Industrial Pai-k 
Downers Grdve 

Arrow Gear 

Stort Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Mettiod 

05/10/02 
05/10/02 
Rock and Soil 
4'/ltolDHSA 
Split Spoon 

Totol Deptt) :63ft bgs 
WESTON Geotogist : B. Crawfortf* 

Deptt) 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

£ a. 
E 
CO 
OT 

> 
8 ^ 

£ 
c 
3. . 

8 
s ;_ 
o ĉ  
x> -o-

g 
X . 
n. < a: 
CD 

ro 
o 
« 
3 

DESCRIPTION PID 
(ppm) 

14 

10 

16 

13 

10 

3,5,5,6 

6,6,8,8 

5,6,8,8 

7,9,10,10 

5,7,7,10 

2,4,3,4 

50/4" 

40,38.32,15 

30,32.30.32 

7-

V 

OL 

CL 

Black organic silt witti some gravel, dry, 
rocks throughout 

CLAY, sandy, brown, Xrace gravel, dry, 
low plasticity. 

CLAY, grey to brown, graded from sandy 
at top to silty at bottom, bace gravel 
throughout dry, low plasticity. 

CLAY, sandy, brown, bace gravel 
throughout, dry. low plasticity. 

As above, increase in gravel towards 
bottom. 

CLAY, sandy, brown, increasing moisture 
towards bottoiri, gravel tiiroughout, 
medium plasticity. 

CLAY, sandy, brovm, black, some large 
gravel throughout dry, low plasticity. 

Large boulder, limestone fragments from 
boulder. 

Had to drill through boulder, no recovery. 

Well: OV-21 
Elev.: 

—Cond'ete 

-Stainless Steel 

-Grout 



LOG OF BORING Oy-2r 

(Page 2 of 4): 

Ellsworth Indusbial Park 
Downers Grove 

Arrow Gear 

Stort Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Mettiod 

: 05/10/02 
: 05/10/02 
: Rock and Soil 
:4'/4inlDHSA 
: Split Spoon :.., 

Totol Deptti :SS!ftbgs • 
WESTON Geotogist ::Bt. Crawford 

Depth 
to 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

ro 

o u 
ID 

C 
3 
O 

u 
£ ^ 
J 3 - O 

o 
X k 
cc 
CD 

ro 
o 
OT 
3 

DESCRIPTION 

12 

14 

16 

10 

18 

17 

16 

21 

F: 
6,13,30,16 

30,17,15,15 

15,22,5,8 

12,25,25,25 

25,17,10,10 

9,9,10,13 

6,8,14,14 

12,14,10,10 

12,20,45,4 

14,16,28,27 

,^ 

z 

CL 

SW 

ML 

CL 

SC 

CL 

CLAY, sandy, brovm,, grading to CLAY, 
silty, grey, 2 in gravel seam in middle of 
spoon, moist low to medium plastidty. 

,CLAY, silty, grey, dry to moist low to 
medium plastidty. 

CLAY, 12 in sandy, grey, medium 
plastidty, moist. 

SAND, grey, well graded, wet 

SILT, sandy, grey, trace gravet moist 

As above. 

As above. 

CLAY, grey, dry to moist, low to medium 
plastidty. 

CLAY. 9 in grey, moist medium 
plastidty. 

CLAYEY SAND, moist to wet 

CLAY, sandy, grey, some large gravel, 
at bottom, moist, medium plastidty. 

CLAY, silty, sandy, grey, dry to moist 
low to medium plastidty. some gravel 
throughout. 

As above. 

PID 
(ppm) 

Welk OV-21 

.1- £ 

^ i i 

:; -Stainless Steel 

:; -Grout 

:-̂  

I -

v; 



LOG OF BORING OV-21 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Mettiod 

: 05/10/02 
: 05/10/02 
: Rock and Soil 
: 4% to ID HSA 
:SplitSpoon 

; ' ; : (Page3of4) 

TotalDeptti :63ft bgs 
WESTON Geotogist :B.t>awford 

EHswortii Indusfa-ial Park 
Downera Grove 

Arrow Gear 

Deptti 
in 

feet 

40-

42 -

4 4 -

4 6 -

4 8 -

50-: 

5 2 -

54-: 

56-: 

58-

60-

s> 
J2 
Q. 
E 
C O . 

OT 

> 
8 ^ 

£ c 
3 

8 
3 ^ 

O 
I 

CD 

ro 
o 
OT 
3 

DESCRIPTION PID 
(ppm) 

13 

17 

16 

12 

20 

35,37,40,40 

40,37,20,20 

12,13.12,12 

6,10.12.16 

15.17,19.20 

12.30.14,20 

11,13,30,26 

23,17,42,40 

23,27,40,35 

35.40.56,50 

/ 

/ 
/ 
/ z. 

CL 

SP 

SW 

CL 

ML 

CL 

MUCL 

SM/SP 

3 in As above 

SAND, poorly graded, some gravel, wet 

SAND, orange/brown, sattirated, well 
graded. 1 in gravel at bottom, possibly 
broken bedrock. 

CLAY, sandy, grey, some gravel, medium 
plasticity, wiet 

SILT. 9 in sandy, grey, grading to CLAY, 
silty, low to med plastidty. 

CLAY, grey, some gravel, low to medium 
plasticity, moist 

CLAY, sandy, grey, bac:e gravel, moist 
medium plasticity. 

SILT, sandy, grey, moist grade to CLAY, 
silty, grey, moist low to medium plasb'dty. 

SAND, silty, grey, wet some gravel, gradinc 
to SAND, saturated, grey, pooriy graded, 
rock at bottom. 

GP 

SP 

GRAVEL, SAND, grey, pooriy graded, 
moist 

SAND. grey, poorly graded, some gravel 
ttiroughout. moist to wet 

Well: OV-21 
Bev.; 

—Grout 

-Stainless Steel 

—Bentonite Chips 

.".t-Sand 

Steel Screen 



LOG OF BORING OVm 
(Page 4 of 4) 

EHswortti Indusb-ial Park 
Downers Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

05/10/02 
05/10/02 
Rock and Soil 
4'/. m ID HSA. 
.Split Spoon 

Total Depto \V" 
WESTON Geologist 

:63ft bgs 
'': B. Crawford 

Deptti 
in 

feel 

60-

6 2 -

I 
ci 

5 

1 
e 

M 

8 

64-

6 6 -

6 8 -

7 0 -

72-

7 4 -

76-

7 8 -

8 0 -

10 

a. 
E 
CO 
OT 

J3 
a 
3 o 
CJ 

I . c x> -o. 

g 
I 

CL 

CD 

OT 
O 
ro 
3 

DESCRIPTION PID 
(ppm) 

Well: OV-21 
Bev.: 

17 23,27,35,20 

68,50/1' $̂S$ 
S :rv<r^ 
S 

SP 

DO 

As above. 

As above. 

Bedrock 

Steel Screen 

—Sand 

End of boring @ 64 ft. 



LOG OF BORING OV-31 1. 
(Pagel of3); 

BIsworth Ipdusbial Park 
Dovmers Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Method 

. Sampling Mettiod 

05/08/02 
05/08/02 
Rock and Soil 
4'/itolDHSA 
S p l i t S p o o n ••• 

Totol Deptti 
WESTON Geotogist 

:45.5 ft bgs 
: B. Crawford 

Deptt) 
in 

feet 
OL 

E 
CO 
OT 

2 -

4 -

8 -

10-

1 2 -

1 4 -

1 6 -

1 8 -

20-

8 ^ 

£ 
3 

I 

g 
I a. < a: 
CD 

ro 
o 
ro 
3 

DESCRIPTION 

11 

14 

12 

13 

17 

13 

/ 

2,5,5,9 

8,8.7.7 

4,4.5.5 

4.5.7.7 

4,9,12,12 

4,4,5.5 

1.2.1.6 

2.2.3,9 

9.16,10.9 

4,5.7,10 

7 

:2 

CL 

OL 

CL 

SP 

CL 

GC 

CL 

CLAY, grey, some srhaH gravel, dry. tow 
plasticity, root in top 2 in. 

As above for 2 in. 

CLAY, organic, silty. black, dry, low 
plasticity, roots througtibut 

CLAY, sandy, grey. brOvm. dry to 
increase in moist at bottom, low to medium 
plasticity, routs in top 2 in. 

CLAY, silty, grey, grading to very sandy, 
brovm. some gravel, increase in moisture 
with depth, low to medium plasticity. 

CLAY, silty, sandy, brovm, grey, moist, 
low to medium plasticity. 

Bottom 2 in sand, with gravel, light brown, 
moist, some fines. 

CLAY, 2 in silty, dark brown, moist, 
medium plasticity, grading to day, very 
sandy, light brovm. sand and gravel clay 
at bottom 2 in. 

CLAY, sandy, some gravel, dark brown, 
moist, medium plasticity. 

GRAVEL, dayey, brown, with gravel, 
sand, clay mix, wet, poorly graded. 

CL/GC 

CL 

CLAY, sandy, light brown, some gravel, 
moist, medium plasticity. 2 in seam in 
middle, day. silty, dark brown to grey, low 
plasticity, some gravels. 

ORGANIC, top 3 in clay, sandy brown, 
some gravel, moist, low to medium 
plasticity, to large gravel, viritti clay for 4 in 
dry bottom, 10 in stiff grey clay, dry to 
moist 

CLAY, some gravel, light brown, top 3 in. 
grading to stiff grey clay, moist low to 
medium plasticity. 

PID 
(ppm) 

Well: OV-31 
Elev.: 

—Concrete 

-Stainless Steel 

—Grout 



Ellsvyorth Industrial Park 
Dovmers Grove 

Deptt) 
in 

feet 
a. 
E 
CO 

ro 
20-

22-

24-

26-: 

28-

30-

32-

34-

36-

38-

40-

Arrow Gear 

> o _ 
8 s 

18 

18 

11 

18 

16 

17 

19 

c 
§ 
o 

LOG OF BORING 0V^3I 

(Paa^2^f3):^ 

Stort Date 
Finish Date 
Driller 
Drilling Method . 
Sampling Metood; 

: 05/08/02 
: 05/08/02 
: Rock and Soil 
: 4'/. in ID HSA 
: Split Spoon 

TotoJDeptt) :45i5ftbgs 
WESTON Geologist : B.'.d:>awf6Vd 

g 
X k 
cc 
CD 

ro 
o 
OT 
3 

DESCRIPTION 

[T: 
6,6,8.9 

6,15,23,20 

11,15,16,20 

28.50/3" 

20.10,23,50/3" 

49,50/3" 

20,16,20,40 

20,50/3" 

T; 

CL 

CL 

CLAY, grey, stiff, dry to moist low to 
medium plasticity, 4 in. 

No recovery. 

7 

W: 
, 0 ^ 

':^i 

A •:^ 

32,32,32.27 

CL/SC 

SC 

SC/SM 

CL/GC 

CLAY, grey, stiff, dry to moist low to 
medium plastidty, some large gravel 
througfiout 

CLAY, sandy, some gravel, dark to light 
grey, moist, low to medium plastidty, 
bottom 4 In-aH gravel, possibly txiulder 
fragments. 

CLAY, 2 in gravelly, grey, moist medium 
plasticity, 4 in-SAND, dayey, light 
brovm, 3 in SAND, dayey, grey, 9 
in-SAND, dayey, twovm. 

SAND, some gravel, tight tvovm, moisL 

5 in-As above, dry to moist grading to 
SAND, silty, increase in moist and 
cobble content with depth. 

2 in-CLAY, some large gravet grey, dry 
to moist, low to medium plastidty, 
grading to GFIAVEL, with day binder, 
light brovm. 

SC/SM 

No sample, core through rock. 

3 in-SAND, dayey, grey to light brown, 
dry to moist, grading to SILTY SAND, 
gravel throughout slightiy more moist at 
bottom, mosUy dry. 

PID 
(ppm) 

Welk 0\£i;3l 
Bev.: 

•,: :̂;Sp(Brout 

-Stainless Steel 

-Sentonite Chips 

•rr-Sand 



LOG OF BORING OV^3l 

(Page 3 of 3) 

EHsmrtti Indusbial Park 
'bciwhets Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Mettiod • 
Sarnpling Mettiod ' 

05/08/02 
05/08/02 
Rcx^ and Soil 
4'/. to ID HSA 
Split Spoon 

TotalDepth- :45.5 ft bgs 
WESTON CJeologist : B: Crawford 

Deptti 
in 

feet 

a: 
o 
ID 

pi 

t 

40-

4 2 -

4 4 -

4 6 -

4 8 -

50-

52-: 

5 4 -

co 
CD 

"3. 
E 
n ro 

S 
8 -5-

£ 

S _ 
3 ^ 
Xi AS-

g 
X 

a 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

Well: OV-31 
Elev.: 

18 

20 

32,27,34,36 

19,20.21.35 

40/50/1" 

m 

SM 

SM/GM 

GC 

SILTY SAND, gravel ttiroughout grading to 
more gravel witti depth, dry to moist 

As above; saturated for first 12 in, grade 
to GRAVEL with sand and silt at bottom 10 
in. 

GRAVEL, some siK and days in smaH 
amount, saturated. 

0.2 

0.1 

Steel Screen 

. —Sand 

End of boring @ 45.5 ft. 

56-: 

5 8 -

60-



LOG OF BORING OV-41 

( P a g e l o f 3 ) 

Ellsworth Industrial Park 
Downers Grove 

SW of Rexnord 

Start Date 

Finish Date 

Drilled" 

Drilling Method. 

Sampling Method 

6/3/02 

.6/3/02 

Rock and Soil 

4'/. to ID HSA 

Split Spoon 

Total Depto : 58.0 ft bgs 

WESTON Geotogist. : B. Schaefer 

Depto 
in 

feet 

2 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

20-

cx 
E 
CO 
OT 

o _ 

c 
3 
8 
s 
o 

g 
X 
k 
cc 
CD 

ro 
o 
ro 
3 

DESCRIPTION 

12 

22 

12 

11 

11 

12 

10 

12 

4.5.9,9 

8,4,5,5 

5,4,8,7 

12.12.12.12 

8.15.15.12 

12.14.15.17 

24.24.24.15 

12.12.15,15 

8,10.15.20 

5,15,30,45 

y. 

2 

OL 

CL 

GM 

CLAY; black silty with some bits of 
sand , grass at top, some pieces or 
reddish brick at the t iottorn. firm. dry. 
low plasticity. 

CLAY; grey witt) ttace tan , silty sandy 
gravelly day . dry, slightiy loose, dense 
in d u m p s , low plasticity. 

No sarrtple cx>lleded. S lough material 
f rom above . 

GRAVEL; tan to grey, silty sandy witti a 
bit o f d a y , dense, m o i s t weU graded, 
t race cobbles at top. 

GRAVEL; grey to tan, silty sandy, a bit 
of d a y . dense, moists wel l graded. 

As at>ove. tannish grey. 

GRAVEL; dark tan to tan . silty sandy, 
a bi t of weathered dolomite rock 
cobbles, slighty loose, wel l graded, 
sl ightiy m o i s t 

GRAVEL; tan sandy silty, bace day . 
some dolomite rock cobbles throughout 
sl ightiy dense, m o i s t wel l graded. 

A s above, less dolomite, rock cobbles. 

GFJAVEL; tan silty with a bit of d a y and 
baces of sand , b'ace grey dolomite rock 
cobbles, dense, stighUy moist, well 
g raded. 

PID/FID 
(ppm) 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

Wel l ; OV-41 

Elev.: 

Cover 

—Concrete 

-Stainless Steel 

- G r o u t 



oc 

1 
5 

o 

9 
Si 

1 

• « ' » .M ^^L •^, 1 ' l lB^^r~T* l ' k: ^ ' 

M v ^ r y s o L U T t o N S 
Ellsworth Indusbial Park 

Downers Grove 

SW of Rexnord 
. • 

Deptt) 
to 

feet 

2 0 -

2 2 -

24-: 

26-: 

28-: 

30-; 

32-: 

347 

36-: 

38-; 

- • • 

40— 

CO 

a> 

1 

>> 
^ ' , 

bl
ow

 c
ou

i 

(in
) 

) ( 

10 

17 

15 

23 

14 

9 

15 

7 

9 

19 

1 '* 

• • . -

18,22.25,27 .-

58,22,17,18 ;' 

13,14,30,7 j 

> 

24.40,24,24 •.; 

27,41.27,47 ;.; 

:: 

17,35.19.21 

13,49,50/2" 

50/4" 

75/5" 

24,30,27.34 

LOG OF BORING Oy-41 

l« ;, : .^J'^3ge2of3) 
Start Date : 6/3/02 Totol Depto :58.0 ft bgs 

Finish Date : 6/3/02 WESTON Geologist :B . Schaefer 

Driller : Rock and Soil 

Drilling Mettiod : 4'/. to ID HSA 

Sampling Metood : Split Spoon 

\ 

^ tn DESCRIPTION PID/FID 
(ppm) 

] '̂  GM 

•';> 

• • ; ' . • 

;:i ML/GM 

•• i 

ML 

• 

GRAVEL; tan, silty sandy, bace day at 
top, some grey dolomite rock cobbles at 
bottom, loose, slighUy moist well 
graded. 

GRAVEL; tan, sHty sandy, a bit of day, 
SlighUy loose, slightly moist, well 
graded, some tan dolomite rock cobbles 
throughout 

GRAVEL; tan, silty sandy, some day at 
top, some tan dolomite rock cobbles at 
bottom, dense at top, loose at bottom, 
moist well graded. 

GRAVFI; tan, silty sandy with some 
day at top, some dolomite rod< cobbles 
at bottom, dense at top to loose at 
t>ottom, moist, well graded. 

GRAVFI; tan, very silty sandy, a bit of 
day, some dolomite rock cobbles 
throughout dense to slighUy dense, 
well graded. 

SILT; dayey with some sand, and 
GRAVEL; dry at top halt grey dolomite 
rock cobbles, ground up rock at bottoin 
halt lcx>se. 

SILT; dayey, tan af top, stiff, dry. witti 
some sand; rest was grey, hard, 
slightiy moist trace pebbles at top to 
some gravel at bottom. 

SILT; dayey, tan to grey, some sand 
and gravel, slightly moist low plastkaty, 
bace weathered dolomite rock cobbles 
at bottom. 

SILT; dayey, tan with a bit of gravel 
and sand, slightly moist grading to very 
moist low plasticity. 

As atxjve at top 4 iri; then grey dayey 
silt with some gravel, pebbles, firm, 
SlighUy moist grading to very moist tow 
plasticity, large grey rock cobble 
seperating two layers. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/-

Well: OV-41 
Elev.: 

• 
* 

» 

' 

'—Stainless Steel 
> 
» 
' —Grout 



^f^• 

% 
LOG OF BORING 0VI4J 

(Page 3 of 3) 

Blsiivortt) Indusbial Park 
Downers Grove 

SW of Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

6/3/02 
6/3/02 
Rock and Soil 
4'/StolDHSA 
Split Spoon 

Total Depto :58.0 ft bgs 
WESTON Geologist i B. Schaefer 

Depth 
in 

feet 

CO 
m 
a. 
E 
CO 

w 
40-

4 2 -

4 4 -

4 6 -

48-

5 0 -

5 2 -

5 4 -

5 6 -

58-

6 0 -

(D 

C 

u 
5 ^ 

in o 
tn 
3 

DESCRIPTION 

17 

14 

14 

11 

11 

12 

17 

20,12,15,16 

10.15,27,23 

18,22,18,30 

14,25,50/5" 

16,50/5" 

6,39,50/3" 

7,39,39,50/3" 

17,39.38,37 

23.50/5" 

•.-•-; GM 

ML 

CL 

SM 

ML 

ML 

GM 

As above, grey dayey silt very dayey 
at bottom, gravelly at top, soft, firm, 
moist to very moist low plastidty. 

As above, grey dayey silt, a bit of 
gravet, some large grey rock cobbles at 
tx>ttom, firm, moist to very moist low 
plastidty. 

SILT; dayey, grey, b'ace gravel, very 
moist grading to dry, soft grading to 
very stiff, low plastidty. 

CLAY; grey, very silty, slightiy moist 
low plastidty. 

SAND: orev. silty. dense, sliahtiv wet. 
SILT; grey, very fine, sandy with a bit 
of day, stiff, very moist low plastidty. 

GRAVEL; tan, silty sandy, dense, wet, 
weH graded, a few cobbles throughout. 

SILT; dayey, grey, firm, very moist 
low plastidty. 

GF<AVEL; tan, grey, very silty sandy, 
dense, wet well graded. 

GRAVEL; grayish tan, silty sandy, 
dense, wet well graded, a few cobbles 
throughout. 

GRAVEL; grey, very fine sandy silty. 
SlighUy dense to partiy loose, wet to 
saturated, well graded, bottom 4" was 
tan. many large rock cobbles 
throughout 

MLVGM 

Tan to grey SILT and GRAVEL, firm, 
very moist to slighUy wet a few rock 
cobbles at bottom. 

End of boring @ 58 ft. 

PID/FID 
(ppm) 

Well: OV-41 
Elev.: 

0/-

0/-

0/-

0/-

0/0 

0/0 

0/0 

0/0 

0/0 

-Grout 

-Stainless Steel 

•; —Bentonite Chips 

-Sand 

Steel Screen 



LOG OF BORING OV-51 

(Pagel of 3), 

Ellsworth Industrial Park 
Downers Grove 

Rexnord 

Start Date 
End Date 
Driller 
Drilling Metood 
Sampling Mettiod. 

5/23/02 
5/23/02 
Rock and Soil 
4'/itolDHSA 
Split Spoon 

TotalDepth :50ft bgs 
WESTON Geologist : B. Schaefer 

Depto 
In 

feet 

2 -

4 -

6 -

8 -

10-

1 2 -

1 4 -

16 -

1 8 -

20-

10 £ a. 
E 
CO 

to 
Is 

m 
"c 
3 o u 
£ =• 
J3 : = . 

g I 
cc 
CD 

ro 
o 
OT 
3 

DESCRIPTION 

12 

14 

19 

21 

19 

16 

10 

15 

4,4,5,6 

4,4,2,4 

4,4.7,7 

5,6,12,13 

6,9,9,12 

5,6,8,8 

11,15,11,15 

6,19.19,20 

6.18.19.17 

4,6.6,7 

7 

/ 
7 
7 
7 

u. 

OUCL 

CL 

SW 

GW/SW 

CLAY; black, tan, silty, some topsoil, 
some roots/grass, dry, very firm. 

CLAY; black/grey/tirownish red, silty, 
firm, moist 

CLAY; tannish grey, silty, bace 
pebbles, very firm, moist trace gravel. 

CLAY; tannish grey, silty, as above, 
bace pebbles, thin seam of sandy 
material at bottom section. 

CLAY; greyish tan, silty, with trace 
sand and pebbles, stiff, slightly moist. 

CLAY; greyish tan, silty writii gravel, 
stiff, slightiy moist 

CLAY; grey, silty, witti bace gravel, 
grading to tan, sHty, vnth some sand, 
stiff; moist. 

S/\ND; tan. witii a bit of gravel, loose, 
moist. weU graded. 

Grey/tan SAND and GRAVEL, loose, 
moist, well graded. 

GM 

A 

CL 

GRAVEL; grey, silty, with some sand, 
bace day, dense, very m.oist, well 
graded. 

CLAY; tan, silty, with some gravel and 
sand at top; grey, silty with some 
gravel, firm, moist to very moist at 
bottom. 

PID 
(ppm) 

Well: OV-51 
Elev.: 

(iover 

—Ckjrtcrete 

-Stainless Steel 

-Grout 



Ellsworth Indusbial Park 
Downers Grove 

Deptti 
in 

feel 

CO 

_2 
a. 
E 
CO 

OT 

20-

2 2 -

24-

26-: 

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

Rexnord 

§ c 

c 
3 

8 

LOG OF BORING OV-51 
(Page 2 of 3) 

Start Date 
End Date 
Driller 
Drilling Metocxl 
Sampling Metood 

5/23/02 
5/23/02 
Rock and Soil 
4'/. to ID HSA 
Split Spoon 

TotalDepto :5PftbgS 
WESTON Geologist ; B. Sidiaefer 

OT 
O 
OT 
3 

DESCRIPTION 

14 

17 

21 

13 

14 

10 

16 

F: 
7,8,12,12 

9,6,7,7 

5,9,5,5 

50/5" 

50/3" 

28.30,28,15 

55,50/2" 

28,25,28,30 

Z 
CL 

0",* i -^. 

GM 

SM 

GM 

C L A Y ; grey, siity, gravelly, gracing to 
brown, silty, some.gravel, very firm, 
moist. •• 
GRAVEL; tan, silty, sandy, ttace day, 
loose to dense in parts, moist cobbles. 

SAND; dark tan witti some grey, very 
silty, fine, soft, slightiy dense, 
saturated^ 

SAND; dark tan, grey at bottom, very 
silty, fine, dense, very wet, 2 in of grey 
stiff day at bottom. 

GRAVEL; silty, sandy^ with some day, 
grey at top, rust-red at bottom with 
some tan, slighUy dense, weU graded, 
moist 

GW 

GM 

GM/SM 

V 
CL 

GRAVEL; only recovered rock pieces 
and cobble, could not sample. 

No recovery, drilled through rock. 

No recovery, drilled through rock. 

GF?AVEL; reddish brown, very silty, 
trace sand, dense, very moist to slighUy 
wet well graded. 

GRAVEL; tan, silty, writh grey, medium 
sand, loose, wet well graded. 

Tan. sHty GRAVEL and SAND, wrell 
graded, loose, wet. 

CLAY; grey, silty, with some gravel, 
trace sand, stiff, moist. 

PID 
(ppm) 

Well: OV-51 
Elev.: 

Stainless Steel 

-Grout 

—Bentonite Chips 



LOG OF BORING 0 V # 
(Page 3 of 3)^ 

EHswbHh Indusbial Park 
bdwriers Grove 

Rexnord 

Start Date 

End Date 

Driller 

Drilling Method 

Sampling Method 

: 5/23/02 

: 5/23/02 

: Rock and Soil 

: 4'/4 to ID HSA 

: Splft Spoon 

Total Deptti . : 50 ft bgs 

WESTON Geologist : B. Schaefer 

Deptti 
in 

feet 

40-

42-

4 4 -

46-

48 -

50-

52-

54-

56-

58 

60-

10 

£ 
CL 

E 
CO 
OT 

a> 
> 
o 

c 
3 
O 
u 
2 -c 
J3 •.=-

o 
I 
k 
cc 
o 

OT 
CJ 
OT 
3 

DESCRIPT ION 

10 

15 

15 

18 

F: 
28,25,28.30 

38,15.38,30 

28.50/2" 

7.20,40,50/4" 

14.17,15,20 

7 

CL 

GM 

CL 

GM 

CL 

CLAY; grey, sHty, virith some gravel, 
bace sand, moist, firm. 

CLAY; grey, very silty, with a few 
pebbles; very firm, moist, low plastidty. 

GRAVEL; grey, silty. some sand, loose, 
wet well graded. 

GRAVEL; grey, silty, sandy, loose, 
saturated, weH graded. 

GFIAVEL; grey, sandy, silty, cobbles, 
loose. 
CLAY; grey, sandy silty, very moist to 
saturated. 
GRAVEL; grey, sandy, cobbles, loose. 

CLAY; grey, very fine sandy silt with 
some gravel, pebbles, very moist to 
wet firm grading to soft at bottom. 

End of tx)ring @ 50.0 ft 

PID 
(ppm) 

Well: OV-51 
ElevJ: 

-Stainless Steel 
—Bentonite Chips 

Steel Screen 

-Sand 



LOG OF BORING 0V-6t 
(Paae 1 of 3) 

Ellsworth Indusbial Park 
Downers Grove 

North of Scot 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

04/29/02 
04/29/02 
Rcx:k and Soil 
4'/. to ID HSA 
Split Spcxm-.. 

Total Depto: : m s n b g s 
WESTON Geotogisti :,Sl.Schaefer 

Depto 
in 

feet 

4 -

a. 
E 
CO 
to 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

20-

a 
> 
8 -^ 

J3 
c 
3 

3 •? 
J3 -O. 

g 
X 
Q. < 
CD 

OT 
O 
TO 
3 

DESCRIPTION. 

10 

11 

10 

16 

13 

17-

2.3,4.8 

5,5.7,7 

5.5.7.8 

5.6,13.13 

4.5.4.5 

50/1" 

5.5.20.21 

13.9.10.10 

7.9.18.10 

5,18.20,21 
a 6 

' t i , d 

CL 

CLAY, silty, black, grading to tan, grey, 
bace gravel, firm, slightiy moist to dry, low 
plasticity, roots at top. 

CLAY, silty, black, some sand, slightly 
moist to dry, very firm, low plastidty. 

CLAY, silty, tan, b'ace pebbles, slightiy 
moist stiff, low plastidty. 

CLAY, silty, grey, tan^ some sand, bace 
gravel, stiff, slightly moist low plasticity^ 

As above. 

As above, soft. 

SM 

GW 

SAND, silty. tan. some gravel at t>ottom. 
soft, slighUy moist, well graded. 

As above, slighUy cohesive, soft; moist 
grade to slighUy wet at bottom, well 
graded. 

As above, slightly firm and cohesive, wet 
more gravel at bottom: 

/ ^ above. 

tjKAVfcL, cobbles, grey, white, some 
sandy gravel interspersed, dry, well 
graded, loose. 

PID 
(ppm) 

Well;€lW-6l 
Elev.:: 

0-0 

0:0 

0.0 

0.3 

0.2 

2.2 

8.8 

23.8 

17.7 

- Cover 

oncrete 

I t :- ' 

P-
I u 

. i 

J 

-Stainless Steel 

-Grout Slurry 



LOG OF BORING OV-61 

(Page 2 of 3) 

EHswortti Industrial Park 
Downers Groves 

North of Scot 

Start Date 
Finish Date 
Driller 
DriHtog Metood 
Sampling Metood 

04/29/02 
04/29/02 
Rock and Soil 
4'/4 in ID HSA 
Split Spoon 

Total Depth : 54.5 ft bgs 
WESTON Geologist : B. Schaefer 

Deptti 
in 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

10 

£ 
a. 
E 
CO 

ro 

o _ 
^ £ 

c-
3 
O 

o 
o 

g 
X 

k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

15 

16 

18 

18 

14 

17 

17 

11 

18.17,10,10 

5.8.8.8 

5.6.5,6 

6.7,7,8 

5,5,6,17 

6,6,7,10 

7,8,11,11 

7.7,50/2" 

38,50/4" 

23.40,50/4" 

7" 

CL 

No recovery due to gravel/(x>bbles. 

CLAY, silty, sandy, grey, some gravel, 
thin sandy lens in middle, slightiy firm, 
very moist, medium plasticity. 

CLAY, silty, very sandy, grey, some 
gravel, soft, grading to firm, wet, low 
plastidty. 

CLAY, bace silt and sand, grey, firm, 
small gravel throughout low plastidty. 

As above, less sand. 

As atxive. more moist. 

As above, less moist 

As above. 

ML 

SILT, dayey, tan. grey, firm, dry, low 
plastidty. 

SILT, sandy, grey, gravel intermixed, 
very stiff, dry. low plastidty. Gravels 
are loose, dry, and scattered 
throughout. 

SILT, very fine sand and silt with 
gravel/cobbles throughout, slightiy firm, 
slightly wet, low plastidty. 

PID 
(ppm) 

0.0 

0.1 

0.2 

0.2 

0.1 

0.1 

0.0 

0.1 

0.0 

Well: OV-61 
Elev.: 

— Grout Sluny 

-Stainless Steel 

-Bentonite Chips 

-Sand 



LOG OF BORING OV-61 
(Page 3 of 3) 

Ellsworth: Indusbial Park 
Downers Grove 

Nortti of Scot 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

04/29/02 
04/29/02 

• i » 

.Rock and Soil 
4'/^ in ID HSA 
Split Spoon 

TotalDepth ; 54:5 ft bgs 
WESTON Geotogist : B. Schaefer 

Oeptti 
to 

feet 

40-

4 2 -

4 4 -

4 6 -

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

58-

6 0 -

£ 
a. 
E 
CO 
ro 

> 
8 
ID . 

C 
..3 o 

I 
a < VC 
(3 

ro o 
ro 3 

DESCRIPTION 

15 

13 

13 

11 

11 

6 

12 

7,7,22,42 

29,30,30,40 

10,10,23,24 

50/3" 

17,34,50,4 

17,20,50/2" 

37.40.50.4 

42,50/1" 

ML 

ML 

CL 

. : SM/GM 

As above, grey, no cobbles. 

SILT, grey. CLAY matrix, large gravel 
towards bottom, very moist to wet 

SILT, clayey, grey, grading to silty day, 
gravel throughout, very moist to slightiy 
wet more sandy at bottom. 

No recovery. 

Grey clayey SILT and very fine SAND, 
some gravel throughout, cobbles at 
bottom, very moist to slightly wet firm, low 
plasticity. 

CLAY, silty, grey, some fine sand, gravel 
ttiroughout moist low plasticity. 

CLAY, silty, sandy, grey, little gravel, bace 
cobble at top. very stiff, slightiy moist low 
plasticity. 

SAND/GRAVEL, siltv. tan, fine to coarse. 

End of boring @ 54.5 ft. 

PID 
(ppm) 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Well: OV-61 
Elev.: 

Steel Screen 

—Sand 



EllsiMDrth Iridusbial Fadl i ty 

Downers Grbve 

SE of 2nd Rexnord 

LOG OF BORING OV-71 

( P a g e l of 3) 

start Date 

End Date 

Driller 

DriHing Mettiod 

Sampling Mettiod 

5/22/02 

5/22/02 

Rock and Soil 

4'/, in ID HSA 

Split Spoon 

TotalDepto' :46 f tbgs 

WESTON Geologist : B::8chaefer 

Depto 

in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

16-

1 8 -

20-

co 
a 
a . 
E 
CO 
W 

ID 

> 
8 

c 
3 

8 
5 o 

g 
I k 
oc 
o 

tn o 
to 
3 

DESCRIPT ION 

10 

12 

12 

10 

11 

3.4,4,5 

5.8,8.10 

6.7,8,10 

7,7,7.5 

3,4.7.4 

1,4.2,2 

17,24,50/4" 

24,8,8,10 

23,23,19,20 

16,16,10,4 

T: 

OL 

CL 

SP 

GM 

C L A Y ; black, silty, trace sand, 
grass/roots at top, firm, moist top soil. 

CLAY; As above, no roots. 

CLAY; As above, b'ace gravel. 

CLAY; grey/tan, silty, sandy, firm, moist 
low plastidty. 

CLAY; grey/tan, silty, sandy, soft, 
moist a bit of gravel, low plasb'dty. 

.CLAY; tan, trac» rust red, very sand, 
silty, some gravel, soft, moist, low 
plastidty. 

SAND; grey, fine, soft, moist slighUy 
loose, poorly graded. 

Only recovered slough material, 
appears to have pushed rock. 

GIV^VEL; grey/tan, silty, sandy, dry, 
slightly loose, well graded. 

Onty recovered slough material. May 
have pushed, rock. 

GM 

GFiAVEL; grey/brovm, silty. sandy, dry, 
Icxise, well graded. 

PID/FID 
(ppm) 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0.2 

0/0 

Well: OV-71 
Bev.: 

Cover 

-Conaete 

-Stainless Steel 

-Grout 



LOG OF BORING OV-71 

(Page 2 6f 3) 

Ellsworth Indusbial Fadlity 
Downers Grove 

SE of 2nd Rexnord 

Start Date 
End Date 
Driller 
Drilling Metood 
Sampling Method. 

5/22/02 
5/22/02 
Rock and Soil 
4'/4inlDHSA 
Split Spoon .' 

TotalDepth 
WESTON Geologist 

:46ft bgs , 
:B. Schaefer 

Depth 
in 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

o. 
E-
CD 
to 

ID 

> 8 IT 

£ 
c 
o 
o 

1 
J3 

o 
I 
n 
§ 
CD 

OT 
^ 
3 

DESCRIPTION PID/FID 
(ppm) 

16 

14 

12 

18 

18 

15 

12 

8,8.4,4 

12.13.15.14 

20,12,15.14 

22,20,24.25 

29,10,8,8 

4.2,6,6 

5,5.5,5 

6.7.5.7 

17.13,16,25 

18.20,16.23 

7 

GM 

SP 

SM 

GM 

ML/GM 

SP 

ML/SM 

GRAVEL; grey/tan. sHty, sandy, dry.sUghOy 
dense. weH graded. 

GRAVEL; As above. 

SAND; grey at top, tan at bottom, fine; dry, 
soft, loose, poorly graded. 

SAND; tan, fine, slighUy dense, moist poorl^ 
graded. 

SAND; dark tan, very silty, fine, wet, slightiy 
dense, soft. 

GRAVEL; grey, silty, sandy, cobbles, dry-

Dark tan SILT/very fine sand, very moist to 
wet with well graded GRAVEL and trace 
sand. 

SAND; dark tan, fine, trace silt slightiy 
dense, wet to slighUy saturated, soft, poorly 
graded. 

SAND; dark tan. fine with some silt and tarac 3 
day. saturated, dense in parts to slightly 
loose. 

0/0.2 

0/0 

0/0 

0/0 

0/0 

0/0 

SM 

ML 

CL 

Dark tan SILT and fine SAND (silt in ttie 
middle, sand at top and bottom), very wet tc 
saturated, dense. 

SAND; dark tan, fine, silty, some gravel at 
bottom, saturated, soft, loose. 

SILT; dark tan, clayey, some gravel, very 
moist firm. 
CLAY; dark tan, silty, sandy, gravelly, very 
firm, stiff, very moist low plasticity. 

0/0 

0/0 

0/0 

0/0-1 

Well: OV-71 
Bev.: 

-Grout 

-Stainless Steel 

—Bentonite Chips 

:.|-Sand 

Steel Screen 



LOG OF BORING OV-71 

(Page 3 of 3) . 

Ellsworth Industrial Fadlity 
Downersi Grove 

SE of 2nd Rexnord 

Start Date 

End Date 

Driller 

Drilling Metood 

Sampling Method 

5/22/02 

5/22/02 

Rock and Soil 

4'/. to ID HSA 

Split Spoon 

TotalDepth 

WESTON Geologist.: 

: 46 ft bgs. 

:.B. Schaefer 

Depto 
in 

feet 

40-

4 2 -

44 -

g 
m 

> 
9 

t s o 
m 

i 

46-

48-

50-

52-

54-

5 6 -

58-

60-

co £ a. 
E 
CD 

ro 

o ,^ 
3 £ 

c 
3 

8 
.g 
XI 

g 
X k 
cc 
o 

ro 
o 
ro 
3 

DESCRIPT ION PID/FID 
(ppm) 

Well: OV-71 
Bev.: 

15 

13 

19 

10,12,15.22 

18,17,15.50/4" 

10,12,18,15 

/ 
/ 
/ 

CL/GM 

ML/GM 

GM 

Tan silty, sandy CLAY wiUi GRAVEL, a 
few cobbles, wet to very wet in gravel 
parts, weH graded, firm, dense. 

Dark tan, very fine sandy SILT with 
ttace day and GRAVEL throughout 
dense, very firm, wet wrell graded. 

GRAVEL; Tannish grey, silty, witti a bit 
of sand, saturated, Toose, weH graded. 
Material went from fine to mecfium at top 
and graded down to coarse to very 
coarse at bottom, some cobbles. 

0/0 

0/0 

0/0 

Steel Screen 

i}—Sand 

End of boring @ 46.0 ft 



LOG OF BORING 0V-8;I 

(Page 1 of 3) 

Ellsvvorth Industiial Park 
Downers Grove 

Precision 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depth 

5/23A)2 
5/23/02 
Boart Longyear 
Rotosonic 
45 ft bgs 

WESTON Geologist : B, Crawford 

Depto 
to 

feet 

cc o m 
<9 

X o 
Ui 

'̂ ,...:-: 

2 -

4 -

ê -

8 -

1 0 -

1 2 -

14-

1 6 -

1 8 -

20-

a. 
E 
CO 
W 

i 
£ '£ 

1.5" 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

£ 
c 

. 3 
o u 

I c 
.£3 - .=. 

g 
X 
D. 
< 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

7-

FL 

CL 

GC 

FILL; black topsoil with roots tiiroughout, 
moisL 

CLAY; large cobble at top, tan sandy witti 
trace gravel, soft, dry to moist, low to 
medium plastidty. 

As above. 

As above witii more gravel, small section 
with purple staining. 

CLAY; tan grading to grey, stiff with 
gravel (till), dry to moist, low plasticity. 

CLAY; grey, stiff, writti gravel (till), dry to 
moist low plasticity. 

GRAVEL; tan, clayey, witii some sand, 
mostiy dry. 

As above. 

PID 
(ppm) 

0.1 

Well: OV-81 
Bev.: 

I '—I 
Cover 

—Concrete 

-Stainless Steel 

-H igh Solids 



LOG OF BORING OV-81 

(Page 2 of 3) 

Ellsworth Indusbial Park 
Downers Grove 

Precision 

Start Date 
Finish Date 
Driller 
Drilltog Method 
Total Depth 

:• 5/23/02 
: 5/23/02 
: Boart Longyear 
: Rotosonic 
:45ftbgs 

WESTON Geologist : B.Crawford 

Depto 
in 

feet 

s 

I 
5 
IS I 
I 

20-

2 2 -

2 4 -

26-

2 8 -

30-

3 2 -

3 4 -

36-: 

3 8 -

40-

co 
£ 
ti. 
E 
CO 
OT 

? 

i& 

2.5 

2.5 

o 
CJ 

3 "c 
XI -o. 

g 
I 
Q. < 
OC 
CD 

OT 
O 
ro 
3 

DESCRIPTION 

^ 

2 

CL 

SW 

SC 

SW 

CLAY; tan, gravelly, somewhat stiff, 
mostiy dry, low to medium plastidty, 
grading to grey stiff virith some gravel (till), 
low plasticity. 

CLAY; grey, stiff, witti some gravel (till), 
dry, low plasticity. 

CLAY; tan and grey, semi-stiff clay with 
some sand and gravel, dry to moist sand 
inraeasing with depth. 

As above. 

SAND; orange/brovm. well sorted, well 
graded sand, mostiy dry, bace gravel. 

SAND; as above, increasing clay content 
witti deptii. -

SAND: tan, well graded, well sorted, 
saturated. 

As above, grading to grey, with trace 
clay, saturated. 

PID 
(ppm) 

0.2 

Well: OV-61 
Elev.: 

—Bentonite Chips 

-High Solids 

•Stainless Steel 

—Sand 
Steel Screen 



LOG OF BORING OV-81 

(P^gfe 3 of'3) 

EHswortii Indusb-ial Park 
Downers Grove 

Precision 

Start Date 
Finish Date 
Driller 
Drilling Metood . 
Total Depth 

5«3/02 
5/23/02 
Boart Longyear 
Rotosonic 
45ftbgs 

WESTON Geologist ::B.Crawfor(i 

Depto 
in 

feet 

cc o m 
•? 

B 

X u 
UI 

. « 

40-

4 2 -

4 4 -

4 6 -

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

6 0 -

co 
£ 
a . 
E 
CO 
OT 

> 
8 ^ 

£ 
c 
3 

8 
g 
X 
Q. 

CD 

TO 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

Well: OV-81 
Elev.: 

2.5 

2.5 

V 

/ 

CL 

CLAY; grey, stiff, witti gravel (till), mostly 
dry. low plasticity. 

As above. 

End of boring @ 45 ft. 



LOG OF BORING 0Vr9l: 

; (Page lo t :3l' 

Ellsworth Indusbial Park 
Downers Grove 

S. of Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

: 5/30/02 
.-5/30/02 
: Rock and Soil 
: 4'/. to ID HSA 
: Split Spoon 

TotalDepto. 
WESTON Geologist 

: 4«n bgs 
; 9 . Schaefer 

Deptt) 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

CO 
£ 
a. 
E 
CO 

OT 

o 

c 
3 

8 
2 -E 
S3 - . = . 

O 
X 
k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

11 

15 

14 

13 

11 

11 

10 

17 

4,5.6,8 

11,8,11,8 

8,8,9.10 

6,7.9.10 

6.6.8.12 

5.5.5.5 

5.4.8.5 

5.9,9.12 

14.17.20.20 

10.12.12,15 

7 

y 

2 

_/ 

OL 

CL 

CL 

GM 

CiLAY; black, silty, vvith a bit of course 
sand/gravel, stiff, dry, rciots throughout 
grass at top. 

CLAY; tan and some black, silty with a 
bit of gravel, very firm, slightiy moist 
low plasticity. 

No sample collected, recovered sicxjgh 
material. 

CLAY; black with a bit of tan, grading to 
black with a bit of red silty day, bace 
of gravel, very firm, slightiy moist low 
plastidty. 

CLAY; black witii a bit of tan to Mack 
with a bit of dark tirown silty day, very 
firm, moist low plasticity. 

CLAY; black witti a bit of dark tirown 
grading to dark brown sHty day, bace 
gravel, moist slighUy firm, tow plastidty. 

CLAY; dark tan, silty, writii some 
pebbles. 
bace black sand and iron staining. 
gravelly at bottom, firm, moist tow 
plastidty. 

GRAVEL; brovm, silty, some sand and 
grey cobbles, loose, dry, weU graded. 

CL 

GM/SM 

CLAY; black and tan. silty with some 
gravel, very firm, slightly moist possibly 
slough material. 

Greyish brown silty SAND and 
GRAVEL, loose, slightiy moist well 
graded. 

PID/FID 
(ppm) 

0/0 

0/0 

0/0 

0/0 

0/0 

0/-

0/-

0/-

0/-

Well: OV-gi 
Bev.: 

Cbver 

-Concrete 

-Stainless Steel 

' pGrout 



'f'- "x LOG OF BORING 0V-9t 
(Page 2 of 3) 

Ellsworth Indusbial Park 
Dovmers Grove 

S. of Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

5/30/02 
5/30/02 
Rock and Soil 
AVA to ID HSA 
Split Spoon 

Total Deptt) 
WESTON Geotogist 

41flbgs 
Ei. Schaefer 

Depto 
in 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

34-

3 6 -

38-

40-

CO 

.2 cx 
E 
CO 
OT 

ID 

c 
• 3 
O 

o 

g 
I k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

16 

15 

10 

18 

13 

12 

12 

14 

4.12.3,20 

6,17,17,10 

8,8,8.12 

43,25.20,20 

20,25,12,10 

15,18.18.16 

16.13,13.13 

9,8.7.7 

6,6,7,8 

j ^ 

GM 

SM/ML 

GM 

GM/SM 

CL 

SP 

GM 

GfRAVEL; greyish brpwn, silty, sandy, 
a few cobbles, bace iron staining, 
loose, slightly moist, wellgraded. 

As at)Ove, no cobtiles. dry. 

Dark tan fine SAND and SILT, slighUy 
firm, cohesive, bace iron staining. 

GRAVEL; brown/grey/tan, silty, sandy, 
a few grey cobbles, slightty dense, 
SlighUy moist, weU graded. 

Grey/tan, silty SAND and GRAVEL. 
slighUy dense, slightty moist, dense, 
well graded, trace grey cobtiles. 

CLAY; dark tan, silty, gravelty. firm 
slightiy moist, low plastKity. 

SAND; dark tan. fine grained, bace silt, 
toose, slighty moist poor graded. 

GM 

GRAVEL; grey/tan. silty, sandy, slightty 
dense, slightly moist, weH graded. 

GRAVEL; dark tan, silty, bace sand, 
loose, wet to saturated, well graded. 

No recovery. 

GRAVEL; dark tan, silty. as atmve. 

PID/FID 
(ppm) 

0/-

0/-

0/-

0/-

0/-

0/-

0/-

0/-

0/-

Welt aV-91 

t j -Bentonite Chips 

-SZ.;:-; 

(Brout 

-Stainless Steel 

-Sand 

Steel Screen 



LOG OF B 0 R I N G : 0 V - 9 I 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood. 

5/30/02 
5/30/02 
Rock and Soil 
4'/. to ID HSA 
Split Spoon' 

• ; > : (PageL3c>f3) 

TotalDepto :41ft bgs 
WESTON Geologist : B. Schaefer 

EHsworth Industrial Park 
Downers Grove *^ 

S. of Rexnord 

Depto 
in 

feet 

40-

Q 

> 
Q 

O 
Ml 

42-

4 4 -

46 -

48-

5 0 -

52-

5 4 -

5 6 -

•o 
£ 
a. 
E 
CO 
OT 

> o 
o -=• 

£ c 
3 

8 
.o 
XI 

g 
X 
Q. < 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

Well: OV-91 
Elev.: 

18 7.8,12,12 
/ 

SM 

CL 
ML/SM 

SAND; brovm, fine to medium grained, bace 
silt wet loose, poorly graded. 

CLAY: grey, silty. bace sand, firm, moist. 
Grey SILT, fine SAND, soft, saturated. 

0/-

Steel Screen 

"-Sand 

End of Boring @ 42:0 ft 

o 
« 
c S a 

5 8 -

6 0 -



"•v l 

5 

o 

'Ji. 
g 

i 

"m^m J 
Wk. \ ? » ^ S O L U T I O N S i l 

Ellsworth Indusbial Park 
Downers Grove 

An-ow Gear 

Depto 
in 

feet 

0 . 

-

2 - : 

4 - : 

: 
6 -

: 

1 
10-: 

•1 

12": 

-( 

14-^ 

16-: 

18-: 

20--

18 

t 
CO w 

£« 

b *—* 

. £ 

ow
co

u 

• ° - ^ 

15 

10 

6 

13 

12 

13 

0 

5 

13 

16 

5,5,5,3 

5,4,5.6 

5,6.8.7 

4.4.24,12 

12.14,7,3 

8,8,8.10 

12.10,12,8 

8,8,10,10 

4,8,27,17 

7.10.12.14 

I 

< 
CD 

t 

1 
/ / 

LOG OF BORING SB-31 
( P a g e l o f 3 ) , , | 

Start Date :05/07/02 TotalDepto :56ftbgs 1 
Rnish Date :05/07jr02 WESTON Geologist :R.Majchr2ak 
Driller : Rock and Soil 
Drilling Method : 4'/. to ID HSA . 
Sampling Metood : Split Spoon | 

5̂  
=> 

DESCRIPTION PID 
(ppm) 

. 

FL 

CL 

Black topsoil (6 in) over 6 in Gravel over 
veiy stiff SILTY CLAY. 

FILL: brown silty clay writh trace fine gravel 
moisL 

As above, wet at 6 ft depth. 

SILTY CLAY, very stiff to hard, gray, moist 
wfith bace fine gravel (TILL). 

As above, occassional cobble noted. 

0 

0 

0 

0 

0 

0 

0 

0 

0 

Well: SB-31 
Bev.: 

/— Cover 
1 —1 1 

-*' -
*• 1 * 
.». j . 
"'* P 

« p 

• • 1 
•" "1 1 V j It 

A\ 
-* '11 

• • * \ 

•* • 1 

"*1 r 
."• 11 

** '11 
-* • 1 

• ' 
•* • 1 
• » * 

• 
•* "1 
V 1 1 

• * ' 

V* 
• • \ 

V 

;; 

• • • ' 

• ' • * 

** \ 
• ' 1 

m 

• • J 

•*i 

I ' 
[-* • 

.V 

I)—Concrete 

.•1 

>| 

.•] 

'1 
*.] 
• 1 
."] 

."] 
H-Stainless Steel 
•; j 

•_ j 

;•[-Grout 

•'M 
• 1 

• 1 
• 1 

;.i] 
• 1 

> 
•, 1 

*"• 1 
• • \ 
.•̂  j 
»' 1 
• 1 

** 
1 

^ 
•* 1 

* • ' ! •, ] 



LOG OF BORING SB-31 

(Page 2 of 3).,: 

Ellsvinrth Indusbial Park 
Downers Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Metobd • 
Sampling Method 

05/07/02 
05/07/02 
Rock and Soil 
4'/. to ID HSA 
Split Spoon 

TotalDepth :56ft bgs., 
WESTON Geologist : FU Majchrzak 

Depth 
in 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

co £ a. 
E 
CD 

n 

<0 > o 

£ 

o 
SI 

g 
X k 
cc 
CD 

OT o 
OT 
3 

DESCRIPTION 

18 

IB 

18 

10 

19 

7; 
15,16.20,20 

19,34.20.18 

4.5,7,13 

5,6,19,32 

20,20,24,30 

50•^ 

49,50-t^ 

50-^ 

14,16,15,25 

19,50-t-

CL 

SM/GP 

U 

SILTY CLAY, very stiff, dark gray witti 
trace fine gravel, slightiy moist 
occassinal cobble. 

SILTY CLAY, stiff, light gray with tirace 
fine gravel, moist. 

SILTY CLAY, very stiff with ttace fine 
gravel, moist 

SILTY CLAY, very stiff to hard, light 
brown with trace fine gravel, slightiy 
moist, occassional cobble. 

SILTY SAND, very dense, orange to 
brovm, fine-grained, viret virith bace to 
littie fine gravel, occassional cobbles 
and coarse gravel, poorly sorted. 

SILTY CLAY, very stiff, gray with bace 
fine gravel, moist occassional cobble. 

CL 

GP 
GF5AVEL, very dense, brovm. fine to 
coarse with little sand, wet poorly 
sorted. 

PID 
(ppm) 

WeH: SB-31 
Elev.: 

Stainless Steel 
— Grout 

i': — Bentonite Chips 



LOG OF BORING SB-31 

(Page 3 Of ,3) 

EHswortti Indusbial Park. 
Dovmers Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Metood 

: 05/07/02 
: 05/07/02 
: Rock and Soil 
:4'/iinlDHSA 
: Spilt Spoon 

TotalDepto ; 56 ft bgs 
WESTON Geologist : R. Majchizak 

Depto 
in 

feet 

40-

42-

44-

46-

48-

5 0 -

52-

5 4 -

56-

58-

6 0 -

o. 
E 
CD 
OT 

ID 

> 
8 
0> 

c 
3 
O 
u 
3 c" 
x> c 

O 
I k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

13 

13 

14 

16 

12 

32,50•̂  

23,23.50+ 

45.50+ 

11,13,23.26 

22.24.20.21 

24,25,26,26 

42.39,30,19 

22,24,50+ 

GP 

SP 

ML 

GW 

ML 

V; i V; 

• - • • • . • • . 

; I-*'." 

^ s s 
s. ^ ^ 

GP 

SAND, medium dense, brown, 
coarse-grained, vvet. 

SILT, very stiff, brown, wet. 

GRAVEL, very dense, browri to gray 
coarse grain^, weU sorted. 
Boulder noted at 45-46 ft 

SANDY SILT, very stiff, brown, wet 

GRAVEt, very dense, gray, coarse 
grained, wet witti bace fine sand, silt, 
and day, pcxirty sorted. 

DO 

DOLOMITE, top 2 in brown, weattiered 
witii virtiite chert, wet. 

End of Boring at 56.0 ft. 

PID 
(ppm) 

WeH: SB-31 
Bev.: 

—Bentonite Chips 

-Stainless Steel 

-Sand 

Steel Screen 



LOG OF BORING SB-111 

(Page 1 of 3). 

EHswortii Industrial Park 
Downers Grove 

West of Pmes 

Start Date 
Finish Date 
Driller 
Drilling Mettiod 
Sampling Metood 

: 05/01/02 
: 05/01/02 
: Rock and Soil 
: 4'/. to ID hiSA 
: Split Spoon : 

TotalDepto :56ft bgs 
WESTON Geologist :B.Seha.efer 

Depto 
in • 

feet 

2 -

4 -

6 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

co 
£ cx 
E 
CD 

ro 

> • o 

Si-

£ 
3 • 
O 
(J 

3 c" 

g 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

10 

19 

11.5.6,5 

8,8,10,9 

5,8,30,5 

12,18,22,23 

50/1" 

50/1" 

T: 

T: 

2 

42,17,18.25 

^ 

FL 

CL 

CL 

ASPHALT and FILL. 

CLAY, silty, trace gravel, tan, dry, firni; 
low plastidty. 

No recovery. 

CLAY, siity, bace fine gravel, gravel at 
bottom, dry, firm, low plastidty. 

As above, no gravel. 

As above, gravel throughout. 

CL 

No recovery, cobbles. 

As above. 

As above. 

As above. 

CLAY, silty, littie gravel, grey, firm, 
slightly moist, low plasticity. 

Well: SB-Ill 
Bev.: 

—Concrete 

-Stainless Steel 

-Grout 



LOG OF BORING SB-1 I I 

(Page 2 of 3) 

BIsworth Indusbial Parte 
Downers Grove 

West of Ames 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Mettiod 

05/01/02 
05/01/02 
Rock and Soil 
4'/. to ID HSA 
Split Spoon 

TotalDepto 
WESTON Geologist 

: SBftbgs 
:B,Setiiaefer 

Depm 
in 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

32 

3 4 -

36-

38-

40 

10 
J S 
Q. 
E 
CO 
ro 

8 •=. 
e £ 

£ 
3 
O 
u 

g 
I 
k 
cc 
o 

OT o 
OT 
3 

DESCRIPTION 

12 

19 

11 

14 

13 

14 

15 

13 

F: 
10,10,7,10 

15,16,18,16 

13,15,9,10 

45,30,15,35 

12,15,17,15 

15,12,15,23 

14,17,19,25 

10,10.22.25 

12.13.22,24 

13,12 

2 

z 

CL 

ML 

SM 

CL 

As above. 

As atx>ve. 

CLAYEY SILT, fine grained sand, bace 
gravel, moist grading to slightty wet 
low plastidty. slightiy finn. 

SILT, sandy, dayey, gravel throughout 
grey, low plastidty, cohesive. 

SAND, sandy, gravel throughout, firm, 
dense, wet cohesive. 

CLAY, sHty, sandy, gravel throughout, 
firm, very moist grading to slightty wet, 
low plastidty. sand seams throughout 

As atx>ve. littie sand at top. 

CLAY, silty, trace sand, bace gravel, 
firm, moist low plastidty, 5 in fine to 
coarse sand seam in middle. 

CLAY, silty, grey, firm, moist, low 
plastidty. 

As above, bace fine gravel. 

PID 
(ppm) 

Well:SEH1l 
Elev.: 

-Stainless Steel 

-Grout 



LOG OF BORING SB-111 

(Page 3 of 3) 

Ellsworth Indusb-ial Park 
Downers Grove 

West of Ames 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling t^etopd 

05/01/02 
05/01/02 
Rock and Soil 
4'/. to ID HSA 
Split Spoon 

TotalDepto :56ft bgs 
WESTON Geologist : B. Schaefer 

Deptti 
in 

feet 

40-

4 2 -

4 4 -

4 6 -

4 8 -

50-

5 2 -

5 4 -

£ 
a. 
E n 
to 

56-

5 8 -

60-

8 ^ 

- c 
3 
8 
s ^ 

I 
0. 

CD 

OT 
O 
OT 
3 

DESCRIPTION 

12 

19 

11 

17 

14 

21 

V 

23,50/3" 

6,12.13.13 

16,16,17,40 

11,11,30.50/2" 

15.16,11,10 

23,25,17,22 

23,23,30,15 

20,20,15,15 

CL 

GM 

CL 

GM 

ML 

CLAY, sandy, sHty, little gravel, fimn, 
grading to soft at bottom, wet tow 
plasticity. 

CLAY, silty, bace pebbles, bace cobbles, 
tan. firm, very moist grading to slightiy 
wet, low plasticity. 

As above, grey. 

As above, grading to CLAY, silty. sandy, 
brown, firm, moist, low plasticity. 

CLAY, silty, bace cobbles at top. firm, 
moist low plasticity. 

GRAVEL, silty, sandy, loose, saturated, 
weU graded. 

As above, 2 in silt, brown, firm, moist, low 
plasticity at bottom. 
GRAVEL: tan, silty. loose, well oraded. 

SILT. As above, grading to SILTY CLAY, 
and gravel, grey, very fine grained, bace 
day, soft, grading to firm, wet, low 
plasta'dty. 

As above, grade to increase sand at 
bottom. 

End of boring @ 56 ft. 

PID 
(ppm) 

Well: SB-111 
Elev.: 

-Stainless Steel 

—Grout 

V. — Bentonite Chips 

-Steel Screen 

—Sand 



LOG OF BORING SB-151 

( P a g e l o f2 ) 

Ellsworth Indusbial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

05/13/02 
05/13/02 
Rock and Soil 
VA to ID HSA 
Split Spoon .. 

TotalDepto :38ft bgs 
WESTON Geologist : B. Schaefer 

Depto 
in 

feet 

2 -

4 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

20-

10 
o 
"5. 
E 
CO 

ro 

8 

c 
3 

8 r\ •'T> 

g 
X 

k 
DC 
CD 

ro 
o 
OT 
3 

DESCRIPTION 

13 

12 

21 

15 

14 

13 

15 

17 

F: 
3,4,15,15 

4,7,9,14 

4,7,11,13 

4,7,9,11 

6,11,22,25 

5.13,15,14 

12,16.12,12 

3.8.10.20 

7,19,20,12 

4,15,20,18 

CL 

GM 

SM 

GM/SM 

CLAY, silty, bace sand and gravel, 
black, brown, finn, moist tow plastidty, 
organic material and rcxsts at top. 

As above, sandy. 

As atx>ve. some gravel. 

As at»ve, dark tan, red to brown sandy 
sHt soft, moist low plastidty. 

As above. 

GRAVEL, silty, sandy, bace grey 
gravel, red to brown sandy sUt at top, 
well graded, moist slightiy dense at 
t>ottom. 

GRAVEL, silty, sandy, tan, grey, some 
cobbles at bottom, well graded, loose, 
dry, moist 

SILTY SAND, bace gravel, slightty 
loose and dense, well graded, moist, 
silt littie day, soft, moist low plastidty 
at bottom. 

GRAVEL, SILTY SAND, trace cobbles, 
dense, well graded, moist, grading to 
very moist at bottom. 

GM 

GRAVEL, silty, sandy, trace day and 
red to brown silty fines, grey, tan, 
dense, moist, weH graded. 

PID 
(ppm) 

0/ 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

Well: SB-151 
Bev.: 

-Concrete 

-Stainless Steel 

— Grout 



LOG OF BORING SB-151 

(Page 2 of 2) 
Ellsworth Indusbial Park 

Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

: 05/13/02 
: 05/13/02 
: Rock and Soil 
: 4'/. in ID HSA 
: Split Spoon 

TotalDepto :38ft bgs 
WESTON Geologist : B. Schaefer 

Depto 
in 

feet 

20-

22.-

24-

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

36-

38-

4 0 -

10 

£ 
IX 
E 
CO 
OT 

ID 

£ 

g 
u 
3: _ 
2 c-
XI w . 

g 
X k a. 
CD 

OT 
O 
ro 
3 

DESCRIPTION 

14 

20 

20 

22 

13 

24 

3,12,50/3' 

29,32,39,21 

10,14,19,14 

13,13,14,14 

10,10,8,7 

4,6,9,11 

20.47,50/5" 

8,12.9,12 

54.75 

Y 
A 
/ 
/ 

/ 
/ 
/ 

GM 

SM 

SM/CL 

ML/CL 

ML/GM 

GM 

GRAVEL, siltys dayey, sandy, very 
dense, moist, weH graded. 

GFIAVEL, silty, sandy, bace day, some 
angular cobbles, very dense, well 
graded, moist. 

Poor recovery, slough material. 

SILTY SAND, some gravel, grey to tan, 
slightiy loose, weH graded, moist fine to 
coarse grain. 

As atwve for 1 ft; CLAY, bace silty 
day, very firm, moist, low plastidty. 

CLAY, silty, grey grading to CLAYEY 
SILT, very fine grained sand, firm 
grading to slighUy firm, moist grading to 
slightty wet low plastidty. 

SILT, grey, dayey. moist grading to wet 
grading to slightly saturated. Bottom 
was silty GRAVEL with bace sand, 
dolomite, Icxise. 

GRAVEL, grey, silty, with degenerative 
day. saturated, very soft. 

No recovery. 

end of boring @ 38 ft. 

PID 
(ppm) 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

WeH: SB-151 
Bev.: 

—Grout 

Stainless Steel 

*;;—Bentonite Chips 

-Sand 

Steel Screen 



LOG OF BORING SB-171 
( P a g e l o f 3 ) 

BIsworth Indusbial Park 
Downers Grove 

Arrow Gear 

Start Date 
Finish Date 

'briller 
Drilling Metood 
Total Depto 

: 6/4/02 
: 6/4/02 
: Boart Longyear 
: Rotosonic 
:45 ftbgs 

WESTON Cieologist :B.Oawford 

Depto 
in 

feet 
cx 
g 
n 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

20-

£ 

o o 
g 
I 
k 
cc 
o 

OT 
o 
OT 
3 

DESCRIPTION 

2.5' 

2.5 

2.5 

2.5 

2.5 

1.25 

1.25 

F: 

CL 

ML 

CL 

CLAY; tan, sandy, vyith bace gravel, 
inaeasing towards bottom, moist 
medium plastidty. 

CLAY; tan, sandy, gravelly witti smaH 
sandy seam in middle, moist, medium 
plastidty. 

CLAY: tan, sandy, gravelly, some 
cobbles, dry to moist low to medium 
plastidty. 

As above. 

As above. 

SILT; grey, dayey, vvith trace gravel, 
dry to moist 

SILT; as above. 

CLAY; tan, sandy, ti-ace gravel, some 
sand seams, moist medium to high 
plastidty. 

fis above, but mixing and grading to 
stiffer grey day. 

PID 
(ppm) 

WeH: S8-17I 
Bev.: 

Cover 

—Concrete 

-Stainless Steel 

—High Solids 



LOG OF BORING SB-171 

.(Pagfe:2of3) 

Blswortti Indusbial Park 
Downers Grove 

Arrow Gear 

Start Date 
Ftoish Date 
Driller 
Drilling Mettiod 
Total Deptti 

: 6/4/02 
: 6/4/02 
: Boart Longyear 
: Rotosonic 
:45ftbgs 

WESTON Geotogist : B. Crawford 

Depto 
in 

feet 

20-

2 2 -

24-

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

o 

3 
O 

5 • ^ 

1.25 

1.25 

g 
X 

k 
cc 
o 

in o 
in 
3 

DESCRIPTION 

F: 

CL 

SP 

CLAY; as above, but reversed with 
dominant grey mixed with tan, moist, 
bace gravel. 

CLAY; stiff, grey, slightiy moist medium 
to high plastidty. 

CLAY; grey, siity, with frace gravel, 
moist, mediiim to high plasticity. 

As above, large cobble at bottom. 

SAND; tan sand with gravel, moist to 
wet 

SAND; as above, more fine sands at 
bottom. 

S A N D ; tan, pborty graded, bace gravel, 
wet 

As above, but more gravelly. 

PID 
(ppm) 

Well: SB-171 
Elev.: 

—High Solids 

-Stainless Steel 

-Bentonite Chips 

- S a n d 

-Steel Screen 



LOG OF BORING SB-171 
(Page 3 of 3) 

Ellsworth Indusbial Park 
Downers Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depth 

6/4/02 
6/4/02 
Boart Longyear 
Rotosonic 
45 ft bgs 

W E S T O N Geotogist : B. Crawford 

Depto 

to 

feet 

cc 

s 

E 

40-

42 -

4 4 -

46-: 

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

6 0 -

10 
a 
a. 
E 
CO 

OT 

8 -. 
0) «^ 

£ c 
3 

8 
s ^ 
3 "c x> ;=. 

X 
< 
CC 
CD 

» 
O 
w 
3 

DESCRIPTION PID 
(ppm) 

WeH: SB-171 
Elev.: 

7-

/ 

SP 

CL 

SAND; as above. 

SAND; as above, light grey. fine, wet 

CLAY; grey, silty, virith some gravel, moist, 
stiff, low to medium plasticity. 

Steel Saeen 

-Sand 

End of boring @ 45 feet. 



LOG OF BORING BD-1 D 
(Pagel of4) 

Ellsworth Indusbial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 

Driller 

Drilling Metood 

TotalDepto 

05/17/02 

05/17/02 

Boart Longyear 

Rotosonic 

70ftbgs 

WESTON Geologist : A Slesers 

Depto 
In 

feet 

0-

2 -

4 -

6 -

8 -

10-

12-

1 4 -

1 6 -

18-

20-

(O 

£ 
a. 
E 
CO 

OT 

o 
a> £" 

£ 
• 3 
O 
o 
o ^ 
Si ==-

g 
I 
k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

Well: BD-1D 
Elev.: 

9/10 

9/10 

9/10 

9/10 

2.5 

2.5 

/ 
/ 

/ 

CL 

CL/ML 

SP 

SM 

Aphalt-gravel subbase. 

CLAY, brown, bace to littie sand, tine to 
fie san moist slight black stain at 3', b'ace 
small to large gravel.. 

As above, oxidized near 5 ft, littie silt, 
gravel rich zone at 7 to 7.5 ft. 

CLAYEY SILT, brown to 9', moist 

0/1.2 

0/0 

0/0.2 

SAND and GRAVEL, brown as above, dry. 

As above. 

GRAVEL, SAND, little day. wet large 
gravel, fine to coarse sand. 

SAND, fine, brown, m d s t 

SAND, fine brown, moist little day, 
grading to a sandy clay at 20 ft. some sift 
at 20 ft. 

0/0 

0/0 

0/0 

—Concrete 

—Bentonite Chips 

-Stainless Steel 

-HighSoUds 



LOG OF BORING BD-1D 

(Page 2 of 4) 

Ellsworth Indusbial Park 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depth 

05/17/02 
05/17/02 
Boart Longyear 
Rotosonic 
70 ft bgs 

WESTON Geotogist : A. Slesers 

Depth 
in 

feet 

CO 
.32 
OL 

E 
CO 
OT 

20-

2 2 -

2 4 -

2 6 -

28-

30-

32-

34-

36-

38-

40-

o 
CD t l 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

£ c 
3 o u 
5 o 

g 
I k 
o: 
CD 

ro 
o 
ro 

DESCRIPTION 

i 

SM 

SP 

SM 

CLAY, silty, brown, bace fine sand, 
moist 

SAND and GRAVEL, brown, moist fine 
tomediumsand,fine tomeciiumgravel. 
As atxive, inaeasing grain size, moist. 

SAND, brown, fine to coarse, littie 
medium grained grayel. 

SAND, medium grade, brown to black. 

As above to 29 ft. 

Sand, grey, moist fine bace gravel, 
well sorted, moist 

As above. 

As above, inaeased day content littie 
day, sand is wet possibly saturated. 

As above, inaeased day content, little 
day, sand is wet possibly saturated, 
soft, moist to very moist grey day. 
some fine sand. 

As atrave, very moist to saturated. 

PID 
(ppm) 

0/0 

0/0 

0/0.4 

0/0 

0/0 

0/0 

0/1.4 

0/1.9 

Well: BD-1D 
Elev.: 

- Stainless .Steel 

-High Solids 



LOG OF BORING BD-1 D 

(Page 3 of 4) 

Ellsworth IndusWal Park 
Downers Grove 

Depto 
in 

feet 

40-

42-

44-

46-

48-

50-

5 2 -

5 4 -

5 6 -

58-

60-

CO 

£ a. 
E 
CD 

OT 

Rexnord 

ID 

> 
8 ^ 
ID i t : 

2.5 

2.5 

1.5 

1.5 

1.5 

3.3/.83 

3.3/.83 

Start Date 

Finish Date 

Driller 

Drilling Method 

TotalDepto . 

05/17/02 

05/17/02 

Boart Longyear 

Rotosonic 

70 ft bgs 

WESTON Geologist : A. Slesers 

3 
O 
u 

g 
X k 
DC o 

in o « 
3 

DESCRIPTION 

A. 

S 
^ 

S 
s 

SM 

CL 

GC 

CL 

As above to 41 f t 

CLAY, stiff, moist, high plastidty, bace 
gravel, fine to medium gravel. 

As at)ove, stiff to very stiff. 

CLAY, light grey, some very fine sand 
to silt, little gravel, fine to coarse, stiff, 
moist. 

As above. 

As above, tight grey, moist 

As above, some sHt wet large 
gravel/cobbles, grading to tan. 

Coarse GFiAVEL and CLAY, weathered 
zone. 

DO 

Bedrock, weathered zone, oxidized 
day in zone, to 58 ft 

DOLOMITE, light grey to grey. 

PID 
(ppm) 

Well: BD-1 D 
Elev.: 

0/2.3 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

-High Solids 

Stainless Steel 

—Bentonite Chips 

-Sand 



LOG OF BORING BP-1D 

(Page 4 of 4) 

Ellsworth Indusbial Parte 
Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depto 

05/17/02 
05/17/02 
Boart Longyear 
Rotosonic 
70 ft bgs 

WESTON Geologist : A Slesers 

Depth 
in 

feet 

60-

62-

64-

66-

68-

co 
£ 
a. 
E 
CO 
OT 

70-

72-

74-

7 6 -

78-

> o 
ID £ • 

£ c 
3 
O 
o 
2 •£• 

g 
I 

k 
DC 
CD 

OT 

. O 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

Well: BD-1D 
Elev.: 

2/1 

^ S S 

^ 

s a 
SX s 
s s s 

DO 

As above, some oxidation staining, and 
solution features vugs. 

Fradured based on drillers 
ot)servations, dry in layer and loss of 
water. 

Steel Saeen 

—Sand 

End of boring @ 70 ft 

80-



LOG OF BORING BD-2D 
( P a g e l of'4) 

Ellsworth Industrial Parte 
Downers Grove 

SW of Rexnord 

Start Date 

Rnish Date 
Driller 

Drilling Method 

Total Depto 

: 5/20/02 

: 5/20/02 
: Boart Longyear 

: Rotosonic 

: 80 ft bgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

CO 
ID 
O . 

i 
OT 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

16-

18-

20-

> o 
ID £ • 

§ 
O 

2 "c 
S I ; = • 

g 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

Z 

CL 

GM 

Asphatt. 

CLAY; daric brown:,.silty, with bits of 
gravel and a bit of sand, stiff, slightiy wet 

As above, slightiy moist some black/tan at 
bottom. 

CLAY; brown, trace grey, silty. a bit of 
gravel, stiff, moist 

CLAY; black, silty, bace gravel and roots, 
very fimi, moist, organic. 

CLAY; reddish brown, some sand, some 
gravel, finn, moist 

Gf^VEL; tan, silty, trace sand, loose, 
many cobbles, dry, well graded. 

GFIAVEL; silty, bace sand, many cobbles, 
loose, dry, 5 in dense section at bottom. 

GFIAVEL; as above, dense at top to rest 
loose, a bit of day in dense section-

Well: BD-2D 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

-1 
Cover 

0/0 

0/0 

0/0 

—Conaete 

-Stainless Steel 

-H igh Solids 



LOG OF BORING BD-2D 

(Page 2 of 4) 

EHswortti Indusbial Parte 
Downers Grove 

SW of Rexnord 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Total Depto 

5/20/02 
5/20/02 
Boart Longjear 
Rotosonic 
80ftbgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

20-

2 2 -

24-

2 6 -

2 8 -

3 0 -

32-: 

3 4 -

3 6 -

3 8 -

40-

£ a. 
E 
CO 

OT 
CD S ' 

£ 

5 o 

g 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 
PID/FID 
(ppm) 

Z 

GM 

CL 

GM 

GFiAVEL; top half was reddish brown, 
silty, fines ttiat were stiff, dense, dry, weU 
graded, very large cobbles at top, bottom 
half was grey, silty witti trace reddish 
brown sity day fines. 

As above. 

CLAY; black/tan/mst brovm, silty, witti 
some gravel, firm, moist, low plastidty. 

CLAY; darte tan, silty, witti some gravel, 
bace sand, very firm, moist, low plastidty. 

GRAVEL; brown, silty. sandy, loose, 
moist well graded. 

GRAVEL; as above in top halt bottom half 
had some day. dense, very moist l(X)se, 
weH graded. 

SP 

SAND; brown, very fine, loose. moisL 

SAND; as above. 

WeH: BD-2D 
Elev.: 

0/0 

0/0 

0/0 

0/0 

-Stainless Steel 

—High Solids 



Ellsworth Indijsfaial Parte 
Downers Grove 

SW of Rexnord 

Depto 
in 

feet 

40-

4 2 -

10 
£ a. 
E 
CO 
OT 

44-

4 6 -

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

5 8 -

60-

ID > 
O 

ID ^ 

C 
3 
O 

u 

o 
Si 

LOG OF BORING BD-2D 
(Page 3 of 4) 

Start Date 
finish Date 
Driller 
Drilling Method 
TotalDepto 

5/20/02 
5/20/02 
Boart Longyear 
Rotosonic 
80 ft bgs 

WESTON Geologist : 8. Schaefer 

g 
I k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 
PID/FID 
(ppm) 

[7 

CL 

ML 

/ 
/ 
/ 

CLAY; sHty, witti lots of fine sand, grey, 
soft to firm, very moist low plastidty. 

CLAY; as above, bottom half grey silty, a 
bit of gravel, stiff, moist low plasb'dty. 

CLAY; grey, silty, slighUy firm, moist low 
plastidty. 

SILT, brown, clayey, dry. low plastidty. 

GM 

CL 

CL/GM 

GRAVEL; brownish grey, silty witii some 
sand and clay, saturated, loose, well 
graded, trace large cobbles. 

GRAVEL; tannish grey, silty, sandy, some 
day, loose, slightiy moist well graded, 
trace cobbles. 

CLAY; grey, sHty, virith some 
gravel/cobbles, bace tan at top, fimi, 
moist, low plastidty. 

Large cobbles at top, ttien tan grading to 
light tan/grey silty sandy CLAY viritii 
GRAVEL, dense, moist, some weathered 
bedrock. 

WeH: BD-2D 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

-stainless Steel 

—HighSoUds 



LOG OF BORING BD-2D 

(Page4c)f4) 

Ellsworth Industrial Parte 
Downers Grove 

SW of Rexnord 

Start Date 

Finish Date 

Driller 

Drilling Mettiod 

Total Depto 

: 5/20/02 

: 5/20/02 

: Boart Longyear 

: Rotosonic 

: 80 ft bgs 

WESTON Geologist : B. Schaefer 

Depto 
in 

feet 

60-

62-

6 4 -

6 6 -

68-

7 0 -

7 2 -

7 4 -

7 6 -

7 8 -

80-

10 
£ 
cx 
E 
CO 
OT 

§ 
o u .—. 

£ 
3 

XI -o. 

g 
X k 
oc 
CD 

ro 
o 
ro 
3 

DESCRIPTION PID/FID 
(ppm) 

WeH: BD-2D 

Elev.: 

/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
z s s 
S 
S S S 
^ 
^ 

S 

CL/GM 

SS s s s s s s s s 
^ 

^ s 
^ 
^ s s s 
^ s 

DO 

Light grey with some tan, silty sandy 
CLAY witt i GRAVEL , dense, mo is t some 
weathered bedrock. 

Tan, with some grey, silty sandy CLAY, 
wit i i some GRAVEL , dense, mo is t some 
weathered bedrcx^ . 

Grey/tan dolomite bedrock, some blade anc 
tan to reddish brown staining along 
fracture planes, ma i i y smal l rock pieces. 

0/0 

0/0 

End of boring @ 80.0 ft 

* ' ( -Ben ton i t e Chips 

- H i g h S o U d s 

Stainless Steel 

—Sand 

Steel Screen 



LOG OF BORING BD-4D 

(Pagel of 5) 

Blsjworth Industrial Park 
Downers Grove 

WWTP 

Start Date 

Finish Date 

Driller 

Drilling Metood 

Total Depto • 

5/31/02 

5/31/02 

Boart Longyear 

Rotosonic 

81 ft bgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

2 -

10 

£ 
Q. 
E 
CO 

ro 

6 -

1 0 -

12-

14 -

1 6 -

18' 

20-

> o 
ID « : 

2.5 

2.5 

2.5 

2.5 

1.25 

1.25 

c: 
3 o o 
5 
Si 

O 
X 

k 
cc 
o 

in o ro 
3 

DESCRIPTION 

Z-

* * % 
*. • * 
** * *' 

u 

FL 

CL 

GC 

GP 

FILL; organic topsoil̂  dry to moist, roots 
throughout 

FILL; brown organic mix of sand, gravel 
and day, dry to moist. 

CLAY; brown, moist with gravel, 
medium to high plast 

GRAVEL; witti some day, mostiy dry. 

GRAVEL; tan, sandy, very littie fines, 
dry. 

S/\ND; tan with gravel ttiroughout dry. 

SP 

CL 

GP 

As above 

CLAY; tan gravelly, dry to moist low to 
medium plastidty; sandy at bottom. 

GRAVEL; pooriy graded, t)rown/orange, 
mixed with sand, dry, loose. 

PID 
(ppm) 

Well: BD-4D 
Bev.: 

—Conaete 

-Stainless Steel 

—High'Solids 



LOG OF BORING BD-4D 

(Page 2 of 5) 

Ellsworth Indusbial Park 
Downers Grove 

WWTP 

Start Date 

Finish Date 

Driller 

Drilling Method 

Total Depto 

: 5/31/02 

: 5/31/02 

: Boart Longyear 

: Rotosonic 

:81 f tbgs 

WESTON Geotogist : B. Crawford 

Depto 
in 

feet 

20-

2 2 -

24-

2 6 -

2 8 -

•30-

32-

3 4 -

3 6 -

38-

40-

CO 

£ a. 
E 
CD 

OT 

o 
u _ 
ID « : 

1.25 

1-25 

1.25 

1.25 

1.25 

1.25 

c 
3 o o 

% -I 

g 
X k 
cc 
o 

ro 
O 
in 
3 

DESCRIPTION 

. " • • • * ' . " • ; 

'.••/.'* 
* . ' . • * ^ 
. • ' . ' • ' . • • 
. • / • • • • . • , ; 
. * • • " • ' . * • 
• • • * • . - : 

. • • • • ' . - 5 

• . • ' . " • " . • 

. ' i ••'.-; 
• • " . ' * . • * ' , 

" * • : * - • • ! 

- " * • ' • - * ••J 

: » • " * % • ' 

•":'- ••", 

v ; *., 

• • : ' . : * ' : 

. • - . - • - . • • 

'.l!;>..i 

GP 

GRAVEL; a s a b o v e i i naeas ing 
stiffness towards bot tom. 

As above. 

As above, very stiff. 

As above, very stiff. 

As above, loose. 

. • • . ' • ' . • * . 

GC 

GP 

As atxive. loose. 

GFiAVEL; tan, mixed with day, some 
sanej, moist 

GRAVEL; brown/orange, mixed with 
sand, some cobbles, dry. 

PID 
(ppm) 

WeH: BD-4D 
Elev.: 

-Stainless Steel 

- H i g h Solids 



g 
ca 

s 
o 
Vi 
1 
1 
o 
Ul 

1 

i 
s 
O 

^ W / I M / I W 
aRirak!^ 
I ^ M ^ 

" • % « i i * ^ * " * ~ 

S O L U T O N S 
EllswDit) Indusb-ial Park 

Downers Grove 

WWTP 

Depto 
in 

feet 

4 0 -

42-; 

-
-1 

4 4 -

— 

46-: 

48-; 

; 

; 

5 0 -

-_ 

52-j 

i 

54-: 

56-i 

58 t 

CO 
ID 

• Q . 

i 
OT 

re
co

ve
ry

 

(f
t)

 

2 

LOG OF BORING BD-4D 

(PageaofS) 

Start Date 
Finish Date 
Drilter 
Drilling M 
Total Dep 

b
lo

w
 c

ou
r 

(in
) 

G
R

A
P

H
IC

 

U
S

C
S

 

2 5 

2.5 

Z 5 

Z 5 

2.5 

2.5 

•'; • 
. • • - • 

;-r. 
. • " . • « 

• • . ' • • 

V* 1 
• • . " • ' • 

V ; 

;•?• 

•ff; 

a: 

etood 
to 

5/31/02 WESTON Geblogist :B. Crawford 
5/31/02 
Boart Longyear 
Rotosonic 
81 ft bgs 

DESCRIPTION 
PID 

(ppm) 

•^^ GP 

ML 

v-

3 - ' -

.er ; 

GRAVEL; as above, moist at bottom, 
witti large cobbles. 

As above. 

SILT; grey sandy with some cobbles, 
moist to wet 

As above, stiff (till). 

As above. 

• 

As atxive. 

As above. 

GRAVFI; well graded, no fines or 
sands. 

As above. 

0 

0 

0 

0 

0 

0 

0 

0 

Well: B0-4D 
Bev.: 

> 
> 
» 

» 

> 

» 
9 

» 

> 

> 

* 

» 

» 

>—Sta in l ess Steel 

» 

• - H i g h Sol ids 
* 

» 

> 

> 
> 

> 

» 

» 

» 

> 

1 

> 

» 

• - -



LOG OF BORING BD-4D 

(Page 4 of 5) 

Ellsworth Industrial Park 
Downers Grove 

WWTP 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depto 

5/31/02 
5/31/02 
Boart Longyear 
Rotosonic 
81 ft bgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

60-

6 2 -

6 4 -

6 6 -

6 8 -

70-

72 

74-

7 6 -

7 8 -

80 

CO 

a> 
> 
o 
ffi S 

£ 
c 
3 
O 
u 
2 c-
XI :=-

g 
X 
k 
DC 
CD 

OT 
O 
W 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-4D 
Bev.: 

iSS 

S 
^ 

S S 
S S s s 
s s s 

^ s 

s 

s s s 
^ s 
k 3 S 

k: 
S 
k S S 

S k S S ! 

k S S 

k: 
^ 
S S 

s 
s 
s s s s 

DO 

Fractured and weathered ca îmbly 
dolomite. 

Competent Bedrock. 

High Solids 

-Stainless Steel 

;•—Bentonite Chips 

-Sand 
Steel Saeen 



LOG OF BORING BD-4D 

(Page 5 of 5) 

Ellsworth Indusbial Park 
Downers Grove 

WWTP 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depto 

: 5/31/02 
: 5/31/02 
: Boart Longyear 
: Rotosonic 
:81ftbgs 

WESTON Geblogist" : B. Crawford 

Depto 
in 

feet 

80-

8 2 -

84 

8 6 -

8 8 -

9 0 -

9 2 -

9 4 -

9 6 -

9 8 -

100H 

10 

£ 
CL E 
CO 
ro 

ID > o 
O — 

c 
3 o o 
s 
o 
n 

g 
X 

k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-4D 
Elev.: 

^ 
DO Bedrock. 

Steel Saeen 

-Sand 

End of boring @ 81 feet. 



Ellsworth Industrial Parte 
Downers Grove 

Arrow Gear 

LOG OF BORING BD-5D 

(Pagel of4) 

Start Date 
Ftoish Date 
Driller 
Drilling Method 
Total Depto 

5/15/02 
5/15/02 
Boart Longyear 
Rotosonic 
70 ft bgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

0-

2 -

4 -

6 -

8 -

10-

12-

14-

16-

18-

20-

cx 
E 
CO 

OT 

0) > o 

1.25 

1.25 

2.5 

2.5 

2:5 

2.5 

m 
c 
3 o 
CJ 

S ^ 
2 c-

g 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

7 

CL 

BFR 

'Z. 

CL 

FILL; black asphatt and gravel, dry. 

CLAY; blade, sandy, with some fill 
material, dry to moist low plastidty. 

CLAY; grey, gravelly, moist medium 
plastidty, grades to tan, silty, with gravel, 
moist med plastidty. 

CLAY; tan, sandy, silty. witii b:ace gravel, 
dry to moist low to medium plast large 
rock at bottom. 

CLAY; as above with 4 in rock unit at 
bottom. 

CLAY; tan. silty, with trace gravel, dry to 
moist, low to medium plastidty. 

BFR; large boulder, probably sandstone. 

CLAY; grey, stiff, witii gravel, dry. low 
plastidty. 

As above. 

PID 
(ppm) 

WeH: BD-5D 
Elev.: 

Cover 

-Concrete 

-Stainless Steel 

-HighSoUds 



LOG OF BORING BD-5D 

(Page 2 of 4) 

Ellsworth Industiial Park 
Downers Grove 

Arrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Metood 
TotalDepto 

5/15/02 
5/16/02 
Boart Longyear 
Rotosonic 
70 ft bgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

20-

2 2 -

24-

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40: 

CO 

tx 
E 
CO 

to 

ID 

> 

£ c 
3 
O 

u 
3 ^ 
2 "c 
.Q ; = . 

g 
I 

k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-5D 
Elev.: 

2.5 

2.5 

F: 

/ 

CL 

SM 

SP 

CL 

ML 

CLAY; as above. 

CLAY; tan, sandy; with gravel, dry, low 
plastidty, some cobbles. 

CLAY; grey, dry, no to low plastidty, 
bace gravel, very stiff. 

As above. 

/te above. 

SAND; tan, silty, bace gravel, dry to 
moist 

SAND; tan, pooriy graded, with gravel, 
dry to moist 

CLAY; grey, silty, wet medium 
plastidty. 

SILT; grey, dayey, with some gravel, 
moist, medium plasticity, somewhat soft. 

-Stainless Steel 

-H igh Solids 



Ellsworth Indusbial Park 
Downers Grove 

Ar row Gear 

LOG OF BORING BD-5D 

(Page 3 of 4) 

Start Date 

Finish Date 

Driller 

Drilling Metood 

TotalDepto 

: 5/15/02 
: 5/15/02 
: Boart Longyear 

: Rotosonic 

:70 f tbgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

40-

4 2 -

4 4 -

46-

48-

50-

52-

54-

56-

58-

60-

co 
£ 
cx 
E 
CO 

w 

IP 

8 ^ 

o o 

2 •£* 

2.5 

2.5 

g 
X k 
oc 
CD 

OT o 
OT 
3 

DESCRIPTION PID 

(ppm) 

Welt : BD-5D 

Elev.: 

S s s 
^ s s s s s s s 
^ s s s 
^ 

^ 

^ s 

ML 

GC 

DO 

SILT; as above, more m o i s t 

GFIAVEL; tan to grey, d a y rich, moist, 
some cobble. 

GRAVEL; as above. 

As above. 

Bedrock, f ractured and weathered 
dolomite. 

- H i g h Solids 

Stainless Steel 

^-:;—Bentonite Chips 

- S a n d 

Steel S a e e n 



LOG OF BORING BD-5D 
(Page 4 of 4) 

Ellsworth Industrial Park 
Downers Grove 

Arrow Gear 

Start Date 
Rnish Date 
Driller 
Drilling Method 
Total Depto 

5/15/02 
5/15/02 
Boart Longyear 
Rotosonic 
70ftbgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

60-

6 2 -

6 4 -

6 6 -

6 8 -

70-

72 

7 4 -

7 6 -

7 8 -

8o4 

CO 

.32 
o. 
E 
CD 

OT 

S 
jD « 

C 
3 
O 

o 
5 
o 
Si 

g 
X 

k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

WeH: BD-5D 
Elev.: 

^ 

S S 
S 
S 
^ 

S S 
S 

SX s 

s s s s 
k S S s s 
S3; 
sss 

S 
5 X s 

DO 

Bedrock. 

-Steel Saeen 

-Sand 

End of boring @ 70 f t 



LOG OF BORING BD-6D 

(Page1cJf4) 
Ellsworth Indusbial Parte 

Downers Grove 

Rexnord 

Start Date 
Finish Date 
Driller 
Drilling Mettvxl 
Total Depto 

5/22/02 
5/22/02 
Boart Longyear 
Rotosonic 
80 ft bgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

2 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

fO 
.2 
OL 

E 
<D 

ro 

o 
o> I t ; 

1.25 

1.25 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

3 
O 
o 

g 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

y 

Z 

ML 

CL 

SC 

CL 

FILL; blade topsoU witii roots tiiroughout 
mostiy dry. 

SILT; ten with orange, dayey, mostiy dry, 
some trace gravels and sands. 

As above. 

CLAY; ten, silty to sandy, with some 
gravel ttiroughout, dry to moist, low to 
medium plasticity. 

ClAY; as above, b-ending to more sandy 
at bottom. 

SAND; ten with orange, dayey, some 
gravel, dry to moist grading to less dayey 
witii inaeasing depth. 

GC 

SC 

CLAY; ten grading to grey, bace gravel, 
dry to moist low to medium plastidty. 

CLAY; grey, with sand/gravel, low 
plastidty. 

GRAVEL; dayey with sand. dry. 

SAND; orange/brown, dayey witti 
cobbles, dry. stiff. 

PID 
(ppm) 

Well: BD-6D 
Elev.: 

Cover 

—Conaete 

-Stelnless Steel 

—HighSoUds 



Elfeworth Industrial Park 
Downers Grove 

Depto 
in 

feet 

CO 

£ a. 
E 
CO 

OT 

20-

2 2 -

24-

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

Rexnord 

ID 

> 
8 ^ 
to « 

2.5 

2.5 

1.5 

1.5 

1.5 

1.5 

2.5 

2.5 

c 
3 o u 
2 •£• 

LOG OF BORING BD-6D 

(Page 2 6f 4) 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depto 

5/22/02 
5/22/02 
Boart Longyear 
Rotosonic 
80 ft bgs 

WESTON Geologist : B. Crawford 

g 
I 

k 
DC 
CD 

OT 
O 
OT 

3 

DESCRIPTION 

sc 

GP 

CL 

ft--

GP 

SP 

S A N D ; as above. 

GRAVEL; pooriy graded, mixed with 
sand and large fractijred cobbles, dry. 

As al)6ve. 

CLAY; ten, silty, with trace gravel, soft 
dry to moist, low to medium plastidty. 

GRAVEL; pooriy graded, witti sand, 
dry, some cobbles. 

SAND; brown/orange, stiff, with gravel, 
dry, till. 

GP 

GC 

ML 

SC 

GFIAVEL; pcxirly graded, with sand, 
dry, some cobbles. 

As above, quite a few cobbles, cobbles 
appear weatiiered. 

GI^VEL; brown vwth orange, dayey, 
witti some sand, mostiy dry, some 
cobbles. 

SILT; grey to ten, dayey, fine, with 
gravel dry to moist 

SAND; grey witti some day, fairly weH 
graded, some gravel, wet. 

PID 
(ppm) 

Well: BD-6D 
Elev.: 

Steinless Steel 

-H igh Solids 



Ellsworth Industa'iat Park 
Downers Grove 

Rexnord 

LOG OF BORING BD-6D 

(Page 3 of 4) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depth 

: 5/22/02 
: 5/22/02 
: Boart Longyear 
: Rotosonic 
: 80 ft bgs 

WESTON Geotogist ; B. Crawford 

Depto 
in 

feet 

40-

4 2 -

44-

4 6 -

4 8 -

5 0 -

5 2 -

5 4 -

5 6 -

58-

60-

co 
£ a. 
E 
CO 

OT 

ID 

ID I t : 

2.5 

2.5 

o 
CJ 

g 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

7 

' " • ; * • • • ' 

S 
S 

SC 

CL 

GP 

CL 

SM 

ML 

GP 

SAND; as above. 

CLAY; grey, stiff, wiUi gravel (till), dry 
to moist, low plastidty. 

As above, grading to silty day, small 
gravel seam midway through sample. 

GRAVEL; grey, sand mixhjre, with 
some cobbles, satajrated. 

GF?AVEL; as above, more day grading 
towards bottom. 

CLAY; grey, sandy, with gravel, dry to 
moist, low to medium plastidty. 

SAND; grey, silty, with gravel, mostiy 
dry, some slight moisture. 

SILT; grey, fine, sandy with some 
gravel and cobbles, mostiy dry witti 
some slight moistijre. 

DO 

GRAVEL; pooriy graded, satiJrated, 
bedrock contect area. 

As atxive. 

Bedrock. 

PID 
(ppm) 

Well: BD-6D 
Elev.: 

Steinless Steel 

-HighSoUds 

—Bentonite Chips 



LOG OF BORING BD-6D 

(Page 4 of 4) 

Ellsworth Industrial Parte 
Downers Grove 

Rexnord 

Start Date 

Finish Date 

Driller 

Drilling Mettiod 

Total Depth 

5/22/02 
5/22/02 
Boart Longyear 

Rotosonic 

80 ft bgs 

WESTON Geologist : B. Crawford 

Depth 
in 

feet 

60-

6 2 -

6 4 -

6 6 -

68-

7 0 -

72 

74-

76-

78' 

8 0 -

10 
£ a. 
E 
CO 
ro 

o o ^^ 
ffl Hi 

• c 
3 
O 
u 

JO 
Si 

O 
X 

k 
DC 
CD 

OT 
O 
ro 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-6D 
Elev.: 

E s s s 

s 

s s 
^ s s 

s 
SX s 

s s s s 
s s s s 
^ x S S 

fe 
^ 

DO 

Bedrock. 
Steinless Steel 

|—Bentonite Chips 

—Sand 
Steel Screen 

End of boring® 74 ft-



EHsworth Indusbial Parie 
Dovmers Grove 

Predsion 

LOG OF BORING BD-7D 
(Page 1 of 4) 

Start Date 
Rnish Date 
Driller 
Drilling Metood 
Total Depto 

: 5/15/02 
: 5/15/02 

. : Boart Longyear 
: Rotosonic 
:70ft bgs 

WESTON Geologist : B. Crawford 

Depth 
in 

feet 

4 -

6 -

1 0 -

12 

1 4 -

1 6 -

1 8 -

20-

£ 
a. 
E 
CO 

to 

o 
p i t : 

IO 

c 
3 
O 
o 
S _ 
£ c-
Si . = . 

g 
X 

k 
DC 
CD 

ro 
o 
OT 
3 

DESCRIPTION PID 
(ppm) 

1.25' 

1.25 

2.5 

2.5 

2.5 

2.5 

1.5 

/ 

7 

T: 

z 

CL 

SC 

CL 

GC 

FILL; black organic day, rich fiH material, 
soH, roots throughout dry to moist 

CLAY; grey grading to orange/brovm. 
sandy, very stiff, dry. low plastidty. 

SAND; ten. dayey, virith gravel tiiroughout 
mostiy moist medium plastidty. 

SAND; as above. 

CLAY; ten. sandy, with some gravel 
throughout mostiy moist, medium plastidty 

CLAY; as above. 

CL 

GRAVEL; ten, dayey, witti sand, dry to 
moist 

As above 

CLAY; ten, sandy, dry to moist, low to 
medium plasta'dty. 

Well: BD-7D 
Elev.: 

Cover 

- Conaete 

-Steinless Steel 

-High Solids 



LOG OF BORING Bb-7D 

(Page2of4) 

Ellsworth Indusbial Park 
Dovmers Grove 

Predsion 

Start Date 
Finish Date 
Driller ,^ 
Drilling Method 
Total Depth 

5/15/02 
5/15/02 
Boart Longyear 
Rotosonic 
70 ft bgs 

WESTON Geologist : B: Crawford 

Depto 
in 

feet 
cx 
E 
CD 
OT 

20-

22-

24-

2 6 -

28-^ 

30-

32-

34-

3 6 -

38-

40-

ID > 
O 
a ^-. 
ID « 1 

£ c 
3 o o 

g 
I k 
cc 
CD 

OT 
o 
OT 
3 

DESCRIPTION 

2.5 

1.5 

1.5 

2.5 

2.5 

2 5 

r 

SC 

CL 

^ 

SP 

SAND; tan; dayey, with some gravel 
throughout mostiy dry to moist, large 
rock fragmente at bottom. 

SAND; ten, dayey with some gravel 
throughout mostiy dry to moist large 
cobble at bottom. 

SAND; as above, with less day and no 
cobble at bottom, and wet 

CLAY; grey silty, with some gravel and 
sand, stiff, dry to moist, low to medium 
plasticity. 

As above 

As above with approximately 6 in of 
rock at bottom. 

CLAY; grey, gravelly, moist to wet, low 
to medium plastidtyl 

SAND; ten, gravelly, dry to moist 

PID 
(ppm) 

WeH: BD-7D 
Elev.: 

-Steinless Steel 

-HighSoUds 



LOG OF BORING BD-7D 

(Page 3 of 4) 

EHsworth Indusbial Park 
Down^s Grove 

Predsion 

Start Date 
Finish Dale 
Driller 
Drilling Method 
Total Depto 

: 5/15/02 
: 5/15/02 
: Boart Longyear 
: Rotosonic 
:70ftbgs 

WESTON Geologist : B.Crawford 

Depth 
in 

feet 

CO 

£ cx 
E 
CD 

OT 

40-

42-

44-

46 -

48 -

5 0 -

52 -

54-

56-

58-

60-

5 C 

c 
3 o u 
o 

S i 

g 
X k 
cc 
CD 

OT 
O 
ro 
3 

DESCRIPTION 

Z5 

2.5 

1.5 

1.5 

2.5 

2.5 

mm 
•^^f^ 

s s 
fe fe 
fe 
fe 
fe 
fe 

SP 

sc 

ML 

SC 

CL 

DO 

SAND; ten, gravelly, dry to moist 

SAND; ten, dayey, witti some gravel, 
fi'om dry to moist 

SILT; grey, dayey, with some gravet, 
dry to moist stiff. 

SILT; grey, dayey, witti some gravel, 
moist to wet soft. 

As above. 

As above. 

SAND; grey, dayey, with trace gravel, 
moist 

CLAY; grey, sandy, virith some gravel 
throughout, dry to moist somewhat 
stiff. 

Fractured and crumbled rock layer, top 
of bedrode, dotomite, weathered. 

PID 
(ppm) 

0.2 

WeU: BD-7D 
Elev.: 

—HighSoUds 
Stainless Steel 

• y)—Bentonite Chips 

—Sand 



LOG OF BORING BD-7D 

(Page 4 of 4) 

Ellsworth Indusbial Park 
Dovmers Grove 

Predsion 

Start Date 
Finish Date 
Drilter 
Drilling Methcxi 
Total Depto 

5/15/02 
5/15/02 
Boart Longyear 
Rotosonic 
70 ft bgs 

WESTON Geologist : B. Crawford 

Depth 
in 

feet 

60-

6 2 -

6 4 -

6 6 -

6 8 -

70-

7 2 -

7 4 -

7 6 -

7 8 -

8 0 -

10 
£ a. 
E 
CO 
OT 

ID > 
O 
(D £ • 

c 
3 o u 

S i 

g 
X k 
cc 
CD 

ro 
O 
ro 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-7D 
Bev.: 

^ 
fe fe 
fe fe 

\ . 

fe 

:x 

SX s 
fe 
fe 
fe 
fe fe 
fe 
fe 
^ SS 
^ 

DO 

Bedrock, weathered dolomite, 
ft'adured. 

Steel Saeen 

-Sand 

End of boring @ 70:0 ft 



LOG OF BORING BD-8D 

(Pagel of4) 

Ellsworth Industrial Parie 
Dovmers Grove 

Rexnord Enbance 

Start Date 
End Date 
Driller 
Drilling Method 
Total Depto 

5/21/02 
5/21/02 
Boart Longyear 
Rotosonic 
80 ft bgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

12-

1 4 -

1 6 -

1 8 -

20-

co 
£ 
cx 
E 
CD 

ro 

ID > 
O 
I i <=• 
<D t i 

C 
3 . o o 

2 "c 
Si ; = . 

g 
X k 
cc 
CD 

ro 
o 
OT 
3 

DESCRIPTION 

17 

14 

32 

39 

.z 

Z 

OL 

CL 

BFR 

CL 

ML 

CLAY; black, sUty, trace sand and gravel, 
grass/roote at top, moist to very moist low 
plastidty, firm. 

CLAY; ten, silty, viriUi some 
gravel/cobbles, firm, moist, low plastidty. 

CLAY; ten, brown, black, silty with some 
sand and bace gravel, firm, moist 

BFR; large ten rock. 

CLAY; dark ten, silty, sandy, witii a bit of 
gravet moist, firm. 

CLAY; dark ten. silty. sandy, witii some 
gravel, moist firm. 

CLAY; as above. 

ClAY; brovm, silty, sandy, witti some 
gravel, soft moist, toose, grey sHty gravel 
section in the middle. 

SILT; dk ten, dayey, moist slightiy firm. 
SM SAND; dk ten, v. silty. fine, loose, moist. 

VI 
c t 

CLAY; dark ten. very sandy, silty, with a 
bit of gravel, cobbles, slightiy finm, moisL 

PID/FID 
(ppm) 

Well: BD-8D 
Elev.: 

Cover 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

—Concrete 

-Steinless Steel 

—HighSoUds 



LOG OF BORING BD-8D 

(Page 2 of 4) 

Ellsworth Industiial Park 
Downers Grove 

Rexnord Entrance 

Start Date 

End Date 
Drilter 
Drilling Metood 

Total Depto 

: 5/21/02 

: 5/21/02 
: Boart Longyear 

: Rotosonic 

:80f tbgs 

WESTON (Seotogist : B. Schaefer 

Depto 
in 

feet 

CO 

£ 
a. 
E 
CO 
OT 20' 

2 2 -

2 4 -

26-

2 8 -

3 0 -

3 2 -

3 4 -

36-

3 8 -

40: 

o 
<D. * i 

c 
3 

8 
I 

g 
X 

k 
DC 
CD 

OT 

O 
ro 
3 

DESCRIPTION PID/FID 
(ppm) 

36 

36 

27 

41 

44 

18 

13 

13 

Z 

CL 

CLAY; brown grading to grey, silty, viriOi 
trace of gravel/cobbles, stiff, moist bottom 
part was dark ten, silty, sandy, witii some 
gravel. 

CLAY; top was dark tan, silty, sandy day 
with some gravel, faeice cobbles, firm 
moist bottom was grey, silty, witti a bit of 
gravel/pebbles, very stiff, nioist 

CLAY; grey, silty, as above. 

CLAY; as above with bace gravel. 

SM 

CLAY; as above with a few large cobbles 
at bottom, a bit of brovm soft silty day in 
the middle with a layer of rock cobbles. 

ClAY; grey, SHty with a bit of gravel and a 
few large rock cobbled at top, as above. 

CLAY; grey, sHty, soft, sahjrated, 
degenerative in parte, large rock cobbles 
in middle. 

SAND; grey, silty, wet, slightiy loose. 

SAND; as above with bace large rock 
cobbles. 

WeH: BD-8D 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

-Steinless Steel 

—High Solids 



LOG OF BORING BD-8D 

(Page 3 of 4) 

Ellsworth Indusbial Parte 
Downers Grove 

Rexnord Enbance 

Start Date 

End Date 

DBller 

Drilling Metood 

Total Depto 

5/21/02 

5/21/02 

Boart Longyear 

Rotosonic 

80 ft bgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet 

40-

4 2 -

4 4 -

4 6 -

4 8 -

5 0 -

5 2 -

54-

5 6 -

5 8 -

60-

CO 

£ 
cx 
E 
10 

OT 

Si 
o 
ID C 

c 
3 
O 

u 5 _ 

g 
X k 
cc 
o 

OT 
o 
OT 
3 

DESCRIPTION 

23 

12 

15 

11 

20 

20 

17 

7 z 
V 
/ 
/ 

33 

z 

CL/GM 

CL/SM 

SM 

ML 

SM/GM 

CL 

GM 

Grey, sHty CLAY witt i larger GFIAVEL 
pieces, very finn, m o i s t 

Brovm, silty CLAY with some gravel and 
reddish brovm, silty SAND, slightiy wet. 

SAND; ten, very silty, fine to very fine, 
dense, moist. 

SILT; grey, some fine sand, m o i s t firm. 

Tan, fine, silty SAND, dense, smal l 
GFIAVEL pieces, moist to , wel l graded. 

CLAY; grey, silty, sandy, with large 
cobbles at top, wet to saturated in parte, 
so f t slightiy firm In parte. 

CLAY; grey, silty, sandy, with bite of 
gravel, very sandy in parte, very wet to 
saturated, very soft. 

CLAY; grey, silty, sandy, very sandy in 
parte, some gravel, a few large rock 
cobbles, firm to soft in parte, wet to 
saturated. 

CLAY; grey, silty, sandy, large rock 
cobbles at top and middle of sect ion, very 
soft, saturated, degenerat ive. 

z 
CL 

GRAVEL; grey, silty, sandy, a few large 
cobble pieces, lcx>se, saturated, well 
graded. 

CLAY; 4 in of grey, gravelly. 

CLAY; grey. sHty, sandy, gravelly, firm, 
slightiy w e t weH graded mater ial . 

PID/FID 
(ppm) . 

Wel l : BD-8D 

Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

-Steinless Steel 

-HighSoUds 



LOG OF BORING BD-8D 

(Page 4 of 4) 

Ellsworth Industrial Parie 
Downers Grove 

Rexnord Entrance 

Start Date 

End Date 

Driller 

Drilling Mettiod 

Total Depth 

5/21/02 

5/21/02 

Boart Longyear 

Rotosonic 

80 ft bgs 

WESTON (5eoIogist : B. Schaefer 

Depto 
in 

feet 

60-

6 2 -

6 4 -

6 6 -

6 8 -

70-

7 2 -

7 4 -

7 6 -

78-

a. 
E 
CO 

OT 

o 
8 a 

c 
3 . 

8 5 ^ 

g 
X 

k 
DC 
CD 

ro 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

Well: BD-8D 
Elev.: 

80-

24 

25 

fe 
fe 
k: 
fe 
fe 
fe 
fe 
fe 
fe fe 
fe 
fe 
fe 
fe 
fe 
fe 
fe 
fe 
fe 
fe s 
fe 
fe 
fe 
fe 

GM 

DO 

GRAVEL; grey, silty, sandy, well graded, 
vety large cobbles, wet slightty loose, 
some weatiiered bedrock. 

GRAVEL; as above, with a section in ttie 
middle that had more day, dense in this 
section, vvet overall, bottom 6 in was 
ground up dolomite bedrode pieces, some 
weatiiered tiedrock. 

Bedrock 

0/0 

0/0 

End of boring @ 80.0 ft 

-High Solids 

Steinless Steel 

;•—Bentonite Chips 

-Steel Sdeen 

-Sand 



!̂ZiSOTi3 
^ V — V S O I U T I O N S 

Ellsworth Indusbial Parte. 
Dovmers Grove 

Dovmgradient 

Depto 
to 

feet 

n — 
U 

: 
~ 

2 -

4 T 

' 
-

e-: 
-

8-: 

1 0 -

12-: 

14-; 

-
1 6 -

-I 
; 

1 8 -
• 

~ 
I 

~ 20-^ 

•Q. 

OT 
ffi c 
l l c : . 

1 
•Q -
Q t 

o • ^ C 
B £ t 

24" 

11" 

24 

11 

11 

7 

11 

15 

7 
/ 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 

. 7 
7 
7 
7 
•-
1 ; « •* 

i ' ' ; 

'."1 

/ 

<̂  p 

'•] 

LOG OF BORING BD-9D 

L ( P a g e l of 5) 

Start Date : 6/6/02 WESTON Geologist : B. Schaefer 
Finish Date 

_ Driller 
_ Drilling M 

Total Dep 

) 

C IO 
J 3 

etood 
to 

6/7/02 
Boart Longyear *•• 
Rotosonic 
92ftbgs 

DESCRIPTION PID/FID 
(ppm) 

OL 

/ 
/ 
/ 
/ 

/ 
/ 
/ 
/ 
7 
7 
/ 
/ 

/ CL 
7 
7 
7 
7 
0\ 
7\ 
7\ 
7\ 
/ 
/ 

•-. > 
•:"•-
.:•: GM 

' • ' • . 

/ c 

•: > 
J'i GM 
,-* 

•' • 

CLAY; blade, silty day topsoil, roots/grass 
at top, very moist sKghtiy wet, firm, low 
plastidty. 

CLAY; brovm, sHty, bace gravel, fimi, 
moist low plastidty. 

CLAY; brovm silty with trace grey and 
iron steining, btt of sand at top, gravel 
ttiroughout bace cobbles, firni, low 
plastidty, moist 

CLAY; brovm silty wiUi some black, trace 
gravel/sand, finn, moist low plastidty. 

CLAY; brovm, silty, b^ce grey and iron 
steining, cobbles, very firm, moist 

ClAY; brovm, sHty sandy, bace cobbles, 
very moist firm, low plasb'dty. 

ClAY; grey, silty, witti a bit of gravel and 
coarse sand, bace iron steining, very stiff, 
moist 

GRAVEL; brovm silty, some sand, bit of 
day at top, large cobbles at top, loose, 
wet, well graded. 

CLAY; grey, sHty, gravelty at top, a few. 
large cobbles, firm, low plastidty, moist 

GRAVEL; brovm, sHty, some sand, a bit of 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

day at top, large cobbles, loose, wet well 
graded. 

Well: BD-9D 
Elev.: 

— 
"Concrete 

» 
» 

» 

» 

- -Steinless Steel 

k n i g h Solids 

' 

» 
7 

- • - • 1 



LOG OF BORING BD-^D 

(Page 2 of 5) 

EHswortti Indusbial Park 
. Dovmers Grove 

Dovmgradient 

Start Dale 

Finish Date 

Driller 

Drilling Metood 

Total Depth 

6/6/02 

6/7/02 

Boart Longyear 

Rotosonic 

92 ft bgs 

WESTON Geologist : B. Schaefer 

Depth 
in 

feet ID 
OT 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

> o o 

o o 

2 d 
S i : = • 

o 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

Well: BD-9D 
Elev.: 

32 

35 

19 

31 

46 

37 

/ 

20 

36 

Z 

Z 

CL 

GM/SM 

CL 

CLAY; grey silty gravelly grading to grey 
silty with a few prbbles, soft, slighUy 
moist low plastidty. 

CLAY; as above. 

Brovm silty SAND and GRAVEL, loose, 
saturated, well graded. 

CLAY; grey, silty. with a bit of gravel, firm, 
moist low plastidty. 

As above. 

0/0 

0/0 

0/0 

0/0 

As above. 

ML/GM 

CL 

GM 

ML 

GM/SM 

As above. 

Brown sandy SILT and GRAVEL, dense 
dry, grey, low plastidty. 

CLAY; grey silty, bade gravel/cobbles, 
trace iron steining, firm, moist low 
plastidty. 

GRAVEL; greyish broiMn, silty. some sand, 
wet, well graded. Icxise. 

SILT; grey, gravelly, wet. soft well grade. 

Brovm silty S/^ND and GFtAVEL. large 
e»bbles. loose, wet weH graded. 

0/0 

0/0 

0/0 

0/0 

Steinless Steel 

-H igh Solids 



Ellsworth Indusbial Parie 
Dovmers Grove 

Dovmgradient 

LOG OF BORiNG Bb-9D 

(Page 3 of 5) 

Start Date 
Rnish Date 
Driller "^ 
Drilling Mettiod 
Total Depto 

6/6/02 
6/7/02 
Boart Longyear 
Rotosonic. 
92 ft bgs 

WESTON Geologist : B. Schaefer 

Depto 
in 

feet 

40-

CX 

E 
CO 

OT 

4 2 -

4 4 -

46-

4 8 -

50' 

5 2 -

5 4 -

5 6 -

5 8 -

60-

0) 

c 
3 
O 
o 
o 
Si 

u 
X 
k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

42 

16 

16 

12 

21 

GM/SM 

ML 

GM 

As above. 

SILT; brovm, gravelly, a few large 
cobbles, firm, dry, slightiy moist, low 
plastidty. 

As above. 

As above. 

As above, no cobbles. 

As above, no cobbles. 

GRAVEL; greyish ten, silty, very sandy, 
large cobbles, toose, dry. weH graded. 

ML 

SILT; grey, gravelly, a few large cobbles, 
soft very moist tow plastidty. 

No recovery due to possibly pushing a 
large cobble down tiiat was unable to fit 
inside core barrel. 

PID/FID 
(ppm) 

Well: BD-9D 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

Steinless Steel 

-HighSoUds 



LOG OF BORING BD-9D 

(Page 4 of 5) 

Ellsworth Indusbial Park 
Dovmers Grove 

Dovmgradient 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depto 

6/6/02 

6/7/02 

BoartJ-ongyear 

Rotosonic 

92 ft bgs 

WESTON Geologist : B. Schaefer 

Depto 

cc 
o 

o 
9 

X 

o 
Vi 
9 

o 
9 

10 
J) 
cx 
E 
CO 
OT 

60-

62-

64-

6 6 -

6 8 -

7 0 -

72-

7 4 -

7 6 -

7 8 -

80-

0) 

> 
8 = 

£ 
3 
O 

u 
2 d. 
Si - d 

g 
X k 
DC 
CD 

OT 
O 
OT 

3 

DESCRIPTION PID/FID 
(ppm) 

54 

38 

38 

38 

v. fe 
S S fe 
fe 
fe fe 
k S S 

k S S 

SM 

GM 

DO 

No recovery. 

No recovery. 

SAND; grey, silty, fine, a bit of gravel, 
trace cobbles, dense, wet 

GRAVEL; silty, sandy, loose, wet. 

GFIAVEL; grey, silty, sandy, a few large 
cobbles, loose to some parte dense, 
wet, weH graded. 

As above, weathered bedrock. 

As above, weatiiered bedrock. 

Bedrock, poor rock quality (many small 
broken pieces), bace iron steining. 

Well: BD-9D 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

-HighSoUds 

-Steinless Steel 

.;—Bentonite Chips 

-Sand 

-Steel Saeen 



LOG OF BORING BO-9D 

(Page 5 of 5): 

Ellsworth Indusbial Park 
Dovmers Grove 

Dovmgradient 

Start Date 
Finish Date 
Drilter 
Drilling Metood 
Total Depth 

: 6/6/02 
: 6/7/02 
: Boart Longyear 
: Rotosonic 
: 92 ft bgs 

WESTON Geologist : B. Schaefer 

Depto 
in 

feet 

80-

8 2 -

8 4 -

8 6 -

8 8 -

9 0 -

z u 
Vi 

92-

9 4 -

9 6 -

9 8 -

co 
m 
a. 
E 
CD 

to 

to 

> 

8 2 
ta .E 

3 

8 
5 
Si 

O 
X 

k 
DC 
O 

to o 
to 
3 

DESCRIPTION PID/FID 
(ppm) 

Well: BD-9D 
Elev.: 

^ S fe fe 
fe 
fe fe 
fe 
fe fe 

s 

fe 
fe fe fe fe 
\_ S S 

SX fe fe 
fe fe fe 
^ 

DO 

Bedrock. 

-Sand 

-Steel Saeen 

—Fall-in Material 

End of boring @ 92 ft. 

100-



2 
d 
5 

1 
X 
o 
Ul 

6 

1 

CM 

§ 
CNI 

i 

îZtSOTJO 
m V C ^ ^ i ^ S O L U T I O N S i l 

Ellsworth Indusbial Park 
Downers Grove 

Upgradient East 

Depth 
in 

feet 

0 

_ 
'l 

2-_ 

-
-
-
-

4- : 

6 - : 

8--

1 0 ^ 

1 2 ^ 

14-: 

16-: 

18— 

in 
ID 

-Q. 
E 
CD 
OT 

8 ^ 
2 S 

£ 

bl
ow

 c
ou

n 

(in
.)
 

1.5" 

1.5 

1.25 

1.25 

1.25 

1.25 

2 

2 

o 
X 
0. 

LOG OF BORING BD-10D 

;. (PageiofS) ;-

Start Date : 6/6/02 WESTON Geologist : B.Crawford 
Ftoish Date : 6/6/02 
Driller : Boart Longyear 
Drilling Method : Rotosonic 
TotalDepto :89ftbgs 

OT 
O 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

1 
FL 

CL 

FILL; black, day rich soil, dry, some 
asphalt and gravel. 

FILL; ten, day fill wiUi sands and gravels. 
mostiy dry. 

CLAY; ten, graveHy, dry to moist stiff, low 
to med plasticity. 

CLAY; ten witti bace gravel, dry to moist 
loose, low to med plastidty. 

CLAY; grey with bace gravel, dry to moist 
stiff, low to med plasticity. 

/KS above. 

As above. 

CLAY; top 1 ft SS above, then ten gravelly. 
dry to moist, low to med plasticity for 
bottom 1ft. 

0 

0 

0 

0 

0 

0 

0 

0 

WeH: BD-IOD 
Elev.: 

1 ^ Cover 

r—[-

. 

O—Conaete 

' Steinless Steel 

' -High Solids 

• • . . . 



MSOTfl 
^ V^^SOLUTfONSPI 

Ellsworth Indusbial Park 
Dovmers Grove 

Upgradient East 

Depth 
in 

feet 

20~ 

22-, 

24-

26-: 

28-: 

30-i 

32-: 

34-

36-i 

38-: 

4 0 -

CO 
CD 

• Q . 
E 
CO 

to 
ii 

£ 

bl
ow

 c
ou

r 

(in
.) 

2 

2 

2 

2 

2 

2 

2.5 

2.5 

e \ 

X 
k 
cc 
CD 

LOG OF BORING BD4€D 

(Page 2 of 5) 

Start Date : 6/6/02 WESTON Geologist : B.Crawford 
Finish Date : 6/6/02 
Driller : Boart Longyear 
Drilling Metood : Rotosonic 
TotalDepto :89ft bgs 

3 

DESCRIPTION PID 
(ppm) 

7 / 
7 7 

i 

1 

CL 

CLAY; grey with bace gravel, dry to 
moist stiff, low to med plastidty. 

As above. 

CLAY; ten, sHty vwth bace gravel, dry to 
moist stiff, low to med plasb'dty, some 
grey mixed in. 

As above. 

As above. 

Asatiove. 

As above. 

As above. 

0 

0 

0 

0 

0 

0 

0 

0 

WeH: BD-IOD 
Elev.: 

' 

' 

---Steinless Steel 

' -High Solids 

> 

V 1 



LOG OF BORING BD-IOD 

(Page 3 of 5) 

EHsworth Indusb-ial Park 
Dovmers Grove 

Upgradient East 

Depto 
in 

feet 
a. 
E 
CD 

OT 

40-

4 2 -

44-

46-

4 8 -

5 0 -

5 2 -

54-

5 6 -

5 8 -

60-

Start Date 

Finish Date 

Dr i l te r 

Drilltog Method 

TotalDepto . 

: 6/6/02 

: 6/6/02 

: Boart Longyear 

: Rotosonic 

: 89 ft bgs 

WESTON Geologist : B. Crawford 

ID 

> 
0) I t : 

c 
B 
CJ 

5 
o 
Si 

g 
I 
k 
DC 
CD 

OT 
O 
ro 
3 

DESCRIPTION 

2.5 

2.5 

2.5 

2.5 

F: 

CL 

GP 

z 

CL 

CLAY; tan. sandy, with some gravel, 
dry to moist, stiff, lovv to med plastidty. 

As above virith cobbles throughout 
bottom 1 ft. 

As above. 

As above. 

As above. 

GRAVEL; exbemely stiff and solid, 
gravel/sand mix in top 1 foot then 
lcx>se, dry. 

CLAY; ten, gravelly, with some cobbles, 
mostiy dry. low to medium plastidty. 

ClAY; grey, sandy, with some gravel 
and trace cobbles, dry to moist, low to 
medium plasb'dty. 

PID 
(ppm) 

Well: BD-IOD 
Elev.: 

-Steinless Steel 

—High Solids 



LOG OF BORING BD-IOD 

(Page 4 of 5) 

BIsworth Industrial Park 
Dovmers Grove 

Upgradient East 

start Date 

Finish Date 

Driller 

Drilltog Metood 

TotalDepto 

: 6/6/02 

: 6/6/02 

: Boart Longyear 

: Rotosonic 

. :89f tbgs 

WESTON Gecilogist : B. Crawford 

Depth 
in 

feet 

60-

62-

64-

66' 

68-

70-

72-

74-

76-

78-

80 

cx 
E 
CO 
OT 

lU > o 
ffi i t ! 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

c 
3 o u 

g 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

T: 

z: 

fe fe fe 
fe fe 
fe 
fe fe 

CL 

GP 

CL 

CLAY; ten, sandy, with some gravel 
and bace cobbles, dry to moist low to 
medium plastidty. 

As above, more sandy towards bottom. 

GRAVEL; poorty graded, dry, some 
sand, iron steining. 

CLAY; grey, sandy, with trace gravel, 
dry to moist tow to med plastidty. 

As above. 

As above, more gravel. 

Fractaired / weathered zone of bedrock. 

DO 

Bedrock. 

Weil: BD-IOD 
Elev.: 

-HighSoUds 

-Steinless Steel 

-Bentonite Chips 

-Sand 

Steel Saeen 



LOG OF BORING BD-IOD 
(Page 5 of.5) 

Ellsworth Industirlai Park 
Dovmers Grove 

Upgradient East 

start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depto 

: 6/6/02 
: 6/6/02 
: Boart Longyear 
: Rotosonic 
:89 ft bgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

80-

8 2 -

8 4 -

8 6 -

90 

9 2 -

9 4 -

96' 

9 8 -

100-

10 

£ 
Q. 

E 
CD 
OT 

ID Iti 

£ c 
3 

8 
o 
Si 

g 
X k 
cc 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-IOD 
Elev.: 

^ fe 
fe fe 
fe fe 
fe 
^ 

SX s 

v. 
^ 
fe 
k 
fe 
fe fe 
fe fe s 

DO 

Bedrock. 

-Steel Saeen 

-Sand 

End of boring @ 89 ft. 



LOG OF BORING BD-1 ID 

(Pagel of6) 

Ellsworth Indusbial Park 
Downers Grove 

Upgradient West 

Start Date 
Rnish Date 
Driller .^ 
Drilling IVIetood 
TotalDepto 

: 6/5/02 
: 6/5/02 
: Boart Longyear 
: Rotosonic 
:104ftbgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

2 -

co 
£ 
a. 
E 
CO 

ro 

6 -

8--

10-: 

12-

14 ' 

16 ' 

18-

20-

S 
§ ? 

2.sr 

2.5 

2.5 

1,5 

1.5 

8 
2 d 
Si w . 

g 
X k 
cc 
CD 

OT 

o 
OT 
3 

DESCRIPTION 

T: 

FL 

FILL; mix of black/brovm organic rich 
day witti some gravel, wet 

CLAY; ten sandy witti trace gravel, 
mostly dry. low plastidty. 

CLAY; ten witti bace gravel, stiff, 
mostiy dry. low plastidty. 

As above. 

CL 

As above, less stiff. 

z 

As atxive, large granite boulder at 
bottom, lote of rock dust 

CLAY; ten witti b'ace gravel, mostiy dry, 
low to medium plasticity. 

CLAY; grey witti some sands, dry, stiff, 
tow plasticity. 

PID 
(ppm) 

Well: BD-1 ID 
Elev.: 

Ctover 

^ 
Conaete 

-Steinless Steel 

-High Solids 



LOG OF BORING BD-1 ID 

(Page2c)f6) 

Ellsvmrth Industrial Piark 
Dovmers Grove 

Upgradient West 

Start Date 
Finish Date 
Driller 
Drilling Metood 
TotalDepto 

: 6/5/02 
: 6/5/02 
: Boart Longyear 
: Rotosonic 

. :104ftbgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

20-

22-

24-

26-

28-

30-

32-

34-

3 6 -

38-

40-

CO 

£ 
cx 
E 
CO 
OT 

o 

8 2 

£ 
3 o u 

g 
X k 
cc 
CD 

OT 
o 
M 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-1 ID 
Elev.: 

2.5 

25 

2.5 

2.5 

25 

2.5 

2 5 

2.5 

T: 

Z 

CL 

CLAY; mbe of grey and ten, gravelly, 
dry, low to medium plasb'dty, some 
cobbles. 

CLAY; grey, sandy, dry, low to medium 
plastidty, some cobbles. 

As above; 

CLAY; grey, sHty, with trace gravel and 
cobbles, dry to moist, low to medium 
plastidty, stiff (till). 

As above. 

As above. 

As above. 

As atxjve. 

-Steinless Steel 

- H i g h Solids 



LOG OF BORING BD-11 D 

(Page 3 of 6) 

Ellsworth Ihdusbiat Park 
Dovmers Grove 

Upgradient West 

Start Date 
Ftoish Date 
Drilter 
Drilltog Metood 
Total Depto 

: 6/5/02 
: 6/5/02 
: Boart Longyear 
: Rotosonic 
:104ftbgs 

WESTON Geotogist : 8. Crawford 

Depto 
in 

feet 

40-

4 2 -

4 4 -

4 6 -

4 8 -

50-; 

5 2 -

5 4 -

5 6 -

58-

co 
£ a. 
E 
CD 
OT 

' i 60-

> o _ 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

1.5 

1.5 

c 
3 o o 

I 
J3 

g 

k 
cc 
CD 

to 

3 

DESCRIPTION PID 
(ppm) 

WeH: BD-1 ID 
Elev.: 

F: 

z 

CL 

CLAY; as above. 

As above. 

As above, higher silt content than 
before, less gravel. 

As atxive. 

As above. 

As above. 

As above. 

As above. 

-Steinless Steel 

—HighSoUds 
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Ellsworth Indusbial Park 
Downers Grove 

Upgradient West 

Depto 
to 

feet 

6 0 -

62-; 

64-: 

' 
66-: 

68-: 

70-: 

72-: 

CC 

2. 74-: 
^ Q 

S : 
2 : 

5 
fS 7 6 -
1 
o 
6 : 

1 78-
Ji 
r4 

g O l 

S nn-
80 

CO 

cx 

OT 

fc 
> 

£ 

^ 1 
5 • < 

1.5 

1.5 

2.5 

2.5 

2.5 

2.5 

7 
7 
7 

\r: 

•/• 

^ 
k 
x^ 
f:.. 

^ 
•^: 

t 
^ 
^ 
i ^ 
i7 

»•_-
,-• 
v ! 

;> 
• ' i 

LOG OF BORING BDrlID 

(P^ge4Gf6) 
a u • • • 

Start Date : 6/5/02 WESTON Geologist : B. Crawford 
Finish Date 

_ Driller 
Drilling Me 
Total Dep 

) 

5 5 

thod 
h 

6/5/02 
Boart Longyear 
Rotosonic 
104ftbgs 

DESCRIPTION 
PID 

(ppm) 

/ 
/ 
/ 
/ 

/ 
/ 
/ 
/ 

ML 

i^^ 

0 ^ 
!V>? 
A' 
0. sc 

. " l l 

i ; i ^ 
^ i 
: i ^ i • V ; 

Vr: GP 

§ 

CLAY; grey, very Sandy, ttace gravel. 
moist to wet, high plastidty. 

As above, large cobble in bottom. 

SILT; grey, dayey, with little gravel. 
some 
bace sands, moist. 

As above. 

As above, wet 

SAND; grey, dayey, dry to moist tare 
gravel. 

As above. 

GRAVEL; pooriy graded, witti sand mix. 
wet beginning of fradured weatiiered 
rtxde at bottom. 

Well: BD-1 ID 
Elev.: 

• 

---Steinless Steel 

> -High Solids 

' 

. 

^ 



Ellsworth Indusbial Park 
Downers Grove 

Upgradient West 

LOG OF BORING BD-i ID 

(Page 5 of 6) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depto 

: 6/6/02 
: 6/5/02 
: Boart Longyear 
: 44otosonic 
:104ftbgs 

WESTON Geologist : B, Cravirfortl 

Depto 
in 

feet 

80-

82-

84-

86-

8 8 -

9 0 -

9 2 -

94-

96-

9 8 -

co 
£ 
cx 
E 
CD to 

8 -^ 
lU c 

£ 
c 
3 
O u 
j 
Si 

100-

g 
X 
CL 

CD 

OT 
o 
w 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-1 ID 
Elev.: 

^ 
S5S5 

SSXS 

S S ^ 

SSS3 

ssss 

SX 

S5S 

S 

SSS3 

s\.\.> 

S s s s s s s s 
s s s 
& : 5 S s s s s 

^ s 
SX s s SXS5 s sss; s s SSS3 
SX s 
SX s s s 
SX s 
S y o s SXS5 

s 
s 5S5 s s xss s S5S5 s s^^ s SS s SSS2 s FS>^ 

DO 

DO 

Fractijred and weathered rock. 

Competent Bedrock. 

—High Solids 

-Steinless Steel 

—Bentonite Chips 

—Sand 

-Steel Saeen 



LOG OF BORING BD-1 ID 

(Page 6 erf 6); 

Ellsworth Indusbial Park 
Dovmers Grove 

Upgradient West 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depto 

6/5/02 
6/5/02 
Boart Longyear 
Rotosonic 
104 ftbgs 

WESTON Geologist : B. Crawford 

.S 
X 
o 

Depto 
in 

feet 

100-

102-

104-

CO 

£ a. 
E 
CO 
to 

CD 

> 8 -t-
to ti. 

£ c 
3 

8 0 . 

CD 

OT 
O 
to 
3 

DESCRIPTION 
PID 

(ppm) 

WeH: BD-1 ID 
Elev.: 

1 0 6 -

1 0 8 -

1 1 0 -

1 1 2 -

114-

1 1 6 -

118 -

1 2 0 -

s 
s s ^ 

s ^ s 
s s sxss s SSS3 s SS3 s E : ^ 

DO 

Bedrock: 

-Steel Saeen 

-Sand 

End of boring® 104 ft. 



LOG OF BORING BD-12D 

(Page 1 of 5.) 

Ellsworth Industrial Parte 
Dovmers Grove 

North Ames 

Start Date 
End Date 
Driller 
Drilltog Metood. 
Total Depto 

5/28/02 
5/28/02 
Boart Longyear 
Rotosonic 
88 ft bgs 

WESTON Geologist : Cannichael 

Depth 
in 

feet 

cx 
E 
CD 
OT 

> 

0-

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

8 ^ 

2.5 

2.5 

2.5 

2 5 

2.5 

2.5 

1.75 

1.75 

8 
o 
j Q 

g 
I 
0. 
CD 

to 
o ro 
3 

DESCRIPTION 

7^ 

FL 

CL 

SC 

FILL; black, loose, sandy day. 

CLAY; hard, brovm, silty, moist plastic. 

CLAY; light brovm. moist trace large 
gravel, bace iron steining. 

As above. 

As above, wet gravel seam at 8.5 ft , 
more large gravel. 

SAND, dayey. light brovm. very moist, 
with large gravel, bace day. 

As above, very dry. 

A 

CL 

As above. 

SN^D; dark brown, moist witti large 
gravel. 

CLAY; soft, very moist, with fine sand. 

PID/FID 
(ppm) 

WeH: BD-12D 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

I '—I 
: Cover 

_ —Conaete 

-Steinless Steel 

-High Solids 



LOG OF BORING BD-12D 

(Paae.26f5) 

Ellsworth Indusbial Park 
Downers Grove 

North Ames 

Start Date 

End Date 

Drilter 
Drilling Metood 

TotalDepto 

: 5/28/02 

: 5/28/02 

: Boart Longyear 

: Rotosonic .. 

:88f tbgs 

WESTON Geologist : Carmichael 

Depto 
in 

feet 

20-

22-

24-

2 6 -

28-

30-

32-

34-

3 6 -

38-

40-

co 

£ 
OL E 
CO 

OT 

> 
o _ 
o —> 
0) «J 

2.5 

2.5 

2 5 

2 5 

2.5 

2.5 

2.5 

2.5 

3 
O 
CJ 

o 
Si 

g 
X 

k 
DC 
O 

to o-
OT 
3 

DESCRIPTION 

F: 

.z 

CL 

SC 

CLAY; vyith fine sand, as above to 21.5 
ft., then very hard, brovm, moist, 
medium to coarse sand. 

As above. 

As above, very hard, moist. 

CLAY; grey, meduim hard, bace medium 
sand, bace gravel. 

As above, medium hard, b'ace small 
gravel. 

Asabove. 

As above. 

As above. 

S/VsID; brovm, clayey to 36.5 ft then 
fine, 
brown, moist. 

S/\ND: brown/grey, hard, some gravel, 
moist 

PID/FID 
(ppm) 

Well: BD-12D 
Elev.: 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

-Steinless Steel 

—High Solids 



K 
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m 
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9 
8 

Vi 

f 
o 
s 
w 

% 
IS. 

^ \ 7 - r ^ S O L U T I O N S 
Ellsworth Indusbial Park 

Dovmers GrOve 

North Ames 

Depto 
in 

feet 

40-

I 

42-: 

: 
-4 4 -

46^ 

48-i 

50 : 

52-: 

54-i 

56-i 

58^ 

6 0 -

• Q . 1 

LOG OF BORING Bb-12D 

L (Page3of5y 
Start Date : 5/28/02 WESTOtil Geologist : Carmichael 
End Date :5I2SI02 
Drilter : Boart Longyear 
Drilling Metood : Rotosonic 
TotalDepth :88ft bgs 

bl
ow

 c
ou

nt
s 

(in
.) 

G
R

A
P

H
IC

 

U
S

C
S

 

2.5 

25 

2.3 

2.3 

2.3 

2.3 

25 

2.5 

]\ 

;:' 

:': 

;• _•; 

• ' • J t 

7 
M. 
T 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
/ 

. / 
A 

DESCRIPTION PID/FID 
(ppm) 

SM 

: • . ; 

\:= 

% 
E SC 

/ 
/ 
/ 
7 
7 
7 
7 
7 
7 
7 
7 
7 
7 
^ -
/ 
/ 
/ 
/ 
7 
7 
7 
7 
7 

SAND; fine, brovm, moist to very moist 

SAND; brovm, moist slightiy sHty. 

SAND; dayey, medium to coarse, 
some gravel. 

CLAY; grey, moist trace, gravel. 
silty, very hard. 

As above, inaeaSing silt percentege. 

As above, inaeasing silt percentege. 

CLAY; wet grey, high silt content 

CLAY; grey, very silty, moist gravel 
throughout 

As above. 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

0/0 

Well: BD-12D 
Bev.: 

. 

'--Steinless Steel 

• -HighSoUds 

» 



LOG OF BORING BD-12D 

(Page 4 of 5} 

Ellsworth Industiial Park 
Downers Grove 

North Ames 

Start Date 
End Date 
Driller 
Drilling Metood 
TotalDepto 

5/28/02 
5/28/02 
Boart Longyear 
Rotosonic 
88 ft bgs 

WESTON Geologist : Carmichael 

Depto 
in 

feet 

60-

6 2 -

64-

6 6 -

70-: 

7 2 -

74 

76-

7 8 -

80 

CO 

m 
cx 
E 
CO 
OT 

ID 

> 
CD * i 

C 
3 
O. 

u i _ 

2.5 

2.5 

2.5 

2.5 

g 
I k 
cc 
CD 

to 
o 
ro 
3 

DESCRIPTION 
PID/FID 
(ppm) 

Well: BD-12D 
Elev.: 

T: 

fe fe 
fe 
fe 
^ 
V S S fe 
fe 
fe 
fe 
fe 
fe fe 
fe 
fe 

CL 

DO 

As above. 

As above. 

As above. 

CLAY; brovm, ttace sflt some gravel, 
soft 

CLAY; brovm, silty, ft^adured gravel 
to coarse sand, hard. 

Bedrode 

0/0 

0/0 

0/0 

0/0 

0/0 

-High Solids 

-Steinless Steel 

-Bentonite Chips 

—Sand 

Steel Saeen 



EHsworth Indusbial Park 
Downers Grove 

North Ames 

Depto 
in 

feet 

80-

8 2 -

84-

8 6 -

Q: o 

o 
9 

88-

9 0 -

9 2 -

94-

96-

9 8 -

1 0 0 -

CO 

£ 
cx 
E 
CO 

OT 

> 
ID «:! .Q 

g 
I k 
cc 
CD 

LOG OF BORING Bt^i2D 
(^ageSofS) 

Start Date 
End Date 
Driller 
Drilltog Method 
Total Depto 

5/28/02 
5/28/02 
Boart Longyear 
Rotosonic 
88 ft bgs 

WESJON Geotogist : Cannichaei 

to 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

WeH: BD-12D 
Bev.: 

fe fe S X ^ fe 

fe fe 

^ 

fe 
fe 
fe 
fe fe fe fe 
^ 

DO 

Bedrock 

Steel Saeen 

-Sand 

End of boring @ 88.0 ft 



Ellsvirarth Indusbial Park 
Dovmers Grove 

Ames 

Depto 
in 

feet 

CO 

.2 
Q. 
E 
CO ro 

> 
o 
ID a 

£ c 
3 

8 
.2 
J3 

LOG OF BORING BD-13D 

(Pagel of5)\ 

Start Date 
Finish Date 
Driller 
Drilltog Method 
TotalDepto 

: 05/14/02 
: 05/14/02 
: Boart Longyear 
: Rotosonic 
:89ft bgs 

WESTON Geologist : B. Cravrford 

X 

CD 

to 
o 
ro 
3 

DESCRIPTION 
PID 

(ppm) 

Well: BD-13D 
Elev.: 

- Cover 

4 -

6 -

8 -

10-

12-

14 -

16-

18-

20-

CL 

SC 

CLAY; ten silty day witti gravel in 
localized areas, dry to moist low to 
medium plasticity. 

SAND; ten dayey wet sand witii gravel 
ttiroughout 

CL 

CLAY; gray, stiff, sHty clay, dry to moist 
low to medium plasticity, large gravel 
throughout 

As above. 

— —Conaete 

-Steinless Steel 

-High SolWs 



LOG OF BORING BD-13D 

(Page 2 of 5) 

Ellsworth Indusbial Park 
Dovmers Grove 

Ames 

Start Date 
Ftoish Date 
Drilter 
Drilling Metood 
TotalDepth 

: 05/14/02 
: 05/14/02 
: Boart Longyear 
: Rotosonic 
:89ftbgs 

WESTON Geologist : B. Cravrford 

Depto 
in 

feet 

20-

22 -

24-

2 6 -

28-

30-

32-

34-

3 6 -

38-

40-

CO 

£ 
a. 
E 
CO 

ro 

8 -r 
(D « t 

£ c 
3 

8 
3 d 
Si -o-

g 
X 
Q. 

$ 
CD 

ro 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

WeH: BD-13D 
Elev.: 

V 

Z 

CL 

SM 

CLAY; soft, gray sHty day with gravel, dry 
to moist, lovirto medium plasticity. 

SAND; gray sHty sand, moist to wet 

/2 

7" 

CL 

GP 

CLAY; gray extremely stiff day, dry, low 
plasticity (TILL). 

CLAY; same as above. 

GRAVEL; brovm sandy gravel, wet. 0.4 

CL 
CLAY; gray, exb-emely stiff day, dry, low 
plastidty (TILL). 

-Steinless Steel 

-High Solids 



LOG OF BORING BP-.13D 

(Page 3 of 5) 

EHswortii Indusbial Park 
Dovmers Grove 

Ames 

Start Date 

Finish Date 

Driller 

Drilling Metocid 

Total Depto 

: 05/14/02 

: 05/14/02 

: Boart Longyear 

: Rotosonic 

:89ftbgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

40-

42-

44-

46-

48-

50-

5 2 -

54-

56-

58-

60-

(0 
£ 
o. 
E 
to 
tn 

01 

> 8 ^ 
(D C 

£ c 
3 

.8 
5' -'-^ 

g 
X 
CL 

CD 

ro 
o 
ro 
3 

DESCRIPTION PID 
(ppm) 

WeH: BD-13D 
Elev.: 

10 

/ 

• • . ' I • • *. -•-.' *. 
I .V; t 

. " • • . • ' . ' « 

. - • ' • • • I -
* .V; I. 

:'••.• -.V 
. - « ' , • • • • ' 
• * .%• ; t , 

CL 

GP 

GfViVEL; brovm sandy gravel, moist to 
saturated, pooriy graded witti gravel and 
sand mix. localized seams of sand 
present 

0.6 

-Steinless Steel 

-High Solids 



LOG OF BORING BD-13D 

(Page 4 of 5) 

EHsworth Indusbial Park 
Dovmers Grove 

Ames 

Start Date 
Rnish Date 
Drilter 
Drilltog Metood 
Total Depto 

05/14/02 
05/14/02 
Boart tongyear 
Rotosonic 
89ftbgs 

WESTON Geologist : B. Cravirford 

Depto 
in 

feet 

60-

62-

64-

6 6 -

6 8 -

7 0 -

7 2 -

7 4 -

76-

7 8 -

80 

IO 
ca 
o. 
E 
CO 

OT 

O 

c 
3 

S - . 

g 
X k 
DC o 

to 
O 
ro 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-13D 
Bev.: 

7.5 

94 in 

.•'iV'l 

7-

. i -<"S 

fe 
fe 
fe fe 
fe fe 
S X fe 
fe fe 
fe 

GP 

CL 

SP 

As atxive. 

CLAY; gray day with gravel, slight 
sweet odor, moist 

SAND; ten, pooriy graded sand with 
gravel, wet, some fines. 

1.7 

DO 

DOLOMITE; bedrock, dry. V; —Bentonite Chips 

—High Solids 
Steinless Steel 

-Sand 

Steel Sd'een 



LOG OF BORING BD-I 3D 

(Page 5 of 5): 

EHswortti indusbial Park 
Downers Grove 

Ames 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depth 

: 05/14/02 
: 05/14/02 
; Boart Longyear 
: Rotosonic 
:89ftbgs 

WESTON Geologist : B. Crawford 

Depto 
In 

feet 

80-

82-

84-

86-

88-

90-

9 2 -

9 4 -

9 6 -

98-

100-

<o 

£ 
Q . E 
CD tn 

8 -^ 
tD * i 

£ 
3 

8 
2 d 

g 

X 

CD 

ro 
o 
ro 
3 . 

DESCRIPTION: PID 
(ppm) 

Well: BD-13D 
Elev.: 

SX 

S5S5 
SXS5 
^ ^ 
- • \ \ ' ; 

SX 

^ s s s s 
s £ 
S 
S SSS5 s SS53 S 

ESS^ S s s ^ s xss s s s ^ s SSS5 s 
X 

DO 

Steel Saeen 

—Sand 

End of Boring at 89 ft. 



LOG OF BORING BD-14D 

(Pagi9lof5) 

Ellsworth Indusbial Park. 
Downers Grove 

S of Scot 

Start Date 
Rnish Date 
Drilter 
Drilltog Metood 
Sampling Metood 

: 5/30/02 
: 5/30/02 

.: Rock and Soil 
: 4'/. to ID HSA 
: Split Spoon 

TotalDepto 
WESTON Geologist 

:83ftbgs 
: B. Schaefer 

Depto 
in 

feet 

2 -

6 -

8 -

1 0 -

12-

14-

16 -

18-

20-

cn 
£ a. 
E 
CD 
ro 

14 

11 

12 

15 

£ c 
3 o o 

s . -̂  

g 
X 
Q. 

CD 

OT 
O 
ro 
3 

DESCRIPTION 

6,6.7,8 

12,7.7.7 

4,4,4,7 

6,6.5.5 

3.3,5.5 

4.6.9,4 

5.8.5,8 

6,7,7,7 

6,7,7.10 

9.9,8,12 

~ 

id 

z 
7 
7 

\7 

FL 

CL 

CL 

GM/CL 

FILL; asphatt. 

CLAY; ten and grey, grading to black, silty 
wiOi gravel, stiff, dry. low plasticity, 
dense. 
CLAY; ten with bace grey, silty, sandy, 
with pebbles ttiroughout moist firm to 
SlighUy stiff, low plasticity. 

No recovery. 

CLAY; very sandy, ten, scattered gravel, 
moist soft, low plast bace black sand. 

CLAY; ten, sandy, viriUi pebbles 
throughout moist, soft, low plasticity. 

As above. 

Tan silty sandy CLAY witti GRAVEL, soft, 
saturated, slighUy soupy at end of spoon. 

A 

CL 

GM 

CL 

CLAY; grey, silty, slighUy firm, moist bace 
gravel, low plasticity. 

GRAVEL; ten witti sitt. saturated, loose, 
well graded. 

CLAY; grey, silty. pebbles ttiroughout. 
sandy at top, firm, moist, low plastidty. 

PID 
(ppm) 

0.1 

Well: BD-14D 
Elev.: 

Cover 
1 

—Conaete 

-Steinless Steel 

-Grout 



LOG OF BORING Bp^1:4D 

Start Date 

Finish Date 

Driller 

Drilling Metood 

Sampling Metood 

5/30/02 

5/30/02 

Rock and Soil 

4'/. to ID HSA. 

Spirt Spoon 

(Page 2 Of 5) 

TotalDepto :83f t bgs 
WESTON Geologist : B. Schaefer 

EHswortii Indusbial Park 
Dovmers Grove 

S of Scot 

Depto 
in 

feet 
o. 
E 
CD 

OT 
20-

2 2 -

24-

26-

28 -

30-

32-

34-

36 -

38-

40-

> o _ 
g £ 

3 

8 
o 

g 
X 
Q. 

CD 

OT 
O 

ro 
3 

DESCRIPTION 

11 

19 

12 

15 

11 

16 

V 

4,6,10,10 

10,12,22,22 

11.16,17.18 

18.29.50/5" 

50/5" 

22.12.22.40 

20,11.12.13 

37,48,50/2" 

22,30,15,24 

CL 

CL 

ML 

GM 

CL 

CLAY; grey, sHty, pebbles ttiroughout, 
firm, moist lovv plasticity. 

No recovery. 

CLAY; grey, silty. with bace pebbles, stiff, 
moist low plasticity. 

CLAY; grey silty, witti fine sand 
throughout. slighUy firm, moist, low 
plasticity. 

SILT; ten, stiff, moist, low plast, cobble. 

GRAVEL; grey, rock pieces, sHty, sandy, 
fines intermixed, clayey above rock, loose, 
saterated. well graded. 

No recovery, drilled tiirough rock. 

CLAY; silty with some sand, gravel and 
cobbles tiiroughout stiff, very moist low 
plastidty. 

CLAY; grey, sHty, witti a bit of pebbles 
throughout, trace cobble, stiff, moisty, low 
plasticity. 

CLAY; gray silty with gravel intermixed, 
stiff, moist small seam of ten silty sand 
and gravel in ttie middle, moist well 
graded, slighUy dense. 

CLAY; grey, silty, trace pebbles, very 
moist, stiff, low plasticity. 

PID 
(ppm) 

Well: BD-14D 
Elev.: 

-Steinless Steel 

—Grout 



LOG OF BORING BD-.14D 

(Page 3 of 5) 

Ellsworth Indusbial Park 
Dovmers Grove 

S of Scot 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

5/30/02 
5/30/02 
Rocic and Soil 
4'/. to ID HSA 
Split Spoon 

Total Depto : 83 ft bgs 
WESTON Geologist : B. Schaefer 

Depto 
in 

feet 

40-

.o: 
o 

Q 

• X 
,CJ 

o 
.e 
o c 
§ 
a 

4 2 -

4 4 -

46-

4 8 -

50-

5 2 -

5 4 -

5 6 -

5 8 -

60-

lO 

£ 
CL 
E 
CD 
ro 

&• 
§ 
8 ^ 

£ c 
3 o u 

E -I 

g 
X 
0. 
< 
DC 
CD 

ro 
o 
ro 
3 

DESCRIPTION 

11 

12 

16 

10,10,17.20 

38.40,42,45 

42.48.50/2" 

11,17,20,23 

23,48,50,52 

50/2" 
Z 

ML 

SM 

ML 

CL 

SILT; greyi dayey witii gravel, soft, 
soupy, saterated. 

SAND; grey witti trace ten, fine, siity, 
dense, very moist, pooriy graded, low 
plastidty. 

SILT; grey, very fine grading to very fine 
witti sand and gravel, bace cobbles, wet 
firm, low plasticity. 

CLAY; grey, silty witti bace pebbles, very 
firm, very moist, low plasticity. 

CLAY; grey, very silty with trace cobbles 
and gravel, low plasticity, wet. firm. 

GRAVEL; grey, very silty, sandy, slightiy 
dense, wet. well graded. 

GM 

PID 
(ppm) 

WeH: BD-14D 
Elev.: 

-Steinless Steel 

-Grout 



LOG OF BORING BD-i4D 

( P a g e 4 o f 5 ) i 

Ellsworth Industi-ial Park 
Dovmers Grbve 

S of Scot 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Method 

5/30/02 
5/30/02 
RcDck and Soil 
4'/. to ID HSA 
Split Spoofi 

Total tlepto 
WESTON Geologist 

:83ftbgs 
: B. Schaefer 

Depto 
in 

feet 

60-

6 2 -

64-

6 6 -

6 8 -

7 0 -

7 2 -

7 4 -

7 6 -

7 8 -

80 

CO 

£ 
a. 
E 
CO 
OT 

ID > o 
8 £ 

c 
3 

I 

g 
X 

a. 

CD 

OT 
O 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

WeH: BD-14D 
Elev.: 

S S ^ 
SXS5 

SX 

SSSS 

ssss 
SX 

sss 
s ^ 
SXS3 

SSS5 

S S S 

S S ^ 
r v ^ 

SSS5 

sxss 
SSS3 

SS 

v ^ s s s s s s s 
s: s s s s s s s s SS3 s s s 

SX s s SVs> s sxss 
SS s s SSS5 s SSS3 s -̂ rv: s S5S5 5 sxss s cv t^ s SSS5 s sss s SSS5 s ssss s s ^ s sss^ s SSS5 s ssss s 
ssss s SSS5 

DO 

Fractured t>edrock 

-Grout 

-Steinless Steel 

-Bentonite Chips 

-Sand 
-Steel Saeen 



LOG OF BORING BD-14D 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Mettiod 

: 5/30/02 
: 5/30/02 
.: Rock and Soil 
: 4'/. to ID HSA 
: Split Spoon 

(Page5C)f5) 

TotalDepto :83ft bgs 
WESTON Geologist : B. Schaefer 

EHswortii Indusbial Park 
Dovmers Grove 

S of Scot 

Depto 
in 

feet 

80-

82-

a. 
o 
m 
d 

84-

8 6 -

8 8 -

9 0 -

92 -

94-

10 £ a. 
E 
CD 

OT 

0) > o 
Ŝ  £ 

£ 
3 

8 
I 
Si 

g 
X 

a . 

CD 

ro 
o 
to 
3 

DESCRIPTION PID 
(ppm). 

Well: BD-14D 
Etev.: 

SS 
SSSS 

^ 
S S 

SX s s SS\3 s fs^va 

DO 

steel Saeen 

—Sand 

End of boring @ 83 ft 

Q 
<9 

.u 
CU 

. t -
96-

98-

100-



Ellsworth Industiial Park 
Downers Grove 

Dovmgradient East 

LOG OF BORING BP-16D 

(Pagel of5) 

Start Date 
Finish Date 

Drilter 
Drilling Method 

TotalDepto 

6/12/02 

6/12/02 

Boart Longyear 

Rotosonic 

84 ft bgs 

WESTON (geologist :B. Crawfond 

Depto 
in 

feet 

2 -

8 -

1 0 -

1 2 -

1 4 -

16' 

1 8 -

20' 

(0 

£ 
Q. 

E 
CO 

OT 

ID 

> 8 .-
CD « ^ 

K 

2.5' 

c 
3 

J3 -.=. 

g 
X 
0. 

CD 

OT 
O 
OT 
3 

DESCRIPTION 

~ 

FL 

CL 

FILL; black organic topsoil wiUi day, 
roote Uiroughout some gravel, 
saturated, loose. 

CLAY; ten, sandy witti bace gravel, 
moist, medium plasticity, stiff. 

As above. 

As above, stiffer at bottom. 

CLAY; grey silty with some gravel, dry 
to moist low to medium plastidty. stiff 
(ti«). 

CLAY; as above, terge cobble at 
bottom. 

As above, no cobble. 

As above. 

PID 
(ppm) 

Well: BD-16D 
Elev.: 

Cover 
-1 

—Conaete 

-Steinless Steel 

-High SolkJs 



Ellsworth Industrial Park 
Dovmers Grove 

Downgradient East 

LOG OF BORING BD46D 

(Page2of5> 

Start Date 
Fmish Date 
Driller 
Drilling Method ' 
TotalDepth 

: 6/12/02 
: 6/12/02 
: Boart Longyear 
: Rotosonic 
:84ftbgs 

WESTON Geotogist : B. Crawford 

Depto 
in 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

34' 

3 6 -

3 8 -

40-

CO 
£ 
cx 
E 
CO 

ro 

CD 

> 
8 .-. 
m It: 

c: 
3 o. o 

g 
I 
k 
cc 
tD 

IO o 
to 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-16D 
Elev.: 

2.5 

2.5 

2.5 

2.5 

2.5 

z: 

U 

CL 

2.5 

/ 

SP 

CL 

CLAY; as above. 

AsaboVe. 

As above. 

Asabove. 

As atiove. 

CLAY; grey gravefly, dry to moist, low 
to medium plasticity, stiff. 
SAND; 6" seam, pexirty graded, moist 

CLAY; grey, sandy, dry to moist, low to 
medium plastidty. 

CLAY; light grey, with gravel, dry to 
moist low to medium plastidty, stiff. 

As above. 

-Steinless Steel 

-HighSolkJs 



g 
i d 

U 
s 
b 
Vi 
5 

1 
o 

O 

C<l 

V A A ^ ^ ^ ^ imM ^egnfmtm ^ 

n 
Ui 

B \!"!!:/SOLUTIONSP 
EHswortii Indusbial Park 

Dovmers Grove 

Downgradient East 

Depto 
in 

feet 

40 . 

42^ 

44-| 

46-| 

-

4S-_ 

J 

5 0 ^ 

52-: 

I 54 — 

-

5 6 -
• 

] 

58--

~" 

CO 

a. 

tn 

i 
£ 
c 

2.5 

2.5 

2 

2 

2 

2 

2 

2 

o 

1 
a: 
CD 

LOG OF BORiNG BP^16D 
. 1 

; (Page3of5) 

Start Date : 6/12/02 WESTON Geologist : B.Crawford 
Rnish Date : 6/12/02 
Driller : Boart Longyear .^ 
Drilling Method : Rotosonic 
TotalDepto ' :84ft bgs 

OT 
O 
OT 
3 

DESCRIPTION 
PID 

(ppm) 

f ^ 

: 

•• i i -^* i ' 
[•V-•.'-*.*• 

te=;^^ 
• : : ' " : • : • : ' : 

'i 
jij-jW 
: : : 1* ' r ; : 

^̂ r̂ ;̂  
'.•".'•*.••-

CL 

GP 

SP 

, CL 

SP 

GP 

CLAY; as above. 

Asabove. 

As above, less stiff. 

As above, more stiff. 

/Asabove. 

GRAVEL; pooriy graded, with some fine 
sand, moist 

S/S|ND; ten. wet poorty graded, vwth . • 
gravel. 

CLAY; grey, sandy, with gravel, wet 
1 loose, soft, high plastidty. 

SAND; ten, pooriy graded, with gravel. 
wet ; 

GFJAVEL; pooriy graded, with some 
sands, loose, some cobbles. 

0 

0 

0 

0 

0 

0 

0 

0 

Well: BD-16D 
Flev.: 

• 

"--Steinless Steel 

' - H i g h Solids 

9 

# 
* 
IP I 

7 

9 

» 
., .., 1 



LOG OF BORING BD-16D 

(Page 4 of 5) 

EHswortti Indusbial Park 
Dovmers Grove 

Dovmgradient East 

Start Date 
Ftoish Date 
Driller 
Drilling Metood 
TotalDepto 

6/12/02 
6/12/02 
Boart Longyear 
Rotosonic 
84ftbgs 

WESTON Geologist : B. Oawford 

Depth 
in 

feet 

cx 
E 
CO 
OT 

60-

6 2 -

6 4 -

66-

68-: 

70-: 

7 2 -

7 4 -

76-

78-

80-

8 ^ 
ID i t : 

3 
O 
U 

Si -o 

g 
X 

CD 

ro 
o 
ro 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-16D 
Elev.: 

P^ 

_̂  

s 
SS s s 
SS s s s 

1 
1 
S3S5 

CL 

GP 

CL 

DO 

CLAY; grey, sandy, uritti some gravel, 
wet loose, medium to high plasticity, 
small seam of sand in middle. 

CLAY; grey, silty wiUi some sands and 
gravel, wet, soft, medium to high 
plasticity. 

GRAVEL; pooriy graded, mixed with 
sand, wet, weatiiered. 

As above. 

CLAY; grey, silty, sandy, witti gravel, 
saturated, soft, medium to high 
plasticity. 

As above. 

Bedrock. 

—High Solids 

-Steinless Steel 

-Bentonite Chips 

-Sand 
Steel Screen 



LOG OF BORING BD^iep 

; V :-; V ;" (PageSof5); 

EHsvrorth Industtial Park 
Dovmers Grove 

Dovmgradient East 

Start Date 
Rnish Date 
Drilter 
Drilling Mettiod 
TotalDepth 

6/12/02 
6/12/02 
Boart Longyear 
Rotosonic 
84ftbgs 

WESTON Geologist :B. Cravirford 

Depto 
in 

feet 

80-

8 2 -

84-

1£ 
O m 

o 
9 

X 

u 
5 

i 
o 
9 

8 6 -

8 8 -

9 0 -

9 2 -

9 4 -

9 6 -

98-

100-

«o 
£ 
CL E m 

ID 

> 
(D £ • 

c 
3 
O 
u 
2 c-
J3 ;= • 

O 

i k 
cc 
CD 

OT. 
CJ 
OT 
3 

DESCRIPTION PID 
(ppm) 

WeH: BD-16D 
Bev.: 

^ 

fe 
fe fe 

EX 

DO 

Bedrock. 

-Steel Saeen 

-Sand 

End of boring @ 84 ft. 



LOG OF BORING BD-17D 
(Page 1 of 5) 

EHswortti Iridusbial Park 
Downers Grove 

Downgradient 

Start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depto 

: 6/11/02 
: 6/11/02 
: Boart Longyear 
: Rotosonic 
:91ftbgs 

WESTON Geologist : B. Crawford 

Depth 
in 

feet 

4 -

8 -

10-

12-

14 

16-

18-

20-

CO 

£ 
Q . 

E 
CD 

ro 

o o . 
ID iC 

2.5 

25 

2.5 

25 

25 

^ s 

g 
X k 
cc 
CD 

ro 
o 
ro 
3 

DESCRIPTION 

7 

Z 

FL 

CL 

FILL; mix of black topsoil ttiat is organic 
rich witti roote, ten, fine sands with 
some gravel, dry to moist 

CLAY; ten, sandy with trace grayel. 
fairiy stiff, low to medium plastidty; dry 
to moisL 

CLAY; as above, grading to grey, stiff, 
silty with trace gravel at bottom, dry to 
moist low plastidty. 

CLAY; grey, stiff, with ttace gravel at 
bottom, mostty dry, low to medium 
plastidty. (till) 

As above. 

As atxive. 

As above, large cobtile at tiottom. 

As atxive, no cobble. 

PID 
(ppm) 

Well: BD-17D 
Elev.: 

I I 
Cover 

—Conaete 

^ —High Solids 

Steinless Steel 



LOG OF BORING BD-17D 

r(Page2of5) 

Ellsvrarth Indusbial Park 
Dovmers Grove 

Dovmgradient 

Start Date 

Finish Dale 

Driller 

Drilling Metood 

TotalDepto 

6/11/02 

6/11/02 

Boart Longyear 

Rotosonic 

91 ft bgs 

WESTON Geologist : 8. Crawford 

Depth 
in 

feet 

20-

22-

24-

26-

28-

30-

32-

34-

36-

38' 

40-

co 
.2 
cx 
E 
to 
OT 

<D > 
O 

ID « t 

C 
3 
O 

o 
3: 
o 

g 
X 

k 
DC 
CD 

ro 
o 
to 
3. 

DESCRIPTION PID 
(ppm) 

Well: BD-17D 
Elev.: 

2.5 

25 

F: 

z 

CL 

CLAY; as above. 

As above with inaeasing amounte of 
gravel, some cobble. 

CLAY; grey silty with bace gravel, dry 
to moist less stiff, medium plastidty. 

As above. 

As above. 

As above: 

CLAY; grey, loose, silty, with trace 
gravet somewhat soft, moist low to 
medium plastidty. 

As above. 

-HighSoUds 

-Steinless Steel 



LOG OF BORING BD-17D 

(Page 3 of 5) 

Ellsworth Industrial Park 
Downers Grove 

Depto 
in 

feet 

CO 

£ 
a. 
E 
CD 
OT 

40-

42-

4 4 -

4 6 -

4 8 -

5 0 -

52-

5 4 -

5 6 -

5 8 -

60-

Dovmgradient 

Start Date 
Fmish Date 
Driller 
Drilling Method 
Total Depth 

6/11/02 
6/11/02 
Boart Longyear 
Rotosonic: 
91 ft bgs 

WESTON Geologist : B. Cravirfonl 

> o 
CJ ^ . ^ 

c 
3 o o 
o 

g 
I k 
cc 
o 

OT 
o w 
3 

DESCRIPTION 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

F: 

CL 

SW 

GP 

CLAY; as above until 6 in of rock 
fragment, ttien stiff, grey, dry, low 
plastidty. 

CLAY; top half as above; txittom is 
moist to wet, grey, trace gravel, medium 
plastidty. 

CLAY; grey, sHty, trace gravel, dry to 
nioist stiff, low plastidty. 

As atxjve. 

CLAY; as above grading to more sandy. 

S/\ND; orange/brovm, well graded, witti 
some gravel, dry to moist 

SC 

GRAVEL; ten, pooriy graded, witti 
sand/day, loose, Wet 

As above, more sand. 

SAND; orange/brown ,dayey, bace 
gravel, moist to wet. 

PID 
(ppm) 

Well: BD-17D 
Bev.: 

0 » 

• > 
« I 

9 9 

» » 
• » 

0 9 

» » 
0 » 

« » 
« 9 

• » 
« 9 

I 

« i 

» 9 

« » 

« > 

• 9 

« » 
• > 
fr » 

» 9 

• 9 

» » 
• 9 

• > 
fr 9 

• 9 

« 9 

• 9 

• 9 

» »• 

0 » 

, | -H igh Sdkte 

Steinless Steel 



LOG OF BORING BD-17D 

(Page 4 of 5) 

EHsworth Indusbial Park 
Dovmers Grove 

Dovmgradient 

start Date 
Finish Date 
Driller 
Drilling Metood 
Total Depto 

6/11/02 
6/11/02 
Boart Longyear 
Rotosonic 
91 ft bgs 

WESTON Geologist : B. Cravirford 

Depto 
in 

feet 

CO 

£ cx 
E 
CD 

OT 

60-

6 2 -

6 4 -

66-

6 8 -

7 0 -

7 2 -

7 4 -

76-

7 8 -

80-

d> 

s S It: 

c 
3 o o 

g 
X k 
cc 
CD 

OT o 
OT 
3 

DESCRIPTION PID 
(ppm) 

Well: BD-17D 
Elev.: 

25 

2 5 

2.5 

2.5 

2 5 

2.5 

F: 

I ." '•-* ' ."•• 

V; * V; 

7 

fe 
V 

fe fe 
fe 
fe 

^ 

CL 

GP 

ML 

CL 

GC 

GP 

DO 

CLAY; grey, silty, bace gravel, soft, 
moist to wet. medium plastidty. 

GFJAVEL; loose, unconsolidated, pootiy 
graded, gravel/sand mix, some cxibbles, 
wet 

As above. 

SILT; grey, dayey with ttace gravel, 
wet 

CLAY; grey, gravelly, witti some 
cobbles, wet medium plasb'dty. 

GRAVEL; grey, dayey, with some 
cobtiles, wet 

GF?AVEL; witti sand, cobbles, bedrock 
material, iron steining at bottom, wet 

Bedrode. 

-High SolWs 

-Steinless Steel 

;—Bentonite Chips 

-Sand 



LOG OF BORING BD-.17D 

(Page 5 of 5) 

Ellsworth Indusb-ial Park 
Downers Grove 

Dovmgradient 

Start Date 
Finish Date 
Driller . 
Drilling Method. 
Total Depth 

6/11/02 
6/11/02 
Boart Longyear 
Rotosonic • 
91ftbgs 

WESTON Geologist : B.Crawford 

Depto 
in 

feet 

80-

8 2 -

8 4 -

8 6 -

8 8 -

90-

9 2 -

co 
£ 
cx 
E 
03 

OT 

ID 

> 
8 ^ 
ID t i 

3 o 
O 

o 
Si 

9 6 -

98-

100-

g 
X k 
oc 
CD 

to 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

WeH: BD-17D 
Elev.: 

fe 
fe 
fe 
fe fe 
fe 
k fe 
fe fe 

^ 

\ 
S S 

fe 
fe fe 
fe 
fe fe 
fe fe fe fe fe 

DO 

Bedrock. -Steinless Steel 

-Sand 
-Steel Saeen 

End of boring @ 91 f t 
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Vi 
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CO 
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1 
o 

VAA^^^fJK^ 
1...W I " " ^*a#'*^ ^ 

Tl 

IMI 

V^^SOLUTIONSBI 
Ellsworth Indusbial Park 

Downers Grove 

Dovmgradient West 

Depto 
in 

feet 

• 

0~ 

-
~_ 
• 

2-. 

4-. 

H 
6-d 

-

10-. 

~: 

12-

l 
~ --

14-: 

~ 
16-

18-: 

on 

1 
(0 

CO 

1 

£ 

bl
ow

 c
ou

n 

(in
) 

2' 

2.5 

1.5 

1.5 

2:5 

2.5 

g 

LOG OF BORING Bb-18D 
\': (PagetofS) -

Start Date : 6/13/02 WESTON Geologist ; B . Cravirford 

Finish Date : 6/13/02 

Drilter : Boart Longyear . . ^ 

Drilling Metood : Rotosonic 

TotalDepto :91,ftbgs 

OT 
O 
to 
3 

DESCRIPTION 
PID/FID 
(ppm) 

i 
1 

1 

FL 

CL 

CL 

FILL; black, organic/day rich, topsoil 
With roote, bace gravel, wet. 

CLAY; ten, sandy, witti some gravel,. 
large cobbles located in center of core, 
soft, wet 

CLAY; ten, sandy with some gravel. 
soft, dry to moist, medium plastidty. 

CLAY; grey, silty, vvith some gravel, dry 
to moist stiff, low plasticity, large rock 
at bottom, probably pushed next 
samples away. 

No recovery. 

No recovery. 
... 

CLAY; grey, silty witti some gravel. 
moderately stiff, dry to moist, medium 
plastidty. (till) 

As above, with more gravel towards 
bottom and softer, (till) 

0/0 

0.1/0 

0/0 

0.3/0 

0.2/0 

0.3/0 

WeH: BD-18D 
Bev.: 

i ' l 

-conaete 

--Steinless Steel 
' -HighSoUds 

. 

• 

9 

. . _ . . . . . . • - . - . . • - . . . . . . . . • • . . 1 



LOG OF BORING BD^ISD 

(Page 2 of 6); 

Ellsworth lodusbial Park 
Dovmers Grove 

Dovmgradient West 

Start Date 

Rnish Date 

Drilter 
Drilltog Metood 

Total Depth 

6/13/02 

6/13/02 

Boart Longyear 

Rotosonic 

91ftbgs 

VVESTQN Geologist : B. Cravirford 

Depto 
in 

feet 

20-

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

3 2 -

3 4 -

3 6 -

3 8 -

40-

•o 
£ 
cx 
E 
CO 
to 

8 _ 
0> 4 ^ 

2 5 

2 5 

2.5 

2.5 

2.5 

2.5 

c : 
3 o o. 
o 
XI 

g 
I k 
oc 
o 

to o 
to 
3 

DESCRIPTION 

T: 

z 

CL 

CLAY; grey, silty, wiUi gravel, 
rnoderately soft dry to moist medium 
plastidty, inaeasing stiffness and 
deaeasing gravel with depth, (till) 

CLAY; grey, silty, trace gravel, mostiy 
stiff, dry to moist lovv to medium 
plastidty. (till) 

As above. 

Asabove. 

As above. 

CLAY; as abqve, txiftpm 2 in seam of 
sand/day mix ttiat is dry to slightty 
moist 

CLAY; grey, silty, witti gravel, mostty 
stiff, dry to moist '^^ ^ medium 
plastidty. 

CLAY; as above but conteihing more 
gravet 

PID/FID 
(ppm) 

Well: BD-18D 
Elev.: 

0.4/0 

0.2/0 

0/0 

0/0 

0.1/0 

0/0 

0/0 

0/0 

-Steinless Steel 

—HighSoUds 
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B V J ^ V S O L U T I O N S B 
Ellsworth Indusitiial Park 

Downers Grove 

Downgradient West 

Depto 
to 

feet 

40-

42-i 

44-

46-

'-\ 
: 

4 8 i 

-

'50-: 

52-; 

54^ 

56-

58-

1 j 

fin-^ 

CO 
ID 

• Q . 

ro 
£ g bl

ow
 c

ou
nt

s 

(in
) 

\ / 

A A 

2.5 

2.5 

g 

Q : 

CD 

i 
M 

1 
H I 
m 
:7r;^ 

jsfwi 

LOG OF BORING BD^18D 

- ( P a g e 3 o f 5 ) 

Start Date 

Rnish Date 

Driller 

Drilling Metood 

TotalDepto 

3. 

6/13/02 WESTON Geologist : B! Crawford 

6/13/02 

Boart Longyear 

Rotosonic 

91 ft bgs 

DESCRIPTION PID/FID 
(ppm) 

CL 

SC 

SP 
• • • • - • • •• 

CLAY; as atxive. 

CLAY; as above, viritti sand at bottom, 
indudes some cobbles. 

SAND; orange/brovm, dayey, some 
gravel, w e t 

SAND; as above, sahjrated. 

SAND; orange/brovm witti much gravel, 
loose, dry. 

SAND; grey, witti gravet pooriy graded, 
dry to mo is t some stiff portions. 

No recovery. 

No recovery. 

0/0 

0.1/0 

0/0 

0/0 

0/0 

0/0 

Well : BD-18D 
Elev.: 

' 1 

» 

9 

' 

' - p Steinless Steel 

' k High Solids 

ft 

9 

' 

ft 

» 

9 

ft 1 

ft 

,. , . .,; _. . . , . . . ; • 1 



LOG OF BORING; BD-18D 
(Page4of5) 

Ellsworth Indusbial Park 
Dcwners Grove 

Dowigradient West 

Start Date 
FinishDate 
Driller 
Drilltog Metood 
TotalDepto 

6/13/02 
6/13/02 
Boart Longyear 
Rotosonic 
91 ft bgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

60-

62-

64-

66-

68-

70-

72-

74-

76-

78-

80-

10 
£ cx 
E 
CD 

OT 
(D S" 

£ c 
3 o 
(J 

$ _ 
2 • • • c -

2.5 

2.5 

2 S 

2.5 

g 
X 

k 
DC 
CD 

OT 

tn-
3 

DESCRIPTION PID/FID 
(ppm) 

Well: BD-18D 
Elev.: 

fe 
fe fe 
SS s 

fe 

^ 

GC 

GP 

No rei»very. 

No recovery. 

GRAVEL; tannish/yellowish gravel/day 
mix, wet 

As above. 

As above. 

GFIAVEL; mixed with sand, ten, very 
istiff. Some cobble^ of weather^ 
d6lomite, rribsUy dry. 

0/0 

0/0 

0/0 

0/0 

Dry bedrock. 

DO 

—High Solids 

-Steinless Steel 

.-—Bentonite Chips 

i i -Sand 



LOG OF BORING BP-18D 

(Page 5 of 5) 

EHsworth Industrial Park 
Dovmers Grove 

Dovmgradient West 

Start Date 

Finish Date 

Driller 

Drilling Method 

Total Depto 

6/13/02 

6/13/02 

Boart Longyear 

Rotosonic 

91 ft bgs 

WESTON Geologist : B. Crawford 

Depto 
in 

feet 

CO 

£ cx 
E 
CO 

OT 

01 > o u _ . 
ta d 

3 
u 

o 
XJ 

g 
X 

k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION PID/FID 
(ppm) 

WeH: BD-18D 
Elev.: 

80-

82-

84-

86-

88-

90-

92-

9 4 -

96-

98-

100-

fe fe 
SX fe fe 
k sss fe fe fe fe 

^ 

s 
X 

fe 
fe fe 
S S 
^ fe 
fe 
fe 
S S 
KS 

DO 

Bedrock. 
-Steinless Steel 

- S a n d 

Steel Saeen 

End of boring @ 91 ft. 



LOG OF BORING SB-3D 

(Paige 1 of 4) 

Ellsworth Indusbial Park 
Dovmers Grove 

/\rrow Gear 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Metood 

: 05/23/02 
: 05/23/02 
: Rock and Soil 
:4!iitolDHSA 
: Split Spoon . 

TotalDepth :74ft bgs 
WESTON Geologist : R. Majchrzak 

Depto 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

10 
£ a. 
E 
ID 
OT 

to > o o 
0) 

c: 
3 o o 
2 c-Si -s. 

g 
X 

k 
DC 
CD 

OT 
O 
OT 
3 

DESCRIPTION 

16 

10 

13 

12 

13 

13 

16 

5,5,5.3 

5,4.5.6 

5.6.8.7 

4,4,24,12 

12,14,7.3 

8,8,8,10 

12,10.12,8 

8,8,10,10 

4,8,27,17 

7,10,12,14 

A, 

FL 

CL 

CL 

Z 

Black topsoH (6-inches) over 6 in Gravel 
over very stiff SILTY CLAY. 

FILL: brovm sHty day with trace fine 
gravel, moist. 

As above, wet at 6 ft depth. 

SILTY CLAY, very stiff to hard, gray, 
moist with bace fine gravel (TILL). 

As atxive, occassional cobble noted. 

PID 
(ppm) 

WeH: SB-3D 
Elev.: 

Cover 

—Conaete 

-Steinless Steel 

' —Grout Slurry 



Ellsworth Indusbial Park 
Dovmers Grove 

Depto 
in 

feet 

CO 

J S 
CX 

E 
CO 

tn 
20-

2 2 -

2 4 -

2 6 -

28-

30-

3 2 -

3 4 -

3 6 -

3 8 -

40-

Arrow Gear 

8 o. 
9 .£ 

c 
3 

8 
2 -c 
XJ : = • 

LOG OF BORING SB-3D 

(Page 2 of 4) 

start Date 
Finish Date 
Driller 
Drilling Metood 
Sampling Metood 

05/23/02 
05/23/02 
Rool^nd Soil 
4'/itolbHSA 
SplitSpbon 

TotalDepto :74ft bgs 
WESTON Geologist : R. Majchrzak 

g 
X k 
cc 
CD 

tn 
o 
OT 
3 

DESCRIPTION 

18 

18 

18 

10 

19 

P ^ 
15,16,20,20 

19,34,20,18 

4,5,7.13 

5.6,19,32 

20,20,24,30 

50•^ 

49,50•^ 

50-^ 

14,16,15.25 

19,50•^ 

CL 

SILTY CLAY, vety stiff, darie gray with 
bace fine gravel, slightiy moist 
occassional cobble. 

SILTY CLAY, stiff, light gray with bace 
fine gravel, moist. 

SILTY CLAY, very stiff with bace fine 
gravel, moist 

SILTY CLAY, very stiff to hard, light 
brovm witii bace fine gravel, slighUy 
moist occassional cobble. 

7 

SP 

CL 

SILTY SAND, very dense, 
orange-brovm, fine-grained, wet with 
tirace to litUe fme gravel, oexassional 
cobbles and coarse gravel, poorty 
sorted. 

SILTY CLAY, very stiff, gray with bace 
fine gravel, moist, occassional cobble. 

GP 
GFIAVEL, very dense, brown, fine to 
coarse with litUe sand, wet. pooriy 
sorted. 

PID 
(ppm) 

Well: SB-3D 
Bev.: 

-Steinless Steel 

—Grout Slurry 



Ellsworth Indusbial Park 
Dovmers Grove 

Arrow Gear 

LOG OF BORING SB-3D 

(Page 3 of 4) 

Start Date 
Rnish Date 
Driller 
Drilling Metood 
Sampling Method 

: 05/23/02 
: 05/23/02 
: Rock and Soil 
: 4'/^ to ID HSA 
: Split Spoon 

TotalDepto : .:74ftbgs 
WESTON Geologist : R. Majchrzak 

Depth 
in 

feet 

40-

4 2 -

4 4 -

4 6 -

48-

50-

5 2 -

5 4 -

5 6 -

58-

60-

o. 
E 
CO 
OT 

8 

c 
3 
O 
o 
2 -c 
XJ -o. 

g 
X k 
cc 
CD 

ro 
O. 
ro 
3 

DESCRIPTION 

13 

13 

14 

16 

12 

32.50-f-

23,23,50+ 

45,50-«-

11,13.23,26 

22.24,20,21 

24,25,26,26 

42,39,30,19 

22,24,50-t-

V; * :v; 
. » * . * • * . • • 

. • • - • • I " 

fe fe fe fe fe fe fe 

fe 
fe 

GP 

SW 

ML 

GP 

ML 

GP 

DO 

SAND, medium dense, brovm, coarse 
grainert.wfit 

SILT, very stiff, brovm, wet 

GRAVEL, very dense, brovm to gray 
coarse grained, well sorted. 
Boulder noted at 45-46 feet. 

SANDY SILT, very stiff, brovm, wet. 

GRAVEL, very dense, gray, coarse 
grained, wet with bace fine sand, silt 
and day, pooriy sorted. 

DOLOMITE, top 2" brovm, weathered 
with white chert, wet 

PID 
(ppm) 

Well: SB-3D 
Elev.: 

-Grout Slurry 
-Steinless Steel 

•;—Bentonite Chips 



LOG OF BORING SB-3D 

(Page 4 of 4) 

Ellsvrarth Industrial Park 
Dovmers Grove 

Arrow Gear 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Metood 

05/23/02 

05/23/02 

Rock and Soil 

V/. in ID HSA 

Split Spoon 

TotalDepto 

WESTON Geologist 
:74ftbgs 

: R. Majctorzak 

Depto 
in 

feet 

60-

62' 

64-

10 
£ 
a. 
E 
CD 

ro 

o 
S £ 

£ 'c 
3 
O 
o 
2 -c 

O 

k 
CC 
CD 

68-

7 0 -

72-

74-

7 6 -

78-

8 0 -

OT 
O 
OT 
3 

DESCRIPTION PID 
(ppm) 

Well: SB-3D 
Bev.: 

fe fe fe 

fe fe 
fe fe 
fe fe 

^ 

S S s 

fe 

fe fe 
fe fe 
\ S X 

fe fe 
fe 
S X 

fe 
^ 

D O 

-Bentonite Chips 

-Steinless Steel 

-Sand 

Steel Saeen 

End of Boring at 74 ft 
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RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP54 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

26 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geologist 

Location 

30' BGS 

Ted Cagney 

2500 Curtiss 

Depth 
in 

teet 

2 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30-

>. 
> 
8 « cc CD 

OT 
O 
W 
3 

Boring Intervals 
r ^ ^ VOC Soil Sampte Collected 

Geologic Sample Interval 

DESCRIPTION 

£ 
CS £ a 
"c 
Ol 

. c 

o 
CD 

E 
C L 
CJ. 

9 
Q. 

REMARKS 

Well: Piezometer 

36/48 

36/48 

21/48 

FILL; Sandy day, grey, trace gravel, 
^slightiy moist stiff. 

SILTY CLAY; Dark brown, soft, moist, trace 
ygravel, very_friable along_[ayers._ _J 

SW 

CL 

SANDY CLAY; Brown, soft, trace gravel, 
dry to slightly moist 

SAND with gravel; Orange, coarse gravel, 
loose, dry, no petroleum odor or staining. 

SANDY CLAY; Brown and grey, moist, 
trace gravel, soft, but tiecomes, hard with 
depth. 

K 

Z 

Z 

0.0 

0.0 

0.0 

End of boring @ 30". 

Soil sample collected at 
14:55 for VOCs and 
percent moisture content -
sample ID EIP-GP54-01. 

Soil sample collected at 
15:10 for VOCs and 
percent moisture content -
sample ID EIP-GP54-02. 

Piezometer well screen set 
from 20 to 30 feet. 

Soil sample collected at 
15:30 for VOCs and 
percent moisture content -
sample ID EIP-GP54-03. 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 
Wortc/tesignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

Depto 
to 

feet 

0 -

-

2 -

^ -

6 -

8 -

1 0 -

1 2 -

1 4 -

-
_ 

1 6 -

1 8 -

. 
-

2 0 -

2 2 -

24-^ 

2 6 -

-

2 8 -

c 

I ' > £ 

1 I 

) 
5 tn 

) 3 

36/48 •;';;• 

\ ^ 

•V SW 

^ 

1 CL 

J 

Date Completed 

Drilling Company 

Drilling Method 
Driller Name 

Borehole Diameter 

Boring Intervals 
| , x ; | VOC Soil Sampte Collected 

1 1 Geoloaic Samole Interval 

LOG OF BORING EIP-GP55 

(Pagel o f l ) 

: 27 January 2004 

: IPS Totel Depto : 27' BGS 

: Geoprobe WESTON Geologist : Ted Cagney 

: Ryan Scott Location : 2500 Curtiss 

: 2 " 

DESCRIPTION 

"CLAYEY SANlfand'GRAVEL;¥rown and 
orange, less day with depth, coarse 
grained sand and gravel, slightly moist. 
some plasticity, deaeasing with depth. 

- - -

^SILTY CLAY; Grey, dry, stiff, very hard. 
bace gravel. 

End of boring @ 27' 

• • ' 

£ 

% 
^ 

o 
m 

1 
0. 

REMARKS 

^ 

X 

0.0 

0.0 

Soil sample collected at 
8:55 for VOCs and 
percent moisture content -
sampte ID EIP-GP55-01. 

•• -• 
Piezometer well screen set 
from 17 to 27 feet. 

Soil sample collected at 
9:10 for VOCs and 
percent moisture content -
sample ID EIP-GP55-02. 

Well: Piezometer 

2" PVC Riser 

'- 0.010" Slot Saeen 

1 
1 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parte Site 

Downers Grove, Illinois 

Depth 

in 

feet 

0 -

2 -

4 -

6-^ 

8 -

1 0 -

12-^ 

14-^ 

1 6 -

1 8 -

2 0 -

2 2 -

24-^ 

26-^ 

2 8 -

30-^ 

A < 
O 0 

CC c 

20/48 ;••; 

3 
C 
L OT 

3 3 

i FL 

' \ -

SW 

LOG OF BORING EIP-GP56 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Dril l ing Method 

Driller Name 

Borehole Diameter 

27 January 2004 

IPS Totel Depth : 30 ' BGS 

Geoprobe W E S T O N Geologist : Ted Cagney 

Ryan Scott Location : 2500 Curtiss 

2" 

Boring Intervals 
I X I VOC Soil Sampte Collected 

1 i Geoloaic Sample Interval 

DESCRIPTION 

FILL; Sand and gravel, some day, brown, 
and grey, dry, loose, coarse grained sand. 

SILTY CLAY; Brown to black, dry, stiff, 
slight organic odor, trace gravel. 

, 

^SAND and GFiAVEL; Brown, medium 
grained, dry, loose. 

End of boring @ 30'. 

.. 

£ 

£ 
c 
cn 
_c 

o 
OQ 

X 

X 

? 
Q. 

a 
Q. 

0.0 

REMARKS 

Soil sample collected at 

9:50 for V O C s and percent 

moisture content - sample 

IDE IP -GP56-01 . 

Piezometer wel l screen set 

f rom 20 to 30 feet. 

Soil sample col lected at 

10:15 for VOCs and 

percent moisture content -

sample ID EIP-6P56-02. 

Well: Piezometer 

2" PVC Riser 

0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7.0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois 

Depto 
in 

feet 

0 -

2 -

6 -

%-

10-^ 

1 2 -

1 4 -

1 6 -

1 8 ^ 

2 0 -

2 2 -

2 4 -

2 6 ^ 

2 8 - | 

30 

a. 

30/48 

30/48 

O 

m 

W:̂  

1 

tn 
o 
OT 
3 

FL 

SC 

SW 

SC 

LOG OF BORING EIP-GP57 

(Page 1 of 1) 

Date Completed 

Drilling Company 

DriHing Method 

Driller Name 

Borehole Diameter 

27 January 2004 

IPS TotalDepto : 30'BGS 

Geoprobe WESTON Geologist : Ted Cagney 

• Ryan Scott Location : 2500 Curtiss 

2" 

Boring Intervals 
1 X 1 VOC Soil Sample Collected 

1 1 Geoloaic Samole Interval 

DESCRIPTION 

1 

FILL; Sand and gravel, brown, loose and 
coarse grained sand, dry, well graded 

^gravel. 
SANDY CLAY; Brovm, dry to slightly moist 
trace gravel, high plastidty, soft. 

' ^SAND and GRAVEL; Brown, dry, loose, 
^coarse grained. 

/ 

SANDY CLAY; Brovm, dry, very stiff, trace 
gravel, hard. 

-

End of boring @ 30' 

(0 
CO 

£ 
a t 
c 
-c 
o 
m 

X 

X 

o 
0. 

0.0 

0.0 

REMARKS 

Soil sample collected at 
11-.00 for VOCs and 
percent moisture content -
sampte ID EIP-GP57-01. 

Soil sample collected at 
11:15 for VOCs and 
percent moisture content -
sampte ID EIP-GP57-02. 

Piezometer well screen set 
from 20 to 30 feet. 

Well: Piezometer 

2" PVC Riser 

0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP58 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

26 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geotogist 

Location 

30" BGS 

Ted Cagney 

2500 Curtiss 

Depth 
in 

feet 

lU 

> 
8 
ID 
CC 

o 
I 

Q. 

CD 

ro 
o 
OT 
3 

Boring Intervals 
[ ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

JO 
CD 

£ 

a> 

' b -o 
ffl 

E 
a. 
o. 
9 
Q. 

REMARKS 

Well: Piezometer 

48/48 

4 -

48/48 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30/48 

30-

FL 

GW 

SW 

3" FILL; Asphalt and gravel, black. 
SILTY SAND; Tan, with gravel, loose, dry. 

SANDY CLAY; Grey and brown, with 
gravel, dry to slightly moist. 

CLAYEY SAND and GRAVEL, Brovm and 
orange, coarse grained, loose, dry. 

SAND and GFIAVEL; Orange, coarse 
grained, dry, loose,. 

E 

X 

K 

0.0 

0.0 

0.0 

Soil sample collected at 
13:18 for VOCs and 
percent moisture content -
sampte ID EIP-GP58-01. 

Soil sample collected at 
13:35 for VOCs and 
percent moisture content -
sample ID EIP-GP58-02. 

Soil sample collected at 
14:10 for VOCs and 
percent moisture content -
sample ID EIP-GP58-03. 

Piezometer well screen set 
from 20 to 30 feet 

End of boring @ 30'. 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois 

Depto 
in 

teet 

0 -

2 -

4 -

6 -

8 ^ 

10-^ 

1 2 -

14- j 

1 6 -

1 8 -

20-^ 

2 2 -

2 4 -

2 6 ^ 

2 8 -

3 0 -

1 
oc 

O 
X 

CD 

tn 
o 
OT 
3 

LOG OF BORING EIP-GP59 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

: 26 January 2004 

: IPS Totel Depto : 30' BGS 

: Geoprobe WESTON Geologist : Ted Cagney 

: Ryan Scott Location : 2500 Curtiss 

: 2 -

Boring Intervals 
| ; x ; | VOC Soil Sampte Collected 

1 1 Geoloaic Samole Interval 

DESCRIPTION 

48/48 

48/48 

38/48 

•V"-'. -V' 
; ; o ' • ; . 0 
• « - . • • • . ' . 
. d • ' , .a 

• '.•' '•". 
" . • • , - ^ . 

; .0" • ; . 0 

: ; : 
/ / 

1 

:̂̂ M 

FL 

CL 

SC 

SC 

SP 

£ 

•i 
1 
a . 

O 

REMARKS 

FILL; Sand with gravel, ten, low plastidty, 
dry. 

SILTY CLAY; Brown, trace gravel, dry to 
slightly moist soft. 

SANDY CLAY; Tan and orange, with 
gravel, dry to slightly moist stiff. 

S/kND and GRAVEL; Orange, coarse 
grained, dry, low plasticity, some large 
cobbles throughout. 

-

End of boring @ 30'. 

X 

X 

X 

0.0 

0.0 

0.0 

Soil sample collected at 
11:32 for VOCs and 
percent moisture content -
sampte ID EIP-GP59-01. 

Soil sample collected at 
11:37 for VOCs and 
percent moisture content -
sample ID EIP-GP59-02. 

Soil sample collected at 
11:48 for VOCs and 
percent moisture content -
sampte ID EIP-GP59-03. 

Piezometer well screen set 
from 20 to 30 feet. 

Well: Piezometer 

2" PVC Riser 

0.010" Slot Saeen 

-



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 156-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP60 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 27 January 2004 

:1PS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Totel Depto 

WESTON Geologist 

Location 

30'BGS 

Ted Cagney 

2500 Curtiss 

Depto 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

22-

2 4 -

2 6 -

2 8 -

30-

£< 
> 
o 
u 

O 
I 

CD 

ro 
o 
w 
3 

Boring Intervals 

r ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

£ 
CD 
> 
« 
OJ 
_c 
o m 

E 
a. 

9 
Q. 

REMARKS 

Well: Piezometer 

36/48 

24/48 1 
K 

30/48 

M 

FL 

CL 

CL 

CL 

S W 

FILL; Sandy day and gravel, brown, 
slightly moist, moderate plasticity. 

SILTY CLAY; Brown and black, slightly 
moist trace gravel. 

As atiove. 

SILTY CLAY; Black, slightly moist some 
gravel, organic odor. 

SAND and GF?AVEL; Brown and orange, 
coarse grained sand, dry, loose. 

z 

X 

X 

0.0 

0.0 

0.0 

Soil sample collected at 
12:00 for VOCs and 
percent moisture content -
sampte ID EIP-GP60-01. 

Soil sample collected at 
12:10 for VOCs and 
percent moisture content -
sample ID EIP-GP60-02. 

Soil sample collected at 
12:25 for VOCs and 
percent moisture content -
sampte ID BP-GP60-03. 

Piezometer well screen set 
from 20 to 30 feet 

End of boring @ 30'. 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP61 

(Pagel of l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 14 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Totel Depth : 30' BGS 

WESTON Geologist : James Molholm 

Location : 2300 Wisconsin 

Depth 
in 

feet 

0-

2 -

4 -

6 - 32/48 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

28-

30-

£< 
CD > 
8 
ID 

CC 

o 
I 

Q. 

CD 

M 
O 
M 
3 

Boring Intervals 
I ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

C 

~~ C3) 
c: •c o 
m 

F 
CL 
Q . 

O 
0. 

REMARKS 

Well: Piezometer 

48/48 

46/48 

Fl 
k -1 

4 
1/ 
u 

A 
V A 

/ 
V A 

/ 

/ / 

CL 

CL 

ML 

CL 

CL 

SILTY CLAY; Brown, organic with roots, some 
coarse gravel, soft, moist plastic. 

SILTY CLAY; Tan, firm, some moist, low 
plasticity. 

SILTY CLAY; Brown and tan, some sand and 
gravel, firm, plastic. 

SILT; Tan, with coarse sand and medium 
gravel, 2" seam of rock fragments at 11.5', 
very moist 

SItTY CLAY; Tan, with rock (dolostone) 
fragments, firm, slightly moist. 
CtAY, Grey, moist, with more plasticity. 

X 

X 

X 

0.0 

0.0 

0.0 

Soil sample collected 
at 11:06 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP61-01. 

Soil sample collected 
at 11:16 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP61-02. 

Soil sampte collected 
at 11:30 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP61-03. 

Piezometer screen set 
from 20 to 30 feet. 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP62 
(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 22 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depto : 25' BGS 

WESTON Geologist : James Molholm 

Location : 2300 Wisconsin 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

22-

2 4 -

2 6 -

0) 

> 
8 
cc 

o 
X 
Q. 

CD 

OT 
O 

ro 
3 

Boring Intervals 
r ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

£ 
CD 

0) 

^̂  
CJ) 

o 
ffl 

E 
CL 

9 
Q. 

REMARKS 

Temporary Well 

I 

I 
Id 

CL 

CL 

CL 

SILTY CLAY; Brown fading to ten at 3', stiff; 
low moisture, low plasticity, with coarse angular 
gravel. 

As above; Tan, stiff, medium plasticity, 
inaeasingly brown, grey, and soft at 9.5'. 
Frequent pooriy graded layers of silt, sand, 
and gravel, moist. 

SILTY CLAY; Grey, medium stiffness, moist, 
plastic, with poorly sorted gravels and 
occasional sand layers (3"). 

E 

E 

X 

0.0 

0.0 

0.0 

Soil sample collected 
at 14:46 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP62-01. 

Soil sample collected 
at 14:55 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP62-02. 

Piezometer screen set 
from 15 to 25 feet 

Soil sample collected 
at 15:10 for VOCs 
and percent moisture 
cxintent - sample ID 
EIP-GP62-03. 

End of boring @ 25'. 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

Depth 
in 

feet 

n 

2 -

4 -

6-^ 

8 -

1 0 -

12-^ 

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

28-^ 

oU 

1 O 
X 

in 
o 
ro 
3 

47/48 

40/48 

A 
A 
/ / 

A 
A 

CL 

CL 

LOG OF BORING EIP-GP63 

(Page l o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

8 January 2004 

IPS Totel Depto : 30' BGS 

Geoprobe WESTON Geologist : James Molholm 

Ryan Scott Location : 2300 Wisconsin 

2" 

Boring Intervals 
1 X 1 VOC Soil Sampte Collected 

I 1 Geoloaic Samole Interval 

DESCRIPTION 

CLAY; Tan, stiff, low plasticity, trace coarse 
gravel, occasional dark brown organic day 
layers. 

CLAY; Tan, stiff, some moisture, low plastidty, 
with trace large rounded gravel. 

-

£ 

£ 
c 

? 
-c 
o 
ffl 

I 
a. 

O 

REMARKS 

X 

X 

0.0 

0.0 

Soil sample collected 
at 13:12 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GP63-01. 

Soil sample collected 
at 13:19 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP63-02. 

Piezometer screen set 
from 20 to 30 feet. 

Temporary Well 

2" PVC Riser 

0.010" Slot Saeen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP64 

(Page 1 of 1) 

Date Completed : 14 January 2004 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

Totel Depth : 25' BGS 

WESTON Geologist : James Molholm 

Location : 2300 Wisconsin 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

24-

2 6 -

ID 

> 
8 
D> 

CC 

o 
X 
Q. 

CD 

OT 
O 
OT 
3 

Boring Intervals 
r ? ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 

9 
Q. 

REMARKS 

Well: Piezometer 

48/48 

7 

/ 
U ^ 

/ 
V A 

/ 
1/ A 

38/48 

CL 

CL 

CL 

MH 

2" SAND; Dark Brown, some gravel and silt 
moist. 
SILTY CLAY; Brown with dark organic day, 
with coarse and rounded gravel, and brick 
fragment, firm, low plasticity, fades to tan @ 5'. 

CLAY; ten. 

SILTY CLAY; Grey, slight soff, moderate 
plasticity, moist. 

SANDY SILT; Grey, trace 3" medium grained 
gravel and silt seams, soft, wet 

E 

E 

0.0 

0.0 

End of boring @ 25'. 

Soil sample collected 
at9:11 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP64-01. 

Piezometer screen set 
from 15 to 25. 

Soil sample collected 
at 9:27 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP64-02. 

- 2 " PVC Riser 

-0.010" Slot S a e e n 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7<1026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

Depth 
in 

feet 

0 -

2 -

4 -

6-^ 

8-^ 

1 0 ^ 

1 2 -

1 4 -

1 6 -

1 8 ^ 

2 0 ^ 

22-^ 

2 4 -

2 6 ^ 

2 8 -

' in 

_'c" 

8 ' 
a. ( 

J 
: 
L OT 

s ^ 
fe w 
D 3 

LOG OF BORING EIP-GP65 

(Page l o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

14 January 2004 

IPS Totel Depto : 30' BGS 

Geoprobe WESTON Geologist : James Molholm 

Ryan Scott Location : 2300 Wisconsin 

2" 

Boring Intervals 
I ' X ' j VOC Soil Sampte Collected 

1 1 Geoloaic Samole Interval 

DESCRIPTION 

36/48 / 

/ 
/ 

A 

/ 
/ 

/ CL 

; CL 

£ 

C3> 
c 
§ 
m 

E" 

Q 
Q. 

REMARKS 

SILTY CLAY; Brown, with coarse, 
sub-rounded, and sut>-angular gravel, brick 
fragments, firm, slightiy moist low plasticity. 

SANDY CLAY; Brown, with gravel, moderately 
soft, moist. Wet coarse sandy day at 9.5", 
plastic. 

SILTY CLAY; Tan, with gravel, firm, low 
moisture, low plasticity. 

• 

X 

X 

0.0 

0.0 

Soil sample collected 
at 8:09 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP65.01. 

Soil sample collected 
at 8:18 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP65-02 

Piezometer screen set 
from 20 to 30 feet 

Well: Piezometer 

2" PVC Riser 

0.010" Slot Saeen 

End of boring® 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING E1P-GP66 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

8 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

: 30' BGS 

: James Molholm 

: 2300 Wisconsin 

Depth 
in 

feet 

2 -

6 -

8 -

1 0 -

1 2 -

14-

1 6 -

18-

20-

22-

2 4 -

2 6 -

2 8 -

30-

> o o 
tn 
DC 

O 
X 

< 
cc 
CD 

OT 
O 
OT 
3 

Boring Intervals 

1 X 1 VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION o 
ca 

E 
CL 
Q . 

Q 
a. 

REMARKS 

Temporary Well 

48/48 

48/48 

44/48 

CL 

CL 

GM 

CL 1' silty clay layer, tan, firm, with coarse 
sub-angular gravel, moist, low plasticity at 

^bottom. / 

SILTY CLAY; highty silty. Brown and Tan, stiff, 
low moisture, low plasticity, 1 " organic soil at 
top, some coarse sub-angular gravel. 

SILTY CLAY; r Tan, soft, mo is t plastic, with 
cx)arse sul)-angular gravel. Grades to black at 
6' then to brown and grey motUing at 8', 12" 
SILT layer at 8', stiff, mo is t 

SILT and GRAVEL; Brown, heavy oxidation, 
wet, grades to SILT, tan, highly plastic, very 
moist. 2" gravel and sand layer, tan, rnoist at 
top, grades to 6" silt and gravel layer, tan at 
10'. 

X 

X 

X 

0.0 

0.0 

0.0 

Soil sample collectecf 
at 11:25 for VOCs 
and percent moisture 
content - sample ID 
EIP.GP66-01. 

Soil sample collected 
at 11:28 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP66-02. 

Soil sample collected 
at 11:38 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP66-03. 

Piezometer screen set 
from 20 to 30 feet. 

End of boring @ 30 feet. 

- 2 " PVC Riser 

-0.Q10" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-^B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP67 

(Page 1 of 1) 

Date Completed : 4 December 2003 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

TotalDepth : 17'BGS 

WESTON Geologist : Ted Cagney 

Location : 2525 Wisconsin 

Depth 
in 

feet 

> o o 
ID 

CC 

g 
I 
0. 
< 
oc 
CD 

OT 
G 
in 
3 

Boring Intervals 

r ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION o 
m 

REMARKS 

2 -

8 -

1 0 -

1 2 -

1 4 -

16-

42/48 

K 

m 

CL 

CL 

SILTY CLAY; Brown with gravel, dry, low plasticity. 

SANDY SILTY CLAY; Brown, course grained sand, some gravel. 

SILTY CLAY; Gray, bace gravel and cobbles, dry, hard, stiffness 
increases with depth. 0.0 

0.0 

0.0 

0.0 

Soil sample collected at 
9:45 for VOCs - sample 
IDEIP-GP67-01. 

Soil sample collected at 
10:10 for VOCs-
sample ID EIP-GP67-02. 

End of boring @ 17 feet. 

1 8 -

2 0 -



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP68 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

4 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth : 27' BGS 

WESTON Geologist : Ted Cagney 

Location : 2525 Wisconsin 

Depth 
in 

feet 

ID > 
O 
o 

O 
I 
o. 
< 
cc 
CD 

ro 
o 
OT 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sample Collected 

1 I Geologic Sample Intervals 

DESCRIPTION o 
m 

E 
a. 
CL 

O 
REMARKS 

K 
48/48 

4 - 1 
8 -

1 0 -

12 

14 

1 6 -

1 8 -

20-

2 2 -

2 4 - 48/48 

26-

OL 

CL 

CL 

TOPSOIL; Black clayey silt with organic material, slightiy mo is t 
^trace gravel and cobbles. 

SILTY CLAY; Brown, orange, black, and grey mottiing, some 
gravel and cobbles, slightiy moist. 

SILTY CLAY; some gravel and cobbles, dry to slightly mo is t 

SILTY CLAY; Grey, trace gravel and cobbles, hard, slightiy 
mois t low to moderate plasticity. 

E 

E 

0.0 

O.ff 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 15:30 
for VOCs - sample ID 
EIP-GP68-01. 

Soil sample collected at 15:45 
for VOCs - sample ID 
EIP-GP68-02. 

End of boring @ 27 feet. 

28-



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7^)026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP69 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 3 December 2003 

:IPS 

: Geoprobe 

: Ryan Scott 
: 2 " 

Total Depth : 28' BGS 

WESTON Geologist : Ted Cagney 

Location : 2525 Wisconsin 

Depth 
in 

feet 

ID > 
O 
o 
ID 

DC 

O 

i 
0. 
< oc 
CD 

w 
o 
CO 
3 

Boring Intervals 

[ ^ 3 VOC Soil Sample Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

CJl 

c 
o 
ffl 

E 
a. 
CL 

9 
0. 

REMARKS 

m 
2 - 48/48 

/ 

6 -

8 -

10-

12^ 

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

24-

2 6 -

28-

44/48 

/ 

/ 

/ 

/ 
/ 

/ 

/ 
/ 

/ 

/ 

OL 

SM 

CL 

TOPSOIL; Black CLAYEY SILT, trace gravel and organic 
material, slighUy mo is t 

S I tTY C t A Y ; Brown and orange mottiing, with some sand, trace 

gravel and cobbles, soft, slightly mo is t 

SANDY SILTY CLAY; softslightiy moist, trace gravel. 

SILTY CLAY; Brown and orange mottling, soft, dry, trace gravel. 

S.ANDY SILTY CLAY; trace gravel and cobbles, hard, stiff, dry to 
slightiy moist. 

E 

X 

0.0 

o.a 

0.0 

0.0 

U.U 

0.0 

0.0 

0.0 

Soil sample collected at 14:10 
for VOCs - sample ID 
EIP-GP69^)1. 

Soil sample collected at 14:35 
for VOCs - sample ID 
EIP-GP69-02. 

End of boring @ 28 feet. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois; 

LOG OF BORING EIP-GP70 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

4 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2-

Total Depth 

WESTON Geologist 

Location 

16' BGS 

Ted Cagney 

2525 Wisconsin 

Depth 
in 

feet 

ID > 
O 
o 
ID 

CC 

O 
X 
Q. < 
CC 
CD 

W 
O 
OT 
3 

Boring Intervals 

r ^ ^ VOC Soil Sample Collected 

1 I Geologic Sample Intervals 

DESCRIPTION 

c 

cn 
c 
o 
ffl 

F 
CL 
a. 

a 
a. 

REMARKS 

2 - 44/48 

4 -

6 -

8 -

1 0 -

1 2 -

1 4 - 48/48 

16^ 

PT z 

CM 

CL 

CL 

CLAYEY SILT; Black, with gravel and organic material, slighUy 
moist, no odor or staining. 

SILTY CLAY; Brown trace gravel and organic material, dry to 
slighUy moist, no odor or staining. 

SANDY CLAY; Brown, trace gravel, soft, slightiy moist. 

S I t T Y CLAY; Brown, trace g rave l , soft, stiffness increases with 
depth, slightiy moist. 

S I tTY CLAY; bace gravel, soft, dry. 

End of boring @ 16 feet. 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 14:50 
for VOCs - sample ID 
EIP-GP70-01. 
Duplicate soil sample 
collected at 14:55 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 15:10 
for VOCs-sampte ID 
EIP-GP70-02. 
MS/MSD soil sample collected. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-O026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP71 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller l ^me 

Borehole Diameter 

: 12 December 2003 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Well Diameter 

Total Depth 

WESTON Geotogist 

Location 

24' BGS 

Barry Crawford 

2525 Wisconsin 

Depth 
in 

feet 

> o o 
ID 

DC 

O 
X 

a. 

tD 

IO 
O 
OT 
3 

Boring Inten/als 

| ? < ] v e x Soil Sampte Collected 

Geologic Sample Intervals 

DESCRIPTION 

i n 
ID 

f 
ID 
c 
CJ) 
c 
o 
m 

. • F 
CL 
CL 

Q 
0 . 

REMARKS 

2 - 48/48 

6 -

10-

12-

1 4 -

46/48 

tD 
CL 

1 6 -

1 8 -

2 0 -

2 2 -

44/48 

48/48 

24-

FL 

ML 

CL 

CL 

CL 

FILL; Grass and topsoil, dry, organic rich, loose. 

SILT; Tan clay rich, with gravel, dry, hard, low plasMcity-

SILTY CLAY; Grey, with gravel (till), dry to slight moist, stifflow 
plasticity. 

CLAY; As above. 

CLAY; As above. 

E 

E 

E 

0.0 

0.0 

0-0 

0.0 

Soil sample collected at 9:05 for 
VOCs and percent moisture 
content-sample ID 
EIP-GP71-01. 
MS/MSD sample collected. 

Soil sample collected at 9:45 for 
VOCs and percent moisture -
sampte ID EIP-GP71-02. 

Soil sample collected at 10:10 
for VOCs and percent moisture 

End of boring @ 24'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTf?ACT No. 68-W7-002e 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP72 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

3 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 30' BGS 

WESTON Geologist : Ted Cagney 

Location : 2525 Wisconsin 

Depth 
in 

feet 

g 
X 
Q. < 
CC 

o 

IO o 
OT 

Boring Intervals 

( ^ ] VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION o 
ffl 

9 
O L 

REMARKS 

0-

2 -

4 -

6 -

/ 

48/48 

1 0 -

1 2 -

1 4 -

16-

18-

42/48 

2 0 -

2 2 -

2 4 -

26-

2 8 -

44/48 

46/48 

30 -

M 

i 

CL 

CL 

CL 

CL 

CL 

SILTY CLAY; Brown, trace gravel and cobbles, hard. 

SANDY SILTY CLAY; Grey, moderate plasticity, dry to slighUy 
moist, trace gravel and cobbles. 

SILTY CLAY; Grey, trace gravel and cobbles, dry to slighUy 
mois t moderate plasticity. 

X 

X 

SANDY S I t T Y C t A Y ; Greytrace gravel and cobblesdry to slighUy 
mois t moderate plasticity. 

X 

End of boring @ 30 fee t 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample and Dup collected at 
10:15 for VOCs - sample ID 
EIP-GP72-01. 

Soil sample collected at 10:20 
for VOCs-sample ID 
EIP-EIP-GP72-02.GP72-02. 

Soil sample collected at 11:50 
for VOCs - sample ID 
EIP-GP72-02.GP72-03. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth todustrial Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP73 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 12 December 2003 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depto 

WESTON Geologist 

Location 

19' BGS 

Barry Crawford 

2525 Wisconsin 

Depth 
in 

feet 0) 
DC 

g 
X 

< 
DC 
CD 

W 
o 
OT 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

? 
a> 
c 
— CJ) 
c 
o 
m 

F 
CL 
CL 

Q 
Q. 

REMARKS 

2 -

4 -

6 -

8 -

1 0 - 38/48 

1 2 -

14-

16-

1 8 -

48/48 

Z 

A 

n 

ML 

CL 

CLAYEY SILT; Tan, wiUi gravel, dry to slightiy moist, stiff, low 
plasticity, no odor or staining. 

SILTT CLAY; Grey, with gravel (till), dry to slightiy moist, stiff, low 
plasticity. 

Soil sample collected at 11:55 tor 
VOCs and percent moisture 
content - sample ID EIP-GP73-01. 

Soil sample collected at 12:15 for 
VOCs and percent moisture 
content - sample ID E1P-GP73-02. 

End of boring @ 19'. 

20-



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Paris Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP74 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 4 December 2003 

:IPS 

: Geoprobe 

: Ryan Scott 

:2 -

Total Depth 

WESTON Geologist 

Location 

24' BGS 

Ted Cagney 

2525 Wisconsin 

Depth 
in 

feet 

ID > 
O 
u 
ID 

OC 

g 
X 
0 . 

CD 

OT 
O 
W 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION o 
m 

9 
a. 

REMARKS 

2 - 44/48 

/ 

4 - m 

8 -

1 0 -

12-

14-

1 6 -

1 8 -

20-

2 2 -

24-

48/48 

/ 

/ 

/ / 

K 

m 

ML 

CL 

CL 

CLAY SILT; Black, some organic material, trace gravel, slighUy 
mo is t 

SILTY CLAY; Brown and black, slighUy moist, trace gravel and 
cobbles. 

SILTY CLAY; Grey, trace sand, gravel and cobbles, dry. 

E 

E 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 8:00 for 
VOCs - sample ID EIP-GP74-01. 

Soil sample collected at 8:40 for 
VOCs - sample ID EIP-GP74-02. 

End of boring @ 24 fee t 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. e8-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial ParkSite 

Downers Grove, Illinois: 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

14-^ 

1 6 -

1 8 -

2 0 -

2 2 -

24 — 

2 6 -

2 8 -

o> Q: 
Qi C 

) 

i o 

LOG OF BORING EIP-GP75 

Date Completed : 3 December 2003 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehote Diameter : 2" 

Boring Intervals 

1 X 1 VOC Soil Sample Collected 

1 1 Geoloqic Sample Intervals 

DESCRIPTION 

Ŵ  
48/48 L ^ 

K 

4 8 / 4 8 1 / 

P FL 

^ 
^ 

* 

^ CL 

^ 1 

F I t t ; concrete and gravel. 

Sl t " rY CLAY; Brown and grey mottling, trace gravel and cobbles, 
dry to slighUy mois t stiff. 

S I tTY C t A Y ; Brown, ti-ace gravel, slighUy moist, stiff. 

• - - . . ' . • . 

SI tTY CLAY; Grey, trace gravel and cobbles, moderate ~ 
plasticity, dry to slighUy moist. 

(Page l o f l ) 

Total Depth : 28' BGS 

WESTON Geologist : Ted Cagney 

Location : 2525 Wisconsin 

CO 

ID 
£ 
£ 

CJ) 

.c 
o 
m 

o 
Q-

REMARKS 

X 

X 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 7:45 for 
VOCs - sample ID EIP-GP75-01. 

Soil sampte collected at 8:15 for 
VOCs - sample ID EIP-GP75-02. 

End of boring @ 28 fee t 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP76 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

28 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depto 

WESTON Geologist 

Location 

25' BGS 

Michael Castillo 

5411 Walnut 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

20-

2 2 -

2 4 -

2 6 -

ID 

> 
8 
to 
cc 

g 
X 

OT 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sampte Collected 

I I Geologic Soil Interval 

DESCRIPTION 

£ 

CD 

£ 

Ol 

_c 
o 
ffl 

E 
CL 

9 
0. 

REMARKS 

Temporary Well 

30/48 

1/ 
/ 

48/48 

40/48 

/ 

I 
\A 

ML 

CL 

CL 

CL 

CLAYEY SILT; Tan and olive mottiing, dry. 
high dilatency, soft, ti-ace pebbles, high 
plastidty, no odor or steining. 1' Topsoil layer 
at top; Black, soft, dry, high dilatency, b'ace 
organics and above. 

CLAYEY SILT; Till, grey, very stiff, moist at top 
5", high plastidty, trace large pebbles (angular 
to rounded), b'ace small pebbles (%5). 

As above. 

As above; No large pebbles. 

E 

E 

E 

0.2 

0.2 

0.2 

0.2 

End of boring @ 25'. 

Soil sample collected 
at 09:10 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP76-01. 

Soil sample collected 
at 09:30 tor VOCs and 
percent moisture 
cx]ntent - sampte ID 
'EIP'-GP76-02. 

Piezometer screen set 
from 15'to 25". 

Soil sample collected 
at 09:40 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP79-03. 

-2" PVC Riser 

-0.010" Slot Saeen 
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^ i 
Q. 

9 
0 -

UJ 

8. 
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Ol 
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RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7.0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois 

Depto 
in 

feet 

n— 
u— 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

o o 
2 2 -

. = • 

r ^ 
o * 
V 0 
cc c 

3 

E L OT 

5 o fe « D 3 

r 
/ 
/ 

40/48 

' 
/ 
I 

rp 
/ 
' 

36/48 ' 
/ 
/ ' 
/ 

/ 
/ 

/ 
/ 

/ / 
\ 
' ML 

/ 

/ 
/ 

/ 
/ 
/ 
^ ML 

f 

/ 

LOG OF BORING EIP-GP77 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

27 April 2004 

IPS Totel Depto 

(Page 1 Of 1) 

: 22' BGS 

Geoprobe WESTON Geologist : Michael Castillo | 
Ryan Scott Location 

2" 

Boring Intervals 

I X I VOC Soil Sample Collected 

1 I Geoloaic Samole Interval 

DESCRIPTION 

CLAYEY SILT; Tan and grey mottiing, very 
stiff, dry, low dilatency, trace rounded pebbles. 
high plasticity on top 1.5', no plastidty at 
bottom 1', 1.5' clayey sand layer at 6.5'; Grey 
and ten motUing, very soft, wet trace pebbles. 

. • . . - ^ ^ . , 

"CLAYEY s]LT;THI,'gre7 stiff, (jiy,sHgh"t 
dilatency, high plasticity, trace sub-rounded 
pebbles (%5), 1" saturated slough. 

. 

£ 

\ 
^ 
CJl 
.5 
fe 
ffl 

I a. 
Q 
0. 

REMARKS 

\ J 
X i—h 

v~? 
X 
A 

0.0 

0.0 

Soil sample collected 
at 13:10 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP77-01. 

Piezometer screen set 
from 7'to 17'. 

Soil sample collected 
at 13:25 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP77-02. 

End of boring @ 22". 

: 5411 Walnut 

Temporary Well 

2" PVC Riser 

0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

Depto 
in 

feet 

2 -

4 -

6 -

1 0 -

1 2 -

1 4 -

9 

1 6 -

18-

2 0 -

> 
8 
cc 

g 
I 

CD 

OT 
O 
OT 
3 

LOG OF BORING EIP-GP78 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

28 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

22' BGS 

Michael Castillo 

5411 Walnut 

Boring Intervals 

[ ! ^<1 VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

£ 
CD 

£ 
£ 
O) 
_g 
fe 
ffl 

E 
CJ. 

9 
a 

REMARKS 

Temporary Well 

38/48 

48/48 

/ 

5" CLAYEY GRAVEL; white and black, loose, 
ysatu^ted, angular, well graded. _ j 

ML 

SM 

SILTY CLAY; Green and black mottling, very 
soft, dry, high dilatency, well sorted, high 
plasticity. 

CLAYEY SILT; Till, grey, dry, very stiff, high 
dilatency, trace small pebbles (5%), 1 large 
white angular pebble @ 15'. 

1.5' SILTY SAND sti-atum, grey, dense, moist, 
well graded. 

E 

0.1 

0.1 

Soil sample collected 
at 10:05 for VOCs and 
percent moisture 
content - sample ID 
E1P-GP78-01. 

Piezometer screen set 
from 7' to 17'. 

Soil sample collected 
at 10:15 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP78-02. 

End of boring© 18'. 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois 

Depth 
in 

feet 

0 -

2 -

4 -

6 -

8-̂  

10-

12-̂  

14-̂  

16-^ 

18-

20-

22-^ 

24-

26-

28^ 

30-^ 

i ^ 
8 * 
<D i 

cc t 

PT 
/ ' 
/ 

48/48 ' 

/ 

/ 

15/48 y 

/ 

i 
I 
L OT 

I to 
3 3 

: 

^ ML 

' . ML 
t 

/ 

LOG OF BORING EIP-GP79 

(Page l o f l ) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

27 April 2004 

IPS Totel Depto : 29' BGS 

Geoprobe WESTON Geologist : Michael Castillo 

Ryan Scott Location : 5411 Walnut 

2" 

Boring Intervals 
1 X 1 VOC Soil Sample Coltected 

1 1 Geolooic Samole Interval 

DESCRIPTION 

"CLAYEY s]LT;Tanand"grey mottling, stiff.'dryr 
trace sub-rounded large pebbles, high 
plasticity, poorly graded. 

-

CLAYEY SILT; till, grey, stiff, dry, high 
plastidty, b'ace rounded pebbles, large 
limestone pebble blocked most recovery. 

£ 

Ol 
c 
•c 
O 
ffl 

X 

X 

CL 

o 
Q. 

0.1 

0.0 

REMARKS 

Soil sample collected 
at 10:00 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP79-01. 

Temporary well 
screen set from 10'to 
20'. 

Soil sample collected 
at 10:45 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP79-02. 

End of boring® 29*. 

Temporary Well 

2" PVC Riser 

0.010" Slot Saeen 

• 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP80 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

28 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

22" BGS 

Michael Castillo 

5411 Walnut 

Depto 
in 

feet 

2 -

6 -

8 -

10-

12-

14-

16-

18-

20-

22-

2 4 -

26-

2 8 -

3 0 -

£• 
ID 

ID 

cc 

g 
X 
0. 
< 
oc 
ID 

in 
o 
OT 
3 

Boring Intervals 

f ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 
a. 

9 
0. 

REMARKS 

Temporary Well 

48/48 

24/48 

/ / 

F 
/ k 

/ 

/ 

ML 

ML 

CLAYEY SILT; Til l, grey, hard, dry, no 
dHatency, high plasticity, trace pebbles (%10), 
2" pebble layer; white, dry. 

CLAYEY SILT; Til l , grey, very stiff, dry, no 
dilatency, high plasticity, trace pebbles (5%), 
3.5" silty sand layer; olive, fine grained, well 
sorted, saturated. 

X 

X 

0.1 

0.1 

Soil sample coltected 
at 08:15 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP80-01. 

Temporary well 
screen set from 10' to 
20'. 

Soil sample collected 
at 08:30 for VOCs and 
percent moisture 
pontent - sample ID 
EIP-C3P80-02. 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 22'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7.0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP81 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Drilter Name 

Borehole Diameter 

: 22 December 2003 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

TotalDepto : 14'BGS 

WESTON Geologist : Bany Crawford 

Location : 2655 Wisconsin 

Depto 
in 

feet 

£• 
0) > 
o 
o 
01 

DC 

g 
X 

< 
OC 
tD 

tn o 
OT 
3 

Boring Intervals 

I X I vex; Soil Sample Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

ID 
t-. 
as 
c 
— O) 
c 
n 

ffl 

^̂.̂  F 
CL 
CL 

Q 
Q. 

REMARKS 

2 -

4 -

6 -

^ H 
k A 

/ 
/ / 

/ 

48/48 

8 -

1 0 -

1 2 - 48/48 

/ 

/ 
/ / 

/ 
V A 

/ 
/ / 
/ / 

1 4 -

ML 

CL 

SANDY SILT; Tan, with gravel, some clays, slighUy moist, 
moderately soft, iron staining abundant. 

S I tTY CLAY; Grey with gravel,.dry, cmmbfy'stiff, low plasticity. 

0.0 
Soil sample collected at 10:10 for 
VOCs and percent moisture 
content - sample ID EIP-GP781-01. 

0.0 

Soil sample collected at 10:25 for 
VOCs and percent moisture 
content - sample ID EIP-GP81-02. 

End of boring @ 14". 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7.0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP82 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

22 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geologist 

Location 

19' BGS 

Barry Crawford 

2655 Wisconsin 

Depth 
in 

feet 

£> 
0) > 
o 
o 
to 
oc 

g 
X 
QL 

(D 

OT 
O 
OT 
3 

Boring Intervals 

1 ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

ra 
^ ID 
"c 
CJ) 
c 
o 
ffl 

——,. F 
CL 
CL 

Q 
Q. 

REMARKS 

2 -

4 -

6 - 48/48 
/ 

k A 

Ik dl 

10- 48/48 

9 
a. 
UJ 

1 2 -

1 4 -

1 6 -

48/48 

18-

/ 

7 
/ / 

/ 
/ / 

/ 
/ / 

A 

W. 

M 

ML 

ML 

CG 

CL 

CL 

SANDY CLAYEY SILT; Tan, with gravel, slighUy moist, 
moderately stiff, iron staining abundant 

As above. 

Dolomite cobbles, no odor or staining. 

SILTY CLAY; Grey with gravel, (UII), slightiy moist, very stiff, low 
plasticity. 

SILTY CLAY; Grey with gravel, (till), slighUy moist, soft, medium 
plasticity. 

0.0 

0.0 

Soil sample collected at 11:30 for 
VOCs and percent moisture 
content - sample ID EIP-GP782-01. 

Soil sample collected at 11:40 for 
VOCs and percent moisture 
content - sample ID EIP-GP82-02. 

0.0 
Soil sample collected at 11:55 for 
VOCs and percent moisture 
content - sample ID EIP-GP82-03. 

End of b o r i n g ® 19'. 

2 0 -



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP85 

(Pagel of1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

23 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depto 

WESTON Geologist 

Location 

23' BGS 

Barry Crawford 

2655 Wisconsin 

Depth 
in 

feet 

2 -

10-

1 2 -

14-

1 6 -

1 8 -

2 0 -

22-

2 4 -

£• 
ID > 
O 
o 
ID 

DC 

g 
X 
o. 
< 
cc 
CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologk; Sample Intervals 

DESCRIPTION 

ID 

£ 
ID 
C 

CJ) 
c 
o 

ffl 

. F 
a. 
CL 

Q 
Q. 

REMARKS 

48/48 

ffl 

48/48 

i 
M 

ML 

CL 

CLAYEY SILT; Tan, with trace sand and gravel, slighUy moist, 
moderately stiff. 

E 

SILTY CLAY; Grey with trace gravel (till), dry, slightiy moist, 
moderately stiff, low to medium plasticity. 

E 

0.0 
Soil sample collected at 9:35 for 
VOCs and percent moisture 
content - sample ID EIP-GP785-01. 

0.0 
Soil sample collected at 9:50 for 
VOCs and percent moisture 
content - sample ID EIP-GP85^)2. 

End of boring @ 23'. 

U 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7.0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, IHinois: 

LOG OF BORING EIP-GP86 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilltog Method 

Driller Name 

Borehole Diameter 

22 December 

IPS 

Geoprobe 

Ryan Scott 

2-

Totel Depth : 24" BGS 

WESTON Geologist : Barry Cravrford 

Location : 2655 Wisconsin 

Depth 
in 

feet 

£• 
ID 

ID 
DC 

g 
X 
Q. < 
DC 
CD 

OT 
O 
W 
3 

Boring Intervals 

| ^ < ! 1 VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION o 
m 9 

REMARKS 

2 -

8 -

10-

1 2 - 42/48 

14-

16-

18-

2 0 -

2 2 - 48/48 

24-

/ 

1 

ML 

CL 

SANDY CLAYEY SILT; Tan, with gravel, slightiy mo is t crumbly, 
stiff, no odor or staining. 

SILTY CLAY; Grey with trace gravel (till), dry, stiff, low to 
medium plasticity, no odor or staining. 

E 0.0 

E 0.0 

Soil sample collected at 15:30 for 
VOCs and percent moisture 
content - sample ID EIP-GP786-01. 

Soil sample collected at 16:00 for 
VOCs and percent moisture 
content - sample ID EIP-GP86-02. 

End of boring @ 24'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-Vif7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP87 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

: 23 December 2003 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Totel Depto : 26' BGS 

WESTON Geologist : Bany Cravrford 

Location : 2655 Wisconsin 

Depth 

in 
feet 

£• 
> o o « 

DC 

X 
QL W o 

ro 
3 

Boring Intervals 
i ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

CD 

^ ID 
C 

TO 
C 

o 
ffl 

,_̂  F 
CL 
CL 

Q 

D. 

REMARKS 

2 -

4 -

6 -

48/48 

m 

1 0 -

12-

1 4 -

1 6 -

18-

2 0 -

22-

2 4 - 48/48 

26-

/ 
/ / 

/ 
/ 

/ 

ML 

CL 

CL 

SANDY CLAYEY SILT; Tan, iron staining, with trace gravel, 
slighUy moist, crumbly, moderately soft. 

SILTY CLAY; Grey, with trace gravel (till), stiff, dry to slightiy 
moist, low to medium plasticity. 

SILTY CLAY; Grey, with trace gravel (till), moderately stiff, dry to 
slightiy moist, low to medium plasticity. 

E 

E 

0.0 

0.0 

Soil sample collected at 8:00 for 
VOCs and percent moisture 
content - sample ID EIP-GP787-01. 

Soil sample collected at 8:15 for 
VOCs and percent moisture 
content - sample ID EIP-GP87-02. 

End of boring @ 26'. 



RESPONSE ACTION CONTRACT 

U.S. EPA COhJTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP95 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

15 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

22' BGS 

James Molholm 

2400 Wisconsin 

Depth 
in 

feet 

2 -

10-

1 2 -

1 4 -

16-

18-

s 
tn 2 0 -

22-

> 
o 
o 
ID 

DC 

g 
X 
CL < 
DC 
CD 

W 
O 
OT 
3 

Boring Intervals 

r ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

CO 

£ 
0) 
c 

C3) 
c 

• l -

o 
ffl 

^̂.̂  f 
a. 
a. 
Q 
Q. 

REMARKS 

Well: Piezometer 

48/48 

48/48 

42/48 

m4 

" 0 ' 9 'Cy 

CL 

Ct 

SM 

CL 

CL 

SILTY CLAY; Tan, with coarse and rounded 
gravel, firm, slighUy moist, low plasticity. 

SANDY CLAY; Tan and brown, with silt and 
gravel, firm, slightly moist, low plasticity. 

GRAVEL AND SAND; Tan, medium to fine 
grained sand, with gravel, moderate plasticity. 
Wet 2" gravel and sand seam (2") at top. 

CLAY; Grey, smooth, moderately soft, high 
plasticity, mo i s t 

SILTY CLAY; Grey, with fine sand and medium 
grained gravel. 

E 

E 

E 

0.0 

0.0 

0.0 

Soil sample collected 
at 12:54 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP95-01. 

Soil sample collected 
at 13:01 for VOCs and 
percent moisture 
content - sample 10 
EIP-GP95-02. 

Piezometer screen set 
from 10 to 20 feeL 

Soil sample collected 
at 13:16 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP95-03. 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 22". 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, I l l inois: 

LOG OF BORING EIP-GP96 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 15 January 2004 

: I P S 

: Geoprobe 

: Ryan Scott 

: 2 -

Totel Depto : 30 ' BGS 

WESTON Geologist : James Molholm 

Location : 2400 Wisconsin 

Depth 

in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

16-

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30-

£• 
0) > o u 

g 
X 
Q. 

CD 

tn o 
in 
3 

Boring Intervals 

I X I VOC Soil Sample Ckillected 

I I Geologic Sample Interval 

DESCRIPTION 

CD 

£ 
0} 
c 
— CT) 
c 
fe 

ffl 

F 
CL 
CL 

Q 
Q. 

REMARKS 

WeU: Piezometer 

38/48 

40/48 

ffl 

OL 

CL 

SANDY SILT; Darte brown, fine sand, very firm, 
root fragments, slighUy mo is t 

SILTY CLAY; Tan with some grey, trace 
medium-fine grained sand, trace coarse and 
rounded gravel, moist, moderate plasticity. 

X 

X 

0.0 

0.0 

Soil sample coltected 
at 10:54 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP96-01. 

Soil sample collected 
at 11-.06 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP96-02. 

Piezometer screen set 
from 20 to 30 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTF?ACT No. 68-W7-0026 

Work Assignment No. 1S5-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP97 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

15 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth : 30'BGS 

WESTON Geologist : James Molholm 

Location : 2400 Wisconsin 

Depto 
in 

feet 

4 -

14-

16-

1 8 -

20-

24-

2 6 -

28-

30-

£• 
ID > 
O 
o 
0) 

DC 

g 
X 
D . 

CD 

OT 
O 
OT 
3 

Boring Intervals 

1 ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

O) 
c 
o 
ffl 9 

CL 

REMARKS 

Well: Piezometer 

35/48 

8 -

1 0 - 48/48 

1 2 -

48/48 

22 -48 /48 

CL 

CL 

CL 

SILTY CLAY; Tan, with coarse and rounded 
gravel, firm, very moist at top 4", moist to 
bottom, slight iron staining. 

As above; Angular gravel, low plasticity. 

As above; Grey, more plasticity. 

SILTY SANDY CLAY; Tan, with gravel, mo is t 
2 " sand silt and gravel lense, poorly sorted, 
wet. 

SILTY CLAY; Grey, with coarse sand, plastic, 
moist. 

SILTY ( X A Y ; Grey, with coarse sand and trace 
coarse gravel, grades downwards to more soft, 
moist and plasticity! - " . • • 

SVV SAND; Grey, fine to trace coarse, soft, slight 
(^plasticity, saturated. 

X 

X 

X 

0.0 

0.0 

0.0 

0.0 

Soil sample collected 
at 13:56 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP97-01. 

Soil sample collected 
at 14.-02 for VOCs and 
percent moisture 
content - sampte ID 
EIP-GP97-02. 

Soil sample collected 
at14:12forVOCsand 
percent moisture 
content - sample ID 
EIP-GP97-03. 

End of boring @ 24'. 
Piezometer screen set 
from 20 to 30 feel. 

- 2 " PVC Riser 

-0:010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP98 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

15 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth : 30' BGS 

WESTON Geologist : James Molholm 

Location : 2400 Wisconsin 

Depth 
in 

feet 

2 -

6 -

8 -

1 0 -

1 2 -

1 4 -

16-

18-

2 0 -

22-

2 4 -

26-

28-

30-

> o o 
ID 

CC 

g 
X 
Q. < 
QC 

o 

OT 
O 
W 
3 

Boring Intervals 

\ ^ < ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 
£ 
£ 

O) 
c 
o 
ffl 

F 
CL 
CL 

O 
Q. 

REMARKS 

Well : Piezometer 

44/48 : 

;? 
m 

40/48 

]A 

OL 

CL 

CL 

SILTY CLAY; Dark brown, mo is t grading to tan 
and grey with coarse gravel, sand, and 
plasticity. 

S I tTY CLAY; Tan, firm, low plasticity. 

SITLY CLAY Grey, with coarse gravel, very 
moist, soft, plastic with very moist dolostone 
fragment lense (2"). 

X 

X 

0.0 

0.0 

Soil sample cxillected 
at 9:56 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP98-01. 

Soil sample collected 
at 10:07 for VOCs and 
percent moisture 
content - sampte ID 
EIP-GP98-02 and 
EIP-GP98-02 DUP. 

Piezometer screen Set 
from 20 to 30 feet. 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Oowners Grove, Ill inois: 

LOG OF BORING EIP-GP99 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

16 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depto 

WESTON Geologist 

Location 

: 30' BGS 
: James Molholm 

: 2400 Wisconsin 

Depth 

in 

feet 

0-

2 -

4 -

6 -

8 -

1 0 -

1 2 -

14-

16-

1 8 -

2 0 -

2 2 -

2 4 -

26-

28-

30-

£> 
ID > 
O 
o 
ID 

DC 

g 
X 
£L < 
DC 
CD 

OT 
O 

w 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 
CL 

9 REMARKS 

Well: Piezometer 

A 
36/48 

40/48 

il 

ffl 

CL 

CL 

SILTY CLAY; Brown and grey, moderately soft, 
mois t plastic, with coarse and rounded gravel. 

SILTY CLAY; Grey, slighUy soft, moderate 
plasticity, moderate moist, trace gravel and 
large dolostone fragments. 

X 

X 

0.0 

0.0 

Soil sample collected 
at 7:52 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP99-01. 

Soil sample collected 
at 8:07 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP99-02 and 
EIP-GP99-02 DUP. 

Piezometer screen set 
from 20 to 30 feeL 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-Vy7-0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Il l inois: 

LOG OF BORING EIP-GP100 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

7 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depto 

WESTON Geologist 

Location 

: 25 ' BGS 

: Mtohael Castil lo 

: 2514-2518 Wisconsto 

Depth 

in 

feet 

2 -

4 -

6 -

8 -

1 0 -

12-

1 4 -

16-

18-

20-

22-

2 4 -

26-

£• 
ID > 
O 
o 

g 
X 
Q. 

ID 

tn o 
OT 
3 

B o r i n g I n t e r v a l s 

L X I V O C Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

10 
ID 

£ 
£ 
TO 
C 

o 
ffl 

'F 
CL 
CL 

a 
a. 

REMARKS 

T e m p o r a r y W e l l 

40/48 / 
/ 
/ 
/ 

34/48 

•o-<? - o 
- . ' o ;-:.•< 

iCi°.i:i 

/ 

/ 

/ 

FL 

ML 

ML 

F I L L ; S i l t s a n d , a n d g r a v e l , w h i t e , b l a c k , d r y . 

C t A Y E Y S I L T ; O l i v e a n d t a n m o t t l i n g , t r a c e 

s u b - r o u n d e d g r a v e l , m e d i u m so f t , l i t t le 

m i c r o f r a c t u r e s , 3 " G R A V E L , 7 " C L A Y , w h i t e , 

rich, so f t , o r g a n i c a t b o t t o m . 

C L A Y E Y S I L T ; G r e y a n d o l i v e , v e r y so f t , h i g h 

p las t i c i t y , h i g h d i l a t e n c y , m o i s t . 

E 

E 

0.0 

0.0 

Soil sample coltected 

at 11:05 for VOCs and 

percent moisture 

content - sample ID 

EIP-GP100-01. 

Soil sample collec^ted 

.at11;15forVOCsand 

percent moisture 

content - sample ID 

EIP-GP100-02. 

Piezometer screen set 

from 15 to 25 feeL 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 25'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP101 

(Pagel of l ) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

7 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth : 30' BGS 

WESTON Geologist : Michael Castilte 

Location : 2514-2518 Wisconsin 

Depth 
in 

feet 

8 -

1 0 -

12-

1 4 -

16-

18-

20-

2 2 -

24-

2 6 -

28-

30-

£^ 
0) > 
o 
o 
ID 

OC 

g 
X 

< 
DC 
CD 

in o 
OT 
3 

Boring Intervals 

1 X 1 VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 
CL 

9 
Q. 

REMARKS 

Temporary Well 

48/48 

48/48 

m 

ML 

ML 

CL 

CLAYEY SILT; Grey and olive mottling, trace 
pebbles, medium stiff, high plasticity, low 
dilatency, trace microfractures, dry. 

As above; Olive, stiff, no microfractures. 

CLAY; TILL, Grey, trace pebbles, low plasticity, 
low dilatency, very stiff. 

X 

X 

0.0 

0.0 

Soil sample collected 
at 13:05 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP101-01. 

Soil sample collected 
at 13:14 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP101-02. 

Piezometer screen set 
from 20 to 30 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICC5-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP102 

(Pagel of1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

6 April 2004 

IPS 

Geoprobe 

Ryan Scott 
2" 

Total Depth 

WESTON Geologist 

Location 

30'BGS 

Michael Castillo 

2514-2518 Wisconsin 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

16-

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30-

lU > 
o 
u 
<D 

DC 

o 
X 
0. 
< 
oc CD 

rri 
O 
(0 
3 

Boring Intervals 

r ^ ^ VOC Soil Sampte Collected 

Geologic Sample Interval 

DESCRIPTION 

£ 
ID 
C 

TO 
C 

- I . 

o 
ffl 

. ^ F 
CL 
CL 

Q 
O . 

REMARKS 

Temporary Well 

48/48 

39/48 

45/48 

/ 

/ 

/ 
/ 

/ / 

/ / / 
k A 

/ 
/ / 

/ 
/ / 

/ 
/ / 

ML 

ML 

ML 

SC 

CLAYEY SILT; Green and brown motUing, 
trace angular pebbles, stiff, loose, low 
dilatency, dry. 

CLAYEY SILT; TILL, Olive, little angular 
pebbles, very stiff, medium plasticity, low 
dilatency, dry. 

CLAYEY SAND; Tan, mixed layers of well and 
"pooriy graded/ angular/rounded, saturated. - ' 

X 

X 

X 

0.1 

0.1 

0.1 

Soil sample collected 
at 09:51 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP102-01. 

Soil sample collected 
at 10.00 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP102-02. 

Soil sample collected 
at 10:20 for VOCs and 
percent moisture 
content - sample ID 
EIPAipi 02-03. 

Piezometer screen set 
from 20 to 30 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-O026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP103 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

7 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2-

Totel Depth 

WESTON Geologist 

Location 

22' BGS 

Michael Castillo 

2514-2518 Wisconsto 

Depth 
in 

feet 

2 -

4 -

1 0 -

12-

1 4 -

16-

1 8 -

2 0 -

22-

ID > 
O 
o 
ID 

OC 

g 

X 

CD 

w 
o 
ro 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Inten/al 

DESCRIPTION o 
ffl 

E 
Q. 
CL 

9 
O. 

REMARKS 

48/48 

44/48 

26/48 

/ 

n ^ 
V A 

/ 
V A 

/ 

V%7: 
A-'-A 

/ 
JiL 

ML 

CL 

CG 

SC 

GC 

ML 

SC 

CLAYEY SILT; Tan and grey mottling, trace to 
little sub-rounded gravel, stiff, low plasticity, 
low dilatency, dry. 

CLAY; TILL. Grey, 4". trace gravel, stiff, high 
plasticity, dry. 

GRAVEL; Grey, 8", large angular dolomite 
pebbles, dry. 

CLAYEY SAND; Brown, some pebbles, moist. 

C tAYEY GF?AVEL; Brown, saturated, some 
pebbles and sand, loose. 

CLAYEY SILT; TILL, grey, soft, high plastidty, 
high dilatency. 

CLAYEY SAND; Tan, some rounded pebbles, 
^ f f , loose, moist. " / 

E 

E 

E 

0.2 

0.1 

0.0 

Soil sample collected 
at 09:55 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP103-01. 

Soil sample collected 
at 10:12 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP103-02. 

Piezometer screen set 
from 12 to 22 feet 

Soil sample collected 
at 10:26 for VOCs and 
percent moisture 
(xintent - sample ID 
EIP-GP103^)3. 

End of boring @ 22". 

Temporary Well 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA COIMTRACT No. 68-W7-0026 

Work Assignment No. 1S5-RICO-B51W 

Ellsworth todustrial Park Site 

Downers Grove, Illinois: 

Depth 
in 

feet 

n 

2 -

4 -

6-^ 

8 -

10-^ 

1 2 -

14-^ 

16-^ 

1 8 -

20-^ 

2 2 -

2 4 -

26-^ 

2 8 -

30 — 

1 i 
S 0 

§ S 
DC C 

i 
L 
L OT 

5 3 

A 
i 

A 
A 

43/48 / 

/ 
/ 
A 

>^: : : 

1 ̂ "̂  
^ ML 

A 
< C L 

/ 
/ 
/ 

LOG OF BORING EIP-GP104 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

6 April 2004 

IPS Totel Depto : 30' BGS 

Geoprobe WESTON Geologist : Michael Castillo 

Ryan Scott Location : 2514-2518 VWsconsto 
2" 

Boring Intervals 

I X I VOC Soil Sampte Coltected 

1 1 Geologic Sample Interval 

DESCRIPTION 

CLAYEY SAND; Olive, well graded, trace 
angular pebbles, loose, moist, increased 
grainsize from 7' to 8'.-

CLAYEY SILT; TILL, olive, trace sub-rounded 
pebbles, soft, high plasticity, slightly moist-

CLAY; TILL, grey, trace pebbles and sand, 
increase firmness with depth, low dilatency, 
high plasticity, dry, no odor or staining. 

U) 

5 
£ 
& 
_c 
TO 
C 
•c 
o 
m 

• E 
CL 
a. 

a 
a. 

REMARKS 

X 

X 

0.1 

0.0 

Soil sample collected 
at 12:14 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP104-01 

Piezometer screen set 
from 8 to 18 feet 

-

Soil sample collected 
at 12:33 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP104-02. 

End of b o r i n g ® 30'. 

Temporary Well 

2" PVC Riser 

• 

0.010" Slot Screen 

• 

J 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP105 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

5 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

30' BGS 

Michael Castillo 

2431 Curtiss 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

14-

16-

1 8 -

2 0 -

2 2 -

2 4 -

26-

2 8 -

30 

£• 
m > 
o 
CJ 
ID 

CC 

g 
X 
0. 

< 
DC 
tD 

in o 
OT 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION o 
ffl 

e 
CL 
C L 

9 
a. 

REMARKS 

Temporary Well 

38/48 

37/48 
/ 

7 

CG 

CL 

SC 

CL 

FILL; White and black angular gravel, dry, 
loose. 

CLAY; TILL, Tan, hard, trace gravel, dry. 

CLAYEY SAND; Orange and brown, pooriy 
graded, increase fines with depth, loose, wet, 
low dilatency. 

CLAY; TILL, Grey, increse stiffness with depth, 
b'ace gravel, dry, no odor or staining. 

X 

X 

0.0 

0.0 

Soil sample collected 
at 13:38 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP105-01. 

Soil sample collected 
at 13:50 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP105-02. 

Piezometer screen set 
from 20 to 30 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring ® 30". 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 1S5-RICQ-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP106 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 5 April 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 -

TotalDepth 

WESTON Geologist 

Location 

28' BGS 

Michael Castillo 

2431 Curtiss 

Depto 
in 

feet 

4 -

8 -

1 0 -

1 2 -

14-

1 6 -

18-

2 0 -

2 2 -

2 4 -

2 6 -

28-

30-

£• 
a> 

i 
X 
Q. OT 

O 
OT 
3 

Boring Intervals 

f ^ < 1 VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

£ 
(D 
c 

ra 
c 
o 

ffl 

._̂  F 
CL 
CL 

a 
0 . 

REMARKS 

Temporary Well 

48/48 

39/48 

39/48 

41/48 

FL 

SC 

CL 

SC 

CL 

CLAYEY FILL; Olive, little gravel, very stiff, low 
plasticity, dry. 

SILTY SAND and FILL; Orange, littie pebbles, 
well graded, dry to 11 ' . High dilatency (11 ' to 
12'), low plasticity, medium stiff. 

CLAY; TILL, olive, trace sand and pebbles, 
very stiff, dry, low dilatency, low plasticity. 

CLAYEY SAND; Light brown, well graded, 
trace pebbles, saturated, low plasticity. 

CLAY; TILL, Grey, As above. 

X 

X 

X 

0.1 

0.2 

0.1 

0.0 

0.0 

Soil sample collected 
at 09:46 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP106-01 and 
EIP-GP106-01 
MS/MSD. 

Soil sample collected 
at 09:50 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP106-02. 

Soil sample collected 
at 10:04 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP106-03. 

Piezometer screen set 
from 17 to 27 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 28'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-Wf7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth todustrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP107 

(Pagel o f l ) 

Date Completed 

DriHing Company 

Drilling Method 

Driller Name 

Borehole Diameter 

5 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

30' BGS 

Michael Castillo 

2431 Curtiss 

Depth 
in 

feet 

0-

30-

£• 
<b 

I 
g 
X 
0. w 

o 
OT 
3 

Boring Intervals 

VOC Soil Sample Collected 

] Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 
Q. 

9 
Q. 

REMARKS 

Temporary Well 

4 -

6 -

8 -

10 -20 /48 

12-

1 4 -

16-

18-

2 0 -

2 2 - 40/48 

2 4 -

2 6 -

2 8 -

z 

SC 

CL 

£ CG 

CL 

CLAYEY SAND; Light brown, well graded, 
saturated, low plasticity, large sub-angular 
pebbles through. 

CLAY; TILL, Grey, trace gravel, low plastidty, 
stiff, dry, no odor or steiji ing. 

^GRAVEL; White, angular, dry, 6 ' 

CLAY; TILL, As above. 

X 

X 

0.0 

0.1 

Soil sample collected 
at 12:45 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP107-01. 

Soit-sample collected 
at 12:58 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP107-02. 

Piezometer saeen set 
from 20 to 30 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP108 

(Pagel o f l ) 

Date Completed 

DriHing Company 

Drilling Method 

Driller Name 

Borehole Diameter 

5 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

TotalDepth 

WESTON Geologist 

Location 

28' BGS 

Michael Castillo 

2431 Curtiss 

Depto 
in 

feet 

0 -

4 -

6 -

8 -

1 0 -

12-

14-

1 6 -

1 8 -

2 0 -

22-

2 4 -

2 6 -

28 -

3 0 -

£• 
ID > 
O 

o 

DC 

g 
X 
0. 

CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

£ 
ID 
c 
TO 
C 

o 
m 

_,_̂  F 
CL 
CL 

Q 
OL 

REMARKS 

Temporary Well 

1 
48/48 

28/48 

39/48 

.^ 

CL 

SC 

CLAYEY SAND and GRAVEL; Tan. 
sub-angular, large pebbles to 11.5', well 
graded, loose, slightiy wet. 

CLAY; TILL, tan, soft, trace gravel, medium 
yplast ic i ty^S"^ _ _ _ _ _ _ _ 

CL 

SILTY CLAY; TILL, 7" black, brown, well 
sorted, stiff, loose, trace gravel, some 
microfractures, dry. 

_; 

CLAY; TILL, Olive and green mottiing, trace 
gravel, slightly soft, low dilatency, high 
plasticity. . _. -

X 

X 

X 

0.0 

0.0 

0.0 

Soil sampte collected 
at 14:56 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP108-01. 

Soil sample collected 
at 15:08 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP108-02. 

$oil sample collected 
at1'5:23forVOCsand 
percent moisture 
content - sample ID 
EIP-GP108-03. 

Piezometer screen set 
from 18 to 28 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 28'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP109 

(Pagel of1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

17 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2-

TotalDepth : 12'BGS 

WESTON Geologist : Barry Crawford 

Location : 2732 Wisconsin 

Depth 
in 

feet 

fir-
ID > o o 
ID 

OC 

g 
X 
0 . 

CD 

ro 
o 
w 
3 

Boring Intervals 

1 ^ ^ VOC Soil Sampte CoHected 

I I (Beologic Sample Interval 

DESCRIPTION 

ID 

£ 
ID 
C 

TO 
C 
I -

o ffl 

_̂_̂  F 
Q. 
CL 

O 
Q-

REMARKS 

2 - 48/48 

4 -

6 -

8 -

1 0 - 48/48 

12-

Q.<P.O.( 

•l!.„. a-

n y.fi,( 

/ 
^ A 

/ 

V A 
/ 
/ 

OL 

ML 

ML 

FILL; Black organic topsoil with grass roots, moist. 

SANDY SILT; Tan, with ti-ace clay and gravel, slighUy moist, stiff. 

CLAYEY SILT; Tan, with sand and gravel throughout, slightiy 
mo is t stiff. 

0.0 

0.0 

Soil sample collected at 15:20 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7109-01. 

Soil sample collected at 15:35 for 
VOCs and percent moisture 
content - sample ID EIP-GP109-02. 

End of boring @ 12'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois: 

Depth 
in 

feet 

2 -

4 -

6-^ 

8 -

10-^ 

1 2 -

1 4 -

1 6 -

1 8 -

20-^ 

2 2 -

2 4 -

2 6 -

28-^ 

3 0 -

£• 

> 
OC 

O 
X 
Q. in o 

in 
3 

LOG OF BORING EIP-GP110 

(Pagel o f l ) 

Date Completed : 16 January 2004 

Drilling Company : IPS Totel Depth : 29'BGS 

Drilling Method : Geoprobe WESTON Geologist : James Molholm 

Driller Nariie : Ryan Scott Location : 2732 Wisconsin 

Borehole Diameter : 2" 

Boring Inten/als 

1 X 1 VOC Soil Samote Collected 

1 \ Geoloqic Samole Interval 

DESCRIPTION 

10 
ID 
£ 
£ 

ro 
c 
.-c 
o 
m 

e 
CL 

Q 

CL 

REMARKS 

48/48 

36/48 

r ** 

r '' 

r ^ 

y 7 

j 

Ct 

CL 

SILTY CLAY; Brown and Tan, firm, with coarse 
gravel and brick fragments, iron staining. 2" 
TOPSOIL at top. 

CLAY; Grey, wiUi coarse and rounded gravel, 
moderately firm, mo is t plastic. 

X 

X 

0.0 

0.0 

Soil sample collected 
at 10:55 for VOCs and 
percent moistore 
content-sample ID 
EIP-GP110-01 and 
MS/MSD. 

Soil sample collected 
at 11:11 for VOCs and 
percent moisture 
content - sample ID 
EIP"-GP110-02. 

Piezometer screen set 
from 19 to 29 feet 

Well : Piezometer 

2" PVC Riser 

0.010" Slot Screen 

End of boring @ 29". 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP111 

(Pagel of 1) 

Date Completed 

Drilling Ckimpany 

Drilling Method 

Driller Name 

Borehole Dtemeter 

17 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 26' BGS 

WESTON Geologist : Barry Cravirford 

Location : 2732 Wisconsin 

Depto 
in 

feet 

£• 
ID > 
O 
o 
ID 

DC 

g 
X 
0. 

CD 

OT 
O 
OT 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Inten/al 

DESCRIPTION 

i n 
ID 

£ 
01 
c 
Ol 
c 
fe 

ffl 

F 
CL 
O. 

D 
Q. 

REMARKS 

0 . 

CL 

6 -

10-

1 2 -

48/48 

1 4 -

1 6 -

18-

2 0 -

2 2 -

24- 42/48 

26-

/ . 

ML 

CL 

SANDY SILT; Tan, with clayand gravel, slighUy moist, stiff. 

SILTY CLAY; Grey with trace gravel (till), stiff, slighUy moist, low 
plasticity. 

E 

E 

0.0 

0.0 

Soil sample collected at 14:00 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7111-01. 

Soil sample exjllected at 14:20 for 
VOCs and percent riioisture 
content - sample ID EIP-GR111-02. 

End of boring @ 26'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois: 

Depth 
in 

feet 

0 -

2 -

4 -

6 -

8 -

10-^ 

12-^ 

1 4 -

1 6 -

1 8 -

2 0 -

22-^ 

24-^ 

2 6 -

28-^ 

3 0 -

cr 

ID 3 

8 < 
DC C 

) 

5 ^ 

LOG OF BORING EIP-GP112 

(Pagel of1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

16 January 2004 

IPS Total Depth : 30' BGS 

Geoprobe WESTON Geologist : James Molholm 

Ryan Scott Location : 2732 Wfisconsin 

2" 

Boring Intervals 

I X 1 VOC Soil Sampte Collected 

1 1 Geologic Sample Inten/al 

DESCRIPTION 

/ 
48/48 ^ 

7 

7 
7 

7 

7 
48/48 (̂  

/ 
A 

t 

T CL 

^ 

/ CL 

/ 
/ CL 

/ 

SILTY CLAY; Tan, tr: 
gravel, firm, moist, or 
CLAYEY TOPSOIL a 

SILTY CLAY; Dark bi 

3ce and and coarse 
ganic material. 3" 
t t o p . 

own, rich organic. 

10 

£ 

TO 
C 
-c 
O 
ffl 

E 
CL 
CL 

Q 

QL 

REMARKS 

_ — 

SILTY CLAY; Tan, firm, with coarse and 
subangular gravel, large dolostone fragments. 

" 

End of boring @ 30'. 

X 

X 

0.0 

0.0 

Soil sample coltected 
at 12:32 for VOCs and 
percent moisture 
content- sampte ID 
EIP-GP112-01. 

Soil sample collected 
at 12:45 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP112-02 and 
EIP-GP112-02 DUP. 

Piezometer screen set 
from 20 to 30 feet. 

Well : Piezometer 

2" PVC Riser 

n n i n " Qlr>* ^ m a * » n 

-

-



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP113 
(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

17 December 2003 

IPS 

Geoprobe 
Ryan Scott 

2" 

Total Depth : 24' BGS 

WESTON Geologist : Barry Crawford 

Location : 2732 Wisconsin 

Depto 
in 

feet 

£• 
ID > 
O 
o 
ID 

DC 

X 
Q. OT 

O 
OT 
3 

Boring Interval 

I X I VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION o 
ffl 

9 
REMARKS 

2 - 48/48 

4 -

6 -

8 -

10-

12-

14-

1 6 -

48/48 

18-

20-

2 2 -

44/48 

48/48 

24-

p, FILL; Mix of asphalt and organic topsoil. 

ML 

ML 

CL 

CL 

SANDY SILT; Tan with trace gravel and clay, slightiy moist, 
moderately stiff. 

SANDY C tAYEY S I tT ; Tan, with trace gravel, slighUy moist, stiff, 
low plasticity. 

S I tTY C t A Y ; Grey, witti trace gravel (till), slightiy moist, stiff, low 
plasticity. 

As above. 

E 

E 

E 

0.0 

0.0 

0.0 

0.0 

Soil sample exjllected at 11:15 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7113-01. 

Soil sample coltected at 11:50 for 
VOCs and percent moisture 
content - sample ID EIP-GP113-02. 

Soil sample collected at 14:10 for 
VOCs and percent moisture 
content - sampte ID EIP-GP113-03. 

End of boring @ 24'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP114 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

15 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geologist 

Location 

33' BGS 

Barry Crawford 

5224 Katrine 

Depto 

in 

feet 
> 
o 
CJ 
ID 

DC 

g 
X 
CL < 
OC 
ID 

OT 
O 

ro 
3 

Boring Intervals 

1 ^ ^ VOC Soil Sample Collected 

J Geologic Sample Interval 

DESCRIPTION 

CD 

£ 
01 
c 

ri) 
c 
I -

O 
ffl 

_̂̂  F 
CL 
CL 

Q 
Q. 

REMARKS 

0-

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

18-

1 8 -

2 0 -

22-

2 4 -

2 6 -

48/48 

36/48 

ffl 

28-

3 0 -

32-

48/48 

CL 

CG 

CL SILTY CLAY; Grey, with gravel (till), moist, medium soft, medium 
,^ast ic i ty . _ 

ML 

SP 

CL 

CL 

SILTY CLAY; Grey, with gravel (till), slight moist, moderately stiff, 
low plastidty. 

CLAY RICH GFJAVEL; Grey, loose, w e t pooriy sorted. 

SANDY S I t T ; Grey, with clay, medium soft, moist, medium 
plasticity. 

SAND; Grey, with large gravel and silt, slightiy moist, loose, 
^pooriy graded. . 

S I tTY CLAY; Grey, with gravel (till), dry to slight moist, stiff, low 
yto m ^ i u m pjasticity._ _ _ _ _ _ _ _ _ _ 

SILTY CLAY; Grey, with trace gravel (till), soft, medium plasticity. 

X 

E 

K 

0.0 

0.0 

0.5 

Soil sample cxillected at 11:00 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7114-01. 

Soil sampte collected at 11:20 for 
VOCs and percent moisture 
content - sampte ID EIP-GP114-02. 

Soil sample collected at 11:40 for 
VOCs and percent moisture 
content - sample ID EIP-GP114-03. 

3 4 -
End of boring @ 33'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove. Illinois: 

LOG OF BORING EIP-GP115 
(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

15 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depto : 20' BGS 

WESTON Geologist : Bany Crawford 

Location : 5224 KaWne 

Depth 
in 

feet 

> 
o 
o 
ID 

DC 

g 
X 
0. 

CD 

OT 
O 
OT 
3 

Boring Interval 

1 ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

£ 
m 
c 
TO 
r 
o 
m 

^ ^ F 
CL 
CL 

O 
CL 

REMARKS 

4 -

6 - 48/48 

CD 

10-

1 2 -

1 4 -

1 6 -

1 8 -

20-

36/48 

R ^ 

ML 

CL 

SANDY CLAYEY SILT; Tan, with trace gravel slightiy moist, stiff, 
low plasticity. 

SILTY CLAY; Grey, witi i gravel throughout,(till), slightiy moist, 
medium soft, low to medium plastidty. 

X 

0.0 

0.0 

Soil sample collected at 13:35 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7115-01. 

Soil sample collected at 13:45 for 
VOCs and percent moisture 
content - sampte ID EIP-GP115-02, 

End of boring @ 20". 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove. Illinois: 

LOG OF BORING EIP-GP116 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

15 December 2003 

IPS 

Geoprobe 

Ryan Scott 
2" 

Totel Depto 

WESTON Geologist 

Location 

20' BGS 

Barry Cravirford 

5224 Katrine 

Depth 
in 

feet 

£> 
OJ > 
o 
o 

g 
X 
0. 

< 
DC 

tD 

in o 
OT 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

10 
CD 

£ 
0) 
c 

TO 
c 
o 

ffl 

_ „̂̂  
F 
CL 
a. 

Q 
Q. 

REMARKS 

0-

2 -

6 - /T 

. 8 - 48/48 

a. 
ID 

1 0 -

1 2 -

1 4 -

16-

1 8 - 44/48 

20-

CL 

CL 

SILTY CLAY; Grey, witti gravel throughout(t i l l ) , slightiy moist, 
medium soft, low to medium plasticity. 

As above. 

E 0.6 

0.0 

Soil sample collected at 9:40 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7116-01. 

Soil sample collected at 9:55 for 
VOCs and percent moisture 
content - sampte ID EIP-GP116-02. 

L l 
End of boring @ 20'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RIC0-B51W 

Ellsworth Industrial Parie Site 

Downers Grove. Illinois: 

LOG OF BORING EIP-GP117 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Drilter Name 

Borehole Diameter 

18 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

30'BGS 

Bany Crawford 

5224 Katrine 

Depto 

in 
feet 

£> 
0] > o o 
0] 

DC 

g 
X 
CL 

< 
DC 
CD 

ro 
o 
w 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologic Sample Inten/al 

DESCRIPTION 

ID 
£ 
0) 
c 

TO 
C 

fe 
ffl 

_̂,̂  F 
CL 
CL 

Q 

0. 

REMARKS 

2 - 36/48 

4 -

8 -

1 0 -

12-

1 4 -

1 6 -

18-

20-

22-

24-

2 6 -

2 8 -

40/48 

a 

30-

CL 

FILL; Mix of asphalt and gravel base with organic topsoil 
material. 

SANDY SILT; Tan, with trace gravel and clay, stiff, slightiy moist, 
TO odor or staining. ^ 

SILTY CLAY; Grey, with trace gravel, (till), dry to slightiy moist, 
low to medium plasticity, medium stiff. 

X 

X 

0.0 

0.0 

Soil sample coltected at 8:10 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7117-01. 

Soil sample collected at 8:25 for 
VOCs and percent moisture 
content - sample ID EIP-GP117-02. 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP118 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

17 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

TotalDepth : 14'BGS 

WESTON Geologist : Barry Cravirford 

Location : 5224 Katrine 

Depth 
in 

feet 

£• 
<D > 
O 
o 
01 

OC 

g 
X 
0 . 

CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I vex; Soil Sampte Coltected 

I I Geologic Sample Inten/al 

DESCRIPTION 

10 
CD 

£ 
0) 
c 

TO 
c 
o 
ffl 

F 
a. 
CL 

Q 
Q. 

REMARKS 

2 -

48/48 

1 0 -

1 2 - 48/48 

14-

I 

m 

ML 

CL 

SILT; Black organic with sweet odor, mo is t soft, medium 
plasticity. 

SANDY SILT; Grey with trace gravel, slightiy moist, so f t medium 
plasticity. 

SANDY S I t T ; Tan with abundant gravel, very soft, moist, 
medium plasticity. 

S I tTY CLAY; Grey with trace gravel (till), dry to slighUy moist, 
low to med plasticity, rriedium stiff. 

0.0 

0.0 

Soil sample collected at 9:05 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7118-01. 

Soil sample collected at 9:20 for 
VOCs and percent moisture 
content - sampte ID EIP-GP118-02. 

End of boring @ 14'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth todustrial Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP119 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

16 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geologist 

Location 

18'BGS 

Ted Cagney 

5225 Walnut 

Depth 
in 

feet 

£> 
0} 
> o o 
0) 

DC 

g 
X 
D-

CD 

OT 
O 
OT 
3 

Boring Intervals 

r ^ ^ VOC Soil Sample Coltected 

I I Geologic Sample Intervals 

DESCRIPTION 

ID 

£ 
0) 
c 
TO 
C 
o 
ffl 

F 
CL 
CL 

O 

a. 

REMARKS 

2 - 36/48 

6 -

8 -

10-

12-

1 4 -

1 6 - 48/48 

18-

d p c 

A 

M 

FL 

CL 

FILL; Tan gravel and fines, dry. 

FILL; Grey gravel and fines, slightiy moist. 

SILTY CLAY; Grey, trace gravel and sand, dry, stiff. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 9:15 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7119-01. 

Soil sample collected at 9:30 for 
VOCs and percent moisture 
content - sampte ID EIP-GP119-02. 

End of boring @ 18'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7..0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP120 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

18 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

30' BGS 

Bany Crawford 

5225 Walnut 

Depth 
in 

feet 

0) > o o 
0> 

oc 

g 
X 
Q. < 
OC 
CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

£ 
0) 
c 

TO 
C 

o 
ffl 

F 
CL 
CL 

Q 
Q-

REMARKS 

48/48 

6 -

8 -

1 0 -

12-

1 4 -

16-

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

48/48 

30-

i 

ML 

CL 

SANDY SILT; Tan, slightiy moist, medium stiff, transitions to 
below. 

CLAYEY SILT; Grey with some sand and gravel, slighUy moist, 
stiff. 

SILTY CLAY; Grey, with trace gravel (till), dry, stiff, low to 
medium plasticity-

X 

X 

0.0 

0.0 

Soil sample collected at 14:20 for 
VOCs and percent moisture 
content-sample ID 
EIP-GP7120-01. 

Soil sampte collected at 14:35 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP120-02. 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP121 
(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

22 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

22' BGS 

Barry Crawford 

5225 Walnut 

Depth 
in 

feet 

£• 
01 > o o 
01 

oc 

g 
X 
0. 

< 
DC 
CD 

OT 
O 
OT 
3 

Boring Intervals 

L X I VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

ID 

£ 
01 
c 

TO 
C 

o 
ffl 

,̂_,̂  F 
CL 
CL 

Q 

u. 

REMARKS 

2 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

36/48 

2 0 -

22-

48/48 

ML 

CL 

SANDY SILT; Tan with gravel and some clays, slighUy moist 
medium stiff. 

SILTY CLAY; Grey, with gravel (till), slighUy moist, stiff, low lo 
medium plasticity. 

E 

E 

0.0 

0.0 

Soil sampte collected at 8:10 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7121-01. 

Soil sampte coltected at 8:40 for 
VOCs and percent moisture 
content - sampte ID 
EIP-GP121-02. 

End of boring @ 22'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-O026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP122 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

: 18 December 2003 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Totel Depth 

WESTON Geologist 

Location 

: 30' BGS 

: Barry Crawford 

: 5225 Walnut 

Depth 
in 

feet 

£ • 
ID > 
O 
o 
ID 

DC 

g 
X 
Q. < 
DC 
CD 

OT 
o 
w 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

CO 

m 
£ 
0} 
c 
O) 
c 
o 
ffl 

_̂^ F 
CL 
CL 

D 
0. 

REMARKS 

2 -

4 -

48/48 

1 0 -

1 2 -

14- 48/48 

16-

1 8 -

2 0 -

22-

2 4 -

26-

2 8 -

30-

ML 

CL 

SANDY SILT; Tan, with gravel, stiff, slighUy moist, some iron 
staining, no odor. 

SILTY CLAY; Grey, witti trace gravel (till), stiff, low plasticity, 
slightiy moist. 

X 

X 

0.0 

0.0 

Soil sample collected at 12:40 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7122-01. 

Soil sample collected at 12:50 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP122-02. 

End bf boring @ 30' . 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP123 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

18 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 21' BGS 

WESTON Geologist : Barry Cravirford 

Location : 5225 Walnut 

Depth 
in 

feet 

£• 
01 

0) 
OC 

g 
X 
Q. < 
DC 
O 

tn o 
OT 
3 

Boring Intervals 

1 $ ^ VOC Soil Sampte Collected 

I I Geologic Samples Intervals 

DESCRIPTION 

I» 
CO 

£ 
0) 
c 
— TO 
c 
o 
ffl 

__.̂  F 
CL 
CL 

o 
CL 

REMARKS 

4 - 48/48 

8 -

10-

12-

1 4 -

16-

1 8 -

2 0 -

48/48 

ML 

CL 

SANDY SILT; Tan, with gravel and clay, slightiy moist, stiff. 

SILTY CLAY; Grey witti gravel (till), slightiy mo is t stiff, low 
plasticity. 

X 

E 

0.0 

0.0 

Soil sample collected at 10:00 for 
VOCs and percent moisture 
content - sampte ID 
EIP-GP7123-01. 

Soil sample collected at 10:10 for 
VOCs and perc:ent moisture 
content - sample ID 
EIP-GP123-02. 

End of boring @ 2 1 ' 

22-



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 1 5 5 - R I C a B 5 1 W 

Ellsworth Industrial Park Site 

Downers Grove, I l l inois: 

LOG OF BORING EIP-GP124 

(Pagel of1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

: 16 December 2003 

: I P S 

: Geoprobe 

: Ryan Scott 

: 2 " 

To ta lDep th : 15" BGS 

W E S T O N Geologist : Ted Cagney 

Location : 5225 Walnut 

Depth 

in 

feet 

£ • 
o> > 
o 
o 
0> 

DC 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

B o r i n g I n t e r v a l s 

I X I V O C Soil Sample Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

ID 

£ 
0) 
c 

— TO 
c 

fe 
ffl 

___,̂  F 
CL 
CL 

Q 
£L 

REMARKS 

1 
48/48 

71 

6 -

48/48 

1 0 -

A 

]Z 

m 

% 

12-

40/48 

1 4 -

j 

FL 

CL 

CL 

SC 

CL 

CL 

F I L L ; B l a c k s i l t y c l a y , a s p h a l t a n d g r a v e l , s l ighUy m o i s t . 

S I L T Y C L A Y ; B r o w n - g r e y , t r a c e g r a v e l , d r y h a r d . 

S I L T Y C L A Y ; B r a w n - g r e y m o t t i i n g , t r a c e g r a v e l , d r y , h a r d . 

S I L T Y C L A Y ; B r o w n - g r e y m o t t l i n g , t r a c e g r a v e l , d r y , h a r d . 

C L A Y E Y S A N D ; B r o w n , w i t h c o b b l e s , s l i gh t i y m o i s t , n o o d o r o r 
s t e i n i n g . 

S I L T Y C L A Y ; B r o w n , t r a c e g r a v e l , d r y . 

S A N D Y S I L T Y C L A Y ; G r e y , t r a c e g r a v e l a n d c o b b l e s , s t i f f , d r y t o 

s l i gh t i y m o i s t . 

E n d o f b o r i n g @ 1 5 ' . 

1 6 -

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

o.o 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample coltected at 8:10 for 

VOCs and percent moisture 

content - sample ID 

EIP-GP7124-01. 

Soil sample collected at 8:20 for 

VOCs and percent moisture 

content - sample ID 

EIP-GP124-02. 

Soil sample collected at 8:35 for 

VOCs and percent moisture 

con ten t - samp le ID 

EIP-GP124-03. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-R)CO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP125 

(Pagel of 1) 

Date Completed 

DriHing Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

16 April 2004 

IPS 
Geoprobe 

Ryan Scott 

2" 

Total Depto 

WESTON Geologist 

Location 

26' BGS 

Michael Castillo 

2424 Wisconsin 

Depto 
in 

feet 

2 -

4 -

6 -

1 0 -

12-

1 4 -

16-

18-

2 0 -

2 2 -

2 4 -

2 6 -

£• 
01 > 
o 
o 
0) 

DC 

g 
X 

< 
DC 
(D 

in o 
OT 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

^ 0) 
c 

ro 
c 
o 

ffl 

^ F 
CL 
CL 

Q 
CL 

REMARKS 

AZ 

41/48 

46/48 

30/48 

/ / 

/ 

A 

SC 

SC 

M t 

ML 

SC 

CLAYEY SAND; Tan, hard, dry. trace rounded 
pebbles, high plasticity, well graded. 

CLAYEY SAND; Grey, soft, moist, trace 
rounded pebbles, high plasticity, welt graded. 

CLAYEY SILT; TILL, Grey, very stiff, trace 
rounded pebbles (%5), high plasticity, dry. 

CLAYEY SILT; As above. 

CLAYEY SAND; Olive, medium-grained, high 
p last ic i ty j i t t l£ rounded pebbles, moist. 
End of boring @ 26'. 

E 

E 

E 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected 
at 13:15 for VOCs 
arid percent moisture 
content - sampte ID 
EIP-GP125-01. 

Piezometer screen set 
from 10 to 20 feet 

Soil sample collected 
at 13:25 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP125-02. 

Soil sample collected 
at 14:25 for VOCs 
and percent moisture 
cxintent - sampte ID 
EIP-GP125-03. Boring 
relocated for this 
interval due to 
refusal. 

Temporary Well 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP126 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

26 April 2004 

IPS 

CBeoprobe 

Ryan Scott 

2" 

Total Depth : 15' BGS 

WESTON Geologist : Michael Castillo 

Location : 2424 Wisconsin 

Depth 
in 

feet 

4 -

6 -

8 -

10-

1 2 -

14-

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

26-

£-
a > 
o 
o 
0> 

DC 

g 
X 
QL < 
DC 
CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

£ 
0} 
c 

ra 
c 
o 

ffl 

^ ^ F 
CL 
CL 

Q 

CL 

REMARKS 

Temporary Well 

46/48 

48/48 
/ 

/ / 

SC 

SC 

ML 

CLAYEY SAND; Tan, hard, no dHatency, 
frequent micro-fractures, trace small round 
pebbles. 18" sandy GFiAVEL stratum at 3', 
dry, loose. 

As above. 

CLAYEY SILT; TILL, Tan. stiff, slightiy moist at 
1 r - 12'. low dilatency, few subangular large 
pebbles. 

E 

E 

0:0 

0.1 

0.0 

Soil sample collected 
at 10:30 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GP126-01. 

Soil sample collected 
at 10:50 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP126-02. 

Piezometer screen set 
from 10 to 20 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 15'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTFJACT No. 68-W7-O026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP127 
(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Drilter Name 

Borehole Diameter 

26 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depto : 20' BGS 

WESTON Geologist : Michael Castillo 

Location : 2424 Wisconsin 

Depto 
in 

feet 

0-

2 -

6 - 48/48 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

20-

2 2 -

24-

2 6 -

£• 
0) > o u 
0) 

DC 

X 
CL 
< 
DC 
O 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

ID 

£ 
0) 
"c 
-ra 
c 
o 

ffl 

^ ^ F 
CL 
CL 

Q 
CL 

REMARKS 

Temporary Well 

1 8 - 46/48 

/ 

SC 

ML 

CLAYEY SAND; Tan, very fine, stiff, slighUy 
moist, trace dilatency, trace gravel, 
sub-rounded. 7" coarse clayey SAND layer at 
6', slighUy wet, high plasticity. 

C t A Y E Y S I tT ; T I t t . grey, very stiff, no 
dilatency, dry, high plasticity, well sorted, trace 
pebbles, wet indicator material above, metal 
point in liner. 

E 

E 

0.1 

0.1 

Soil sample collected 
at 9:05 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP127-01 atong 
with MS/MSD. 

Piezometer screen set 
from 7 to 17 feet 

Soil sample collected 
at 9:20 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP127-02. 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 20'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP128 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

26 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2-

Total Depth : 21' BGS 

WESTON Geologist : Michael Castillo 

Location : 2424 Wisconsin 

Depto 
in 

feet 

2 -

4 -

6 -

10-

1 2 -

1 4 -

16-

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

£> 
to > o o 
0) 

DC 

g 
X 
Q. 

CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Ckillected 

I I Geologic Sample Interval 

DESCRIPTION 

CO 

'c 

ro 
c 
o 
ffl 

?• 
o. 
CL 

Q 
0 . 

REMARKS 

Temporary Well 

46/48 

48/48 

/ 

/ 

SC 

M t 

M t 

CLAYEY SAND; Tan, fine, stiff. slighUy moist, 
high dilatency, high plasticity, trace pebbles. 

CLAYEY SILT; Tan, very stiff, dry, no 
dilatency. high plastidty. trace rounded 
pebbles, occasional 1 " medium grained sand 
layer. 

CLAYEY SILT; TILL, grey, stiff, harder with 
depth, slightiy moist, low dHatency, trace small 
4>ebbles (%5), occasiopal large rounded 
pebbles, well graded. 

E 

E 

0.0 

0:0 

0.0 

Soil sample collected 
at 9:45 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP128-01. 

Piezometer screen set 
from 7 to 17 feet 

Soil sampte collected 
atip;00forVOCs 
and percent moisture 
content - sample ID 
EIP-GP128-02. 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of b o r i n g ® 2 1 ' . 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworto Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP129 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

27 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

26' BGS 

Michael Castillo 

2424 Wisconsin 

Depth 

in 

feet 

0-

4 -

6 -

1 0 -

12-

1 4 -

16-

1 8 -

20-

22-

24-

26-

£• 
to > 
o 
o 
0) 

DC 

X 
CL 

CD 

OT 
O 
OT 
3 

B o r i n g I n t e r v a l s 

r ^ ^ V O C Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 

a. 

9 
Q. 

REMARKS 

Temporary Well 

48/48 

40/48 

48/48 

/ 

SC 

GC 

SC 

ML 

CLAYEY SAND; Tan, hard. dry. low ptesUdty. 

trace angular pebbles, 4 " FILL layer at top; 

black, dry, well sorted, trace iron staining. 

CLAYEY SAND and GRAVEL; Tan, loose, 

saturated, poorty sorted, round to angular. 

As above; Grey increased consolidation, hard, 

wet. 

CLAYEY SAND; Grey, hard, wet, well graded, 

medium plasticity, trace sub-rounded pebbles, 

7" large pebbles at 24'. 

CLAYEY SILT; TILL, Grey, very stiff, high 

plasticity, trace pebbles (%4), low dilatency. 

E 

E 

E 

0.1 

0.1 

0.0 

0.1 

Soil sample collected 
at 8:30 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP129-01 along 
with duplicate. 

Soil sample collected 
at 8:45 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP129-02. 

Piezometer screen set 

from 8 to 18 f ee t 

- 2 " P V C R i se r 

- 0 . 0 1 0 " S lo t S c r e e n 

Soil sample collected 

at 9:00 for VOCs and 

percent moisture 

content - sample ID 

EIP-GP129-03. 

E n d o f b o r i n g @ 2 6 ' . 



RESPONSE ACnON CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP130 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

27 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 23' BGS 

WESTON Geologist : Michael Castillo 

Location ; 2424 Wisconsin 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

2 2 -

2 4 -

2 6 -

£> 
0) > 
o 
CJ 
0) 

DC 

g 
X 
o. 
< 
oc 
CD 

OT 
O 
OT 
3 

Boring Intervals 

r ^ ^ VOC Soil Sample Collected 

I I Geologic Sampte Interval 

DESCRIPTION 

0) 

rn 
£ 
0) 
c 

ra 
c 
o 

ffl 

^ F 
CL 
CL 

O 
fl. 

REMARKS 

Temporary Well 

48/48 

34/48 

48/48 

^ 

/ 

/ 

SC 

GP 

ML 

CLAYEY SAND; Tan, stiff, dry, no dilatency, 
high plasticity, little rounded pebbles, little 
SILT, trace micro-fractures, 3" coarse sand 
and gravel; tan, loose, slightiy mo is t 

GFtAVEL and SAND; TAN. saturated, loose, 
sub-rounded, well graded, trace clayey silts. 

CLAYEY SILT; TILL, Grey, stiff, dry, moist at 
top, high plasticity, well sorted, fine-grained, 
b'ace rounded pebbles (%2). 

X 

X 

r—7 

X 

0.0 

0.0 

0.0 

-

Soil sample collected 
at 7:45 for VOCs and 
percent moisture 
content - sampte ID 
EIP-GP130-01 along 
with duplicate. 

Soil sample collected 
at 7:50 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP130-02. 

Piezometer screen set 
from 10 to 20 feet 

Soil sample collected 
at 8:05 for VOCs and 
percient moisture 
content - sample ID 
EIP-GP130-03. 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 23'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth IndusWal Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP131 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Drilter Name 

Borehole Diameter 

1 December 2003 

IPS 

Geoprobe 

John U. 

2-

Total Depth 

WESTON Geologist 

Location 

24' BGS 

Ted Cagney 

2537 Curtiss 

Depth 
in 

feet 

£• 
OJ > o o 
0) 

oc 

g 
X 
CL 

< 
DC 
ID 

in 
O 
OT 
3 

Boring Intervals 

r ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

£ 
0) 

ro • c 

o 
ffl 

F 
CL 
CL 

O 
Q-

REMARKS 

2 -

48/48 

1 0 -

1 2 -

1 4 -

16-

18-

20-

2 2 - 48/48 

24-

CL 

CL 

CL 

SANDY SILT CLAY; Brown to mottled brownish grey, trace to 
littie gravel, dry, hard. 

SANDY CLAY; Brown, with gravel, slightiy moist, low plasticity. 

SANDY SILTY CLAY; Grey, moist, b'ace gravel, stiff. 

SILTY CLAY; Grey, trace gravel, slighUy moist grading to dry, 
very stiff. 

E 

E 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 16:10 for 
VOCs and percent moisture 
cxintent - sample ID 
EIP-GP7131-01. 

Soil sample collected at 16:40 for 
VOCs and percent moisture 
content - sampte ID 
EIP-GP131-02. 

End of boring @ 24'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 6&-Vy7-0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

Depth 
in 

feet 

n — 

2 -

-

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

-
2 6 -

Zo 

0) 

> 
8 
o 
oc 

O 
X 

in o w 
3 

48/48 

12/48 

p 
; > 

A. 

SC 

CL 

CL 

LOG OF BORING EIP-GP132 

(Pagel o f l ) 

Date Completed : 1 December 2003 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : John U. 

Borehole Diameter : 2" 

Boring Intervals 

\ X \ VOC Soil Samote Collected 

1 1 Geologic Samole Intervals 

DESCRIPTION 

CLAYEY SAND; Brown to orange, with gravel, mo is t soft sand is 
fine to medium graded. 

S I tTY CLAY; Brown, trace gravel, hard. 
SILTY CLAY: Grey, b'ace cobbles, dry. hard. 

• - - . " . . . . 

SILTY CLAY; Grey, some cobbles, moist, moderate plast idty. 

No Recovery. 

Total Depto : 28' BGS 

WESTON Geologist : Ted Cagney 

Location : 2537 Curtiss 

JO 

£ 
ro 
c 
•c 
o 
ffl 

CL 

Q 

CL 

REMARKS 

X 

X 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 14:45 for 
VOCs and percent moisture 
content - sampte ID 
EIP-GP7132-01. 

Soil sample collected at 15:10 for 
VOCs and percent moisture 
content - sampte ID 
EIP-GP132-02. 

End of boring @ 28". 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP133 
(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

2 December 2003 

IPS 

Geoprobe 

John U. 

2" 

Totel Depth 

WESTON Geologist 

Location 

19' BGS 

Ted Cagney 

2537 Curtiss 

Depth 
in 

feet 

£• 
o> > o o 
0) 

CC 

g 
X 
Q . 

CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

« ID 

£ 
0) 
c 
TO 
C 

o 
ffl 

. ^ F 
CL 
CL 

Q 
CL 

REMARKS 

/ 

A 
48/48 

4 -

6 -

1 0 -

1 2 -

1 4 -

1 6 -

48/48 

1 8 -

/ 
/ 

A 

^ 

FL 

CL 

CL 

FILL; Black CLAYEY SILT, with gravel and organics, moist. 

SILTY CLAY; Black and brown, some gravel, moist, slightly stiff. 

SANDY CLAY; Brown, trace gravel and cobbles, wet, medium 
plastidty. 

SILTY SANDY CLAY; Brown, trace gravel and cobbles, dry to 
slighUy moist, stiff. 

SILTY C t A Y ; Grey, trace gravel, stiff, dry to slightiy moist. 

End of boring @ 19'. 

20-

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample coltected at 8:50 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7133-01. 

Soil sample collected at 9:05 for 
VOCs and percent moisture 
content - sampte ID 
EIP-GP133^2. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-Vy7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP134 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Nariie 

Borehole Diameter 

6 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geologist 

Location 

26' BGS 

Michael Castillo 

2514-2518 Wisconsto 

Depto 
in 

feet 

2 -

4 -

6 -

8 -

10-

1 2 -

1 4 -

16-

1 8 -

2 0 -

22-

2 4 -

26-

£< 
0) > 
o 
u 
01 

OC 

g 
X 
CL < 
DC 
O 

in o 
OT 
3 

Boring Intervals 

I X I VOC Soil Sampte Collected 

Geologic Sample Interval 

DESCRIPTION 

JO 
ID 
£ 
OJ 

o 
ffl 

E 
Q. 

9 
REMARKS 

Temporary Well 

32/48 

36/48 

/ 

/ 

A 
/ 
/ 
/ 
/ 

/ / 
/ 

/ 

M H 

MH 

CLAYEY SILT; Tan and brown motUing, trace 
pebbles, soft, high plasticity, low dilatency, dry, 
frequent microfractures. 4" FILL, Asphalt and 
gravel at top. 

CLAYEY SILT; Olive, no microfractures, high 
dilatency, slighUy moist to 17.5'. 

Stiff, low dilatency, dry. 

E 

E 

0.0 

0.0 

Soil sample collected 
at 13:05 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPT34-01. 

Soil sample collected 
at 13:20 for VOCs 
and-percent moisture 
content - sampte ID 
EIP-GP134-02. 

Piezometer screen set 
from 16 to 26 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 26". 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois; 

LOG OF BORING EIP-GP135 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

12 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 30' BGS 

WESTON Geologist : James Molholm 

Location : 5024 Chase 

Depto 
in 

feet 

2 -

4 -

6 -

10-

12 

14-

16-

18-

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30-

£-
ID > 
O 

ID 
X 
o . OT 

O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

JO 
ID 
£ 
o> 

o 
ffl 

E 
CL 

9 
D. 

REMARKS 

Temporary Well 

R^ 
48/48 

40/48 

A 

SW 

SILTY CLAY; Brown grading to grey, with trace 
gravel, low plasticity, low mois t trace iron 
staining. 

SAND; Tan , saturated, well graded, coarse, 
rounded and angular, no odor or staining. 1' 
C t A Y , grey, stiff, medium plasticity at top. 0.5' 
SILTY CLAY, grey, soft. de l . high plastidty. 

X 

X 

0.0 

0.0 

Soil sample collected 
at 10:12 for VOCs 
and percent moisture 
exintent - sample ID 
EIP-GP135-01. 

Soil sample collected 
at 10:20 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP135-02. 

Piezometer screen set 
from 20 to 30 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W/7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP136 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 12 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depth : 26' BGS 

WESTON Geologist : James Molholm 

Location : 5024 Chase 

Depto 

in 
feet 

2 -

4 -

6 -

10-

12-

14-

16-

18-

2 0 -

2 2 -

2 4 -

26-

£> 
> 
o 
o 
0) 

CC 

g 
X 
CL < 
DC 
tD 

IO 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

CD 

£ 
£ E 
ro 
c 
o 

ffl 

F" 
CL 
a 

Q 
0 . 

REMARKS 

Temporary Well 

48/48 

/ : 

ffl 

48/48 ffl 

CL 

SP 

CL 

SILTY CLAY; Grey, stiff, with coarse rounded 
gravel, moist, medium plasticity. 1 " SILT, 
SAND, and GRAVEL seam at 5.5'. 

SAND and GFJAVEL; Some silt, soft, wet, 
pooriy sorted, slight plasticity. 

SILTY CLAY; Grey, medium stiff, very moist, 
high plasticity. 

E 

E 

0.0 

0.0 

Soil sample collected 
at 12:57 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP136-01. 

Soil sample collected 
at 13:03 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP136-02 and 
EIP-GP136-02 DUP. 

Piezometer screen set 
from 16 to 26 feeL 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 26'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 1S5-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, llltoois: 

LOG OF BORING EIP-GP137 

(Pagel of l ) 

Date Completed 

DriHing Company 

Drilling Method 

Driller Name 

Borehole Diameter 

13 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 22' BGS 

WESTON Geologist : James Molholm 

Location : 5024 Chase 

Depth 
in 

feet 

4 -

1 0 -

1 2 -

1 4 -

16-

1 8 -

20-

22-

£• 
0) > o o 
03 

OC 

g 
a. 

< 
DC 
O 

in 
o 
w 
3 

Boring Intervals 

1 ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

£ 
0) 
c 

ro 
c 
n 

ffl 

^ ^ F 
CL 
CL 

Q 
(L 

REMARKS 

40/48 

44/48 

40/48 

36/46 

W 

ffl 

I 

CL 

SP 

SP 

CL 

CG 

CL 

SP 

CL 

SILTY CLAY; Tan, firm, trace coarse sand, low 
plasticity. 

SILTY CLAY with GRAVEL and course SAND; 
Iron staining. 

SILT CLAY; T Brown and grey, with coarse 
and subangular gravel. 

DOLOSTONE fragments at 11.8, very w e t 

SILTY CLAY; Grey, with coarse rounded and 
subangular gravel, moderately firm, highly 
plastic, moist. 

SAND and GRAVEL; Coarse, rounded, some 
iron staining, pooriy sorted, trace silt. 

S I tTY CLAY; with gravel, wet. 

E 

E 

5.4 

1.0 

0.0 

0.0 

E 

Soil sample collected 
at 11:57 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP137-01. 

Soil sample coltected 
at 12:07 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP137-02. 

Piezometer screen set 
from 10 to 20 feet 

0.0 

0.0 

Soil sample collected 
at 12:44 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP137-03 along 
wito MS/MSD sample. 

End of boring @ 22'. 

Well : Piezometer 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION COt^RACT 

U.S. EPA CONTKACT No. 68-W7-0026 

Worie Assignment No. 155-RIC0-B51W 

Ellsworth Industrial Parte Site 

Downers Grove. Illinois: 

LOG OF BORING EIP-GP138 

(Pagel of l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

13 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 26" BGS 

WESTON Geologist : James Molholm 

Location : 5024 Chase 

Depth 
in 

feet 

2 -

6 -

1 0 -

1 2 -

14-

1 6 -

18-

2 0 -

2 2 -

24-

26-

£• 
0) > o 
CJ 

5 

g 
X 
0. 
< 
oc 
CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

£ 
01 
c 

ra 
c 
o 

ffl 

F 
a. 
a. 

a 
Q. 

REMARKS 

48/48 

16/48 

38/48 

m 

M 

CL 

ML 

CL CLAY; Grey, grade fr^om above to w e t soft, 
^plastic. 

SC 

CL 

CLAY; Grey and brown mottling, with coarse to 
medium grained, sand and gravel, soft, very 
plastic, moist. 2" fill at top. 

CLAY; Tan, silty gravel dolostone fragments, 
firm. 

SILT; Brown, with medium to coarse grained 
sand and coarse gravel, saturated at 9'. 

SAND and GRAVEL; grade from above. 
Sleeve very wet. with brown silt and sand 
inside and o u t 

SILTY CLAY; Grey, moderately soft, very 
plastic, moist, with trace subangular and 
angular gravel. 

E 

E 

E 

1.2 

1.0 

Soli sample collected 
at 10:32 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP138-01. 

Soil sample collected 
at 10:44 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP138-02. 

Piezometer screen set 
from 10 to 20 feet. 

2.0 

Soil sample collected 
at 11:00 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GP138-03 along 
with MS/MSD sample. 

End of boring @ 26'. 

Well : Piezometer 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP139 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

12 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

20' BGS 

James Molholm 

5024 Chase 

Depth 
in 

feet 

2 -

6 -

1 0 -

1 2 -

1 4 -

16-

18-

20-

£• 
0) 

g 
X 
IL 
< 
QC 
O 

OT 
O 
OT 
3 

Boring Intervals 

f ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION o 
ffl 

e 
CL 
CL 

9 
EL 

REMARKS 

Temporary Well 

48/48 

42/48 

CL 

ML 

SILTY CLAY; Brown and trace grey, stiff, low 
moist, low plasticity. 

SANDY SILT; Grey, very moist, frequent pooriy 
sorted layers through 15'. 1' SILT layer, grey, 
wet, high plasticity. 

E 

E 

0.0 

0.0 

Soil sample collected 
at 08:59 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP139-01. 

Soil sample collected 
at 09:10 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP139-02. 

Piezometer screen set 
from 10 to 20 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 20'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICQ-B51W 

Ellsworth Industrial Parii Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP140 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 13 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depth 

WESTON Geotogist 

Location 

30' BGS 

James Molholm 

5024 Chase 

Depth 
in 

feet 

6 -

10-

1 2 -

1 4 -

16-

18-

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30-

£• 
to > 
o 
u 
o> 

OC 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Boring Intervals 

L X I VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

CD 

£ 
01 
c 
TO 
• c 

o 
ffl 

^ ^ F 
CL 
CL 

Q 
CL 

REMARKS 

Well: Piezometer 

42/48 

40/48 

; .0- ; ; .0 

1 

GC 

GM 

GC 

CL 

SAND and GRAVEL; very coarse grading to 
brown, with silt, mo is t plastic. 

SILT; Tan with gravel, soft, very moist, highly 
plastic. 

C t A Y ; Grey fine, with coarse and subangular 
gravel, low plastidty. 2" fine to medium sand 
and silt lense, wet. 

SILTY CLAY; grey very moist, soft, plastic, wit i i 
fine to medium sand and trace coarse to 
subangular gravel. 

X 

X 

2.5 

0.0 

Soil sample collected 
at 7:42 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP140-01. 

Soil sample collected 
at 7:55 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP140-02. 

Piezometer screen set 
from 20 to 30 feet 

- 2 " PVC Riser 

-0 .010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Ill inois: 

LOG OF BORING EIP-GP141 

(Page 1 of 1) 

Date Completed : 26 January 2004 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehote Diameter : 2" 

Totel Depto 

W E S T O N Geologist 

Location 

3 0 ' B G S 

Ted Cagney 

S. of Curtiss & Glennview, 

E. of Belmont 

Depth 

in 

teet 

6 -

10-

1 2 -

14-

16-

1 8 -

2 0 -

2 2 -

24-

2 6 -

2 8 -

30-

£• 
0) > 
o 
o 
0) 

OC 

g 
X 
0. 

CD 

OT 
O 
OT 
3 

B o r i n g I n t e r v a l s 

[ ^ ^ VOC Soil Sampte Coltected 

I I Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 
CL 

9 
CL 

REMARKS 

Well: Piezometer 

48/48 

A 

48/48 

\A 

a - O ' -

FL 

CL 

°, SP 

FILL; Silt with sand; black, trace clay and 
gravel, dry, hard, slight organic odor. 

SILTY CLAY; Black, trace gravel and sand, 
soft, slightiy moist. 
SILTY CLAY; Brown and orange motUing, 
trace gravel, slightiy moist, to dry. hard. 

SAND with GRAVEL; Orange, coarse 
grained, dry. 

X 

X 

X 

0.0 

0.0 

Soil samples collected at 
9:57 and 10:00 for VOCs 
and percent moisture 
cxintent - sample ID 
EIP-GP141-01 and 02. 

Soil sampte collected at 
10:15 for VOCs and 
percent moisture content -
sampte ID EIP-GP141-02. 

Piezometer well screen set 
from 20 to 30 feet. 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

BIsworth Industrial Parie Site 

Dovmers Grove, Illinois: 

LOG OF BORING EIP-GP142 

(Page 1 of 1) 

Date Completed : 23 January 2004 

Drilling Company : IPS 

Drilling Metood : Geoprobe 

Drilter Name : Ryan Scott 

Borehole Diameter : 2" 

Totel Depth 

WESTON Geologist 

Location 

26' BGS 

Ted Cagney 

S. of Curtiss & Glennview, 

E. of Belmont 

Depth 
in 

feet 

2 -

4 -

6 -

26-

28-

3 0 -

> o o 
0) 

DC 

g 
X 
0 . 

CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 
£ 
£ 

o 
ffl 

E 
CL 
CL 

9 
a. 

REMARKS 

Well: Piezometer 

24/48 

10-

12-

1 4 -

1 6 -

1 8 -

20 -

22-

2 4 - 30/48 

1 

GC 

ML 

GM 

SANDY GRAVELLY CLAY; Coarse, with 
iron stains, plastic, mo is t 

4" SAND and G R A V E t ; low fines. 

SILT; with dolostone fragments, trace, 
moist. 

1 ft no recovery. 

GF?AVEt; Brown, saturated, coarse, 
subangular. angular, with silt, and medium 

^grained sand, trace iron staining. 

H/CNI S I tTY CLAY; Grey, soft, with coarse gravel 
and large dolostone fragments. 4" SJtT 

^ e a m ; Brown, plastic, with coarse sand. 

End of boring @ 26'. 

X 

J 

X 

0.0 

0.0 

Soil samples collected at 
8:14 for VOCs and 
percent moisture content -
sampte ID EIP-6P142-01 
and 01. 

Piezometer well screen set 
from 20 to 25 feet 

Soil sample collected at 
8:42 for VOCs and 
percent moisture content -
sampte ID EIP-GP142-02. 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worte Assignment No. 155-RICO-B51W 

Ellsworto Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP143 
(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 23 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Totel Depto 

WESTON Geologist 

Location 

30' BGS 

James Molholm 

S. of Curtiss & Glennview, 

E. of Belmont 

2 -

6 -

8 - 36/48 

30-

Boring Intervals 

VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

10 
CD 

^ 0) 
c 

ra 
c 
o 
ffl 

__̂  F 
CL 
CL 

Q 
Q-

REMARKS 

10-

1 2 - 48/48 

14-

16-

18-

20-

2 2 -

24-

2 6 -

2 8 - 24/48 

Ck_ CLAY; Brown, with coarse sand, soft, plastic. 
C D N : : 

3" Seam; fine sand and medium to coarse 
\grained gravel, tan, moist low fines. 

CL 

CL 

SILTY CLAY; Brown, moderately firm, plastic, 
with medium grained sand and iron stains. 

SILTY CLAY; Tan, with coarse gravel as 
^ o v e . more firm. 

V" 

CL 

SP 

^X 

_y 

SANDY GRAVELLY CLAY; Tan; trace shalw 
fragments, iron stains, soft, highly plastic, 
moist. 

GFtAVEL and SAND; Tan . well graded, 
rounded, and coarse sand, low fines. 
4" Tan, iron stained, SAND layer, medium to 
fine grain. 
2" Tan, saturated coarse GFJAVEL, rounded. 
Course SAND. 
4" SILY CLAY; Brown, firm, plastic, gravelly. 

X 

X 

0.0 

0.0 

0.0 

Soil sample collected 
at 9:37 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP143-01 and 
MS/MSD. 

Soil sample collected 
at 9:44 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP143-02. 

Piezometer well 
screen set from 20 to 
30 feet 

Soil sampte collected 
at 10:05 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP143-03. 

End of boring @ 30'. 

Well; Piezometer 

- 2 " PVC Riser 

-0.010" Slot Screen 

file:///grained


RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worte Assignment No. 1S5-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP144 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

23 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geotogist 

Location 

25' BGS 

James Molholm 

S. of Curtiss & Glennview, 

E. of Belmont 

Depth 
in 

feet 

2 -

6 -

8 -

1 0 -

12-

14-

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

£• 
01 > 
o 
o 

g 
X 
Q. < 
DC 
CD 

OT 
O 
ro 
3 

Boring Intervals 

r ^ < 1 VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION o 
ffl 

E. 
CL 
CL 

9 
0. 

REMARKS 

Well : Piezometer 

48/48 

24/48 

FL 

CL 

SP 

4" TOPSOIL. 
8" FILL; Gravel and day . 

SANDY CLAY; Brown and tan, fine sand, with 
coarse to medium grained gravel, soft, highly 
plastic. 
2" SILTY CLAY; Daric brown, with organic 
material. 

No recovery. 

SAND AND GRAVEL; Tan, with silt, pooriy 
sorted, medium to coarse grained. 
SAND AND GFIAVEL; Fine to medium sand, 
coarse and subrounded gravel, iron staining. 
2" SAND seam, weU sorted, fine grained. 

1 ^ SILTY CLAY, soft, moist, plastic. ^ 

E 

E 

0.0 

0.0 

Soil sample collected 
at 11:04 for VOCs -
and percent moisture 
content - sample ID 
EIP-GP144-01. 

Soil sample collected 
at 11:20 for VOCs 
and percient moisture 
content - sample ID 
EIP-GP144-02. 

Piezometer screen set 
from 15 to 25 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 25". 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP145 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

: 26 January 2004 

:IPS 

; Geoprobe 

: Ryan Scott 

: 2 " 

Totel Depth 

WESTON Geologist 

Location 

21'BGS 

Ted Cagney 

S. of Curtiss & Glennview, 

E. of Belmont 

Depto 
in 

feet 

0-

CL 

9 
CL 

1 4 -

1 6 -

18-

2 0 -

2 2 -

£• 
0) > 
o 
u 
o> 

DC 

g 
X 
D-< 
DC 
ID 

in 
o 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Coltected 

I I CSeologic Sampte Interval 

DESCRIPTION o 
ffl 

E 
CL 
CL 

9 
OL 

REMARKS 

Well: Piezometer 

48/48 

10-

1 2 - 24/48 

SC 

FILL; Sand and silt, grey and brown, with 
yigravel, slightiy mo is t 
* -F l t t ; Silt with clay. Brown, mo is t trace 
gravel, soft. 

C t CLAY; Orange and brown motUing, some 
ygravel, hard. / 

• i l ^ ^ " SP 
cJ • -, . a '• 
i.cr; i .o 

SAND and GRAVEL; Brown and orange 
mottling, moist, low plasticity. 

E 

E 

0.0 

0.0 

Soil samples collected at 
8:00 for VOCs and 
percent moisture content -
sampte ID EIP-GP145-01 
and 02. 

Soil sample collected at 
8:10 for VOCs and 
percent moisture content -
sampte ID EIP-GP145-02. 

Piezometer well screen set 
from 11 to 21 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring @ 2 1 ' . 



RESPONSE ACnON CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworto Industrial Parie Site 

Downers Grove, Illinois: 

LOG OF BORING EIP-GP146 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 23 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 
• 2 " 

Totel Depth 

WESTON Geologist 

Location 

30'BGS 

James Molholm 

S. of Curtiss & Glennview, 

E. of Belmont 

Depto 
in 

feet 

2 -

8 -

1 0 -

1 2 -

14-

1 6 -

18-

2 0 -

2 2 -

24-

2 6 -

28-

30-

£• 
0) > 
o 
o 
0> 

cc 

g 
I -

CD 

OT 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

CD 

C 

TO 
C 

- 1 -

o 
m 

F 
CL 
CL 

a 
CL 

REMARKS 

Well : PZ-1 

m 
34/48 

m 

m 
•o'o -o 
V;o:.7;c 

•0'0"<f> 

• o 9 " o 

:o'.9;o 

CL SILTY CLAY; Brown, firm, mo is t with 
^coarse gravel. 

SM 

CL 

CL 

SP 

SANDY SILT; Tan, with d a y and fine sand, 
soft, plastic, moist. 

SILTY CLAY; Brown, with coarse gravel, 
more firm, lower plasticity. 

SILTY CLAY; Brown and tan, with gravel, 
moist, low plasticity. 

SAND AND GRAVEL; Tan, coarse to 
medium grained, iron staining, low fines, 
slightiy, moist, with dolostone fragments. 

X 

X 

0.0 

Soil sample collected at 
13:03 for VOCs and 
percent moisture content -
sampte ID EIP-GP146-01. 

Soil sample collected at 
13:19 for VOCs and 
pere^nt moisture content -
sampte ID EIP-GP146-02. 

Piezometer screen set 
from 20 to 30 feet. 

- 2 " PVC Riser 

-0.010" Slot Screen 

End of boring ® 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worte Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, lll iriois: 

LOG OF BORING EIP-GP147 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Drilter Name 

Borehole Diameter 

: 26 January 2004 

: I P S 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depth 

WESTON Geologist 

Location 

26' BGS 
Ted Cagney 

S. of Curtiss & Glennview, 

E. of Belmont 

Depth 

in 

feet 

2 -

4 -

6 -

1 0 -

12-

1 4 -

26-

£> 
o> 

01 
DC 

g 
X 
Q. < 
OC 
CD 

W 
O 
OT 
3 

Boring Intervals 

I X I VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

0) 
CD 

£ 
0) 
c 
TO 
C 

o 
m 

F 
CL 
CL 

o 
0 . 

REMARKS 

Well: Piezometer 

A 
30/48 

24/48 

1 6 -

1 8 -

2 0 -

2 2 -

2 4 - 40/48 

ffl 

•^ 

FL 

CL 

CL 

SP 

CL 

CL 

SP 

SANDY SILT; Black, moist, strong organic 
odor. 

SILTY CLAY; Brown and orange mottling, 
trace gravel. slighUy moist, slight organic 
odor, stiff. 

SANDY C t A Y ; Brown and orange, some 
gravel, stiff, dry. 

SAND; Brown and black, medium to fine 
grain, wet, trace gravel. 

S I tTY SANDY CLAY; Brown and orange, 
ywith_some gravel, stiff, slighUy mois t j 

C t A Y ; Grey, with trace s i l t sand, and gravel, 
dry, hard. 

SAND; With clay; brown and orange, medium 
to coarse grained, moist to wet, some gravel, 

\ l o w plast idty. 

End of boring @ 26'. 

E 

E 

E 

0.0 

0.0 

0.0 

Soil sample collected at 

8:50 for VOCs and 

percent moisture 

content - sample ID 

EIP-GP147-01. 

Piezometer well screen 

set from 7 to 11 feet. 

Soil sample collected at 
9:05 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP147-02. 

- 2 " P V C R i s e r 

- 0 . 0 1 0 " S l o t S c r e e n 

Soil sample coltected at 

9:20 for VOCs and 

percent moisture 

content - sample ID 

EIP-GP147-03. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP148 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

: 23 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depth 

WESTON Geologist 

Location 

25' BGS 
James Molholm 

S. of Curtiss & Glennview, 
E. of Belmont 

Depth 
in 

feet 

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

£• 
> 
8 
0) 

oc 

g 
X OT 

O 
OT 
3 

Boring Intervals 
f ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

JO 
CD 
£ 
£ 

CJ) c 
'k_ 
o 
ffl 

E a. 

9 
D. 

REMARKS 

Well: PZ-1 

46/48 i 
K 

36/48 

CH 

SM 

CL 

CLAY; Dark brown, soft, organic, some silt, 
plastic, moist. 

SANDY SILT; Tan, very moist, medium to 
coarse grained, with gravel, soft, plastic. 
SILTY CLAY; Tan, with coarse gravel, very 
moist soft, plastic. 

SANDY SILTY CLAY; Tan, with coarse 
gravel, very moist, soft, plastic. 
SILTY CLAY, Grey, with coarse and 
subangular gravel, moist, low plasticity. 

E 

E 

0.0 

0.0 

Soil sample collected at 
14:26 for VOCs and 
percent moisture content -
sampte ID EIP-GP148-01. 

Soil sample collected at 
14:43 for VOCs and 
percent moisture content -
sampte ID EIP-GP148-02. 

Piezometer well screen set 
from 15 to 25 feet 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring @ 25'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth todustrial Parte Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP150 

(Pagel of l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

9 Pipra 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geotogist 

Location 

14'BGS 

Michael Castillo 

2265 Maple 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

14-

£-
to > o 
CJ 

DC 

g 
I 

0. 

CD 

OT 
O 
OT 
3 

Boring Intervals 
[ ^ ^ VOC Soil Sampte Collected 

Geologic Sample Interval 

DESCRIPTION 

J O 
CD 
£ 
to 
E 
ra 
c 
'd 
o 
m 

E 
CL 
Q. 

9 
CL 

REMARKS 

Temporary Well 

/ ; 

/ 

41/48 

48/48 

ffl 

I 
/ 

/ 

/ 
/ 
/ 
Id 

/ 
/ 
/ 

/ 
^ 
/ 
/ 

/ 

/ 

kl 

PL 

ML 

ML 

SM 

CL 

7" FILL; SAND AND GRAVEL; Asphalt 

CLAYEY SILT; Tan, slightiy stiff; high plastidty, 
low dilatency, trace rounded pebbles. 

As above. 

SILTY SAND; Tan, saturated, well sorted, no 
odor or staining. 

SILTY CLAY; TILL, Grey, slightiy stiff; low 
dilatency, moist to dry with depth, trace 
pebbles, no odor or staining. 

0.2 

0.1 

0.1 

0.1 

Soil sample coltected 
at 12:55 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP150-01. 

Soil sample collected 
at 13:05 for VOCs 
and pecent moisture 
content-sample ID 
EIP-GP150-02 

Piezometer screen 
set from 9 to 14 feet 

End of b o r i n g ® 14'. 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACT No. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 
Downers Grove, Illinois 

LOG OF BORING EIP-GP151 

(Pagel o f l ) 

Date Completed 
Drilling Company 
Drilling Method 
Driller Name 
Borehole Diameter 

9 April 2004 
IPS 
Geoprobe 
Ryan Scott 
2" 

Totel Depth : 15'BGS 
WESTON Geologist : Michael Castillo 
Location : 2265 Maple 

Depto 
in 

feet 

4 - 48/48 

6 -

8 -

CL 

9 

1 0 -

1 4 -

1 6 -

£> 
0) > 
8 
CC 

g 
I 

I 
CD 

OT 
O 
ro 
3 

Boring Intervals 

r ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Inten/al 

DESCRIPTION 

CD 

£ 
01 

CJ) 

c 
o 
m 

E 
CL 

9 
Q. 

REMARKS 

Temporary Well 

I 
I 

1 2 - 48/48 

)A 

/ 

FL 

ML 

CL 

16" FILL; Black, organic soil, slight odor in 
asphalt, gravel on bottom. 

CLAYEY SILT; Tan and grey, trace 
sub-rounded pebbles, microfradures 
throughout low to medium plasticity, low 
dilatency, stiff, dry. 

SILTY CLAY; Grey TILL, trace sub-angular 
pebbles, stiff, high plastidty, low dilatency, dry, 
3" wet SAND at top. 

0.1 

0.1 

Soil sample collected 
at 11:15 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP151-01. 

Soil sample collected 
at1J:30forVOCs 
and percent moisture 
content - sample ID 
E1P-GP151-02 

Piezometer screen 
set from 5 to 15 feet 

-2" PVC Riser 

-0.010" Slot Saeen 

End of boring @ 15'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP152 
(Page 1 of 1) 

Date Completed 

Drilling Company 

DriHing Method 

Driller Name 

Borehole Diameter 

9 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geotogist 

Location 

18'BGS 

Michael Castillo 

2265 Maple 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

2 0 -

>. 
fe 
> 
8 
to 

DC 

O 
X 
Q. 

CD 

ro 
o 
OT 
3 

Boring Intervals 

[ ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 
a. 

9 
a. 

REMARKS 

Temporary Well 

48/48 

48/48 

y A 
V A 

V A 
/ 

V A 
/ , 

/ / 
/ 

V A 

A, 

ML 

CL 

CLAYEY SILT; Tan, trace rounded pebbles, 
stiff, low plasticity, low dilatency, dry. 

CLAY; TILL, Grey, trace sub-rounded, 
pebbles, stiff, low plasticity, low dilatency, dry. 

I 

I 

0.0 

0.0 

Temporary well 
screened from 9.5 to 
14.5 feet 

Soil sample collected 
at 13:55 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP152-01 and 
EIP-GP152-01 DUP. 

Soil sample collected 
at 13:46 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP152-02 and 
EIP-GP152-02 
MS/MSD. 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring® 18'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worte/^signment No. 155-RICC5-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP153 

(Page 1 of 1) 

Date Completed : 12 January 2004 

Drilling Company : IPS 

Drilling Metood : Geoprobe 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

Total Depth : 30' BGS 

WESTON Geologist : James Molholm 

Location : 5024 Chase 

Depth 

in 
feet 

2 -

4 -

6 -

8 -

'. 44/48 

10-

12-

14-

16-

18-

20-

22-

24-

26-

28-

30-

32-

£• 
0) > 
8 
CD 

DC 

g 
X 
Q . 

CD 

OT 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

£ 
CD £ 
a) 
c 
O) 
.c 
*c 
o 
m 

E 
CL 
O . 

9 
REMARKS 

Piezometer 

40/48 I CL 

SILTY CLAY; Tan, stiff, trace coarse gravel, 
moderate plasticity. Sand and silt seam at 9.2', 
tan, moist 

SAND and GFIAVELLY CLAY; Tan, soft, wet, 
higher plastidty. 

SILTY CLAY; Tan, witti trace rounded gravel. 
Grades to grey, stiff, low moisture at 18'. Grades 
to Tan, virtth large dolostone fragments at 19'. 4" 
SAND and SILT seam with large dolostone 
fragments. 

X 

X 

0.0 

0.0 

Soil sample 
collected at 08:12 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP153-01. 

Soil sample 
collected at 08:21 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP153-02. 

Piezometer well 
screen set from 20 
to 30 feeL 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP154 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

9 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

30' BGS 

James Molholm 

5024 Chase 

Depth 
in 

feet 

9 

4 -

8 -

10-

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30 -

3 2 -

£> 
41 > 
ID 
CC 

g 
X I 
CD 

OT 
O 
OT 
3 

Boring Intervals 
1 ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

ID 

> 
£ 
.... TO 
C 

fe 
ffl 

•p-

^ f^ 

*—' Q 
Q. 

REMARKS 

Piezometer 

48/48 

30/48 SP 

SILTY CLAY; Tan, with coarse rounded and 
sub-angular gravel, stiff, low plasticity, low 
moisture. 

SANDY CLAY; Tan and Brown, with some coarse 
^avel, poorty sorted^scjft, rnoist^ _ _ _ _ / 

SAND and GRAVEL; Tan, pooriy sorted, some 
fines, slightiy plastic, large dolostone fragments, 
2" seam, slighUy moist 

X 

X 

0.0 

0.0 

Soil sample 
collected at 11:21 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP154-01. 

Soil sampte 
collected at 11:35 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP154-02. 

Piezometer well 
si:reen set from 20 
to 30 feet 

End of boring @ 30'. 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP155 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 9 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depth : 30' BGS 

WESTON Geologist : James Molholm 

Location : 5024 Chase 

Depto 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

2 2 -

2 4 -

2 6 -

2 8 -

30-

3 2 -

£> 
ID > 
8 
cc 

g 
X 
D . 

o 

OT 

o 
OT 
3 

Boring Intervals 

1 ^ ^ VOC Soil Sample Coltected 

Geologic Sample Interval 

DESCRIPTION 

JO 
CD 
£ 
£ 
CJ) 
c 
'u. 
O 
ffl 

E 
CL 

9 
0. 

REMARKS 

Piezometer 

I 
i;; 

44/48 

ffl 

CL 

CL 

CL 

SILTY CLAY; Tan, hard, with trace medium- to 
coarse-grained gravel, light iron staining, low 
moisture, low plasticity. 

SILTY CLAY, Tan grading to grey at 12', hard 
with coarse rounded and angular gravel, moist, 
moderate plasitidty. 

SILTY CLAY, Grey, high plasticity, soft, moist 
trace gravel. 

X 

X 

X 

0.0 

0.0 

0.0 

Soil sample 
coltected at 15:00 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP155-01 and 
EIP-GP155-01DUP. 

Soli sampte 
collected at 15:12 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP155-02 and 
EIP-GP155-02 
MS/MSD. 

Soil sampte 
collected at 15:24 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP155-03. 

Piezometer well 
screen set from 20 
to 30 feet 

End of txiring @ 30'. 

-2" PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois 

Depto 
in 

feet 

f \ 

2-_ 

4 -

6 ^ 

8-^ 

1 0 -

12-^ 

1 4 ^ 

16-^ 

1 8 -

2 0 -

2 2 -

24-^ 

2 6 -

2 8 - | 

3 0 -

32-^ 

X. t 

I ^ 
H < 
0) 0 
CC t 

I OT 

J 3 

45/48 

7" 
J. 

36/48 P ^ 

f 

j ; SM 

^ C L 

LOG OF BORING EIP-GP156 

(Pagel o f l ) 

Date Completed : 9 January 2004 Totel Depth : 30'BGS 

Drilling Company : IPS WESTON Geologist : James Molholm 

Drilling Method : Geoprobe Location : 5024 Chase 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

Boring Intervals 
I X ^ l VOC Soil Samole Collected 

1 1 Geoloaic Sample Interval 

DESCRIPTION 

SANDY SItT; Brown and tan, some coarse 
rounded gravel, slightiy moist moderate iron 
staining, low plasticity. 

SItTY CtAY; Tan, hard, moist 

SILTY CLAY, Tan, hard, moist, medium plastidty, 
with coarse sand. 

• • - " . . - ' 

CO 

> 

ra 

E 
& 
Q 
Q. 

REMARKS 

X 

X 

0.0 

0.0 

, 

Soil sample 
collected at 13:05 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP156-01. 

Soil sample 
collected at 13:13 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP156-02 

Piezometer well 
screen set from 20 
to 30 feet 

End of boring @ 30'. 

Piezometer 

2" PVC Riser 

• 

1 

0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP157 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 7 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depth 

WESTON Geotogist 

Location 

18'BGS 

Barry Crawford 

5023 Chase 

Depto 
in 

feet 

4 -

6 -

0. 
es 

1 0 -

1 2 -

£ 
o 
vt 

18-

£-
0) > 
8 
0) 

cc 

g 
X 
a. 

in 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

JO 
CO 
£ 
£ 
c 
a i 
c 

' b . 
o 
ffl 

E 
CL 
Q. 

9 
Q. 

REMARKS 

38/48 

33/48 

1 4 -

1 6 - 30/48 

SC 

CL 

CLAYEY SAND; Tan, with trace gravel and some 
root moss, dry, loose, abundant iron staining. 

SANDY CLAY; Tan, with trace gravel, abundant 
iron staining, slightiy moist, medium stiff, low to 
medium plastidty. 

SILTY CLAY; TILL, grey, with b'ace gravel, 
slightiy moist, medium stiff, low to medium 
plastidty. • - " . -

SILTY CLAY, As above, more moist. 

3" SANDY CLAY layer; pooriy graded, sand 
gravel, dry to slighUy moist, loose, iron staining. 

E 

X 

X 

0.0 

0.0 

0.0 

Soil sample 
collected at 13:35 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP157-01 and 
EIP-GP157-01 
MS/MSD. 

Soil sample 
collected at 13:45 
for VOCs and 
percent moisture 
cen-tent - sample ID 
EIP-GP157-02. 

Soil sampte 
collected at 14:00 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP157-03. 

End of b o r i n g ® 18'. 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACT NO. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP158 
(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 8 January 2004 

:1PS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Totel Depth 

WESTON Geologist 

Location 

20' BGS 

James Molholm 

5023 Chase 

Depth 
in 

feet 

2 -

9 

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

£• 
01 > 
8 
0) 

cc 

g 
X 

OT 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

JO 
ID 

£ 
0) 

TO 
C 

o 
ffl 

E 
CL a. 
9 
CL 

REMARKS 

Piezometer 

/ 
/ / 

/ 
/ / 

24/48 

/ 

36/48 

/ CL 

SP 

SILTY CLAY; Brown, soft, moist, plastic, with 
gravel. 1' FILL; Black, loose gravel and silt. 0.5' 
CLAY; Tan, with coarse, round and subangular 
gravel. 

SILTY SAND; Tan, medium- to fine-grained. 1' 
SILTY CLAY layer; Tan and grey mottling, stiff, 
low plastidty at top. 1' SAND and (3RAVEL; Tan, 
poorly sorted, frequent tan silt lens (2") at 17'. 

End of boring @ 20'. 

E 

X 

0.0 

0.0 

Soil sample 
collected at 14:52 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP158-01. 

Soil sample 
collected at 15:32 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP158-02. 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworto Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP159 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

8 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

TotalDepth : 15" BGS 

WESTON Geologist : James Molholm 

Location : 5023 Chase 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

9 

o 
ot 

9 

1 2 -

14-

1 6 -

£• 
0] 

I 
a> 

CC 

O 
X 
Q . 

CD 

OT 
O 
OT 
3 

Boring Intervals 
1 ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

CD 

£ 
£ 

at 
c 
o m 

E 
CL 
O. 

a 
REMARKS 

Piezometer 

i 

CL 

CL 

SILTY CLAY; Brown, with sub-angular gravel, 
slightiy soft, slight plasticity, increase tan at 16", 
firm, some coarse gravel, slighUy moist, low 
plasticity. 

SILTY CLAY, Tan, trace coarse sub-angular 
gravel with moderate iron staining, hard, low 
plasticity, slightiy moist grade to grey at 12.2'. 

0.0 

0.0 

Soil sample 
collected at 08:24 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP159-01. 

Soil sample 
collected at 08:34 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP159-02. 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring® 15'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-R1CO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP160 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 8 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

TotalDepto : 21'BGS 

WESTON Geologist : James Molholm 

Location : 5023 Chase 

Depth 
in 

feet 

0) 

> 
8 
OJ 

cc 

g 
X 
0 . 

CD 

OT o 
ro 
3 

Boring Intervals 
r ? ^ VOC Soil Sampte Coltected 

Geologic Sample Interval 

DESCRIPTION 

JO 
CD 

£ 
OS 

_c 
TO 
c 
*c 
o 
ffl 

E 
CL 

9 
Q. 

REMARKS 

2 -

4 -

6 -

46/48 

tn 

s 
tn 

I 
0. 
•s 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

40/48 

/ 

/ 

/ 

30/48 

20-

CL 

CL 

CL 

GP 

MP 

SILTY CLAY; Brown, moist. 6" coarse SAND and 
GRAVEL layer, grey at top, increasing coarse 
gravel content 0.5' to 2'. 3" SILT seam, brown, 
with gravel and sand. Slightiy soft, iron staining 
fi'om 2' to 4'. 

SILTY CLAY, Tan, hard, slightiy moist.increasing 
moisture and plasticity at 7' (4" layer). 
Increasing gravel content from 7', trace large 
pebbles, heavy iron staining. 

SILTY CLAY, Tan, stiff, slightiy moist increasing 
grey, slightiy plastic, trace iron staining at 12.25'. 

16" Large rounded GRAVEL; with brown sand. 

SANDY SILT; Tan, moist, iron staining, no odor. 
3" plastic SILT seam, grey to tan, graded from 
above, with iron staining. 

E 

X 

E 

0.0 

0.0 

0.0 

0.0 

Soil sampte 
coltected at 07:40 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP160-01. 

Soil sample 
collected at 07:50 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP160-02. 

Soil sample 
collected at 08:01 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP160-03. 

End of boring @ 21". 

22-
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RESPONSE ACTION CONTRACT 

US. EPACONTFJACTNo. 68-W7-0026 
Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois 

Depth 
in 

feet 

n _ 

2 -

4 -

6 -

8 -

10-

12-

14-

16-

18-

20-

-
oo 
ZZ— 

t ̂  
> [ 

cc C 

i 
c 
L OT 

5 u 
fc w D 3 

Date Completed 

Dril l ing Company 

Dril l ing Method 

Driller Name 

Borehote Diameter 

Boring Intervals 
I ^X" ! VOC Soil Sampte Collected 

1 1 Geoloaic Samote Inten/al 

LOG OF BORING EIP-GP161 

29 Apri l 2004 Total Depto 

(Pagel ofl) 

: 22' BGS 

IPS W E S T O N Geologist : Michael Casti l lo | 

Geoprobe Location 

Ryan Scott 

2" 

DESCRIPTION 

BT 

U ' 
IK 
1 
b 

48/48 r 

/ 
/ 

/ 
/ 
/ 

44/48 ^ 

/ 
<> 
\/ 

^ 
/ 
/ ̂
 ML 

/ 
/ 

' 
A 
/ 

' / 
' ^ ML 
/ 
/ 
/ 

/ 

CLAYEY SILT; Tan and grey mottiing, hard 
dry, low plastidty, trace gravel. 

, 

"CLAYEY s'iLT;'Till,'gre7 stiff, dry, hTgh"" 
plasticity, b-ace pebbles (10%), 4" CLAYEY 
SAND layer at top; Tan, well graded. 
saturated. 

-

End of boring @ 22'. 

£ 

£ 

'C 
o 
ffl 

E" 
CL 
a . 

Q 
CL 

REMARKS 

, 

-

V 
X L_i 

V 
X (. > 

0.0 

0.0 

-

Soil sample collected 
at 10:35 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP161-01 and 
EIP-GP161-01DUP. 

Piezometer screen 
set from 10 to 20. 

• • -. 

Soil sample collected 
at 10:45 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP161-02. 

: 5126 Walnut 

Temporary Well 

2" PVC Riser 

, 

0.010" Slot Screen 

-
_ 
-



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP162 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

29 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geologist 

Location 

20' BGS 

Michael Castillo 

5126Watout 

Depth 
in 

feet 

2 -

4 -

6 -

- 34/48 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

18-

20-

0) 

> 
8 
01 

cc 

g 
X 
CL OT 

O 
W 
3 

Boring Intervals 

r ^ ^ VOC Soil Sample Collected 

I I Geologic Sampte Interval 

DESCRIPTION 

JO 
CD 
> 
d) 
c 
at 
c 

' S Z 
o 
ffl 

E 
CL 

9 
Q. 

REMARKS 

Temporary Well 

48/48 

/ 

/ 

/ 

/ 

CL 

ML 

SILTY CLAY; Tan, Brown, Grey, and Olive 
mottiing, very stiff, dry, high plasticity, trace 
pebbles and sand (%1-5). 

CLAYEY SILT; Tan, low plastidty in top half, 
grey, medium plastidty in bottom half, b'ace 
pebbles (%1). 0.5" silty sand seam at 14"; fine, 
well sorted, wet Gravelly sand parting at 15'; 
Tan, loose, saturated, well graded. 

E 

X 

0.0 

0.0 

Soil sample coltected 
at 12:30 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP162-01. 

Soil sample collected 
at 12:45 for VOCs 
a'nd^jercent moisture 
content - sample ID 
EIP-GP162-02. 

Piezometer screen 
set from 10'to 20". 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring @ 20'. 
i 
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RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

Depth 
in 

feet 

0 -
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Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

Boring Intervals 
1 X 1 VOC Soil Sampte Coltected 

1 1 Geoloaic Samole Inten/al 

DESCRIPTION 

SILTY CLAY; Tan, grey, black and olive 
mottiing, hard, dry, high plastidty, b̂ ace 

LOG OF BORING EIP-GP163 

29 April 2004 Total Depth 

(Page 1 of 1) 

: 20' BGS 

IPS WESTON Geologist : Michael Castillo j 

Geoprobe Location 

Ryan Scott 

2" 

organics, sand and pebbles, occasional black { 
organic soil layers. 

_^ _̂̂  _^ ___ _^ _^ ^_ _^ _̂_ 
CLAYEY SAND; Grey in top half then tan. hard, moist, high plasticity, fine grained. 
abundant large pebbles, ttace small pebbles | 
(%10), trace organics. 

• -.-

. 

. ' 

CO 

5 
£ 
0) 
c 

? I 
1 
3 
0 

REMARKS 

X 

v X f \ 

0.0 

0.0 

Soil sample collected 
at 13:15 for VOCs 
and percent moistore 
content - sample ID 
EIP-GP163-01. 

Soil sample collected 
at 13:25 for VOCs 
and percent moisture 
content - sample ID 
aP-GP163-02. 

. • . • 

Piezometer screen 
set from 10'to 20". 

: 5126 Walnut 

Temporary Well 

2" PVC Riser 

0.010" Slot Saeen 

-
' 
' 
' 
-z 

End of boring® 20'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP164 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

29 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 25' BGS 

WESTON Geologist : Michael Castillo 

Location : 5126 Walnut 

Depto 
in 

feet 

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

26-

01 

> 
8 
to 
cc 

g 
X 
Q. 

CD 

OT 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

£ 
ID 
£ 
£ 
at 
_c -̂  
o 
ffl 

E 
CL 
Q. 

9 
CL 

REMARKS 

Temporary Well 

48/48 

36/48 / 

CL 

ML 

SILTY CLAY; Tan and grey mottiing, hard, dry, 
low plasticity, b'ace organics and pebbles. 1' 
loose gravel, dry. 

CLAYEY SILT; Grey, medium stiff, dry, high 
plastidty, no dilatency, occasional 1 ' sandy silt 
partings, some pebbles near bottom. 

E 

E 

0.0 

0.0 

Soil sampte collected 
at 09:45 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP164-01. 

Soil sampte collected 
at 09:55 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP164-02. 

Piezometer screen 
set from 15" to 25'. 

End of boring @ 25'. 

-2" PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP165 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

29 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

TotalDepth : 15'BGS 

WESTON Geologist : Michael Castillo 

Location : 5126 Walnut 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

o. 
a 

10-

12-

£ 

14-

16-

0) 
> 
o 
u 
CD 

CC 

o 
I 

CD 

ro 
o 
ro 
3 

Boring Intervals 

r ? ^ VOC Soil Sampte Coltected 

Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 
O. 

9 
0. 

REMARKS 

Temporary Well 

48/48 

45/48 i 
ffl 

ML 

CL 

SANDY SILT; Tan, medium stiff, moist, 
fine-grained sand, high plasticity, trace 
pebbles (%1). Silt at 3.5', stiff. 

SILTY CLAY; Grey, medium stiff, dry, high 
plastidty, trace pebbles (%1), grey and orange 
mottiing from 8' to 9. 

0.2 

0.2 

Soil sample collected 
at9:15 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP165-01. 

Soil sample collected 
at 09:25 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GP165-02. 

Piezometer screen 
set from 5'to 15'. 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring® 15'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP166 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

29 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 22' BGS 

WESTON Geologist : Michael Castillo 

Location : 5126 Walnut 

Depto 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

€ 
o 
at 

9 
2 0 -

2 2 -

£" 
CD > 
8 
0> 

cc 

X 

I 
CD 

OT 
O 
OT 
3 

Boring Intervals 
r ? ^ VOC Soil Sample Coltected 

I I Geologic Sampte Interval 

DESCRIPTION 

JO 
ID 
£ 
01 
c 
at 
c 

' b . 
o 
ffl 

E 
CL 

a. 

Q 
(L 

REMARKS 

Temporary Wel l 

K 

42/48 

CL 

ML 

SILTY CLAY; Tan, hard, dry, low plastidty, 
trace 1 cm pebbles. Grey, stiff, at 9' to bottom, 
moist 

SANDY SILT; Grey, very stiff, dry, moisture 
fi'om slough, medium dilatency, well sorted, 
trace pebbles (%10). 

E 

E 

0.0 

0.0 

End of boring @ 22'. 

Soil sample collected 
at 08:15 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP166-01. 

Piezometer screen 
set from 10' to 20". 

Soil sampte collected 
at 08:30 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP166-02. 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACT No. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 
Downers Grove, Illinois 

LOG OF BORING EIP-GP167 

(Page l o f l ) 

Date Completed 
Drilling Company 
Drilling Method 
Driller Name 
Borehote Diameter 

11 December 2003 
IPS 
Geoprobe 
Ryan Scott 
2" 

TotalDepth : 18'BGS 
WESTON Geologist : Barry Crawford 
Location : 4935 Belmont 

Depto 
in 

feet 

£• 

§ 
to 
CC 

X 
CL OT 

O 
OT 
3 

Boring Intervals 

f ^ ^ VOC Soil Sample Coltected 

Geologic Sample Intervals 

DESCRIPTION 

CO 
CD 

"c 
O) 
t : 

fe 
m 

•p 
n CL 

O 
Q. 

REMARKS 

2 -

4 -

6 -

36/48 

CS 

9 

9 

S 

I 

8 -

1 0 -

1 2 -

1 4 -

1 6 - 43/48 

18-

ML 

CL 

SANDY SILT; Tan, ttace gravel, slightiy moist, medium plasticity, 
medium stiff, some days mixed in. 

SILTY CLAY; Grey, with gravel (till), moist medium soft, medium 
plasticity. 

X 

0.0 

0.0 

Soil sample collected at 10:40 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7167-01. 

Soil sample collected at 11:00 for 
VOCs and percent moisture 
content - sample ID EIP-GP167-02 

End of boring® 18'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worte Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Oowners Grove, Illinois 

LOG OF BORING EIP-GP168 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

11 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 25' BGS 

WESTON Geologist : Barry Crawford 

Location : 4935 Belmont 

Depth 
in 

feet 

£" 
0) > 
8 
to 

cc 

g 
X 
0 . 

CD 

OT 
O 
OT 
3 

Boring Intervals 
1 ^ ^ VOC Soil Sample Collected 

Geologic Sample Intervals 

DESCRIPTION 

CD 
£ 
0) 
c 

CJ) 
c 
o 
ffl 

F 
CL 
n 

Q 
Q. 

REMARKS 

2 -

4 -

6 - 36/48 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

48/48 

48/48 

2 4 -
I 

ML 

CL 

CL 

SANDY SILT; Tan, with some gravel and day, moist, medium 
soft, medium plasticity. 

SILTY CLAY; Grey, with gravel (till), slightiy moist stiff, low 
plastidty. 

SILTY Cl^Y; Grey, witti gravel (till), wet medium stiff, medium 
plasticity, abundant gravel for 12° at center of core. 

End of boring @ 25'. 

E 

E 

E 

0.0 

0.0 

0.0 

Soil sampte collected at 11:40 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7168-01. 

Soil sample collected at 11:55 for 
VOCs and percent moisture 
content - sample ID EIP-GP168-02 

Soil sample collected at 12:20 for 
VOCs and percent moisture 
content - sample ID EIP-GP168-03 

2 6 -



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACT No. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 
Downers Grove, Illinois 

Depto 
to 

feet 

0 -

2 -

A -

6 -

\ 0 -

1 2 -

14-^ 

1 6 -

1 8 -

20-^ 

2 2 -

2 4 -

. 

26-| 

28-^ 

3 0 -

t^ C 
« : 

S C. 

3 
C 
L OT 

J 3 

LOG OF BORING EIP-GP169 

(Pagel o f l ) 

Date Completed : 16 December 2003 Totel Depth : 17'BGS 
Drilling Company : IPS WESTON Geologist : Ted Cagney 
Drilling Method : Geoprobe tocation : 4935 Belmont 
Driller Name : Ryan Scott 
Borehole Diameter : 2" 

Boring Intervals 

I X I VOC Soil Sampte Collected 

1 1 Geologic Samole Intervals 

DESCRIPTION 

JO 

a t 
c 

•c 
o 
ffl 

3 
o 
CL 

REMARKS 

• a t 

c>'< 
•'..9 

48/48 '?i 
•fi'i 

f i t 

7 
44/48 L ' ' 

[.•••-• 

•>^ PL 

: . 

' .>̂ ^ SP 

FILL; Grey and black SILT and GRAVEL, dry. 

FILL; Black SILT, trace gravel, slightiy moist. 

SItTY CLAY; Grey, trace gravel, dry. hard. 

SAND; Brown and grey, coarse SAND and 
\gravel, moist. / 

End of boring® 17'. 

X 

E 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample 
coltected at 11:00 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP7169-01. 

Soil sample 
collected at 11:15 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP169-02. 

-

Temporary Well 

2" PVC Riser 

0.010" Slot Screen 

file:///gravel


RESPONSE; ACTION CONTRACT 

U.S. EPA C I D N T R A C T N O . 68-W74)026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Giove, Illinois 

LOG OF BORING EIP-GP170 

(Page 1 of 1) 

Date Completed : 16 December 2003 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

Total Depth 

WESTON Geologist 

Location 

21'BGS 

Ted Cagney 

4935 Belmont 

Depth 
in 

feet 

£• 
0) > 
8 
4) 

CC 

g 
X 
IL 

o 
to 

o 
OT 

3 

Boring Intervals 
r ^ ^ VOC Soil Sampte Coltected 

Geologic Sample Intervals 

DESCRIPTION 

J O 
CD 
£ 
OJ 
c 
at 
c '^ 
o 
ffl 

E 
CL 
a. 

9 
Q. 

REMARKS 

Temporary Well 

4 -

6 -

40/4U 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

K 

1 8 -

42/4£i 

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

I 
K 

I 

30-

CL 

CL 

CL 

SILTY CLAY; Brown, trace gravel, dry, stiff, some 
brown and grey mottiing between 8 and 9 feet. 

SANDY CtAY and GRAVEL; moist to wet. 

SILTY CLAY; Brown, trace gravel, slightiy moist 
stiff. 

SILTY CLAY; Grey, b'ace gravel, dry, stiff. 

X 

X 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

End of boring @ 30*. 

Soil sample 
coltected at 14:40 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP7170-01. 

Soil sample 
collected at 
15:00for VOCs and 
percent moisture 
content - sample ID 
EIP-GP170-02. 
MS/MSD soil 
sample collected. 

Temporary well 
screened from 20 
to 30 feet. 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACTNo. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworto Industrial Parte Site 
Downers Grove, Illinois 

LOG OF BORING EIP-GP171 

(Page 1 of 1) 

Date Completed : 16 December 2003 
Drilling Company : IPS 
Drilling Method : Geoprobe 
Drilter Name : Ryan Scott 
Borehole Diameter : 2" 

Total Depth : 27' BGS 
WESTON Geologist : Ted Cagney 
Location : 4935 Belmont 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

14-

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

£^ 
01 > 
8 
OJ 

cc 

g 
X 

I 
CD 

OT 
O 
OT 
3 

Boring Intervals 

r ^ ^ VOC Soil Sample Collected 

Geologic Sample Intervals 

DESCRIPTION 

CJl 

c 
o 
ffl 

E 
CL 

o 
REMARKS 

Well: Temporary Well 

40/48 1 

I 

CL 

CL 

SILTY CLAY; Brown, b'ace gravel, slightiy moist 
to dry, stiff. 

SILTY CLAY; Grey, brace sand and gravel, dry, 
stiff. 

X 

X 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte 
collected at 13:15 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP7171-01. 

Soil sample 
collected at 13:50 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP171-02. 

End of boring @ 27'. 

-2" PVC Riser 

-0.010" Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP172 
(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

14 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth : 20" BGS 

WESTON Geologist : Michael Castillo 

Location : 2824 Hitchcock 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20 -

>. 
to 
> 
8 
0) 

cc 

g 
X 
(L 

CD 

OT 
O 
OT 
3 

Boring Intervals 
t ^ ^ VOC Soil Sampte Collected 

1 1 Geologic Sample Interval 

DESCRIPTION 

JO 
CD 

£ 
£ 
at _c 

' L _ o 
ffl 

E 
CL 

9 
0. 

REMARKS 

Temporary Well 

35/411 

45/4JI 

sc 

SC 

CLAYEY SAND; Brown, olive, and green 
motUing, medium stiff, dry, no dilatency, high 
plasticity. 4" coarse gravel layer, angular 
dolomite. 

CLAYEY SAND; 13" black at top, tan below, 
very stiff, 3" coarse sand layer at bottom, 
moist. 

End of boring @ 20'. 

E 

E 

0.0 

0.0 

Soil sample collected 
at 10:50 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP172-01. 

Soil sample collected 
at 11:00 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP172-02. 

Ptezometer screen 
set from 10 to 20 feet 

- 2 " PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP173 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

14 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth : 30" BGS 

WESTON Geologist : Michael Castillo 

Location : 2824 Hitchcock 

Depth 
in 

feet 

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30-

£• 
0) > 
8 
0) 

cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sample Collected 

I 1 Geologic Sample Interval 

DESCRIPTION 

£ 
CD 
£ 
£ 
at 
c 
*c 
o 
ffl 

E 
CL 

9 
REMARKS 

48/48 

48/48 

36/48 

SC 

SC 

sc 

CLAYEY SAND; Tan, grey, and olive mottiing, 
very stiff, dry, low dilatency, trace pebbles, 
very frequent miaofi'actures, high plasticity. 8" 
black organic rich soil layer at bottom. 

CLAYEY SAND; Tan, well graded, occasional 
microfradures. 

CLAYEY SAND;Tan and GRAVEL in top half, 
no plastidty, dry, bottom 18" moist, high 
dilatency, well sorted, medium stiff, medium 
plastidty. - - , . 

X 

X 

X 

0.0 

0.0 

0.0 

Soil sample coltected 
at 09:35 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP173-01 and 
EIP-GP173-01 DUP. 

Soil sample collocated 
at 10:05 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP173-02. 

Soil sample collected 
5t10:.20 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP173-03. 

Piezometer screen 
set from 20 to 30 feet 

Temporary Well 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACT No. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP174 
(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

13 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth : 22' BGS 

WESTON Geologist : Michael Castillo 

Location : 2824 Hitchcock 

Depto 
in 

feet 

2 -

4 -

6 -

8 -

CJ3 
d. 
9 

£ 

10-

12-

14-

16-

18-

20-

22-

0) 
CC 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Boring Intervals 
1 5 ^ VOC Soil Sampte Coltected 

Geologic Sample Interval 

DESCRIPTION 

JO 
CD 
£ 
£ 

o 
ffl 

E 
CL 
a. 
9 
0. 

REMARKS 

Temporary Well 

/ 

48/415 ML 

CL 

CLAYEY SILT; trace sand and sub-rounded 
pebbles, soft, high plasticity, low dilatency, dry. 

SILTY CLAY; Grey, trace pebbles, stiff, high 
plasticity, low dilatency, dry. 

E 

E 

0.5 

0.0 

End of boring @ 22'. 

Soil sample collected 
at 10:41 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP174-01 and 
EIP-GP174-01 MS/MS. 

Soil sample collected 
at 10:55 for VOCs 
and percent moisture 
c'onte'nt - sample ID 
EIP-GP174-02. 

Piezometer screen 
set from 12 to 22 feet 

-2" PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parte Site 

Downers Grove. Illinois 

LOG OF BORING EIP-GP175 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

14 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

TotalDepth : 21'BGS 

WESTON Geologist : Michael Castillo 

Location : 2824 Hitchcock 

Depto 
in 

feet 

2 -

4 -

6 -

10-

ep 
0. 

9 

9 

i 

12-

14-

16-

18-

20-

22-

£> 
to 
> 
8 
4) 
CC 

X 

a. 
CD 

OT 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sample Collected 
I I Geologic Sample Interval 

DESCRIPTION 

JO 
CD 

£ 

OJ 

CJl 

.c 
'^ 
o 
ffl 

E 
CL 

9 
tL 

REMARKS 

Temporary Well 

46/48 

y A 
y A 

48/48 

/ 
/ / 

/ 

/ 

\d 

/ 
/ / 

/ 
^ y 

^ H 
y A 
V ^ 

/ 
/ / 

ML 

ML 

CL 

CLAYEY SILT; Dark brown, soft, dry. b̂ ace 
organic material (wood), high plastidty, 
occasional gravel layers (1.5'), trace pebbles, 
(%1), low dilatency. 

CLAYEY SILT; Tan, medium stiff, dry in top 
half, moist in bottom half, littie sub-angular 
pebbles, high plastidty, high dilatency in 
bottom, brace roots and gravel. 

SILTY CLAY; Grey, medium stiff, dry, low 
dilatency, trace rounded pebbles, high 
plasticity, well sorted. 

E 

E 

0.1 

0.1 

0.0 

Soil sample collected 
at 08:40 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP175-01. 

Soil sample collected 
at 09:00 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP175-02. 

Piezometer screen 
set from 10 to 20 feet 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring ® 21'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Gnjve, Illinois 

LOG OF BORING EIP-GP176 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

13 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 20' BGS 

WESTON Geologist : Michael Castillo 

Location : 2824 Hitchcock 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

9 1 4 -

1 6 -

1 8 -

20 -

£• 
0) > 
8 
01 

cc 

X 

I 
CD 

OT o 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sample Coltected 

I I Geologic Sample Inten/al 

DESCRIPTION 

TO 
C 

o 
ffl 

E 
CL 

9 
Q. 

REMARKS 

Temporary Well 

48/43 

41/4i3 

/ 

ML 

SC 

CLAYEY SILT; Tan, 3" organic soil at top, 
trace rcx)ts and sub-angular pebbles, low 
plasticity, some microfractures, slow dilatency, 
dry. 

CLAYEY SAND; Grey, well graded, trace 
pebbles, stiff, low to medium dilatency, moist 

E 

E 

0.0 

0.0 

Soil sample collected 
at 12:25 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP176-01. 

Soil sample collected 
at 12:35 for VOCs 

'and-p'ercent moisture 
content - sample ID 
EIP-GP176-02. 

Piezometer screen 
set from 10 to 20 feet 

End of boring @ 20'. 

- 2 " PVC Riser 

-0.010" Slot S a e e n 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACTNo. 68-W7-0026 
Worte Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 
Downers Grove, Illinois 

LOG OF BORING EIP-GP177 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilltog Method 

Drilter Name 

Borehole Diameter 

13 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 
WESTON Geologist 
Location 

18'BGS 
Michael Castillo 
2824 Hitchcock 

Depth 
in 

feet 

2 -

4 -

8 -

1 0 -

1 2 -

9 

1 4 -

1 6 -

18-

2 0 -

£• 
0) > 
8 
0} 

cc 

g 
X 

I 
CD 

OT 
O 
OT 
3 

Boring Intervals 
f ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

cb 
^ 
"c 

• 

CJ) 
c 

ffl 

?• 
CL 
CL 

a 
0. 

REMARKS 

Temporary Well 

46/48 

41/48 

40/48 

SC 

GW 

SC 

SC 

CLAYEY SAND; Tan, trace sub-rounded 
pebbles, ft-equent miaofractures, dry, low 
dilatency, low plasticity. 

9" SAND and GRAVEL; Tan, saturated, loose. 

CLAYEY SAND; Grey, trace fine sub-rounded 
pebbles, hard, high plasticity, medium 
dilatency, moist 3" coarse, saturated SAND 
layer at 11.5'. 

CLAYEY SAND: Grey, dry. 

1' SILT layer, grey, trace pebbles, hard, dry, 
high plasticity. 

1' GRAVEL layer, white dolomite, fradured, 
dry. 

E 

E 

E 

0.0 

0.0 

0.0 

Soil sample collected 
at 13:10 for VOCs 
and percent moisture 
content - sample 10 
EIP-GP177-01. 

Soil sample collec:ted 
at 13:23 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GP177-02. 

Soil sample collected 
at 13:35 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GPI77-03. 

Piezometer screen 
set from 5 to 15 feet 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring® 18', 



RESPONSf: ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7.O026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth In lustrial Parte Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP178 

(Pagel o f l ) 

Date Completed : 8 April 2004 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

Totel Depto : 18'BGS 

WESTON CSeologist : Michael Castillo 

Location : 2754 Maple 

Depth 
in 

feet 

2 -

4 -

12-

1 4 -

16-

18-

20-

£-
<o > 
8 
01 

cc 

g 
X 
CL OT 

o 
OT 
3 

Boring Intervals 
r $ ^ VOC Soil Sampte Collected 

Geologic Sample Interval 

DESCRIPTION 

CO 
CD 

> 01 
c 
TO 
c 
o 
m 

_,—,̂  F 
CL 
CJ. 

O 
(L 

REMARKS 

6 - 48/45 

8 -

1 0 - 20/41J 

48/48 

7, 

sc 

SM 

CL 

CLAYEY SAND; Tan and grey mottiing, some 
sift, trace small sub-angular pebbles, high 
plasticity, low dilatency, dry, trace 
microfractures and organic material. 

SILTY SAND; Tan, some angular gravel, 
poorly sorted, trace pebbles, wet, loose, high 
dilatency, trace red staining. 

CLAY; TILL, Grey, some tan mottiing in top 
foot, trace angular pebbles, trace 
microfradures, very stiff, low plasticity, low 
dilatency, dry, well sorted. 

E 

0.1 

1.0 

Soil sample collected 
at 10:15 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPI 78-01. 

Soil sample collected 
at 10:55 for VOCs 
and percent moisture 
cxintent - sample ID 
EIP-GPI 78-02 Late 
sample time due to no 
recovery and 
relocation of boring. 

0.2 

Soil sample cxillected 
at 10:33 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPI 78-03. 

Piezometer screen 
set from 7 to 17 feet 

End of boring® 18'. 

Temporary Well 

-2" PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP179 

(Pagel o f l ) 

Date Completed 
Drilling Company 
Drilling Method 
Driller Name 
Borehole Diameter 

8 April 2004 
IPS 
Geoprobe 
Ryan Scott 
2" 

Totel Depth 

WESTON Geologist 

Location 

23' BGS 

Michael Castillo 

2754 Maple 

Depth 
to 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

16-

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

£" 
to > 
8 
to 

cc 

g 
X 
Q. 

CD 

OT 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

CD 

^ 0) 
c 
-~ TO 
C 

Ji 
ffl 

.̂.̂  F 
a. CL 

O 
0. 

REMARKS 

46/48 

48/48 

48/48 

• i ^ 

•o'<? o 
" .ol." 

?3D/Fl 

/ 

;c/Fi 

ML 

SC 

CL 

CLAYEY SAND FILL; Tan, some gravel, well 
graded, trace rounded pebbles, stiff, loose, 
dry. 

SAND FILL; Tan, well graded, loose, slightly 
moist 

CLAYEY SILT; Tan, well sorted, b'ace rounded 
pebbles, decreasing plasticity with depth, 
increasing grey and stiffness with depth, low 
dilatency, dry. 

CLAYEY SAND; Grey, well sorted, some 
pebbles, saturated, loose. 
CLAY; TILL, grey, stiff, medium plastidty, 
inaeasing brown with depth, trace sub-angular 
pebbles, low dilatency. 

E 

E 

E 

0.3 

0.1 

0.0 

0.0 

Soil sample collected 
at 12:33 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPI 79-01. 

Soil sample collected 
at 12:43 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPI 79-02. 

Soil sample collected 
at 13:00 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPI 79-03 and 
&P--GP179-03 DUP. 

Piezometer screen 
set from 13 to 23 feet 

End of boring® 23'. 

Temporary Well 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grave, Illinois 

LOG OF BORING EIP-GP180 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

8 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geologist 

Location 

22' BGS 

Michael Castillo 

2754 Mapte 

Depth 
in 

feet 

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

22-

£> 
0) > 
8 
0} 

cc 

g 
I 

CD 

OT 
O 
OT 
3 

Boring Intervals 
1 ^ ^ VOC Soil Sample Coltected 

Geologic Sample Interval 

DESCRIPTION 

CD 

£ 
C 

'' at 
c 
fe 
ffl 

F 
n 
CL 

Q 
CL 

REMARKS 

Temporary Well 

46/4U 

48/48 

/ / / 
/-

/ 

/ 
Id 

/ / /-

/ / 

/ 

ML 

ML 

CLAYEY SILT; Tan, b'ace sub-rounded 
pebbles and miaofractures, hard, medium 
plasticity, low dilatency, dry. 

CLAYEY SILT; Grey, increasing silt with depth, 
b̂ ace rounded pebbles, high plasticity, 
occasional slightiy wet 2" sand seams, low 
dilatency, trace miaofractures. 

E 

E 

0.2 

0.0 

End of boring ® 22'. 

Soil sample collected 
at 14:50 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPI 80-01. 

Soil sample coltected 
at 15:00 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPI 80-02. 

Piezometer screen 
set from 12 to 22 feet 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Worte Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP181 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

8 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 30' BGS 

WESTON Geologist : Michael Castillo 

Location : 2754 Maple 

Depth 
in 

feet 

2 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30-

£• 
01 > 
8 
0) 

cc 

g 
I 

CL 

CD 

to 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sampte Collected 

Geologic Sample Interval 

DESCRIPTION 

JO 
ID 
£ 
£ 

TO 
C 

*k_ 
o 
ffl 

E 
CL 
CL 

9 
OL 

REMARKS 

Temporary Well 

48/48 

/ 

T 

dJdl 

48/48 

41/48 

/ 

/ 

.z 

ML 

ML 

CL 

CL 

CLAYEY SILT; Tan, trace sub-angular pebbles 
and miaofractures, well sorted, stiff, low 
dilatency, medium plasticity. 

As above, no miaofractures. 

CLAY; TILL, Grey, trace pebbles, stiff, low 
dilatency. 

SILTY CLAY; TILL, Grey, inaeasing silt 
oontent with depth, softr well sorted, high 
plastidty, low dilatency, trace rounded 
pebbles. 

X 

X 

X 

0.2 

0.2 

0.2 

Soil sampte coltected 
at 13:45 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP181-01. 

Soil sample collected 
at 13:53 for VOCs 
and percent moisture 
content - sample ID 
EIP-GPI 81-02. 

'Soil-sample cxillected 
at 14:10 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP181-03. 

Piezometer screen 
set from 20 to 30 feeL 

End Of boring @ 30'. 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

26-

£• 
0) > 
8 
0) 

cc 

g 
X 
CL OT 

O 
OT 
3 

LOG OF BORING EIP-GP182 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

20 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 26' BGS 

WESTON Geologist : James Molholm 

Location : 2315 Maple 

Boring Intervals 
r ^ ^ VOC Soil Sample Coltected 

I I Geologic Sample Interval 

DESCRIPTION 

JO 
ID 

£ 
01 
_c 
TO 
.C 
' L _ 

o 
ffl 

E 
CL 
a. 

9 
Q. 

REMARKS 

Well: Piezometer 

32/48 

40/48 

40/43 

fll 

CL 

CL 

CL 

SILTY CLAY; Black, soft, moist highly plastic. 

SILTY CLAY; Tan, with coarse and medium 
grained sand and gravel, b'ace dolostone 
fragments, firm, low plasticity, moist, trace iron 
staining. 

SILTY CLAY; Firm, b'ace sand and medium 
grained gravel, low plasticity, moisL 

E 

E 

0.0 

0.0 

Soil sample 
collected at 8:23 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP182-01. 

0.0 

Soil sample 
coltected at 8:52 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GPI 82-02. 

Piezometer well 
screen set from 16 
to 26 feet. 

-2" PVC Riser 

Refusal. End of boring @ 26'. 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7.0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP183 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

: 20 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Total Depth 

WESTON Geologist 

Location 

20' BGS 

James Molholm 

2315 Mapte 

Depto 
in 

feet 

2 -

4 -

0-
cs 

€ 
o 

s 
tn 

9 

20 -

£" 
> 
8 
a> 

CC 

g 
I 
CL 

ro 
o 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

JO 
CD 

£ 
0) 

TO 
C 

o 
ffl 

E 
CL 
CL 

9 
Q L 

REMARKS 

I 
38/48 

1 0 -

1 2 -

14-

1 6 - 40/48 

1 8 -

ai 

I 

CL 

CL 

SILTY CLAY; Black, \rarx organic material 
(roots), soft, highly plastic, moist. 

SILTY CLAY; Tan and grey, more firm, lower 
plasticity. 

SILTY CLAY; Tan and grey, with coarse sand, 
with coarse and subangular gravel, moderate 
plasticity, moist. 

SILTY CLAY; Tan and brown, viflth mediucn-to 
coarse sand, with coarse gravel, moderate firm 
and plasticity, wet 

As above; Lower moist more firm. 

E 

E 

E 

0.0 

0.0 

0.0 

Soil sample 
collected at 9:52 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GPI 83-01. 

Piezometer well 
screen set from 10 
to 20 feet 

Soil sample 
collected at 10:03 
for VOCs and 
percent moisture 
cxintent - sample ID 
EIP-GPI 83-02. 

Soil sample 
collected at 10:16 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP183-03. 

Well: Piezometer 

-2" PVC Riser 

-0.010" Slot Saeen 

End of boring @ 20'. 

file:///rarx


RESPON.5E ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers CSrove, Illinois 

LOG OF BORING EIP-GP184 
(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Drilter Name 

Borehole Diameter 

20 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 25" BGS 

WESTON Geologist : James Molholm 

Location : 2315 Maple 

Depth 
in 

feet 

2 -

4 -

6 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

£:" 
> 

0; 

g 
I I 
CD 

OT 
O 
W 
3 

Boring Intervals 
[ ^ ^ VOC Soil Sample Collected 

Geologic Sampte Interval 

DESCRIPTION 

JO 
CD 

£ 
to 
_c 
ra 
_c 
' w 
o 
ffl 

E 
CL 
Q . 

9 
IL 

REMARKS 

Well: Piezometer 

38/4fl 

48/48 

I 

48/48 

% 

i 
'7 

CL 

CL 

MH 

CL 

CL 

SILTY CLAY; Tan, with sand and coarse and 
round gravel, very firm, low moisture, trace iron 
staining. 

SILTY CLAY; Grey, firm, moderate plasticity, 
moist trace coarse gravel. 

SILT; Grey, moist soft, more plastic. 
SILTY CLAY; (3rey, moderately firm, with coarse 
gravel and trace sand. 

SILTY CLAY; Grey, with coarse rounded and 
subangular gravel, firm, low plasticity, moist 

E 

E 

E 

0.0 

0.0 

0.0 

Reftjsal. End of boring @ 25'. 

Soil sample 
collected at 14:24 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP184-01. 

Soil sample 
coltected at 14:37 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GPI 84-02. 

Soil sample 
collected at 14:54 
for VOCs and 
percent moisture 
content - sampte ID 
EIP-GPI 84-03. 

Piezometer well 
screen set from 15 
to 25 feet 

-2" PVC Riser 

; 0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP185 

(Page 1 of 1) 

Date Completed 
Drilling Company 
Drilling Method 
Driller Name 
Borehole Diameter 

: 20 January 2004 
:IPS 
: Geoprobe 
: Ryan Scott 
:2" 

Total Depth : 30' BGS 

WESTON Geologist : James Molholm 

Location : 2315 Mapte 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

10-

12-

14-

16-

18-

20-

22-

24-

26-

28-

30-

£• 
tD > 
8 
CU 

DC 

g 
X 
Q. OT 

O 
OT 
3 

Boring Intervals 
C ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

CD 

£ 
£ 

o 
ffl 

E a. 3 
o 
5! 

REMARKS 

Well: Piezometer 

34/48 I 
a 

44/48 

a 
id 

I 

SM 

CL 

CL 
SP 

SILTY CLAY; Tan and grey, firm, moist, 
.moderate plasticity. 

CL 
^2" SAND and GRAVEL seam, wet, pooriy sorted. / 
.CLAY; Grey, soft, plastic, moist 

CL 

CL 

SIL'TYSANDĵ BrowiT^well graded, djy. 
SILTY CLAY; Black, organic, soft, plastic, moist, 
grades to brown and grey, inaeasing firmness 
with depth. 

SILTY CLAY; Brown and grey, with coarse 
gravel, more plastic, moist 

SILTY CLAY; Grey, firm, plastic, with coarse 
sand and coarse rounded gravel. 

X 

X 

X 

0.0 

0.0 

0.0 

Soil sample 
collected at 11:05 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP185-01. 

Soil sample 
collected at 11:12 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GPI 85-02. 

Soil sample 
collected at 11:35 
for VOCs and 
percent moisture 
cxintent - sample ID 
EIP-GPI 85-03. 

Piezometer well 
screen set from 19 
to 29 feet. 

-2" PVC Riser 

-0.010" Slot Screen 

Refusal @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA C;ONTRACTN0. 68-W7-0026 

Work AssiEinment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP186 
(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

: 20 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

: 2 " 

Totel Depth 

WESTON Geologist 

Location 

27' BGS 

James Molholm 

2315 Mapte 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

22-

2 4 -

2 6 -

2 8 -

£-
ID > 
8 
01 
DC 

O 
I I 
CD 

OT 
O 
OT 
3 

Boring Intervals 

r ^ ^ VOC Soil Sampte Coltected 

I I Geologice Sample Interval 

DESCRIPTION 

£ 
CD 

£ 
0) *̂  c 
ra 
c 
*c 
o 
ffl 

E 
CL 

3 
9 
Q. 

REMARKS 

Well: Piezometer 

7 

38 / ' * A 
]A 

I 
[: 

CL 

SC 

CH 

SILTY CLAY; Tan, firm, low plastidty, moist, with 
coarse and rounded gravel. 

SILTY CLAY; Grey, firm, low plastidty, with 
coarse and rounded gravel. 

CLAYEY SILT; Grey, more plastic, more moist, 
ysofter, with trace coarse gravel. 

E 

E 

0.0 

0.0 

Soil sample 
coltected at 15:40 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP186-01. 

Soil sample 
collected at 14:23 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GPI 86-02. 

Piezometer well 
screen set from 17 
to 27 feet 

End of boring @ 27'. 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACTNo. 68-W7-0026 
Worie Assignment No. 155-RICO-B51W 

Ellsworth todustrial Park Site 

Oowners Grove, Illinois 

LOG OF BORING EIP-GP187 

(Page l o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

21 January 2004 

IPS 

Geoprobe 

Ryan Scxitt 

2" 

Totel Depth 

WESTON Geologist 

Location 

20' BGS 

James Molholm 

5240 Belmont 

Depto 
in 

feet 

2 -

9 

€ 
O 

ut 

9 

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

£• o> 

i 
ID 

tc 

X 
Q. 

CD 

OT 
O 
OT 
3 

Boring Intervals 

r ? ^ VOC Soil Sampte Collected 

Geologic Interval 

DESCRIPTION 

£ 
ID 
£ 
0) 

TO 
_C 
' C 
o 
ffl 

E 
CL 3 
9 
a 

REMARKS 

Well: Piezometer 

44/48 

I 

CG 

CL 

ML 

CL 

SW 

FILL; Gravel, sand and silt. 4" 
SILTY CLAY; Tan and brown, some moist, 
plasticity, with trace coarse gravel, iron 
staining, 

8" SILTY CLAY; Dark Brown, with gravel and 
cobble fragments at 2.5'. 

SANDY SILT; Tan, soft, very plastic, with 
coarse and subangular gravel. 

SILTY CLAY; Grey, with coarse gravel, very 
plastic, moist 

Grade from above to SILTY CLAY; Brown, with 
sand and coarse gravel, highly plastic, moist. 

2" SAND; Tan, pooriy sorted, medium to 
coarse grained seam. 
SAND; Tan, medium to fine grain, no sift, no . 

^asticity^iTioist_ _ _J 

E 

E 

0.0 

0.0 

Soil sample collected, 
at 11-.55 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GP187-01. 

Soil sample cxillected 
at 12:11 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GP187-02. 

Piezometer screen 
set from 10 to 20 feet. 

-2" PVC Riser 

-0.010" Slot Saeen 

End of boring @ 20'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No: 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP188 

(Page 1 of 1) 

Date Compteted 

Drilling Company 

Drilling Metood 

Drilter Name 

Borehole Diameter 

21 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth 

WESTON Geologist 

Location 

25' BGS 

James Molholm 

5240 Belmont 

Depth 
in 

feet 

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

26-

£" 
0) > 
8 

g 
X 
CL 

CD 

OT 
O 
W 
3 

Boring Intervals 

r ^ ^ VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

JO 
CD 

£ 
01 *̂  c 
TO 
C 

'CT 
O 
ffl 

E 
CL 

3 
9 
CL 

REMARKS 

Temporary Well 

36/48 
i 
g 

SILTY CLAY; Brown, with coarse sand, roots, 
^ o i s t low pla_sticity. 

CL 

GM 

CL 

SILTY CLAY; Brown, soft, plastic, moist, brick 
fragments, organic material. 

FILL; SAND, tan and orange, black ash, trace 
gravel, wet, large fragments (charcoal?). 

SILTY CLAY; Brovm and grey, firm, with gravel 
and coarse sand, trace shale fragments. 

SILT; With wet sand arid gravel, plastic, soft. 

SILTY CLAY; Grey, with coarse and subangular 
gravel and medium grained sand, moderate 
plastidty. 2" seam of sandy gravelly silt at 19.6'. 

End of boring @ 25'. 

E 

E 

0.0 

0.0 

Soil sample 
collected at 13:36 
for VOCs and 
percent moisture 
cxintent - sample ID 
EIP-GP188-01. 

Spit sampte 
collected at 13:51 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GPI 88-02. 

Piezometer screen 
set from 15 to 25 
feet 

-2" PVC Riser 

-0.010" Saeen 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACT No. 68-W7-0026 
Work/Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 
Oowners Grove, Illinois 

LOG OF BORING EIP-GP189 

(Page 1 of 1) 

Date Completed : 22 January 2004 
Drilling Company : IPS 
Drilling Metood : Geoprobe 
Driller Name : Ryan Scott 
Borehote Diameter : 2" 

TotalDepth : 21'BGS 
WESTON Geologist : James Molholm 
Locatkin : 5240 Belmont 

Depth 
in 

feet 

2 -

4 -

6 -

q. 
9 

9 

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

4> 

I 
0) 

DC 

g 
X 

a. 

CD 

OT 
O 
to 
3 

Boring Intervals 

I^<!1 VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION o 
ffl 

E 
CL 

3 
9 
Q. 

REMARKS 

Well: Piezometer 

CL 

CL 

SILTY CLAY; Brown with some grey, firm, 
moist, low plastidty, vi/ith coarse and 
rounded gravel. 

SILTY CLAY; Grey, moderately firm and 
plastic, with cx)arse sand and rounded 
gravel, 1.5" dolostone fragments at 19'. 

E 

E 

0.0 

0.0 

Soil sample coltected at 
10:43 for VOCs and 
percent moisture content -
sample ID EIP-GP189-01 . 

Soil sample coltected at 
10:57 for VOCs and 
percent moisture content -
sampte ID EIP-GPI 89-02 
and MS/MSD. 

Piezometer well screen 
set from 9 to 19 feet 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring© 21'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP190 

(Pagel of l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

22 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depth : 20' BGS 

WESTON Geologist : James Molholm 

Location : 5240 Belmont 

Depth 
in 

feet 

2 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

£• 
0) > o o 

g 

X 

CD 

OT 
O 
OT 
3 

Boring Intervals 

f ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

JO 

£ 
TO c 
'C 
o 
ffl 

E 
CL 

3 
9 
CL 

REMARKS 

Well: Piezometer 

I 
48/48 

I 
\A 

M 

CL 

CL 

CL 

.::• SP 

CL 

SILTY CLAY; Tan, moderately soft, 
medium plasticity, with coarse, rounded, 
and subangular, gravel. 

4" SILT; Tan, soft, plastic, moist grades to 
SILTY CLAY; Brown and brown/grey, with 
coarse gravel, firm, low plastidty. 

2" SAND and GRAVEL seam, quartz 
appearance. 
2" SILTY GRAVEL seam, coarse and 
subangular, wet 

SItTY CLAY; Grey, plastic, semi-firm. 

As above with coarse bp.medium grained 
sand, wet. 

8" SAND AND GRAVEL lens; coarse, 
angular, and rounded. 

SILTY CLAY; Grey, trace coarse gravel 
and sand, soft, moist, highly plastic. 

E 

E 

E 

0.0 

0.0 

End of boring @ 20'. 

0.0 

Soil sample collected at 
13:03 for VOCs and 
percent moisture content -
sampte ID EIP-GPI 90-01. 

Soil sample coltected at 
13:15 for VOCs and 
percent moisture content -
sample ID EIP-GPI 90-02. 

Soil sample cxjilected at 
13:31 for VOCs and 
percent moisture content -
sam'pie ID "EIP-GPI 90-03. 

Piezometer well screen 
set from 10 to 20 feet 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP191 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

21 January 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depto 

WESTON Geologist 

Location 

20' BGS 

James Molholm 

5240 Belmont 

Depth 
in 

feet 

2 -

- 48/48 

8 -

1 0 -

1 2 -

0. 
(D 

9 

1 4 -

16-

1 8 -

2 0 -

£> 
<o 
> 
8 
0) 
oc 

g 
X 
CL 

CD 

OT 
O 

ro 
3 

Boring Intervals 
r ^ ^ VOC Soil Sampte Collected 

Geologic Sample Interval 

DESCRIPTION 

JO 
CD 
£ 
£ 

ra 
' L _ 

o 
ffl 

E 
CL 

3 
9 
0. 

REMARKS 

Temporary Well: 

36/48 

^ 

CL 

GM 

SP 

; GC 

CL 

SILTY CLAY; Brown and tan, slightiy moist firm, 
some coarse gravel. 

SILTY CLAY; Dark brown, firm, organic. 

SILTY CLAY; Brown and tan, with coarse and 
rounded gravel, subangular, iron staining. 

SANDY SILT with GRAVEL; coarse rounded 
gravel, wet, iron staining. 

SAND; fine to medium grained, low fines, coarse 
and rounded quartz gravel, dolostone fragments, 
.wet 
SAND and coarse GRAVEL; with silt, pooriy 
sorted, wet 
CLAY; Grey, firm, with 1" gravel lenses through, 
grades to softer tan silty day, with sand, plastic. 

E 

E 

0.4 

0.0 

Soil sample 
collected at 14:35 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GP191-01. 

Soil sample 
collected at 14:45 
for VOCs and 
percent moisture 
content - sample ID 
EIP-GPI 91-02. 

Piezometer sceen 
set from 10 to 20 
feet 

-2" PVC Riser 

-0.010" Saeen 

End of boring @ 20'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-R1CO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois 

Depto 
in 

feet 

£• 
> 
8 
01 
DC 

g 
X 
CL w 

o 
OT 
3 

LOG OF BORING EIP-GP192 

(Page 1 of 1) 

Date Compteted 
Drilling Company 
Drilling Method 
Driller Name 
Borehote Diameter 

8 December 2003 
IPS 
Geoprobe 
Ryan Scott 
2" 

TotalDepth : 19'BGS 

WESTON Geologist : Bany Crawford 

Location : 2333 Wisconsin 

Boring Intervals 
1 3 ^ VOC Soil Sample Collected 

Geologic Sample Intervals 

DESCRIPTION 

(0 
CD 

^ 
0) 

c 
" TO 
C 
'C 

o ffl 

._, 
F 
n o. 
Q 
U. 

REMARKS 

2 -

4 -

6 - 38/48 

10-

12-

1 4 -

16-

48/48 

1 8 - 1 

CL 

SP 

ML 

CL 

GFIAVEL RICH CLAY; Grey, slightiy moist, medium plasticity, 
moderately soft. 

SANDY SILTY CLAY; Tan, inaeased gravel content, dry to 
slightiy moist, hard, low to medium plasticity. 

SAND; tan, well graded, loose, moist, fining downwards, grains 
rounder with depth. 

SANDY SILT; Tan, some gravel throughout, moist 

SILTY CLAY; Grey, with frace gravel, (till), stiff, low to medium 
plastidty, dry, to slightiy moist-

E 

I 

0.0 

0.0 

Soil sample collected at 14:30 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7192-01. 

Soil sample collected at 14:45 for 
VOCs and percent moisture 
content - sample ID EIP-GPI 92-02. 

End of boring® 19". 

20-



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP193 

(Pagel o f l ) 

Date Completed : 10 December 2003 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

Total Depth 

WESTON Geologist 

Location 

26' BGS 

Barry Crawford 

4935 Belmont 

Depto 
in 

feet 

£" 
OJ > 
8 
0) 

cc 

o 
I 

I 
CD 

OT 
O 
OT 
3 

Boring Intervals 
1 3 ^ VOC Soil Sample Collected 

Geologic Sample Intervals 

DESCRIPTION 

CO 
ID 

£ 
01 

c 
TO 

c 
n 
ffl 

,̂̂  F 
CL 
a. 
O 
Q . 

REMARKS 

2 -

48/48 

6 -

8 -

10-

12-

14-

16-

18-

20-

22-

24- 48/48 

26-

CL 

CL 

SANDY CLAY; Tan, with gravel, dry, stiff, low plasticity, some 
iron staining throughout. 

SANDY SILTY CLAY; Grey with trace gravel, medium soft, 
medium plastidty, slighUy moist 

E 

E 

0.0 

0.0 

Soil sample collected at 15:30 for 
VOCs and percent moisture 
content - sampte ID 
EIP-GP7193-01. 

Soil sample collected at 16:15 for 
VOCs and percent moisture 
content- sample ID EIP-GP193-02 

End of boring ® 26'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

9 R -

1 ^ 
> C 
H < 
s Q 
CC C 

/ 
/ 

48/48 '' 

/ 

_ 

48/48 '' ,, 

0 

/ 
/ 

/ ML 
/ 

\ 

A ^^ 

LOG OF BORING EIP-GP194 

(Page 1 of 1) 

Date Compteted 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

8 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Boring Intervals 

{ " X " ! VOC Sampte Collected 

1 1 Loaaina Intervals 

DESCRIPTION 

CLAYEY SILT; Tan, b'ace gravel, hard, low plastidty, dry. 
SILT; Tan/grey, with ttace gravel, moist, soft, medium plasticity. 

SILTY CLAY; Grey, with gravel (till), hard, slighUy moist, low to 
medium plastidty. 

-

Total Depto : 26' BGS 

WESTON Geologist : Barry Crawford 

Location : 2333 Wisconsin 

£ 

"fe 

CD 

E 
Q. 

3 
o 
Q. 

REMARKS 

X 

X 

0.0 

0.0 

-

Soil sampte collected at 15:35 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7194-01. 

Soil sample collected at 15:55 for 
VOCs and percent moisture 
content- sampte ID EIP-GP194-02. 

End of boring @ 26'. 



RESPONSE ACTION CONTRACT 

U.S, EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parie Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP195 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

9 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

TotalDepth : 17'BGS 

WESTON Geologist : Barry Crawford 

Location : 2333 Wisconsin 

Depto 
in 

feet 

£" 
o> 
> 

8 
0> 

cc 

g 
X I 
CD 

OT 
O 
OT 
3 

Boring Intervals 

f ^ ^ VOC Soil Sampte Collected 

Geologic Sample Intervals 

DESCRIPTION 

<Q 
£ 
07 
C 

o> 
c 

GO 

_̂̂  F 
CJ. 
o. 
O 
0. 

REMARKS 

2 -

4 -

6 -

48/48 

CJ 

9 

1 0 -

12-

1 4 -

45/48 

1 6 -

Pf 

FL 

ML 

CL 

FILL; Asphalt and conaete. 

SILT; Tan, with gravel and day, moderately hard, slightly inoist. 
Cobbles, white dolomite, fractured, weathered. 

SILTY CLAY; Grey, b'ace gravel (till), 2" dolomite seam at 15 
feet, dry to slightiy moist. 

X 
0.0 

0.0 

Soil sample collected at 13:00 for 
VOCs and percent moisture 
content - sampte ID 
EIP-GP7195-01. 

Soil sample collected at 13:15 for 
VOCs and percent moisture 
content - sample ID EIP-GPI 95-02. 

End of boring® 17'. 

1 8 -



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parie Site 

Downers Grove, Illinois 

Depto 
in 

feet 

£• 
0) > 
8 
01 

cc 

o 
X I 
CD 

OT 
o 
OT 
3 

LOG OF BORING EIP-GP196 

(Pagel o f l ) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

9 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 30' BGS 

WESTON Geologist : Barry Crawford 

Location : 2333 Wisconsin 

Boring Intervals 
r ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Intervals 

DESCRIPTION 

10 
ID 

£ 
£ 
E 
TO 
C 

fe 
CU 

^^ F 
CL 
CL 

Q 
CL 

REMARKS 

2 -

4 -

6 -

8 -

48/48 

1 0 -

1 2 -

1 4 -

1 6 -

48/48 

1 8 - 32/48 

2 0 -

2 2 -

2 4 -

2 6 -

2 8 - 46/48 

30-

CL 

CL 

CL 

CL 

SC 

CL 

SANDY CLAY; Tan, with gravel, stiff, very hard, low plastidty, 
dry. 

CLAY with SAND and GFJAVEL; Tan, stiff, plastidty. 
SANDY SILTY CLAY; Grey with gravel (till), slightiy moist, low 
plasticity, medium stiff. 
SANDY CLAY; Grey, b'ace gravel, soft, moist 
SILTY CLAY; Grey, b'ace gravel (tiH), slighUy moist, medium stiff, 
low plasticity. 

SILTY CLAY; Grey with b'ace gravel (till), very sandy at bottom, 
SlighUy moist medium stiff, low plasticity. 

SANDY CLAY; Tan, trace gravel, small cobbles near bottom, 
slightiy moist. 

SILTY CLAY; Grey, trace gravel (till), stiff, low plasticity, slightiy 
moist 

CLAYEY SAND; Grey, with trace gravel, moist loose. 

SILTY CLAY; Grey, b̂ ace gravel and sand, stiff, low plastidty. 
Slightiy moist at 30 feet 

X 

X 

X 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 10:50 for 
VOCs and percient moisture 
content - sample ID 
EIP-GP7196-01. 

Soil sampte collected at 11:05 for 
VOCs and percent moisture 
content - sample ID EIP-GP196-02 

Soil sampte collected at 11:55 for 
VOCs and percent moisture 
content - sample ID EIP-GPI 96-03 
Duplicate soil sample collected. 

End of boring @ 30'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worie Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP197 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Drilter Name 

Borehote Diameter 

8 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth : 26' BGS 

WESTON Geologist : Barry Crawford 

Location : 2333 Wisconsin 

Depto 

in 
feet 

£• 
0) 

§ 
CD 
CC 

O 
I 
CL to o 

OT 
3 

Boring Intervals 

r ? ^ VOC Soil Sampte Coltected 

I I Geologic Sampte Intervals 

DESCRIPTION 

w 
m 

c 
• 

OJ 
c 
^ 
ffl 

F 
n CL 

Q 

(L 

REMARKS 

4 -

6 -

8 -

10-

12-

14-

1 6 -

18-

20-

22-

24-

48/48 I 

37/48 

26-

w. 

I 

CL 

CL 

SILTY CLAY; Grey, with b'ace gravel (till), dry, soft, low plasticity. 

SILTY CLAY; Grey witti sand and b'ace gravel (till), slightiy moist, 
stiff, low plasticity. 

E 

E 

0.0 

0.0 

Soil sample collected at 13:55 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7197-01. 

Soil sample coltected at 14:15 for 
VOCs and percent moisture 
content - sample ID EIP-GPI 97-02, 

End of boring @ 26'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parte Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP198 

(Pagel of l ) 

Date Compteted 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

11 December 2003 

IPS 

Geoprobe 

Ryan Scott 

2" 

TotalDepth : 14'BGS 

WESTON Geologist : Barry Cravirford 

Location : 2333 Wisconsin 

Depth 
in 

feet 

£> 
0) > 
8 
Ol 

cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Boring Intervals 
1 3 ^ VOC Soil Sampte Coltected 

Geologic Sample Intervals 

DESCRIPTION 

10 
CD 

£ 
01 
c 
TO 
C 

o 
ffl 

_, . F 
CL 
CL 

a 
CL 

REMARKS 

2 - 48/48 

y '' 
/ 

6 -

8 -

1 0 -

9 
5̂ 

§ 

1 2 - 48/48 

•o'9 -o 
;;o;.v'< 
;o.9 :o 

n 

14-

FL 

ML 

CL 

FILL; Mix of organic topsoH and gravel, dry, no odor or staining. 

CLAYEY SILT; Tan, with gravel, dry to slightiy moist, low 
plasticity, stiff. 

SILTY CLAY; Grey, witb-gravel (till), dry, SQft, low plasticity. 

End of boring® 14'. 

0.0 

0.0 

Soil sampte collected at 8:45 for 
VOCs and percent moisture 
content - sample ID 
EIP-GP7198-01. 

Soil sample collected at 9:00 for 
VOCs and percent moisture 
content - sample ID EIP-GP198-02 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP199 

(Page l o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

15 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2-

Total Depth : 20' BGS 

WESTON Geologist : Michael Castillo 

Location : 4947 Belmont 

Depth 
in 

feet 

4 -

6 -

CL 
CD 

a. 

1 2 -

1 4 -

1 6 -

20 -

0) 
OC 

g 
X 
0. 

CD 

ro 
o 
w 
3 

Boring Intervals 
C ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Inten/al 

DESCRIPTION 

JO 
CD 

£ 
0) 
'c 
t3) 
.C 
' d 
o 
ffl 

E 
CL 

3 
9 
0. 

REMARKS 

Temporary Well 

8 - 44/48 

1 0 -

1 8 - 48/48 

/ 

/ 

/ 

/ 

/ 
/ 

k A 

/ 

/ 

ML 

ML 

SC 

CLAYEY SILT; Olive, stiff, slightty moist, low 
dilatency, high plastidty, loose, well graded. 
1' GRAVEL layer, trace pebbles (%10). 

CLAYEY SILT; As above. 

CLAYEY SILT; Grey, hard, frace pebbles, high 
plasticity, wet, weU sorted. 

CLAYEY S/!^D; Grey, hard, moist high 
plastidty, high dHatency, occ:asional 
medium-grained sand seams, well graded. 

E 

E 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample coltected 
at 12:15 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP199-01. 

Soil sample collected 
at 12:30 for VOCs 
and percent moisture 
cxjntent - sampte ID 
EIP-GP199-02. 

Piezometer screen 
set from 10 to 20 feet 

-2" PVC Riser 

-0.010" Slot Saeen 

End of boring @ 20'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Parte Site 

Downers Grove, Illinois 

Depth 
in 

feet 

2 -

6-

8 -

10-

1 2 -

1 4 -

16-

18-

20-

£« 
0) > 
8 
0) 

cc 

g 
X 
0 . 

CD 

ro 
o 
ro 
3 

LOG OF BORING EIP-GP200 

(Pagel of 1) 

Date Completed 

DriHing Company 

Drilling Method 

Driller Name 

Borehole Diameter 

15 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Totel Depto : 20' BGS 

WESTON Geologist : Michael Castillo 

Location : 4947 Belmont 

Boring Intervals 
r ^ ^ VOC Soil Sampte Coltected 

Geologic Sample Interval 

DESCRIPTION 

TO 
C 

o 
ffl 

E 
CL 

3 
9 
IL 

REMARKS 

Temporary Well 

- 37/48 

31/48 

/ 

/ 

y A 
A 

ML 

SC 

ML 

CLAYEY SILT; Brown, very stiff, slightiy moist 
low dilatency, well sorted, trace sub-angular 
pebbles, medium plastidty. 

CLAYEY SAND; Grey, stiff, dry, low dHatency, 
high plastidty. 
7" coarse angular sand and pebble layer at 
13.5'. 

CLAYEY SILT; TILL, grey, trace pebbles, dry, 
stiff, high plasticity. 

End of boring @ 20'. 

E 

E 

0.1 

0.0 

Soil sample collected 
at 11:30 for VOCs 
and percient moisture 
content - sample ID 
EIP-GP200-01. 

Soil sample collected 
at 11:50 for VOCs 
and percent moisture 
exmtent - sampte ID 
EIP-GP200-02. 

Piezometer sc^reen 
set from 10 to 20 feet 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP201 

(Page l o f l ) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehote Diameter 

: 15 April 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

TotalDepth : 19'BGS 

WESTON Geologist : Michael Castillo 

Location : 4947 Belmont 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

10-

% 

0-
s 
I 
-g 
& 

i 
I 

12-

14-

16-

18-

20-

£< 
0} > 
8 
0) 

a. 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Boring Intervals 

I X l VOC Soil Sampte Collected 

I I Geologic Sampte Interval 

DESCRIPTION 

TO 
C 

o 
ffl 

E 
CL 3 
9 
a. 

REMARKS 

Temporary Well 

41/48 

SC 

CG 

SC 

SC 

SC 

2' CLAYEY SAND; Tan, hard, dry, medium 
plasticity, trace pebbles, slight odor. 

GF?AVEL; Moist, odor and staining present. 

CLAYEY SAND; As above, slightiy moist, high 
dilatency. 

CLAYEY SAND; Brown, very stiff, moist high 
dilatency, brace sut>-rounded pebtMes, high 
plasticity. 

CLAYEY SAND; Grey, very stiff, slighUy moist 
high dilatency, tiigh plastidty, trace petibles, 
occasional coarse sand layers. 

E 

E 

E 

0.0 

Soil sampte collected 
at 09:15 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP201-01. 

Soil sampte cxiltected 
at 09:35 for VOCs 
and percent moisture 
(XJntent - sample ID 
EIP-GP201-02. 

Soil sample coltected 
at 09:47 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP201-03. 

Piezometer screen 
set from 5 to 15 feet 

-2" PVC Riser 

-0.010" Slot Saeen 

End of boring® 19*. 



RESPONSE ACTION CONTRACT 
U.S. EPA CONTRACTNo. 68-W7-0026 
Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 
Downers Grove, Illinois 

LOG OF BORING EIP-GP202 

(Pagel of 1) 

Date Completed 
Drilling Company 
Drilling Method 
Driller Name 
Borehole Diameter 

^ C3 i l ! ) - r i / - ^ K1 
/K i r 1 ION 

15 April 2004 
IPS 
Geoprobe 
Ryan Scott 
2" 

10 
CD 

£ 
0) 
c 

ra 
c 
fe 
ffl 

.̂̂  F 
CL 
CL 

Q 
CL 

Totel Depto : 24" BGS 
WESTON Geologist : Michael Castillo 
Location : 4947 Belmont 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

16-

1 8 -

2 0 -

2 2 -

24-

0} 

> 
8 
0] 

cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

REMARKS 

Temporary Well 

41/48 

48/48 

k A 
/ 

/ V 
y 

A 

7 

A 

ML 

SC 

CLAYEY SILT; Brown, soft, wet, well graded, 
high plasticity, little pebbles at 1V parting. 

Below parting, CLAYEY SILT; Grey, very hard, 
b'ace pebbles, medium plasticity, dry, no 
dilatency, well sorted. 

CLAYEY SAND; Grey, fine-grained, soft, dry, 
low dilatency, b'ace rounded coarse sand, 
sand and gravel parting at 22'. 
Below parting. As above, CLAYEY SAND; 
medium stiff, no plasticity. 

E 

E 

0.0 

0.0 

End of tjoring @ 24'. 

Soil sample collected 
at 10:20 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP202-01. 

Soil sample collected 
at 10:35 for VOCs 
and percent moistore 
content - sample ID 
EIP-GP202-02. 

Piezometer screen 
set from 10 to 20 feet 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP203 

(Pagel off) 

Date Completed 

Drilling Company 

Drilling Method 

Drilter Name 

Borehole Diameter 

29 April 2004 

IPS 
CBeoprobe 

Ryan Scott 

2" 

TotalDepth : 30'BGS 

WESTON Geologist : Michael Castilto 

Location : Prop. N. of 4935 Belmont 

Depto 
in 

feet 

4 -

6 -

10-

12-

14-

16-

18-

20-

22-

24-

26-

28-

30-

£• 
OJ > 
8 
4) 

CC 

g 
I 

CL 

CD 

to o 
OT 

3 

Boring Intervals 
VOC Soil Sample Collected 

Geologic Sample Interval 

DESCRIPTION 

(Q 

£ 

... 13) 
c: 
fe 
ffl 

F 
o. CL 

Q 
CL 

REMARKS 

Temporary Well 

PT 

48/48 A 

33/48 

ML 

MC 

CLAYEY SILT; Tan, very hard, dry, very low 
plasticity, frequent miaofractures, some sand 
and fiH in top 1.5*. 

CLAYEY SILT; Till, Grey, hard, slightiy moist, 
high plasticity, b-ace pebbles (%5-10), 
occasional large pebbles. 

X 

X 

0.0 

0.0 

Soil sample collected 
at 14:10 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP203-01. 

Soil sample collected 
at 14:25 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP203-02. 

Piezometer screen 
set from 20' to 30". 

End of boring @ 30'. 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACT No. 68-W7-0026 

Worte Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP204 

(Pagel of 1) 

Date Completed 

Drilling Company 

Drilling Method 

Driller Name 

Borehole Diameter 

29 April 2004 

IPS 

Geoprobe 

Ryan Scott 

2" 

Total Depth 

WESTON Geologist 

Location 

: 30' BGS 

: Michael Castillo 

: Prop. N. of 4935 Belmont 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

30-

£> 
0) > 
o 
CJ 
0) 

cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Boring Intervals 
1 ^ ^ VOC Soil Sampte Coltected 

I I Geologic Sample Interval 

DESCRIPTION 

JO 
CD 

£ 
0) 

TO 
_C -̂  
o 
ffl 

E 
CL 

3 
9 
CL 

REMARKS 

Temporary Well 

I 

48/48 
/ 
y\ y 

/ 

CL 

ML 

SILTY CLAY; Grey and tan motUing, hard, dry, 
high plasticity, trace pebbles, large pebble at 
8', 1.5" sandy day layer at 9', slightiy moist 

CLAYEY SILT; Grey, very stiff, dry, high 
plastidty, trace pebbles, sandy silt layer at 
21.5', grey, stiff, dry. 

X 

X 

0.0 

0.0 

Soil sample collected 
at 15:00 for VOCs 
and percent moisture 
content - sampte ID 
EIP-GP204-01. 

Soil sample collected 
at 15:15 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP204-02. 

Piezometer screen 
set from 20" to 30". 

End of boring ® 30". 

-2" PVC Riser 

-0.010" Slot Saeen 



RESPONSE ACTION CONTRACT 

U.S. EPACONTFlACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP205 

(Pagel o f f ) 

Date Completed : 29 April 2004 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

Totel Depth : 20' BGS 

WESTON Geotogist : Michael Castillo 

Location : Prop. N. of 4935 Belmont 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

1 2 -

cs 
a. 
9 

O 

in 

9 

1 4 -

16-

18-

20-

£" 
a> > 
8 
01 
cc 

X 
IL 

CD 

OT 
O 
OT 
3 

Boring Intervals 
r ^ ^ VOC Soil Sampte Collected 

I I Geologic Sample Interval 

DESCRIPTION 

JO 
CD 
£ 
0) 

E 
TO 
C 

' C 
o 
ffl 

E 
CL 

3 
9 
0. 

REMARKS 

Temporary Well 

48/48 

/ 
/ 

y A 

34/48 

y 4. 
/ 

/ 

/ 

/ 

/ 

ML 

ML 

CLAYEY SILT; Tan, hard, dry, medium 
plastidty, trace pebbles, occasional 
miaofractures. 

CLAYEY SILT; Grey, stiff, moist, high plasticity, 
ttace pebbles, 1" dayey sand layer at 13'; 
Grey, saturated, weH graded, loose. 

E 

E 

0.0 

0.0 

Soil sample collected 
at 15:50 for VOCs 
and percent moisture 
content - sample ID 
EIP-GP205-01and. 
EIP-GP20S-01DUP 

Soil sample collected 
at 16:00 for VOCs 
and percent moisture 
'content - sample ID 
EIP-GP205-02 and 
MS/MSD. 

Piezometer screen 
set from 10'to 20'. 

-2" PVC Riser 

-0.010" Slot Screen 

End of boring @ 20'. 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. 68-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industrial Parte Site 

Downers Grove, Illinois 

Depth 
in 

feet 

2 -

4 -

ej 
CL 

9 

9 

1 0 -

1 2 -

1 4 -

1 6 -

1 8 -

20-

£« 
0) > 
8 
OJ 

cc 

g 
X 
CL OT 

O 
OT 
3 

LOG OF BORING EIP-GP206 

(Page l o f l ) 

Date Completed : 16 January 2004 

Drilling Company : IPS 

Drilling Method : Geoprobe 

Driller Name : Ryan Scott 

Borehole Diameter : 2" 

Total Depth 

WESTON Geologist 

Location 

20' BGS 

James Molholm 

5000-5014 Chase 

Boring Intervals 
r ^ ^ V O C Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

JO 
CD 

£ 
ai 

TO 
C 
'w 
O 
ffl 

E a. 3 
9 

REMARKS 

Well: Piezometer 

6 - 36/48 

8 -

^ 

CL 

CL 

SILTY CLAY; Grey and Brown, with coarse and 
rounded gravel, moderately soft, moist, plastic. 

SILTY CLAY; Grey, trace grave and large 
dolostone fragments, slightiy soft, moderate 
plasitidty, moderately moist. 

E 

E 

0.0 

0.0 

Soil sample collected 
at 7:52 for VOCs and 
percent moisture 
content - sampte ID 
EIP-GP99-01. 

Soil sample collected 
at 8:07 for VOCs and 
percent moisture 
content - sampte ID 
EIP-GP99-02 and 
EIP-GP99-02 DUP. 

Piezometer screen 
set from 10 to 20 feet 

-2" PVC Riser 

-0.010" Slot Screen 



RESPONSE ACTION CONTRACT 

U.S. EPA CONTRACTNo. e8-W7-0026 

Work Assignment No. 155-RICO-B51W 

Ellsworth Industoal Park Site 

Downers Grove, Illinois 

LOG OF BORING EIP-GP207 

(Page 1 of 1) 

Date Completed 

Drilling Company 

Drilling Metood 

Driller Name 

Borehole Diameter 

: 26 January 2004 

:IPS 

: Geoprobe 

: Ryan Scott 

:2" 

Total Depth : 30' BGS 

WESTON Geologist : Ted Cagney 

Location : 2500 Curtiss 

Depth 
in 

feet 

2 -

4 -

6 -

8 -

1 0 -

12-

1 4 -

1 6 -

18-

2 0 -

2 2 -

2 4 -

2 6 -

2 8 -

3 0 -

£> 
0) 

i 
<D 

DC 

g 
X 
Q. 

CD 

ro 
o 
ro 
3 

Boring Intervals 

1 ^ ^ VOC Soil Sample Collected 

I I Geologic Sample Interval 

DESCRIPTION 

0} 

c 
Ol 
c 
o 
ffl 

E 
CL 

3 
9 
CL 

REMARKS 

Well: Piezometer 

48/48 

40/48 

40/48 

FL 

CL 

CL SANDY CLAY; Brown, b'ace gravel, slightiy 
^moist 

SW 

SW 

SILTY CLAY; Black and grey, b-ace gravel 
and cobbles, slighUy moist, slightiy stiff. 

SANDY CLAY; Brown and grey, b-ace gravel, 
SlighUy moist 

SAND and GRAVEL; Brown, coarse grained, 
trace cobbles, dry, loose. 

SAND and GFIAVEL; Brown and Orange, 
coarse grained, dry, loose, trace large 
cxibbles. 

X 

X 

X 

0.0 

0.0 

0.0 

Soil sample collected at 
16:00 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP207-01. 

Soil sampte cxjilected at 
16:10 for VOCs and 
percient moisture 
cxintent - sample ID 
EIP-GP207-02. 

Soil sample collected at 
16:25 for VOCs and 
percent moisture 
content - sample ID 
EIP-GP207-03. 

Piezometer well screen 
set from 20 to 30 feet 

-2" PVC Riser 

-0.010" Slot Saeen 

End of boring @ 30'. 
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R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS001 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-7-06 
11-7-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Flowserve 
2424 Wisconsin 
J. Hunter 

X 
I-
CL 
UJ 
Q 

> 
DC 
UJ > 
o o 
LU 
CC 

in o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

j : : : : " ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

fri 
UJ 
_1 
n 

1 
OT 

, — V 

fc 
Q-
CL 

Q 
CL 

REMARKS 

5 - 49/60 

1 0 - 60/60 

1 5 - 50/60 

2 0 - 60/60 

2 5 - 34/60 

30- 60/60 

mk 

TS 

OL-ML 

ML 

CL 

ML 

GW 

SW 

CL 

SC 

CL 

GC 

CL 

TOPSOIL. 

ORGANIC SILT, trace gravel. 

4" gravel seam. 

SILT, tan/brown, dry, trace sand. 

SILTY CLAY, tan, dry, trace sand. 

gravel seam. 

CLAYEY SILT, tan. 

SANDY GRAVEL, angular, slighUy moist, trace day, 
grain size decreasing with depth. 

SAND with gravel, well graded. 

moisture content increasing to very moist 

SILTY CLAY, brown, moist. 

CLAYEY SAND, tan, saturated. 

SILTY CLAY, gray, trace sand. 

SANDY CLAY, brown, saturated. 

SILTY CLAY, gray. 

CLAYEY GRAVEL, saturated, trace sand. 

SILTY CLAY, gray, moist, very plastic, trace round 
pebbles. 

0.0 

4.9 

0.1 

1.2 

5.1 

6.0 

0.2 

0.0 

1.2 

2.3 

0.7 

0.9 

Soil sample collected at 0841. 
EIP-SS001-000-1. MS/MSD confirmation 
sample collected. 

Soil sample and duplicate collected at 0920. 
EIP-SS001-008-1 and EIP-SS001-008-2. 
Duplicate confirmation sample collected. 

Soil sample collected at 0940. 
E1P-SS001-010-1. 

Soil sample collected at 1002. 
EIP-SS001-015-1. 

Soil sample collected at 1033. 
EIP-SS001-023-1. 

Soil sample collected at 1056. 
EIP-SS001-028-1. 
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R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Ass ignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g 
X 

t l i j 

3 0 -

^ 

3 5 -

4 0 -

4 5 -

5 0 -

— 

5 5 -

6 0 -

c 

>-
cc 
UJ 

> 
o 
cc 

O 
X 
CL < 
CD 

OT 
(J 
OT 
3 

LOG OF BORING EIP-SS001 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-7-06 

11-7-06 

Cabeno 

Geoprobe 

Grab 

Samples 

I X I Investigative Sample Collected 

m Investigative and Confirmation Sampte Collected 

y.:y,'A Investigative with Geotech (Grain Size. CEC. ORP. TOC) 

DESCRIPTION 

OT 
LU 
-1 
Q. 

OT 

(Page 2 of 2) 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Flowserve 

2424 Wisconsin 

J. Hunter 

F 
Q-
3 

Q 
REMARKS 

60/60 

60/60 

/ / / 1 i i 1̂  
^ 

^ 

^ i 

CL 

SILTY CLAY, gray, moist, very plastic, t race round 
pebbles. 

as above, slightiy moist. 

Y A 
, J 

Y A 
END OF BORING A T 40' 

7.0 

8.3 

0.6 

1.2 

Soil sample collected at 1125. 
EIP-SS001-033-1. 

Soil sample collected at 1155. 
E1P-SS001-038-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS002 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-7-06 
11-7-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

41' bgs 
Flowserve 
2424 Wisconsin 

X 
1 -
Q. 
UJ 
Q 

CC 

> 
o 
o 
LU 
CC 

g 
X 
CL < 
a. 
CD 

m 
o 
OT 
3 

Samples 

I X ! I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

|::::::i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
o 
CL 

REMARKS 

57/60 

1 0 -
60/60 

1 5 - 47/60 

o o 

2 0 -
50/60 

2 5 -
58/60 

30- 42/60 

</ 

CA 

TS 

v̂  
CL 

ML 

SW 

ML 

CL 

GP 

ML 

CL 

TOPSOIL. 

SILTY CLAY, brown, 
gravel seam, pooriy graded. 

CLAYEY SILT, tan. 
SILT, tan, dry, trace gravel. 

SAND, well graded, dry. 

moisture content increasing. 

CLAYEY SILT, gray. 
^clay content increasing with depth. 

SILTY CLAY, gray. 

CLAY, gray, trace gravel. 

GRAVELS, brown, pooriy graded, saturated. 

CLAYEY SILT, gray. 

as above, saturated, gravel and sand content 
increasing, clay content increasing. 

CLAY, gray. 

2.1 

3.3 

2.8 

3.2 

2.3 

2.7 

3.4 

3.9 

3.7 

3.0 

2.3 

2.5 

Soil sample and duplicate collected at 1340. 
EIP-SS002-003-1 and EIP-SS002-003-2. 

Soil sample collected at 1350. 
EIP-SS002-008-1. 

Soil sample collected at 1403. 
EIP-SS002-013-1. 

Soil sample collected at 1411. 
EIP-SS002-018-1. 

Soil sample collected at 1429. 
EIP-SS002-020-1. 

Soil sample collected at 1440. 
EIP-SS002-028-1. 



Restoring Resource Efficiency 

LOG OF BORING EIP-SS002 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-7-06 

: 11-7-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

41' bgs 
Flowserve 
2424 Wisconsin 

c. 
X 
1-
Q. 
UJ 
a 

>-
£ 
> 
o CJ 
lU 
cc 

ro 
o 
OT 
3 

Samples 

l ! X I Investigative Sample Collected 

^ H Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

m 

< 
OT 

E 
CL 
3 

Q 
CL 

REMARKS 

30-

3 5 -
60/60 

40-
60/60 

12/12 

CL 

CLAY, gray. 

as above, moist 

as above, dry. 

3.0 

3.3 

3.8 

4.6 

Soil sample collected at 1504. 
EIP-SS002-033-1. 

Soil sample collected at 1519. 
EIP-SS002-038-1. 

END OF BORING AT 41' 

4 5 -

5 0 -

5 5 -

6 0 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS003 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-7-06 
: 11-7-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : T. Sundquist 

30' bgs 
Flowserve 
2424 Wisconsin 

X 
I -
Q. 
UJ 
Q 

>-
DC 
l U > 
o o 
UJ 

cc 

in o 
in 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

pTTTTl Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
REMARKS 

AS 

5 - 60/60 

1 0 -
60/60 

1 5 - 60/60 

2 0 - 32/60 

25- 58/60 

30- 60/60 

CL 

GW ^GFtAVEL, moist some clay-silt Intermixed. 

CL 

ASPHALT surface cover and subbase. 

CLAY, olive green-brown, dry, some silt 

as above, trace gravels. 

CLAY, brown, moist, some silt, some gravels. 

as above, gray, 
as above, wet. 

as above, little sand. 

0.5 

0.3 

0.6 

0.7 

0.0 

0.1 

0.0 

0.0 

0.4 

0.7 

0.1 

0.8 

Soil sample collected at 1534. 
EIP-SS003-000-1. 

Soil sample collected at 1550. 
EIP-SS003-008-1. 

Soil sample collected at 1608. 
EIP-SS003-013-1. 

Soil sample collected at 1620. 
EIP-SS003-015-1. 

Soil sample collected at 1629. 
EIP-SS003-023-1. 

Soil sample collected at 1640. 
EIP-SS003-028-1. 

END OF BORING AT 30' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS004 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 11-8-06 
: 11-8-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

45' bgs 
Flowserve 
2424 Wisconsin 

UJ 
Q 

>-
DC 
UJ > 
o 
o 
UJ 
CC 

in o 
OT 
3 

Samples 

l>xCI Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

P-'-'^l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
LU 

< 
OT 

E 
CL 
CL 

Q 
CL 

REMARKS 

AS 

42/60 

10- 52/60 

1 5 -
60/60 

2 0 -
60/60 

2 5 -
54/60 

30- 42/60 

OL-CL 

CL 

SW 

, SANDY CLAY, dark brown, trace gravel. 
^SANDY CLAY, transitioning into gray color, stiff, dry, 
trace semi-rounded pebbles. 

CL 

SP 

CL 

SW 

CL 

ASPHALT surface cover and subbase. 

ORGANIC SOIL/SILTY CLAY, black, 
color transitioning to brown with depth. 

as above, light brown, dry, trace semi-angular gravel, 
sand content increasing. 

SILTY CLAY, gray with brown mottling, stiff, dry, 
motUing decreasing with depth. 

reasing with dept slightiy moist, trace gravel, moisture 
and grain size increasing with depth. 

as above, saturated. 

SAND, brown, well graded, medium grained. 

SAND, brown, pooriy graded, coarse grained, 
saturated, trace clay. 

3" gravel seam, well graded, saturated. 

J .5 " clay seam, gray, very moist, trace gravel. 

SILTY CLAY, gray, dry. 

SAND, light gray, well graded, coarse grained, slighUy 
\moist. 

SILTY CLAY, gray, dry. 

2.5 

3.3 

4.1 

4.5 

2.8 

3.1 

0.3 

2.7 

3.3 

1.5 

3.1 

6.3 

Soil sample coltected at 0814. 
EIP-SS004-003-1. 

Soil sample collected at 0822. 
EIP-SS004-008-1. 

Soil sample collected at 0829. 
EIP-SS004-013-1. 

Soil sample collected at 0837. 
EIP-SS004-018-1. 

Soil sample collected at 0853. 
EIP-SS004-020-1. 

Soil sample collected at 0858. 
EIP-SS004-028-1. 

file:///moist


Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS004 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-8-06 

11-8-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

W E S T O N Geologist : J . Hunter 

45 ' bgs 

Flowserve 

2424 Wiscons in 

CL 
m 
Q 

CC 
m 
> o o 
LU 
CC 

u 
in o 
in 
3 

Samples 

|><CI Investigative Sampte Collected 

I ^ B Investigative and Confirmation Sample Collected 

|::::::i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
Q. 
D. 

Q 
CL 

REMARKS 

30-

97 
/A.A 

35- 12/60 

40- 0/60 

45- 60/60 

6A 

SC 

NR 

CL 

SP 

CLAYEY SAND with gravel, brown, saturated, angular 
gravel. 

NO RECOVERY. 

SILTY CLAY, gray, moist, littie gravel. 

SAND, brown, fine grained. 

5.1 

4.6 

NR 

NR 

1.4 

2.2 

Soil sample collected at 0928. 
EIP-SS004-030-1. 

Soil sample collected at 0950. 
EIP-SS004-043-1. 

END OF BORING AT 45' 

5 0 -

5 5 -

6 0 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS005 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

11-8-06 

11-8-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

33.5' bgs 

Flowserve 

2424 Wisconsin 

T. Sundquist 

CL 
UJ 
Q 

DC 
m 
> o o 
U J 
DC 

in 
O 
OT 
3 

Samples 

\2><Z.\ Investigative Sample Collected 

H B Investigative and Confirmation Sample Collected 

f'''--"-\ Investigative with Geotech (Grain size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

m AS 

42/60 

1 0 - 42/60 

1 5 - 53/60 

2 0 -
60/60 

2 5 -
47/60 

30- 60/60 

CL 

SW 

CL 

SW 

CL 

GW 

CL 

ASPHALT suri'ace cover and subbase. 

CLAY, brown, stiff, dry, some silt. 

CLAY, brown-red, soft, moist. 

as above, sub-angular gravel intermixed, 

as above, brown. 

SAND, brown, medium grained, subangular gravel 
intermixed. 

CLAY, gray, medium consistency, some sift, 

as above, brown-gray, soft, saturated. 

SAND with clay and gravel, brown/gray, medium 
grained, saturated. 

CLAY, gray, medium consistency, moist, some silt 
CLAY, "brown, soft, saturated, some silt 

GFIAVEL/PEBBLES, subangular, some silty day. 

CLAY, gray, medium consistency, moist, some silt. 

I 

3.7 

2.5 

0.1 

0.0 

2.8 

4.2 

4.7 

5.0 

2.2 

0.6 

0.5 

5.9 

Soil sample collected at 1018. 
EIP-SS005-000-1. 

Soil sample collected at 1028. 
EIP-SS005-008-1. 

Soil sample collected at 1047. 
EIP-SS005-013-1. 

Soil sample collected at 1100. 
EIP-SS005-018-1. 

Soil sample collected at 1117. 
EIP-SS005-020-1. 

Soil sample collected at 1135. 
EIP-SS005-028-1. 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS005 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-8-06 
: 11-8-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : T. Sundquist 

33.5' bgs 
Flowserve 
2424 Wisconsin 

X 
I -
Q. 
UJ 
Q 

> 
DC 
UJ > o o 
UJ 
DC 

in o 
OT 
3 

Samples 

l>xCI Investigative Sample Collected 

^ H Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 3 
9 
a. 

REMARKS 

30-

12/60 
GW 

GRAVEL, brown, angular, saturated, little clay. 

2.6 

Soil sample collected at 1200. 
EIP-SS005-030-1. 

END OF BORING AT 33.5' 

3 5 -

4 0 -

4 5 -

o 
o 

5 0 -

5 5 -

6 0 -



maniisB. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS006 

(Pagel of2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

:11-8-06 
: 11-8-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

31.5'bgs 
Flowserve 
2424 Wisconsin 
T. Sundquist 

LU 
Q 

> • 

CC 
m 
> o o 
UJ 
CC 

in o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sample Collected 

F'''"'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
Q . 

REMARKS 

AS 

25/60 

1 0 - 44/60 

1 5 - 37/60 

2 0 - 60/60 

2 5 - 60/60 

30- 60/60 

CL 

SP 

CL 

SW 

CL 

ASPHALT surface cover and subbase. 

CLAY, brown, stiff, dry, some sift, some angular 
pebbles. 

as above, brown/red. 

as above, gray. 

as above, soft, wet, trace sand. 

SAND, medium grained. 

CLAY, gray, medium consistency, moist, some sift, some 
angular pebbles. 

SAND, gray, medium to coarse grained, wet some clay. 

CLAY, gray, medium consistency, moist, some gravels 
and sands intermixed, angular to subangular. 

CLAY, gray, very soft, saturated, some silt. 

as above, stiff, moist. 

as above, soft to very soft, wet. 

as above, medium consistency. 

0,0 

0.1 

0.3 

1.5 

1.6 

0.1 

0.6 

0.7 

1.4 

0.0 

0.0 

0.1 

Soil sample collected at 1306. 
EIP-SS006-003-1. 

Soil sample collected at 1316. 
EIP-SS006-008-1. 

Soil sample and duplicate collected at 1331. 
E1P-SS006-010-1 and E1P-SS006-010-2. 

Soil sample collected at 1338. 
EIP-SS006-018-1. 

Soil sample collected at 1353. 
EIP-SS006-020-1. 

Soil sample collected at 1410. 
EIP-SS006-028-1. 



o 
J3 

^ B 
(U 
CL 
E 
o 
o 
U 

g 1n 
D) 
O 

_ l 
D l 
C 
O 
m 
f ^ 
o 
o 
7 
CD 
O 
o 

: i 
ro 
CL 
"TO 

^ 13 

t 

§ 
m 
£ 
IS 

i : 
r^ 
o 
o 
(N 

o 

^ 
SC 1 % SIffiS 

n^ - IO iU iEOf f l i l . 
Res to r i ng R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g 
X 
1 -
Q. 
OJ 
Q 

on 
oU — 

-

3 5 -

4 0 -

4 5 -

-

5 0 -

" 
5 5 -

-

-
6 0 -

c 

>-
DC 
UJ 

> O 

o UJ 
cc 

O 
X 
CL < 
CC 
CD 

OT 
O 
ro 
3 

18/18 
Av 
AA/ 

CL 

LOG OF BORING EIP-SS006 

(Page 2 of 2) 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-8-06 TotalDepth 

11-8-06 Location 

Cabeno 

Geoprobe WESTON Geologist 

31.5'bgs 

Flowserve 

2424 Wisconsin 

T. Sundquist 

Grab 

Samples 

I X I Investigative Sample Collected 

^ H Investigative and Confirmation Sample Collected 

F" : : : | investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

CLAY, gray, medium consistency, moist, some gravels 
and sands intermixed, angular to subangular. 

OT 
UJ 
_ i 
CL 

OT 

? 
CL 

3 

o 
CL 

REMARKS 

v 
A / \ 0.0 

Soil sample collected at 1439. 
EIP-SS006-030-1. 

END OF BORING AT 31.5' 



M « l l l l U r » l J » M 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS007 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

s tar t Date 

Finish Date 

Driller 

Drilling Method 

Sampl ing Method 

11-8-06 

11-8-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

40 ' bgs 

Flowserve 

2424 Wiscons in 

J . Hunter 

X 
I -
Q. 
UJ 
Q 

> 
OC 
m > 
O 
o 
UJ 
DC 

tn o 
OT 
3 

Samples 

l>xCl Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

y . ' " : ] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

m 
I I I 
_ i 

n 

OT 

„,—s. 

F 
CL 
CL 

Q 
Q. 

REMARKS 

T _ T _ T 

5 - 54/60 

1 0 - 53/60 

1 5 - 57/60 

2 0 -
60/60 

2 5 -
57/60 

30- 60/60 

OL 

CL 

ML 

CL 

GP 

SW SANDS, tan-brown, well graded, saturated, trace 
î g ravel. 

CL 

ORGANIC SOIL, black-dark brown. 

SILTY CLAY, brown, stiff, dry. 

as above, trace gravel. 

SANDY SILT, black, loose, dry. 

SILTY CLAY, brown with some dark brown mottiing, 
stiff, dry. 
0.5" to 2" sand seams, pale yellow, poorty graded. 
SILTY CLAY, brown with some dark brown motUing, 
stiff, moist, trace gravel. 
moisture decreasing with depth. 

GRAVEL, gray-white, dry, trace gray well graded sand. 

,SILTY CLAY, brown, stiff, dry. 
^SILTY CLAY, gray, slightiy moist, highly plastic, trace 
round pebbles. 
moisture, plasticity, and pebble content decreasing with 
depth. 

as above, trace semi-round gravels. 

as above, stiff, dry. 

1.5 

4.7 

3.4 

3.1 

2.0 

1.8 

2.1 

2.4 

2.6 

2.3 

1.9 

2.3 

Soil sample collected at 1456. 
E1P-SS007-003-1. 

Soil sample collected at 1503. 
EIP-SS007-005-1. 

Soil sampte collected at 1512. 
E1P-SS007-010-1. 

Soil sample collected at 1527. 
E1P-SS007-018-1. 

Soil sample collected at 1554. 
E1P-SS007-020-1. 

Soil sample collected at 1614. 
EIP-SS007-028-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS007 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 11-8-06 

: 11-8-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologisl 

40' bgs 

Flowserve 

2424 Wisconsin 

J. Hunter 

X 
H 
Q. 
m 
o 

> 
cc 
m > 
o o 
UJ 

oc ID 

in o 
OT 
3 

Samples 

l ! X . I Investigative Sample Collected 

H H investigative and Confirmation Sample Collected 

F" " : ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 

E 
CL 

3 
9 

REMARKS 

30-

3 5 - 60/60 

40- 60/60 

CL 

SILTY CLAY, gray, stiff, slighUy moist, plastic. 

as above, round gravel. 

2.1 

1.7 

2.2 

1.7 

Soil sample collected at 1628. 
EIP-SS007-030-1. 

Soil sample collected at 1645. 
EIP-SS007-035-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

55-

6 0 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS008 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-9-06 
: 11-9-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Flowserve 
2424 Wisconsin 
J. Hunter 

X 
I-
CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
CC 
m 
> o o 
m 
OC 

Samples 

I X ! I Investigative Sample Collected 

I H l Investigative and Confirmation Sample Collected 

| : " " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

60/60 

60/60 

60/60 

60/60 

60/60 

60/60 

TTTS-

/ / 

JOPSOIL, black 

ML 

CL 

CLAYEY SILT, tan, trace brown/red mottiing, dry, stiff, 
trace semi-rounded gravels, 
gravel size increasing with depth. 

SILTY CLAY, gray, stiff, dry, brown/red mottling, trace 
round gravels. 

as above, brown/red motUing absent. 

as above, slightly moist, plasticity increasing. 

as above, slight brown tint. 

large cobble. 

large round cobble. 

2.0 

1.8 

3.4 

2.3 

3.1 

3.8 

1.7 

1.8 

2.4 

2.3 

2.4 

12.0 

Soil sample collected at 
0741. 
E1P-SS008-000-1. 

Soil sample coltected at 
0746. 
EIP-SS008-005-1. 

Soil sample collected at 
0753. 
EIP-SS008-013-1. 

Soil sample collected at 
0804. 
E1P-SS008-018-1. 

Soil sample collected at 
0815. 
EIP-SS008-020-1. 

Soil sample collected at 
0827. 
E1P-SS008-025-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



3MMMMESESB. 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS008 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-R1CO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

11-9-06 

11-9-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Flowserve 

2424 Wisconsin 

J. Hunter 

X 
I -a 
UJ 
Q 

30-

35-

40-

4 5 -

5 0 -

5 5 -

6 0 -

> 
CC 
UJ > 
o o 
UJ 

cc 

Samples 

l><CI Investigative Sampte Collected 

H H Investigative and Confirmation Sample Collected 

l"'::^l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

REMARKS 

Temp MW 

60/60 

56/60 

CL 

SILTY CLAY, gray, slight brown tint, stiff, slightiy moist, 
trace round gravels. 

2.2 

1.9 

2.0 

2.1 

Soil sample collected at 
0838. 
EIP-SS008-030-1. 

Soil sample collected at 
0855. 
E1P-SS008-038-1. 

-0.010" Slot Screen 

END OF BORING AT 40' 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS009 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

11-9-06 
11-9-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
CVP Systems, Inc. 
2514-2518 Wisconsin 
J. Hunter 

X 
H 
CL 
UJ 
Q 

UJ 
> 
O o 
UJ 
cc 

ro 
o 
OT 
3 

Samples 

r X ! ! Investigative Sample Collected 

H H Investigative and Confirmatino Sampte Collected 

F>:'''l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_J 
Q . 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

5 - 50/60 

1 0 -
45/60 

1 5 -
37/60 

2 0 -
42/60 

2 5 -
44/60 

30-
36/60 

AS 

ML 

CL 

SP 

CL 

ASPHALT surface cover and subbase 

CLAYEY SILT, dark brown with gray mottling, stiff, dry. 

as above, brown with black staining, slightly moist, 
slightiy plastic. 
brown coloration decreasing. 
^as above, large round pebbles intermixed. 
^CLAYEY SILT, brown, dry, round pebbles. 

SILTY CLAY, dark gray, trace blank banding, dry. 

as above, black banding prominent, moist, plastic. 

SITLY CLAY, tan with red/brown motUing, slightly moist, 
very plastic, trace pebbles. 

as above, gray, very moist. 

SAND, pooriy graded, saturated. 

CLAY 

2.1 

2.5 

2.3 

2.6 

3.0 

2.5 

0.7 

0.6 

2.3 

1.4 

2.2 

0.8 

Soil sample collected at 1048. 
EIP-SS009-003-1. 

Soil sample collected at 1055. 
E1P-SS009-008-1. 

Soil sample collected at 1103. 
E1P-SS009-010-1. 

Soil sample collected at 1109. 
EIP-SS009-015-1. 

Soil sample collected at 111 £ 
E1P-SS009-020-1. 

Soil sample collected at 1127. 
EIP-SS009-025-1. 



BSHHHIISB. 
Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS009 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

:11-9-06 

: 11-9-06 

: Cabeno 

: Geoprobe 

: Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
CVP Systems, Inc. 
2514-2518 Wisconsin 
J. Hunter 

X 
H 
Q. 
UJ 
Q 

>-
CC 
UJ 
> 
o o 
UJ 
DC 

O 

CO 

OT 
O 
OT 
3 

Samples 

l ! X I Investigative Sample Collected 

H I Investigative and Confirmatino Sample Coltected 

yr.v.] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

30-

3 5 - 29/60 

40-
30/60 

CL 

SP 

CL 

CLAY 

SAND, light gray to gray, poorly graded, fine grained. 

CLAY, gray. 

2.4 

2.5 

1.7 

2.1 

Soil sample collected at 1140. 
EIP-SS009-033-1. 

Soil sample coltected at 1156. 
EIP-SS009-038-1. 

END OF BORING AT 40' 

4 5 -

o 
o 

5 0 -

5 5 -

60-



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS010 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-9-06 
: 11-9-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
CVP Systems, Inc. 
2514-2518 Wisconsin 
J. Hunter 

X 
I -
CL 
UJ 
Q 

>-
DC 
UJ 
> 
o 
o 
m 
DC 

in 
o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F"' ' : i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

< 
ro 

E 
CL 

3 
g 

REMARKS 

AS 

48/60 

1 0 -
53/60 

1 5 -
45/60 

20- 58/60 

2 5 - 56/60 

30- 60/60 

^ 

ML 

CL 

CL 

ASPHALT surface cover and subbase 

CLAYEY SILT, brown, trace gravel. 

as above, brown/gray mottling, stiff, dry. 

SILTY CLAY, gray, trace black banding, fat, slighUy 
moist plastic. 

CLAY, gray, red/brown mottling, slightly moist, very 
sent, pla-20 
as above, motUing absent, plastic, trace pebbles. 

SANDY CLAY, moist. 

SILTY CLAY, moist. 

2.2 

2.5 

1.8 

2.0 

3.6 

2.7 

2.1 

1.8 

1.8 

2.1 

1.3 

0.2 

Soil sample collected at 1320. 
EIP-SS010-003-1. 

Soil sample collected at 1328. 
EIP-SS010-008-1. 

Soil sample collected at 1338. 
E1P-SS010-010-1. 

Soil sample collected at 1352. 
EIP-SS010-015-1. 

Soil sample collected at 1410. 
EIP-SS010-023-1. 

Soil sample collected at 1426. 
EIP-SS010-025-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS010 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

: 11-9-06 

: 11-9-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

45' bgs 
CVP Systems, Inc. 
2514-2518 Wisconsin 

*: 
T 
1 -
Q. 
UJ 
Q 

V 
DC 
UJ 
> 
() f ) 
LU 
CC 

g 
X 
CL < 
CC 
CD 

ro 
o 
ro 
3 

Samples 

I ^ X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F: " : :1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
m 

< 
OT 

CL 
CL 

Q 
CL 

REMARKS 

30-

3 5 - 60/60 

4 0 - 60/60 

45- 48/60 

CL 

SANDY CLAY, gray, very moist to saturated. 

as above, trace pebbles. 

SILTY CLAY, gray, slighUy moist. 

1.0 

0.2 

0.4 

1.4 

0.1 

0.0 

Soil sample collected at 1442. 
EIP-SS010-030-1. 

Soil sample collected at 1504. 
EIP-SS010-038-1. 

Soil sampte collected at 1536. 
EIP-SS010-040-1. 

END OF BORING AT 45' 

5 0 -

5 5 -

6 0 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS011 

(Pagel of2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 11-10-06 

: 11-10-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

CVP Systems, Inc. 

2514-2518 Wisconsin 

J. Hunter 

£, 
X 
1 -
Q . 
UJ 
O 

> 
OC 
UJ > 
o o 
UJ 
DC 

in o 
in 
3 

Samples 

l>»<!l Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F-"" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

AS 

5 - 55/60 

10- 54/60 

1 5 - 60/60 

2 0 - 60/60 

2 5 - 52/60 

30- 60/60 

ML 

CL 

ML 

CL 

ML 

CL 

ML 

CL 

ASPHALT surface cover and subbase 

CLAYEY SILT, brown with gray motUing, stiff, dry, trace 
pebbles. 

SILTY CLAY, gray with black coloration, stiff, dry. 

CLAYEY SILT, brown, stiff, dry. 

SILTY CLAY, gray, slighty moist, plastic. 

as above, black coloration, stiff, dry. 

CLAYEY SILT, brown with gray motUing, stiff, dry. 

SILTY CLAY, gray with brown mottling, slightiy moist, 
plastic. 
brown mottiing decreasing and moisture increasing with 
depth. 

as above, moist, pebbles, trace sand. 

as above, very moist to saturated. 

SILT, dark gray. 
^ 3 " sand seam, gray, pooriy graded, medium grained, 
^very moist 

CLAYEY SILT. Y 
SILTY CLAY, gray, moist plastic. 

0.5 

0.8 

0.7 

0.7 

0.5 

0.5 

0.7 

0.4 

0.2 

0.2 

0.2 

0.1 

Soil sample and duplicate collected at 0755. 
E1P-SS011-003-1 and E1P-SS011-003-2. 

Soil sample collected at 0806. 
EIP-SS011-005-1. 

Soil sample collected at 0817. 
EIP-SS011-010-1. 

Soil sample collected at 0829. 
EIP-SS011-015-1. 

Soil sample collected at 0840. 
EIP-SS011-020-1. 

Soil sample collected at 0849. 
EIP-SS011-025-1. 



Res to r ing R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS011 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 11-10-06 

: 11-10-08 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
CVP Systems, Inc. 
2514-2518 Wisconsin 

X 
H 
CL 
UJ 
D 

>-
DC 
UJ > 
o o 
UJ 

o 
T 
Q. 
< DC 
CD 

OT 
C) 
OT 
3 

Samples 

f X A Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F'" ' i l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ J 
Q . 

< 
ro 

E 
CL 
CL 

9 
REMARKS 

30-

35- 60/60 

40- 60/60 

CL 

SANDY CLAY, gray, very moist. 

CLAY, gray, moist plastic. 0.1 

0.0 

0.0 

0.0 

Soil sample coltected at 0901. 
EIP-SS011-030-1. 

Soil sample collected at 0916. 
EIP-SS011-035-1. 

END OF BORING AT 40' 

45-

o 
a 

5 0 -

5 5 -

6 0 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS012 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-10-06 
: 11-10-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
CVP Systems, Inc. 
2514-2518 Wisconsin 
T. Sundquist 

CL 
m 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
DC 
UJ > o o 
UJ 
DC 

Samples 

I ^ X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

['"'^'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

REMARKS 

44/60 

55/60 

60/60 

60/60 

60/60 

60/60 

I S ^GF^SS surface cover and ORGANIC SOIL, black, dry. ; 

CL 

SILTY CLAY, brown, medium consistency, dry, trace 
sand. 

as above, subangular pebbles intermixed. 

as above, crumbly. 

CLAY with sand, dark olive green/black, soft, moist, 
plastic 

CLAY, dark gray, medium consistency, moist some silt. 

as above, olive green/brown, plastic. 

CLAY, olive green/brown, soft, moist, some silt. 

as above, gray. 

as above, brown-black. 

CLAY, gray, some sift, trace sand. 

0.2 

0.0 

0.0 

0.2 

0.1 

0.0 

0.4 

0.1 

0.3 

0.2 

0.1 

0.0 

Soil sample collected at 
0949. 
EIP-SS012-000-1. 

Soil sample collected at 
0956. 
EIP-SS012-008-1. 

Soil sample collected at 
1004. 
E1P-SS012-010-1. 

Soil sample coltected at 
1014. 
EIP-SS012-015-1. 

Soil sample collected at 
1019. 
EIP-SS012-020-1. 

Soil sample collected at 
1027. 
EIP-SS012-025-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



BSXMMMMEEB. 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS012 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 11-10-06 

: 11-10-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : T. Sundquist 

40' bgs 
CVP Systems, Inc. 
2514-2518 Wisconsin 

H 
CL 
UJ 
Q 

30-

3 5 -

40-

4 5 -

5 0 -

55-

6 0 -

>-
CC 
UJ 
> o o 
UJ 
DC CD 

Samples 

I X ! I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

|:": : : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

Temp MW 

60/60 

60/60 

CL 

SW 

CL 

y S C 

CLAY, gray, very soft, moist, some sift, trace sand. 

as above, stiff, sand absent. 

SAND, gray, medium to coarse grained, moist 

CLAY, gray, stiff, moist some silt, trace sand. 

^CLAYEY SAND, gray, fine grained. 

0.1 

0.2 

0.2 

0.2 

Soil sample collected at 
1035. 
EIP-SS012-033-1. 

Soil sample collected at 
1044. 
E1P-SS012-035-1. 

END OF BORING AT 40' 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS013 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-13-06 

11-13-06 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
J. Hunter 

X 
H 
CL 
LU 
Q 

> 
OC 
UJ 
> 
o C) 
LU 
DC 

O 
X 
CL 
< DC 
CD 

OT 
n in 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative Sample and Confirmation Sample Collected 

F : " ' " I Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

m 

< 
OT 

E 
CL 
CL 

9 
Q . 

REMARKS 

5 - 60/60 

1 0 -
60/60 

1 5 - 60/60 

2 0 - 60/60 

2 5 - 60/60 

30- 60/60 

TS 

CL 

TOPSOIL/ORGANIC CLAY, black, moist. 

SILTY CLAY, tan with gray mottiing, stiff, slighUy moist 
trace semi-angular to semi-round gravel. 

as above, trace semi-round pebbles, tranisitioning to 
gray. 

3" gravel/sand seam, light gray, well graded. 

4" gravel seam, well graded. 
CLAY, gray with trace brown coloring, slightly moist, 
plastic. 

as above, brown color absent. 

1.8 

2.1 

0.9 

0.0 

0.8 

0.0 

0.0 

0.0 

0.0 

0.1 

0.4 

1.7 

Soil sampte and duplicate collected at 0919. 
EIP-SS013-003-1 and EIP-SS013-003-2. 

Soil sample and duplicate collected at 0940. 
EIP-SS013-005-1andEIP-SS013-005-2. 

Soil sample collected at 0953. 
EIP-SS013-010-1. 

Soil sample collected at 1008. 
E1P-SS013-015-1. 

Soil sample collected at 1020. 
EIP-SS013-023-1. 

Soil sample collected at 1033. 
EIP-SS013-028-1. 



Res to r ing R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS013 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-13-06 
11-13-06 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lovejoy 
2655 Wisconsin 

i d 

X 
H 
CL 
lU 
Q 

> DC 
LU 
> o () LU 
CC 

in 
o 
OT 
3 

Samples 

I X ! I Investigative Sample Collected 

I H l Investigative Sample and Confirmation Sample Collected 

fr,",:] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
a. 
a. 
9 
CL 

REMARKS 

30-

35- 60/60 

40- 60/60 

CH 

CLAY, gray, fat, slightly moist, plastic, moisture content 
increasing, 

large gravel piece. 

0.1 

0.1 

0.0 

0.0 

Soil sample collected at 1050. 
EIP-SS013-030-1. 

Soil sample collected at 1106. 
EIP-SS013-035-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

5 5 -

6 0 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS014 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-13-06 
11-13-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Lovejoy 
2655 Wisconsin 
T. Sundquist 

CL 
LU a 

cc 
UJ > o o 
UJ 

cc 

in o 
OT 
3 

Samples 

I X U Investigative Sample Collected 

^ H l Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

m 
UJ 

< 
OT 

CL 
CL 

9 
a 

REMARKS 

• AS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

16- 48/48 

2 0 - 48/48 

24- 48/48 

2 8 - 48/48 

32- 48/48_ 

CL 

GW 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, medium consistency, dry, trace 
sand, pebbles intermixed. 

as above, sand absent. 

as above, soft, moist, plastic. 

SILTY CLAY, gray, medium to soft, moist, plastic. 

as above, gray/brown, pebbles intermixed. 

as above, very soft, trace sand. 

as above, soft. 

SILTY CLAY, gray/brown, very soft, wet, trace sand. 

GFJAVEL/SAND, coarse grained, some silty clay. 

SILTY CLAY, gray, moist, trace pebbles, 

as above, gray/brown, very soft. 

0.0 

0.0 

0.1 

0.1 

0.1 

0.0 

0.7 

0.5 

0.2 

0.0 

0.1 

0.2 

0.6 

0.3 

2.2 

1.6 

Soil sample collected at 0908. 
EIP-SS014-002-1. 

Soil sample collected at 0918. 
EIP-SS014-006-1. 

Soil sample collected at 0932. 
EIP-SS014-008-1. 

Soil sample collected at 0945. 
EIP-SS014-012-1, 

Soil sample collected at 1002. 
EIP-SS014-016-1. 

Soil sample collected at 1012. 
EIP-SS014-022-1. 

Soil sample collected at 1038. 
EIP-SS014-024-1. 

Soil sample collected at 1050. 
EIP-SS014-028-1. 

END OF BORING AT 32' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS015 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-13-06 

11-13-06 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Lovejoy 

2655 Wisconsin 

J. Hunter 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ 
> o o 
LU 
DC 

in o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ H l Investigative and Confirmation Sample Collected 

F:::::1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

0-

A 

5 -
60/60 

1 0 - 60/60 

1 5 - 60/60 

2 0 - 60/60 

2 5 - 60/60 

30- 60/60 

TS 

CL 

TOPSOIL, black, clayey. 

SILTY CLAY, tan with trace gray mottling, slightly stiff, 
slighUy moist, pebbles intermixed. 

as above, slightiy moist to moist 
as above, dry to slightly moist. 

CLAY, tan transitioning to gray, slightly moist, plastic, 
trace round pebbles. 

as above, tan absent. 

SANDY CLAY, gray, moist. 
^CLAY, gray, trace round pebbles. 

2.1 

8.6 

25.1 

2.8 

1.3 

1.6 

0.4 

0.7 

1.4 

1.7 

2.0 

1.6 

Soil sample collected at 1143. 
EIP-SS015-003-1. 

Soil sample collected at 1154. 
EIP-SS015-005-1. 

Soil sample collected at 1205. 
EIP-SS015-013-1. 

Soil sample collected at 1230. 
EIP-SS015-018-1. 

Soil sample collected at 1313. 
EIP-SS015-023-1. 

Soil sampte collected at 1325. 
EIP-SS015-025-1. 



BBSMnnSB. 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS015 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-13-06 
: 11-13-06 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lovejoy 
2655 Wisconsin 

X 
I -
CL 
UJ 
Q 

> 
DC 
LU > 
o 
o 
UJ 
DC 

in o 
OT 
3 

Samples 

I X ! I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F " ' " ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

< 
OT 

E 
CL 
CL 

9 
REMARKS 

30-

3 5 -
60/60 

40-
60/60 

CL 

CLAY, gray, trace round pebbles. 

4" clayey sand seam, moist. 

1.2 

1.9 

0.6 

0.9 

Soil sample collected at 1342. 
EIP-SS015-033-1. 

Soil sample collected at 1356. 
EIP-SS015-038-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

55-

6 0 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS016 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

EHsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-13-06 
11-13-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Lovejoy 
2655 Wisconsin 
T. Sundquist 

CL 
UJ o 

> 
DC 
m > 
O o 
UJ 
DC 

in o 
OT 
3 

Samples 

i ; X ; i Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F"" : i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ J 

D. 
5 < 
OT 

a . 
CL 

9 
CL 

REMARKS 

i AS 

4 - 48/48 

48/48 

1 2 - 48/48 

16- 42/48 

2 0 - 48/48 

24- 48/48 

CL 

SM 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown/gray, sitff, dry, low plasticity, some 
subangular pebbles. 

SILTY CIJ\Y, brown, stiff to medium consistency, moist, 
some pebbles. 

as above, medium to soft, wet. 

as above, dark gray. 

SILTY CLAY, gray/brown, very soft, wet, trace sand. 

^SAND/SILT, gray, fine grained, little clay. 

SILTY CLAY, gray, trace sand, 
"^as above, gray/brown, soft, wet. 

as above, medium consistency, moist 

as above, gray, medium to stiff. 

3.2 

0.4 

1.3 

2.6 

2.6 

4.2 

3.1 

3.1 

3.2 

3.8 

9.2 

9.2 

Soil sample collected at 1200. 
EIP-SS016-000-1. 

Soil sample and duplicate collected at 1214. 
EIP-SS016-006-1 and EIP-SS016-006-2. 

Soil sample collected at 1230. 
EIP-SS016-010-1. 

Soil sample collected at 1241. 
E1P-SS016-012-1. 

Soil sample collected at 1303. 
EIP-SS016-018-1. 

Soil sample collected at 1325. 
E1P-SS016-020-1. 

END OF BORING AT 24' 

2 8 -

3 2 -



nsoMMSsssa. 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS017 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-13-06 
11-13-06 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
J. Hunter 

X 
I -
CL 
UJ 
Q 

5 -

1 0 -

15-

2 0 -

2 5 -

30-

DC 
m 
> o o 
UJ 
DC 

Samples 

\ ' X Z \ Investigative Sampte Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l-'-'-'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

60/60 

60/60 

60/60 

60/60 

60/60 

60/60 

TS ^TOPSOIL, black to dark brown, clayey. 

CL 

GW 

CL 

SILTY CLAY, red/brown mottling, stiff, dry, trace 
angular pebbles. 

as above, moist to very moist, brown color decreasing 
with depth. 

as above, brown color absent, slightiy moist, sift 
decreasing. 

GF5AVEL, gray, well graded, slightly moist. 

GRAVEL with clay, tan, well graded, saturated. 

CLAY, gray. 

SANDY CLAY, gray, wet. 

CLAY, gray. 
4" sand seam, light gray, pooriy graded, moist. 

0.6 

3.2 

5.4 

1.8 

5.1 

26 

1.4 

2.1 

2.7 

3.8 

2.7 

2.8 

Soil sample collected at 
1441. 
EIP-SS017-003-1. 

Soil sample collected at 
1453. 
EIP-SS017-005-1. 

Soil sample collected at 
1501. 
EIP-SS017-010-1. 

Soil sample collected at 
1511. 
EIP-SS017-018-1. 

Soil sample collected at 
1526. 
EIP-SS017-023-1. 

Soil sample collected at 
1530. 
E1P-SS017-028-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS017 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

11-13-06 

11-13-06 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Lovejoy 

2655 Wisconsin 

J. Hunter 

X 
H 
CL 
UJ 

a 
30-

35-

40-

4 5 -

5 0 -

5 5 -

6 0 -

> 
DC 
UJ > o o 
UJ 
DC 

Samples 

I X ! I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

Temp MW 

60/60 

60/60 

9 

CL 

SC 

CL 

CLAY, tan/gray, trace sand. 

CLAYEY SAND. 

CLAY, gray, moist, trace pebbles. 
2.9 

1.7 

5.3 

1.4 

Soil sample collected at 
1540. 
EIP-SS017-030-1. 

Soil sample collected at 
1600. 
EIP-SS017-035-1. 

END OF BORING AT 40' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS018 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-13-06 
11-13-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Lovejoy 
2655 Wisconsin 
T. Sundquist 

CL 
UJ 
Q 

4 -

8 -

1 2 -

1 6 -

20-

2 4 -

2 8 -

32-

> 
DC 
UJ 
> 
o 
o 
UJ 

cc 
CD 

Samples 

l>xCI Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

l ' ' ' " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

REMARKS 

BAS 

48/48 

48/48 

48/48 

24/48 

48/48 

48/48 

48/48 

48/48 

H 

A, 

CL 

SM 

CL 

NR 

CL 

SM 

CL 

SC 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, stiff, dry, low plasticity, 
subangular pebbles intermixed. 

as above, stiff to medium consistency, moist. 

as above, dark brown, dry. 

as above, moist. 

SAND/CLAY, brown, medium grained. 

SILTY CLAY, brown, trace sand. 

NO RECOVERY. 

SILTY CLAY, gray/brown, medium consistency, moist, 
some pebbles. 

SAND, brown, medium grained, wet some silty clay. 

SILTY CLAY, gray, medium consistency, slightly moist, 
plastic. 

as above, soft, moist. 

SILTY CLAY, gray, soft, wet 

CLAYEY SAND with silt, fine grained, moist 
hard-packed sand. 

1.5 

2.3 

2.9 

4.7 

4.3 

3.2 

NR 

3.2 

6.6 

3.4 

4.2 

10 

1.7 

1.6 

5.1 

2.9 

Soil sample collected at 
1435. 
EIP-SS018-002-1. 

Soil sample collected at 
1441 . 
EIP-SS018-006-1. 

Soil sample collected at 
1458. 
EIP-SS018-008-1, 

Soil sample collected at 
1520. 
EIP-SS018-014-1. 

Soil sample collected at 
1536. 
E1P-SS018-016-1. 

Soil sample coltected at 
1550. 
EIP-SS018-022-1. 

Soil sample collected at 
1612. 
EIP-SS018-024-1. 

Soil sample collected at 
1622. 
EIP-SS018-028-1. 

END OF BORING AT 32' 

Temp MW 

• 1 " PVC Riser 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS019 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-14-06 
11-14-06 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lovejoy 
2655 Wisconsin 

X 
H 
CL 
UJ 
Q 

> 
CC 
UJ > 
o o 
LU 
DC 

g 
X 
a. < 
DC 
CD 

OT 
O 
OT 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

TFT 

60/60 

1 0 - 60/60 

1 5 - 60/60 

2 0 - 60/60 

25- 60/60 

30- 60/60 

// 

CL 

JOPSOIL, black, moist, dayey. 

SILTY CLAY, tan with red/brown mottling, stiff, slightiy 
moist, trace angular pebbles. 

SANDY CLAY 
•^large gravel pirece. 
CLAY, tan, stiff, slighUy moist sift decreasing and gray 
motUing increasing with depth. 

gradually transitioning into gray clay. 

CLAY with gravel, gray, slighUy moist, slighUy plastic, 
trace semi-round pebbles. 

SANDY CLAY, gray, moist. 
CLAY with gravel, gray, slighUy moist slightly plastic, 
trace semi-round pebbles. 

SANDY CLAY, gray with some light brown-tan color, 
moist, plastic. 

0.6 

0.6 

0.1 

0.4 

0.2 

0.5 

0.3 

0.2 

0.1 

0.0 

0.3 

0.0 

Soil sample collected at 0810. 
EIP-SS019-003-1. 

Soil sample collected at 0829. 
EIP-SS019-005-1. 

Soil sample coltected at 0829. 
EIP-SS019-008-1. 

Soil sample collected at 0841. 
EIP-SS019-010-1. 

Soil sample collected at 0841. 
EIP-SS019-013-1. 

Soil sample collected at 0859. 
EIP-SS019-015-1. 

Soil sample collected at 0909. 
EIP-SS019-020-1. 

Soil sample collected at 0923. 
EIP-SS019-025-1. 
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Res to r i ng R( 

Si®J!] 
r > ' S O L U T I O N S • 
3Source Eff iciency 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g 
X 
1 -
0 . 
LU 
Q 

30-

3 5 -

40 -

-

4 5 -

5 0 -

5 5 -

6 0 -

^ 
>-
CC 
UJ 

> o o 
UJ 

cc 

o 
X 
Q. 

< CC 
CD 

OT 

o OT 
3 

LOG OF B 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-14-06 
11-14-06 
Transhield 
Geoprobe 
Grab 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F-"" l Investigative with Geotech (Grain Size. CEC. ORP. TOC) 

DESCRIPTION 

OR 

OT 
LU 
_ 1 
CL 

2 < 
OT 

INGEIP-SS019 

(Page 2 Of 2) 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
J. Hunter 

1" 
CL 

3 
O 
CL 

REMARKS 

1 

60/60 

60/60 

77 
VA 

AA 

AÂ  1 1 i 

CL 

SANDY CLAY, gray with some light brown-tan color. 
moist, plastic. 

CLAY, gray. 

END OF BORING AT 40' 

I , 

Y A 

I y 

Y A 

0.0 

0.2 

0.1 

0.3 

Soil sample collected at 0937. 
E1P-SS019-033-1. 

Soil sample collected at 0952. 
EIP-SS019-038-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS020 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

11-14-06 
11-14-06 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lovejoy 
2655 Wisconsin 

CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
CC 
UJ > 
O 
o 
UJ 
cc 

Samples 

l ! X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l " : : : : | investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

44/60 

60/60 

55/60 

58/60 

59/60 

33/60 

/ 

IS 
I SILTY CLAY, black. 
^SILTY CLAY, tan with red/brown motUing, stiff, dry, 
trace pebbles. 

S3" gravel/rock seam, light gray, coarse grained, dry. 
^CLAY, tan with gray mottiing, dry, trace pebbles. 

CL 

TOPSOIL, black. 

as above, gray, slightly stiff, slighUy moist 

sandy gravel seam, moist 

SANDY CLAY, tan, wet-saturated. 

CLAY, gray, moist. 

as above, slightly moist. 

as above, very moist trace sand. 

0.0 

0.0 

0.1 

0.0 

0.0 

0.1 

0.0 

0.0 

0.2 

0.2 

0.8 

0.3 

Soil sample collected at 
1036. 
EIP-SS020-003-1. 

Soil sample and 
duplicate coltected at 
1045. EIP-SS020-005-1 
and E1P-SS020-005-2. 

Soil sample and 
duplicate collected at 
1053. EIP-SS020-013-1 
and EIP-SS020-013-2. 

Soil sample collected at 
1101. 
EIP-SS020-018-1. 

Soil sample collected at 
1109. 
EIP-SS020-023-1. 

Soil sample collected at 
1142. 
E1P-SS020-025-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS020 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampl ing Method 

11-14-06 

11-14-06 

Transhie ld 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

40 ' bgs 

Lovejoy 

2655 Wiscons in 

J. Hunter 

X 
I -
Q. 
UJ 
Q 

30-

35-

40-

45-

50-

5 5 -

6 0 -

> 
CC 
LU > 
o o 
m 
DC 

Samples 

IZXCI Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sample Collected 

|::":^| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
IIJ 

J 
n 
1 
0) 

„—„. 

fc CL 
CL 

a 
a. 

REMARKS 

Temp MW 

60/60 

56/60 

CL 

CLAY, gray, moist, trace gravel. 

as above, very moist to wet. 

0.3 

0.4 

0.4 

0.1 

Soil sample collected at 
1157. 
EIP-SS020-033-1. 

Soil sample collected at 
1217. 
E1P-SS020-035-1. 

-0.010" Slot Screen 

END OF BORING AT 40' 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS021 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-14-06 
: 11-14-06 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
J. Hunter 

Q. 
m 
Q 

> • 

CC 
UJ > o o 
UJ 
cc CD 

OT 
O 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F^:*:.! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 
_ l 
Q . 

< 
a. 
Q. 

9 
CL 

REMARKS 

5 - 60/60 

1 0 - 60/60 

1 5 - 60/60 

2 0 - 60/60 

2 5 - 52/60 

30- 60/60 

TS TOPSOIL, black, slighUy moist and ORGANIC CLAY, 
î black. 

CL 

CH 

SILTY CLAY, tan with red/brown mottiing, slighUy stiff, 
slightiy moist, trace angular to semi-angular pebbles. 

large gravel piece. 

as above, brown motUing transitioning to gray motUing. 

CLAY, gray with brown mottling, slightiy moist. 
13 
brown motUing decreasing with depth. 

SANDY CLAY, tan and gray, wet to saturated, trace 
gravel. 

CLAY, gray, fat, moist, 
moisture decreasing with depth. 

large semi-angular gravel. 

I 

0.1 

0.8 

0.5 

0.6 

0.1 

0.2 

0.4 

0.0 

0.3 

0.2 

0.4 

0.0 

Soil sample collected at 1318. 
EIP-SS021-003-1. 

Soil sample collected at 1339. 
EIP-SS021-008-1. 

Soil sample collected at 1346. 
E1P-SS021-013-1. 

Soil sample collected at 1351. 
EIP-SS021-015-1. 

Soil sample collected at 1404. 
EIP-SS021-020-1. 

Soil sample collected at 1420. 
EIP-SS021-025-1. 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS021 
(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 11-14-06 
: 11-14-06 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
J. Hunter 

X 
h-
H. 
UJ 

o 

>-
cc 
UJ 
> 
o 
o 
UJ 

oc 

o 
X 
Q . 

CD 

OT 
O 
OT 
3 

Samples 

I X J Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

F"" : ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

E 
CL 
CL 

9 
REMARKS 

30-

35- 55/60 

40- 32/60 

CH 

CLAY, gray, fat, moist. 

as above, slighUy moist. 

0.2 

1.5 

0.5 

0.4 

Soil sample collected at 1447. 
EIP-SS021-033-1. 

Soil sample collected at 1458. 
EIP-SS021-035-1. 

END OF BORING AT 40' 

45-

o 
a 

5 0 -

5 5 -

6 0 -



Restoring Resource Efficiency 
Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS022 

: 11-15-06 
: 11-15-06 
: Transhield 
: Geoprobe 
:Grab 

(Pagel Of2) 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
H 
CL 

m 
Q 

> 
DC 
UJ 
> 
o 
o 
Ul 
cc 

u 
X 
< 
DC 
CD 

W 
O 

ro 
3 

Samples 

C X i \ Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sample Collected 

F " - : ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

E 
CL 
Q . 

9 
CL 

REMARKS 

60/60 

1 0 -
58/60 

1 5 - 45/60 

2 0 -
57/60 

25 -
59/60 

3 0 -
36/60 

/ / 

j s : 

CL 

GW 

CL 

TOPSOIL, black, moist. 
SILTY CLAY, tan-brown with trace red/brown mottiing, 
stiff, slightly moist, trace pebbles. 

as above, gray mottling. 

as above, moist, slightly plastic. 

SILTY CLAY, tan, very stiff, slighUy moist, trace round 
gravel. 

CLAY, gray, very stiff, slightly moist to dry, trace round 
pebbles. 

GF^^VEL, tan-gray, very moist to wet. 

CLAY, gray, wet. 

as above, very moist, slightly plastic. 

0.2 

0.6 

0.3 

0.2 

1.4 

1.1 

0.7 

0.6 

0.2 

0.4 

0.9 

0.6 

Soil sample collected at 0735. 
EIP-SS022-003-1. 

Soil sample collected at 0752. 
EIP-SS022-005-1. 

Soil sample and duplicate collected at 0821. 
EIP-SS022-010-1 and EIP-SS022-010-2. 

Soil sample collected at 0833. 
EIP-SS022-015-1. 

Soil sample collected at 0847. 
EIP-SS022-023-1. 

Soil sample collected at 0903. 
EIP-SS022-025-1. 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS022 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-15-06 

11-15-06 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lovejoy 
2655 Wisconsin 

s 
X 
1-
a 
UJ 
Q 

> 
DC 
UJ 
> 
u u 
m DC 

in 
o 
ro 
3 

Samples 

l!><CI Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 

E 
Q. 

3 
9 
Q. 

REMARKS 

30-

3 5 - 47/60 

40-
54/60 

CL 

CLAY, gray, wet, slightiy plastic. 

as above, gravel content increasing. 

as above, dark gray, stiff, dry to slightiy moist 

0.7 

0.4 

0.7 

0.8 

Soil sample collected at 0920. 
EIP-SS022-030-1. 

Soil sample collected at 0936. 
EIP-SS022-038-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

5 5 -

60 IL 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS023 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 11-15-06 
: 11-15-06 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lovejoy 
2655 Wisconsin 

X 
I -
CL 
UJ 
Q 

>-
DC 
UJ > 
o o 
UJ 

cc 

g 
X 
a. 
< 
DC 
CD 

OT 
O 
OT 
Z) 

Samples 

I X I investigative Sampte Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F":^:i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
ro 

E 
CL 

3 
9 
CL 

REMARKS 

^̂ 77 

5 - 54/60 

1 0 -
57/60 

1 5 - 60/60 

2 0 - 60/60 

2 5 - 60/60 

30- 60/60 

TS 

CL 

JOPSOIL, black, slightly moist. 

SILTY CLAY, brown with trace red/brown mottling, stiff, 
dry to slightly moist, trace pebbles. 

large gravel piece, 
trace gray mottling. 

2" sand seam, dark brown, medium grained, loose, dry. 

CLAY, gray, slightly moist slightly plastic, trace pebbles. 

as above, slight pale red tint. 

large semi-round gravel piece. 

large gravel. 

0.0 

0.0 

0.0 

0.0 

0.2 

0.4 

0.3 

0.1 

0.0 

0.2 

0.2 

0.4 

Soil sample and duplicate collected at 1012. 
EIP-SS023-003-1 and EIP-SS023-003-2. 

Soil sample collected at 1029. 
EIP-SS023-008-1. 

Soil sample collected at 1047. 
EIP-SS023-010-1. Duplicate confirmation 
sample coltected. 

Soil sample collected at 1047. 
EIP-SS023-013-1. 

Soil sample collected at 1105. 
EIP-SS023-015-1. 

Soil sample collected at 1113. 
EIP-SS023-023-1. 

Soil sample collected at 1139. 
EIP-SS023-028-1. 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS023 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-15-06 
11-15-06 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lovejoy 
2655 Wisconsin 

<^ 
X 
1-
Q. 
UJ 
Q 

> 
DC 
LU 
> 
u () 
m DC 

in 
o 
OT 
3 

Samples 

I X I I Investigative Sample Collected 

I H l Investigative and Confirmation Sample Collected 

F-->"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
a . 

Q 
CL 

REMARKS 

30-

3 5 -
60/60 

40- 58/60 

CL 

4" sand seam, tan-gray, slightly loose, dry. 
CLAY, gray, slightiy moist slightly plastic, trace pebbles. 

large gravel. 

0.3 

0.4 

0.1 

0.2 

Soil sample collected at 1150. 
EIP-SS023-033-1. 

Soil sample collected at 1206. 
EIP-SS023-038-1. 

END OF BORING AT 40' 

4 5 -

50-

5 5 -

6 0 -



[ •nmi«iga. 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS024 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-15-06 
: 11-15-06 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
J. Hunter 

^ 
X 
1 -
Q. 
LU 
Q 

UJ 

> 
O 
n UJ 
DC 

in o 
OT 
3 

Samples 

I X I I Investigative Sample Collected 

B H Investigative and Confirmation Sample Collected 

F":" l Investigative with Geotech (Grainsize, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 
_i 
Q. 

< 
OT 

E 
CL 

3 
9 

REMARKS 

zs: 

60/60 

1 0 - 58/60 

1 5 - 54/60 

2 0 - 60/60 

2 5 - 60/60 

30- 60/60 

CL 

3" sand seam, dark gray, pooriy graded, coarse 
.grained. 
^CLAY, brown with trace gray mottling. 

CLAY, gray-tan, stiff, slighUy moist to dry, some well 
graded sand, trace light gray gravel. 

TOPSOIL. 

SILTY CLAY, tan-brown, stiff, dry, trace pebbles. 

CLAY, gray, slighUy moist, slightly plastic, trace pebbles, 

as above, slighUy moist to moist. 

0.1 

0.2 

0.2 

0.6 

0.4 

0.4 

0.4 

0.7 

0.3 

0.4 

0.3 

0.6 

Soil sample collected at 1255. 
EIP-SS024-003-1. 

Soil sample collected at 1318. 
EIP-SS024-008-1. 

Soil sample collected at 1327. 
E1P-SS024-010-1. 

Soil sample collected at 1344. 
EIP-SS024-018-1. 

Soil sample collected at 1356. 
EIP-SS024-023-1. 

Soil sample collected at 1410. 
E1P-SS024-028-1. 
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o 
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CD 
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\ S _ a rv ?5J®JI] 
Res to r i ng R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g 
X 
1 -
0 . 
UJ 
Q 

3 0 -

3 5 -

40— 

-

4 5 -

-

-

5 0 -

5 5 -

6 0 -

^ 
> 
CC 
UJ 

> O o 
UJ 
cc 

o 
X 
CL 
< 
DC 
CD 

OT 
O 
OT 
3 

LOG OF B 

Start Date : 11-15-06 
FinishDate : 11-15-06 
Driller : Transhield 
Drilling Method : Geoprobe 
Sampling Method : Grab 

Samples 

1 X 1 Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

\;,v,':\ Investigative with Geotech (Grainsize, CEC, ORP, TOC) 

DESCRIPTION 

OR 

OT 
LU 
_ l 
CL 

2 < 
OT 

ING EIP-SS024 

(Page 2 Of 2) 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
J. Hunter 

? 
C L 

3 
Q 

REMARKS 

60/60 

60/60 

^ M AZ 

4/ 
Af/ 
77/ 

'A/'/ 

CL 

CLAY, gray, slightly moist to moist, slightly plastic, trace 
pebbles. 

as above, trace sand. 

CLAY, gray, stiff, dry, trace pebbles. 

as above, trace sand. 

END OF BORING AT 40' 

\ / 

Y A 

L 1 

Y A 

0.5 

0.4 

0.3 

0.2 

Soil sample collected at 1422. 
EIP-SS024-030-1. 

Soil sample collected at 1437. 
EIP-SS024-035-1. 



E m a i l i f j i f w . 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS025 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-14-06 
: 11-14-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

Q. 
Ul 
Q 

> 
DC 
UJ > 
o o 
UJ 
cc CD 

OT 
O 
ro 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F : " : : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
Q. 
CJ. 

9 
CL 

REMARKS 

44/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 46/48 

20- 48/48 

24- 48/48 

2 8 - 12/48 

32- 48/48 

"T5" 

CL 

SW 

SM 

CL 

NR 

CL 

GRASS surface cover. 

SILTY CLAY, medium brown, soft, slightly moist trace 
sands, pebbles intermixed. 
SILTY CLAY, brown, soft, slightiy moist 

as above, medium brown, medium consistency. 

SILTY CLAY with sand, cry, subangular cobbles 
intermixed. 
increasing cobbles/coarse sand with depth. 

SAND, coarse grained, cobbles intermixed. 

CLAYEY SAND, light brown, coarse grained, slighUy 
moist pebbles intermixed. 

SANDY CLAY, medium to coarse grained, slighUy moist. 

SILTY CLAY, gray, stiff, slightiy moist, pebbles 
Intermixed, few cobbles at 19'. 

NO RECOVERY, water. 

SILTY CLAY, gray, soft, trace pebbles. 

as above, becoming stiff. 

END OF BORING AT 32' 

4.5 

3.1 

1.7 

1.7 

3.4 

6.5 

3.9 

2.4 

8.5 

6.8 

1.9 

1,4 

2.2 

3.1 

1.5 

1.6 

Soil sample collected at 0807. 
EIP-SS025-000-1. 

Soil sample collected at 0813. 
EIP-SS025-006-1. 

Soil sample and duplicate collected at 0827. 
E1P-SS025-010-1 and EIP-SS025-010-2. 

Soil sample collected at 0837. 
EIP-SS025-012-1. 

Soil sample collected at 0847. 
EIP-SS025-016-1. 

Soil sample collected at 0902. 
EIP-SS025-020-1. 

Soil sample collected at 0911. 
EIP-SS025-026-1. 

Soil sample collected at 0927. 
EIP-SS025-030-1. 



unEmisB, 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS026 

(Pagel o f l ] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-14-06 

: 11-14-06 

: Cabeno 

: Geoprobe 

: Grab 

Total Depth 
Location 

WESTON Geologist 

30' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 
H 
CL 
LU 
Q 

>-
DC 
LU 
> 
o 
o 
OJ 
DC 

in 
o 
OT 
3 

Samples 

I . X I I Investigative Sample Collected 

I ^ H Investigative and Contirmation Sample Collected 

F-"-"'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
OT 

E 
D. 

3 
9 
CL 

REMARKS 

4 -
46/48 

8 - 48/48 

1 2 -
48/48 

1 6 -
48/48 

2 0 -
48/48 

2 4 -
48/48 

28-
48/48 

22/24 7 / 7 

7 

/ / 7 

TS ^GRASS surface cover. 

CL 

SILTY CLAY, medium brown, medium consistency, 
slightly moist, trace sand. 

*^as above, dark brown. 

as above, brown. 

as above, stiff, subangular pebbles intermixed. 

SC 

CL 

CLAYEY SAND, brown, fine grained. 
SILTY CLAY, brown, stiff, slighUy moist, cobbles 
intermixed. 

as above, gray. 

as above, few cobbles. 

as above, coarse sands/gravels intermixed from 22.5' to 
23'. 

as above, moist 

END OF BORING AT 30' 

3 2 -

6.4 

5.8 

4.5 

4.1 

1.6 

2.9 

0.7 

1.0 

3.3 

6.4 

1.3 

1.1 

2.3 

3.3 

5.9 

Soil sample collected at 1043. 
EIP-SS026-000-1. 

Soil sample collected at 1049. 
EIP-SS026-004-1. 

Soil sampte collected at 1058. 
EIP-SS026-010-1. 

Soil sample collected at 1109. 
E1P-SS026-014-1. 

Soil sample collected at 1126. 
E1P-SS026-018-1. 

Soil sample collected at 1143. 
EIP-SS026-020-1. 

Soil sample collected at 1203. 
EIP-SS026-026-1. 

Soil sampte collected at 1214. 
EIP-SS026-028-1. 



.^BSnOMMEEB, 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS027 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-14-06 
11-14-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

23' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 
H 
Q. 
UJ 
Q 

>-
CC 
m > 
O 
o 
m 
cc 

in 
o 
OT 
3 

Samples 

| > d Investigative Sample Collected 

^ ^ 1 Investigative Sample and Contirmation Sample Collected 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
REMARKS 

4 - 48/48 

8 - 44/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

48/48 

TS ^GF^SS surface cover 

CL 

SILTY CLAY, dark brown, medium consistency, slighUy 
moist, trace sand, 

"^as above, medium brown, few pebbles. 

SILTY CLAY, soft, subangular cobbles, trace sand. 

SILTY CLAY, brown, stiff, slightly moist, few pebbles. 

SC 

CL 

CLAYEY SAND, red-brown, slightly moist, cobbles 
intermixed. 

SANDY CLAY 
^SILTY CLAY, gray, stiff, slightiy moist, pebbles 
intermixed. 

as above, dry. 

as above, very stiff, slighUy moist 

SANDY CLAY, fine grained. 

SILTY CLAY, moist medium consistency. 

M 

0.7 

1.5 

0.8 

1.0 

0.9 

1.4 

2.0 

1.4 

1.0 

1.3 

6.2 

7.2 

Soil sample collected at 1349. 
EIP-SS027-002-1. 

Soil sample collected at 1355. 
EIP-SS027-006-1. 

Soil sample collected at 1403. 
EIP-SS027-010-1. 

Soil sampte collected at 1413. 
EIP-SS027-012-1. 

Soli sample collected at 1427. 
EIP-SS027-018-1. 

Soil sample collected at 1443. 
EIP-SS027-022-1. 

END OF BORING AT 23' 
2 4 -

2 8 -

3 2 -



.^EEIMBMMniSB. 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS028 

(Pagel of1) 

: 11-14-06 
: 11-14-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth : 32' bgs 
Location : Scot 

: 2525 Curtiss 
WESTON Geologist : T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

CL 
LU 
Q 

> 
DC 
UJ > o o 
UJ 
DC 

in 
o 
OT 
3 

Samples 

I X I I Investigative Sample Collected 

H H Investigative Sample and Confirmation Sample Collected 

F"" ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

m 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

TS" 

4 - 48/48 

8 - 44/48 

12- 48/48 

1 6 - 48/48 

2 0 - 48/48 

24- 44/48 

2 8 - 48/48 

32- 48/48 

V" 
CL 

SC 

CL 

SP ^SAND, gray, fine to medium grained. 

CL 

GF?ASS surface cover. 

SILTY CLAY, dark brown, medium consistency, slightiy 
moist trace sand, 
as above, medium brown, few subangular pebbles. 

CLAYEY SAND, red/brown, fine to medium grained, 
moist, coarse gravels intermixed. 

SILTY CLAY, gray, stiff, slightly moist, plastic, 
subangular pebbles intermixed, trace sand. 

as above, medium cxjnsistency. 

SANDY CLAY, gray, medium to stiff, some silt/pebbles. 
^SILTY CLAY, gray, medium to stiff, slightly moist trace 
sand. 

3" sand seam, fine grained. 

SILTY CLAY, gray, soft, moist. 

as above, very stiff, slightly moist 

as above, some pebbles intermixed. 

as above, some cobbles intermixed. 

2.0 

3.1 

4.9 

4.0 

6.6 

5.2 

2.2 

2.5 

0.5 

0.5 

3.3 

3.4 

3.9 

4.2 

2.6 

4.7 

Soil sample collected at 1528. 
EIP-SS028-002-1. 

Soil sample collected at 1535. 
E1P-SS028-004-1. 

Soil sample collected at 1544. 
EIP-SS028-008-1. 

Soil sample collected at 1557. 
EIP-SS028-014-1. 

Soil sample collected at 1608. 
EIP-SS028-016-1. 

Soil sample collected at 1626. 
EIP-SS028-022-1. 

Soil sample collected at 1643. 
EIP-SS028-026-1. 

Soil sample collected at 1700. 
EIP-SS028-030-1. 

END OF BORING AT 32' 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS029 

11-15-06 
11-15-06 
Cabeno 
Geoprobe 
Grab 

(Pagel of1) 

Total Depth : 32' bgs 
Location : Scot 

: 2525 Curtiss 
WESTON Geologist : T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
I -
Q. 
m 
Q 

8 -

12-

1 6 -

2 0 -

2 4 -

2 8 -

32-

> 
DC 
UJ > o o 
UJ 
cc 

Samples 

\ ' X i \ Investigative Sample Collected 

H H Investigative and Contirmation Sample Collected 

l ' " " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

45/48 

48/48 

Z/. 
32/48 

45/48 

48/48 

48/48 

48/48 

48/48 

GW 

GW 

^ 

TS 

CL 

SU ,^CLAYEY SAND, gray/brown, medium grained. 

CL 

SC 

CL 

NR 

CL 

NR 

CL 

GF5ASS surface cover. 

SILTY CLAY, medium brown,medium consistency, 
slightly mosft to dry, trace sands, subangular pebbles 
intermixed. 
SANDY CLAY, medium brown, medium to soft, medium 
grained sand, moist, pebbles intermixed. 

SILTY CLAY, gray/brown, medium to stiff, slighUy 
moist, trace sand. 

SILTY CLAY, gray, stiff, turning to red-brown with 
cobbles at 7.5'. 

GRAVEL/COBBLES/SAND, brown, coarse grained, 
slightly moist 

CLAYEY SAND, coarse grained. 

GFiAVEL/SAND, coarse grained, moist to wet, some 
clay, cobbles/pebbles. 

SILTY CLAY, gray, stiff, dry, some cobbles/pebbles. 

as above, some coarse sand and gravel, wet. 

SILTY CLAY, gray, medium consistency, moist 

SLOUGH from 20' to 23.5'. 

SILTY CLAY, gray, soft, moist 
Slough from 24' to 25'. 
SILTY CLAY, gray, very soft, wet, few pebbles. 

as above, stiff, slightty moist, few cobbles. 

SLOUGH from 28' to 30.5'. 

SILTY CLAY, gray, very soft, wet, few pebbles. 
SILTY CLAY, gray/brown, medium grained sands, 
cobbles, pebbles. 

END OF BORING AT 32' 

0.3 

0.3 

0.1 

0.2 

0.4 

0.6 

0.4 

0.3 

0.3 

0.4 

NR 

0.6 

0.9 

0.6 

NR 

0.8 

Soil sample collected at 
0748. 
EIP-SS029-000-1. 

Soil sample collected at 
0755. 
EIP-SS029-006-1. 

Soil sample collected at 
0803. 
EIP-SS029-010-1. 

Soil sample collected at 
0814. 
EIP-SS029-012-1. 

Soil sample collected at 
0828. 
EIP-SS029-018-1. 

Soil sample collected at 
0851. 
E1P-SS029-022-1. 

Soil sample collected at 
0905. 
EIP-SS029-024-1. 

Soil sample coltected at 
0923. 
EIP-SS029-030-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS030 

(Pagel o f l ) 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

11-15-06 
11-15-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 

CL 
UJ 
Q 

4 -

8 -

12-

1 6 -

2 0 -

2 4 -

2 8 -

32-

> 
CC 
LU 
> 
o o 
m 
DC 

Samples 

I . X I Investigative Sample Coltected 

m Investigative and Contirmation Sample Collected 

l""-^l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

AS 

48/48 

48/48 & 

28/48 

34/48 

38/48 

42/48 

42/48 

: G W 

45/481. y J r i 

CL 

SC 

CL 

CL 

S F 

CL 

GW 

CL 

NR 

CC 

NR 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, medium to stiff, slightly moist, 
some pebbles. 
as above, medium to soft. 

as above, soft, moist few pebbles, trace sand. 

CLAYEY SAND, brown, medium grained, soft, moist, 
turning to medium brown/red color with depth. 

SANDY CLAY, red/brown, very soft, moist, few 
pebbles. 

SILTY CLAY with sand, red/brown, subangular 
gravel/pebbles. 

GF^VEL, brown, wet, pebbles, coarse sands, littie 
clay. 

as above, some clay. 

SILTY CLAY, brown, moist, trace sand, turning to gray. 
^SANDY CLAY, gray, moist to wet. 

SAND, medium to coarse grained, wet. 

v= SILTY CLAY. 
Slough from 20'to 21.5'. 

GF?AVEL/SAND, gray, coarse grained, moist to wet, 
some pebbles. 

SANDY CLAY, gray, medium to stiff, moist, turning to 
silty day at 23.5'. 

SLOUGH from 24' to 27.75'. 

ySILTY CLAY, gray, medium consistency, slightly moist. / 

SLOUGH from 28'to 31.75'. 

\SILTY CLAY, gray, stiff, slightly moist 

END OF BORING AT 32' 

0.5 

0.7 

0.6 

2.0 

0.7 

0.9 

0.5 

0.7 

1.1 

0.9 

0.6 

0.5 

NR 

1.2 

NR 

0.7 

Soil sample collected at 
1041. 
EIP-SS030-002-1. 

Soil sample collected at 
1047. 
EIP-SS030-006-1. 

Soil sample collected at 
1053. 
EIP-SS030-010-1. 

Soil sample collected at 
1101. 
E1P-SS030-014-1. 

Soil sample collected at 
1114. 
EIP-SS030-016-1. 

Soil sample collected at 
1129. 
EIP-SS030-020-1. 

Soil sample collected at 
1150. 
EIP-SS030-026-1. 

Soil sample collected at 
1212. 
EIP-SS030-030-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 

file:///SILTY


Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS031 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-15-06 
: 11-15-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 
I -
Q. 
LU 
Q 

>-
CC 
UJ > 
o o 
m 
DC 

in 
o 
OT 
3 

Samples 

l'><CI Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F:::::1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

Q 
CL 

REMARKS 

1 AS 

35/48 

8 - 25/48 A 

1 2 - 38/48 

1 6 - 46/48 

2 0 - 48/48 

2 4 - 48/48 

2 8 - 48/48 

32-- - 29/48 

CL 

GW 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, medium to stiff, slighUy moist to 
dry, some pebbles. 

SANDY CLAY, red/brown, fine grained, slightly moist. 

GFiAVEL/SAND, coarse grained, cobbles, pebbles. 

SILTY CLAY, brown/red, stiff, slightiy moist to dry, few 
pebbles, trace sand. 

as above, olive gray/green, very soft, moist. 

as above, medium consistency. 

SILTY CLAY, gray, slighUy moist, few pebbles, trace 
sands. 

as above, some pebbles. 

SILTY CLAY, gray, medium consistency, moist, some 
pebbles, coarse sand/gravel intermixed. 

SILTY CLAY, gray, moist, few pebbles. 

as above, brown fine grained sands intermixed. 

as above, medium consistency, slightly moist, trace 
pebbles. 

0.5 

0.5 

0.2 

0.7 

0.3 

0.2 

0.6 

0.1 

0.3 

0.1 

0.3 

0.3 

0.4 

0.5 

1.0 

0.2 

Soil sample collected at 1333. 
EIP-SS031-000-1. 

Soil sample collected at 1340. 
EIP-SS031-006-1. 

Soil sample collected at 1347. 
EIP-SS031-008-1. 

Soil sample collected at 1349. 
EIP-SS031-012-1. 

Soil sample collected at 1357. 
EIP-SS031-016-1. 

Soil sample collected at 1406. 
EIP-SS031-022-1. 

Soil sample collected at 1416. 
EIP-SS031-026-1. 

Soil sample collected at 1425. 
EIP-SS031-028-1. 

END OF BORING AT 32' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS032 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-15-06 

11-15-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

28' bgs 

Scot 

2525 Curtiss 

T. Sundquist 

UJ 
Q 

>-
DC 
UJ > 
o 
O 
UJ 
DC 

in o 
in 
3 

Samples 

l̂ ><CI investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

F''"-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
D. 

REMARKS 

AS 

4 - 48/48 

8 - 41/48 

1 2 - 48/48 

1 6 - 46/48 

2 0 - 0/48 

2 4 - 48/48 

28- 18/48 

CL 

GW 

CL 

NR 

CL 

SP 

NR 

SP 

ASPHALT surface cover and subbase. 

SILTY CLAY, black, organic, soft, slightly moist to moist, 
crumbly, trace sand. 

SILTY CLAY, dark brown, medium consistency, slighUy 
moist, some pebbles, trace sand. 

SANDY CLAY, red/brown, soft, slightly moist, fine 
grained sands. 

as above, very soft, moist. 

SILTY CLAY, gray, medium to stiff, slightly moist, some 
pebbles. 

GFJAVEL/SAND, soft, wet, some gray silty clay. 

SILTY CLAY, gray, stiff to very stiff, some pebbles 
intermixed, few pebbles with depth. 

NO RECOVERY-pressurized end of sampling barrel 
shoots out -45'. 

SILTY CLAY, gray, soft, wet. 

SAND, gray, fine to medium grained, slightly moist, 
compacted. 

NO RECOVERY. 

SAND, gray, fine to medium grained, slightly moist, 
compacted. 

0.5 

0.1 

0.2 

0.3 

0.5 

0.4 

0.8 

1.2 

NR 

NR 

0.7 

0.7 

NR 

0.8 

Soil sample collected at 1506. 
EIP-SS032-000-1. 

Soil sample collected at 1511. 
EIP-SS032-006-1. 

Soil sample collected at 1518. 
EIP-SS032-008-1. 

Soil sample collected at 1528. 
E1P-SS032-014-1. 

No sample collected from 16' to 20'. 

Soil sample coltected at 1621. 
EIP-SS032-020-1. 

Soil sample collected at 1645. 
E1P-SS032-026-1. 

END OF BORING AT 28' 

3 2 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS033 

(Pagel Ofl] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 11-16-06 

: 11-16-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist 

27.5' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 
H 
Q. 
UJ 
Q 

> 
CC 
UJ 
> 
o 
o 
UJ 
DC 

in 
o 
OT 
3 

Samples 

|>xCI investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F" " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

m 
4 - 48/48 

8 -
46/48 

1 2 - 38/48 

1 6 - 48/48 

20- 48/48 

24- 28/48 

48/48 A\ 

AS 

CL 

GW 

CL 

SW 

CL 

NR 

CL 

NR 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, olive green/brown, stiff, few pebbles, 
trace sand. 
as above, medium to soft, moist 

SILTY CLAY, gray, stiff, dry, few pebbles. 

GRAVEL/SAND, brown, coarse grained, dry, cobbles, 
pebbles. 

as above, some clay. 

SILTY CLAY, gray, stiff, slighUy moist few pebbles. 

SAND, gray, fine grained, slighUy moist. 
V, as above, medium to coarse grained, slightly moist, 
trace pebbles. 

SANDY CLAY, gray, turning to silty day. 

SLOUGH from 16'to 19'. 

SILTY CLAY, gray, medium to stiff. 

SLOUGH from 24' to 26.5'. 

SILTY CLAY, gray, very stiff. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

NR 

0.0 

NR 

0.0 

Soil sampte and duplicate collected at 0730. 
EIP-SS033-000-1 and EIP-SS033-000-2. 

Soil sample collected at 0734. 
EIP-SS033-006-1. 

Soil sample collected at 0738. 
EIP-SS033-008-1. 

Soil sample collected at 0745. 
EIP-SS033-012-1. 

Soil sampte collected at 0755. 
EIP-SS033-016-1. 

Soil sample collected at 0809. 
EIP-SS033-022-1. 

Soil sample collected at 0819. 
EIP-SS033-026-1. 

2 8 - END OF BORING AT 27.5' 



BsnsMSMism, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS034 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, iiinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-16-06 
: 11-16-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 

Location 

WESTON Geologist 

22' bgs 

Scot 

2525 Curtiss 

T. Sundquist 

X 
I-
Q. 
UJ 
Q 

> 
DC 
UJ > 
o o 
UJ 
DC 

cn 
o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F " " ' ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

m AS 

4 - 46/48 

8 - 32/48 

1 2 - 43/48 

1 6 - 22/48 

2 0 - 40/48 

24/24 

ZZ2 

CL 

SW 

CL._ ^SILTY CLAY, brown, very stiff, dry. 

SW 

CL 

GW 

CL 

ASPHALT surface cover. 

SILTY CLAY, brown, medium to stiff, slightly moist, few 
pebbles, trace sand. 

SAND, brown, fine to medium grained, slightly moist 
some pebbles, some coarse grained gravel. 

SAND, brown, medium to coarse grained, slighUy moist, 
some pebbles, some coarse grained gravel. 

SILTY CLAY, brown, very stiff, dry. 
turning to moist sandy clay with few pebbles with 
depth. 

GF^VEL, coarse grained, wet, little clay, pebbles, 
cobbles. 

SILTY CLAY, gray, stiff, slighUy moist. 

0.0 

0.0 

0.0 

0.0 

0.0 

1.0 

NR 

0.2 

1.5 

0.9 

1.4 

Soil sample collected at 0932. 
EIP-SS034-002-1. 

Soil sample collected at 0941. 
EIP-SS034-004-1. 

Soil sample collected at 0944. 
EIP-SS034-010-1. 

Soil sample collected at 0948. 
E1P-SS034-014-1. 

Soil sample collected at 0955. 
E1P-SS034-018-1. 

Soil sample collected at 1005. 
EIP-SS034-020-1. 

END OF BORING AT 22' 

2 4 -

2 8 -

3 2 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS035 

: 11-16-06 
: 11-16-06 
: Cabeno 
: Geoprobe 
: Grab 

(Page l o f l ) 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

CL 
LU 
Q 

>-
DC 
UJ > o o 
UJ 
DC 

g 
X 
CL < 
DC 
CD 

OT 
O 
OT 
3 

Samples 

I X T I Investigative Sample Collected 

I ^ H Investigative and Contirmation Sampte Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

1 "7SS" 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 36/48 

2 0 - 46/48 

2 4 - 48/48 

2 8 - 48/48 

32- 48/48 

GW-GI 

CL 

M^c 

SW-SM 

GW 

CL 

NR 

CL 

NR 

ASPHALT surface cover and subbase. 

SILTY CLAY, black, soft, slighUy moist trace sand, 

as above, dark gray. 

as above, dark brown. 

as above, turning to medium brown, trace pebbles. 

SANDY CLAY, medium brown, fine grained, soft, 
slighUy moist, few pebbles. 

CLAYEY GRAVEL/SAND, brown/gray, medium to 
coarse grained, soft, moist, more pebbles. 
3" sand seam, fine grained. 

SAND, brown, fine to medium grained, wet, little clay. 

as above, becoming coarser. 
as above, gravelly, pebbles, more clay. 

GFViVEL/SAND, brown, coarse grained, wet 

SILTY CLAY, gray, medium consistency, moist, few 
pebbles, trace sand. 

SANDY CLAY, gray. 
^Slough from 20'to 21' . 
as above, very soft, wet, few pebbles. 

SILTY CLAY, gray, stiff, slightiy moist, pebbles, cobbles. 

SLOUGH from 24' to 26.75'. 

SILTY CLAY, gray, stiff, slightiy moist, few pebbles. 

SLOUGH from 28' to 32'. 

2.8 

5.3 

3.9 

4.4 

7.8 

6.7 

0.4 

5.1 

8.0 

6.6 

3.0 

3.8 

NR 

0.0 

NR 

NR 

Soil sample collected at 1057. 
EIP-SS035-002-1. 

Soil sample and duplicate collected at 1103. 
E1P-SS035-006-1 and E1P-SS035-006-2. 

Soil sample collected at 1111. 
EIP-SS035-008-1. 

Soil sample collected at 1121. 
EIP-SS035-014-1. 

Soil sample collected at 1135. 
EIP-SS035-016-1. 

Soil sample collected at 1153. 
EIP-SS035-022-1. 

Soil sample collected at 1205. 
EIP-SS035-026-1. 

No sample collected from 28' to 32'. 

END OF BORING AT 32' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS036 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

11-16-06 

11-16-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

32' bgs 

Scot 

2525 Curtiss 

T. Sundquist 

X 
1-
CL 
UJ 
Q 

V 
rr LU 
> 
u C) 
UJ 
DC 

in o 
in 
3 

Samples 

I X I I Investigative Sample Collected 

^ ^ 1 Investigative and Contirmation Sample Collected 

F''"-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
LU 

< 
OT 

Q. 
CL 

9 
CL 

REMARKS 

TS" 

4 - 45/48 

8 - 36/48 

1 2 - 32/48 

1 6 - 40/48 

2 0 - 32/48 

2 4 - 35/48 

28- 48/48 

32- 48/48 

SM-SW 

/ / 

^GRASS surface cover. 

CL 

SILTY CLAY, black, organic, soft, slightly moist, 
crumbly, trace sand. 

SILTY CLAY, medium brown, medium to stiff, dry to 
, slightiy moist, trace sand. 
^SILTY CLAY, dark brown, soft, slightiy moist to moist, 
some sand. 

SANDY CLAY, red/brown, soft, moist. 

SILTY CLAY, red/brown, soft, slightly moist, some sand, 
cobbles/pebbles Intermixed. 

SC 

CL 

CL 

GW 

SP 

-cr 
SP 

CL 

GW 

CL 

GW 

CLAYEY SAND, red/brown, coarse grained, soft, 
slightiy moist, gravel/cobbles/pebbles. 

as above, brown, medium grained, some pebbles, 
gravel/pebbles absent. 

SANDY CLAY, brown, coarse grained, moist 

SAND/SILT, brown, fine grained, wet at 15'. 

.SANDY CLAY, brown, medium to soft. 
^SILTY CLAY, brown, medium consistency, slightly 
moist some sand. 

GfRAVEL/SAND, brown, coarse grained, littie clay, 
pebbles 

^ a s above, medium grained, slighUy moist 

SAND, brown, medium to fine grained, slighUy moist, 
compact. 
as above, fine grained. 

SILTY CLAY, brown, trace sand. 

SAND, fine grained, slighUy moist, some clay. 

SANDY CLAY, red/brown, medium consistency, slightly 
moist turning to brown silty clay, stiff, trace sand. 
V as above, gray. 

, GFIAVEL/SAND, brown, coarse grained, dry, some 
\pebbles. 

SILTY CLAY, gray, medium consistency, slightiy moist, 
[Some sand. 

GFIAVEL/SAND, brown, coarse grained, slighUy moist 

CL SILTY CLAY, gray/brown, medium to stiff, slighUy moist. 

I 
0.2 

0.2 

0.0 

0.7 

0.6 

0.0 

1.0 

0.0 

0.5 

0.8 

0.1 

1.2 

4.3 

1.6 

3.4 

Soil sample collected at 1422. 
EIP-SS036-002-1. 

Soil sample and duplicate collected at 1428. 
E1P-SS036-006-1 and EIP-SS036-006-2. 

Soil sample collected at 1433. 
EIP-SS036-008-1. 

Soil sampte collected at 1442. 
EIP-SS036-012-1. 

Soil sample collected at 1452. 
EIP-SS036-018-1. 

Soil sample collected at 1502. 
EIP-SS036-022-1. 

Soil sample collected at 1514. 
EIP-SS036-024-1. 

Soil sample coltected at 1532. 
EIP-SS036-028-1. 

END OF BORING AT 32' 

file:///pebbles


Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS037 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-17-06 
: 11-17-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 
H 
CL 
UJ 
Q 

^ 
UJ 
> 
O 
C) 
UJ 
cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ H Investigative and Confirmation Sample Collected 

F - " ' ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
Q. 
CL 

9 
CL 

REMARKS 

46/48 

8 - 48/48 

1 2 - 26/48 

1 6 - 16/48 

2 0 - 48/48 

2 4 - 21/48 

2 8 - 48/48 

32- 48/48 

TS" 

CL 

GW 

NR 

GW 

CL 

NR 

CL 

GFRASS surface cover. 

SILTY CLAY, brown, soft, slighUy moist, crumbly, few 
pebbles, trace sand. 

as above, medium consistency, 
as above, dark brown, soft. 

as above brown, medium to stiff, pebbles/sand absent. 

No Recovery from 8' to 9.5'. 

SILTY CLAY, brown, medium to soft, slightly moist, 
trace sand. 

GRAVEL/SAND, brown, coarse grained, 
cobbles/pebbles, some clay. 

NO RECOVERY from 12'to 14.7'. 

GFJAVEL/SAND, brown, coarse grained 
cobbles/pebbles, some silty clay. 

SILTY CLAY, gray/brown, medium grained, medium 
.consistency, slighUy moist, some sand, few pebbles. 
\-as above, gray, medium to stiff, trace sand. 

NO RECOVERY from 20' to 22.25'. 

SILTY CLAY with sand, gray/brown, medium to soft, 
moist, some sand. 

as above, gray, trace pebbles, sand absent. 

as above, pebbles absent. 

0.5 

0.4 

0.5 

1.3 

0.4 

0.3 

NR 

0.3 

2.0 

3.0 

NR 

3.4 

2.9 

2.1 

3.2 

3.0 

Soil sample collected at 0717. 
EIP-SS037-000-1. 

Soil sample collected at 0720. 
EIP-SS037-006-1. 

Soil sample collected at 0723. 
EIP-SS037-008-1. 

Soil sample collected at 0730. 
EIP-SS037-014-1. 

Soil sample collected at 0738. 
EIP-SS037-018-1. 

Soil sample collected at 0745. 
E1P-SS037-022-1. 

Soil sample collected at 0754. 
EIP-SS037-024-1. 

Soil sampte collected at 0806. 
EIP-SS037-030-1. 

END OF BORING AT 32' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS038 

(Pagel ofl) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-17-06 
: 11-17-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

CL 
UJ 
CD 

> 
DC 
UJ > 
o o 
LU 
CC 

in u 
in 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Contirmation Sample Collected 

F ' ' ' " ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

fri 
UJ 
_ l 

n 
i 
w 

,—̂  
fc CL 
CL 

Q 
CL 

REMARKS 

1 AS 

4 - 36/48 

8 - 43/48 

1 2 - 42/48 

1 6 - 48/48 

20- 48/48 

2 4 - 24/48 

2 8 - 32/48 

32- 48/48 

S 2 

27 : 

^' 

CL 

3 : = 
SW 

=SC= 
^CLAYEY SAND, brown, wet. 

^SAND, brown, coarse grained, wet. 

CL 

GW 

SC 

CL 

NR 

SC 

CL 

NR 

SC 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark gray/black, medium to stiff, slighUy 
moist trace sand, 
as above, dark brown, stiff. 

SILTY CLAY, medium brown, medium to soft, moist, 
some pebbles, some sand. 

PLAYEY SAND, brown/gray, dry. 

SILTY CLAY, gray, stiff, dry. 

GFIAVEL/SAND, coarse grained, slightiy moist, 
cobbles/pebbles, some clay. 

CLAYEY SAND, gray, coarse grained, wet. 

SANDY CLAY, gray, medium to soft, moist, trace 
pebbles. 

NO RECOVERY from 20' to 21.75'. 

CLAYEY SAND, brown/gray, coarse grained, wet. 

SANDY CLAY, soft, few pebbles. 

NO RECOVERY from 24' to 25.5'. 

CLAYEY SAND, gray, coarse grained, wet. 

SANDY CLAY, brown/gray, medium grained, medium to 
stiff, moist. 

^SILTY CLAY, gray, stiff, moist to wet. 

0.3 

0.2 

0.8 

0.7 

0.8 

0.5 

0.4 

1.7 

2.7 

3.4 

0.9 

0.9 

3.0 

2.1 

64 

6.6 

Soil sampte collected at 0848. 
EIP-SS038-000-1. 

Soil sample collected at 0851. 
EIP-SS038-004-1. 

Soil sample collected at 0853. 
EIP-SS038-008-1. 

Soil sample collected at 0859. 
E1P-SS038-014-1. 

Soil sample collected at 0907. 
E1P-SS038-018-1. 

Soil sample collected at 0915. 
E1P-SS038-022-1. 

Soil sample collected at 0924. 
EIP-SS038-024-1. 

Soil sample collected at 0939. 
EIP-SS038-030-1. 

END OF BORING AT 32' 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS039A 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-R1CO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-17-06 
: 11-17-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

12'bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 
I-
CL 
UJ 
Q 

> 
OC 
UJ 
> 
o o 
UJ 
OC 

o 
X 
CL < 
DC 
CD 

OT 
O 
OT 
3 

Samples 

1 X 1 Investigative Sample Collected 

^ ^ 1 Investigative and Contirmation Sample Collected 

F''""l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

4 - 30/48 

8 - 28/48 

12- 28/48 

TS 

CL 

GW 

CL 

GF^ASS surface cover and TOPSOIL. 

SILTY CLAY, brown, stiff, pebbles. 

GFJAVEL/SAND, brown, coarse grained, dry, some clay. 

No Recovery from 4' to 5.75'. 

as above, littie clay. 

No Recovery from 8' to 9.75'. 

as above, moist 

SILTY CLAY, gray/brown, medium to stiff, moist, some 
ysand 

REFUSAL, END OF BORING AT 12' 

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

0.2 

0.0 

0.0 

0.0 

0.1 

0.0 

Soil sample collected at 1035. 
EIP-SS039A-000-1. 

Soil sample collected at 1042. 
EIP-SS039A-006-1. 

Soil sample collected at 1049. 
EIP-SS039A-008-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS039B 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-17-06 
11-17-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

«, 
X 
1-
CL 
LU 
Q 

> 
CC 

m 
> 
u C) 
UJ 
•: 

OT 
O 
OT 
3 

Samples 

IZXCI Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F-""-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

CL 

3 
Q 
CL 

REMARKS 

4 - 30/48 

28/48 

12- 48/48 

1 6 - 48/48 

20- 46/48 

24- 28/48 

28- 48/48 

32- 48/48 

TS 

CL 

GW 

CL 

GW 

CL 

SC 

NR 

CL 

G I ^ S S surface cover and TOPSOIL. 

SILTY CLAY, brown, stiff, pebbles. 

GFiAVEL/SAND, brown, coarse grained, dry, some clay. 

No Recovery from 4' to 5.75'. 

as above, litUe clay. 

SILTY CLAY, brown/gray, stiff, dry, some pebbles. 

SANDY CLAY, gray, stiff, dry, some pebbles. 

SILTY CLAY, some sand. 
*^SANDY CLAY, gray, soft, wet. 

GF^VEL/SAND, brown/gray, coarse grained, wet, little 
clay. 
No Recovery from 20' to 21.75'. 

as above, brown, some clay. 

SILTY CLAY, gray, moist stiff to medium. 

SANDY CLAY, brown, medium consistency, slighUy 
moist. 

,^CLAYEY SAND, fine grained, soft, moist. 

SLOUGH from 28' to 29.5'. 

SILTY CLAY, gray/brown, wet, gravel/sand intermixed. 
V, as aove, gravel absent. 

0.4 

0.1 

0.0 

0.0 

0.0 

0.0 

0.1 

0.2 

0.0 

0.2 

0.7 

0.1 

2.3 

2.7 

3.3 

1.3 

Soil sample collected at 1108. 
EIP-SS039B-000-1. 

Soil sample collected at 1113. 
EIP-SS039B-004-1. 

Soil sample collected at 1117. 
EIP-SS039B-010-1. 

Soil sample and duplicate collected at 1122. 
EIP-SS039B-014-1 and EIP-SS039B-014-2. 

Soil sample collected at 1129. 
EIP-SS039B-018-1. 

Soil sample collected at 1136. 
EIP-SS039B-020-1. 

Soil sample collected at 1148. 
EIP-SS039B-026-1. 

Soil sample collected at 1157. 
EIP-SS039B-028-1. 

END OF BORING AT 32' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS041 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
DriHing Method 

Sampling Method 

: 11-16-06 

: 11-16-06 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Ames 
2537 Curtiss 

CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

25-

30-

UJ > o o 
UJ 

ct 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

|: :": : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

34/60 

A, 

44/60 2̂ c 

49/60 

52/60 

43/60 

42/60 

I S ^TOPSOIL. 

CL 

SC 

GW 

SW 

SC 

CL 

SANDY CLAY, dark brown. 

2" gravel seam, dry. 
SANDY CLAY, brown, moist. 

CLAYEY SAND, tan, dry, trace gravel. 

GFtAVEL, well graded, dry. 

3" clayey sand seam. 

SAND, well graded, trace gravel. 

CLAYEY SAND, coarse grained, angular, wet, trace 
gravel. 

large gravel piece. 

CLAY, gray, trace pebbles. 

0.0 

0.0 

0.4 

0.8 

0.4 

0.3 

0.7 

0.3 

0.4 

0.1 

0.2 

0.0 

Soil sample collected at 
1059. 
EIP-SS041-003-1. 

Soil sample coltected at 
1110. 
EIP-SS041-008-1. 

Soil sample coltected at 
1125. 
EIP-SS041-010-1. 

Soil sample collected at 
1125. EIP-SS041-013-1. 
MS/MSD confirmation 
sample collected. 

Soil sample coltected at 
1140. 
EIP-SS041-015-1. 

Soil sample collected at 
1154. 
EIP-SS041-020-1. 

Soil sample collected at 
1206. 
EIP-SS041-025-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS041 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-16-06 
: 11-16-06 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Ames 
2537 Curtiss 
J. Hunter 

X 
I -

UJ 
O 

30-

35-

40-

4 5 -

o 
g 

5 0 -

5 5 -

6 0 -

> 
01 
UJ 

> 
O o 
m 
a: 

CD 

Samples 

l>»<ri Investigative Sample Collected 

^ I H Investigative and Confirmation Sample Collected 

'"^: : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

REMARKS 

Temp MW 

60/60 

60/60 

CL 

ORGANIC CLAY, slightty moist 

CLAY, gray, trace pebbles. 

1.2 

0.8 

0.0 

0.0 

Soil sample coltected at 
1220. 
EIP-SS041-030-1. 

Soil sample collected at 
1252. 
E1P-SS041-035-1. 

END OF BORING AT 40' 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS042 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 11-16-06 

: 11-16-06 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Ames 
2537 Curtiss 

X 
I -
CL 
LU 
Q 

>-
DC 
UJ > o o 
LU 
DC 

O 

in o 
OT 
3 

Samples 

|>xCI Investigative Sample Collected 

I f l ^ l Investigative and Confirmation Sample Collected 

V-:'-',:] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
Q. 

REMARKS 

0-

' A, 

AS 

5 - 49/60 

1 0 - 47/60 

1 5 - 60/60 

2 0 - 36/60 

2 5 - 40/60 

30- 53/60 

SC CLAYEY SAND, tan with red mottling, loose, dry, trace 
-^gravel. 

CL 

GW 

SC 

CL 

SP 

CL 

ASPHALT surface cover. 

SILTY CLAY with sand, tan-brown, slighUy moist, trace 
gravel. 

large gravel piece. 

SILTY CLAY with sand, gray, stiff dry, trace gravel. 

GFJAVEL, light gray-tan, well graded, angular to 
semi-angular, loose, dry. 

2" sandy clay seam, dry, some brown/green grains. 

CLAYEY SAND, brown, fine grained, slightly moist. 
^saturated sand seam, brown, trace gravel. 

CLAY, brown. 

CLAY, gray, slighUy moist, slightly plastic, trace round 
gravel. 

SAND, light gray, pooriy graded, fine grained, moist. 

CLAY, gray, slightly moist, slightly plastic, trace round 
gravel. 

3" pooriy graded sand seam, gray, fine grained, slighUy 
moist, trace clay. 

0.3 

1.0 

0.5 

0.3 

0.1 

1.4 

0.2 

0.0 

0.1 

0.0 

0.3 

0.7 

Soil sample collected at 0804. 
EIP-SS042-003-1. 

Soil sample collected at 0821. 
EIP-SS042-005-1. 

Soil sample collected at 0830. 
EIP-SS042-013-1. 

Soil sample collected at 0850. 
EIP-SS042-015-1. 

Soil sample collected at 0858. 
EIP-SS042-020-1. 

Soil sample collected at 0939. 
EIP-SS042-028-1. 



^sOBsasamsB, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS042 

(Page 2 Of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-16-06 

: 11-16-06 

: Transhield 

: Geoprobe 

: Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Ames 
2537 Curtiss 

i C 

X 
1-
Q. 
m 
Q 

> 
DC 
UJ 

> 
U 
o III 
DC 

O 
X 
CL 
< CC 
o 

in 
n OT 
3 

Samples 

l>><CI Investigative Sample Collected 

I ^ H Investigative and Contirmation Sample Collected 

F^'-'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
CL 
CL 

9 
a. 

REMARKS 

30-

3 5 -
60/60 

40-
32/60 

CL 

SP 

CLAY, gray, slightly moist, slightly plastic, trace sift. 

as above, trace fine grained sand. 

SAND, brown, pooriy graded, medium grained, slighUy 
moist. 

I^as above, gray, fine grained, moist. 
\ \-9" > 2" well graded gravel seam, gray. 

SAND, tan/brown, poorly graded, fine grained, wet 

0.2 

0.0 

0.3 

0.1 

Soil sample collected at 1009. 
EIP-SS042-030-1. 

Soil sample collected at 1042. 
EIP-SS042-035-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

5 5 -

6 0 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS043 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, linois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-11-06 
12-11-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Fusibond 
2615 Wisconsin 
G. Nauman 

X 
I -
CL 
UJ 
Q 

CC 
m 
> o o 
m 
cc 

in o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

f::::-,] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_1 
Q. 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 48/48 

2 8 - 48/48 

32- 48/48 

"AS" 

CL 

CH 

SP 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark brown, dry. 

as above, tan, some dark staining, some gravel. 

SILTY CLAY, brown, dark staining, dry, crumbly. 

as above, red staining, slightly moist, trace gravel. 

SILTY CLAY, brown, fat moist, littie cobbles, trace 
gravel. 

as above, slighUy moist. 

GF5AVELLY SAND, pooriy graded, dry, crumbly, some 
cobbles. 

6" large cobbles. 
GfRAVELLY SAND, brown/tan, some red staining, dry, 
dolomite cobbles intermixed. 

6" dolomite cobbles. 

SAND, brown, moderately graded, slightly moist. 

SANDY CLAY, brown, soft, very moist, trace cobbles, 
gravel content increasing to 26'. 

SILTY CLAY, brown, slightty moist. 

CLAY, gray, medium consistency, saturated, some 
sand/gravel. 

I 

0.6 

0.3 

1.3 

0.2 

0.6 

0.8 

0.2 

0.9 

0.3 

0.4 

1.5 

0.9 

1.4 

0.6 

0.6 

0.6 

Soil sampte coltected at 0813. 
E1P-SS043-000-1. 

Soil sample collected at 0816. 
EIP-SS043-004-1. 

Soil sample collected at 0816. 
EIP-SS043-006-1. MS/MSD confirmation 
sample collected. 

Soil sample and duplicate coltected at 0822. 
EIP-SS043-010-1 and EIP-SS043-010-2. 

Soil sample collected at 0828. 
EIP-SS043-014-1. 

Soil sample collected at 0833. 
EIP-SS043-018-1. 

Soil sample collected at 0843. 
EIP-SS043-020-1. 

Soil sample collected at 0850. 
EIP-SS043-024-1. 

Soil sample collected at 0902. 
EIP-SS043-028-1. 

END OF BORING AT 32' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS044 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-11-06 
: 12-11-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Locafion 

WESTON Geologist 

27.5' bgs 
Fusibond 
2615 Wisconsin 
J. Hunter 

X 
h-
Q. 
LU 
Q 

>-
DC 
LU > o o 
Hi 
cc 

in o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

^ 

4 - 43/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 48/48 

42/42 

2 8 -

32-

AS 

CL 

SC 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, gray with dark mottling, occasional red 
staining, dry. 

as above, brown, dark staining absent. 

as above, red staining, trace sand. 

CLAY, tan to light brown, slighUy moist. 

CLAYEY SAND, tan, trace red/brown staining, dry to 
slightiy moist semi-cohesive, trace gravel. 

as above, moisture content increasing. 

.CLAY, brown. 
^CLAY, gray. 

END OF BORING AT 27.5' 

I 

I 

0.0 

0.3 

0.0 

0.3 

0.1 

0.1 

0.0 

0.0 

0.9 

0.7 

0.4 

0.3 

0.5 

0.5 

Soil sample coltected at 0955. 
EIP-SS044-002-1. Duplicate confirmation 
sample collected. 

Soil sample and duplicate collected at 1001. 
EIP-SS044-006-1 and EIP-SS044-006-2. 

Soil sample collected at 1006. 
EIP-SS044-010-1. 

Soil sample collected at 1014. 
E1P-SS044-014-1. 

Soil sample collected at 1017. 
EIP-SS044-016-1. 

Soil sample collected at 1025. 
EIP-SS044-020-1. 

Soil sample collected at 1037. 
EIP-SS044-026-1. 



^ Xti ̂ 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

£-
X 
H 
CL 

m 
Q 

n 
u— 

4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

'i.o— 
o ^ 

c 

UJ 

> O o 
UJ 
cc 

48/48 

48/48 

48/48 

48/48 

48/48 

36/48 

32/48 

36/48 

O 
X 
Q. 

CD 

• 
^ 
7 7 / 

'777 

TTA. 
77 / 

V 
V ^ y 
• Z / 

AA7 
77 / 

A// 
# 
Z/ i 
7 7 / 

77/ 
• ] • ( " { • 

OT o 
OT 
3 

LOG OF BORING EIP-SS045 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

(Pagel of1) 

12-11-06 TotalDepth 
12-11-06 Location 
Cabeno 
Geoprobe WESTON Geologist 
Grab 

Samples 

I X . I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

f : " " j Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

m _ i 
CL 

•s. < 
OT 

E 
Q-

3 
Q 

CL 

AS 

CL 

SP 
GW 

SW 

SP 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark olive-gray, medium consistency, dry, 
crumbly, some pebbles. 

as above, olive green, medium to soft, few pebbles, 
trace sand. 

SILTY CLAY/ORGANIC SOIL, black, soft, slightiy moist. 
crumbly. 

SILTY CLAY, olive green, soft, slighUy moist trace 
sand, trace pebbles. 

as above, olive brown, medium consistency, some 
pebbles. 

as above, light brown. 
SILTY CLAY, light brown, medium to stiff, slightly moist, 
slightly crumbly, some pebbles, few cobbles. 

SILTY CLAY, medium brpwn, soft, moist, 
as above, gray, some pebbles. 

^SAND, brown, fine grained, moist. 

GFRAVEL, some silty clay intermixed. 

iSAND, brown, medium grained, moist, little clay. 
^-as above, fine grained. 
^No Recovery/Slough from 20' to 22.7'. 

SAND, brown, coarse grained, dry, cobbles/pebbles, 
coarse gravels, littie clay. 
No Recovery/Slough from 24' to 26'. 

No Recovery/Slough from 28' to 30'. 

S A N D h r n w n n n n r l v n r a r l p r l f i n p n r a i n p r i mrti.Qt 

I • 
H 

^^1 • • 
^ 

1 
X 
L • 
1, 

X 
V / 

X ' \ 

\ l\ 

y A 

V / 

X 

0.5 

0.5 

0.0 

0.0 

0.1 

n 1 
U. 1 

0.2 

0.0 

0.2 

0.2 

NR 

0.2 

NR 
iMre 

0.0 

NR 

0.1 __ 

32' bgs 
Rexnord 
2400 Curtiss 
T. Sundquist 

REMARKS 

Soil sample collected at 0827. 
EIP-SS045-002-1. 

Soil sample collected at 0832. 
EIP-SS045-006-1. 

Soil sample collected at 0839. 
EIP-SS045-010-1. 

Soil sample collected at 0849. 
EIP-SS045-012-1. 

Soil sample coltected at 0849. 
EIP-SS045-014-1. 

Soil sample collected at 0906. 
EIP-SS045-018-1. 

Soil sample collected at 0934. 
E1P-SS045-022-1. 

Soil sample collected at 0946. 
EIP-SS045-026-1. 

Soil sample collected al 1001. 
EIP-SS045-030-1. 

\ • " • ' 1 . / a ' a , / 

END OF BORING AT 32' 



I I B J I S I J I 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS046 

(Pagel o f l ] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-11-06 
: 12-11-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Rexnord 
2400 Curtiss 
T. Sundquist 

X 
h-
CL 
UJ 
Q 

>-
CC 
m > 
O 
o 
UJ 
DC 

O 

OT 
O 
OT 
3 

Samples 

1^X11 Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

•Tl 
4 - 48/48 

8 - 48/48 

1 2 -
48/48 

16-
48/48 

2 0 - 48/48 

2 4 -
28/48 

2 8 -
12/48 

3 2 - - 42/48 

AS 

CL 

SW 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark olive-gray, medium to soft, slighUy 
moist crumbly, some pebbles. 

SILTY CLAY/ORGANIC SOIL, soft, slighUy moist, 
crumbly, trace sand. 
SILTY CLAY, olive green, stiff, slighUy moist few 
pebbles. 

as above, olive brown. 

SILTY CLAY, brown/red, soft, wet, trace sand, 

as above, brown, soft to medium, moist. 

SANDY CLAY, brown, soft, moist. 

as above, wet. 

SAND, brown, fine grained, wet, little clay. 
SAND, brown, coarse grained, moist, cobbles/pebbles. 

î"^} ecovery/Slough from 20' to 22.2'. 

as above, dry, littie clay. 

No Recovery/Slough from 24' from 27.2'. 

SAND with gravel, brown, coarse grained, wet, little 
day. 

^ a s above, some clay, cobbles/pebbles 

as above, dry, clay absent 

0.0 

0.0 

0.1 

0.1 

0.0 

0.0 

0.2 

0.3 

0.1 

0.0 

NR 

0.1 

NR 

0.3 

0.0 

0.0 

Soil sample collected at 1050. 
E1P-SS046-002-1. 

Soil sampte collected at 1054. 
EIP-SS046-006-1. 

Soil sample collected at 1100. 
EIP-SS046-010-1. 

Soil sample collected at 1107. 
EIP-SS046-014-1. 

Soil sample collected at 1117. 
EIP-SS046-016-1. 

Soil sampte collected at 1127. 
EIP-SS046-022-1. 

Soil sample collected at 1139. 
EIP-SS046-026-1. 

Soil sample collected at 1153. 
EIP-SS046-028-1. 

END OF BORING AT 32' 



,^BMIMMMMSMKB, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS047 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 12-11-06 

: 12-11-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth : 32' bgs 
Location : Rexnord 

: 2400 Curtiss 
WESTON Geologist : T. Sundquist 

X 
1-
CL 
UJ 
Q 

>-
DC 
LU 
> 
o 
o 
UJ 

cc 

o 
X 
CL 
< 
OC 
CD 

ro 
o 
OT 
3 

Samples 

I X . I Investigative Sample Collected 

I H Investigative and Confirmation Sample Collected 

f::":\ investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

1 AS 

4 - 48/48 

8 - 48/48 

1 2 - 45/48 

1 6 - 42/48 

20- 42/48 

2 4 - 36/48 

2 8 - 42/48 

32- 36/48 

/ 77 

CL 

NR 

SW 

NR 

SC 

ZSEZ 

SW 

ASPHALT surface cover and subbase. 

SILTY CLAY, medium brown, medium consistency, 
slightiy moist, some cobbles/pebbles, trace sand, 
as above, dark olive/gray, medium to soft. 

as above, moist. 

SILTY CLAY, dark brown, soft, moist, crumbly. 

SANDY CLAY, medium brown, soft, moist, few pebbles. 

No Recovery/Slough from 12' to 13.4'. 

as above, red/brown, fine grained. 

as above, some coarse gravel/cobbles/pebbles. 
SILTY CLAY, red/brown, slighUy moist, some pebbles, 
trace sand. 

NO RECOVERY/SLOUGH from 16' to 17.2'. 

SAND/GFJAVEL, brown, coarse grained, dry, 
cobbles/pebbles. 

as above, littie clay. 

NO RECOVERY from 20' to 21'. 

CLAYEY SAND, brown, coarse grained, dry, some 
gravel. 

as above, some cobbles/pebbles. 

^SAND, brown, fine grained, moist. 

SAND/GF?AVEL, brown, coarse grained. 
^ N o Recovery/Slough from 24' to 25.25'. 
^as above, dry, some clay, some cobbles/pebbles. 

No Recovery/Slough from 28' to 29.4'. 

as above, littie clay. 

0.0 

0.0 

0.0 

0.1 

0.1 

0.1 

0.2 

0.3 

0.5 

0.1 

0.2 

0.1 

0.2 

0.6 

0.3 

0.6 

Soil sample and duplicate collected at 1323. 
EIP-SS047-002-1 and EIP-SS047-002-2. 

Soil sample and duplicate collected at 1328. 
EIP-SS047-006-1 and EIP-SS047-006-2. 

Soil sampte collected at 1335. 
EIP-SS047-010-1. 

Soil sample collected at 1342. 
EIP-SS047-014-1. Duplicate confirmafion 
sample coltected. 

Soil sample collected at 1350. 
EIP-SS047-016-1. 

Soil sample coltected at 1401. 
EIP-SS047-020-1. 

Soil sample collected at 1413. 
EIP-SS04 7-026-1. 

Soil sample collected at 1427. 
EIP-SS047-030-1. 

END OF BORING AT 32' 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS048 

(Pagel ofl) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-11-06 
: 12-11-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

23.5' bgs 
Rexnord 
2400 Curtiss 
T. Sundquist 

X 
H 
CL 
UJ 
Q 

> -
CC 
m 
> o o 
m 
DC 

in 
o 
OT 
3 

Samples 

I^Xri Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F : " ' - 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
O L 

9 
Q. 

REMARKS 

:ni AS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 32/48 

20- 38/48 

30/42 

CL 

NR 

SW 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark brown, very stiff, dry, few pebbles, 

as above, dark olive/brown, soft, slightly moist. 

as above, medium olive/brown, medium consistency. 

SILTY CLAY, dark olive/gray/black, soft, slightly moist, 
crumbly. 

SANDY CLAY, medium brown, medium grained, soft, 
slighUy moist, few pebbles. 

No Recovery/Slough from 12' to 14.2'. 

SANDY CLAY, medium red/brown, moist, few pebbles, 
trace sift. 

NO RECOVERY/SLOUGH from 16' to 18.2'. 

SAND/GFJAVEL, brown, coarse grained, slightly moist, 
some pebbles. 

No Recovery/Slough from 20' to 22.2'. 

2 4 - END OF BORING AT 23.5' 

2 8 -

I 

0.6 

0.8 

0.5 

0.6 

0.0 

0.0 

NR 

0.2 

NR 

0.1 

NR 

0.3 

Soil sample collected at 1502. 
EIP-SS048-002-1. 

Soil sample collected at 1505. 
EIP-SS048-006-1. 

Soil sample collected at 1511. 
E1P-SS048-010-1. 

Soil sampte collected at 1516. 
E1P-SS048-014-1. MS/MSD confirmation 
sample collected. 

Soil sample collected at 1523. 
EIP-SS048-018-1. 

Soil sampte collected at 1608. 
EIP-SS048-022-1. 

3 2 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS049 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-12-06 
: 12-12-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 

Location 

WESTON Geologist 

31.5'bgs 

Rexnord 

2400 Curtiss 

T. Sundquist 

X 
I -
Q . 
UJ 
Q 

> • 

OC 
UJ > 
O o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

IZ><CI Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F::::^1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
- J 
CL 

< 
OT 

E 
CL 

3 
9 
0. 

REMARKS 

:TS 
4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 39/48 

2 0 - 39/48 

2 4 - 45/48 

2 8 - 45/48 

45/48 

AS 

CL 

NR 

SW 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark ollve/gray/brown, medium to stiff, 
dry, few cobbles. 
as above, medium olive/brown. 

SILTY CLAY, gray/brown, medium to soft, wet, some 
sands, few pebbles. 

SILTY CLAY/ORGANIC SOIL, dark brown/black, soft, 
moist crumbly, trace sand. 

SANDY CLAY, red/brown, soft, moist, crumbly. 
SILTY CLAY, light brown, few pebbles. 

NO RECOVERY/SLOUGH from 12' to 13.5'. 

SAND, brown, coarse grained, dry, gravels, cobbles, 
pebbles. 

No Recovery/Slough from 16' to 17.5'. 

No Recovery/Slough from 20' to 21 ' 

as above, some clay. 

No Recovery/Slough from 24' to 24.7'. 
as above, littie clay. 

No Recovery/Slough from 28' to 30'. 

as above, clay absent. 

I 
I 

0.1 

0.3 

0.3 

0.1 

0.0 

0.3 

NR 

0.4 

0.0 

0.2 

0.6 

0.7 

0.3 

0.9 

NR 

0.9 

Soil sample and duplicate collected at 0803. 
EIP-SS049-002-1 and EIP-SS049-002-2. 

Soil sample and duplicate collected at 0808. 
EIP-SS049-004-1 and EIP-SS049-004-2. 

Soil sample collected at 0815. 
EIP-SS049-010-1. 

Soil sampte collected at 0822. 
EIP-SS049-014-1. MS/MSD confirmation 
sample collected. 

Soil sample collected at 0833. 
EIP-SS049-018-1. 

Soil sample collected at 0845. 
EIP-SS049-022-1. 

Soil sample collected at 0855. 
EIP-SS049-026-1. 

Soil sample collected at 0944. 
EIP-SS049-030-1. 

3 2 - END OF BORING AT 31.5' 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Drilter 

Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS050 

(Page l o f l ) 

12-12-06 
12-12-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

27' bgs 
Rexnord 
2400 Curtiss 
T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
I -
CL 
UJ 
Q 

>-
DC 
UJ > 
o o 
LU 

•:: 

m o w 
3 

Samples 

I ^ X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F-'-'-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
OT 

E 
CL 

3 
9 

REMARKS 

4 -
48/48 

8 - 48/48 

1 2 -
48/48 

1 6 - 38/48 

2 0 - 35/48 

2 4 - 40/48 

28/36 

IVVT TS 

CL 

NR 

SW 

GRASS surface cover and ORGANIC SOIL, dark brown, 
soft, moist, crumbly. 

SILTY CLAY, medium brown, stiff, dry, few pebbles, 
trace sand. 

SILTY CLAY, dark brown, soft, slighUy moist crumbly, 
few/trace pebbles, trace sand. 

as above, pebbles and sand absent. 

SILTY CLAY, red/brown, medium consistency, slighUy 
moist. 

as above, light brown, dry, some pebbles. 

NO RECOVERY/SLOUGH from 12' to 13.4'. 

SAND/GF{AVEL, brown, coarse grained, dry, 
cobbles/pebbles. 

No Recovery/Slough from 16' to 17.7'. 

as above, some clay. 

No Recovery from 20' to 20.7'. 

as above, clay absent 

No Recovery/Slough from 24' to 24.7'. 

M 

0.1 

0.0 

0.2 

0.4 

0.2 

0.1 

0.1 

0.2 

0.0 

0.1 

0.1 

0.2 

0.4 

0.4 

Soil sample collected at 1034. 
EIP-SS050-000-1. 

Soil sampte collected at 1038. 
EIP-SS050-006-1. 

Soil sample collected at 1044. 
EIP-SS050-008-1. 

Soil sampte collected at 1051. 
EIP-SS050-014-1. 

Soil sample coltected at 1059. 
EIP-SS050-018-1. 

Soil sample coltected at 1110. 
EIP-SS050-022-1. 

Soil sample collected at 1117. 
EIP-SS050-026-1. 

END OF BORING AT 27' 

2 8 -

3 2 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS051 

(Pagel ofl] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-12-06 
: 12-12-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

32' bgs 
Rexnord 
2400 Curtiss 

CL 
UJ 
Q 

>-
DC 
UJ > 
o o 
LU 
DC 

in 
o 
ro 
3 

Samples 

I X ! ! investigative Sample Collected 

I H Investigative and Confirmation Sample Collected 

F'.::"! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

E 
CL 

3 
9 
0. 

REMARKS 

m 
4 - 46/48 

8 - 46/48 

12- 42/48 

1 6 - 45/48 

2 0 - 38/48 

2 4 - 33/48 

2 8 - 38/48 

32- 42/48 

l a s i ^ASPHALT surface cover. 

CL 

SW 

SC 

CLAY, brown, slightly stiff. 

CLAY, olive-brown, moist, plastic, trace gravel. 

CLAY, brown, stiff, dry. 

as above, black stained, trace gravel. 

as above, olive-gray, black staining and gravel absent. 

SAND, brown, well graded, trace clay, trace gravel. 

CLAYEY SAND, brown, fine grained, slightly moist. 

END OF BORING AT 32' 

0.0 

0.5 

0.0 

0.3 

0.0 

0.3 

0.0 

0.0 

0.2 

0.1 

0.2 

0.2 

0.3 

0.6 

0.2 

0.1 

Soil sampte collected at 1014. 
EIP-SS051-002-1. 

Soil sample collected at 1018. 
E1P-SS051-006-1. 

Soil sample coltected at 1023. 
EIP-SS051-010-1. Duplicate confirmation 
sampte collected. 

Soil sample collected at 1029. 
EIP-SS051-014-1. 

Soil sample collected at 1036, 
EIP-SS051-016-1. 

Soil sample collected at 1043. 
EIP-SS051-022-1. 

Soil sample collected at 1048. 
EIP-SS051-026-1. 

Soil sample collected at 1058. 
EIP-SS051-028-1. 



*jimi»ifla. 
Res to r ing R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS052 

(Pagel o f l ) 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-12-06 
: 12-12-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

32 ' bgs 

Rexnord 

2400 Curt iss 

J . Hunter 

X 
h-
Q. 
UJ 
Q 

> 
DC 
m 
> 
O 

o 
LU 
DC 

in 
o 
OT 
3 

Samples 

L X J Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F " " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

AS 

48/48 

8 -
48/48 

1 2 -
48/48 

16-
48/48 

2 0 - 48/48 

2 4 -
48/48 

2 8 - 48/48 

3 2 -
48/48 

CL 

SW 

GW 

SP 

ASPHALT surface cover and subbase. 
CLAY, olive/brown, slightly moist trace subangular 
gravel. 

CLAY, brown, some reddish/dark staining, stiff, dry to 
slightiy moist, trace gravel. 

GRAVELLY CLAY, brown, dry, trace sand. 

moisture content increasing. 
SAND, brown, well graded, dry, clay and gravel 
intermixed. 

3" sand seam, brown, pooriy graded, fine grained, wet. 

GFIAVEL, brown, well graded, dry. 

SAND, brown, pooriy graded, coarse grained, moist to 
very moist. 
as above, very fine grained. 
as above, medium grained. 

END OF BORING AT 32' 

I 
I 

0.0 

0.0 

0.0 

0.2 

0.1 

0.2 

0.0 

0.0 

0.0 

0.2 

0.1 

0.0 

0.0 

0.0 

0.0 

0.3 

Soil sample collected at 1247. 
EIP-SS052-002-1. 

Soil sample collected at 1252. 
EIP-SS052-006-1. 

Soil sample collected at 1257. 
EIP-SS052-010-1. 

Soil sampte collected at 1302. 
EIP-SS052-014-1. 

Soil sampte collected at 1308. 
E1P-SS052-018-1. 

Soil sample collected at 1317. 
E1P-SS052-020-1. 

Soil sample collected at 1325. 
EIP-SS052-026-1. 

Soil sample collected at 1340. 
EIP-SS052-030-1. 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS053A 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

12-12-06 

12-12-06 

Cabeno 

Geoprobe 

Grab 

Total Depth : 14' bgs 
Location : Rexnord 

: 2400 Curtiss 
WESTON Geologist : T. Sundquist 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ > o o 
LU 
DC 

in 
o 
ro 
3 

Samples 

l > < n Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

^ ^ r i ^ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

CL 
CL 

9 
REMARKS 

38/48 

8 - 46/48 

1 2 - 46/48 

19/24 

TS 

CL 

OL 

CL 

GRASS surface cover and ORGANIC SOIL, dark 
brown/black, soft, moist crumbly. 

SILTY CLAY, olive/gray, soft, moist, few pebbles, 

as above, wet. 

ORGANIC SOIL, black, soft, wet, crumbly, some roots. 

SILTY CLAY, brown/olive, wet some medium grained 
sand, few pebbles. 
SILTY CLAY with sand, brown/red, soft, moist, crumbly. 

0.3 

0.0 

0.3 

0.8 

0.2 

0.1 

0.0 

Soil sample collected at 1249. 
EIP-SS053A-000-1. 

Soil sample collected at 1252. 
EIP-SS053A-006-1. 

Soil sample collected at 1258. 
EIP-SS053A-008-1. 

Soil sample collected at 1307. 
E1P-SS053A-012-1. 

END OF BORING AT 14' 

16-

2 0 -

2 4 -

2 8 -

3 2 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS053B 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-12-06 
12-12-06 
Cabeno 
Geoprobe 
Grab 

TotalDepth : 18.5'bgs 
Location : Rexnord 

: 2400 Curtiss 
WESTON Geologist : T. Sundquist 

i t ; 

X 
h-
Q. 
UJ 
Q 

> 
DC 
LU 
> 
o C) 
Ml 
CC 

in o 
OT 
3 

Samples 

I X I I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F"""1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

4 -

8 -

1 2 -

1 6 -

BLINDDRILLto16'. 

DRILL 16-18.5' with refusal at 18.5'. No samples 
collected due to refusal. Called boring EIP-SS053; 
attempted 3 locations and got refusal before 20' at each 
location. 

No samples collected. 

END OF BORING AT 18.5' 

20-

2 4 -

2 8 -

3 2 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS054 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-R1CO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

12-12-06 

12-12-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

32' bgs 

Rexnord 

2400 Curtiss 

T. Sundquist 

CL 
UJ 
O 

>-
DC 
UJ > 
o o 
m 
DC 

g 
X 
CL < 
OC 
CD 

OT 
O 
ro 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F:::::1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

1 AS 

4 - 48/48 

48/48 

1 2 - 48/48 

1 6 - 42/48 

2 0 - 37/48 

24- 38/48 

2 8 - 38/48 

32- 48/48 

CL 

OL 

CL-SC 

SP 

SW 

SP 

ASPHALT surface cover and subbase. 

SILTY CLAY, medium brown, soft, slightly moist some 
pebbles. 

as above, dark gray/olive, few pebbles. 

SILTY CLAY, light olive/brown, soft to medium, slightly 
moist, few/trace pebbles. 

ORGANIC SOIL, black, slightiy moist, crumbly, trace 
sand. 

SANDY CLAY/CLAYEY SAND, red/brown, soft, moist, 
crumbly, few pebbles. 

No Recovery/Slough from 12' to 13'. 

SAND, red/brown, poorly graded, fine grained, moist 
compacted. 

^ N o Recovery/Slough from 16' to 17.2'. 

as above, medium grained, slightiy moist, some gravel. 

SAND, red/brown, well graded, coarse grained, slightly 
moist, gravel/cobbles/pebbles. 
No Recovery/Slough fVom 20' to 21.2'. 

SAND/GRAVEL, brown, coarse grained, dry, 
cobbles/pebbles, little clay. 

No Recovery/Slough from 24' to 24.8'. 

as above, some clay. 

SAND, brown, pooriy graded, fine grained, moist. 

0.4 

0.2 

0.8 

0.8 

0.6 

0.9 

0.4 

0.2 

0.6 

0.9 

1.1 

0.9 

0.8 

1.0 

0.6 

3.2 

Soil sampte collected at 1456. 
EIP-SS054-000-1. 

Soil sampte collected at 1502. 
EIP-SS054-006-1. 

Soil sample collected al 1508. 
EIP-SS054-010-1. 

Soil sample collected at 1515. 
EIP-SS054-012-1. 

Soil sample coltected at 1515. 
EIP-SS054-014-1. Duplicate confirmation 
sampte coltected. 

Soil sample collected at 1525. 
EIP-SS054-018-1. 

Soil sampte collected at 1535. 
EIP-SS054-020-1. 

Soil sample collected at 1544. 
EIP-SS054-026-1. 

Soil sample collected at 1554. 
EIP-SS054-030-1. 

END OF BORING AT 32' 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS055 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-13-06 
12-13-06 
Cabeno 
Geoprobe 
Grab 

Total Depth : 23.5' bgs 
Location : Rexnord 

: 2400 Curtiss 
WESTON Geologist : T. Sundquist 

X 
I -
CL 
m 
o 

>-
DC 
UJ 
> 
o 
o 
UJ 
DC 

o 
X 
CL 
< CC 
CD 

OT 
O 
ro 
3 

Samples 

I X I Investigative Sample Coltected 

^ ^ 1 Investigative and Confirmation Sampte Coltected 

F''""'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
CL 

< 
OT 

E 
CL 
Q. 

9 
CL 

REMARKS 

4 - 23/48 

8 - 45/48 

12- 46/48 

16- 48/48 

2 0 - 48/48 

38/42 

TS 

CL 

GW 

GF?ASS surface cover and ORGANIC SOIL, black, soft. 

SILTY CLAY, dark brown, medium consistency, slighUy 
moist, some pebbles. 

SILTY CLAY, dark brown/black, soft, moist, some sand, 
trace pebbles. 
as above, olive/dark brown. 

SILTY CLAY, light brown, medium to stiff, dry, some 
pebbles. 

GF?AVEL/SAND, brown, coarse grained, dry, 
cobbles/pebbles. 

^No Recovery/Slough from 20' to 22.1'. 

K 

NR 

0.2 

0.5 

0.3 

0.2 

0.3 

0.5 

0.4 

0.4 

0.5 

NR 

0.6 

Soil sample collected at 0754. 
EIP-SS055-002-1. 

Soil sampte and duplicate collected at 0759. 
EIP-SS055-004-1 and EIP-SS055-004-2. 

Soil sample collected at 0804. 
EIP-SS055-010-1. 

Soil sampte collected at 0813. 
EIP-SS055-012-1. 

Soil sample coltected at 0821. 
EIP-SS055-018-1. 

Soil sample collected at 0829. 
EIP-SS055-022-1. 

2 4 - END OF BORING AT 23.5' 

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS056A 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, linois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 12-13-06 

: 12-13-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

12'bgs 

Rexnord 

2400 Curtiss 

T. Sundquist 

X 
I -
£L 
m 
Q 

cc 
UJ > o o 
UJ 

cc 

o 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

|><CI Investigative Sample Collected 

I ^ H Investigative and Confirmation Sample Collected 

y-v-li\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

4 - 48/48 

8 - 45/48 

12- 38/48 

^ 

TS GRASS surface cover and ORGANIC SOIL, black, soft, 
^slightiy moist, crumbly. 

CL 

SC 

SW 

CL 

SILTY CLAY, dark brown, medium to soft, slightiy moist 
.trace sand, 
^as above, medium brown, dry, few pebbles. 

SILTY CLAY, red-brown, soft, moist, crumbly, some 
sand, some pebbles. 

SANDY CLAY, red-brown, soft, moist some pebbles. 

^CLAYEY SAND, CTumb\y. 

iSAND, brown, coarse grained, slightiy moist, some clay. 
^No Recovery from 8' to 9.25'. 

3" cobbles. 

SILTY CLAY, red-brown, medium consistency, moist, 
trace sand. 

END OF BORING AT 12' 

1 6 -

2 0 -

24-

28-

3 2 -

0.4 

0.5 

0.5 

0.5 

0.4 

0.3 

Soil sampte collected at 0925. 
EIP-SS056A-002-1. 

Soil sample coltected at 0929. 
EIP-SS056A-006-1. 

Soil sample collected at 0936. 
EIP-SS056A-008-1. 

Soil sample collected at 0936. 
EIP-SS056A-010-1. 



t«»i i i iK«ig ia. 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

LOG OF BORING EIP-SS056B 

(Pagel o f l ) 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-13-06 
12-13-06 
Cabeno 
Geoprobe 
Grab 

Total Depth : 27.5' bgs 
Location : Rexnord 

: 2400 Curtiss 
WESTON Geologist : T. Sundquist 

a 
UJ 
Q 

4 -

8 -

12-

1 6 -

2 0 -

2 4 -

28-

3 2 -

>-
DC 
UJ > o o 
UJ 
DC 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l ' " " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

Temp MW 

27/48 

46/48 

21/48 

28/42 

BD 

NR 

CL 
5W\i 

CL 

SW 

SP 

SC 

NR 

GW 

BLIND DRILLED 

NO RECOVERY from 12' to 13.75'. 

SILTY CLAY, red-brown, medium consistency, moist, 
some pebbles, trace sand. 

\SAND/GFIAVEL with clay, coarse grained, moist 

SANDY CLAY, stiff, moist, some pebbles/cobbles, 
as above, red-brown, soft. 

SAND/GFiAVEL, brown, coarse grained, moist little 
clay. 
SAND, medium grained, gravel/pebbles/cobbles. 

NO RECOVERY/SLOUGH from 20' to 22.25'. 

SAND, brown, pooriy graded, fine grained, wet. 

CLAYEY SAND. 

NO RECOVERY/SLOUGH from 24' to 26'. 

GFIAVEL, brown, coarse grained, wet some coarse 
sand. M 

NR 

0.2 

0.7 

0.7 

NR 

0.0 

NR 

0.2 

Soil sample coltected at 
0956. 
EIP-SS056B-014-1 

Soil sample coltected at 
1003. 
EIP-SS056B-018-1 

Soil sample collected at 
1011. 
E1P-SS056B-022-1 

Soil sampte collected at 
1020. 
EIP-SS056B-026-1 

- 1 " PVC Riser 

-0.010" Slot Screen 

REFUSAL AT 27.5' bgs, END OF BORING 



.^OBSaSMinEB. 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS057 

: 12-13-06 
: 12-13-06 
: Cabeno 
: Geoprobe 
: Grab 

(Pagel o f l ) 

Total Depth : 32' bgs 
Location : Rexnord 

: 2400 Curtiss 
WESTON Geologist : T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

CL 
UJ 
a 

>-
cc 
UJ 
> 
O 
o 
UJ 
DC 

in 
o 
OT 
3 

Samples 

L X . I Investigative Sampte Collected 

H H Investigative and Contirmation Sample Collected 

F":::i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
ro 

E 
CL 

3 
9 
Q. 

REMARKS 

4 - 43/48 

8 - 34/48 

1 2 - 38/48 

1 6 - 48/48 

2 0 - 48/48 

24- 48/48 

2 8 - 48/48 

32- 48/48 

T T T GS 

CL V 

NR 

SC 

CL SANDY CLAY, medium brown, dry, crumbly, few 
^pebbles. 

NR 

SW 

SC CLAYEY SAND, brown, soft, moist, crumbly, some 
y^pebbles. 

CL 

SW 

CL 

SC 

CL 

GF5ASS surface cover and ORGANIC SOIL, black, moist, 
crumbly, trace sand. 

SILTY CLAY, medium olive-brown, stiff, dry, few 
pebbles, trace sand. 
as above, medium consistency. 

NO RECOVERY from 4' to 5.2'. 

CLAYEY SAND, brown, coarse grained, soft, sllghUy 
moist, crumbly, few cobbles. 

NO RECOVERY from 8' to 9.5'. 

SAND, brown, fine grained, wet. 

SILTY CLAY, brown, slighUy moist, few pebbles. 

SILTY CLAY, gray, medium consistency, dry, some 
pebbles, trace sand. 

SAND, brown, fine grained, slighUy moist. 

SILTY CLAY, brown, stiff, slightly moist, trace fine 
sand. 

CLAYEY SAND, brown, crumbly, some pebbles. 

SILTY CLAY, gray-brown, medium to stiff, dry, trace 
fine sand, 
as above, gray, few pebbles. ^̂  

as above, some gravel. 

0.8 

1.3 

0.4 

0.5 

0.8 

0.3 

0.6 

0.6 

0.8 

0.6 

0.8 

0.9 

0.5 

1.1 

0.9 

0.6 

Soil sampte coltected at 1118. 
EIP-SS057-002-1. 

Soil sample collected at 1122. 
EIP-SS057-006-1. 

Soil sample collected at 1127. 
EIP-SS057-008-1. 

Soil sample collected at 1133. 
EIP-SS057-014-1. 

Soil sampte collected at 1141. 
EIP-SS057-016-1. 

Soil sample collected at 1153. 
EIP-SS057-022-1. 

Soil sampte collected at 1205. 
EIP-SS057-026-1. 

Soil sample collected at 1218. 
EIP-SS057-028-1. 

END OF BORING AT 32' bgs 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS058 

(Pagel of1) 

: 12-13-06 
: 12-13-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

27.5' bgs 
Rexnord 
2400 Curtiss 
T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, linois 

X 
I -

UJ 
Q 

CC 
m > 
O o 
UJ 

cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

IZXCI Investigative Sample Collected 

H H Investigative and Confirmation Sample Coltected 

F''"'"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
MJ 
, 1 

n 2 < 
OT 

-̂̂  
fc CL 
D . 

Q 
Q. 

REMARKS 

4 - 35/48 

8 - 42/48 

12- 34/48 Z^ 

1 6 - 38/48 

2 0 -
36/48 

2 4 - 40/48 

29/42 

W7^ 

TS 

CL 

NR 

SC 

CLAYEY SAND, brown, coarse to medium grained, 
sllghUy moist, few pebbles. 

*^as above, coarse grained, some cobbles. 

NR 

SP 

GW 

SP 
NR 

GC 

CL 

GF?ASS surface cover and ORGANIC SOIL, black, soft, 
dry, crumbly, roots, trace sand. 

SANDY CLAY, dark brown to medium brown, soft, 
medium grained, slightly moist, crumbly, some pebbles. 

SILTY CLAY, dark brown, soft, dry, crumbly, some 
sand, few pebbles. 

as above, more sand. 

NO RECOVERY/SLOUGH from 8' to 9.8'. 

NO RECOVERY/SLOUGH from 12' to 13.4'. 

SAND, brown, medium grained, slightiy moist 

as above, fine grained, becoming coarse with depth. 

. GFIAVEL/SAND, brown, coarse grained. 
*^No Recovery from 16' to 17'. 
as above, slighUy moist, some pebbles/cobbles. 

SAND, brown, pooriy graded, fine grained, slightly 
imoist 

,N0 RECOVERY from 20' to 20.7'. 

CLAYEY GfRAVEL, brown, dry, coarse sands, cobbles, 
pebbles. 

SILTY CLAY, brown, stiff, dry, some pebbles. 
No Recovery/Slough from 24' to 27.25'. 

as above, gray-brown. 

2 8 - END OF BORING AT 27.5' 

3 2 -

0.0 

0.1 

0.1 

0.3 

NR 

0.2 

0.2 

0.1 

0.3 

0.2 

0.0 

0.0 

NR 

0.2 

Soil sample collected at 1357. 
EIP-SS058-002-1. 

Soil sampte collected at 1400. 
EIP-SS058-006-1. 

Soil sample collected at 1404. 
EIP-SS058-010-1. 

Soil sampte collected at 1410. 
EIP-SS058-012-1. 

Soil sampte coltected at 1410. 
EIP-SS058-014-1. 

Soil sample collected at 1417. 
EIP-SS058-016-1. 

Soil sample collected at 1426. 
EIP-SS058-022-1. 

Soil sample coltected at 1440. 
EIP-SS058-026-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS059 

(Pagel of1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, liinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

12-14-06 

12-14-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist 

23.75' bgs 
Rexnord 
2400 Curtiss 
T. Sundquist 

i T 

X 
1-
CL 
UJ 
Q 

> DC 
U l 

> 
o (J 
UJ 
CC 

in 
o 
OT 
3 

Samples 

I ^ X I Investigative Sample Collected 

^ ^ 1 Investigative and Contirmation Sampte Coltected 

r,--:-:] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

4 - 38/48 

8 - 48/48 

7 / 
A7; 

/ 
/ 

7.77^ 

1 2 - 32/48 

16- 32/48 

2 0 - 31/48 

20/48 

/ A 

TS 

SC 

NR 

SW 

SP 

GF5ASS surface cover and ORGANIC SOIL, dark 
brown/black, dry, crumbly, trace sand. 

CLAYEY SAND, light brown, coarse grained, dry, 
crumbly, some pebbles. 

CLAYEY SAND/SANDY CLAY, medium brown, coarse 
grained, soft, slightly moist, crumbly, some pebbles. 

No Recovery from 8' to 9.3'. 

as above, red/brown. 

4" sand seam, brown, coarse grained, slighUy moist. 
CLAYEY SAND/SANbY CLAY, coarse grained. 

NO RECOVERY from 12'to 13.3'. 

SAND, brown, well graded, coarse grained, slighUy 
moist some pebbles. 

No Recovery from 16' to 17.4'. 

as above, littie clay. 

SAND, brown, pooriy graded, fine grained, moist. 
No Recovery from 20' to 22.3'. 

CL SILTY CLAY, gray, stiff, dry, some pebbles. 

I 

0.5 

0.6 

0.4 

0.4 

0.6 

0.3 

0.2 

0.3 

0.4 

0.5 

NR 

0.3 

Soil sample collected at 1517. 
EIP-SS059-002-1. 

Soil sample collected at 1522. 
EIP-SS059-004-1. 

Soil sample collected at 1527. 
EIP-SS059-008-1. 

Soil sampte collected at 1532. 
E1P-SS059-014-1. 

Soil sample collected at 1539. 
EIP-SS059-018-1. 

Soil sampte collected at 1548. 
EIP-SS059-022-1. 

2 4 - END OF BORING AT 23.75' 

2 8 -

3 2 -



, < a L H r » i M m f » i i g M i 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS060 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-20-06 
: 11-20-06 
: Cabeno 
: Geoprobe 
:Grab 

Totel Depth 
Location 

WESTON Geologist 

31'bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

X 
I -
D. 
UJ 
Q 

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

>-
DC 
UJ > o o 
UJ 
DC 

Samples 

I Z X 1 Investigative Sample Collected 

^ H i Investigative Sample and Confirmation Sampte Collected 

| : " " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

H E I 

7-

48/48 

48/48 

48/48 

48/48 

48/48 

48/48 

48/48 

36/36 

CL 

GC GFJAVELLY CLAY with sand, light brown, intermixed 
î with cobbles/pebbles. 

CL 

SW 

SC 

GW 

CL 

BW-

CL 

NR 

sm 

2 0 
/ 

ASPHALT surface cover and subbase. 

SILTY CLAY, black, soft, slighUy moist, crumbly. 

as above, olive green/gray/brown, trace sands, 
as above, olive brown, medium to soft. 

SANDY CLAY, brown, moist, few pebbles. 

SILTY CLAY, gray/brown, some sand, some pebbles. 

SAND, brown, fine grained, wet, little clay. 

CLAYEY SAND, brown/gray, wet. 

GRAVEL/PEBBLES/COBBLES, coarse grained. 

SILTY CLAY, gray, medium to stiff, slighUy moist, some 
pebbles. 
as above, stiff, some coarse grained sand. 

SANDY CLAY and GRAVEL/PEBBLES, wet 

CL 

SILTY CLAY, gray, stiff, slightly moist. 

Slough from 24' to 27.75'. 

^SAND/GF^VEL, coarse grained, wet to moist, pebbles. 

CLAYEY SAND to SANDY CLAY, gray, stiff, wet, 
•CJLpebbles, gravel. 

END OF BORING AT 31' 

1.4 

1.4 

1.2 

2.2 

3.8 

3.8 

1.1 

0.8 

4.0 

2.1 

0.5 

0.5 

NR 

4.2 

6.9 

10.0 

Soil sample collected at 
0751. 
EIP-SS060-000-1. 

Soil sample and 
duplicate coltected at 
0757. EIP-SS060-006-1 
and EIP-SS060-006-2. 

Soil sample collected at 
0807. 
EIP-SS060-008-1. 

Soil sample collected a t 
0818. 
EIP-SS060-012-1. 

Soil sample coltected at 
0833. 
EIP-SS060-016-1. 

Soil sampte coltected at 
0859. 
EIP-SS060-020-1. 

Soil sample collected at 
0920. 
EIP-SS060-026-1. 

Soil sampte collected at 
0943. 
EIP-SS060-028-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS061 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

star t Date 

Finish Date 

Driller 

Drill ing Method 

Sampl ing Method 

11-20-06 

11-20-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

26' bgs 

Tricon 

5000-5014 Chase 

T. Sundquist 

X 
1 -
CL 
UJ 
O 

> 
DC 
LU > 
o o 
LU 
DC 

g 
X 
Q. 

CD 

ro 
o 
w 
3 

Samples 

|>><CI Investigative Sample Collected 

^ H l Investigative and Confirmation Sample Coltected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

n AS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 37/48 

20- 48/48 

2 4 - 48/48 

CL 

GW 

CL 

ASPHALT surface cover. 

SILTY CLAY, brown, medium to soft, dry, crumbly. 

as above, medium to stiff. 

SANDY CLAY, brown, soft, moist, pebbles, 

as above, gravel, coarse pebbles. 

SILTY CLAY, gray, slightly moist to dry, some cobbles, 
few pebbles. 

Slough from 12'to 13.75'. 

SILTY CLAY, gray, medium consistency, slightly moist. 

GF?AVEL/SAND, brown/gray, coarse grained, moist HtUe 
clay. 

SANDY CLAY, gray/brown, soft, wet. 

SILTY CLAY, gray, stiff, slightiy moist some pebbles. 

as above, some sand, some pebbles. 

1.3 

0.8 

1.0 

0.9 

0.6 

0.6 

2.3 

2.2 

5.1 

3.5 

2.7 

3.3 

9.9 

Soil sample collected at 1108. 
EIP-SS061-000-1. 

Soil sampte coltected at 1113. 
EIP-SS061-004-1. 

Soil sampte coltected at 1117. 
EIP-SS061-010-1. 

Soil sample collected at 1126. 
EIP-SS061-012-1. 

Soil sample coltected at 1137. 
EIP-SS061-016-1. 

Soil sample collected at 1144. 
E1P-SS061-022-1. 

Soil sample collected at 1156. 
EIP-SS061-024-1. 

END OF BORING AT 26' 

2 8 -

3 2 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS062 

(Pagel of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-20-06 

: 11-20-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

23' bgs 

Tricon 

5000-5014 Chase 

T. Sundquist 

Q. 
UJ 
Q 

> 
DC 
UJ 
> 
o 
o 
LU 
DC 

g 
X 
CL 

CD 

OT 
O 
ro 
3 

Samples 

I X I Investigative Sample Collected 

^ H l Investigative and Confirmation Sample Coltected 

F"-" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
Q. 

REMARKS 

'•m AS 

44/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 -
48/48 

36/36 

CL 

SC CLAYEY SAND/GF5AVEL, brown, coarse grained, moist 
,^towet, pebbles. 

GW 

CL 

GW 

CL 

NR 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, very stiff, dry, some pebbles, 
as above, some cobbles intermixed through 3.5'. 

as above, few pebbles, cobbles absent 

GF^VEL/PEBBLES, brown, wet, little day. 

SILTY CLAY, gray, very stiff, slightly moist to dry. 

GFJAVEL, wet, pebbles/cobbles. 

SILTY CLAY, gray, very stiff, slightly moist to dry, few 
pebbles. 

SLOUGH from 16'to 19.5'. 

.SILTY CLAY, gray, soft, some pebbles, stiff at 19.75'. 
^as above, medium to soft. 

5.2 

2.9 

3.5 

3.6 

1.7 

1,5 

5.6 

9.4 

NR 

1.5 

12.5 

Soil sample collected at 1323. 
EIP-SS062-000-1. 

Soil sampte coltected at 1326. 
EIP-SS062-006-1. 

Soil sampte collected at 1332. 
EIP-SS062-008-1. 

Soil sample collected at 1348. 
E1P-SS062-014-1. 

Soil sample collected at 1410. 
EIP-SS062-018-1. 

Soil sampte collected at 1429. 
EIP-SS062-020-1. 

END OF BORING AT 23' 
2 4 -

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i ency 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS063 

: 11-20-06 

: 11-20-06 

: Cabeno 

: Geoprobe 

:Grab 

(Pagel of1) 

Total Depth : 32' bgs 

Location : Tricon 

: 5000-5014 Chase 

WESTON Geologist : T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
1-
CL 
UJ 
Q 

> 
DC 
UJ > o o 
UJ 
DC 

g 
X 
D. < 
DC 
CD 

OT 
O 
W 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F : " " 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
Ml 
_ i 
n 
2 
< 
in 

, ^ F 
CL 
O-

Q 
CL 

REMARKS 

:i AS 

48/48 

48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 48/48 

2 8 - 48/48 

32- 48/48 

CL 

GW 

CL 

SC-CL 

CL 

GW 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, very stiff, some pebbles, dry. 

as above, brown/gray. 

GRAVELLY CLAY, brown, wet. 

SILTY CLAY, gray, stiff, slighUy moist. 

GRAVEL, coarse grained, wet, pebbles. 

SILTY CLAY, gray, very stiff, slightty moist 

CLAYEY SAND/SANDY CLAY, brown/gray, medium 
grained, soft, wet few pebbles. 

as above, coarse grained. 

SILTY CLAY, gray, medium consistency, moist, some 
sand. 
Slough from 20' to 22.5'. V̂  

as above, medium to stiff, slightiy moist. 

Slough from 24' to 27'. 

as above, turning to medium grained sand with some 
clay, moist 

rained, mosome clay,9.75'. 

SAND, gray, medium to coarse grained, moist some 
clay. 

SILTY CLAY, gray, medium consistency, moist, some 
sand. 

END OF BORING AT 32' 

0.1 

0.3 

0.6 

0.4 

1.8 

1.7 

3.4 

0.1 

0.6 

0.6 

NR 

0.4 

NR 

1.2 

0.0 

0.0 

Soil sample collected at 1511. 
EIP-SS063-000-1. 

Soil sample collected at 1511. 
EIP-SS063-002-1. 

Soil sampte collected at 1519. 
EIP-SS063-004-1. 

Soil sample collected at 1525. 
EIP-SS063-008-1. 

Soil sampte collected at 1525. 
EIP-SS063-010-1. 

Soil sampte coltected at 1537. 
EIP-SS063-012-1. 

Soil sample collected at 1540. 
EIP-SS063-016-1. 

Soil sample collected at 1551. 
EIP-SS063-022-1. 

Soil sampte collected at 1600. 
EIP-SS063-026-1. 

Soil sample collected at 1620. 
EIP-SS063-028-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, linois 

LOG OF BORING EIP-SS064 

(Pagel of 1) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-21-06 
:11-21-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 

Locat ion 

W E S T O N Geologis t 

32 ' bgs 

Tr icon 

5000-5014 Chase 

T. Sundquist 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ > 
o o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

1 X 1 Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

J Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

E 
CL 
CL 

9 
REMARKS 

i AS 

4 - 48/48 

8 -
48/48 

12- 48/48 

/, 

16-
48/48 

2 0 - 48/48 

2 4 -
48/48 

2 8 - 48/48 

32- 36/48 

Z 

Z 

CL 

SC-CL 

CL 

SC-CL 

SW 

GW 

SW 

GW 

CL 

NR 

ASPHALT surface cover and subbase. 
SILTY CLAY, brown, very stiff, dry, few pebbles, trace 
sand. 

as above, stiff to medium, slighUy moist, some/trace 
sand. 

as above, gray, very stiff, slightly moist to dry, few 
pebbles. 

as above, dry, some pebbles. 

CLAYEY SAND/SANDY CLAY, gray, fine grained, soft, 
wet 

SILTY CLAY, gray, stiff, slighUy moist, t race sand. 

CLAYEY SAND/SANDY CLAY, gray, fine grained, soft, 
wet. 

SAND, gray, medium grained, compact, moist. 
GRAVEL/SAND, gray, coarse grained, moist, 
pebbles/cobbles, turning brown at19'. 

SAND, gray, medium to coarse grained. 

GRAVEL, brown, wet. 
SILTY CLAY with sand, brown/gray. 
SILTY CLAY, gray, stiff, some sand, some pebbles. 

SLOUGH from 24' to 32'. 

END OF BORING AT 32' 

0.7 

0.3 

0.4 

0.5 

0.3 

0.5 

0.7 

0.3 

1.8 

0.9 

5.5 

0.2 

NR 

NR 

NR 

NR 

Soil sample collected at 0736. 
EIP-SS064-000-1. 

Soil sampte collected at 0736. 
EIP-SS064-002-1. 

Soil sample and duplicate collected at 0742. 
EIP-SS064-006-1 and EIP-SS064-006-2. 

Soil sampte collected at 0752. 
EIP-SS064-010-1. 

Soil sample and duplicate collected at 0804. 
EIP-SS064-012-1 and E1P-SS064-012-2. 

Soil sampte collected at 0819. 
EIP-SS064-016-1. 

Soil sample collected at 0839. 
EIP-SS064-020-1. 

No samples collected from 24' to 32'. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS065 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-21-06 

: 11-21-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

28' bgs 

Tricon 

5000-5014 Chase 

T. Sundquist 

CL 
UJ 

> 
cc 
UJ > o o 
UJ 
cc 

en 
o 
OT 
3 

Samples 

l>»<II Investigative Sampte Collected 

H H Investigative and Contirmation Sampte Collected 

F'-^-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
CL 
CL 

9 
Q. 

REMARKS 

"I AS 

4 - 41/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 48/48 

28- 24/48 

CL 

SILTY CLAY, brown, very stiff, dry, some pebbles, 
trace sand. 

'^as above, medium consistency, slighUy moist, some 
.pebbles, 
^as above, few/trace pebbles. 

SANDY CLAY, brown, some pebbles. 

SC 
GW 

CL 

ASPHALT surface cover and subbase. 

CLAYEY SAND, brown, coarse grained, moist, gravel. 

GFJAVEL/COBBLES/PEBBLES, brown, coarse grained, 
wet 

SANDY CLAY, brown, very stiff, moist, 
pebbles/cobbles. 
SILTY CLAY, gray, slightiy moist fo dry. 

. SANDY CLAY, medium to coarse grained, medium 
\consistency, dry. 
^Slough from 12'to 14'. 
SILTY CLAY, gray, medium consistency, slighUy moist, 
some pebbles. 

Slough from 16'to 18'. 

as above, medium to soft, moist some pebbles. 

SANDY CLAY, gray/brown, medium to coarse grained, 
soft, wet. 

as above, coarse gravel intermixed. 

SILTY CLAY, gray, some sand, some pebbles. 

Slough from 24' to 27'. 

as above, very stiff to stiff, dry, some pebbles. 

I 

0.1 

0.2 

0.1 

0.0 

0.1 

0.2 

NR 

0.0 

NR 

0.2 

0.1 

0.1 

NR 

0.2 

Soil sample coltected at 0956. 
EIP-SS065-002-1. 

Soil sample collected at 1002. 
EIP-SS065-004-1. 

Soil sample collected at 1009. 
EIP-SS065-010-1. 

Soil sample collected at 1019. 
EIP-SS065-014-1. 

Soil sample collected at 1037. 
EIP-SS065-018-1. 

Soil sample collected at 1056. 
EIP-SS065-020-1. 

Soil sample collected at 1121. 
EIP-SS065-026-1. 

END OF BORING AT 28' 

3 2 -

file:///consistency


Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS066 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-27-06 
: 11-27-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

X 
1 -
Q . 
UJ 
Q 

>-
DC 
UJ > 
o o 
UJ 
DC 

Samples 

l ! X I Investigative Sample Collected 

I H l Investigative and Contirmation Sample Collected 

l"-'' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

32-

48/48 

48/48 

48/48 

16/48 

48/48 

48/48 

48/48 

28/48 

GW 

IS 

CL 

GC 

NR 

CL ,^SILTY CLAY, gray, stiff, dry, trace sand. 

SW 

CL 

SW 

GW 

UL 

CL 

SW 

NR 

SW 

GFJASS surface cover and ORGANIC SOIL, black. 

SILTY CLAY, brown, medium consistency, slighUy 
moist, few pebbles, trace sand, 
as above, medium to soft. 

as above, medium consistency. 

as above, gray, stiff, dry. 

as above, brown, few pebbles. 

CLAYEY GF?AVEL with sand, coarse grained, dry. 

NO RECOVERY from 12' to 14.5'. 

GF^VEL, brown, coarse sand. 

SAND, brown, fine to medium grained, wet, some clay, 
as above, medium to coarse grained, soft to medium, 
some gravel. 

SANDY CLAY, gray, medium consistency, moist, some 
^^pebbles. 
SAND, gray, fine grained, compacted, moist, 
as above, brown, wet. 

GFJAVEL/SAND, gray, coarse grained, some clay. 

SANDY CLAY, gray/brown, wet, gravel. 

CLAYEY SAND, brown, medium to coarse grained, 
SCl wet, gravel, turning to fine grained at 24'. 

^CLAYEY SAND with gravel, brown, wet. 

SILTY CLAY with sand, gray/brown, wet. 

SAND, brown, medium grained, dry. 

NO RECOVERY/SLOUGH from 28' to 30.8'. 

SAND, brown, medium grained, dry. 

0.2 

0.2 

0.2 

0.2 

0.5 

0.4 

NR 

0.3 

0.6 

0.5 

0.4 

0.4 

0.5 

0.5 

NR 

0.6 

Soil sample collected at 
0743. 
EIP-SS066-002-1. 

Soil sample and 
duplicate collected at 
0749. EIP-SS066-006-1 
and EIP-SS066-006-2. 
Soil sample collected at 
0756. 
EIP-SS066-008-1. 

Soil sample collected at 
0804. 
EIP-SS066-014-1. 

Soil sample collected at 
0818. 
EIP-SS066-016-1. 

Soil sample coltected at 
0835. 
EIP-SS066-020-1. 

Soil sample coltected at 
0853. 
EIP-SS066-026-1. 

Soil sample collected at 
0910. 
EIP-SS066-030-1. 

END OF BORING AT 32' 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS067 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-27-06 
11-27-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

X 
I-•. 
UJ 
Q 

> 
CC 
UJ > 
o o 
UJ 

cc 

in 
o 
ro 
3 

Samples 

I X I I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

Ft::::i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
OT 

E 
D-
CL 

9 
REMARKS 

46/48 

8- 45/48 

1 2 -

1 6 -

2 0 -

24-

2 8 -

32-

36/48 

48/48 

48/48 

36/48 

48/48 

10/48 

1 AS 

CL 

SC 

SW 
CL 
SP 
GW 

CL 

SC 

GW 

SW 

NR 

SW 

ASPHALT surface cover and subbase. 

SILTY CLAY, olive brown/gray, very stiff, dry, some 
pebbles. 
as above, brown. 

SANDY CLAY, brown, soft, moist, some sift, some 
pebbles. 

SANDY CLAY with gravel, brown, soft, moist. 

SILTY CLAY, gray, stiff, dry, some pebbles. 

SANDY CLAY, brown, medium consistency, dry, some 
silt, some pebbles. 

iCLAYEY SAND, gray, fine grained, soft, moist, 
'-as above, fine to medium grained, wet. 

SAND, brown, fine to medium grained, moist. 

,^SILTY CLAY, gray, very stiff, some pebbles. 

^SAND, red/brown, fine grained, compacted, moist. 

GF?AVEL/SAND, brown, coarse grained, moist, littly 
play-
\SANDY CLAY, brown, medium consistency. 

CLAYEY SAND, gray, fine to medium grained, wet. 

GF^VEL/SAND, brown, coarse grained, moist little 
day. 

^as above, coaser grained, pebbles. 

Gf^VEL/PEBBLES, brown, wet, some coarse grained 
sand, little clay. 

SAND, gray/brown, coarse grained 

NO RECOVERY from 28' to 30'. 

SAND, brown, medium to coarse grained, wet. 

gravel seam, wet pebbles. 

END OF BORING AT 32' 

0.2 

0.4 

0.9 

0.5 

0.7 

0.7 

0.7 

0.8 

0.2 

0.2 

0.3 

0.5 

0.5 

0.4 

NR 

0.5 

Soil sample collected at 1007. 
EIP-SS067-002-1. 

Soil sample and duplicate collected at 1011. 
EIP-SS067-004-1 and EIP-SS067-004-2. 

Soil sample collected at 1017. 
EIP-SS067-010-1. 

Soil sample and duplicate collected at 1025. 
E1P-SS067-014-1 and EIP-SS067-014-2. 

Soil sample collected at 1034. 
EIP-SS067-016-1. 

Soil sample collected at 1048. 
EIP-SS067-022-1. 

Soil sampte collected at 1109. 
EIP-SS067-024-1. 

Soil sample collected at 1134. 
EIP-SS067-030-1. 

file:///SANDY


R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS068 

(Page 1 of 1) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-27-06 
11-27-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

a. 
UJ 
Q 

> 
CC 
UJ 
> 
o o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

l^xCI Investigative Sample Collected 

^ ^ 1 Investigative and Contirmation Sampte Collected 

F'"-"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

in 
UJ 
_ i 

n 
5 
< 
w 

, ^ fc 
CL 
Q . 

Q 
Q. 

REMARKS 

AS 

4 - 47/48 

8 -

1 2 -

1 6 -

20-

2 4 -

2 8 -

32-

48/48 

48/48 

30/48 

48/48 

38/48 

31/48 

0/48 

CL 

SW 

NR 

SW 

CL 

SC 

SW 

NR 

ASPHALT surface cover and subbase. 

SILTY CLAY, gray, very stiff, dry, some pebbles, 
as above, brown. 

SANDY CLAY, brown, medium consistency, dry, some 
pebbles. 

SAND, brown, medium grained, dry, crumbly, few 
gravels/pebbles, little clay. 

NO RECOVERY/SLOUGH from 12' to 14'. 

SAND, brown, medium to coarse grained, dry, crumbly, 
some gravel/pebbles, trace clay. 

SILTY CLAY, gray, medium to soft, dry to moist, few 
pebbles, trace sand. 

Slough from 20' to 23.5'. 

SILTY CLAY, gray, very stiff, dry. 

CLAYEY SAND, gray/brown, medium grained, soft, wet, 
becoming coarser with depth. 

SAND, brown, medium to coarse grained, dry, some 
^pebbles. 

NO RECOVERY from 28' to 32'. 

I 

I 

0.0 

0.0 

0.1 

0.1 

0.0 

0.1 

NR 

0.1 

0.1 

0.0 

NR 

0.3 

0.0 

0.1 

NR 

NR 

Soil sample collected at 1250. 
E1P-SS068-002-1. MS/MSD confirmafion 
sample coltected. 

Soil sample and duplicate collected at 1257. 
EIP-SS068-006-1 and EIP-SS068-006-2. 

Soil sampte collected at 1303. 
EIP-SS068-010-1. 

Soil sample and duplicate collected at 1310. 
EIP-SS068-014-1 and EIP-SS068-014-2. 

Soil sample collected at 1319. 
EIP-SS068-016-1. 

Soil sample collected at 1330. 
EIP-SS068-022-1. 

Soil sampte collected at 1342. 
EIP-SS068-026-1. 

No sample collected from 28' to 32'. 

END OF BORING AT 32' 



BSnSMMSMEBi, 
Restoring Resource Efficiency 

LOG OF BORING EIP-SS069 
(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 
Drill ing Method 

Sampl ing Method 

: 11-21-06 

: 11-21-06 

: Cabeno 

: Geoprobe 

: G r a b 

Total Depth 

Locat ion 

W E S T O N Geologist 

23.5' bgs 

Tricon 

5000-5014 Chase 

T. Sundquist 

X 
H 
CL 
UJ 
Q 

> 
DC 
UJ > 
O 

o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

| > " C I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

f T r r ] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

m 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

I 
38/48 

8 - 30/48 

1 2 - 30/48 

1 6 -
32/48 

2 0 -
38/48 

32/42 

AS 

CL 

SW 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, stiff to medium dry, trace sand. 

SAND, brown, coarse grained, some gravel, some 
pebbles, littie clay. 

as above, dry, clay absent. 

Slough from 12'to 13.8'. 

Slough from 16'to 17.6'. 

Slough from 20' to 22'. 

I 

0.2 

0.2 

0.2 

0.2 

0.3 

0.3 

NR 

0.3 

NR 

0.3 

NR 

0.4 

Soil sample collected at 1259. 
EIP-SS069-000-1. 

Soil sample collected at 1306. 
EIP-SS069-006-1. 

Soil sample collected at 1315. 
EIP-SS069-010-1. 

Soil sample collected at 1323. 
E1P-SS069-014-1. 

Soil sample collected at 1332. 
E1P-SS069-018-1. 

Soil sample collected at 1346. 
EIP-SS069-022-1. 

2 4 -

2 8 -

3 2 -

END OF BORING AT 23.5 ' 



.^BmiEII l ISBi . 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS070 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

11-20-06 
11-20-06 
Transhield 
Geoprobe 
Grab 

Total Depth 

Location 

WESTON Geologist : J. Hunter 

40' bgs 

Precision Brand 

2250 Curtiss 

..*-' 
X 
^-
a. 
m Q 

> 
rr 
III 
> 
o C) 
m DC 

in 
u 
in 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F " " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

m 

< 
OT 

CL 
CL 

9 
Q. 

REMARKS 

rns= 

29/60 

1 0 -
14/60 

/ y 7 

1 5 -
52/60 

2 0 -
60/60 

2 5 - 58/60 

30 - 48/60 

3 

7 7 / 

CL 
JOPSOIL. 
SILTY CLAY, black, dry, trace pebbles, transitioning to 

^brown with depth. 

GW 

SW 

SC 

CL 

SP 

CL 

GFRAVEL, light brown, well graded, loose, dry, sand 
content increasing with depth. 

SAND, tan, well graded, loose, dry. 

CLAYEY SAND, brown to dark brown, dry, trace 
gravel, clay content Increasing with depth. 

CLAY, gray, slightly stiff, slightly moist, trace gravel. 

SAND, brown, pooriy graded, loose, dry. 

CLAY, gray. 

0.0 

0.0 

0.0 

0.0 

0.4 

0.2 

0.5 

0.5 

0.1 

0.7 

0.0 

0.0 

Soil sample collected at 0810. 
EIP-SS070-003-1. 

Soil sampte collected at 0816. 
E1P-SS070-005-1. 

Soil sampte and duplicate collected at 0823. 
EIP-SS070-010-1 and EIP-SS070-010-2. 

Soil sample collected at 0839. 
EIP-SS070-015-1. 

Soil sample coltected at 0856. 
EIP-SS070-023-1. 

Soil sample coltected at 0916. 
EIP-SS070-025-1. 



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS070 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-20-06 

11-20-06 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Precision Brand 
2250 Curtiss 

X 
H 
D-
UJ 
Q 

> 
re LU 

> 
o C) 
I I I 

cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

in 
I I I 
_ j 

n 2 < 
OT 

-̂̂  
fc CL 
D. 

Q 
CL 

REMARKS 

30-

3 5 - 58/60 

40- 52/60 

7 7 : 

WA 

CL 

SC 

CLAY, gray. 

CLAYEY SAND, gray, poorly graded. 

0.0 

0.0 

0.2 

0.3 

Soil sample collected at 0940. 
EIP-SS070-033-1. 

Soil sample coltected at 1004. 
EIP-SS070-038-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

5 5 -

6 0 -



Restoring Resource Efficiency 

LOG OF BORING EIP-SS071 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 

Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Metood 

Sampling Method 

: 11-20-06 

: 11-20-06 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Precision Brand 

2250 Curtiss 

J. Hunter 

Q. 
UJ 
Q 

5 -

10-

1 5 -

2 0 -

2 5 -

3 0 -

> 
DC 
UJ 
> 
o 
o 
UJ 
DC 

CD 

Samples 

I^XTI Investigative Sample Collected 

m Investigative and Confirmation Sampte Collected 

K- " ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< w 

REMARKS 

27/60 

21/60 

20/60 

36/60 

43/60 

54/60 

Â 

I S 
GW 

SC 

CL 

^TOPSOIL, black, slightty moist. 

GFIAVEL, tan, loose, dry. 

CLAYEY SAND, light brown to brown, well graded, 
loose, dry. 

as above, very wet to saturated. 

CLAY, gray. 

0.4 

0.5 

0.0 

0.4 

0.6 

0.6 

0.7 

1.1 

0.5 

0.1 

0.0 

0.0 

Soil sample collected at 
1012. 
EIP-SS071-003-1. 

Soil sample collected at 
1019. 
EIP-SS071-005-1. 

Soil sample collected at 
1019. 
EIP-SS071-008-1. 

Soil sample collected at 
1030. 
EIP-SS071-010-1. 

Soil sample collected at 
1057. 
EIP-SS071-018-1. 

Soil sample collected at 
1105. 
EIP-SS071-020-1. 

Soil sample collected at 
1123. 
EIP-SS071-025-1. 

Temp MW 

r 
• 1 " PVC Riser 

-0 .010" Slot Screen 



asm. 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS071 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

11-20-06 

11-20-06 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
I -
CL 
UJ 
Q 

30-

3 5 -

40-

4 5 -

5 0 -

5 5 -

6 0 -

>-
CC 
m 
> 
O o 
UJ 

cc 

Samples 

I X I Investigative Sample Collected 

^ H Investigative and Confirmation Sample Collected 

| " : " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

Temp MW 

56/60 

60/60 

CL 

SP 

CLAY, gray. 

SAND, gray with brown staining, pooriy graded, very 
coarse grained, very wet to saturated. 

0.0 

0.0 

0.0 

0.7 

Soil sample coltected at 
1148. 
EIP-SS071-033-1. 

Soil sample collected at 
1215. 
EIP-SS071-038-1. 

END OF BORING AT 40' 



Restoring Resource Efficiency 
Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS072 

11-20-06 

11-20-06 

Transhield 

Geoprobe 

Grab 

(Page 1 of 2) 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Precision Brand 

2250 Curtiss 

J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ > o o 
UJ 
DC 

U 
X 
CL 
< 
CC 
ID 

in 
o 
ro 
3 

Samples 

I X I I Investigative Sampte Collected 

j ^ H I Investigative and Confirmation Sampte Collected 

F:" - :1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 
_ l 
D . 

< 
ro 

E 
CL 
CL 

9 
CL 

REMARKS 

OL 

5 - 57/60 

10-
43/60 

1 5 - 42/60 

2 0 - 41/60 

25-
40/60 

30-
51/60 

SC 

CL 

TOPSOIL, black. 

CLAYEY SAND, light brown, trace gravel. 

CLAY, gray. 

0.0 

0.9 

0.1 

0.0 

0.3 

0.1 

0.3 

0.2 

0.3 

0.2 

0.4 

0.5 

Soil sampte collected at 1328. 
EIP-SS072-003-1. 

Soil sample collected at 1334. 
EIP-SS072-005-1. Duplicate confirmation 
sampte coltected. 

Soil sample and collected at 1341. 
EIP-SS072-010-1. 

Soil sample collected at 1349. 
E1P-SS072-015-1. 

Soil sample coltected at 1359. 
EIP-SS072-020-1. 

Soil sample collected at 1408. 
EIP-SS072-028-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS072 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Metood 

Sampling Method 

11-20-06 

11-20-06 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Precision Brand 
2250 Curtiss 

X 
I -
CL 
UJ 
Q 

> 
OC 
UJ > o o 
UJ 
DC CD 

W 
O 
W 
3 

Samples 

l ! X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F : " ' -1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_J 
CL 

< 
OT 

Q. 
CL 

9 
Q. 

REMARKS 

30-

35- 49/60 

40- 52/60 

CL 

CLAY, gray. 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 1434. 
E1P-SS072-030-1. 

Soil sample collected at 1456. 
EIP-SS072-035-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

5 5 -

6 0 -



-^^onoii isBi. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS073 

(Pagel of2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-20-06 

: 11-20-06 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

t : 

X 
h-
Q. 
LU 
Q 

> DC 
LU 
> 
o 
() UJ 
DC 

O 
T. 
Q. 

< CC 
CD 

OT 
C) 
OT 
3 

Samples 

L X J Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F-""''l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

E 
CL 
CL 

Q 
CL 

REMARKS 

45/60 

1 0 - 49/60 

1 5 - 56/60 

2 0 -
41/60 

2 5 -
54/60 

30- 49/60 

/ / 

TS 

CL 

SC 

GC 

CL 

GW-CL 

CL 

SP 

TOPSOIL, black, dry. 

SANDY CLAY, brown, dry. 

CLAYEY SAND, brown, dry. 

CLAYEY GRAVEL, dry, trace sand. 

SANDY CLAY, dry. 

GFIAVEL and CLAY intermixed. 

CLAY, gray, dry to slightty moist, trace gravel. 

SAND, brown, pooriy graded, medium grained, slighUy 
moist. 

0.0 

0.0 

0.1 

0.0 

0.2 

0.0 

0.1 

0.1 

0.0 

0.0 

0.1 

0.0 

Soil sample collected at 1510. 
EIP-SS073-003-1. 

Soil sample and duplicate collected at 1520. 
EIP-SS073-005-1 and E1P-SS073-005-2. 

Soil sample collected at 1534. 
EIP-SS073-010-1. 

Soil sample collected at 1534. 
EIP-SS073-013-1. 

Soil sample coltected at 1546. 
EIP-SS073-015-1. 

Soil sample collected at 1549. 
EIP-SS073-020-1. 

Soil sample collected at 1614. 
EIP-SS073-025-1. 



R e s t o r i n g R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS073 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-20-06 

11-20-06 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Precision Brand 
2250 Curtiss 

X 
I -
CL 
UJ 
Q 

> 
CC 
UJ 
> 
o o 
UJ 
DC 

in o 
OT 
3 

Samples 

IZXI l Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

r^nT] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
OT 

E 
Q. 
CL 

9 
CL 

REMARKS 

30-

3 5 - 0/60 

40- 28/60 

NR 

SP 

NO RECOVERY from 30' to 35'. 

SAND, brown, pooriy graded, medium grained, slightly 
moist. 

NR 

NR 

0.0 

0.0 

No sample collected from 30' to 35'. 

Soil sample collected at 1726. 
EIP-SS073-035-1. 

END OF BORING AT 40' 

4 5 -

o 
g 

5 0 -

5 5 -

6 0 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS074 

(Pagel of2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-21-06 

: 11-21-06 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Precision Brand 

2250 Curtiss 

J. Hunter 

Q. 

Q 

cc 
UJ > o o 
UJ 
DC 

X 
CL 

CD 

OT 
o 
ro 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F'- '- ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

E 
CL 
CL 

9 
REMARKS 

5 -
47/60 

1 0 -
47/60 

1 5 -
43/60 

20-
43/60 

2 5 -
20/60 

30-
49/60 

^ r ^ 
AA 
7 / 

TS 

CL 

SC 

SP 

TOPSOIL. 

CLAY, black. 

as above, tan/light brown. 

CLAYEY SAND, interbedded with sandy day layers. 

SAND, pooriy graded, fine grained, wet, interbedded 
with layers of brown clay. 

0.0 

0.3 

0.4 

0.6 

0.0 

0.0 

0.3 

0.2 

0.3 

0.3 

0.4 

0.2 

Soil sample collected at 0751. 
EIP-SS074-003-1. 

Soil sampte collected at 0758. 
EIP-SS074-008-1. 

Soil sampte collected at 0804. 
EIP-SS074-010-1. 

Soil sample collected at 0816. 
E1P-SS074-015-1. 

Soil sample collected at 0831. 
E1P-SS074-023-1. 

Soil sample coltected at 0846. 
EIP-SS074-025-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS074 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

: 11-21-06 

:11-21-06 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Precision Brand 
2250 Curtiss 

c . 

T 
\~ CL 
UJ 
Q 

V 
DC 
LU 

> 
CJ 
n III 
DC 

o 
X 
Q. 
< CC 
CD 

rn 
O 
OT 
3 

Samples 

I ' X ! ! Investigative Sample Collected 

m Investigative and Confirmation Sampte Collected 

(•:•::] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

E 
CL 
CL 

9 
CL 

REMARKS 

30-

3 5 - 44/60 

40- 60/60 

SP 

CL 

SAND, pooriy graded, fine grained, wet, interbedded 
with layers of brown clay. 

CLAY, brown, transitioning to gray with depth. 

0.3 

0.6 

0.7 

0.9 

Soil sample collected at 0907. 
E1P-SS074-033-1. 

Soil sampte collected at 0936. 
EIP-SS074-038-1. 

END OF BORING AT 40' 

4 5 -

o 
a 

5 0 -

5 5 -

6 0 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS075 

(Pagel of2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-21-06 
: 11-21-06 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
H 
CL 
UJ 
Q 

>-
DC 
UJ 
> 
o 
o 
LU 
DC 

m 
o 
w 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F""- l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
Q. 

< 
OT 

E 
CL 
CL 

9 
0. 

REMARKS 

OL 

57/60 

1 0 - 53/60 

V 

1 5 - 51/60 

20- 54/60 

2 5 -
60/60 

30-
57/60 

'7 

\ ^ 

CL 

SC-CL 

GW 

CL 

SW 

CL 

ASPHALT surface cover and gravel subbase, light gray, 
some sand. 

SILTY CLAY, brown, dry, trace pebbles. 

CLAY, black, slightiy moist, transitioning fo brown. 

as above, brown, trace sand. 

CLAYEY SAND alternating with SANDY CLAY, brown, 
dry, angular gravel throughout, sand layers are loose, 
clay layer 2" to 4" thick. 

as above, dry. 

as above, light brown to tan. 

GFtAVEL, light gray, well graded, dry. 

SILTY CLAY, brown, dry. 
'-CLAY, gray, trace gravel. 

SAND, brown, well graded, wet, coarse with depth, 

gravel seam, brown, well graded, wet. 

CLAY, gray. 

0.4 

0.4 

1.3 

1.2 

1.2 

1.4 

0.9 

0.9 

0.7 

0.7 

0.1 

0.0 

Soil sample collected at 1009. 
EIP-SS075-003-1. 

Soil sampte collected at 1014. 
EIP-SS075-005-1. 

Soil sampte collected at 1014. 
EIP-SS075-008-1. 

Soil sample coltected at 1023. 
EIP-SS075-010-1. 

Soil sampte coltected at 1023. 
EIP-SS075-013-1. 

Soil sample collected at 1032. 
EIP-SS075-015-1. 

Soil sample collected at 1042. 
EIP-SS075-020-1. 

Soil sample collected at 1107. 
EIP-SS075-025-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS075 
(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-21-06 
11-21-06 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Precision Brand 
2250 Curtiss 

X 
H 
Q. 
UJ 
Q 

> 
DC 
UJ 
> 
o o 
UI 
DC 

in o 
in 
3 

Samples 

0<Z \ Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

F" ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
OT 

D -
CL 

9 
REMARKS 

30-

3 5 - 60/60 

4 0 - - 59/60 

CL 

SP 

CL 

CLAY, gray. 

SAND, brown, well graded, medium grained, moist. 

CLAY, gray. 

0.3 

0.7 

0.3 

0.2 

Soil sample collected at 1144. 
EIP-SS075-033-1. 

Soil sample collected at 1207. 
EIP-SS075-035-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

5 5 -

6 0 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS076 

(Pagel of2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

:11-21-06 

: 11-21-06 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist : J. Hunter 

35' bgs 

Precision Brand 

2250 Curtiss 

X 
I -

a 
UJ 
Q 

>-
DC 
UJ 
> 
o 
o 
UJ 

cc 

g 
X 
CL 
< 
ce 
CD 

OT 
o 
OT 
3 

Samples 

I X T I Investigative Sample Collected 

I ^ H Investigative and Confirmation Sample Collected 

F-'-'-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
—I 
CL 

< 
ro 

E 
CL 

3 
9 
CL 

REMARKS 

5 -
52/60 

1 0 -
41/60 

1 5 -
55/60 r 7 - r 

2 0 -
60/60 

2 5 -
60/60 

30-
60/60 

TS 

CL 

GW 

CL 

SP 

CL 

TOPSOIL, black, dry. 

SILTY CLAY, brown with dark brown mottling, slightty 
moist. 

as above, sand content increasing. 

CLAY, gray. 

GF^VEL, brown, well graded. 

CLAY, gray 

SAND, light gray, pooriy graded, fine grained, slighUy 
\molst 

CLAY, gray 

0.7 

1.0 

0.2 

0.8 

1.0 

0.5 

0.3 

0.4 

0.4 

0.4 

0.1 

0.5 

Soil sampte coltected at 1328. 
EIP-SS076-003-1. 

Soil sample coltected at 1332. 
EIP-SS076-008-1. 

Soil sample collected at 1339. 
EIP-SS076-010-1. 

Soil sample collected at 1347. 
EIP-SS076-018-1. 

Soil sample collected at 1355. 
EIP-SS076-020-1. 

Soil sample collected at 1409. 
EIP-SS076-028-1. 

file:///molst


Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS076 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

:11-21-06 
:11-21-06 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

35' bgs 
Precision Brand 
2250 Curtiss 

4= 

X 
1-
Q. 
UJ 
Q 

V 
a. 
UJ > 
o C) 
UJ 
DC 

o 
X 
Q. < 
DC 
ID 

en 
o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

30-

3 5 -
60/60 

CL 

SP 

CLAY, gray. 

gradual transition to SANDY CLAY, light brown, very 
moist to wet. 

CLAYEY SAND, tan, wet 

0.1 

0.1 

Soil sampte collected at 1426. 
EIP-SS076-033-1. 

END OF BORING AT 35' 

40-

4 5 -

5 0 -

5 5 -

6 0 -



.^BSBMEBSEa, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS077 

(Pagel Of2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-21-06 

: 11-21-06 

: Transhield 

: Geoprobe 

: Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

35' bgs 
Precision Brand 
2250 Curtiss 

X 
1-
Q. 

m 
Q 

> 
rr I I I 

> 
o C) 
LU 
CC 

in 
o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

F : " - ' I Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
a . 
CL 

Q 
REMARKS 

5 -
58/60 

1 0 - 52/60 

1 5 - 48/60 

2 0 - 53/60 

2 5 -
60/60 

30- 54/60 

TS 

CL 

GC 

CL 

TOPSOIL. 

SILTY CLAY, tan. 

CLAYEY GF5AVEL, brown, well graded, slightly moist 

CLAY, gray. 

3" gravel seam, well graded. 

3" sand seam, brown, pooriy graded, fine grained, 
slighUy moist. 
^CLAY, gray, sllghUy moist, slightly plastic, trace gravel. 

3" sand seam, gray, poorly graded, fine grained, slightly 
moist 

3" sand seam, light brown, poorly graded, medium 
consistency. 

I 
I 

0.1 

0.3 

0.1 

0.1 

0.4 

0.4 

0.5 

0.6 

0.4 

0.5 

0.6 

0.9 

Soil sample coltected at 1444. 
EIP-SS077-003-1. 

Soil sample collected at 1449. 
EIP-SS077-008-1. 

Soil sample collected at 1458. 
EIP-SS077-013-1. 

Soil sample coltected at 1505. 
E1P-SS077-018-1. 

Soil sample collected at 1514. 
EIP-SS077-023-1. 

Soil sample coltected at 1521. 
EIP-SS077-028-1. 



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS077 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-21-06 
11-21-06 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

35' bgs 
Precision Brand 
2250 Curtiss 

X 
H 
CL 
UJ 
Q 

> 
rr LU 
> 
u C) 
UJ 
cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

I X . I investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F""'1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

30-

35- 57/60 

CL 

CLAY, gray, slighUy moist, slightly plastic, trace gravel. 

3" sand seam, light brown, poorly graded, medium 
consistency, sllghUy moist 0.9 

0.7 

Soil sample collected at 1533. 
E1P-SS077-030-1. 

END OF BORING AT 35' 

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -



^^tOBSOMMMIMEB. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS078 

(Pagel of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-27-06 
: 11-27-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

27.5' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ 
> 
o 
o 
m 
cc 

in 
o 
OT 
3 

Samples 

12X1 Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F""- l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 32/48 

2 0 - 36/48 

24-
48/48 

41.5/42 

zZ 

V 7 

28-

3 2 -

TS 

CL 

SC 

SW 

SC 

CL 

TOPSOIL. 

SILTY CLAY, brown, slightly moist, non-plastic, trace 
subangular pebbles. 

as above, moisture, plasticity, and sand content 
increasinq with depth. 
SANDY CLAY, dark brown with light brown motUing, 
slighUy loose, slighUy moist, trace rounded pebbles. 

CLAYEY SAND, dark brown, dry. 
4" gravel seam, well graded, limestone/dolomite erratic. 

SAND, light brown, well graded, dry. 
4" gravel seam, well graded, limestone/dolomite erratic. 

CLAYEY SAND, dark brown, loose, dry. 

CLAY, brown, slightly moist 

CLAY, gray, trace gravel. 

as above, very moist, gravel content increasing with 
depth. 
0.5" to 1" sandy clay seams throughout, saturated to 
very moist. 

"*̂ as above, slightiy moist. 

END OF BORING AT 27.5' 

0.1 

5.1 

4.2 

1.9 

1.1 

3.2 

1.5 

0.7 

2.1 

1.6 

0.9 

0.9 

1.2 

1.0 

Soil sampte coltected at 0757. 
EIP-SS078-002-1. 

Soil sample collected at 0803. 
E1P-SS078-004-1. 

Soil sample collected at 0803. 
EIP-SS078-006-1. 

Soil sample collected at 0812. 
EIP-SS078-010-1. 

Soil sample collected at 0821. 
EIP-SS078-012-1. 

Soil sample collected at 0829. 
EIP-SS078-016-1. 

Soil sample collected at 0835. 
EIP-SS078-020-1. 

Soil sample collected at 0842. 
EIP-SS078-024-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS079 

(Pagel of1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-27-06 

11-27-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist : J. Hunter 

27' bgs 

Precision Brand 

2250 Curtiss 

X 
I -
CL 
LU 
Q 

4 -

8 -

1 2 -

1 6 -

20-

2 4 -

2 8 -

3 2 -

>-
DC 
UJ 
> 
o 
o 
LU 
CC 

Samples 

|>»<ll Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

\::::::\ investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

REMARKS 

43/48 

47/48 

40/48 

24/48 

28/48 

46/48 

34/36 

2 

TS 

CL 

GW 

CL 

GW 

CL 

TOPSOIL, black, dayey. 

GF^VELLY CLAY, brown, dry. 

as above, moisture content increasing. 

as above, moist to slighUy moist. 

GF^VEL, light gray, well graded, dry, trace sand, clay 
content increasin with depth. 

CLAY, gray. 

sand seam, gray, very moist. 

GFRAVEL, brown, well graded, saturated. 

CLAY, gray. 

END OF BORING AT 27' 

Soil sample collected 
at 0939. 
EIP-SS079-000-1. 
Soil sample coltected 
at 0939. 
EIP-SS079-002-1. 

Soil sample collected 
at 0945. 
EIP-SS079-004-1. 
Soil sample collected 
at 0945. 
E1P-SS079-006-1. 

Soil sample and 
duplicate collected at 
0954. 
EIP-SS079-008-1 and 
EIP-SS-079-008-2. 

Soil sample collected 
at 0959. 
EIP-SS079-014-1. 

Soil sample collected 
at 1007. 
EIP-SS079-018-1. 

Soil sample collected 
at 1015. 
EIP-SS079-020-1. 

Soil sample collected 
at 1027. 
EIP-SS079-024-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



.̂ OBnMMMMSMEm, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS080 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, lliinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 11-27-06 

: 11-27-06 

: Cabeno 

: Geoprobe 

: Grab 

Total Depth 

Location 

WESTON Geologist 

26' bgs 

Precision Brand 

2250 Curtiss 

J. Hunter 

CL 
UJ 
a 

cc 
UJ 
> 
o 
o 
UJ 
DC 

in 
o 
in 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F'-''-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
CL 

< 
OT 

E 
Q. 
CL 

9 
REMARKS 

4 - 36/48 

8 - 41/48 

1 2 - 35/48 

16- 22/48 

2 0 - 21/48 

2 4 - 43/48 

14/24 

T , T _ T 

UAy^ 

/ 

TS 

CL 

GW ^GFIAVELS, white, dry. 

SW 

SC 

CL 

SW 

GW 

CL 

TOPSOIL, black, dayey. 

GRAVELLY CLAY, brown, dry. 

as above, moist. 

SAND, tan, well graded, trace gravel, trace clay. 

SANDY CLAY. 

CLAY, gray, 

sand seam. 

SAND, brown, well graded. 

GFIAVEL, brown/gray, well graded, saturated. 

CLAY, gray. 

1.3 

1.6 

1.9 

0.8 

0.6 

0.9 

1.0 

1.3 

0.2 

0.5 

0.6 

0.8 

0.4 

Soil sample and duplicate collected at 1107. 
EIP-SS080-002-1 and EIP-SS080-002-2. 

Soil sample collected at 1111. 
E1P-SS080-004-1. 

Soil sample collected at 1117. 
EIP-SS080-010-1. 

Soil sample collected at 1121. 
EIP-SS080-014-1. 

Soil sampte collected at 1126. 
EIP-SS080-018-1. 

Soil sample collected at 1132. 
EIP-SS080-022-1. 

Soil sample collected at 1146. 
EIP-SS080-024-1. 

END OF BORING AT 26' 

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS081 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-27-06 
11-27-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

26' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
H 
CL 
UJ 
D 

> DC 
LU 
> 
o C) 
LU 
DC 

in o 
OT 
3 

Samples 

1 X 1 Investigative Sample Collected 

H H Investigative and Confirmation Sampte Coltected 

F : : " ' 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
D. 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

48/48 

8 - 46/48 

1 2 - 29/48 

1 6 - 32/48 

2 0 - 31/48 

2 4 - 48/48 

24/24 

TS 

CL 

TOPSOIL, black. 

CLAY, black transitioning to gray/brown with depth. 

CLAY, brown with gray motUing, dry. 

as above, slighUy moist, sand content increasing, trace 
gravel. 

sand seam, slighUy moist. 

as above, white to light gray, moist, large gravels. 

CLAY, gray. 

as above, sand content increasing. 

1" to 2" sand seam, brown, pooriy graded, moist. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.4 

0.3 

0.2 

0.0 

0.0 

0.1 

0.1 

0.3 

Soil sample collected at 1238. 
EIP-SS081-000-1. Duplicate confirmation 
sample collected. 

Soil sample collected at 1249. 
E1P-SS081-006-1. 

Soil sampte coltected at 1256. 
EIP-SS081-010-1. 

Soil sample collected at 1301. 
EIP-SS081-012-1. 

Soil sampte coltected at 1306. 
EIP-SS081-016-1. 

Soil sampte collected at 1310. 
EIP-SS081-022-1. 

Soil sample collected at 1320. 
EIP-SS081-024-1. 

END OF BORING AT 26' 

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS081 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-27-06 
: 11-27-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

26' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
I-
CL 
UJ 
Q 

DC 
UJ > 
o 
o 
UJ 

a: 

in 
o 
OT 
3 

Samples 

I X T I Investigative Sample Collected 

^ H Investigative and Confirmation Sampte Collected 

F"""l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
Q . 

9 
DL 

REMARKS 

4 - 48/48 

8 -
46/48 

1 2 - 29/48 

1 6 - 32/48 

20- 31/48 

2 4 -
48/48 

24/24 

2 8 -

3 2 -

</ 

TS 

CL 

TOPSOIL, black. 

CLAY, black transitioning to gray/brown with depth. 

CLAY, brown with gray mottling, dry. 

as above, slightiy moist, sand content Increasing, trace 
gravel. 

sand seam, slightly moist. 

as above, white to light gray, moist, large gravels. 

CLAY, gray. 

as above, sand content increasing. 

1" to 2" sand seam, brown, pooriy graded, moist. 

END OF BORING AT 26' 

0.0 

0.0 

0.0 

0.0 

0.0 

0.4 

0.3 

0.2 

0.0 

0.0 

0.1 

0.1 

0.3 

Soil sampte collected at 1238. 
E1P-SS081-000-1. Duplicate confirmation 
sampte coltected. 

Soil sample collected at 1249. 
EIP-SS081-006-1. 

Soil sample collected at 1256. 
EIP-SS081-010-1. 

Soil sampte coltected at 1301. 
EIP-SS081-012-1. 

Soil sampte collected at 1306. 
EIP-SS081-016-1. 

Soil sample collected at 1310. 
EIP-SS081-022-1. 

Soil sample collected at 1320. 
EIP-SS081-024-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS082 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 11-27-06 

: 11-27-06 

: Cabeno 

: Geoprobe 

: Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

CL 
UJ 
Q 

>-
DC 
UJ > 
o o 
UJ 
OC 

in o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Coltected 

F'.^-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

m 
4 - 47/48 

8 - 48/48 

1 2 - 47/48 

1 6 - 45/48 

2 0 - 48/48 

24- 39/48 

2 8 - 48/48 

32- 48/48 

AS 

CL 

CH 

CL 

"SW" 
CL 

GC 

CL 

SP 

CL 

ASPHALT and gravel subbase. 

CLAY, black, dry, trace gravel, fading to gray/brown 
with depth. 

CLAY, brown with gray mottling, dry. 

as above, moisture content increasing. 

CLAY, brown with gray mottling, fat, slightiy moist. 

SANDY CLAY, brown, slightly moist, trace pebbles. 

SAND, tan, well graded, saturated. 

SANDY CLAY, gray, very moist. 

CLAYEY GRAVEL, dark brown, mottled, moist 

SANDY CLAY, tan with trace gray, moist to sllghUy 
moist. 

as above, gray color increasing with depth. 

SAND, pooriy graded, medium to fine grained, slightly 
moist, 
as above, brown with some gray, trace clay. V" 

CLAY, gray, moist. 
as above, reddish/brown, trace pebbles. 

1.2 

0.7 

0.5 

0.0 

0.2 

0.4 

0.3 

1.2 

0.8 

1.1 

2.0 

0.4 

0.0 

0.5 

0.2 

0.5 

Soil sample collected at 1403. 
EIP-SS082-000-1. 

Soil sample collected at 1407. 
EIP-SS082-004-1. Duplicate confirmation 
sample collected. 

Soil sampte collected at 1418. 
EIP-SS082-010-1. 

Soil sample collected at 1427. 
EIP-SS082-014-1. 

Soil sampte collected at 1439. 
EIP-SS082-018-1. 

Soil sample collected at 1451. 
EIP-SS082-020-1. 

Soil sample collected at 1506. 
E1P-SS082-026-1. 

Soil sample collected at 1517. 
EIP-SS082-030-1. 

END OF BORING AT 32' 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS083 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-28-06 
: 11-28-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

27.5' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
I -
0 . 
LU 
Q 

4 -

8 -

12-

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

DC 
UJ 
> 
o 
o 
UJ 
DC 

Samples 

I X I Investigative Sample Collected 

1 ^ 1 Investigative and Contirmation Sample Collected 

l-" '- ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

48/48 

48/48 

46/48 

44/48 

38/48 

42/48 

38/42 

lASj ASPHALT surface cover and subbase,dark gray/black, 
— ^ose,dry. 

/ 

.GRAVEL, brown, well graded, slighUy moist trace 
(sand. 

CL 

.CLAY, olive-tan, dry. 
SILTY CLAY, black-stained, dry. 
CLAY, tan, trace gray mottling, dry, trace gravel. 

as above, slightly moist, cohesive. 

gravelly seam. 

as above, sand content increasing, moist. 

GFRAVELLY CLAY, reddish/brown, moist. 

CLAY, gray. 
REFUSAL at 19'. Offset 2' to the west and blind drilled 
to 19'. 

sand seam, brown, saturated. 

CLAY, brown. 

1.7 

2.4 

2.2 

1.6 

2.2 

2.2 

2.4 

1.3 

2.5 

2.4 

1.0 

1.3 

1.3 

2.1 

Soil sample collected 
at 0744. 
EIP-SS083-002-1. 

Soil sample coltected 
at 0751. 
EIP-SS083-004-1. 

Soil sample collected 
at 0756. 
EIP-SS083-010-1. 

Soil sample coltected 
at 0802. 
EIP-SS083-012-1. 

Soil sample collected 
at 0802. 
EIP-SS083-014-1. 

Soil sample collected 
at 0815. 
EIP-SS083-016-1. 

Soil sample collected 
at 0847. 
E1P-SS083-022-1. 

Soil sample collected 
at 0854. 
EIP-SS083-026-1. 

END OF BORING AT 27.5' 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS084 

(Pagel of l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, linois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

: 11-28-06 

: 11-28-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Precision Brand 

2250 Curtiss 

J. Hunter 

X 
H 
DL 
UJ 
Q 

> 
CC 
UJ 
> 
o o 
m 
cc 

m 
o 
ro 
3 

Samples 

L X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
w 

E 
CL 
CL 

9 
CL 

REMARKS 

4 - 47/48 

8 - 46/48 

1 2 - 46/48 

16- 39/48 

20- 46/48 

2 4 - 45/48 

2 8 - 46/48 

/ 
VAA 

AS 

i^GFlAVEL, tan, well graded, loose, slightly moist. 

V̂  

CL 

SC 

CL 

CL 

SP 

CL 

SP 

CL 

ASPHALT surface cover and subbase. 

CLAY, tan. 
as above, olive-tan, black stained at top. 

as above, moisture and gravel content increasing. 
GRAVELLY CLAY, brown and red-brown. 

CLAYEY SAND, dark brown and brown In bands, 
slightly moist to moist. 

CLAY, gray, moist to very moist. 

IGW-SW GRAVEL, well graded transitioning to SAND, well 
^graded. 

CLAY, gray, 
as above, very moist to wet. V 

SAND, gray, poorly graded. 

CLAY, gray. 

SAND, brown, pooriy graded. 

GFRAVELLY CLAY, gray, saturated. 

I 

1,7 

1.0 

2.8 

1.5 

2.8 

5.9 

3.2 

1.2 

1.7 

1.0 

0.8 

0.9 

2.0 

1.5 

Soil sample coltected at 0939. 
EIP-SS084-000-1. 

Soil sample collected at 0944. 
EIP-SS084-004-1. 

Soil sample coltected at 0944. 
EIP-SS084-006-1. 

Soil sample coltected at 0953. 
EIP-SS084-010-1. 

Soil sample coltected at 0957. 
EIP-SS084-014-1. 

Soil sample collected at 1002. 
EIP-SS084-018-1. 

Soil sampte coltected at 1007. 
EIP-SS084-020-1. 

Soil sample collected at 1018. 
EIP-SS084-026-1. 

Soil sample collected at 1040. 
EIP-SS084-028-1. 

END OF BORING AT 30' 

32-



wiB i i i j r r ta iM 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS085 

(Pagel of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-28-06 
: 11-28-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

£, 
X 
1 -

•. 
m Q 

>-
cc 
III 
> 
u C) 
UJ 

cc 

in 
o 
ro 
3 

Samples 

l>xCI Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sample Coltected 

F'""1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
W 

E 
CL 
CL 

9 
CL 

REMARKS 

4 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

32-

/. 

TS 

CL 

SW 

CL 

SW 

CL 

TOPSOIL, black, slightty moist 

CLAY, dark brown. 

GF^AVELLY CLAY, brown, dry, angular gravel. 

as above, moisture content increasing. 
as above, slllghUy moist to moist, sand content 
increasing with depth. 

GF5AVELLY SAND, brown, slighUy moist to moist. 

1" sand seam, light brown/tan, pooriy graded, dry. 

GF^AVELLY CLAY, brown, slightly moist to moist. 

SAND, brown, well graded, wet. 

CLAY, gray. 

0.7 

0.4 

0.3 

1.8 

0.4 

0.7 

0.8 

0.4 

0.6 

0.0 

0.6 

0.5 

0.9 

0.2 

1.7 

1.1 

Soil sample and duplicate collected at 1118, 
EIP-SS085-000-1 and EIP-SS085-000-2. 

Soil sample collected at 1124. 
EIP-SS085-006-1. 

Soil sample collected at 1128. 
EIP-SS085-010-1. 

Soil sampte coltected at 1141. 
EIP-SS085-014-1. 

Soil sample coltected at 1156. 
EIP-SS085-016-1. 

Soil sample collected at 1203. 
EIP-SS085-020-1. 

Soil sampte collected at 1213. 
EIP-SS085-024-1. 

Soil sample coltected at 1228. 
EIP-SS085-028-1. 

END OF BORING AT 32' 



- i^BmOIllISEI. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS086 

: 11-29-06 

: 11-29-06 

: Cabeno 

: Geoprobe 

: Grab 

(Pagel of1) 

Total Depth 

Location 

WESTON Geologist 

32' bgs 

Arrow Gear 

2301 Curtiss 

J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
H 
Q. 
UJ 
Q 

>-
DC 
UJ > 
O 

o 
UJ 
DC 

g 
X 

a. 

ID 

in 
o 
ro 
3 

Samples 

\ 'XZ\ Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F"-" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

CL 
CL 

9 
Q. 

REMARKS 

• 
4 - 44.5/48 

8 - 47.5/48 

1 2 - 44/48 

1 6 - 38/48 

2 0 - 48/48 

2 4 - 32/48 

2 8 - 43/48 

32- 36/48 

7-

AS 

CL 

.CLAY, brown. 
^as above, black staining. 

CLAY, olive, slighty moist, plastic, transitioning to light 
brown with depth. 

GRAVELLY CLAY, moist 

as above, dark red. 

"SP" 

SW 

CL 

ASPHALT surface cover and gravel subbase, loose, 
slightiy moist 

CLAY, gray. 

^SAND, brown to tan, poorly graded. 

SAND, well graded, coarse grained, angular. 

as above, some clay interbedded. 

CLAY, gray. 

as above, some well graded sand interbedded. 

SW SAND, brown to tan, well graded. 

1.3 

2.2 

1.0 

0.6 

5.7 

1.3 

1.3 

0.9 

1.2 

0.9 

0.8 

0.3 

0.3 

0.4 

0.5 

0.4 

Soil sampte coltected at 0745. 
EIP-SS086-002-1. 

Soil sample collected at 0752. 
EIP-SS086-004-1. 

Soil sample collected at 0752. 
EIP-SS086-006-1. 

Strong odor from 8.5' to 9'. 
Soil sample and duplicate collected at 0759. 
EIP-SS086-008-1 and EIP-SS086-008-2. 

Soil sample collected at 0807. 
EIP-SS086-012-1. 

Soil sample collected at 0820. 
EIP-SS086-016-1. 

Soil sampte coltected at 0833. 
EIP-SS086-020-1. 

Soil sample coltected at 0847. 
EIP-SS086-026-1. 

Soil sample collected at 0902. 
EIP-SS086-028-1. 

END OF BORING AT 32' 



B X n O B I S B , 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS087 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-29-06 

: 11-29-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

23.9' bgs 

Arrow Gear 

2301 Curtiss 

J. Hunter 

X 
I -
CL 
m 
o 

>-
cc 
UJ 
> 
o 
o 
lU 
cc 

g 
X 
Q. < 
OC 
ID 

in o 
OT 
3 

Samples 

L><CI Investigative Sample Collected 

I ^ H Investigative and Confirmation Sampte Coltected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
ro 

CL 
CL 

9 
CL 

REMARKS 

:~i 
4 - 39.5/48 

8 - 48/48 

1 2 - 47/48 

1 6 - 46.5/48 

2 0 - 46/48 

2 4 -
47/48 

2 8 -

3 2 -

AS 

CL 

GW 

SP 

CL 

ASPHALT surface cover and gravel subbase, light 
gray-tan, loose, slighUy moist. 

CLAY, olive, black stained. 

as above, stiff, slighUy moist, trace pebbles. 

as above, slighUy plastic. 

GF^AVELLY CLAY, reddish brown, moist to very moist, 
trace sand. 

CLAY, gray, trace round pebbles. 

SANDY GFVWEL, brown, saturated, trace clay. 

SAND, gray, poorly graded, moist. 

CLAY, gray. 

1.6 

1.4 

0.8 

1.0 

0.8 

0.9 

1.0 

1.1 

1.2 

1.2 

1.2 

_L3_ 

Soil sample collected at 1234. 
EIP-SS087-000-1. 

Soil sampte collected at 1239. 
E1P-SS087-006-1. 

Soil sampte collected at 1247. 
EIP-SS087-008-1. 

Soil sampte collected at 1247. 
EIP-SS087-010-1. 

Soil sample and duplicate collected at 1256. 
EIP-SS087-014-1 and EIP-SS087-014-2. 

Soil sampte collected at 1308. 
EIP-SS087-018-1. 

Soil sample collected at 1324. 
EIP-SS087-022-1. 

END OF BORING AT 23.9' 



.^s^mBomsB. 
Res to r ing R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS088 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

: 11-29-06 

: 11-29-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

32' bgs 

Arrow Gear 

2301 Curtiss 

J. Hunter 

X 
H 
CL 
m 
Q 

>-
DC 
UJ > o o 
UJ 
DC 

OT 
O 
W 
3 

Samples 

I X ! I Investigative Sample Collected 

I ^ H Investigative and Confirmation Sample Collected 

F"':*! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
ro 

E 
Q. 3 
9 
a. 

REMARKS 

1 AS 

40/48 

8 - 46/48 

12- 46/48 

1 6 - 40/48 

2 0 - 47/48 

2 4 - 45/48 

2 8 - 27/48 

32- 36/48 

CL 

ASPHALT surface cover and subbase. 

CLAY, brown, stiff. 

as above, olive, black stained, dry. 

as above, brown. 

GF5AVELLY CLAY, moist to very moist. 

as above, saturated. 

CLAY, gray. 

END OF BORING AT 32' 

1.2 

0.9 

1.6 

1.7 

1.3 

0.9 

0.8 

1.1 

1.0 

1.2 

1.3 

1.3 

1.6 

1.3 

1.3 

1.1 

Soil sample collected at 1428. 
E1P-SS088-000-1. 

Soil sample coltected at 1432. 
EIP-SS088-006-1. Duplicate confirmation 
sampte collected. 

Soil sample and duplicate collected at 1441. 
EIP-SS088-008-1 and E1P-SS088-008-2. 

Soil sample coltected at 1501. 
EIP-SS088-014-1. 

Soil sample coltected at 1506. 
EIP-SS088-018-1. 

Soil sample coltected at 1511. 
EIP-SS088-022-1. 

Soil sample collected at 1527. 
EIP-SS088-024-1. 

Soil sampte collected at 1546. 
EIP-SS088-028-1. 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS089 

(Pagel of1) 

: 11-29-06 
: 11-29-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

23.5' bgs 
Arrow Gear 
2301 Curtiss 
J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
I -
CL 
UJ 
Q 

>-
DC 
UJ > o o 
UJ 
DC 

in o w 
3 

Samples 

l!><CI Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F-'-'-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

CL 
CL 

9 
Q. 

REMARKS 

-m 
36/48 

8 - 48/48 

1 2 - 43/48 

1 6 - 47/48 

2 0 - 47/48 

36/42 

2 4 -

2 8 -

3 2 -

AS 

</ 

V 

CL 

GW 

CL 

GC 

CL 

ASPHALT surface cover and gravel subbase, light gray, 
well graded. 

CLAY, olive, black stained, slighUy moist. 
as above, black staining absent. 

SILTY CLAY, olive, black stained, slighUy moist. 

CLAY, brown, black stained, moist, plastic, trace gravel. 

GRAVELLY CLAY, brown, moist. 

^GF?AVEL, well graded, very moist. 

GRAVELLY CLAY, tan-gray. 

as above, saturated. 

CLAY, gray, moist to wet. 

CLAYEY GFJAVEL, gray, wet. 

CLAY, gray. 

0.2 

0.1 

0.3 

0.0 

0.3 

0.3 

0.4 

0.3 

0.1 

0.0 

0.1 

1.0 

Soil sample collected at 0817. 
E1P-SS089-000-1. 

Soil sample collected at 0817. 
E1P-SS089-002-1. 

Soil sampte collected at 0825. 
EIP-SS089-004-1. 

Soil sample collected at 0829. 
E1P-SS089-008-1. 

Soil sample collected at 0839. 
EIP-SS089-012-1. 

Soil sample collected at 0856. 
EIP-SS089-016-1. 

Soil sample collected at 0912. 
EIP-SS089-022-1. 

END OF BORING AT 23.5' 



Restoring Resource Efficiency 

LOG OF BORING EIP-SS090 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 

Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 

Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

11-30-06 

11-30-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist : J. Hunter 

26' bgs 

Arrow Gear 

2301 Curtiss 

CL 
UJ 
Q 

:n! 
4 -

17.5/4. 

8 -
16.5/41 

1 2 - 16.5/41 

16-

2 0 -

2 4 -

2 8 -

3 2 -

>-
DC 
LU > 
o 
o 
UJ 
DC 

Samples 

|>xCI Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

| : : : : : : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

AS 

48/48 

48/48 

10/48 

24/24 

:cL 

</ 

GW 

CL 

GW 

CL 

ASPALHT surface cover and gravel subbase. 

CLAY, olive, black stained, slightly moist 
as above, black staining absent 

as above, gray, transitioning into brown. 

CLAY, brown, trace reddish color, moist 

SANDY CLAY, brown. 

CLAY, gray, moist. 

GFIAVEL, brown, well graded, saturated. 

CLAY, gray. 

GFRAVEL, brown, well graded, saturated, trace clay. 

CLAY, gray. 

END OF BORING AT 26' 

ro 
UJ 

< 
OT 

REMARKS 

0.3 

0.4 

0.3 

1.2 

0.7 

0.2 

0.7 

0.3 

0.1 

0.0 

0.0 

NA 

Soil sample collected at 
1004. 
EIP-SS090-002-1. 

Soil sample collected at 
1008. 
EIP-SS090-006-1. 

Soil sample coltected at 
1018. 
EIP-SS090-008-1. 

Soil sample collected a t 
1018. 
EIP-SS090-010-1. 

Soil sample collected at 
1026. 
EIP-SS090-012-1. 

Soil sample collected at 
1026. 
EIP-SS090-014-1. 

Soil sample collected at 
1041. 
EIP-SS090-016-1. 

Soil sample collected at 
1100. 
EIP-SS090-020-1. 

Soil sample collected at 
1125. 
E1P-SS090-024-1. 

Temp MW 

- 1 " PVC Riser 

-0 .010" Slot Screen 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS091 

(Pagel Ofl) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-30-06 
: 11-30-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

32' bgs 
Arrow Gear 
2301 Curtiss 

X 
F-
CL 
LU 
Q 

> 
DC 
UJ 
> 
o 
o 
UJ 
OC 

o 

X 

cc 

o 

in 
o 
ro 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F''-'-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

E 
CL 

3 
9 
CL 

REMARKS 

^ 

4 - 41/48 

8 - 45/48 

1 2 - 45/48 

1 6 - 37/48 

2 0 - 44/48 

24- 39/48 

2 8 - 20/48 

32- 45/48 

Z A 

7 

^GRAVEL, well graded. 

iCLAY, black stained, dry to slightiy moist 
y-as above, brown, black staining absent. 
V-3" gravel seam, well graded. 

as above, black stained. 
SANDY CLAY, brown, moist, trace gravel. 

CL 

SC 

SP 

CL 

TOPSOIL. 

CLAYEY SAND, red-brown, wet to very moist. 

SAND, poorly graded, saturated. 

CLAY, gray. 

0.1 

0.0 

0.8 

0.3 

0.9 

0.9 

0.0 

0.0 

0.5 

0.2 

0.4 

0.7 

0.3 

0.5 

1.0 

1.1 

Soil sample collected at 1312. 
EIP-SS091-000-1. 

Soil sample and duplicate collected at 1317. 
EIP-SS091-004-1 and EIP-SS091-004-2. 

Soil sample and duplicate collected at 1322. 
EIP-SS091-008-1 and EIP-SS091-008-2. 

Soil sample coltected at 1329. 
EIP-SS091-012-1. 

Soil sample coltected at 1336. 
EIP-SS091-016-1. 

Soil sample collected at 1347. 
EIP-SS091-022-1. 

Soil sample collected at 1405. 
EIP-SS091-026-1. 

Soil sample collected at 1428. 
EIP-SS091-030-1. 

END OF BORING AT 32' 



Res to r ing R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS092 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

11-30-06 

11-30-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

28' bgs 

Arrow Gear 

2301 Curtiss 

J. Hunter 

X 
I-
Q. 
m 
Q 

> 
OC 
LU > o o 
LU 
DC 

o 
X 
CL 

CD 

OT 
O 
W 
3 

Samples 

I X I Investigative Sample Coltected 

^ H i Investigative and Confirmation Sample Collected 

F" : " ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

Ts" 

4 - 40/48 

8 - 46/48 

1 2 - 35/48 

1 6 - 48/48 

2 0 - 46/48 

24- 28/48 

28- 46/48 

A 

A 

CL 

SP 

CL-SP 

TOPSOIL. 

CLAY, brown. 

as above, black-stained, dry. 

as above, brown. 

GRAVELLY CLAY, brown, moist, 

gravel seam. 

as above, saturated. 

CLAY, grey. 

moisture content decreasing with depth. 

sand seam. 

SAND, brown, pooriy graded, saturated. 

CLAY, gray and SAND, brown mix. 

END OF BORING AT 28' 

3 2 -

0.9 

0.0 

1.3 

1.4 

1.0 

0.5 

0.2 

0.9 

1.0 

0.1 

0.2 

0.2 

0.9 

0.1 

Soil sample collected at 1510. 
EIP-SS092-000-1. 

Soil sample collected at 1513. 
EIP-SS092-006-1. 

Soil sample collected at 1517. 
EIP-SS092-008-1. 

Soil sample collected at 1522. 
EIP-SS092-014-1. 

Soil sampte coltected at 1532. 
EIP-SS092-016-1. 

Soil sampte coltected at 1540. 
EIP-SS092-022-1. 

Soil sampte collected at 1548. 
EIP-SS092-024-1. 



.^BSISMMMSMISBl, 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS093 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-04-06 
12-04-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

23.5' bgs 
Arrow Gear 
2301 Curtiss 
J. Hunter 

CL 
UJ 
Q 

4 -

8 -

1 2 -

1 6 -

20-

2 4 -

28-

3 2 -

> 
DC 
UJ 
> o o 
UJ 
OC 

Samples 

L X ! I Investigative Sample Collected 

H H Investigative and Contirmation Sample Collected 

l ' " ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

RAS 

46/48 

45/48 

48/48 

48/48 

47/48 

38/42 

ASPHALT surface cover and gravel subbase, light 
^gray, trace clay. 

CL 

SW 

SP 

CLAY, black stained. 

as above, moisture content increasing with depth. 
^CLAY, olive, slighUy moist, slightly plastic. 

CLAY, brown,slightly moist, trace gravel. 

0.5" sand seam, some black staining. 

CLAY, gray, slightly moist, trace pebbles. 

SANDY CLAY, gray-brown. 

SAND, brown, well graded, very moist. 

SAND, brown, poorly graded, saturated. 

I 

H 

0.0 

0.0 

0.0 

0.0 

0.3 

0.4 

0.0 

0.0 

0.0 

0.0 

0.0 

0.3 

Soil sample coltected at 
0943. 
EIP-SS093-002-1. 

Soil sample collected at 
0949. 
EIP-SS093-006-1. 

Soil sample collected at 
0959. 
EIP-SS093-010-1. 

Soil sample collected at 
1008. 
EIP-SS093-012-1. 

Soil sample collected at 
1018. 
EIP-SS093-018-1. 

Soil sample collected at 
1032. 
EIP-SS093-022-1. 

END OF BORING AT 23.5' 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 
start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS094 

: 12-04-06 

: 12-04-06 

: Cabeno 

: Geoprobe 

:Grab 

(Pagel o f l ) 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Arrow Gear 

2301 Curtiss 

J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
h-
CL 
UJ 
Q 

> 
rr UJ 
> 
u C) 
UJ 
DC 

in 
o 
in 
3 

Samples 

I X I Investigative Sampte Collected 

^ H Investigative and Confirmation Sample Collected 

f r v ^ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

4 - 39/48 

8 - 47/48 

1 2 - 43/48 

1 6 - 46/48 

2 0 - 48/48 

24- 47/48 

2 8 - 38/48 

24/24 

T S JOPSOIL, black, slighUy moist. 

CL 

GW 

CL 

GW 

CLAY, stiff, sllghUy moist to dry, trace black staining. 

as above, moisture increasing. 

GRAVELLY CLAY, brown. 

CLAY, gray-brown. 

SANDY GFJAVEL, trace day, brown, saturated 

CLAY, gray. 

GRAVELLY CLAY, gray, moist. 

GFJAVEL, gray, well graded, wet. 

0.4 

0.5 

1.1 

0.6 

0.2 

0.4 

0.9 

0.2 

1.1 

0.5 

0.9 

0.1 

0.9 

1.0 

0.4 

Soil sample coltected at 1135. 
EIP-SS094-002-1. 

Soil sample collected at 1139. 
EIP-SS094-004-1. 

Soil sample collected at 1139. 
EIP-SS094-006-1. 

Soil sample collected at 1147. 
EIP-SS094-010-1. 

Soil sample coltected at 1156. 
E1P-SS094-012-1. 

Soil sample collected at 1206. 
EIP-SS094-016-1. 

Soil sample collected at 1217. 
EIP-SS094-020-1. 

Soil sample collected at 1230. 
EIP-SS094-026-1. 

Soil sample collected at 1244. 
EIP-SS094-028-1. 

END OF BORING AT 30' 

3 2 -



..g^BSBMEMSMEa. 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS095 

(Pagel of1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

start Date 

Finish Date 

Driller 
Drilling Method 

Sampl ing Method 

: 12-04-06 

: 12-04-06 

: Cabeno 

: Geoprobe 

: Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

3 1 ' b g s 

Arrow Gear 

2301 Curt iss 

J. Hunter 

X 
I -
CL 
LU 
Q 

> 
DC 
UJ 
> 
o 
o 
UJ 

cr 

w 
o 
ro 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Contirmation Sample Collected 

F'-"'"-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

Q. 
CL 

9 
CL 

REMARKS 

T . T . T 

4 -
38/48 

8 - 42/48 

12- 40/48 

77 

1 6 -
47/48 

2 0 -
47/48 

2 4 -
46/48 

2 8 -
36/48 

0/36 

3 2 -

TS 

CL 

GC 

SW 

CL 

NR 

TOPSOIL. 
CLAY, black, trace brown motUing. 

as above, gravel pieces. 

CLAY, brown, moist. 

GFlfliVELLY CLAY, brown, moist. 

CLAYEY GF?AVEL, brown, well graded, saturated. 

SAND, wel l graded. 

CLAY, gray, slightly moist, highly plastic. 

sand seam, gray. 
SANDY CLAY, gray, wet. 

NO R E C O V E R Y from 28' to 3 1 ' 

0.3 

0.1 

0.1 

0.5 

0.3 

0.6 

1.0 

0.9 

0.0 

0.0 

1.1 

0.4 

0.9 

0.3 

NA 

Soil sample collected at 1418. 
EIP-SS095-000-1. 

Soil sample collected at 1423. 
EIP-SS095-006-1. 

Soil sampte collected at 1432. 
EIP-SS095-010-1. 

Soil sample coltected at 1441. 
EIP-SS095-012-1. 

Soil sample coltected at 1450. 
EIP-SS095-018-1. 

Soil sample collected at 1457. 
EIP-SS095-020-1. 

Soil sample collected at 1504. 
EIP-SS095-024-1. 

No sampte coltected from 28' to 31'. 

END OF BORING AT 31' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS096 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-05-06 
: 12-05-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

26' bgs 
Arrow Gear 
2301 Curtiss 
J. Hunter 

CL 
UJ 
Q 

DC 
Ul > 
o o 
m 
cc 

g 
X 
CL < 
DC 
CD 

OT 
O 
OT 
3 

Samples 

|>xCI Investigative Sampte Collected 

H H Investigative Sample and Confirmation Sample Coltected 

F ' " " ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
OT 

Q. 
CL 

9 
CL 

REMARKS 

^ni AS 

4 - 40/48 

8 - 48/48 

1 2 - 41/48 

1 6 - 4848 

2 0 - 48/48 

2 4 - 48/48 

24/24 7 / / 

CL 

/ GW-CL 

CL 

ASPHALT surface cover and gravel subbase, light gray, 
well graded, loose, dry. 

CLAY, olive, stiff, dry. 
as above, black staining. 

as above, slighUy moist 

GRAVELLY CLAY, brown, slightty moist. 

as above, moisture content Increasing. 

SILTY CLAY, brown, moist, trace sand. 

GRAVEL and CLAY, brown, saturated, trace sand. 

CLAY, gray. 

I 

I 

I 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

1.3 

0.0 

0.0 

0.0 

1.4 

1.1 

Soil sample collected at 0847. 
EIP-SS096-002-1. 

Soil sample and duplicate collected at 0857. 
EIP-SS096-006-1 and EIP-SS096-006-2. 

Soil sample collected at 0904. 
EIP-SS096-010-1. 

Soil sampte coltected at 0920. 
EIP-SS096-014-1. 

Soil sample collected at 0935. 
EIP-SS096-018-1. 

Soil sample collected at 0949. 
EIP-SS096-022-1. 

END OF BORING AT 26' 

2 8 -

3 2 -



.tO^nsMMMEEaa, 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS097 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-05-06 
: 12-05-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

25' bgs 
Arrow Gear 
2301 Curtiss 
J. Hunter 

CL 
UJ 
Q 

> 
DC 
UJ > 
o 
o 
LU 
DC 

in 
O 
OT 
3 

Samples 

I X ; i Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F " " : i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

4 -
44/48 

8 -
47/48 

1 2 - 43/48 

1 6 -
38/48 

2 0 -
44/48 

2 4 -
47/48 

12/12 

TS 

CL GRAVELLY CLAY. 
^CLAY, olive. 

CL-OL 

CL 

SP 

TOPSOIL. 

CLAY/ORGANIC SOIL, black stained, slightty moist 

CLAY, brown, slightly moist, sllghUy plastic. 

GRAVELLY CLAY, brown, slightty moist. 

as above, trace sand. 

as above, moist to very moist. 

CLAY, gray, moist trace gravel. 

SAND, gray, pooriy graded, moist. 

0.1 

0.2 

0.0 

0.0 

0.0 

0.0 

0.0 

0.4 

0.0 

0.0 

0.0 

0.0 

0.1 

Soil sample collected at 1145. 
EIP-SS097-002-1. 

Soil sample and duplicate coltected at 1155. 
EIP-SS097-004-1 and EIP-SS097-004-2. 

Soil sample collected at 1201. 
EIP-SS097-010-1. 

Soil sample collected at 1208. 
E1P-SS097-014-1. 

Soil sample collected at 1223. 
EIP-SS097-016-1. 

Soil sample coltected at 1238. 
EIP-SS097-022-1. 

Soil sample collected at 1256. 
EIP-SS097-024-1. 

END O F BORING A T 25' 

2 8 -

3 2 -



IHI^H&M^SBIIOIESISB. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS098 

: 12-05-06 

: 12-05-06 

: Cabeno 

: Geoprobe 

:Grab 

(Pagel of1) 

Total Depth 

Location 

WESTON Geologist 

27.5' bgs 

Arrow Gear 

2301 Curtiss 

J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
I -
CL 
UJ 
Q 

> • 

CC 
UJ 
> 
o 
o 
UJ 

cc 

in 
o 
w 
3 

Samples 

I I X J Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F"">1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

IH: 

47/48 

8 - 46/48 

12- 42/48 

1 6 - 33/48 

2 0 - 31/48 

2 4 - 48/48 

42/42 

GW 
OL i^GF^VEL, light gray, well graded, dry. 

^ORGANIC SOIL, stiff, dry. 

CL 

CL 

GW 

CL 

TOPSOIL. 

SILTY CLAY, gray with brown motUing. 

GF^VELLY CLAY, dark brown, some reddish brown 
motUing, slightly moist to moist trace sand. 

as above, sand content increasing and color lightening 
with depth. 

GRAVEL, well graded, dry, trace clay. 

CLAY, gray, slightly moist, slightly plastic, trace round 
pebbles. 

sand seams, light gray, poorly graded, slightly moist 

I 

0.5 

0.9 

0.7 

0.3 

0.5 

0.6 

0.9 

0.8 

0.8 

0.8 

0.9 

0.6 

1.1 

0.6 

Soil sample collected at 1449. 
EIP-SS098-002-1. 

Soil sample coltected at 1458. 
EIP-SS098-004-1. 

Soil sample collected at 1505. 
EIP-SS098-010-1. 

Soil sampte and duplicate collected at 1513. 
EIP-SS098-012-1 and EIP-SS098-012-2. 

Soil sample collected at 1519. 
EIP-SS098-018-1. 

Soil sample collected at 1532. 
EIP-SS098-022-1. 

Soil sample collected at 1554. 
EIP-SS098-024-1. 

2 8 -

32-

END OF BORING AT 27.5' 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS099 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

12-06-06 

12-06-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

26' bgs 

Arrow Gear 

2301 Curtiss 

J. Hunter 

X 
I-
Q. 
UJ 
Q 

>-
a: 
m > 
O o 
UJ 
cc 

in 
o 
ro 
3 

Samples 

l>xC I Investigative Sampte Collected 

l ^ ^ l Investigative and Confirmation Sample Collected 

F " " ' ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
ro 

E 
CL 
CL 

9 
CL 

REMARKS 

48/48 

8 -
48/48 

1 2 -
48/48 

1 6 -
48/48 

2 0 -
48/48 

2 4 -
48/48 

24/24 

T y 

2 8 -

32 -

TS 

CL 

GW 

CL 

TOPSOIL, black, slightly moist, sllghUy plastic. 

CLAY, brown, stiff, dry, trace gravel, trace sand. 

as above, green. 

as above, moisture content increasing. 

GFIAVEL, light gray, well graded, dry. 

CLAY, gray, sllghUy moist to moist, trace round pebbles. 

I 
I 

0.0 

0.2 

0.2 

0.6 

3.9 

4.2 

0.7 

1.0 

1.2 

0.7 

0.8 

1.1 

0.7 

Soil sampte collected at 0824. 
EIP-SS099-002-1. 

Soil sample collected at 0841. 
EIP-SS099-006-1. 

Soil sample and duplicate collected at 0851. 
EIP-SS099-010-1 and EIP-SS099-010-2. 

Soil sample collected at 0858. 
EIP-SS099-014-1. 

Soil sampte collected at 0910. 
EIP-SS099-016-1. 

Soil sample coltected at 0923. 
EIP-SS099-022-1. 

Soil sample coltected at 0937. 
EIP-SS099-024-1. 

END O F BORING A T 26' 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS100 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

12-06-06 

12-06-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

24' bgs 

Arrow Gear 

2301 Curtiss 

J. Hunter 

CL 
LU 
Q 

> 
DC 
UJ 
> 
o 
o 
UJ 

cc 

g 
X 
CL 

CD 

ro 
o 
ro 
3 

Samples 

I X ^ I Investigative Sample Collected 

^ H i Investigative and Confirmation Sampte Collected 

F::.'-"1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

E 
CL 
CL 

9 
CL 

REMARKS 

4 -

8 -

1 2 -

1 6 -

2 0 -

24-

36/48 

48/48 

47/48 

35/48 

42/48 

34/48 

TS 
=sez 
CL \^GFIAVEL, light gray, poorly graded, loose, slighUy moist, j 

^CLAY, brown, stiff. 

OL 

CL 

SW 

TOPSOIL, black, slighUy moist. 

ORGANIC SOIL, stiff, dry. 

as above, trace roots. 

gradually transitioning to brown clay. 

CLAY, brown 

as above, moisture and sand content increasing. 

SANDY CLAY, brown, wet. 

SAND, brown, well graded, fine grained, some clay 
layers. 

as above, saturated. 

I 

0.0 

0.0 

0.2 

0.4 

0.2 

0.3 

0.0 

0.0 

0.7 

0.2 

0.5 

0.6 

Soil sample collected at 1430. 
EIP-SS100-002-1. 

Soil sampte collected at 1434. 
EIP-SS100-006-1. MS/MSD confirmation 
sampte collected. 

Soil sample collected at 1445. 
EIP-SS100-010-1. 

Soil sample and duplicate collected at 1453. 
EIP-SS100-014-1 and EIP-SS100-014-2. 

Soil sample collected at 1504. 
EIP-SS100-016-1. 

Soil sample coltected at 1504. 
EIP-SS100-018-1. 

Soil sample collected at 1515. 
EIP-SS100-022-1. 

2 8 -

3 2 -

END OF BORING AT 24' 



.^BMBMMEMISB. 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS101 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-06-06 
12-06-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Arrow Gear 
2301 Curtiss 
J. Hunter 

^7-

X 
1 -
n. 
UJ 
Q 

> 
rr 
m 
> 
u 
0 
m 
cc 

in 
o 
OT 
3 

Samples 

[ X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F-"- ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
CL 3 
9 
Q. 

REMARKS 

:IS= 

34/48 

8 -
48/48 

1 2 -
39/48 

1 6 -
35/48 

2 0 -
34/48 

2 4 -
48/48 

^TOPSOIL. 
CL 

OL 

CL 

CLAY, brown, stiff, dry, trace gravel. 

ORGANIC SOIL, black, sllghUy moist, silty. 

as above, gradually transitioning into brown clay, stiff, 
slightiy moist, trace gravel 

CLAY, brown, stiff, slightly moist, trace gravel. 

SANDY CLAY, brown, red-brown mottling, trace gravel. 

as above, very moist. 

CLAY, gray, slightly moist, slightly plastic, trace round 
pebbles. 

as above, trace sand seam, gray, slightly moist. 

0.0 

0.0 

1.1 

0.8 

0.6 

0.6 

1.1 

1.5 

0.5 

0.0 

0.0 

0.0 

Soil sample collected at 1315. 
EIP-SS101-002-1. 

Soil sample collected at 1321. 
EIP-SS101-004-1. 

Soil sample collected at 1321. 
EIP-SS101-006-1. Duplicate confirmation 
sample collected. 

Soil sample collected at 1331. 
EIP-SS101-010-1. 

Soil sample and duplicate collected at 1337. 
EIP-SS101-014-1 and EIP-SS101-014-2. 

Soli sample collected at 1343. 
E1P-SS101-016-1. 

Soil sample coltected at 1353. 
EIP-SS101-020-1. 

END O F BORING A T 24' 

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS102 
(Pagel o f l ) 

U.S, EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 12-06-06 

: 12-06-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

28' bgs 
Arrow Gear 
2301 Curtiss 

CL 
UJ 
Q 

4 -

1 2 -

1 6 -

2 0 -

2 4 -

28-

3 2 -

> 
CC 
UJ 
> 
O 
o 
UJ 
DC 

Samples 

1 X 1 Investigative Sampte Collected 

I H l Investigative and Confirmation Sample Collected 

\ : i - : : ; \ investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

Temp MW 

20/48 

48/48 

48/48 

48/48 

46/48 

42/48 

19/48 

3 S 
CL JOPSOIL. 

^CLAY, brown, stiff, dry, trace gravel. 

OL 

CL 

ORGANIC SOIL, black, slightty moist. 

CLAY, olive-gray, slightly moist, moisture increasing 
with depth. 

GRAVELLY CLAY, brown, very moist, 

as above, saturated. 

CLAY, gray. 

sand seam, gray, pooriy graded, very moist. 

0.0 

0.0 

0.2 

0.8 

0.0 

0.1 

0.3 

0.0 

0.0 

0.1 

0.0 

0.1 

0.5 

Soil sample coltected at 
1103. 
EIP-SS102-002-1. 

Soil sample collected at 
1109. 
EIP-SS102-006-1. 

Soil sample and 
duplicate collected at 
1116. EIP-SS102-010-1 
andEIP-SS102-010-2. 
Soil sample collected at 
1125. 
E1P-SS102-012-1. 
Soil sample collected at 
1125. 
EIP-SS102-014-1. 

Soil sample coltected at 
1145. 
EIP-SS102-018-1. 

Soil sample collected at 
1153. 
EIP-SS102-022-1. 

Soil sample collected at 
1207. 
EIP-SS102-024-1. 

END OF BORING AT 28' 

- 1 " PVC Riser 

-0.010" Slot Screen 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS103 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-06-06 
12-06-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

21'bgs 
Rexnord 
2324 Curtiss 
T. Sundquist 

CL 
UJ 
Q 

> 
DC 
UJ > 
o 
o 
UJ 
DC 

in 
o 
OT 
3 

Samples 

L X I ] Investigative Sampte Collected 

^ H i Investigative and Confirmation Sample Collected 

F" ' - ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
I I I 
_ l 
n 

OT 

„—., 

fc CL 
D-

Q 
CL 

REMARKS 

' 1 5 AS 

4 -
40/48 

8 -
48/48 

1 2 -
48/48 

1 6 -
48/48 

2 0 -
48/48 

12/12 

e ^ 

CL 

SC 

CL 

NR 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark brown/olive, medium consistency, 
crumbly, dry, some pebbles and sand. 

SILTY CLAY, gray/brown, soft, slighUy moist, few 
pebbles. 

SILTY CLAY, gray, medium consistency, sllghUy moist to 
dry, some pebbles. 

CLAYEY SAND, red/brown, coarse grained, sllghUy 
moist. 

SANDY CLAY, brown, soft, slighUy moist 
V SILTY CLAY, gray, soft, slighUy moist. 

SLOUGH from 20'to 21' 

0.4 

0.6 

0.9 

0.8 

0.8 

1.2 

0.6 

0.6 

1.0 

1.2 

NR 

Soil sample collected at 0839. 
EIP-SS103-002-1. 

Soil sample collected at 0845. 
EIP-SS103-004-1. 

Soil sample collected at 0845. 
EIP-SS103-006-1. 

Soil sample collected at 0852. 
EIP-SS103-010-1. 

Soil sample collected at 0904. 
EIP-SS103-014-1. 

Soil sample collected at 0920. 
EIP-SS103-018-1. 

END O F BORING A T 2 1 ' 

2 4 -

2 8 -

3 2 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS104 

(Page 1 of 1) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-06-06 
12-06-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

31'bgs 
Rexnord 
2324 Curtiss 
T. Sundquist 

X 
I-
CL 
UJ 
Q 

>-
CC 
UJ 
> 
o 
o 
UJ 
DC 

in 
o 
OT 
3 

Samples 

I X I Investigative 

I H l Investigative 

F"': ' l Investigative 

Sample Collected 

and Confirmation Sample Coltected 

with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
OT 

E 
CL 

3 

9 
CL 

REMARKS 

Q 

i AS 

48/48 

8 - 40/48 

1 2 - 39/48 

16- 48/48 

2 0 - 48/48 

2 4 - 48/48 

2 8 - 48/48 

36/36 

SILTY CLAY, dark 
*^as above, brown. 

CL 

GW 

CL 

ASPHALT surface cover and subbase. 

gray/olive, stiff, dry, trace pebbles, 
medium consistency, trace sand. 

as above, red/brown, slighUy moist, some pebbles, 

as above, brown, crumbly, pebbles absent. 

SILTY CLAY, gray/brown, medium consistency, dry, 
few pebbles trace sand. 

as above, gray. 

as above, medium to soft. 

as above, soft. 

GFIAVEL/SAND, brown, coarse, dry, some 
^pebbles/cobbles. 

SILTY CLAY, brown/gray, dry, some pebbles, trace 
sand, 

^as above, gray. 

I 
I 

1.4 

1.6 

1.2 

2.1 

0.7 

0.9 

1.7 

1.4 

1.9 

2.0 

2.0 

1.6 

0.5 

0.8 

1.0 

Soil sample collected at 1051. 
EIP-SS104-002-1. 

Soil sample collected at 1057. 
EIP-SS104-006-1. 

Soil sampte collected at 1105. 
EIP-SS104-010-1. 

Soil sample collected at 1116. 
EIP-SS104-012-1. 

Soil sample collected at 1116. 
EIP-SS104-014-1. 

Soil sample collected at 1143. 
EIP-SS104-018-1. 

Soil sampte coltected at 1203. 
EIP-SS104-020-1. 

Soil sample collected at 1220. 
EIP-SS104-026-1. 

Soil sample collected at 1235. 
EIP-SS104-028-1. 

END OF BORING AT 31' 
3 2 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS105 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-06-06 
12-06-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

23' bgs 
Rexnord 
2324 Curtiss 
T. Sundquist 

CL 
UJ a 

> 
DC 
UJ > o o 
UJ 
DC 

O 

OT 
O 
ro 
3 

Samples 

I X n Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F'" ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

:i AS 

4 -
41/48 

8 - 46/48 

12- 48/48 

1 6 - 14/48 

2 0 - 48/48 

33/36 

CL 

NR 

CL 

GW 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark brown, stiff, dry, some pebbles, 
trace sand. 

as above, brown/gray, medium consistency. 

SILTY CLAY, gray. 

as above, medium to soft, dry, some pebbles, trace 
sand. 

SILTY CLAY, brown, dry, crumbly, some sand/gravel. 

NO RECOVERY from 14' to 16'. 

SILTY CLAY, gray, medium to soft, dry, trace 
sand/pebbles. 

GFIAVEL/PEBBLES/SAND, light brown/cream, coarse 
grained, dry. 

I 
X 

I 
I 

NR 

0.1 

0.4 

0.2 

0.4 

0.8 

0.7 

NR 

0.4 

0.5 

0.5 

Soil sample collected at 1421. 
EIP-SS105-002-1. 

Soil sample collected at 1427. 
EIP-SS105-004-1. 

Soil sample collected at 1427. 
EIP-SS105-006-1. 

Soil sample collected at 1435. 
EIP-SS105-010-1. 

Soil sample collected at 1442. 
EIP-SS105-012-1. 

Soil sample coltected at 1455. 
EIP-SS 105-018-1. 

Soil sampte collected at 1509. 
EIP-SS105-020-1. 

END OF BORING AT 23' 
2 4 -

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS106 

(Pagel of1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-07-06 
12-07-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 

Location 

W E S T O N Geologist 

27.5' bgs 

Rexnord 

2324 Curtiss 

T. Sundquist 

X 
I -
Q. 
UJ 
Q 

> 
DC 
LU 
> 
o 
o 
UJ 
DC 

O 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

I . X I Investigative Sample Collected 

^ H Investigative and Confirmation Sample Collected 

fTriTi] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

CL 
CL 

9 
Q. 

REMARKS 

:ni AS 

4 - 40/48 

VZ 

8 - 28/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 32/48 

34/42 

CL 

NR 

SC 

SP 

CL V: 

GW 

CL 

GW 

NR 

GW 

NR 

GW 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark gray/brown, soft, dry. 

SANDY CLAY, red/brown, coarse, soft, slightty moist, 
crumbly, some pebbles. 

NO RECOVERY/SLOUGH from 4' to 6'. 

CLAYEY SAND with gravel, coarse grained, moist, 
cobbles, pebbles. 

SAND, brown, poorly graded, fine grained, wet 

SILTY CLAY, gray, medium consistency, dry, some 
pebbles. 
as above, gray/brown. 

SAND/GRAVEL, brown, coarse grained. 

SILTY CLAY, gray/brown, medium consistency, dry, 
some pebbles. 

GF5AVEL/R0CK/SAND, cream/light brown, coarse 
grained, dry, pebbles, cobbles. 

NO RECOVERY/SLOUGH from 20' to 22.5'. 

GFJAVEL/ROCK/SAND, cream/light brown, coarse 
grained, dry, pebbles, cobbles. 

NO RECOVERY/SLOUGH from 24' to 26.25'. 

GFIAVEL/ROCK/SAND, cream/light brown, coarse 
grained, dry, pebbles, cobbles. 

28- END OF BORING AT 27.5' 

3 2 -

I 
0.5 

0.9 

NR 

0.7 

0.3 

0.4 

0.4 

0.6 

0.7 

0.4 

NR 

0.3 

NR 

0.2 

Soil sample collected at 0750. 
EIP-SS106-002-1. 

Soil sample collected at 0756. 
E1P-SS106-006-1. 

Soil sampte collected at 0805. 
EIP-SS106-010-1. 

Soil sample collected at 0817. 
EIP-SS106-014-1. Duplicate confirmation 
sample collected. 

Soil sampte collected at 0834. 
EIP-SS106-016-1. 

Soil sample coltected at 0845. 
EIP-SS 106-022-1. 

Soil sample collected at 0901. 
EIP-SS106-026-1. 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS107 

(Page l o f l ) 

: 12-07-06 
: 12-07-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

27.5' bgs 
Rexnord 
2324 Curtiss 
T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
I-
CL 
UJ 
Q 

> 
DC 
LU > o o 
UJ 
DC 

in 
o 
OT 
3 

Samples 

I X T I investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F''''-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

38/48 

8 - 48/48 

^ . 

1 2 - 40/48 

1 6 - 30/48 

2 0 -
21/48 

2 4 - 15/48 

42/42 

GW-SW^L 

/ 

•A 

TS 

CL 
SILTY CLAY, dark gray/brown, medium consistency, 
dry, trace sand. 

^ 3 " slag, black, odor. 

CL 

SC 

CL 

SC 

NR 

SC 

NR 

CL 

GF5ASS surface cover and ORGANIC SOIL, black, soft 
slightly moist, crumbly, trace roofs and sand. 

GFRAVEL/SAND, gray, coarse grained, dry, some clay 
^and pebbles. 

SILTY CLAY, dark brown/gray, soft, moist. 
as above, turning to medium brown, some pebbles, 
trace sand. 

CLAYEY SAND, brown, coarse grained, wet crumbly, 
some gravel. 

SANDY CLAY. 

CLAYEY SAND, brown, coarse grained, wet, some 
gravel, few pebbles. 
as above, moisture content decreasing with depth. 

poorty graded sand seam, brown, fine grained, moist, 
^crumbly. 

NO RECOVERY from 16' to 18'. 

CLAYEY SAND, brown, coarse grained, moist, some 
gravel, few pebbles. 

NO RECOVERY from 20' to 22.75'. 

SILTY CLAY, gray, medium consistency, dry, few 
pebbles, 

^ a s above, soft to medium, wet. 

0.8 

1.5 

0.9 

0.8 

1.5 

1.4 

1.8 

1.4 

NR 

0.7 

NR 

1.5 

1.1 

Soil sample collected at 1007. 
EIP-SS107-002-1. 

Soil sample collected at 1015. 
EIP-SS107-004-1. 

Soil sample collected at 1015. 
EIP-SS107-006-1. 

Soil sample collected at 1024. 
EIP-SS107-008-1. 

Soil sampte collected at 1024. 
EIP-SS107-010-1. 

Soil sampte coltected at 1032. 
EIP-SS107-012-1. 

Soil sampte collected at 1032. 
E1P-SS107-014-1. 

Soil sample collected at 1046. 
E1P-SS107-018-1. 

Soil sample collected at 1102. 
EIP-SS107-022-1. 

Soil sample collected at 1118. 
EIP-SS107-024-1. 

2 8 - END OF BORING AT 27.5' 

3 2 -



Restoring Resource Efficiency 

LOG OF BORING EIP-SS108A 

(Pagel of l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, 1 linois 

Start Date 

Finish Date 

Dril ler 

Drill ing Method 

Sampl ing Method 

12-07-06 

12-07-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

8 ' b g s 

Rexnord 

2324 Curtiss 

T. Sundquist 

X 
h-
Q. 
UJ 
Q 

> 
CC 
UJ 
> 
O 
o 
LU 
DC 

in 
o 
OT 
3 

Samples 

I ^ X I Investigative Sample Collected 

I H Investigative Sample and Confirmation Sample Collected 

F":^:i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
OT 

E 
CL 

3 
9 

REMARKS 

: i s i 

4 -

1 2 -

16-

2 0 -

2 4 -

2 8 -

3 2 -

45/48 

•AZ 

CL 

SILTY CLAY, brown, stiff, dry, some pebbles, trace 
sand. 

^as above, dark brown, medium consistency, few 
pebbles. 

GW 

GF^SS surface cover. 

SANDY GFIAVEL, dark brown, dry, crumbly, some 
pebbles, lltUe clay. 

as above, medium brown. 

0.7 

1.1 

1.4 

0.4 

*0-4' sleeve frozen in barrel. Soil tapped out 
onto plastic sheeting. Unknown recovery. 

Soil sample collected at 1246. 
EIP-SS108A-002-1. 

Soil sampte collected at 1301. 
EIP-SS108A-004-1. 

Soil sample collected at 1301. 
EIP-SS108A-006-1. Duplicate confirmation 
sampte collected. 

END OF BORING AT 8' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS108B 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-07-06 
: 12-07-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

21.5'bgs 
Rexnord 
2324 Curtiss 
T. Sundquist 

X 
h-
CL 
UJ 
Q 

>-
DC 
m > 
O 
o 
UJ 
DC 

in o 
OT 
3 

Samples 

1 X 1 Investigative Sample Collected 

^ ^ 1 Investigative Sample and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
REMARKS 

4 - 46/48 

8 - 21/48 

1 2 -
38/48 

1 6 - 40/48 

2 0 - 46/48 

TS 

CL 

NR 

GW 

SW-ML 

CL 

SW 

GRASS surface cover and ORGANIC SOIL, dark brown, 
soft, sllghUy moist, crumbly, roots, trace sand. 

SLAG, black, odor. 

SILTY CLAY, medium brown, medium consistency, dry, 
some pebbles. 

NO RECOVERY from 4' to 5.75'. 

GFJAVEL/SAND, dark brown/black, coarse grained, dry, 
crumbly, some pebbles, little clay. 

SAND/SILT, red/brown, fine grained, moist, crumbly, 
some gravel/pebbles intermixed. 

SILTY CLAY, red/brown, medium to soft, moist, some 
pebbles. 
as above, transitioning to olive/gray. 

2" crushed rock, gray. 
^SILTY CLAY, gray, medium consistency, slighUy moist 
some cobbles, few pebbles, 

^ a s above, medium to soft. 

1" sand seam, gray, fine grained, moist. 

GFIAVELLY SAND with day, gray, wet 

1.3 

1.1 

NR 

0.7 

0.9 

0.8 

1.5 

1.6 

0.9 

1.1 

0.7 

Soil sampte coltected at 1323. 
EIP-SS108B-000-1. 

Soil sampte coltected at 1328. 
EIP-SS108B-006-1. 

Soil sample collected at 1334. 
EIP-SS108A-008-1. 

Soil sampte and duplicate collected at 1342. 
EIP-SS108B-014-1 and EIP-SS108B-014-2. 

Soil sample collected at 1357. 
EIP-SS108B-018-1. 

Soil sample collected at 1415. 
EIP-SS108B-020-1. 

END OF BORING AT 21.5' 

2 4 -

2 8 -

3 2 -



Res to r ing R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS109 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-08-06 
: 12-08-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

20' bgs 
Rexnord 
2324 Curtiss 
T. Sundquist 

C. 

T 
H 
CL 
m Q 

>-
cc 
LU 
> 
C) 
o m 
DC 

in 
o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Contirmation Sample Collected 

f:r,::] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

4 - 43/48 

48/48 

1 2 - 44/48 

1 6 - 20/48 

20- 21/48 / / 

TS I GF^SS surface cover. 

CL 

NR 

CL 

CL 

SILTY CLAY, dark brown, medium to soft, slightiy moist 
some sand. 
2" slag. 
•as above, medium brown, few pebbles, trace sand. 

as above, light brown. 

SANDY CLAY, light red/brown, soft, moist, crumbty, 
some sift, few pebbles. 

SILTT CLAY, light brown, soft, moist crumbty, some 
sand, trace pebbles. 

SILTY CLAY with sand, medium brown, soft, moist, 
trace pebbles. 

NO RECOVERY from 12' to 14.25'. 

SILTY CLAY, gray, medium consistency, slighUy moist, 
trace pebbles. 

NO RECOVERY from 16' to 18'. 

SILTY CLAY, gray, soft, moist. 

0.8 

0.7 

0.6 

0.7 

0.5 

0.7 

NR 

0.6 

NR 

0.2 

Soil sample coltected at 0740. 
EIP-SS109-000-1. 

Soil sampte collected at 0744. 
EIP-SS109-006-1. 

Soil sample collected at 0750. 
EIP-SS109-010-1. 

Soil sample collected at 0758. 
EIP-SS109-014-1. 

Soil sampte collected at 0812. 
EIP-SS109-018-1. 

END OF BORING AT 20' 

2 4 -

2 8 -

3 2 -



.^BSIMBEMSSEB, 
Restoring Resource Eff iciency 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG 

: 11-27-06 
: 11-27-06 
: Cabeno 
: Geoprobe 
: Grab 

OF BORING EIP-SS110 

(Pagel of1) 

Total Depth 
Location 

WESTON Geologist 

23.5' bgs 
Tricon 
5400 Janes 
T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
H 
CL 
UJ 
O 

>-
DC 
UJ > 
o 
o 
LU 
CC 

m 
O 
ro 

Samples 

l^><CI Investigative Sample Coltected 

1 ^ 1 Investigative and Confirmation Sampte Collected 

F->"''1 Invetigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

E 
CL 
Q . 

9 
D. 

REMARKS 

1 AS 

46/48 

8 -
48/48 

12-
48/48 

1 6 -
48/48 

20-
48/48 

42/42 

/, 
CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, olive green, very stiff, dry, some pebbles. 

as above, brown. 

as above, olive gray, medium to soft, trace pebbles. 

as above, gray, dry, medium consistency, some pebbles. 

SILTY CLAY, olive gray, medium to soft, moist trace 
pebbles. 

as above, gray. 

NR 

0.0 

0.1 

0.0 

0.2 

0.1 

0.1 

0.1 

0.6 

0.6 

0.3 

0.2 

Soil sample collected at 1457. 
EIP-SS110-002-1. 

Soil sample collected at 1502. 
EIP-SS110-004-1. 

Soil sample collected at 1512. 
E1P-SS110-008-1. 

Soil sample collected at 1522. 
EIP-SS110-014-1. 

Soil sample coltected at 1537. 
EIP-SS110-018-1. 

Soil sample collected at 1553. 
EIP-SS110-020-1. 

24- END OF BORING AT 23.5' 

28 -

32 -



^jssM^a 
S O L U T I O N S 

Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS111 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-28-06 

: 11-28-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

27' bgs 

Tricon 

5400 Janes 

T. Sundquist 

0. 
LU 
Q 

>-
DC 
UJ 
> 
o 
o 
UJ 
CC CD 

w 
o 
ro 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F" ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
0. 

REMARKS 

AS 

44/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

20- 48/48 

2 4 - 35/48 

36/36 

CL 

NR 

CL 

SW 

CL 

SP 

ASPHALT surface cover and subbase. 

ORGANIC SOIL, black, soft, slighUy moist crumbly, roots, 
trace sand. 

SILTY CLAY, green/brown/gray, very stiff, dry, trace 
pebbles. 

as above, gray/brown. 

as above, few pebbles. 

SILTY CLAY, gray, very stiff, wet. 

NO RECOVERY/SLOUGH from 20' to 22'. 

SILTY CLAY, gray, medium consistency, wet, some 
sand. 

^GFIAVELLY SAND, gray, coarse grained, wet 

^SILTY CLAY, gray, very stiff, moist, few pebbles. 

SAND, gray, medium grained, moist. 
^as above, coarse grained. 
'-as above, fine grained, turning to sandy clay at 26.75'. M 

NR 

0.3 

0.0 

0.0 

0.1 

0.0 

0.1 

0.0 

0.1 

0.1 

NR 

0.2 

0.1 

0.3 

Soil sample collected at 0738. 
EIP-SS111-002-1. Duplicate confirmation 
sampte collected. 

Soil sample collected at 0743. 
EIP-SS111-004-1. 

Soil sample and duplicate collected at 0752. 
EIP-SS111-008-1 and EIP-SS111-008-2. 

Soil sample and duplicate collected at 0804. 
EIP-SS111-012-1 and E1P-SS111-012-2. 

Soil sampte coltected at 0822. 
EIP-SS111-018-1. 

Soil sample coltected at 0839. 
EIP-SS111-022-1. 

Soil sample coltected at 0903. 
EIP-SS111-026-1. 

END OF BORING AT 27' 
2 8 -

32-



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS112 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-28-06 
: 11-28-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth : 23.5' bgs 
Location : Tricon 

: 5400 Janes 
WESTON Geologist : T. Sundquist 

X 
I -
CL 
UJ 
Q 

> 
CC 
UJ 
> 
o o 
UJ 
oc 

o 

in o 
OT 
3 

Samples 

I X ! I Investigative Sample Collected 

^ I H Investigative and Confrimation Sample Collected 

F":::i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

AS 

4 - 40/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

42/42 

OL 

CL 

ASPHALT surface cover and subbase. 

ORGANIC SOIL, black, soft, dry, crumbly, roots. 

SILTY CLAY, olive gray/brown, very stiff, dry, few 
pebbles. 

as above, brown/green. 

as above, gray, moist 

E 

NR 

0.2 

0.0 

0.0 

0.0 

0.0 

0.1 

0.1 

0.2 

0.2 

0.0 

0.1 

Soil sampte collected at 0958. 
EIP-SS 112-002-1. 

Soil sampte collected at 1004. 
EIP-SS112-004-1. 

Soil sample collected at 1011. 
E1P-SS112-010-1. 

Soil sample collected at 1021. 
EIP-SS112-014-1. 

Soil sample coltected at 1035. 
EIP-SS112-018-1. 

Soil sample coltected at 1050. 
EIP-SS112-022-1. 

2 4 - END OF BORING AT 23.5' 

2 8 -

3 2 -



I H I H H ^ - a - f l T i i l ' l f t l 
rSestorIng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS113 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 11-28-06 
: 11-28-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

26.5' bgs 
Tricon 
5400 Janes 
T. Sundquist 

X 
I -
CL 
UJ 
Q 

> 
DC 
LU > 
o 
o 
LU 
DC 

in 
o 
w 
3 

Samples 

\ ' X i \ Investigative Sample Collected 

^ H i Investigative and Confirmation Sampte Coltected 

F"^:'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
I I I 
_ j 

n 

OT 

.̂-̂  
F 
CL 
Q. 

Q 
CL 

REMARKS 

: ^ 

4 - 41/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 41/48 

AS 

CL 

SILTY CLAY, brown/green/gray, very stiff, sllghUy moist, 
l^trace pebbles. 
^-SANDY CLAY, brown, coarse grained. 
^SILTY CLAY, brown/gray, very stiff, slightly moist 
^as above, brown, trace pebbles. 

as above, gray. 

as above, medium to stiff, some pebbles. 

SP 

GW 

CL 

NR 

ASPHALT surface cover and subbase. 

SAND, gray, coarse grained, dry. 
' ^as above, some clay Intermixed 

SILTY CLAY, gray, stiff, moist, trace pebbles. 

GfRAVEL/SAND, gray, coarse grained, moist some clay. 

SILTY CLAY, gray, stiff, moist, some pebbles, 
transitioning to olive gray, less pebbles with depth. 

No Recovery/Slough from 20' to 21.75'. 

SILTY CLAY, gray, medium consistency, wet, some 
pebbles. 

SLOUGH from 24' to 26.5'. 

0.0 

0.0 

0.0 

0.0 

0.1 

0.1 

0.1 

0.0 

0.0 

0.2 

NR 

0.0 

NR 

Soil sampte collected at 1156. 
EIP-SS113-002-1. 

Soil sample collected at 1201. 
EIP-SS 113-006-1. 

Soil sample coltected at 1210. 
EIP-SS113-010-1. 

Soil sample collected at 1228. 
EIP-SS113-012-1. 

Soil sample collected at 1241. 
E1P-SS113-018-1. 

Soil sampte collected at 1256. 
EIP-SS113-022-1. 

No sample collected from 24' to 26.5'. 

2 8 -

32-

END OF BORING AT 26.5' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS114A 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 11-28-06 

: 11-28-06 

: Cabeno 

: Geoprobe 

: Grab 

Total Depth 

Location 

WESTON Geologist 

10'bgs 

Tricon 

5400 Janes 

T. Sundquist 

CL 
UJ 
Q 

> 
CC 
UJ 

> 
O 
o 
LU 
CC 

m 
o 
OT 
3 

Samples 

\ZXZ.\ Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F""- l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
Q. 

REMARKS 

AS 

4 - 46/48 

8 - 48/48 

24/24 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, medium consistency, dry, crumbly, 
few pebbles. 

as above, stiff. 

SILTY CLAY with gravel, brown, moist. 
SILTY CLAY, brown, very stiff, slightly moist, few 
pebbles. 

as above, gray. 

0.0 

0.0 

0.0 

0.0 

0.1 

Soil sample collected at 1432. 
EIP-SS114A-002-1. 

Soil sample and duplicate collected at 1437. 
EIP-SS114A-006-1andEIP-SS114B-006-2. 

Soil sampte collected at 1445. 
EIP-SS114A-008-1. 

END OF BORING AT 10' 

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS114B 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

11-28-06 

11-28-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Tricon 

5400 Janes 

T. Sundquist 

X 
f-
CL 
UJ 
Q 

> 
DC 
LU > 
o o 
UJ 
DC 

O 
X 
CL 

CD 

ro 
o 
ro 
3 

Samples 

r X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F: : : "1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
LU 
_ l 
Q. < 
W 

E 
CL 
CL 

9 
Q. 

REMARKS 

I 
4 - 42/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

20- 48/48 

2 4 - 48/48 

28- 36/48 

24/24 

AS 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, very stiff, dry, few pebbles. 

as above, gray. 

SILTY CLAY with gravel, brown, wet 

SILTY CLAY, gray/brown, medium consistency, moist, 
few pebbles, 
as above, stiff. 

as above, gray, sllghUy moist. 

as above, medium consistency, wet. 

as above, gravel Intermixed. 
SILTY CLAY, gray, medium consistency, moist, trace 
pebbles. 

as above, medium to soft, wet. 

as above, stiff, moist. 

SILTY CLAY, gray, soft, wet. 

as above, very stiff, moist, trace pebbles. 

SILTY CLAY, gray, very soft, wet. 

I 
0.0 

0.0 

0.0 

0.0 

0.0 

0.1 

0.2 

0.1 

0.1 

0.0 

0.5 

0.1 

0.4 

0.3 

0.6 

Soil sample collected at 1451. 
EIP-SS114B-002-1. 

Soil sample collected at 1457. 
EIP-SS114B-006-1. 

Soil sample collected at 1505. 
EIP-SS114B-010-1. 

Soil sample collected at 1520. 
EIP-SS114B-012-1. 

Soil sample collected at 1533. 
EIP-SS114B-016-1. 

Soil sample collected at 1546. 
E1P-SS114B-020-1. 

Soil sample collected at 1601. 
EIP-SS114B-024-1. 

Soil sampte collected at 1618. 
EIP-SS114B-028-1. 

END OF BORING AT 30' 

3 2 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS115A 

(Pagel of1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-29-06 
: 11-29-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

14.5' bgs 
Tricon 
5400 Janes 
T. Sundquist 

X 

Q. 
UJ 
Q 

> 
01 
UJ 
> 
O 
o 
LU 
DC 

in 
o 
ro 
3 

Samples 

l ! X J Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

F'^:"! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
OT 

E 
Q. 

3 
9 
CL 

REMARKS 

1 
4 - 48/48 

8 - 48/48 

1 2 - 48/48 

30/30 

AS 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, gray/brown, stiff, dry, few pebbles. 

as above, brown, very stiff. 

as above, some cobbles/pebbles. 

as above, medium to soft. 

SILTY CLAY, dark gray/brown, very stiff, dry, some 
cobbles/pebbles. 

as above, dark gray, stiff, slightly moist to dry. 

I 
0.0 

0.0 

0.0 

0.0 

0.1 

0.1 

0.1 

Soil sample collected at 0739. 
EIP-SS115A-002-1. MS/MSD confirmation 
sampte collected. 

Soil sample and duplicate collected at 0746. 
EIP-SS115A-006-1 and EIP-SS115A-006-2. 

Soil sample collected at 0754. 
EIP-SS115A-010-1. 

Soil sample collected at 0807. 
EIP-SS115A-012-1. 

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

END OF BORING AT 14.5' 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS115B 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 11-29-06 

: 11-29-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

: 22.5' bgs 

: Tricon 

: 5400 Janes 

: T. Sundquist 

a 
UJ 
Q 

> 
cc 
UJ 
> o o 
LU 
DC 

in 
o 
ro 
3 

Samples 

I X I Investigative Sample Collected 

I H Investigative and Confirmation Sample Collected 

F"-" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

E 
Q. 

3 
9 
Q. 

REMARKS 

1 AS 

4 - 44/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

30/30 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, gray/brown, stiff, dry, few pebbles. 

as above, gray. 

as aobve, gray/olive, medium to stiff. 

as above, gray, stiff, dry to slighUy moist. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.2 

Soil sample collected at 0830. 
E1P-SS115B-002-1. 

Soil sample coltected at 0837. 
EIP-SS115B-006-1. 

Soil sampte coltected at 0847. 
E1P-SS115B-010-1. 

Soil sample collected at 0900. 
EIP-SS115B-014-1. 

Soil sample collected at 0914. 
EIP-SS115B-018-1. 

Soil sampte collected at 0929. 
EIP-SS115B-020-1. 

END OF BORING AT 22.5' 

2 4 -

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS116 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-29-06 
: 11-29-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

25' bgs 
Tricon 
5400 Janes 
T. Sundquist 

X 
I -
CL 
UJ 
Q 

4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

>-
DC 
UJ > 
o 
o 
LU 
DC 

Samples 

I X J Investigative Sampte Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l".:>-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

REMARKS 

48/48 

48/48 

48/48 

48/48 

48/48 

48/48 

12/12 
I 

TS 

CL 

Grass surface cover and ORGANIC SOIL, black, soft, 
crumbly, roots, trace sand. 

SILTY CLAY, ollve/gray/brown, soft, moist, trace sand, 
trace pebbles. 

as above, olive brown, medium to stiff, sand absent. 

as above, brown, slightiy moist 

as above, olive gray, very stiff, wet, very stiff. 

SILTY CLAY, gray/brown, stiff, few pebbles. 

as above, trace pebbles. 

SILTY CLAY, gray, medium to stiff, moist. 

as above, medium to soft. 

END OF BORING AT 25' 

Soil sample coltected at 
1307. 
EIP-SS116-000-1. 

Soil sample collected at 
1313. 
E1P-SS116-006-1. 

Soil sample collected at 
1321. 
EIP-SS116-010-1. 

Soil sampte collected at 
1333. 
E1P-SS116-012-1. 

Soil sample collected at 
1348. 
EIP-SS116-016-1. 

Soil sample collected at 
1404. 
EIP-SS116-022-1. 

Soil sample coltected at 
1421. EIP-SS116-024-1 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



F?estoring R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS117 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

12-18-06 

12-18-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

24' bgs 

SW Anderson 

2425 Wisconsin 

J. Hunter 

X 
1 -
CL 
m 
Q 

> 
DC 
UJ > o o 
UJ 
DC 

in o 
OT 
3 

Samples 

I X I I Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F'-"--l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
Q. 
CL 

9 
CL 

REMARKS 

0 -

1 AS 

4 - 46/48 

43/48 

1 2 - 34/48 

1 6 - 44/48 

2 0 - 45/48 

24- 26/48 

A7 

CL 

SC 

CL 

SC 

CL 

NR 

ASPHALT surface cover and subbase, slightly moist. 

CLAY, brown, stiff, dry. 

CLAYEY SAND, brown, moist. 

CLAY, brown, very moist 
CLAY, gray. 

CLAYEY SAND, brown, wet. 

SANDY CLAY, brown. 

CLAY, gray, very moist. 

Significant Slough from 12' to 16'. 

SLOUGH, saturated. 

I 
I 

0.0 

0.6 

0.5 

0.6 

0.2 

0.3 

0.5 

0.5 

0.7 

0.8 

NR 

NR 

Soil sample collected at 1358. 
EIP-SS117-002-1. 

Soil sampte collected at 1403. 
EIP-SS117-006-1. 

Soil sample and duplicate collected at 1423. 
EIP-SS117-010-1 and EIP-SS117-010-2. 

Soil sample collected at 1440. 
EIP-SS117-014-1. 

Soil sampte collected at 1452. 
EIP-SS117-018-1. 

No sample collected from 20' to 24'. 

END OF BORING AT 24' 

2 8 -

3 2 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS118 

(Pagel of1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-18-06 
12-18-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

28' bgs 
SW Anderson 
2425 Wisconsin 
J. Hunter 

X 
I -
CL 
LU 
Q 

UJ 
> 
O 
o 
UJ 

Samples 

I X T I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

l'-:i',^ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
w 

E 
CL 
CL 

9 
CL 

REMARKS 

HHMI 

4 -
48/48 

8 - 48/48 

1 2 -
48/48 

1 6 -
48/48 

2 0 - NA 

2 4 -
48/48 

28-
48/48 

^ASPHALT surface cover and subbase. 

CL 

CLAY, brown, stiff, dry, trace angular gravel. 

as above, dark brown, moist. 

CLAY, brown/gray. 
Slough. 
as above, wet. 

CLAY, gray, slightly moist. 
Slough. 
CLAY, gray, wet trace gravel. 

as above, slightiy moist 

END OF BORING AT 28' 

0.3 

0.4 

0.5 

0.8 

0.4 

0.8 

0.9 

0.8 

NA 

NA 

0.7 

0.6 

0.5 

0.3 

Soil sampte collected at 1225. 
EIP-SS118-002-1. 

Soil sample collected at 1234. 
EIP-SS118-006-1. 

Soil sample and duplicate collected at 1245. 
EIP-SS118-010-1 and EIP-SS117-010-2. 

Soil sample collected at 1256. 
EIP-SS117-012-1. 

Soil sample collected at 1256. 
EIP-SS118-014-1. MS/MSD confirmation 
sampte collected. 

No sample collected from 16' to 20' due to 
recovery spilled on the ground. 

Soil sampte collected at 1326. 
EIP-SS118-020-1. 

Soil sample collected at 1338. 
EIP-SS118-024-1. 

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS119 

(Page 1 of 1) 

U.S EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 12-08-06 

: 12-08-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

26' bgs 

SW Anderson 

2425 Wisconsin 

T. Sundquist 

.-̂  

X 
1 -
Q. 
UJ 
Q 

> 
rr UJ 

> 
o C) 
UJ 
DC 

O 
T 

<̂  Q^ 

o 

OT 
C) 
OT 
3 

Samples 

I X I Investigative Sampte Coltected 

H H Investigative and Contirmation Sampte Collected 

F : " " 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
m 

< 
ro 

E 
CL 

3 
9 
CL 

REMARKS 

4 - 24/48 

8 - 48/48 

12- 48/48 

1 6 - 0/48 

2 0 - 33/48 

2 4 - 36/48 

24/24 

OL 

NR 

CL 

NR 

SC 

CL 

NR 

CL 

GF5ASS surface cover and ORGANIC SOIL, dark 
brown/black, soft, slightly moist, crumbly, roots, trace 
sand. 

NO RECOVERY from 2' to 4'. 

SILTY CLAY, dark brown/black, soft, slightly moist, 
crumbly, trace sand. 

SILTY CLAY, olive/gray/ brown, soft, moist, crumbly, 
some medium grained sand. 

SILTY CLAY, olive gray, medium consistency, trace 
pebbles. 

NO RECOVERY from 12'to 16'. 

No Recovery/Slough from 16'to 17.8'. 

CLAYEY SAND, brown, medium to coarse grained, wet. 

SILTY CLAY, gray/brown, medium to stiff moist to wet. 

SLOUGH from 20' to 24'. 

SILTY CLAY, gray/brown, stiff, wet. 

0.4 

NR 

0.4 

0.4 

0.8 

0.4 

NR 

NR 

0.6 

0.6 

NR 

NR 

0.4 

Soil sample coltected at 1021. 
EIP-SS119-000-1. 

Soil sample coltected at 1025. 
EIP-SS119-006-1. 

Soil sampte collected at 1030. 
EIP-SS119-008-1. 

No sample coltected from 12' to 16'. 

Soil sampte collected at 1052. 
EIP-SS119-018-1. 

No sampte collected from 20' to 24'. 

Soil sample coltected at 1111. 
EIP-SS119-024-1. 

END OF BORING AT 26' 

28-

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS120 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-R1CO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-07-06 
: 12-07-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
SW Anderson 
2425 Wisconsin 
J. Hunter 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ > 
o 
o 
UJ 
DC 

in 
o 
w 
3 

Samples 

CxZ.\ Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sample Collected 

F""" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
ro 

E 
Q. 

3 
9 
CL 

REMARKS 

-l-i^M^TOPSOIL, brown, slightiy moisT 

4 - 37/48 

48/48 

1 2 - 47/48 

16- 48/48 

20- 45/48 

24- 39/48 

CL 

SP 

CL 

SILTY CLAY, borwn, stiff, dry, trace angular gravel. 

as above, slighUy stiff. 

as above, trace dark brown mottling, slighUy moist. 

CLAY, gray, slightly moist, plastic, trace sand. 

as above, moist sand absent. 

SAND, gray, poorly graded, slightly moist to dry. 

CLAY, gray, slightly moist. 

0.0 

0.0 

0.0 

1.7 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample coltected at 1327. 
E1P-SS120-002-1. 

Soil sample collected at 1332. 
EIP-SS120-006-1. 

Soil sampte collected at 1338. 
EIP-SS120-010-1. 

Soil sample collected at 1459. 
EIP-SS120-014-1. Duplicate confirmation 
sample collected. 

Soil sample collected at 1511. 
E1P-SS120-018-1. 

Soil sample collected at 1523. 
EIP-SS120-020-1. 

END OF BORING AT 24' 

2 8 -

3 2 -



r?estor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS125 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 12-07-06 

: 12-07-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

: 32' bgs 

: Flexible Steel 

: 2525 Wisconsin 

: J. Hunter 

X 
1 -
CL 
UJ 
Q 

>-
CC 
UJ 
> 
o 
o 
UJ 

cc 

g 
X 
£L 
< 
DC 
CD 

ro 
o 
ro 
3 

Samples 

| ] X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F'"'-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

E 
CL 

3 
9 

REMARKS 

1 
4 - 46/48 

48/48 

1 2 - 48/48 

16- 47/48 

20- 41/48 

24- 48/48 

2 8 - 47/48 

32- 16/48 

AS 

CL 

ASPHALT surface cover and gravel subbase, light gray, 
^well graded, dry. 

CLAY, olive, stiff, dry. 

as above, brown. 

as above, trace gravel 

CLAY, olive, moist. 

as above, black-stained. 

CLAY, olive with brown motUing, slighUy moist to moist 

CLAY, gray, slighUy moist, slighUy plastic, trace round 
pebbles. 

CLAY, gray, moist. 

sandy interval 

as above, sllghUy moist. 

sandy interval. 

sandy interval. 

CLAY, gray, saturated. 

I 

I 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

NR 

Soil sample collected at 0914. 
EIP-SS125-002-1. 

Soil sample collected at 0924. 
EIP-SS125-006-1. 

Soil sample collected at 930. 
E1P-SS125-010-1. 

Soil sample coltected at 0940. 
EIP-SS125-014-1. 

Soil sample collected at 0948. 
EIP-SS125-018-1. 

Soil sample coltected at 0959. 
E1P-SS125-022-1. 

Soil sample collected at 1011. 
EIP-SS125-026-1. 

Soil sample collected at 1025. 
EIP-SS125-028-1. 

END OF BORING AT 32' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS126 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-07-06 
12-07-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

28' bgs 
Flexible Steel 
2525 Wisconsin 
J. Hunter 

Q. 
LU 
Q 

OC 
UJ 
> 
o 
o 
UJ 

oc 

in 
o 
ro 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

F-'""l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

E 
CL 
CL 

9 
CL 

REMARKS 

H AS 

36/48 

8 - 47/48 

1 2 - 46/48 

1 6 - 47/48 

2 0 - 47/48 

2 4 - 34/48 

28- 46/48 

ASPHALT surface cover and gravel subbase, light gray, 
^well graded, loose, dry. . 

CL 

CLAY, olive-tan, stiff, dry, trace gravel. 

as above, brown. 

as above, olive-gray, slightly moist, slightiy plastic. 

CLAY, black-stained, moist very plastic. 
14.0 
as above, olive brown. 

CLAY, gray, slighUy moist, slightly plastic. 

as above, moist, trace sand. 

END OF BORING AT 28' 

I 
I 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample and duplicate collected at 1119. 
EIP-SS126-002-1 and EIP-SS126-002-2. 

Soil sample collected at 1124. 
EIP-SS126-006-1. 

Soil sample collected at 1131. 
EIP-SS126-010-1. 

Soil sample coltected at 1141. 
EIP-SS126-014-1. 

Soil sample collected at 1149. 
E1P-SS126-018-1. 

Soil sample collected at 1158. 
EIP-SS126-022-1. 

Soil sample collected at 1207. 
EIP-SS126-026-1. 

3 2 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS127 

(Page 1 of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

:11-30-06 

: 11-30-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

23' bgs 

Tricon 

2325 Wisconsin 

T. Sundquist 

X 
I -
CL 
UJ 
C3 

> 
DC 
UJ 
> 
o 
o 
Ul 
cc 

ro 
o 
ro 
3 

Samples 

I X I Investigative Sampte Coltected 

1 ^ 1 Investigative and Contirmation Sampte Collected 

F" " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
LU 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

: ^ 

4 - 45/48 

48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

36/36 

AS 

SILTY CLAY, gray/brown, medium to soft, dry, trace 
ysand. 

CL 

ASPHALT surface cover and subbase. 

•as above, brown, few pebbles, 

as above, stiff, moist 

as above, wet, some gravel. 

SILTY CLAY, gray, very stiff, moist. 

as above, wet. 

SILTY CLAY, gray, medium to soft, wet, few pebbles, 
trace sand. 

I 
I 
I 

0.1 

0.1 

0.1 

0.1 

0.0 

0.1 

0.2 

0.2 

0.1 

0.0 

0.0 

Soil sampte collected at 0804. 
EIP-SS 127-002-1. 

Soil sample collected at 0812. 
EIP-SS127-006-1. 

Soil sample coltected at 0821. 
EIP-SS127-010-1. 

Soil sampte coltected at 0842. 
EIP-SS127-014-1. 

Soil sample collected at 0902. 
EIP-SS127-016-1. 

Soil sample collected at 0915. 
EIP-SS127-020-1. 

2 4 -

2 8 -

END OF BORING AT 23' 

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS128 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-30-06 
: 11-30-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

22' bgs 
Tricon 
2325 Wisconsin 
T. Sundquist 

.̂.̂  

X 
h-
CL 
LU 
Q 

>-
rr UJ 

> 
u 
o UJ 
DC 

in o 
in 
3 

Samples 

I X T I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F"''"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
m 

< 
w 

CL 

3 
9 
a. 

REMARKS 

48/48 

8 - 48/48 

1 2 - 48/48 

1 6 -
48/48 

2 0 - 48/48 

24/24 

us: ^GF^SS surface cover. 

CL 

SILTY CLAY, black, medium consistency, dry, crumbly, 
itrace sand, 

as above, brown/olive, some pebbles. 

as above, medium consistency, moist. 

SILTY CLAY, brown/gray, soft, wet, few pebbles, trace 
sand. 

as above, gray, stiff, dry, sand absent. 

as above, few pebbles. 

as above, soft, moist. 

0.2 

0.5 

1.6 

10.3 

0.2 

0.3 

0.2 

0.4 

0.6 

1.0 

0.8 

Soil sample collected at 1032. 
EIP-SS128-000-1. 

Soil sampte coltected at 1032. 
EIP-SS128-002-1. 

Soil sampte coltected at 1037. 
EIP-SS128-006-1. 

Soil sample collected at 1046. 
EIP-SS128-010-1. 

Soil sample collected at 1102. 
EIP-SS128-014-1. 

Soil sample collected at 1135. 
EIP-SS128-018-1. 

Soil sample coltected at 1156. 
EIP-SS128-020-1. 

END OF BORING AT 22' 

2 4 -

2 8 -

32-



f?estor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS129 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

11-30-06 

11-30-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

31'bgs 

Tricon 

2325 Wisconsin 

T. Sundquist 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ > 
o 
o 
LU 
DC 

in 
o 
OT 
3 

Samples 

C X i Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F>""l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 
_ i 
CL 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

"H 
43/48 

8 - 48/48 

1 2 - 48/48 

16- 48/48 

20- 48/48 

2 4 - 48/48 

2 8 - 12/48 

36/36 

AS 

CL 

NR 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark brown, very stiff, dry, few pebbles, 

as above, gray/brown, wet trace pebbles. 

as above, few pebbles. 

as above, sand surrounding silty clay. 

3" gravel/rock seam. 
^SILTY CLAY, gray, very stiff, wet. 

3" gravel/rock seam. 
^SILTY CLAY, gray, some pebbles, few cobbles. 
^GfRAVELLY CLAY, wet, some rock. 

SILTY CLAY, gray, very stiff, moist, some pebbles, 
trace cobbles. 

as above, medium to stiff, cobbles absent. 

as above, very stiff, wet to moist. 

Soil fell out of sleeve; - 1 ' recovery between 24' and 28'. 

SILTY CLAY with gravel, gray, very soft, wet. 

NR 

0.2 

0.1 

0.2 

0.3 

0.5 

0.7 

0.4 

0.3 

0.4 

0.5 

0.6 

NR 

NR 

5.4 

Soil sample collected at 1356. 
EIP-SS129-002-1. 

Soil sample and duplciate collected at 1403. 
EIP-SS129-006-1 and EIP-SS129-006-2. 

Soil sample coltected at 1412. 
EIP-SS129-010-1. 

Soil sampte coltected at 1428. 
EIP-SS129-012-1. 

Soil sample collected at 1448. 
EIP-SS129-018-1. 

Soil sampte collected at 1508. 
EIP-SS129-022-1. 

No samples collected from 24' to 28'. 

Soil sample collected at 1601. 
EIP-SS 129-028-1. 

END OF BORING AT 31' 
3 2 -



BBMMMEISa. 
Res to r ing R e s o u r c e E f f i c i e n c y 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS130 

(Pagel of1) 

12-04-06 

12-04-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

24' bgs 

Tricon 

2325 Wisconsin 

T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
I-
D. 
UJ 
Q 

DC 
UJ 
> o o 
UJ 

cc 

in 
o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

" " 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_J 
CL 

< 
ro 

E 
CL 
CL 

9 
CL 

REMARKS 

4 - 32/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 0/48 

24- 30/48 

AS 

CL 

SILTY CLAY, dark olive gray, soft, slightly moist, few 
pebbles, 

"^as above, medium consistency, moist, trace pebbles. 

SILTY CLAY, gray, medium to stiff, some pebbles. 

SC 

CL 

NR 

CL 

ASPHALT surface cover and subbase. 

CLAYEY SAND, brown-gray, coarse grained, some 
cobbles. 

SILTY CLAY, gray, medium to stiff, moist, some pebbles. 

NO RECOVERY from 16' to 20'. Large rock in shoe of 
barrel. 

No Recovery/Slough from 20' to 22.1'. 

SILTY CLAY, olive brown, medium consistency, moist, 
some sand. 

NR 

0.2 

0.3 

0.6 

0.2 

0.4 

0.0 

0.2 

NR 

NR 

NR 

0.1 

Soil sample collected at 0816. 
EIP-SS130-002-1 

Soil sample collected at 0828. 
E1P-SS130-006-1. 

Soil sampte coltected at 0846. 
EIP-SS130-010-1. 

Soil sample collected at 0908. 
EIP-SS130-014-1. 

No samples coltected. 

Soil sample collected at 0932. 
EIP-SS130-022-1. 

2 8 -

3 2 -

END OF BORING AT 24' 



f?estor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS131 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-04-06 
12-04-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

27.75' bgs 
Tricon 
2325 Wisconsin 
T. Sundquist 

X 
H 
CL 
UJ 
Q 

>-
OC 
UJ 
> 
o 
o 
UJ 
DC 

g 
X 
CL 
< 
DC 
CD 

W 
O 
W 
3 

Samples 

l>><II Investigative 

H H Investigative 

F ' " " | Investigative 

Sample Coltected 

and Confirmation Sample Collected 

with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

:"i 
4 - 48/48 

48/48 

12- 48/48 

1 6 - 48/48 

2 0 - 46/48 

2 4 - 48/48 

2 8 -
45/45 

/ / 

AS 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark brown/gray, medium to stiff, dry, 
some pebbles. 

as above, medium to soft, moist. 

as above, olive/gray. 

as above, dark gray. 

as above, trace pebbles. 

as above, some pebbles. 

0.4 

0.5 

0.4 

0.4 

0.2 

0.6 

0.8 

0.8 

0.7 

0.9 

1.1 

1.4 

1.2 

1.0 

Soil sample collected at 1123. 
EIP-SS131-002-1 

Soil sample coltected at 1129. 
EIP-SS131-004-1. 

Soil sample collected at 1137. 
EIP-SS131-010-1. 

Soil sample collected at 1146. 
EIP-SS131-014-1. 

Soil sampte coltected at 1200. 
EIP-SS131-018-1. 

Soil sample coltected at 1216. 
EIP-SS131-022-1. 

Soil sample collected at 1234. 
EIP-SS131-024-1. 

3 2 -

END OF BORING AT 27.75' 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS132 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Confract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

12-04-06 

12-04-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

25' bgs 

Tricon 

2325 Wisconsin 

T. Sundquist 

m 
Q 

4 -

8 -

1 2 -

1 6 -

2 0 -

24-

2 8 -

3 2 -

DC 
m > 
O o 
m 
DC 

Samples 

I X I Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sample Collected 

r " " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

REMARKS 

AS 

48/48 

48/48 

TL 

48/48 

48/48 

48/48 

48/48 

12/12 

I 

SILTY CLAY, olive green, soft, slightly moist, some 
pebbles, 

^as above, olive/brown/gray. 

CL 

L-G 
.^GRAVELLY CLAY/CLAYEY GRAVEL, brown, coarse 
-grained, very soft, wet 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, very soft, moist, some pebbles, 

as above, gravelly. 

SILTY CLAY, brown, soft, moist, some pebbles. 

as above, olive/brown. 

as above, olive/gray, medium consistency. 

SILTY CLAY, gray, stiff moist, some pebbles. 

as above, soft, wet. 

as above, stiff, moist. 

END OF BORING AT 25' 

Soil sample and 
duplicate collected at 
1440. EIP-SS132-002-1 
and EIP-SS132-002-2. 
Soil sample collected at 
1447. 
EIP-SS 132-004-1. 

Soil sample coltected a t 
1455. 
E1P-SS132-010-1. 

Soil sample collected at 
1505. 
EIP-SS132-014-1. 

Soil sample collected at 
1521. 
EIP-SS132-016-1. 

Soil sample coltected at 
1536. 
EIP-SS132-022-1. 

Soil sample collected at 
1555. EIP-SS132-024-1 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



^ Xi E 
B S 

^ ^ ^ ^ B . i ^ - ^ ^ ^ ^ 

SffiiJ] 
• ^ S O L U T I O N S 1 

F J e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
1-
UJ 
D 

0 -

4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

.c 

> 
DC 
UJ > 
O 
o 
UJ 
DC 

48/48 

48/48 

48/48 

48/48 

48/48 

0/42 

O 
X 
Q. 
< 
OC 
ID 

^ 

1 i z i 
z 

i 
/ / 

I 
7 / 

OT 
O 
OT 

LOG OF BORING EIP-SS133 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-05-06 
12-05-06 
Cabeno 
Geoprobe 
Grab 

Samples 

1 X 1 Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

|;;;::;| investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

AS 

CL 

NR 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark gray/brown, soft, dry, some 
pebbles. 

as above, brown, medium consistency. 

asa bove, light brown, soft, moist. 

as above, wet. 

SILTY CLAY, gray, medium to stiff, moist. 

as above, stiff, slightly moist to dry, some pebbles. 

as above, medium consistency, wet, few pebbles. 

as above, gray/brown, slightly moist, some pebbles. 

NO RECOVERY from 20' to 23.5'. Rock In shoe of 
barrel. 

END OF BORING AT 23.5' 

Total Depth 
Location 

(Pagel o f l ) 

WESTON Geologist 

M 
UJ 
_ i 
CL 

S5 

E 
CL 

3 

Q 
CL 

REMARKS 

• 

V / 

X 
M 1 
V A 
• 
• 

V 
X 
/ \ 

0.4 

0.4 

0.4 

0.3 

0.9 

0.6 

0.9 

0.7 

0.6 

1.2 

NR 

Soil sample collected at 
0814. 
EIP-SS133-002-1. 

Soil sample collected at 
0820. 
EIP-SS133-004-1. 

Soil sampte coltected at 
0828. 
EIP-SS133-008-1. 

Soil sample collected at 
0828. 
E1P-SS133-010-1. 

Soil sample coltected at 
0856. 
EIP-SS133-012-1. 

Soil sample and 
duplciate collected at 
0856. EIP-SS133-014-1 
and EIP-SS133-014-2. 

Soil sample coltected at 
0910. 
EIP-SS133-018-1. 

No sampte collected 
from 20' to 23.5'. 

: 23.5' bgs 
. Tricon 
: 2325 Wisconsin 
: T. Sundquist 

Temp MW 

: 

\ 

1" PVC Riser 

r\ r \Ar^u r^\ j . r. _ 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS134 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 12-05-06 

: 12-05-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

32' bgs 

Tricon 

2325 Wisconsin 

T. Sundquist 

X 
1 -
Q. 
m 
Q 

>-
rr UJ 

> 
u 
o LU 
DC 

in o 
in 
3 

Samples 

I X I Investigative Sample Collected 

B ^ l Investigative and Confirmation Sample Collected 

F' ' ' ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
Q. 
CL 

9 
Q. 

REMARKS 

4 - 36/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 42/48 

20- 46/48 

2 4 - 38/48 

2 8 -
24/48 

32- 48.48 

TS 

CL 

NR 

CL 

GF^ASS surface cover and TOPSOIL, black, soft, dry, 
crumbly, organic roots. 

SILTY CLAY, brown, soft, some pebbles, 
as above, olive/brown, dry, few cobofes. 

as above, brown, medium consistency, slighUy moist. 

as above, becoming soft and moist with depth. 

X'!.sand seam, brown, coarse grained, wet, 
SILTY CLAY, gray, meclium consistency, dry, crumbly. 

Slough from 12'to 13.3'. 

as above, stiff to medium, slightiy moist, few pebbles. 

Slough from 16'to 16.8'. 

SILTY CLAY, gray/brown, medium consistency, moist, 
few pebbles, transitioning to soft with depth. 

Slough from 20'to 21.6'. 

as above, gray, wet some sand. 

No Recovery/Slough from 24' to 26.8'. 

SILTY CLAY, gray, wet, medium consistency, some 
pebbles, some sand, 

^ a s above, very soft. 

0.8 

0.9 

0.8 

0.7 

0.8 

0.8 

1.2 

1.2 

0.8 

0.6 

1.2 

1.8 

NR 

1.2 

2.3 

2.4 

Soil sample coltected at 1109. 
EIP-SS134-002-1 

Soil sampte collected at 1117. 
EIP-SS134-004-1. 

Soil sample coltected at 1117. 
EIP-SS 134-006-1. 

Soil sample collected at 1124. 
EIP-SS134-010-1. 

Soil sample collected at 1135. 
EIP-SS134-014-1. 

Soil sample collected at 1145. 
EIP-SS134-016-1. 

Soil sample coltected at 1159. 
EIP-SS134-022-1. 

Soil sample collected at 1214. 
EIP-SS134-026-1. 

Soil sample collected at 1228. 
EIP-SS134-030-1. 

END OF BORING AT 32' 



rSestoring R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS135 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 11-17-06 

: 11-17-06 

: Transhield 

: Geoprobe 

: Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Lindy 

5200 Katrine 

J. Hunter 

g 
X 
I -
Q. 
UJ 
Q 

> • 

DC 
UJ 

> 
o 
o UJ 
DC 

o 
X 
CL 
< CC 
CD 

OT 
n in 
3 

Samples 

|̂ ><CI Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

F:::::1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

£ 
CL 
CL 

9 
Q. 

REMARKS 

1 0 -

1 5 -

2 0 -

2 5 -

30-

58/60 

50/60 

60/60 

49/60 

0/60 

50/60 

TS 

CL 

3" gravel seam, well graded. 
^CLAY, gray. 
4" sand seam, poorly graded. 

SP 

CL 

NR 

GW 

SW 

TOPSOIL, black, clayey, transitioning to silty clay with 
depth. 

SILTY CLAY, tan, trace dark brown mottling, slighUy 
moist, slightly plastic, trace gravel. 

4" sandy clay seam, tan. 
as above, moisture content increasing with depth. 

as above, sllghUy moist, 

large gravel piece. 

SAND, tan, poorly graded, fine grained, saturated. 
gray clay interbedding sand. 
SAND, tan, poorly graded, coarse grained, angular, very 
moist. 

CLAY, gray, very moist to moist, trace gravel. 

NO RECOVERY from 20' to 25'. Sample sleeve stuck in 
geoprobe barrel due to gravel. 

GF^'kVEL, tan, well graded, well rounded, saturated, 
trace sand, becoming more fine with depth, 
as above, trace gray clay. 

SAND, tan, well graded, lightly cemented, very moist, 
trace gravel. 

0.3 

0.4 

0.3 

0.4 

0.2 

0.1 

0.0 

0.3 

0.4 

1.7 

0.4 

1.7 

Soil sample collected at 0731. 
EIP-SS135-003-1. 

Soil sample collected at 0738. 
EIP-SS135-008-1. 

Soil sampte and duplicate collected at 0744. 
EIP-SS135-010-1 and EIP-SS135-010-2. 

Soil sample collected at 0756. 
EIP-SS135-018-1. 

No sample collected from 20' to 24'. 

Soil sample collected at 0835. 
E1P-SS135-028-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS135 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

11-17-06 
11-17-06 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lindy 
5200 Katrine 

*; 
X 
1 -
CL 
UJ 
Q 

> 
cc 
LU 
> 
u C) 
UJ 

cc 

m 
o 
OT 
3 

Samples 

L X J Investigative Sample Collected 

I ^ H Investigative and Confirmation Sample Collected 

F'"''-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
I I I 
_ i 
n 
2 < 
M 

.̂̂  
fc CL 
Q. 

Q 
CL 

REMARKS 

30-

35-
36/60 

40-
39/60 

SW 

SAND, tan, well graded, lightly cemented, very moist, 
trace gravel. 

as above, medium grained, dry. 

0.7 

0.5 

0.0 

0.0 

Soil sample collected at 0908. 
EIP-SS135-030-1. 

Soil sample collected at 0931. 
EIP-SS135-035-1. 

END OF BORING AT 40' 

4 5 -

5 0 -

5 5 -

6 0 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS136 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 11-17-06 

: 11-17-06 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lindy 
5200 Katrine 
J. Hunter 

Q. 
UJ 
Q 

>-
DC 
UJ > 
o o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

\'><Z\ Investigative Sampte Collected 

I ^ H Investigative and Confirmation Sampte Collected 

F::"^1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

54/60 

10- 59/60 

1 5 - 55/60 

20- 0/60 

2 5 - 45/60 

30- 57/60 

3 S I ^ASPHALT surface cover and gravel subbase. 

ySILTY CLAY, dark brown, dry. 
\-SILTY CLAY, black with slight red tint slighUy moist, 
transfitioning to brown. 

as above, trace pebbles. 

SILTY CLAY, tan, slightly moist, trace pebbles. 

CL 

SW 

as above, trace gray mottling. 

as above, trace sand, moisture content increasing. 

CLAY, light brown/gray, stiff, slighUy moist to dry, trace 
gravel. 

NO RECOVERY from 15' to 20". Sample sleeve stuck in 
geoprobe barrel due to gravel. 

SAND, tan, well graded, angular, loose, dry, trace 
gravel. 

as above, tan to light brown. 

1.2 

0.8 

0.4 

0.4 

0.6 

0.9 

NR 

NR 

1.9 

1.8 

1.4 

2.1 

Soil sample collected at 0951. 
EIP-SS136-000-1. 

Soil sample and duplicate collected at 0956. 
EIP-SS136-005-1 and EIP-SS136-005-2. 

Soil sample coltected at 1003. 
EIP-SS136-013-1. 

No sample coltected from 15' to 20'. 

Soil sample coltected at 1045. 
EIP-SS136-020-1. 

Soil sample collected at 1109. 
EIP-SS136-028-1. 

file:///-SILTY


Restoring Resource Eff iciency 

LOG OF BORING EIP-SS136 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

11-17-06 

11-17-06 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Lindy 

5200 Katrine 

J. Hunter 

X 
1-
CL 
UJ 
Q 

> 
rr UJ 
> 
o C) 
LU 
DC 

O 
X 
Q. 
< CC 
ID 

in 
1) 
in 
3 

Samples 

I^XTI Investigative Sample Coltected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

30-

35- 48/60 

40- 60/60 

SW 

SAND, tan to light brown, well graded, angular, loose, 
dry, trace gravel. 

3.4 

4.0 

0.4 

0.6 

Soil sample collected at 1136. 
EIP-SS 136-033-1. 

Soil sample collected at 1201. 
E1P-SS136-038-1. 

END OF BORING AT 40' 

4 5 -

o 
Q 

5 0 -

5 5 -

6 0 -



^ 

R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS137 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

11-17-06 

11-17-06 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Lindy 

5200 Katrine 

J. Hunter 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ > o o 
UJ 
DC 

g 
X 
CL 

CD 

OT 
O 

ro 
3 

Samples 

CXCI Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

f: : : : : ] investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

::IS= 

50/60 

1 0 - 58/60 

1 5 -
58/60 

2 0 - 51/60 

2 5 - 50/60 

30- 32/60 

^TOPSOIL. 

CL 

SILTY CLAY, tan/brown, sllghUy moist, trace gravel. 

1" gravel seam, very moist 

as above, trace gray mottling. 
Niarge gravel piece. 
^CLAY, tan. 

SP SAND, coarse grained, moist, gradually transitioning into 
^gray clay. 

CLAY, gray, moist plastic, 
^as above, trace rounded gravel. 

CL 

CH 

SW 

2" sandy seam, 

large gravel piece. 

CLAY, gray, fat, very moist to wet. 

SAND, tan, well graded, loose, dry. 

0.6 

1.3 

0.5 

1.2 

0.7 

0.6 

0.5 

1.4 

0.9 

0.7 

0.5 

0.3 

Soil sample collected at 1308. 
EIP-SS137-003-1, 

Soil sample collected at 1317. 
EIP-SS137-008-1. 

Soil sample collected at 1323. 
EIP-SS137-010-1. 

Soil sample collected at 1329. 
EIP-SS137-018-1. 

Soil sample collected at 1356. 
EIP-SS137-020-1. 

Soil sample collected at 1408. 
EIP-SS137-025-1. 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS137 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 11-17-06 
: 11-17-06 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

40' bgs 
Lindy 
5200 Katrine 

X 
1-
CL 
UJ 
a 

> 
CC 
UJ 
> 
o 
o UJ 
cc 

in o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

H ^ l Investigative and Confirmation Sample Collected 

F"""''l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 

m 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

30-

35-
38/60 

40-
38/60 

SW 

SAND, tan, well graded, loose, dry. 

0.8 

0.9 

0.4 

0.3 

Soil sample collected at 1433. 
EIP-SS 137-033-1. 

Soil sample collected at 1458. 
EIP-SS137-035-1. 

END OF BORING AT 40' 

4 5 -

o 
o 

5 0 -

5 5 -

6 0 -



^ 

Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS138 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

11-17-06 

11-17-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

22' bgs 

Lindy 

5200 Katrine 

T. Sundquist 

X 
I -
CL 
UJ 
Q 

>-
DC 
UJ > 
o o 
UJ 
DC 

o 
T. 
a. 
< 
DC 
ID 

in 
C) 
ro 
3 

Samples 

L X I Investigative Sample Collected 

^ H Investigative and Confirmation Sample Collected 

F^:"! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

in 
UJ 
. J 

n 2 
< 
w 

.̂̂  
F 
CL 
a. 
Q 
CL 

REMARKS 

48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

18/24 

2 4 -

2 8 -

32-

TS 

CL 

GFRASS surface cover. 

SILTY CLAY, brown, medium to stiff, dry, few pebbles, 
trace sand. 

as above, very stiff, slighUy moist to dry, sand absent. 

as above, medium consistency, slightly moist, some 
pebbles, trace sand. 

as above, gray/brown. 

as above, gray, pebbles absent. 

SANDY CLAY, gray, soft, fine grained, moist to wet. 

as above, very soft, wet, with cemented red/gray 
gravel/ sand and cobbles/pebbles. 

END OF BORING AT 22' 

0.5 

1.0 

0.7 

0.7 

0.7 

0.8 

1.0 

1.5 

0.6 

0.3 

1.2 

Soil sample coltected at 1320. 
EIP-SS138-002-1 

Soil sampte collected at 1324. 
EIP-SS138-004-1. 

Soil sample collected at 1329. 
EIP-SS138-010-1. 

Soil sample collected at 1334. 
EIP-SS138-014-1. 

Soil sample collected at 1340. 
EIP-SS138-016-1. 

Soil sampte collected at 1349. 
EIP-SS138-020-1. 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS139A 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-5-06 
12-5-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

6'bgs 
Tricon 
2325 Wisconsin 
T. Sundquist 

Q. 
UJ 
Q 

CC 
UJ > 
o o 
LU 
CC 

o 
X 
Q. 

CD 

ro 
o 
OT 
3 

Samples 

r X I Investigative Sample Collected 

H H Investigative Sample and Confirmation Sample Collected 

F^'"'! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

Q. 
CL 

9 
CL 

REMARKS 

FB 

4 - 45/48 ' / / 

24/24 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark olive/gray, dry, some 
pebbles/cobbles. -4 
as above, brown, stiff. 

NR 

1.4 

1.5 

Soil sample collected at 1518. 
E1P-SS139A-002-1 

Soil sample collected at 1521. 
EIP-SS139A-004-1, 

END OF BORING AT 6' 

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -



\5 XC l ' -sreja 
lH^^K! i . . ^ f t ; ia iuu isu ia . 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
H 
a. 
UJ 
Q 

0 -

4 -

-

8 -

_ 

1 

1 2 -

1 6 -

_ 

-

-

2 0 -

_ 

2 4 -

2 8 -

3 2 -

.c 
> 
DC 
U l 

o 
UJ 
cc 

17/48 

24/48 

48/48 

48/48 

48/48 

45/45 

o 
X 
Q. 

CD 

• 

^ 

^ 
ZZ. 

% 
77/ 
^ 
AA/ 

A. 

ro 
o 
ro 
3 

LOG OF BC 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-5-06 
12-5-06 
Cabeno 
Geoprobe 
Grab 

Samples 

f ! X I Investiqative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F'"") Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

AS 

NR 

CL 

ASPHALT surface cover and subbase. 

NO RECOVERY from 1.5' to 4'. Rock stuck in shoe of 
geoprobe barrel. 

No Recovery from 4' to 6'. 

SILTY CLAY, brown, medium to stiff, dry, cobbles. 

as above, brown/gray, crumbly, some pebbles. 

as above, gray. 

SILTY CLAY, gray, very soft, wet, cobbles. 

SANDY CLAY with gravel, brown, wet. 
SILTY CLAY, gray, very soft, wet some sand, some 
pebbles. 

as above, becoming soft to medium. 

as above, brown/gray, very soft, few pebbles. 

as above, becoming soft to medium. 

END OF BORING 23.75' 

)RING E 

OT 
UJ 
_ 1 
Q-

OT 

1 • 

1 m 

L • I 
y 
A 

V , 

X 

IP-SSI 39B 

(Page l o f l ) 

Total Depth 
Location 

WESTON Geologist 

3 
a 
CL 

NR 

NR 

NR 

1.3 

1.1 

1.2 

2.1 

2.1 

1-6 

1.5 

2.3 

2.4 

23.75' bgs 
Tricon 
2325 Wisconsin 
T. Sundquist 

REMARKS 

No sample collected from 0' to 6'. 

Soil sample coltected at 1537. 
EIP-SS139B-006-1. 

Soil sampte collected at 1546. 
EIP-SS139B-010-1. 

Soil sample collected at 1603. 
E1P-SS139B-014-1. 

Soil sample collected at 1617. 
EIP-SS139B-016-1. 

Soil sample coltected at 1629. 
EIP-SS139B-022-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS140 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-11-06 
: 12-11-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Fusibond 
2615 Curtiss 
J. Hunter 

X 
H 
CL 
UJ 

a 

> 
DC 
LU 
> 
o 
o 
UJ 
DC 

in 
o 
in 
3 

Samples 

l̂ ><CI Investigative Sample Coltected 

H H Investigative and Confirmation Sampte Collected 

F'" ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

AS 

4 - 42/48 A/A 

8 - 45/48 

1 2 - 46/48 
^ 

1 6 - 26/48 

2 0 - 38/48 

24- 33/48 

2 8 - 36/48 

32- 38/48 

/ / 

i 
/ y / 

7̂ 
7/A 
XAA 

, CLAY, black, stiff, dry. 
^CLAY, brown, trace gravel. 

as above, gravel absent. 

CL 

CL-SC 

SC 

CL 

ASPHALT surface cover and subbase. 

SANDY CLAY/CLAYEY SAND, brown, loose, dry, some 
gravel. 

CLAYEY SAND, light brown, loose, dry. 

as above, slightly moist 

CLAY, gray. 

0.6 

0.8 

0.9 

0.9 

0.7 

0.7 

0.6 

0.6 

0.8 

0.1 

0.0 

0.4 

0.5 

0.3 

0.4 

0.4 

Soil sample collected at 1140. 
EIP-SS140-002-1. 

Soil sample collected at 1145. 
EIP-SS140-006-1. 

Soil sample collected at 1151. 
EIP-SS140-010-1. 

Soil sample collected at 1159. 
EIP-SS140-014-1. 

Soil sample collected at 1209. 
EIP-SS140-016-1. 

Soil sample collected at 1213. 
EIP-SS140-022-1. 

Soil sample collected at 1222. 
EIP-SS140-024-1. 

Soil sampte coltected at 1233. 
EIP-SS140-030-1. 

END OF BORING AT 32' 



^ZtS5MJa 
S O L U T I O N S 

rSestor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS141 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drill ing Method 

Sampl ing Method 

12-11-06 

12-11-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

28 ' bgs 

Fusibond 

2615 Curtiss 

J. Hunter 

CL 
LU 
Q 

> 
DC 
UJ > 
O 
o 
m 
DC 

g 
X 
CL 

CD 

ro 
o 
w 
3 

Samples 

1 X 1 Investigative Sample Collected 

l ^ l Investigative and Confirmation Sample Collected 

F : " " 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E a 3 
9 
CL 

REMARKS 

4 - 38/48 

8 - 48/48 

1 2 - 35/48 

1 6 - 22/48 

2 0 - 24/28 

2 4 - 29/48 

28- 41/48 

' T ' T ' T 

AA 

TS 

CL 

.CLAY, dark brown. 
^ 2 " gravel seam, poorly graded. 

CLAY, dark brown, stiff, sllghUy moist, 
as above, trace gravel. 

SANDY CLAY. 

4" crushed gravel seam, light gray, poorly graded, dry. 

SW 

SC 

SP 

SC 

TOPSOIL, black, organic, slightty moist. 

SAND, brown, dry. 

CLAYEY SAND, brown, dry. 

^SAND, brown, pooriy graded, slightly moist. 

CLAYEY SAND, brown. 

0.0 

0.2 

0.0 

1.2 

1.5 

0.4 

0.1 

0.3 

1.0 

1.1 

0.9 

1.1 

1.1 

1.4 

Soil sample coltected at 1320. 
EIP-SS141-002-1. 

Soil sampte collected at 1327, 
E1P-SS141-006-1. 

Soil sample collected at 1331. 
EIP-SS141-008-1 

Soil sampte collected at 1331. 
EIP-SS141-010-1. 

Soil sample and duplicate collected at 1339. 
E1P-SS141-014-1 and EIP-SS141-014-2. 

Soil sampte coltected at 1346. 
EIP-SS141-016-1. 

Soil sampte collected at 1354. 
EIP-SS141-022-1. 

Soil sample coltected at 1406. 
EIP-SS141-026-1. 

END OF BORING AT 28' 

3 2 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS142 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-11-06 
: 12-11-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Fusibond 
2615 Curtiss 
J. Hunter 

X 
h-
CL 
III 
Q 

> 
rr UJ 
> 
o 
u Ul 
DC 

g 
X 
CL 

CD 

OT 
O 
w 
3 

Samples 

I Z X J Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

(iiil 'A Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 
_i 
Q. 

< 
ro 

E 
CL 

3 

9 
CL 

REMARKS 

4 -

1 2 -

1 6 -

2 0 -

24-

No Geologic Description Listed on Original Borelog. 

END OF BORING AT 24' 

2 8 -

0.9 

1.0 

1.0 

0.8 

0.9 

1.0 

1.1 

1.3 

1.6 

0.9 

1.6 

1.3 

Soil sampte collected at 1500. 
EIP-SS142-002-1. 

Soil sample collected at 1504. 
EIP-SS142-004-1. 

Soil sampte coltected at 1510. 
E1P-SS142-010-1. 

Soil sample collected at 1522. 
E1P-SS142-014-1. Duplicate confirmation 
sample collected. 

Soil sample collected at 1535. 
EIP-SS142-016-1. 

Soil sampte coltected at 1549. 
EIP-SS 142-020-1. 

3 2 -



r?estor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS143 

(Page 1 of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

: 12-12-06 

: 12-12-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist : J. Hunter 

24' bgs 

Fusibond 

2615 Curtiss 

X 
h-
Q. 
UJ 
Q 

> 
CC 
UJ 
> 
o o 
UJ 
DC 

o 
T 
LL 

< VC 
O 

w C) 
ro 3 

Samples 

I X ; i Investigative Sample Collected 

I H l Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

£ 
CL 

3 

9 
CL 

REMARKS 

8 -

1 2 -

1 6 -

2 0 -

24-

48/48 

48/48 

48/48 

48/48 

48/48 

48/48 

TS 

CL 

TOPSOIL, slightly moist. 

CLAY, brown, stiff, dry. 

as above, slightiy moist 

as above, red-brown staining. 

as above, transitioning to gray clay. 

CLAY, gray. 

SANDY CLAY, gray with trace brown color, trace 
gravel. 

CLAY, gray. 

1.6 

1.5 

1.5 

1.4 

1.4 

1.2 

0.6 

0.6 

1.9 

1.2 

2.0 

0.5 

Soil sampte collected at 0800. 
EIP-SS143-000-1. 

Soil sample and duplicate collected at 0804. 
EIP-SS143-004-1 and E1P-SS143-004-2. 

Soil sample collected at 0810. 
EIP-SS143-008-1. 

Soil sample collected at 0810. 
EIP-SS143-010-1. 

Soil sample collected at 0819. 
EIP-SS143-014-1. MS/MSD confirmation 
sample collected. 

Soil sampte collected at 0828. 
EIP-SS143-016-1. 

Soil sample collected at 0837. 
EIP-SS143-020-1. 

2 8 -

END OF BORING AT 24' 

3 2 -



Restoring Resource Eff iciency 
Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS146 

(Page l o f l ) 

: 12-18-06 

: 12-18-06 

: Cabeno 

: Geoprobe 

: Grab 

Total Depth : 22.75' bgs 

Location : Magnetrol 

: 5300 Belmont 

WESTON Geologist : J. Hunter 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

X 
H 
CL 
LU 
Q 

>-
CC 
UJ 
> 
o 
o 
m 
DC 

in 
ID 
in 
3 

Samples 

1^X11 Investigative Sample Collected 

H H Investigative and Confirmation Sample Coltected 

F " ' ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
Q . 

9 
CL 

REMARKS 

• " A S " 

47/48 

8 - 21/48 

1 2 - 45/48 

1 6 - 47/48 / 

2 0 -
48/48 

31/33 / / y 

GC 

CL 

2 4 -

2 8 -

3 2 -

yCLAYEY GRAVEL, light tan. 

t 

ASPHALT surface cover and subbase. 

CLAY, brown, stiff, dry, trace gravel, 
as above, black staining, 
as above, black staining absent. 

CLAY, brown, slightly moist, plastic. 

as above, moist, trace sand. 

as above, slighUy stiff, slightly moist, sand absent, 
large gravel piece. 

CLAY, gray, trace round pebbles. 

3.0 

0.0 

0.1 

NR 

0.2 

0.2 

0.0 

0.3 

0.0 

0.5 

0.3 

0.2 

Soil sampte collected at 0955. 
EIP-SS146-000-1. 

Soil sample coltected at 0955. 
EIP-SS146-002-1. 

Soil sample collected at 0959. 
EIP-SS146-004-1. 

Soil sampte and duplicated collected at 1006. 
E1P-SS146-010-1 and EIP-SS146-010-2. 

Soil sample collected at 1014. 
E1P-SS146-014-1. 

Soil sample coltected at 1026. 
E1P-SS146-018-1. 

Soil sample coltected at 1049. 
EIP-SS146-020-1. 

END OF BORING AT 22.75' 



r?estor lng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS147 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

12-15-06 

12-15-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

28' bgs 

Magnetrol 

5300 Belmont 

G. Nauman 

X 
I -
Q. 
LU 
Q 

> 
DC 
UJ > 
o o 
LU 
DC 

O 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

i ; X J Investigative Sampte Collected 

H H Investigative and Confirmation Sample Collected 

F"::;i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
CL 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

AS 

4 - 34/48 

28/48 

1 2 - 46/48 

1 6 - 30/46 

2 0 - 44/48 

2 4 - 48/48 

28- 48/48 

CL 

SC 

CL 

CH 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark brown, moderately stiff, dry. 

as above, brown, some dark brown spotting. 

as above, red spotting, some gravel. 

CLAYEY SAND, fine grained, loose, soft, saturated, 
some gravel. 

3" gravel/erratic, cream. 

SILTY CLAY with sand, brown, wet 
SILTY CLAY, brown, slightly stiff, moist, little sand and 
gravel. 
Significant slough from 8' to 16'. 
as above, gray, some pebbles Interpersed. 

as above, cohesive, pebbles absent. 

SILTY CLAY, gray, fat, slightiy stiff, moist, cohesive, 
little sand and gravel. 
Significant slough from 20' to 28'. 

as above, sllghUy soft. 

occasional sand seams from 27' to 28'. 

0.0 

0.0 

0.1 

0.3 

0.0 

0.5 

0.4 

0.6 

0.3 

0.4 

1.2 

1.3 

0.4 

0.4 

Soil sample coltected at 1012. 
EIP-SS147-002-1. 

Soil sampte coltected at lOie 
EIP-SS147-006-1. 

Soil sampte and duplicate collected at 1025. 
EIP-SS147-010-1 and EIP-SS147-010-2. 

Soil sample collected at 1032. 
E1P-SS147-014-1. 

Soil sample collected at 1048. 
EIP-SS147-018-1. 

Soil sample collected at 1104. 
EIP-SS147-022-1. 

Soil sampte collected at 1121. 
EIP-SS147-026-1. 

END OF BORING AT 28' 

3 2 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS148 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 12-15-06 

: 12-15-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

28 ' bgs 

Magnetro l 

5300 Be lmont 

J. Hunter 

X 
I -
CL 
UJ 
Q 

>-
DC 
UJ > 
o o 
UJ 
DC 

in 
o 
OT 
3 

Samples 

I X I l Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F ' " - ' ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

E 
CL 
CL 

9 
CL 

REMARKS 

m AS 

4 -
42/48 

8 -
47/48 

1 2 - 46/48 

1 6 -
38/48 

2 0 -
48/48 

2 4 -
48/48 

2 8 -
43/48 

CL 

ASPHALT surface cover and subbase. 

CLAY TILL, brown. 

CLAY, gray, stiff, dry. 

as above, slighUy moist. 

as above, slightiy moist to moist, expansive, trace sand. 

as above, very moist. 

CLAY, gray, stiff, slighUy moist. 

3.2 

4.5 

1.1 

1.5 

1.4 

0.8 

1.1 

1.0 

1.4 

0.9 

0.8 

0.6 

1.2 

1.1 

Soil sample and duplicate sample collected at 
1248. EIP-SS148-002-1 and 
EIP-SS 148-002-2. 

Soil sample collected at 1254. 
EIP-SS148-006-1. 

Soil sample collected at 1300. 
EIP-SS148-008-1. 

Soil sampte collected at 1306. 
EIP-SS148-012-1. 

Soil sample collected at 1313. 
EIP-SS148-016-1. 

Soil sampte collected at 1325. 
EIP-SS148-020-1. 

Soil sample collected at 1338. 
E1P-SS148-026-1. 

END OF BORING AT 28' 

3 2 -



immm^^-tOBMBBMMsasEi, 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS149 

12-13-06 
12-13-06 
Cabeno 
Geoprobe 
Grab 

(Pagel o f l ) 

Total Depth : 28' bgs 
Location : Magnetrol 

: 5300 Belmont 
WESTON Geologist : J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

X 
I -
Q. 
UJ 
Q 

> 
DC 
UJ > 
o o 
UJ 

o: 

in 
o 
ro 
3 

Samples 

I X I Investigative Sample Coltected 

^ H Investigative and Contirmation Sample Collected 

F' ' ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 
_ j 
CL 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

i AS 

48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 48/48 

2 8 — : 48/48 

GRAVELLY CLAY, black, trace sand. 
^CLAY, brown, stiff, dry, trace gravel. 

CL 

GW 

CL 

ASPHALT surface cover and subbase. 

SANDY CLAY, gray, moist 

GFIAVEL, light gray-tan, well-graded, wet. 

SANDY CLAY, gray, moist, slighUy plastic, trace gravel. 

as above, wet. Sand seams from 12' to 15', pooriy 
graded, medium to fine grained. 

SANDY CLAY, gray, very moist 

Significant slough from 16' to 28' 

as above, moist trace gravel. 

0.1 

1.3 

1.3 

0.5 

1.1 

0.8 

1.4 

1.2 

1.1 

1.4 

0.4 

0.4 

0.4 

0.2 

Soil sample collected at 1039. 
EIP-SS149-002-1. 

Soil sample coltected at 1043. 
EIP-SS149-004-1. 

Soil sample collected at 1050. 
EIP-SS149-008-1. 

Soil sample collected at 1050. 
EIP-SS149-010-1. 

Soil sample collected at 1058. 
EIP-SS149-012-1. 

Soil sample collected at 1058. 
EIP-SS149-014-1. 

Soil sample collected at 1110. 
EIP-SS149-018-1. 

Soil sample coltected at 1124. 
EIP-SS149-022-1. 

Soil sample collected at 1138. 
EIP-SS149-026-1. 

END OF BORING AT 28' 

3 2 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS150 

(Pagel of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-13-06 
12-13-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Magnetrol 
5300 Belmont 
J. Hunter 

X 
I -
Q. 
UJ 
Q 

> 
DC 
Ul 
> 
O 
o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

I X l l Investigative Sample Collected 

I ^ H Investigative and Confirmation Sampte Coltected 

F-''"1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

E 
CL 
Q . 

9 
CL 

REMARKS 

48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

24- 0/48 

AS 
1 5 W 

CL 

GW 

CL 

NR 

ASPHALT surface cover and subbase. 

GFRAVEL, brown, well-graded, loose, dry. 

CLAY, brown-olive, stiff, dry. 

CLAY, brown-gray, slightiy moist, trace gravel. 

as above, moisture Increasing. 

as above, very moist, plastic, gravel absent 

GFIAVEL with clay, gray-brown, well-graded, 
saturated. 

CLAY, gray, slightiy moist 

Significant slough from 16' to 20'. 

POOR RECOVERY, saturated, trace pooriy graded sand, 
trace gravel. 

I 

6.5 

0.0 

0.4 

1.6 

0.2 

0.5 

0.5 

0.5 

0.4 

0.4 

NR 

NR 

Soil sample collected at 1505. 
EIP-SS150-000-1. 

Soil sampte collected at 1509. 
EIP-SS150-006-1. 

Soil sample collected at 1513. 
EIP-SS150-010-1. 

Soil sample and duplicate collected at 1538. 
EIP-SS150-014-1 and EIP-SS150-014-2. 

Soil sampte collected at 1548. 
EIP-SS150-018-1. 

No sampte collected from 20' to 24'. 

END OF BORING AT 24' 

2 8 -

3 2 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS151 

(Pagel of1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, I linois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-13-06 
: 12-13-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

28' bgs 
Magnetrol 
5300 Belmont 
J. Hunter 

m 
Q 

> 
DC 
LU 
> 
o 
o 
UJ 

cc 

g 
X 
Q. 

CD 

ro 
o 
ro 
3 

Samples 

I X ! I Investigative Sample Collected 

H H Investigative and Confirmation Sample Coltected 

r-::::] investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

E 
Q. 

3 
9 
Q. 

REMARKS 

AS 

4 - 43/48 

48/48 

1 2 - 48/48 

16- 19/48 

2 0 - 22/48 

2 4 - 20/48 

28- 27/48 

/ CL 

GW 

SW 

CL 

SW 

CL 

SW 

CL 

SW 

CL 

SW 

CL 

ASPHALT surface cover and subbase. 

GFIAVEL, brown, well-graded, dry. 

CLAY, brown, stiff, dry. 
as above, gradually transitioning to olive color. 

CLAY, olive-gray, stiff, dry, trace gravel. 

CLAY, gray, moist, trace sand. 

SAND, gray, wet. 

CLAY, gray. 

2" gravel seam, light gray, well graded. 

SAND, gray. 

CLAY, gray. 

SAND, gray. 
Significant slough from 16' to 20'. 

CLAY, gray. 

SAND, gray. 
Significant slough from 20' to 24'. 

CLAY, gray. 

SAND, gray. 
Significant slough from 24' to 28'. 

CLAY, gray. 

0.6 

0.0 

0.0 

0.0 

0.6 

0.1 

0.6 

0.5 

0.0 

0.5 

0.1 

0.3 

0.9 

0.9 

Soil sample coltected at 1324. 
E1P-SS151-000-1. 

Soil sample collected at 1328. 
EIP-SS151-006-1. 

Soil sample collected at 1335. 
EIP-SS151-008-1. 

Soil sample coltected at 1335. 
EIP-SS151-010-1. Duplicate confirmation 
sample coltected. 

Soil sample collected at 1345. 
EIP-SS151-012-1. 

Soil sample coltected at 1345. 
EIP-SS151-014-1. 

Soil sample coltected at 1355. 
EIP-SS151-018-1. 

Soil sample collected at 1408. 
EIP-SS151-022-1. 

Soil sample collected at 1422, 
EIP-SS151-026-1. 

END OF BORING AT 28' 

3 2 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS152 

(Pagel ofl) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-14-06 
: 12-14-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Magnetrol 
5300 Belmont 
J. Hunter 

X 
I -
CL 
UJ 
Q 

> -
DC 
m 
> 
O 
o 
UJ 

a: 

o 

ro 
o 
OT 
3 

Samples 

\ ' X A Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F"''--l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
III 
_ i 
n 

OT 

.̂̂  
fc D. 
Q. 

Q 
Q. 

REMARKS 

AS 

4 - 43/48 

46/48 

1 2 - 46/48 

1 6 - 45/48 

2 0 - 45/48 

2 4 - - 4/48 

CL 

NR 

ASPHALT surface cover and subbase. 

CLAY, brown, trace angular gravel. 

as above, dark brown, stiff, dry. 

3" crushed dolomite erratic, reddish. 
"'^CLAY, gray, slighUy moist, 
^as above, dry to slightly moist, trace round pebbles. 
Slight red/pink staining from 8' 9.5'. 

SANDY CLAY, gray, moist 

as above, very moist. 

as above, sand content decreasing. 

POOR RECOVERY, significant slough. 

I 
I 

2.3 

4.7 

2.4 

1.8 

1.2 

1.3 

0.8 

0.6 

1.0 

0.8 

NR 

NR 

Soil sample collected at 1215. 
EIP-SS152-002-1. 

Soil sample and duplicate coltected at 1220. 
EIP-SS152-004-1 and EIP-SS152-004-2. 

Soil sampte collected at 1226. 
EIP-SS152-010-1. 

Soil sampte collected at 1236. 
EIP-SS152-014-1. 

Soil sample collected at 1248. 
EIP-SS152-018-1. 

No sample collected from 20' to 24'. 

END OF BORING AT 24' 

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS153 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-14-06 
: 12-14-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

20' bgs 
Magnetrol 
5300 Belmont 
J. Hunter 

X 
H 
CL 
UJ 
Q 

> 
DC 
UJ > o o 
LU 
DC 

CL < 
DC 
CD 

OT 
O 
OT 
3 

Samples 

I X J Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sample Collected 

F'"::i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
Q. 

3 
9 
CL 

REMARKS 

i AS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

20- 41/48 

V̂  

CL 

ASPHALT surface cover and subbase. 

CLAY, olive with black staining. 
CLAY, brown, stiff, dry. 

as above, trace angular gravel. 

as above, slightly moist 

3" gravel seam, light gray, well-graded, dry. 
CLAY, gray-tan. 

CLAY, gray, moist to slightly moist trace gravel. 

Slough from 12'to 14.5'. 

as above, moist, plastic. 

SANDY CLAY, gray, moist to wet. 

0.0 

0.1 

0.3 

0.0 

1.6 

0.4 

0.5 

0.8 

0.6 

1.0 

Soil sample and duplicate collected at 1004. 
E1P-SS153-002-1 and EIP-SS153-002-2. 

Soil sample collected at 1010. 
EIP-SS153-004-1. 

Soil sample collected at 1010. 
E1P-SS153-006-1. 

Soil sample collected at 1017. 
E1P-SS153-008-1. 

Soil sample collected at 1028. 
EIP-SS153-014-1. 

Soil sample collected at 1040. 
EIP-SS153-018-1. 

END OF BORING AT 20' 

2 4 -

2 8 -

3 2 -



- ^ B S H B O S a S B . 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

LOGC 

: 12-14-06 
: 12-14-06 
: Cabeno 
: Geoprobe 
:Grab 

IF BORING EIP-SS154 

(Pagel Ofl) 

Total Depth 
Location 

WESTON Geologist 

28.0' bgs 
Magnetrol 
5300 Belmont 
J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

UJ 
Q 

4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

28-

3 2 -

> 
DC 
Ul > o o 
UJ 
DC 

Samples 

I X I Investigative Sample Coltected 

^ ^ 1 Investigative Sampte and Confirmation Sample Collected 

l ' ' " ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< « 
REMARKS 

IP 

45/48 

46/48 

47/48 

39/48 

47/48 

48/48 

41/48 K Z 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown with gray motUing, stiff, dry, low 
plasticity. 

as above, mottling decreases-spots of gray, trace 
gravel. 
SILTY CLAY, brown, occasional red spotting, stiff, dry, 
some gravel and cobbles, trace sand. 

as above, moist, medium plasticity. 

CLAY, gray, moist, some sand and gravel. 

as above, saturated. 

SANDY CLAY. 
CLAY, gray, very moist, high plasticity, some sand, 
trace gravel. 

Slough from 24' to 24.65'. 

END OF BORING AT 28' 

2.5 

8.0 

5.4 

3.2 

3.4 

7.8 

3.3 

3.4 

2.4 

0.9 

1.1 

1.6 

1.2 

0.7 

Soil sample and 
duplicate coltected at 
0802. 
EIP-SS 154-002-1 and 
EIP-SS154-002-2. 
Soil sample collected 
at 0807. 
EIP-SS154-004-1. 

Soil sample coltected 
at 0807. 
EIP-SS154-006-1. 

Soil sample coltected 
at 0814. 
EIP-SS154-010-1. 

Soil sampte collected 
at 0822. 
EIP-SS154-014-1. 
Duplicate confirmation 
sample coltected. 
Soil sampte coltected 
at 0835. 
EIP-SS154-016-1. 

Soil sample collected 
at 0848. 
E1P-SS154-022-1. 

Soil sample collected 
at 0902. 
EIP-SS 154-024-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



L - f f « W l l i J I > l J M 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS155 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Data 
Driller 
Drilling Method 
Sampling Method 

: 12-14-06 
: 12-14-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 

Location 

WESTON Geologist 

24' bgs 

Magnetrol 

5300 Belmont 

J. Hunter 

CL 
UJ 
D 

>-
DC 
UJ > 
o o 
UJ 
DC 

in o 
OT 
3 

Samples 

l>xCI Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Coltected 

F-^'^l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

£ 
CL 
CL 

9 
a 

REMARKS 

AS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 24/48 

24- 48/48 

-Tmr yGF?AVEL, brown, well-graded. 

v= 

CL 

GW ^GF^VEL, light gray and brown, well-graded, trace clay. 

CL 

ASPHALT surface cover and gravel subbase. 

CLAY, olive with black staining, stiff, dry. 
as above, olive to brown. 

CLAY, brown, stiff, dry, trace gravel. 

CLAY, gray. 

GRAVELLY CLAY, brown, saturated. 

CLAY, gray, trace sand. 

SANDY CLAY, saturated. 
Significant slough from 16' to 20'. 

CLAY, gray, moist to very moist plastic, trace gravel. 

0.9 

1.0 

1.1 

1.2 

1.3 

1.2 

0.3 

0.3 

0.0 

NR 

0.3 

0.0 

Soil sample collected at 1400. 
EIP-SS155-002-1. 

Soil sampte collected at 1406. 
EIP-SS155-006-1. 

Soil sampte and duplicate collected at 1413. 
EIP-SS155-008-1 and EIP-155-008-2. 

Soil sample collected at 1418. 
EIP-SS155-014-1. 

Soil sample collected at 1429. 
EIP-SS155-016-1. 
Soil screened -115 on CO monitor from 16' 
to 18'. 

Soil sampte coltected at 1445. 
EIP-SS155-020-1. 

END OF BORING AT 24' 

28-

32-



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS156 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-18-06 
: 12-18-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Magnetrol 
5300 Belmont 
J. Hunter 

X 
h -
CL 
UJ 
Q 

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

> 
DC 
U l 
> 
o 
o 
UJ 
DC 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

| : : " ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

REMARKS 

WF\ 

45/48 

46/48 

7 
7 
7/ 

46/48 
7 
/ / 

45/48 

34/48 

29/48 

47/48 

46/48 V./_y. 

TV 

,̂ ASPHALT surface cover and subbase. 

CL 

SP 

SW 

CL 

CLAY, brown, stiff, dry, trace gravel, 
as above, olive, gravel absent. 

as above, 4" black staining. 

CLAY, brown, slightly stiff, dry, trace gravel. 

SANDY CLAY, brown, slightly moist, slightiy plastic, 

as above, stiff, sand content decreasing. 

CLAY, gray, stiff, slightly moist, slighUy plastic, trace 
round gravel. 

Slough from 16'to 17'. 

SAND, brown, pooriy graded, fine to medium grained, 
saturated, trace clay. 
SAND, brown, well graded, coarse grained, saturated, 
trace clay. 
CLAY, gray, wet, plastic, 

as above, moist. 

as above, slightly moist 

as above, very plastic. 

I 
I 

0.0 

0.0 

0.2 

0.0 

0.3 

0.6 

0.1 

0.7 

0.4 

0.7 

0.0 

NA 

0.3 

0.2 

0.3 

0.3 

Soil sample and 
duplicate collected at 
0801. 
EIP-SS156-002-1 and 
EIP-SS156-002-2. 

Soil sample coltected at 
0807. 
E1P-SS156-006-1. 

Soil sampte coltected at 
0813. 
EIP-SS156-010-1. 

Soil sample collected at 
0822. 
E1P-SS156-014-1. 

Soil sample collected at 
0832. 
EIP-SS156-018-1. 

Soil sample coltected at 
0842. 
EIP-SS156-020-1. 

Soil sampte collected at 
0906. 
EIP-SS 156-024-1. 

Soil sample coltected at 
0922. 
EIP-SS156-030-1. 

END OF BORING AT 32' 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS157 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 12-15-06 

: 12-15-06 

: Cabeno 

: Geoprobe 

: Grab 

Total Depth 

Location 

WESTON Geologist 

24' bgs 

Magnetrol 

5300 Belmont 

J. Hunter 

UJ 
Q 

> 
CC 
LU 
> o o 
UJ 
cc 

in o 
in 
3 

Samples 

r X I Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

f i r iT\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
OT 

£ 
a . 3 
9 
CL 

REMARKS 

m AS 

37/48 

8 - 48/48 

1 2 - 44/48 

1 6 - 48/48 

2 0 - 48/48 

24- 4/48 

^ASPHALT surface cover and subbase. 

V̂  

CL 

NR 

GFJAVELLY CLAY, brown, slightty moist. 
CLAY, olive, black stained, trace gravel. 

as above, moist plastic, gravel absent. 

CLAY, brown with gray mottling, stiff, dry, trace gravel. 

CLAY, brown, moist. 
as above, some black staining. 

GF?AVELLY CLAY, brown, saturated, trace sand. 

CLAY, gray, moist, some brown liquid on the outside, 

as above, trace gravel. 

POOR RECOVERY, saturated sleeve. 

0.4 

0.9 

0.6 

0.3 

0.9 

0.8 

0.8 

0.8 

0.6 

0.1 

NR 

NR 

Soil sampte coltected at 0843. 
EIP-SS157-002-1. 

Soil sampte collected at 0847. 
EIP-SS157-004-1. 

Soil sample and duplicate collected at 0854. 
EIP-SS157-008-1 and EIP-SS157-008-2. 

Soil sampte collected at 0904. 
EIP-SS157-014-1. 

Soil sampte coltected at 0917. 
E1P-SS157-016-1 

No soil sampte coltected from 20' to 24'. 

END OF BORING AT 24' 

2 8 -

3 2 -



BSBBoansm, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS158 

(Pagel ofl) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-21-06 
12-21-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

24' bgs 
Magnetrol 
5300 Belmont 

CL 
LU 
Q 

> 
CC 
UJ > 
o o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Coltected 

F"'--'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 
_ 1 
Q. 

< 
OT 

£ 
Q. 
CL 

9 
CL 

REMARKS 

4 -

8 - 43/48 

12- 46/48 

1 6 - 45/48 

2 0 -
44/48 

24-

2 8 -

3 2 -

43/48 

41/48 

A 

Ay 

AS 

^GFRAVEL, light brown, well graded, slighUy moist. 

.CLAY, olive. 
^CLAY, brown, stiff. 

SANDY CLAY, brown, large tan gravel, 
as above, moist gravel absent 

CL 

SP 

CL 

ASPHALT surface cover and subbase. 

CLAY, gray. 

SAND, gray, poorly graded, moist. 

CLAY, gray. 

END OF BORING AT 24' 

0.3 

0.9 

0.7 

0.3 

0.0 

0.0 

0.3 

0.0 

0.1 

0.0 

0.3 

0.1 

Soil sample collected at 1022. 
E1P-SS158-002-1. Duplicate confirmation 
sampte coltected. 

Soil sample collected at 1030. 
EIP-SS158-004-1. 

Soil sample collected at 1034. 
EIP-SS158-010-1. 

Soil sample and duplicate collected at 1039. 
EIP-SS158-012-1 and EIP-SS158-012-2. 

Soil sample collected at 1048. 
E1P-SS158-016-1. 

Soil sampte collected at 1058. 
EIP-SS158-020-1. 



^ J5[ i V . ? 5 J « > 3 
F ? e s t o r l n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 

CL 

Q 

PI 

4 -

8 -

1 2 -

1 6 -

90 

2 4 -

2 8 -

3 2 -

c 

UJ 

o 
LU 
DC 

38/48 

40/48 

47/48 

46/48 

0/48 

o 
X 
CL 

CD 

m 
77 

A 

II 
77/, 

/A/, 

VA 

OT 
O 
OT 
3 

LOG OF B 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-21-06 

12-21-06 

Cabeno 

Geoprobe 

Grab 

Samples 

I X J Investiqative Samote Coltected 

• H Investigative and Confirmation Sampte Collected 

\lv.",\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

AS 
l-IUU 

CL 

NR 

ASPHALT surface cover and subbase. 

yGFlAVEL, tan, well graded, sllghUy moist. / 

CLAY, tan, stiff, dry, trace gravel. 
CLAY, brown, moist. 

CLAY, gray, trace sand. 

Slough from 8' to 9.75'. 

Slough from 12'to 14.5'. 

NO RECOVERY, large rock with grey clay in shoe. 

END OF BORING AT 20' 

OR 

ro 
UJ 
_ i 

CL 

OT 

X 

^ 

1 
• • 
X 

/ \ 

INGEIP-SS159 

(Pagel Ofl) 

Total Depth 

Location 

WESTON Geologist 

20' bgs 

Magnetrol 

5300 Belmont 

J. Hunter 

CL 

3 
Q 
CL 

REMARKS 

0.3 

0.0 

0.6 

1.0 

1.9 

2.3 

1.7 

1.2 

NR 

NR 

Soil sample coltected at 0823. 
EIP-SS159-000-1. 

Soil sample coltected at 0826. 
EIP-SS159-006-1. 

Soil sampte collected at 0834. 
EIP-SS159-010-1. MS/MSD confirmation 
sample collected. 

Soil sample collected at 0840. 
EIP-SS159-012-1. 

No sample collected from 16' to 20'. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS160 

(Pagel of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-21-06 
: 12-21-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

23.5' bgs 
Magnetrol 
5300 Belmont 
J. Hunter 

X 
H 
CL 
LU 
Q 

UJ 

s 
o 
UJ 
CC 

o 
X 
CL 

CD 

OT 
O 
ro 
3 

Samples 

l " X I Investigative Sample Collected 

I H Investigative and Confirmation Sample Collected 

F::"':1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

£ 
CL 

3 
9 
CL 

REMARKS 

AS 

48/48 

8 - 48/48 

1 2 - 48/48 

1 6 -
48/48 

2 0 - 48/48 

48/48. 

- T J C ^CLAYEY GRAVEL, brown to light brown. 

.CLAY, brown, stiff, slightly moist, trace gravel. 
^CLAY, brown, slightly moist, some sandy clay seams. 

CLAY, gray, stiff. 

as above, moist, plastic. 

CL 

ASPHALT surface cover and subbase. 

Slough from 8' to 9.6'. 

CLAY with sand, gray, moist. 

Slough from 16'to 18.4'. 

0.3 

0.1 

0.4 

0.7 

0.2 

0.5 

0.3 

0.8 

0.8 

1.0 

1.3 

1.1 

Soil sample collected at 1114. 
EIP-SS160-000-1. 

Soil sample collected at 1114. 
EIP-SS160-002-1. Duplicate confirmation 
sample coltected. 

Soil sample collected at 1124. 
E1P-SS160-006-1. 

Soil sampte collected at 1130. 
EIP-SS160-010-1. 

Soil sampte coltected at 1135 
E1P-SS160-014-1. 

Soil sample collected at 1145. 
EIP-SS160-018-1. 

Soil sample collected at 1159. 
EIP-SS160-020-1. 

2 4 -

2 8 -

3 2 -

END OF BORING AT 23.5'. 



^2;iS5Ma 
S O L U T I O N S 

Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS161 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 12-14-06 

: 12-14-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

29.5' bgs 

Casco 

2800 Hitchock 

T. Sundquist 

X 
H 
CL 
UJ 
o 

> 
DC 
UJ > o o 
UJ 
DC 

CD 

OT 
O 
OT 
3 

Samples 

I X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F""- l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

4 - 46/48 

8 - 39/48 

1 2 - 36/48 

1 6 - 47/48 

2 0 - 45/48 

18/48 

2 4 -

2 8 - 48/48 

18/18 

TS 
GW 

CL 

SILTY CLAY, medium brown, soft, slightly moist, 
crumbly, some sand. 
as above, becoming sandy clay. 

"^No Recovery from 4' to 4.75'. 
SANDY CLAY, brown, fine grained, medium 
consistency, wet. 

GW 

GRAVEL/SAND, brown, coarse grained, slightiy moist, 
.cobbles/pebbles, little clay. 
\-No Recovery/Slough from 8' to 9.4'. 

as above, dry. 

as above, clay content increasing. 
''^Slough from 12'to 12.8'. 

CL 

GC 

SP 

GW 

GW 

SP 

CL 

GF^SS surface cover and ORGANIC SOIL, 
iCrumbly. 

black, 

^GF?AVEL, gray/white, slighUy moist, littie clay. 

SANDY CLAY with gravel, medium brown. 

CLAYEY GF^VEL, brown/red/cream, slightty moist, 
pebbles, cobbles, coarse sand. 

.SAND, brown, medium grained, sllghUy moist 
\-as above, fine grained. 

GRAVEL/SAND, brown, coarse grained, slightly moist, 
cobbles/pebbles, little clay. 

NO RECOVERY 

GF^VEL/SAND with clay, coarse grained, slightly moist, 
cobbles/pebbles. 

SAND, brown, medium grained, wet. 

as above, fine grained. 
as above, coarse grained. 

SANDY CLAY, brown, fine grained, soft, slightly moist. 

SILTY CLAY, gray, stiff, sllghUy moist, few pebbles. 

0.4 

0.3 

0.1 

0.2 

0.2 

0.4 

0.1 

0.8 

0.9 

0.3 

NR 

0.3 

0.3 

0.5 

0.5 

Soil sample collected at 0810. 
EIP-SS161-000-1. 

Soil sample and duplicate collected at 0815. 
E1P-SS161-006-1 and EIP-SS161-006-2. 

Soil sample coltected at 0820. 
E1P-SS161-010-1. 

Soil sample collected at 0827. 
EIP-SS161-014-1. 

Soil sample collected at 0837. 
EIP-SS161-016-1. 

Soil sample collected at 0848. 
E1P-SS161-022-1. 

Soil sample collected at 0859. 
E1P-SS161-026-1. 

Soil sample collected at 0912. 
EIP-SS161-028-1. 

3 2 -

END OF BORING AT 29.5' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS162 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-14-06 
: 12-14-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

27' bgs 
Casco 
2800 Hitchock 
T. Sundquist 

X 
I -
Q. 
UJ 
D 

>-
CC 
UJ 
> 
o 
o 
UJ 

cc 

in 
ID 
in 
3 

Samples 

l ! X 1 Investigative Sample Collected 

I H Investigative and Confirmation Sample Collected 

F----1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

AS 

4 - 43/48 

8 - 48/48 

1 2 - 34/48 

1 6 - 46/48 

2 0 - 45/48 

27/48 

2 4 -

36/36 

OL 

V̂  
CL 

NR 

GC 

CL 

SP 

GW 

NR 

CL 

GC 

SP 

SC 

ASPHALT surface cover and subbase. 

ORGANIC SOIL, black, soft, slighUy moist, crumbty. 

SANDY CLAY, dark brown, soft, slighUy moist, crumbly, 
some silt, few pebbles, 
as above, medium brown. 

as above, some gravel. 

NO RECOVERY/SLOUGH from 8' to 10'. 

CLAYEY GFRAVEL, brown, coarse grained, moist, 
coarse sands, cobbles/pebbles. 

SILTY CLAY, brown, medium grained, slightly moist, 
Jew pebbles, trace sands. 

SAND, brown, medium grained, slighUy moist. 
Vas above, becoming coarser. 

No Recovery/Slough fro,m 16.' to 17.2'. 
as above, coarse grained, moist 

V 

Brown GF^VEL/SAND, brown, coarse grained, dry, 
cobbles/pebbles, little clay^ 

NO RECOVERY/SLOUGH from 20' to 22'. 

SANDY CLAY, brown, fine grained, soft, moist, 

as above, gray, transitioning to clayey sand. 

CLAYEY GF^VEL, brown, wet, coarse sand. 

SAND, brown, fine grained, wet. 

CLAYEY SAND, brown, wet, gray at 27'. M 

NR 

0.2 

0.2 

0.0 

NR 

0.0 

0.2 

0.0 

0.2 

0.0 

NR 

0.2 

0.0 

0.1 

Soil sample and duplicate collected at 1015. 
EIP-SS162-002-1 and EIP-SS162-002-2. 

Soil sample collected at 1018. 
EIP-SS162-004-1. 

Soil sampte collected at 1022. 
EIP-SS162-010-1. 

Soil sample collected at 1028. 
EIP-SS162-012-1. 

Soil sample coltected at 1036 
EIP-SS162-016-1. 

Soil sampte coltected at 1044. 
EIP-SS162-022-1. 

Soil sample collected at 1059. 
EIP-SS162-026-1. 

END OF BORING AT 27' 
2 8 -

3 2 -



1HH1H&- - g f H ' H f ' W H 
r?estor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS163 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-14-06 
: 12-14-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 

Location 

WESTON Geologist 

28' bgs 

Casco 

2800 Hitchock 

T. Sundquist 

X 
H 
CL 
UJ 
Q 

4 -

8 -

1 2 -

16-

20-

2 4 -

28-

3 2 -

> 
DC 
UJ > o o 
LU 
DC 

Samples 

I X I I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

| " : "^ | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
ro 

REMARKS 

AS 

48/48 

48/48 A4 
/. 

Eg, 

43/48 

48/48 

48/48 

18/48 

11/48 

7 . 

GW 

CL 

SC 

CL 

GW 

CL 

GW 

SP 

NR 

GW 

NR 

Asphaft surface cover and subbase. 

SILTY CLAY, dark gray/black, very stiff, slightly moist, 
few pebbles. 

as above, brown, stiff, some sand. 

Slough from 4' to 4.5'. 
SANDY CLAY, brown, stiff, wet. 

CLAYEY SAND, red/brown, medium grained, soft, 
crumbly, some gravel/pebbles. 

No Recovery/Slough from 8' to 9.6'. 

as above, wet. 
Gf^VEL, well graded, some pebbles/cobbles, coarse 
grained sand. 

SILTY CLAY, gray, stiff, wet, some pebbles. 

GRAVEL, brown, coarse grained, wet, some coarse 
grained sand, littie clay. 

SANDY CLAY, brown, very stiff, moist, some gravel. 

GFIAVEL, brown, wet, some sand, little clay. 

SAND, brown, fine grained, moist. 

GVy GRAVEL/PEBBLES, brown, cemented, wet, little 
^clay/sand. 

NO RECOVERY from 20' to 22.5'. 

GF?AVEL/PEBBLES, brown, cemented, wet, little 
, clay/sand. 
yGF^AVEL/SAND, coarse grained, dry, cobbles/pebbles. 

NO RECOVERY/SLOUGH from 24' to 28'. 

0.1 

0.1 

0.3 

0.1 

0.0 

0.1 

0.3 

0.1 

0.1 

0.1 

NR 

0.0 

NR 

NR 

Soil sample coltected at 
1144. 
EIP-SS163-002-1. 

Soil sample coltected at 
1147. 
EIP-SS163-004-1. 
Duplicate confirmation 
sampte collected. 

Soil sample and 
duplicate coltected at 
1154. EIP-SS163-010-1 
andEIP-SS163-010-2. 
Soil sample collected at 
1201. 
EIP-SS163-012-1. 

Soil sample coltected at 
1201 
EIP-SS163-014-1. 

Soil sample collected at 
1211. 
EIP-SS163-018-1. 

Soil sampte coltected at 
1221. 
EIP-SS163-022-1. 

No sample collected 
from 24' to 28'. 

END OF BORING AT 28'. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS164 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-14-06 
: 12-14-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Casco 
2800 Hitchock 
T. Sundquist 

CL 
UJ 
Q 

>-
DC 
UJ > 
o o 
UJ 
DC 

O 
X 
CL 

CD 

w 
o 
ro 
3 

Samples 

I X T I investigative Sample Collected 

^ ^ 1 Investigativs and Confirmation Sample Collected 

F'-:'-! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
Ml 
_ i 
n 5 < 
ro 

-̂̂  
fc CL 
a. 
Q 
CL 

REMARKS 

1 AS 

4 - 48/48 

48/48 

1 2 - 48/48 

16- 48/48 

20- 21/48 

24- 46/48 

/ / 

CL 

GW 

CL 

GW 

NR 

SP 

GW 

ASPHALT surface cover and subbase. 

SILTY CLAY, black, stiff, dry, crumbty. 
as above, medium consistency. 

SILTY CLAY, olive/brown, very stiff. 

SILTY CLAY, medium brown, medium consistency, 
slightly moist. 

as above, medium gray/olive, moist, some sand. 

Brown SANDY CLAY, medium consistency, moist, 
as above, soft, wet, some gravel. 

COBBLES/PEBBLES, dry. 

SILTY CLAY, gray, stiff, dry, some pebbles, trace sand, 

as above, very stiff, slightly moist. 

GF^VEL, gray, wet, cobbles/pebbles, some coarse 
sand. 

NO RECOVERY from 16' to 18.25'. 

SAND, gray, coarse grained, wet. 

GRAVEL/COBBLES/PEBBLES, gray, wet, trace day. 

0.3 

0.1 

0.0 

0.2 

0.1 

0.2 

0.2 

0.4 

NR 

0.4 

0.2 

0.2 

Soil sampte collected at 1358. 
EIP-SS164-000-1. 

Soil sampte coltected at 1358. 
EIP-SS164-002-1. 

Soil sample collected at 1402. 
E1P-SS164-006-1. 

Soil sampte collected at 1408. 
EIP-SS164-010-1. 

Soil sample and duplicate coltected at 1420. 
EIP-SS164-014-1 and EIP-SS164-014-2. 

Soil sampte collected at 1433. 
EIP-SS164-018-1. 

Soil sample coltected at 1446. 
EIP-SS164-020-1. 

END OF BORING AT 24' 

2 8 -

3 2 -



^ 
IHHHHg- -g-T ' lTi i f ' I f l - l 
FJestoring R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS165 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

12-14-06 

12-14-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

27' bgs 

Casco 

2800 Hitchock 

T. Sundquist 

X 
I-
Q. 
UJ 
Q 

>-
CC 
UJ 
> 
o o 
UJ 
DC 

in o 
OT 
3 

Samples 

1 X 1 Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F:.: :-I Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

£ 
CL 
CL 

9 
Q. 

REMARKS 

AS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 35/48 

36/36 

22 

CL 

.SILTY CLAY, black, soft, slighUy moist, crumbly. 
Vas above, olive, 
as above, brown, medium consistency. 

SANDY CLAY, medium brown, soft, moist crumbly. 

SC 

CL 

CLAYEY SAND, light brown, slighUy moist, crumbly, 
some ( 
^SANF 
\^pebbles. 

some gravel. 
VsAND with clay, brown, coarse grained, wet, some 

GW 

CL 

SILTY CLAY, brown/gray, slightiy moist, some pebbles. 
Vas above, gray, very stiff, dry. 
^Slough from 12'to 13.2'. 

GC 

GW 

NR 

GW 

SP 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown/gray, moist, crumbly, some sand. 

GFJAVEL/SAND, brown, coarse grained, moist, some 
clay. 

CLAYEY SAND/GFJAVEL, brown, coarse grained, moist, 
cobbles/pebbles. 

GF?AVEL/SAND, brown, coarse grained, wet, 
cobbles/pebbles, little clay. 

NO RECOVERY from 20' to 21.1'. 

GFIAVEL/SAND, brown, coarse grained, wet, 
cobbles/pebbles, some clay. 

Brown SAND, brown, coarse grained, wet. 

I 

M 

0.0 

0.0 

0.0 

0.1 

0.2 

0.1 

0.0 

0.1 

0.1 

0.2 

0.4 

0.3 

0.1 

0.3 

Soil sample coltected at 1536. 
EIP-SS165-000-1. 

Soil sample and duplicate collected at 1541. 
EIP-SS165-006-1 and EIP-SS165-006-2. 

Soil sample collected at 1545. 
EIP-SS165-008-1. 

Soil sampte collected at 1554. 
EIP-SS165-014-1. 

Soil sample collected at 1604. 
EIP-SS165-018-1. 

Soil sampte collected at 1614. 
EIP-SS165-020-1. 

Soil sample collected at 1634. 
EIP-SS165-026-1. 

END OF BORING AT 27' 
2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS166A 

(Page 1 of 1 ] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 12-18-06 

: 12-18-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

8'bgs 

Molex 

5225 Walnut 

T. Sundquist 

CL 
LU 
Q 

>-
DC 
UJ > 
o 
o 
LU 

cc 

m 
o 
ro 
3 

Samples 

1^X11 Investigative Sample Coltected 

^ ^ 1 Investigative and Confirmation Sample Collected 

V,',',',i\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

£ 
CL 
CL 

9 
CL 

REMARKS 

1 AS 

4 - 48/48 

48/48 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, medium consistency, dry, few 
pebbles. 

as above, medium to stiff, wet. 

as above, some wet, subangular gravel. 

0.1 

0.0 

0.1 

0.3 

Soil sampte and duplicate collected at 0755. 
EIP-SS166A-000-1andEIP-SS166A-000-2. 

Soil sample coltected at 0801, 
EIP-SS166A-004-1, 

Soil sample collected at 0801. 
EIP-SS166A-006-1. 

END OF BORING AT 8' 
Sleeve and shoe fell out of barrel while bringing up 
barrel. 

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

32-



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS166B 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

12-18-06 

12-18-06 

Cabeno 

Geoprobe 

Grab 

Total Depth : 32' bgs 
Location : Molex 

: 5225 Walnut 
WESTON Geologist : T. Sundquist 

£~ 
X 
H 
CL 
UJ 
a 

^ 
m > C) 
Cl 
UJ 
VC 

o 
X 
Q. 
< CC 
ID 

in 
I-) 
in 
3 

Samples 

L X I Investigative Sampte Collected 

H H Investigative and Confirmation Sampte Collected 

F:::::1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

£ 
CL 
CL 

9 
CL 

REMARKS 

4 -

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

24- 48/48 

2 8 - 48/48 

32- 48/48 

CL 

BLIND DRILLED to 8'. 

SILTY CLAY, olive/brown, stiff, dry, some pebbles. 

as above, olive/gray, 

as above, gray. 

as above, medium consistency, trace sand. 

SILTY CLAY, gray, medium consistency, slighUy moist, 
some pebbles, trace sand. 

as above, gravel intermixed. 
SILTY C L A V , gray, slighUy moist, dry. 
as above, soft to medium, wet. 

as above, soft, moist few pebbles. 

as above, wet. 

SANDY CLAY, gray, soft, wet. 

SP I SAND, gray, medium grained, moist 

END OF BORING AT 32' 

0.3 

0.2 

0.4 

0.4 

0.6 

0.5 

0.1 

0.1 

0.1 

0.1 

0.2 

0.1 

No samples collected from 0' to 8'. 

Soil sampte coltected at 0832. 
EIP-SS166B-008-1. 

Soil sampte collected at 0842. 
EIP-SS166B-014-1. 

Soil sample coltected at 0858. 
EIP-SS166B-016-1. 

Soil sample coltected at 0919. 
EIP-SS166B-020-1. 

Soil sample coltected at 0939. 
EIP-SS166B-024-1. 

Soil sample collected at 0952. 
EIP-SS166B-028-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS167 

(Pagel o f l ] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-18-06 
12-18-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

30.5' bgs 
Molex 
5225 Walnut 
T. Sundquist 

X 
I -
D. 
UJ 
Q 

4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

> 
CC 
UJ 
> o 
o 
UJ 
01 

Samples 

I . X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

l" ' : " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
ro 

REMARKS 

32/48 

48/48 

48/48 

48/48 

48/48 

48/48 

48/48 

19/30 

TS 

CL 

GF5ASS surface cover and ORGANIC SOIL, dark 
brown, soft, moist, roots. 

SILTY CLAY, olive/brown, medium consistency, moist 
few pebbles, trace sand. 

as above, brown, stiff, dry, sand absent. 

SILTY CLAY, olive/brown, soft, wet, some pebbles, 
trace sand. 

SILTY CLAY, brown, medium consistency, moist some 
pebbles. 
as above, brown/gray, wet. 

as above, gray, slightly moist, trace sand. 

SILTY CLAY brown/gray, soft, wet, few pebbles. 

SANDY CLAY, gray, soft, wet, few pebbles. 

SILTY CLAY, gray, soft, moist few pebbles. 

as above, medium to stiff, some pebbles. 

as above, some sand. 

END OF BORING AT 30.5' 

0.3 

0.4 

0.4 

0.4 

0.4 

0.1 

0.3 

0.3 

0.4 

0.6 

0.4 

0.4 

0.2 

0.1 

0.9 

Soil sample coltected at 
1011. 
EIP-SS167-002-1. 

Soil sample and 
duplicate collected at 
1018. EIP-SS167-006-1 
and EIP-SS167-006-2. 
Soil sample collected at 
1027. 
EIP-SS167-008-1. 

Soil sample collected at 
1027. 
EIP-SS167-010-1. 

Soil sampte collected at 
1036. 
EIP-SS167-014-1. 

Soil sample collected at 
1043. 
EIP-SS167-018-1. 

Soil sample coltected at 
1058. 
EIP-SS167-020-1. 

Soil sample collected at 
1111. 
EIP-SS167-024-1. 

Soil sample coltected at 
1124. 
EIP-SS167-028-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



I?estor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS168 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 12-18-06 

: 12-18-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

32' bgs 

Molex 

5225 Walnut 

T. Sundquist 

X 
H 
CL 
lU 
Q 

> 
rr UJ 
> 
u C) 
UJ 
01 

in 
o 
ro 
3 

Samples 

1 X 1 Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F : " " 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn LU 
_ j 

n 5 < 
w 

.̂.̂  fc CL 
CL 

Q 

D. 

REMARKS 

46/48 

48/48 

1 2 - 48/48 

1 6 - 48/48 

20- 48/48 

2 4 - 48/48 

2 8 - 48/48 

32- 48/48 

T S 

CL 

GFRASS surface cover. 

SILTY CLAY, dark brown, medium to soft, slightiy moist 
as above, some gravel, 
as above, gravel absent. 
SILTY CLAY, light olive/brown, medium consistency, 
few pebbles. 
SILTY CLAY, dark olive/brown, medium to soft wet, 
trace pebbles. 

as above, dark brown, medium consistency. 

as above, some gravel, 
as above, gravel absent 
SILTY CLAY, light brown, medium consistency, moist, 
some pebbles. 

as above, brown, soft, wet. 

SILTY CLAY, gray, medium to stiff, moist, some 
pebbles.. 

as above, trace pebbles. 

SILTY CLAY, grayy/brown, medium consistency, moist 
few pebbles. 

END OF BORING AT 32' 

0.4 

0.5 

0.5 

0.5 

0.6 

0.8 

0.8 

1.1 

0.5 

0.3 

0.5 

0.3 

0.5 

0.2 

0.5 

0.2 

Soil sample collected at 1222. 
EIP-SS168-002-1. 

Soil sample coltected at 1228. 
EIP-SS168-004-1. 

Soil sample and duplicate collected at 1241. 
EIP-SS168-010-1 and EIP-SS168-010-2. 

Soil sample collected at 1253. 
EIP-SS168-014-1. 

Soil sampte coltected at 1305. 
EIP-SS168-016-1. 

Soil sample collected at 1317. 
EIP-SS168-020-1. 

Soil sample collected at 1331. 
EIP-SS168-024-1. 

Soil sample coltected at 1349. 
EIP-SS168-028-1. 



.^amonsisBi. 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS169 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-18-06 
12-18-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 

Location 

WESTON Geologist 

28' bgs 

Molex-East Parking Lot 

5224 Katrine 

T. Sundquist 

X 
h-
CL 
m 
Q 

> 
oc 
LU 
> 
o 
o 
UJ 
01 

o 
X 

cc 
CD 

ro 
o 
w 
3 

Samples 
\ ' X Z \ Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sample Collected 

F>"'-1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
LU 

< 
OT 

£ 
CL 
CL 

9 
CL 

REMARKS 

1 AS 

4 -
43/48 

8 - 48/48 

1 2 -
48/48 

1 6 -
48/48 

2 0 - 26/48 

2 4 - 44/48 

28- 48/48 

CL 

NR 

CL 

SC 

SW 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, medium to soft, slightly moist, few 
pebbles, trace sand. 

as above, dark brown, trace pebbles, sand absent. 

as above, light brown, wet, few pebbles, trace sand. 

SILTY CLAY with gravel, red/brown, medium to soft, 
m o i s t 

NO R E C O V E R Y from 16' to 17.8'. 

S A N D Y CLAY, brown, medium grained, medium to soft, 
moist. 
CLAYEY SAND, gray, fine grained, moist. 

SAND, brown, medium grained, wet. 

as above, gravelly. 

SILTY CLAY, gray, medium consistency, slightly moist 
some pebbles. 
V Slough from 24' to 26'. 

as above, medium to stiff, few pebbles. 

0.1 

0.0 

0.2 

0.2 

0.4 

1.2 

0.8 

0.7 

NR 

0.0 

0.6 

0.7 

NR 

0.3 

Soil sampte coltected at 1432. 
EIP-SS169-000-1. 

Soil sample collected at 1432. 
EIP-SS169-002-1. 

Soil sampte collected at 1437. 
E1P-SS169-006-1. 

Soil sample coltected at 1442. 
EIP-SS169-010-1. MS/MSD confirmation 
sample collected. 

Soil sample and duplicate coltected at 1451. 
EIP-SS169-012-1 and EIP-SS169-012-2. 

Soil sample collected at 1500. 
EiP-SS169-018-1. 

Soil sample collected at 1509. 
EIP-SS169-022-1. 

Soil sample coltected at 1536. 
E1P-SS169-026-1. 

END OF BORING AT 28' 

3 2 -



ssnsMMSsssm. 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS170 

(Pagel of1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 12-19-06 

: 12-19-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

22' bgs 

Molex- East Parking Lot 

5224 Katrine 

T. Sundquist 

X 
I -
CL 
UJ 
O 

> 
DC 
UJ > 
o o 
UJ 
DC 

o 
X 
CL 
< 
DC 
CD 

OT 
O 
OT 
3 

Samples 

I X I Investigative Sample Collected 

l ^ l Investigative and Confirmation Sample Collected 

F":" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 
_ l 
CL 

< 
ro 

E 
CL 

3 
9 
CL 

REMARKS 

1 
^ _ 38/48 - / / 

48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

24/24 

AS 

CL 

SC 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, olive, slighUy moist, crumbly, some 
ipebbles, trace sand. 
^SILTY CLAY, dark brown, soft, sllghUy moist, crumbly. 
V as above, brown, medium consistency, dry, trace 
pebbles. 

as above, brown, stiff, pebbles absent 

SILTY CLAY with gravel, brown, wet. 

SILTY CLAY, light brown, medium consistency, moist, 
few pebbles, trace sand. 
as above, brown, soft, sand absent. 

as above, wet. 

as above, some gravel. 
SILTY CLAY, brown, soft, moist, few pebbles. 
cobble/pebbles. 

CLAYEY SAND, gray, soft, moist. 

SILTY CLAY, gray, soft, moist, some sand, few 
pebbles. 

NR 

0.3 

0.2 

0.2 

0.0 

0.1 

0.3 

0.2 

0.1 

0.1 

0.1 

Soil sample and duplicate collected at 0751. 
EIP-SS170-002-1 and E1P-SS170-002-2. 

Soil sample collected at 0756. 
EIP-SS170-006-1. 

Soil sampte collected at 0803. 
EIP-SS170-010-1. 

Soil sample collected at 0810. 
EIP-SS 169-012-1. 

Soil sample coltected at 0810. 
E1P-SS170-014-1. 

Soil sample collected at 0816. 
EIP-SS170-016-1. 

Soil sample coltected at 0829. 
EIP-SS170-020-1. 

2 4 -

2 8 -

END OF BORING AT 22' 

3 2 -



.^^BSSMMSBSna, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS171 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-19-06 
12-19-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

27' bgs 
Molex-East Parking Lot 
5224 Katrine 
T. Sundquist 

X 
I -
0. 
m 
Q 

1-
4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

> 
CC 
UJ 
> 
o 
o 
UJ 

cc 

Samples 

I X T I Investigative Sample Collected 

^ H Investigative and Confirmation Sample Collected 

l".':"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

REMARKS 

30/48 

48/48 

z 
Z/ 

A/ 

48/48 
/ / , 

48/48 

48/48 

48/48 

36/36 

/ 7 

7A 

SILTY CLAY, brown, soft, slighUy moist, crumbly, some 
sand. 
^cobbles/pebbles. 
*-as above, cobbles/pebbles absent 

"^as above, dark brown, medium consistency. 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, red/brown, soft, moist some sand, few 
pebbles. 

SILTY CLAY, brown, stiff, dry, trace pebbles. 

as above, medium consistency, some gravel. 

as above, gray/brown, sweet odor. 

as above, brown, soft, moist, trace sand. 

SILTY CLAY with gravel, gray/brown, moist, sweet 
odor. 

•^SILTY CLAY, gray/brown, medium to stiff, moist trace 
pebbles, 
as above, soft, few pebbles. 

SILTY CLAY with gravel, gray/brown, soft, wet 
cobbles/pebbles intermixed. 
SANDY CLAY, gray, medium grained, medium 

.consistency, moist 
^SILTY CLAY, gray, medium consistency, dry, some 
pebbles. 
SANDY CLAY, gray, medium consistency, moist. 

SILTY CLAY, gray, stiff, trace pebbles. 

V 

END OF BORING AT 27' 

I 
NR 

0.3 

1.4 

4.8 

3.6 

29.1 

4.0 

16.1 

13.0 

3.3 

4.7 

1.4 

18.2 

2.2 

Soil sampte collected at 
0901. 
EIP-SS171-002-1. 

Soil sample and 
duplicate collected at 
0907. E1P-SS171-006-1 
and E1P-SS171-006-2. 

Soil sample collected at 
0913. 
EIP-SS171-010-1. 

Soli sample coltected at 
0923. 
E1P-SS171-014-1. 

Soil sample collected at 
0939. 
EIP-SS171-016-1. 

Soil sampte collected at 
0959. 
EIP-SS171-020-1. 

Soil sample collected at 
1012. 
EIP-SS171-024-1. 

Temp MW 

• 1 " PVC Riser 

-0.010" Slot Screen 



I H ^ ^ H - - g - T ' l T t i l - W H 
r?estor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS172 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

12-19-06 

12-19-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist : J. Hunter 

28' bgs 

Molex-East Parking Lot 

5224 Katrine 

X 
I -
Q. 
UJ 
D 

4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

28-

3 2 -

> 
CC 
UJ 
> o o 
Ul 
cc 

Samples 

I X I I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

\r.::",\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

REMARKS 

46/48 

46/48 

40/48 

48/48 

16/48 

28/48 

32/48 

A S . , 
TSWN 

i^GFlAVEL, white, well graded, moist. 

, CLAY, olive with black staining, dry. 
V4" gravel seam, light gray, well graded, dry, trace clay. 

CLAY, olive. 
SILTY CLAY, olive with black staining, dry. 

v̂ ; 

CL 

as above, black staining. 
Vsignificant Slough from 12' to 16'. 
Vc 

NR 

SP 

CL 

NR 

CL 

ASPHALT surface cover and subbase. 

CLAY, dark brown, moist, plastic, trace sand. 

SANDY CLAY, brown, 
CLAY, gray, moist. 

wet. 

SLOUGH from 16'to 17'. 

SAND, gray, poorly graded, medium to fine grained, 
trace clay. 

SANDY CLAY, gray, wet. 

SLOUGH from 22' to 24'. 

SANDY CLAY, gray, saturated. 
Significant Slough from 24' to 28'. 

CLAY, gray, stiff, slightly moist 

0.1 

0.2 

0.4 

0.3 

0.1 

0.2 

0.2 

0.1 

0.6 

NR 

1.0 

1.1 

0.3 

0.5 

Soil sampte and 
duplicate coltected at 
0853. EIP-SS172-002-1 
and EIP-SS172-002-2. 
Soil sample collected at 
0857. 
EIP-SS 172-004-1. 

Soil sampte coltected at 
0905. 
EIP-SS172-006-1. 

Soil sample coltected at 
0913. 
EIP-SS172-010-1. 

Soil sample collected at 
0920. 
EIP-SS172-012-1. 

Soil sample collected at 
0939. 
E1P-SS172-016-1. 

Soil sample coltected at 
0931. 
E1P.SS172-022-1. 

Soil sample collected at 
0939. 
EIP-SS172-026-1. 

END OF BORING AT 28' 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS173 

(Pagel ofl) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-19-06 
: 12-19-06 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

24' bgs 
Molex-East Parking Lot 
5224 Katrine 

CL 
UJ 
Q 

4 -

8 -

12-

1 6 -

2 0 -

24-

2 8 -

3 2 -

>-
cc 
LU > 
o o 
UJ 

cc 

Samples 

l^xCll Investigative Sample Coltected 

^ ^ 1 Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

HIM 

41/48 

39/48 

40/48 

42/48 

48/48 

40/48 A 

.CLAY, olive, stiff, dry. 
Vas above, brown. 

CL 

ASPHALT surface cover and subbase. 

3" sand seam, brown, well graded, slightly moist trace 
clay. 
^CLAY, gray. 
^as above, wet, trace rounded gravel. 

SANDY CLAY, gray, wet. 

END OF BORING AT 24' 

1.4 

0.5 

1,4 

0.7 

0.8 

0.5 

0.8 

0.5 

1.2 

1.4 

0.6 

0.5 

Soil sample collected at 
1121. 
EIP-SS173-000-1. 

Soil sample and 
duplicate collected at 
1126. EIP-SS173-004-1 
and EIP-SS173-004-2. 

Soil sample collected at 
1133. 
EIP-SS 173-008-1. 
Soil sampte collected at 
1133. EIP-SS173-010-1. 
Duplicate confirmation 
sampte collected. 
Soil sampte coltected at 
1143. 
EIP-SS173-012-1. 

Soil sampte coltected at 
1143. EIP-SS173-014-1. 
Duplicate confirmation 
sampte coltected. 

Soil sample coltected at 
1154. 
EIP-SS173-018-1. 

Soil sample collected at 
1202. 
EIP-SS173-020-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



r?estor ing R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS174A 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drill ing Method 

Sampl ing Method 

: 12-19-06 

: 12-19-06 

: Cabeno 

: Geoprobe 

: G r a b 

Total Depth 

Locat ion 

W E S T O N Geologist 

1 2 ' b g s 

Molex-East Parking Lot 

5224 Katrine 

T. Sundquist 

CL 
UJ 
Q 

DC 
UJ > 
o o 
UJ 
DC 

in 
ID 
in 
3 

Samples 

L X I Investigative Sampte Collected 

H H Investigative and Confirmation Sampte Coltected 

p::::] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
OT 

£ 
CL 
CL 

9 
CL 

REMARKS 

8 -

12-

16-

2 0 -

2 4 -

28-

3 2 -

1 AS 

48/48 

46/48 

41/48 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, very stiff, dry, few pebbles. 

SILTY CLAY, dark olive/brown, medium consistency, 
,dry. 
Vas above, dark brown, sllghUy moist, some pebbles, 
trace sands. 
as above, brown, soft to medium. 

SILTY CLAY with gravel, brown, soft to medium. 
^as above, stiff, wet. 

SILTY CLAY, gray, medium to stiff, moist, some pebbles. 

END OF BORING AT 12' 
Sleeve and shoe fell out of barrel while bringing up 
barrel. 

I 
I 

0.7 

0.7 

0.5 

0.5 

0.8 

0.9 

Soil sample and duplicate collected at 1100. 
E1P-SS174-002-1 and EIP-SS174-002-2. 

Soil sampte collected at 1106. 
EIP-SS174-006-1. 

Soil sample collected at 1114. 
EIP-SS174-010-1. 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS174B 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 12-19-06 

: 12-19-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : T. Sundquist 

22' bgs 
Molex-East Parking Lot 
5224 Katrine 

X 
I -
CL 
UJ 
Q 

>-
CC 
UJ 
> 
o 
o 
UJ 
cc 

o 
X 
CL 
< CC 
CD 

in 
I t 
in 
3 

Samples 

L X I I Investigative Sample Coltected 

^ H i Investigative and Confirmation Sample Collected 

F'"--l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

4 -

8 -

1 2 -

1 6 - 48/48 

2 0 - 48/48 

24/24 

Cc 

CL 

GW 

GW 

CL 

BLIND DRILL to 12'. 

SILTY CLAY, gray, very stiff, moist, trace pebbles. 

GFIAVEL, brown, coarse grained, wet, some clay 
(possibly slough from above). 

gray silty clay In shoe of barrel. 

GFRAVEL, brown, coarse, wet, some clay. 

SILTY CLAY, gray, stiff, moist. 

1.2 

0.6 

1.0 

1.0 

0.2 

Soil sample collected at 1211. 
EIP-SS174B-012-1. 

Soil sample collected at 1211. 
E1P-SS174B-014-1. 

Soil sample collected at 1229. 
E1P-SS174B-016-1. 

Soil sampte collected at 1248. 
EIP-SS174B-020-1. 

END OF BORING AT 22' 

2 4 -

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS175 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 12-19-06 

: 12-19-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

20.5' bgs 
Molex-East Parking Lot 
5224 Katrine 

X 

CL 
UJ 
Q 

> • 
DC 
UJ > 
o o 
UJ 
DC 

in o 
in 
3 

Samples 

|>xCI Investigative Sample Collected 

l ^ l Investigative and Confirmation Sample Collected 

F : ' " ' 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 
_ l 
Q . 

< 
OT 

CL 
Q. 

9 
CL 

REMARKS 

l E s : 

4 - 44/48 

30/48 

1 2 - 48/48 

1 6 - 47/48 

2 0 - 47/48 / 7 Z 

CL 

CLAY, dark brown, slighUy moist. 
^ a s above, black staining, trace pebbles. 

as above, black staining and trace pebbles absent, 

as above, brown. 

SP 

CL-GW 

CL 

:;• sw-GW 

sc 

TOPSOIL. 

GFJAVELLY SAND, brown. 

GFl^VELLY CLAY, reddish-brown, moist. 

as above, wet. 

CLAY, gray, trace round gravel. 

as above, slighUy moist 

SAND/GF5AVEL, tan, well graded, loose, dry. 

CLAYEY SAND, brown, moist to wet. 

I 

0.9 

0.9 

0.5 

1.5 

1.4 

0.9 

1.5 

1.2 

1.2 

1.3 

Soil sampte collected at 1354. 
EIP-SS175-002-1. 

Soil sample collected at 1358. 
EIP-SS175-006-1. 

Soil sample coltected at 1405. 
EIP-SS175-008-1. 

Soil sampte and duplicate collected at 1410. 
EIP-SS175-014-1 and EIP-SS175-014-2. 
Duplicate confirmation sample also collected. 

Soil sampte collected at 1420. 
EIP-SS175-018-1. 

END OF BORING AT 20.5' 

24-

2 8 -

3 2 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS176 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-19-06 
12-19-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

26' bgs 
Molex-East Parking Lot 
5224 Katrine 
T. Sundquist 

Q. 
UJ 
O 

>-
DC 
UJ > 
o o 
UJ 
DC 

in o 
in 
3 

Samples 

IZXTI Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F-'-'.:i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
REMARKS 

i AS 

4 - 48/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 

2 0 - 48/48 

24- 48/48 

24/24 

CL 

SW 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, stiff, dry. 
1.33 
as above, cobbles present from 1.33' to 1.6'. 

as above, some pebbles. 

as above, turning to medium brown. 

SILTY CLAY, dark gray/brown, stiff, dry, some pebbles, 
trace sand. 

as above, gray, medium consistency, trace pebbles. 

as above, soft to medium, wet, some sand, pebbles 
absent 

as above, gravel intermixed for 1". 
as above, moist trace sand. 

SAND, gray, medium grained, moist, some clay. 

SILTY CLAY, gray, wet, some sand. 
as above, medium consistency, slightiy moist, some 
pebbles, trace sand. 

as above, moist 

0.7 

0.7 

0.6 

0.9 

0.8 

1.0 

0.5 

0.4 

0.3 

0.4 

0.6 

0.4 

0.4 

Soil sample collected at 1356. 
EIP-SS176-002-1. 

Soil sample coltected at 1401. 
EIP-SS176-006-1. 

Soil sample coltected at 1410. 
EIP-SS176-010-1. 

Soil sample coltected at 1419. 
EIP-SS176-012-1. 

Soli sample collected at 1419. 
E1P-SS176-014-1. Duplicate confirmation 
sample collected. 

Soil sample collected at 1429. 
EIP-SS176-018-1. 

Soil sampte coltected at 1443. 
E1P-SS176-020-1. 

Soil sampte collected at 1458. 
EIP-SS176-024-1. 

r 

END OF BORING AT 26' 

2 8 -

3 2 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 
Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS177 

: 12-20-06 

: 12-20-06 

: Cabeno 

: Geoprobe 

:Grab 

(Pagel o f l ) 

Total Depth 

Location 

WESTON Geologist 

32' bgs 

Global Gear 

2500 Curtiss 

T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, linois 

X 
H 
CL 
UJ 
Q 

> 
rr UJ 
> 
u C) 
UJ 
oc 

in 
o 
OT 
3 

Samples 

IZX.I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

F"" ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
I I I 
_ j 

n 2 
< 
OT 

.-̂  
fc CL 
D. 

Q 
CL 

REMARKS 

4 - 48/48 

8 - 48/48 

12- 46/48 / y 

1 6 - 12/48 

2 0 - 41/48 

24- 46/48 

2 8 - 41/48 

32- 38/48 

OL GFJASS surface cover and ORGANIC SOIL, dark brown, 
\̂ soft, SllghUy moist crumbly, few pebbles, trace sand. 

CL 

ySILTY CLAY, brown, crumbly, cobbles, some sand, 
"-as above, soft, dry, pebbles. 

as above, dark brown, moist trace sand, 
pebbles/cobbles absent. 

Slough from 8' to 8.7'. 
as above, brown, crumbly, dry, some 
sand/pebbles/cobbles. 

SSANDY CLAY, brown, very fine grained, soft, moist. 

sc CLAYEY SAND, light brown, medium grained, soft, 
i^moist crumbly, pebbles. 

NR 

SC 

CL 

SW 

CL 

SC 

-as above, red/brown. 

NO RECOVERY/SLOUGH from 12' to 15.4'. 

CLAYEY SAND, light brown, medium grained, slightly 
ymoist, crumbly, pebbles/cobbles. 
y-No Recovery from 16' to 16.6'. 
'-SAND, light brown, coarse grained, slightly moist 
^crumbly, little clay/cobbles/pebbles. 
SILTY CLAY, light brown, medium consistency, slightiy 

.moist, few pebbles, trace sand. 
Vas above, gray. 
LC 

as above, 
SANDY CLAY, brown, 

consistency, moist. 
as above, very fine grained, soft, crumbly. 

medium grained, medium 

V̂  
SAND, light brown, coarse grained, dry, few pebbles. 

SILTY CLAY, medium brown, moist, crumbly, some 
sand. 

^SANDY CLAY, brown, slightly moist, crumbly, some 
^pebbles. 

SAND, light brown, coarse grained, dry, pebbles, little 
clay. 

0.0 

0.0 

0.0 

0.2 

0.2 

0.0 

NR 

0.0 

0.0 

0.3 

0.3 

0.3 

0.5 

0.4 

0.0 

0.0 

Soil sampte collected at 0735. 
EIP-SS177-002-1. 

Soil sample collected at 0741. 
EIP-SS177-006-1. 

Soil sampte collected at 0750. 
EIP-SS177-008-1. 

Soil sampte coltected at 0800. 
EIP-SS177-014-1. 

Soil sample collected at 0810. 
E1P-SS177-018-1. 

Soil sample coltected at 0831. 
EIP-SS177-020-1. 

Soil sampte collected at 0842. 
EIP-SS177-024-1. 

Soil sample collected at 0855. 
EIP-SS177-028-1. 

END OF BORING AT 32' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS178 

(Pagel Ofl) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 12-20-06 

: 12-20-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Global Gear 
2500 Curtiss 
T. Sundquist 

X 
1-
CL 
UJ 
Q 

>-
rr UJ 
> 
u C) 
III 
DC 

in 
o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

F'^'^'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
Q . 

9 
Q. 

REMARKS 

41/48 

8 - 24/48 

ZZ 
1 2 - 32/48 

1 6 - 34/48 

2 0 - 33/48 ,, 

2 4 - 39/48 

2 8 - 48/48 

32- 48/48 

7 

(A 

1 
m 

OL 

CL 

NR 

SC 

CL 

NR ^ 
yNO RECOVERY from 12' to 13.2'. 

SC 

GW 

SC 

SP 

GFl'\SS surface cover and ORGANIC SOIL, dark brown, 
soft, moist, crumbly, trace sand. 

SILTY CLAY, brown, dry, crumbly, pebbles/cobbles, 
very coarse sand. 

NO RECOVERY from 4' to 6'. 

SAND/GF^VEL, brown, coarse grained, dry, littie clay, 
cobbles/pebbles. 

SILTY CLAY, red/brown, coarse grained, medium 
consistency, moist, some sand. 
2" cobbles/pebbles. 

SAND/GF?AVEL, brown, coarse grained, dry, littie clay, 
cobbles/pebbles. 

No Recovery from 16' to 17.25'. 

No Recovery from 20' to 20.75'. 

COBBLES/PEBBLES. 

SAND/GF^VEL, brown, coarse grained, dry, 
pebbles/cobbles, trace clay. 

.SAND, brown, coarse, dry. 
Vas above, few pebbles/cobbles. 

0.4 

0.4 

NR 

0.4 

0.5 

0.9 

1.1 

1.3 

0.7 

1.2 

0.7 

0.6 

1.0 

0.6 

0.6 

0.4 

Soil sample collected at 0932. 
EIP-SS178-000-1. 

Soil sample collected at 0937. 
E1P-SS178-006-1. 

Soil sampte coltected at 0943. 
E1P-SS178-010-1. 

Soil sampte coltected at 0949. 
E1P-SS178-014-1. 

Soil sample collected at 0956. 
E1P-SS178-018-1. 

Soil sampte collected at 1004. 
EIP-SS178-020-1. 

Soil sample collected at 1016. 
EIP-SS178-024-1. 

Soil sample coltected at 1031. 
E1P-SS178-028-1. 

END OF BORING AT 32' 



F^estoring R e s o u r c e E f f i c i e n c y 
Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS179 

12-20-06 

12-20-06 

Cabeno 

Geoprobe 

Grab 

(Pagel Ofl) 

Total Depth 

Location 

WESTON Geologist 

23' bgs 

Global Gear 

2500 Curtiss 

T. Sundquist 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

i t ; 

X 
h-
Q. 
UJ 
Q 

>-
CC 
LU 
> 
o o UJ 
DC 

g 
X 
CL 

CD 

ro 
o 
ro 
3 

Samples 

I X I Investigative Sample Collected 

I ^ H Investigative and Confirmation Sampte Collected 

F-"" ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
ro 

CL 
CL 

9 
CL 

REMARKS 

ZA'. 

48/48 

8 - 40/48 

1 2 - 33/48 

1 6 - 40/48 

2 0 - 48/48 

36/36 

OL 

V̂  
CL 

SC 

NR 

SW 

GFJASS surface cover and ORGANIC SOIL, dark brown, 
soft, slightly moist, crumbly, trace sand. 

SILTY CLAY, medium brown, soft, slightly moist. 
crumbly, trace sand 
SANDY CLAY, medium brown, soft, slighUy moist, 

crumbly, cobbles 
SILTY CLAY, medium brown, soft, slighUy moist 
crumbly, trace sand. 

CLAYEY SAND, red/brown, coarse, crumbly, moist, 
cobbles/pebbles/gravel. 

NO RECOVERY from 8' to 9.25'. 

SAND, red/brown, coarse grained, littie clay, gravel, 
cobbles/pebbles. 

as above, slighUy moist. 

SAND, brown, coarse grained. 

SAND/GF?AVEL, brown, coarse, dry, cobbles/pebbles. 

0.1 

0.1 

0.4 

0.1 

0.2 

0.5 

0.3 

0.5 

0.7 

0.5 

0.0 

Soil sample coltected at 1049. 
EIP-SS179-002-1. 

Soil sampte collected at 1055. 
EIP-SS179-004-1. MS/MSD confirmation 
sampte collected. 

Soil sampte collected at 1102. 
EIP-SS179-010-1. 

Soil sample collected at 1108. 
EIP-SS179-014-1. 

Soil sample collected at 1121. 
E1P-SS179-016-1. 

Soil sample coltected at 1136. 
EIP-SS179-020-1. 

END OF BORING AT 23' 
2 4 -

2 8 -

3 2 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS180 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-20-06 
12-20-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

26' bgs 
Global Gear 
2500 Curtiss 
T. Sundquist 

CL 
UJ 
Q 

>-
CC 
UJ > 
o o 
UJ 

cc 

in o 
in 
3 

Samples 

I X I I Investigative Sampte Coltected 

^ ^ 1 Investigative and Confirmation Sample Coltected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 
_ i 
Q. 

< 
m 

E 
CL 
CL 

9 
Q. 

REMARKS 

ni AS 

4 - 42/48 

8 - 48/48 

1 2 - 48/48 

1 6 - 48/48 7, 

2 0 - 33/48 

2 4 - 48/48 

Ay-. 

M 

CL 

as above, brown. 

SANDY CLAY, brown, moist, crumbly, few pebbles. 
^SILTY CLAY, brown, soft, moist crumbly, some sand. 

SC 

CL 

SC 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark olive/brown, medium consistency, 
dry, few pebbles/cobbles, trace sand. 

SILTY CLAY, ollve/red-brown, soft, dry, crumbly, trace 
sand. 

as above, dark brown/black. 

CLAYEY SAND, brown, fine grained, soft, moist, 
crumbly, cobbles/pebbles. 
No Recovery/Slough from 16' to 17.8'. 

as above, medium grained. 

as above, cobbles/pebbles Intermixed, some gravel. 

SILTY CLAY, brown, slightly moist, crumbly. 

3" cobbles. 

SAND, brown, medium grained, slighUy moist crumbly, 
\some clay, pebbles. j 

SILTY CLAY, brown, some pebbles, trace sand. 
^SANDY CLAY, brown, sllghUy moist, crumbly, pebbles. 

SILTY CLAY, brown, stiff, slightty moist. 

32/48 K ^ / J — ^ L L J ^ C L A Y E Y SAND, brown, coarse, slighUy moisT 

END OF BORING AT 26' 

2 8 -

3 2 -

0.0 

0.3 

0.4 

0.2 

0.7 

0.1 

0.5 

0.4 

0.1 

0.0 

0.2 

0.6 

0.4 

Soil sample collected at 1235. 
EIP-SS180-002-1. 

Soil sample collected at 1240. 
E1P-SS180-004-1. 

Soil sampte coltected at 1240. 
EIP-SS180-006-1. 

Soil sampte and duplicate collected at 1246. 
EIP-SS180-008-1 and EIP-SS180-008-2. 

Soil sample collected at 1253. 
EIP-SS180-012-1. 

Soil sample collected at 1300. 
EIP-SS180-016-1. 

Soil sampte collected at 1310. 
EIP-SS180-022-1. 

Soil sampte collected at 1323. 
EIP-SS180-024-1. 

file:///some


lHH^Hfe i i , ^>g. -T»» lMr»Jf la , 
f?estor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS181 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

12-20-06 
12-20-06 
Cabeno 
Geoprobe 
Grab 

Total Depth 

Location 

WESTON Geologist 

22.5' bgs 

Global Gear 

2500 Curtiss 

T. Sundquist 

X 
H 
CL 
UJ 
Q 

> 
DC 
UJ > 
o o 
UJ 

cc 

in o 
OT 
3 

Samples 

l ! X I Investigative Sampte Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

F:*:::! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 

REMARKS 

AS 

28/48 

28/48 

1 2 - 28/48 

1 6 - 24/48 

2 0 - 20/48 

9/48 

SC 

NR 

SC 

NR 

SW 

NR 

SW 

NR 

SC 

NR 

SW 

ASPHALT surface cover and subbase. 

CLAYEY SAND, brown, coarse grained, moist, 
cobbles/pebbles/gravel. 

NO RECOVERY/SLOUGH from 4' to 6.25'. 

CLAYEY SAND, brown, coarse grained, moist, 
cobbles/pebbles/gravel. 

NO RECOVERY/SLOUGH from 8' to 10.2'. 

SAND, brown, coarse grained, moist to dry, little clay, 
cobbles/pebbles/g ravel. 

NO RECOVERY from 12' to 14'. 

SAND/GF^VEL, brown, coarse grained, moist, littie 
clay, cobbles/pebbles. 

NO RECOVERY from 16' to 18.4'. 

CLAYEY SAND/GFIAVEL, brown, coarse grained, moist, 
cobbles/pebbles. 

NO RECOVERY from 20' to 21.5'. 

CLAYEY SAND/GFIAVEL, brown, coarse grained, moist, 
cobbles/pebbles. 

END OF BORING AT 22.5' 

24-

2 8 -

3 2 -

I 
I 

NR 

0.0 

NR 

2.2 

NR 

5.8 

NR 

3.9 

NR 

4.8 

3.2 

Soil sampte collected at 1342. 
EIP-SS181-002-1. 

Soil sample collected at 1348. 
EIP-SS181-006-1. 

Soil sample collected at 1355. 
EIP-SS181-010-1. 

Soil sample coltected at 1401. 
EIP-SS181-014-1. 

Soil sample collected at 1408. 
EIP-SS181-018-1. 

Soil sample collected at 1418. 
EIP-SS181-020-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS182 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 12-21-06 
: 12-21-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

31.5'bgs 
Global Gear 
2500 Curtiss 
T. Sundquist 

X 
I -
CL 
UJ 
Q 

4 -

8 -

1 2 -

1 6 -

20-

2 4 -

2 8 -

3 2 -

UJ 

s o 
UJ 
cc 

Samples 

I X I I Investigative Sampte Collected 

I H l Investigative and Confirmation Sample Collected 

l " " : : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

38/48 

32/48 

36/48 

38/48 

48/48 

38/48 

48/48 

42/42 

GW 

AS 

O y ORGANIC SOIL, dark brown/black, slighUy moist, crumbly, 
SW\tracesand. 

CL 
SANDY CLAY, olive/brown, slighUy moist crumbly, 
few pebbles. 

I'-No Recovery from 4' to 5.4'. 
Vas above, light brown, soft, wet. 

C 
SC 

NR 

SC 

GW 

SW 

NR 

GW 

CL 

ASPHALT surface cover and subbase. 

iCOBBLES/PEBBLES. 

CLAYEY SAND, red/brown, medium grained, moist. 
crumbly, pebbles. 
No Recovery from 8' to 9'. 

-as above, light brown, coarse grained wet. 

as above, red/brown. 

NO RECOVERY from 12' to 12.8'. 

COBBLES/PEBBLES, brown, wet, some sand, some 
gravel. 

CLAYEY SAND, red/brown, wet, crumbly, gravel, 
pebbles. 

COBBLES/PEBBLES, red/brown, wet, little coarse 
grained sand/gravel. 

SAND, brown, medium to coarse grained, moist, 
cobbles/gravel. 

NO RECOVERY from 20' to 20.8'. 

COBBLES/PEBBLES, brown, coarse grained, wet, few 
sand/gravel. 
GFJAVEL/SAND, brown, moist cobbles, lltUe clay. 

COBBLES/PEBBLES, coarse grained, wet 

SANDY CLAY, brown/gray, soft, wet. 

END OF BORING AT 31.5' 

1.2 

1.9 

3.4 

3.1 

3.7 

2.5 

6.6 

8.2 

6.2 

6.6 

2.8 

2.4 

5.9 

4.7 

2.2 

2.2 

Soil sample collected at 
0741. 
EIP-SS182-002-1. 

Soil sample coltected at 
0747. 
EIP-SS182-004-1. 

Soil sample collected at 
0747. 
E1P-SS182-006-1. 

Soil sample collected at 
0752. 
EIP-SS182-008-1. 

Soil sample collected at 
0801. 
EIP-SS182-014-1. 

Soil sample collected at 
0811. 
EIP-SS182-018-1. 

Soil sample collected at 
0822. 
EIP-SS 182-020-1. 

Soil sample collected at 
0834. 
EIP-SS182-024-1. 

Soil sample collected at 
0849. 
EIP-SS182-030-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



IHI^H&M^SSI IHI ISESB. 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS183A 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

12-21-06 

12-21-06 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

15'bgs 

Global Gear 

2500 Curtiss 

T. Sundquist 

I -
CL 
LU 
Q 

>-
CC 
UJ 
> o o 
UJ 
DC 

in o 
OT 
3 

Samples 

l>xCI Investigative Sample Collected 

H H Investigative and Confirmation Sample Coltected 

F"^::i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

£ 
CL 

3 
9 
CL 

REMARKS 

AS 

48/48 

8 - 48/48 

1 2 - 37/48 

0/36 

A:, 

OL 

CL 

SC 

ASPHALT surface cover and subbase. 

ORGANIC SOIL, dark brown/black, soft, crumbly, trace 
sand. 

SILTY CLAY, slightiy moist some sand. 

SANDY CLAY, brown, soft, moist, crumbly, few pebbles. 

CLAYEY SAND, red/brown, moist, crumbty, 
cobbles/pebbles. 

NO RECOVERY from 12' to 15'. 

I 
0.4 

0.6 

1.9 

1.8 

2.4 

NA 

Soil sample collected at 0912. 
EIP-SS183A-002-1. 

Soil sample and duplicate collected at 0917. 
EIP-SS183A-006-1 and EIP-SS183A-006-2.. 

Soil sampte collected at 0923. 
EIP-SS183A-010-1. 

END OF BORING AT 15' 
1 6 -

20-

2 4 -

2 8 -

32-



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS183B 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 12-21-06 

: 12-21-06 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist 

30' bgs 
Global Gear 
2500 Curtiss 
T. Sundquist 

d^ 

X 
1-
CL 
UJ 
Q 

> 
CC 
LU 
> 
u C) 
UJ 
cc 

o 
T. 
n 
^ rY" 
ID 

in 
n in 
3 

Samples 

I^Xri Investigative Sample Collected 

H H Investigative and Confirmation Sampte Coltected 

F:"' '-1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

Q . 
CL 

9 
CL 

REMARKS 

4 -

8 -

1 2 -

1 6 - 46/48 

2 0 - 22/48 

2 4 - 22/48 

2 8 - 36/48 

22/24 

3 2 -

GW 

CL 

NR 

NR 

SW 

CL 

BLIND DRILL to 12'. 

COBBLES/PEBBLES, brown/gray, wet, crumbly, dayey 
sand. 

4" clayey sand seam, red/brown, moist, crumbly, 
^pebbles/gravel. 

SILTY CLAY, gray, soft, moist, few pebbles, trace sand. 
^ 3 " sand seam, brown, medium grained, dry, 

NO RECOVERY from 16' to 18.2'. 

SLOUGH from 18.2' to 20'. Collected slough sample. 

NO RECOVERY from 20' to 22.2'. 

SAND/Gf^VEL, brown, coarse grained, dry, 
cobbles/pebbles (possibly slough). 

No Recovery from 24' to 25'. 

SILTY CLAY, brown/gray, medium consistency, slighUy 
moist, trace sand, trace pebbles. 
SILTY CLAY, gray, medium consistency, slighUy moist. V" 

0.8 

1.2 

NR 

3.5 

NR 

5.4 

2.8 

3.4 

1.0 

No sampte coltected from 0' to 12'. 

Soil sampte collected at 0948. 
EIP-SS183B-014-1. 

Soil sample coltected at 0956. 
EIP-SS183B-018-1. 

Soil sample coltected at 1006. 
EIP-SS183B-022-1. 

Soil sample coltected at 1016. 
EIP-SS183B-026-1. 

Soil sampte coltected at 1027. 
EIP-SS183B-028-1. 

END OF BORING AT 30' 



Resto r ing R e s o u r c e E f f i c i e n c y 
Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS184 

12-20-06 

12-20-06 

Cabeno 

Geoprobe 

Grab 

(Pagel of1) 

Total Depth : 20' bgs 

Location : 2820 Hitchcock 

WESTON Geologist : J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
h -
CL 
UJ 
D 

> • 

DC 
UJ 
> 
o 
o 
UJ 
DC 

g 
X 
CL 

CD 

m 
o 
ro 
3 

Samples 

I X I I Investigative Sample Coltected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F: : " "1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

o. 
CL 

9 
CL 

REMARKS 

AS 

4 - 38/48 

8 - 48/48 

12- 40/48 

1 6 - 46/48 

20- 46/48 

^ 

CLAY, olive, black staining. 

large gravel piece. 
"'^as above, large long-grained wood fragment. 
"^CLAY, olive. 
CLAY, brown, stiff, dry, trace gravel. 

SANDY CLAY, dark brown, dry to slighUy moist. 

CL 

SW 

3c: 
SW 

ASPHALT surface cover and subbase. 

large gravel piece. 
CLAY, gray. 

SANDY CLAY, gray, moist, trace gravel. 

as above, plastic, gravel absent. 

SAND, brown, well graded, dry, turning to poorly graded. 

CLAYEY SAND, dark brown, pooriy graded, slighUy moist 

SAND, brown, well graded, dry. 

0.5 

4.0 

0.0 

0.0 

0.7 

0.6 

1.0 

1.2 

0.4 

0.8 

Soil sample collected at 1151. 
EIP-SS184-002-1. 

Soil sample collected at 1156. 
EIP-SS184-006-1. 

Soil sample collected at 1203. 
EIP-SS 184-008-1. 

Soil sample collected at 1203. 
EIP-SS184-010-1. 

Soil sampte coltected at 1210. 
EIP-SS184-014-1. 

Soil sample collected at 1218. 
E1P-SS184-018-1. 

END OF BORING AT 20' 

2 4 -

2 8 -

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS185 

(Page 1 of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 12-20-06 
: 12-20-06 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 
WESTON Geologist 

32' bgs 
2820 Hitchcock 
J. Hunter 

Q. 
Ul 
Q 

4 -

8 -

1 2 -

1 6 -

2 0 -

24-

2 8 -

32-

>-
DC 
UJ > o o 
UJ 
DC 

Samples 

I . X I Investigative Sampte Collected 

^ H Investigative and Confirmation Sample Collected 

|: : ' ' : ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

31/48 

46/48 

47/48 

46/48 

46/48 

46/48 

38/48 

41/48 / 7 , 

GW ASPHALT surface cover. 

CL 

SW 

CL 

GF^VEL with sand, white, well graded, moist 

CLAY, olive, black stained, dry, trace gravel, 
as above, large piece, brick-like, wet. 

SANDY CLAY, black stained, saturated. 

CLAY, olive, slighUy stiff, moist. 

GFRAVELLY CLAY, red-brown, sllghUy moist. 

CLAY, gray. 

as above, slightly moist, plastic, trace gravel. 

SAND with gravel, brown, trace reddish mottling, well 
graded, moist to very moist, gravel Is angular, trace clay. 

as above, very moist. 

CLAY, gray, moist, plastic, trace round gravel, 

as above, gravel absent, trace sandy seams. 

END OF BORING AT 32' 

3.1 

3.1 

2.9 

1.5 

2.8 

2.6 

1.5 

2.7 

0.9 

0.5 

0.6 

1.0 

0.9 

0.9 

0.5 

NA 

Soil sample coltected at 
0944. 
EIP-SS185-002-1. 

Soil sampte coltected at 
0949. 
EIP-SS185-004-1. 

Soil sample collected at 
0953. 
EIP-SS185-008-1. 

Soil sample collected at 
1002. 
EIP-SS185-014-1. 

Soil sample coltected at 
1014. 
EIP-SS185-016-1. 

Soil sample collected at 
1025. 
EIP-SS185-022-1. 

Soil sample collected at 
1040. 
E1P-SS185-026-1. 

Soil sample coltected at 
1047. 
EIP-SS185-028-1. 

Temp MW 

- 1 " PVC Riser 

-0.010" Slot Screen 



wiB iu fwg ia 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS186 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampl ing Method 

: 12-20-06 

: 12-20-06 

: Cabeno 

: Geoprobe 

: G r a b 

Total Depth 

Locat ion 

W E S T O N Geologist 

: 28' bgs 

: 2820 Hitchcock 

: J . Hunter 

X 
1 -
Q. 
UJ 
Q 

> 
CC 
LU > 
o o 
UJ 

cc 

in o 
OT 
3 

Samples 

IZXCJ Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Coltected 

F: : : "1 investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
w 

E 
Q . 

3 
9 

REMARKS 

AS 

36/48 

8 - 48/48 

1 2 - 47/48 

1 6 - 48/48 

2 0 - 48/48 

2 4 - 47/48 

28- 43/48 

GW 
yGFRAVEL, light gray, well graded, moist 

CL 

SW 

SP 

ASPHALT surface cover and subbase. 

CLAY, olive, black stained, slightiy moist, trace gravel, 
long-graineej wood pieces. 

SILTY CLAY, black stained, slightly moist, crumbly. 

CLAY, olive. 
tranisitioning to CLAY, brown, slightly moist trace gravel. 

CLAY, brown with gray mottling, slightly stiff, slightly moist 
trace gravel. 

CLAY, gray, slightly moist to moist, plastic, trace round 
gravel. 

large gravel piece (limestone). 
'^SANDY CLAY, brown, fine grained, moist. 

SAND with gravel, light brown, well graded, dry. 

SAND, brown, pooriy graded, slighUy moist, trace clay. 
V as above, transitioning to gray-brown. 

2.1 

2.6 

2.6 

2.4 

0.9 

0.5 

1.0 

1.1 

3.3 

1.5 

3.2 

5.4 

3.3 

1.4 

Soil sample coltected at 0745. 
EIP-SS186-002-1. 

Soil sample collected at 0749. 
E1P-SS186-004-1. 

Soil sampte collected at 0753. 
EIP-SS186-008-1. 

Soil sample coltected at 0801. 
EIP-SS186-014-1. 

Soil sample collected at 0840. 
E1P-SS186-016-1. 

Soil sample coltected at 0823. 
EIP-SS186-018-1. 

Soil sample collected at 0832. 
EIP-SS186-022-1. 

Soil sample collected at 0850. 
E1P-SS186-024-1. 

3 2 -

END OF BORING AT 28' 



^s Ki % 

I ^ ^ ^ ^ ^ ^ ^ K ^ B . 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 

UJ 
Q 

0 -

-
-

4 -

-

8 -

-

1 2 -

. 

1 6 -

-
_ 

2 0 -

-

2 4 -

2 8 -

3 2 -

c 

UJ 

1 
UJ 
cc 

37/48 

46/48 

45/48 

40/48 

48/48 

45/48 

o 
X 
CL 

CD 

HH 
.'--•iVrr' 

AA/ 
AA/ 
'ZZ 

VA 
/ A 

A7 

A/ 
A, 
i 
7//. 
'77/ 
'Zzẑ  
'ZZ/ 
Z7y 
ZZ/ 

/A/. 

i 
A 

ro 
o 
ro 
3 

LOG OF BORING EIP-SS187 

(Page 1 Of 1) 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

12-20-06 
12-20-06 
Cabeno 
Geoprobe 
Grab 

Samples 

r X T I Investigative Sample Coltected 

• • Investigative and Confirmation Sampte Collected 

\:v,::\ investigative with Geotech (Grain Size. CEC. ORP. TOCi 

DESCRIPTION 

AS 
GW 

CL 

^ASPHALT surface cover and subbase. , 

^GF^VEL, white, well graded, moist / 

CLAY, olive, trace black staining, stiff, dry. 

SILTY CLAY, black stained. 

as above, slighUy moist. 

CLAY, olive, slightiy moist, trace gravel. 

as above, brown, gravel absent. 

as above, moisture content increasing, trace gravel. 

GRAVELLY CLAY TILL, light brown, tan mottling, stiff, 
moist. 

CLAY TILL, gray. 

as above, saturated. 

END OF BORING AT 24' 

OT 
m 
_ i 

CL 

OT 

X 
/ \ 

Y 
A 1 • 

1 • 

• 1 
, / 

Y 
/ \ 

Y 
/ \ 

Total Depth : 24' bgs 
Location : 2820 Hitchcock 
WESTON Geologist : J. Hunter 

Q. 

3 
o 
CL 

0.0 

0.1 

1.2 

0.3 

0.3 

0.3 

0.6 

0.7 

0.2 

0.7 

1.9 

1.5 

REMARKS 

Soli sample coltected at 1253. 
EIP-SS187-002-1. 

Soil sample collected at 1302. 
EIP-SS187-004-1. 

Soil sample collected at 1302. 
EIP-SS187-006-1. 

Soil sample collected at 1310. 
EIP-SS187-010-1. 

Soil sample collected at 1316. 
EIP-SS187-014-1. 

Soil sample coltected at 1323. 
E1P-SS187-018-1. 

Soil sampte coltected at 1332. 
E1P-SS187-020-1. 



BMIMMMMSSS^i, 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS188 1 

1-2-07 
1-2-07 
Transhield 
HSA 
Grab 

(Page 1 of 2) 

Total Depth : 44' bgs 
Location : Tricon 

: 5000-5014 Chase 
WESTON Geologist : T. Sundquist 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

X 
F-
Q. 
UJ 
Q 

4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

32-

>-
DC 
UJ > o o 
UJ 
cc 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

AS 

41/48 

40/48 

40/48 

48/48 

48/48 

12/24 

18/24 

20/24 

24/24 

9/24 

14/24 

OL 

SC 

CL 

SC 

SW 

ASPHALT surface cover and subbase. 

ORGANIC SOIL, dark brown/black, dry, crumbly. 

CLAYEY SAND, medium brown, dry, crumbly, few 
pebbles. 

SILTY CLAY, light olive/brown, soft, moist some sand. 

as above, few pebbles, 
as above, pebbles absent 

'^SILTY CLAY, light olive/brown/gray, soft to medium, 
moist, sands, few pebbles. 

as above, medium consistency, moist, sands, few 
pebbles. 

as above, medium olive/brown, soft, pebbles absent 

CLAYEY SAND, medium brown, moist, pebbles, 
cobbles/pebbles. 

SAND, brown, well graded, coarse grained, dry, 
pebbles, little clay. 

SAND/GFJAVEL, brown, coarse grained, dry, 
pebbles/cobbles, littie clay. 

as above, wet. 

0.1 

0.1 

0.2 

0.1 

0.2 

0.1 

0.3 

0.3 

0.1 

0.0 

0.3 

0.8 

0.2 

0.3 

0.7 

0.7 

Soil sample collected at 
0859. 
EIP-SS188-000-1. 

Soil sample collected at 
0902. 
EIP-SS188-004-1. 

Soil sample collected at 
0904. 
E1P-SS188-008-1. 

Soil sample coltected at 
0909. 
EIP-SS188-012-1. 

Soil sample collected at 
0914. 
EIP-SS188-016-1. 

Switched to 2' split 
spoon at 20'. 
Soil sample collected at 
0946. 
EIP-SS188-020-1. 

Soil sample collected at 
0956. 
EIP-SS188-022-1. 

Soil sampte coltected at 
1008. 
EIP-SS188-024-1. 

Soil sampte collected at 
1026. 
EIP-SS188-026-1. 
Soil sample collected at 
1038. 
EIP-SS188-028-1. 

Soil sample collected at 
1048. 
EIP-SS188-030-1. 

MW-188 I 

w Flushmount 

Concrete 

-2" SS Riser 

—Grout 

—Bentonite Chips 

-Sand Pack 
-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS188 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-2-07 
1-2-07 
Transhield 
HSA 
Grab 

Total Depth 
Location 

WESTON Geologist : T. Sundquist 

44' bgs 
Tricon 
5000-5014 Chase 

X 
I -
CL 
UJ 
Q 
32-

36-

4 0 -

44-

4 8 -

5 2 -

5 6 -

6 0 -

6 4 -

> -
CC 
CU 
> 
o o 
UJ 
DC 

Samples 

Investigative Sample Collected 

Investigative and Confirmation Sample Collected 

l " ' " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-188 I 

18/24 

16/24 

15/24 

18/24 

24/24 

14/24 

GWI GF?AVEL/SAND, brown, coarse grained, wet, 
^cobbles/pebbles. 

gp SAND, brown, coarse grained, wet. 

SP 

CL 

SAND, brown, coarse grained, wet 

as above, gray, fine grained, 
as above, brown, coarse grained. 

^ ^ S I L T Y CLAY, gray, medium, moist, sands 

^SAND, gray, fine, moist 

! 
,SANDY CLAY, gray, medium, moist 

SILTY CLAY, gray, medium to stiff, moist, some sand 

0.6 

0.2 

0.1 

0.4 

0.7 

0.0 

Soil sampte coltected at 
1108. 
EIP-SS188-032-1. 
Soil sample collected at 
1123. 
EIP-SS188-034-1. 

Soil sampte collected at 
1138. 
E1P-SS188-036-1. 

Soil sampte collected at 
1156. 
EIP-SS188-038-1. 

Soil sample coltected at 
1203. 
EIP-SS188-040-1. 

Soil sample collected at 
1312. 
EIP-SS188-042-1. 

END OF BORING AT 44' 

-0.010" Slot Screen 

-Sand Pack 



miElIllSBI, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS189 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 1-3-07 

: 1-3-07 

: Transhield 

: Geoprobe/HSA 

: Grab 

Total Depth 

Location 

WESTON Geologist 

50' bgs 

Tricon 

5000-5014 Chase 

T. Sundquist 

CL 
UJ 
Q 

HAS 

5 -

1 0 -

1 5 -

2 0 -

25-

30-

>-
DC 
UJ > o o 
UJ 
DC 

Samples 

I X I Investigative Sampte Collected 

H H Investigative and Confirmation Sample Collected 

|:'::::| investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
ro 

REMARKS 

50/60 

54/60 

60/60 

60/60 

32/60 

48/60 

z; 

A. 

'V: 

SILTY CLAY, olive brown, medium consistency, moist sane 
.pebbles. 
Vas above, gray/olive. 

CL 

SW 

CL 

SW 

CL 

SC 

SW 

CL 

NR 

NR 

SC 

CL 

ASPHALT surface cover and subbase. 

CLAYEY SAND/SANDY CLAY, olive brown, moist, crumbly 
pebbles. 

SAND, olive brown, coarse grained, very moist, little clay, 
as above, very fine grained, wet. 

SAND/GF?AVEL, olive brown, coarse grained, wet. 

SILTY CLAY, gray/brown, medium consistency, slighUy moi 
sand, some pebbles. 

SAND, gray, very fine grained, wet, littie clay. 

SILTY CLAY, gray, medium consistency, slightly moist, sanp 
^few pebbles. 

CLAYEY SAND, gray, moist. 

SAND, gray, fine grained, moist, little clay. 

SILTY CLAY, gray, medium consistency, slighUy moist, sanq| 
few pebbles. 

NO RECOVERY from 20' to 22.7'. 

V' SAND, gray, fine grained. 
SW ^SAND/GFJAVEL, brown, coarse grained, moist, pebbles. 

SAND, brown, very fine grained, moist 
^SAND/GFtAVEL, brown, coarse grained, moist. 

NO RECOVERY from 25' to 26'. 

CLAYEY SAND/SANDY CLAY, olive/brown, moist, crumbly 
pebbles. 

SILTY CLAY with sand, olive/brown/gray, medium 
consistency, slightiy moist, pebbles. 

NR 

0.4 

1.1 

0.3 

0.5 

0.4 

0.2 

0.4 

NR 

2.4 

4.0 

2.9 

Soil sample and 
duplicate collected at 
0758. EIP-SS189-003-1 
and E1P-SS189-003-2. 

Soil sample coltected at 
0802. 
EIP-SS189-005-1. 

Soil sampte collected at 
0802. 
EIP-SS189-008-1. 

Soil sample coltected at 
0808. 
EIP-SS189-010-1. 

Soil sampte collected at 
0808. 
EIP-SS189-013-1. 

Soil sampte coltected at 
0825. 
EIP-SS189-018-1. 

Soil sample coltected at 
0837. 
EIP-SS189-023-1. 

Soil sample collected at 
0855. 
EIP-SS189-025-1. 

MW-189 I 

Flushmount 

| l _ 

—Grout 

2" SS Riser 

—Bentonite Chips 

-0.010" Slot Screen 

-Sand Pack 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS189 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-3-07 
1-3-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

X 
I-
CL 
LU 
Q 

30-

35-

4 0 -

45-

50-

5 5 -

6 0 -

>-
CC 
m 
> o o 
UJ 
cc 

Samples 

I X [ | Investigative Sampte Coltected 

H H Investigative and Confirmation Sample Collected 

| " " r " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
OT 

REMARKS 

MW-189 I 

40/60 

36/60 

^ S C 

45/60 ••: 

57/60 

GVV GRAVEL/COBBLES/PEBBLES/SAND, coarse grained, 
.dry. 

CL 

SC 

CL SILTY CLAY with sand, olive/brown/gray, moist, few 
.pebbles. 
^SILTY CLAY with sand, brown. 

NR 

NR 

GW 

CL 

GW 

No Recovery from 30' to 31.7'. 

SANDY CLAY, olive/brown/gray, medium consistency, 
moist, pebbles, few cobbles. 

CLAYEY SAND, oiive/brown, soft, moist, pebbles. 

NO RECOVERY from 35' to 37'. 

CLAYEY SAND, light brown, very fine grained, slighUy 
moist to dry, crumbly, few pebbles. 

NO RECOVERY from 40' to 41.25'. 

GRAVEL/SAND, light brown, coarse, dry, crumbly, 
cobbles/pebbles 

SANDY CLAY, light brown, slighUy moist, crumbly, 
pebbles. 

GFJAVEL/SAND, light brown, coarse grained, dry, 
crumbly, cobbles/pebbles, 
as above, medium to coarse grained. V' 

as above, light gray, medium grained. 

10.2 

10.3 

4.9 

4.0 

11.1 

12.1 

2.6 

5.6 

Soil sampte coltected at 
0913. 
EIP-SS189-033-1. 

Soil sample coltected at 
0935. 
EIP-SS189-035-1. 

Soil sample collected at 
1007. 
EIP-SS189-043-1. 

Soil sample collected at 
1049. 
EIP-SS189-048-1. 

END OF BORING AT 50' 

-0.010" Slot Screen 

—Sand Pack 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS190 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-3-07 
1-3-07 
Transhield 
HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

35' bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

X 
I -
Q. 
UJ 
Q 

1 
5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
01 
UJ > o o 
m 
cc 

Samples 

I ^ X I Investigative Sample Collected 

m Investigative and Confirmation Sampte Coltected 

| : : : : " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

AS 

45/60 

^ 

38/60 

52/60 

52/60 

58/60 

38/60 

CL 

SC 

GW 

CL 

SP 

77f 

z 
CL 

SP 

CL 

GW 

NR 

CL 

ASPHALT surface cover and subbase. 

SANDY CLAY, brown, medium consistency, slightly 
moist, crumbty, pebbles. 

No Recovery from 5' to 6.8'. 

CLAYEY SAND with gravel, brown, moist, pebbles, few 
cobbles, wet at 9.7'. 
No Recovery from 10' to 10.7'. 

GFIAVEL, brown, coarse grained, saturated, 
cobbles/pebbles, littie clay. 

SILTY CLAY, gray, medium consistency, slightly moist, 
few pebbles, trace sand. 

SAND, gray, medium grained, moist. 
• ^ 3 " silty clay seam, gray 

CLAYEY SAND/SANDY CLAY, gray, very fine grained, 
wet, crumbly. 

CLAYEY SAND, brown/gray, moist, crumbly. 

SILTY CLAY, gray, medium consistency, sllghUy moist, 
few pebbles, trace sand. 

SAND, gray, medium grained, wet. 

SILTY CLAY, gray, medium consistency, moist, few 
pebbles, trace sand. 

V as above, dry. 

^GF?AVEL/COBBLES/SAND, brown, coarse grained, dry. 

NO RECOVERY from 25' to 26.8'. 

SW SAND/GF?AVEL, brown, coarse grained, slightly moist 
,to dry, little clay. 

GW^ COBBLES/PEBBLES. 

SILTY CLAY, red-brown/gray, medium consistency, 
dry, few peblales. 

NR 

0.9 

1.2 

0.3 

1.1 

2.5 

1.7 

5.4 

2.5 

2.7 

3.2 

1.8 

Soil sample and 
duplicate collected at 
1224. EIP-SS190-003-1 
and EIP-SS190-003-2. 

Soil sampte collected at 
1228. 
EIP-SS190-005-1. 

Soil sample collected at 
1228. 
EIP-SS190-008-1. 

Soil sampte coltected at 
1234. 
EIP-SS190-013-1. 

Soil sample collected at 
1245. 
EIP-SS190-018-1. 
Geotech collected from 
17.5'to 20'. 

Soil sample collected at 
1258. 
EIP-SS190-023-1. 
Duplicate confirmation 
sample collected. 

Soil sample collected at 
1314. 
EIP-SS190-025-1. 

Soil sampte collected at 
1314. 
EIP-SS190-028-1. 

MW-190 I 

Flushmount 

If Concrete 

-Grout 

-2" SS Riser 

—Bentonite Chips 

—Sand Pack 

0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS190 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-3-07 

1-3-07 

Transhield 

HSA 

Grab 

Total Depth 
Location 

WESTON Geologist 

35' bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

CL 
UJ 
Q 

30-

35-

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

> 
CC 
UJ 
> 
o 
o 
UJ 
DC 

Samples 

I X I Investigative Sampte Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

\'.i:',i:\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-190 I 

60/60 : 

SP 

CL 

SP 

SAND, gray/brown, fine grained, saturated. 

SILTY CLAY, gray, moist, few pebbles, trace sand, 

as above, stiff, dry. 

SAND, gray, fine grained, dry, turning to gray silty clay, 
GWVstiffat34.2'. 

SAND/GF?AVEL, brown, coarse grained, dry, 
\cobbles/pebbles. 

END OF BORING AT 35' 

5.3 

5.6 

Soil sampte coltected at 
1336. 
EIP-SS190-033-1. 

-Sand Pack 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS190 S 
(Pagel ofl] 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Total Depth 

1-5-07 
1-5-07 
Transhield 
HSA 
13' bgs 

Location 

WESTON Geologist 

Tricon 
5000-5014 Chase 
T. Sundquist 

X 
I -
Q. 
UJ 
Q 

BLIND DRILLED DUE TO NESTED MONITORING WELL 
- PAIR. SEE EIP-SS190 I BORELOG. 

5 -

10-

1 5 -

2 0 -

2 5 -

3 0 -

DESCRIPTION 

MW-190S 

Flushmount 

IF Concrete 

.••:f—Grout 

2" SS Riser 

— Bentonite Chips 

—Sand Pack 
0.010" Slot Screen 

END OF BORING AT 13' 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS191 

(Page 1 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-4-07 
1-4-07 
Transhield 
HSA 
Grab 

Total Depth 

Locat ion 

W E S T O N Geologist : T. Sunquist 

34 ' bgs 

Tricon 

5000-5014 Chase 

X 
H 
Q. 
UJ 
Q 

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

3 2 -

> 
DC 
U l 
> 
o 
o 
m 
DC 

Samples 

l!><CI Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l ' " - " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

REMARKS 

AS 

38/48 

48/48 

46/48 

48/48 

48/48 

15/24 

14/24 

16/24 

20/24 

15/24 

17/24 

i C-CL 

OL 
ORGANIC SOIL, black, medium consistency, slightly 
moist to dry, crumbly. 

3" clayey sand/sandy clay seam, dark brown, medium 
\consistency, slighUy moist, crumbly. 

CL 

SC 

CL 

SILTY CLAY, gray/brown, dry, trace sand, 
^as above, medium to stiff, few pebbles, sand absent. 

SC 

CL 
SC 

SP 

SW 

SE 

ML 

SP 

ML 

SP 

ASPHALT surface cover and subbase. 

SANDY CLAY, medium brown, medium consistency, 
SlighUy moist, crumbly. 

CLAYEY SAND, medium brown/red, sllghUy moist, 
crumbly, some pebbles. 

3" sand seam, red/brown, fine grained, wet. 

CLAYEY SAND/SANDY CLAY, red/brown, slightly 
moist, crumbly, pebbles. 
CLAYEY SAND, medium brown, saturated, pebbles 

as above, red/brown, moist, crumbly. 

SILTY CLAY, gray, slightly moist, sand, few pebbles. 
CLAYEY SAND, brown/red, cemented, slightly moist, 

ycrumbly, pebbles. 
SAND/GFIAVEL, brown, coarse grained, slighUy moist, 

.crumbly, little clay. 
^SAND, brown, fine grained, dry. 
SAND, brown, coarse grained, slighUy moist to dry, 
gravel/pebbles. 
^as above, sllghUy moist. 

3" silt/sand seam, brown, very fine grained, slightly 
^molst, crumbly, little clay. 

SAND, brown, coarse grained, wet. 
SILT/SAND, gray, very fine grained, very soft, wet. 

y-as above, brown/red, medium consistency, moist 
SAND, brown, coarse grained, wet. 
SILT/SAND, olive/brown, very fine grained, medium 
consistency, sllghUy moist, crumbly. 

SAND, brown, coarse grained, wet. 

0.2 

0.1 

0.1 

0.4 

0.2 

0.4 

0.2 

0.1 

0.1 

0.1 

2.9 

0.9 

5.3 

6.9 

3.9 

11.8 

Soil sampte coltected at 
0834. 
EIP-SS191-000-1. 

Soil sampte collected at 
0837. 
EIP-SS191-006-1. 

Soil sampte coltected at 
0839. 
EIP-SS191-010-1. 

Soil sampte coltected at 
0843. 
EIP-SS191-012-1. 

Soil sampte collected at 
0848. 
EIP-SS191-016-1. 

Switched to 2' split 
spoon at 20'. 
Soil sample collected at 
0920. 
EIP-SS191-020-1. 

Soil sample collected at 
0931. 
EIP-SS191-022-1. 

Soil sample collected at 
0941. 
EIP-SS191-024-1. 

Soil sample collected at 
0953. 
EIP-SS191-026-1. 

Soil sample collected at 
1000. 
EIP-SS191-028-1. 

Soil sampte collected at 
1008. 
EIP-SS191-030-1. 

MW-191 

n 
Flushmount 

•Concrete 

-2" SS Riser 

.- —Grout 

— Bentonite Chips 

-Sand Pack 

-0.010" Slot Screen 

file:///consistency


Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS191 I 
(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

1-4-07 

1-4-07 

Transhield 

HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

34' bgs 

Tricon 

5000-5014 Chase 

T. Sunquist 

CL 
UJ 
Q 

32-

3 6 -

4 0 -

4 4 -

4 8 -

5 2 -

56-

6 0 -

6 4 -

>-
DC 
UJ 
> o 
o 
m 
DC 

Samples 

l ! X I Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

l " " : : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ J 
CL 

< 
ro 

REMARKS 

MW-191 I 

17/24 

SP 
SAND, brown, coarse grained, wet 

^£^SAND/SILT, brown, very fine grained, moist. 0.1 

Soil sample collected at 
1024. 
EIP-SS191-032-1. 

-Sand Pack 

-0.010" Slot Screen 

\siLTY CLAY with SAND, gray, very fine grained, moist. / 

END OF BORING AT 34' 

file:///siLTY


Restoring Resource Eff iciency 

LOG OF BORING EIP-SS191 S 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

EHsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depth 

1-4-07 
1-4-07 
Transhield 
HSA 
20' bgs 

Location 

WESTON Geologist 

Tricon 
5000-5014 Chase 
T. Sundquist 

X 
h-
CL 

m 
Q 

4 -

8 -

12-

16-

20-

2 4 -

2 8 -

3 2 -

DESCRIPTION 

MW-191 S 

Flushmount 

BLIND DRILLED DUE TO NESTED MONITORING WELL 
PAIR. SEEEIP-SS191 I BORELOG. n Concrete 

— Grout 

-2"SS Riser 

— Bentonite Chips 

-Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 20' 



^HMMBSaSB, 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS192 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

1-4-07 

1-5-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

45' bgs 

Tricon 

5000-5014 Chase 

J. Hunter 

0 . 
UJ 
Q 

5 -

1 0 -

15-

2 0 -

2 5 -

30-

>-
DC 
UJ > o o 
UJ 
DC 

Samples 

I X l l Investigative Sample Coltected 

^ ^ 1 Investigative and Confirmation Sample Collected 

[TTTTt!] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

REMARKS 

AS 

45/60 

48/60 

48/60 

60/60 

39/60 

39/60 

CL 

SC 

SP 

CL 

SC 

CL 

SW 

ASPHALT surface cover and gravel subbase, light gray, 
slightly moist 

CLAY, brown, slightiy stiff, trace sand. 

as above, slighUy moist trace gravel. 

as above, large gravels. 
^GRAVELLY CLAY, slighUy moist 

CLAYEY SAND, wet, trace gravel. 

SAND, brown, pooriy graded, fine grained, wet, trace 
clay. 

as above, clay content increasing. 

SANDY CLAY, gray, wet. 

CLAYEY SAND, gray, wet. 

SANDY CLAY, gray, wet. 

SAND, brown, well graded, medium to coarse grained, 
dry to SlighUy moist. 

1.0 

1.0 

1.2 

1.2 

1.3 

1.2 

1.4 

2.0 

1.7 

2.3 

0.9 

0.6 

Soil sample collected at 
1440. 
EIP-SS192-003-1. 

Soil sample collected at 
1444. 
EIP-SS192-008-1. 

Soil sample collected at 
1447. 
EIP-SS192-010-1. 

Soil sample and 
duplicate coltected at 
1457. EIP-SS192-018-1 
and EIP-SS192-018-2. 

Soil sample collected at 
1512. 
EIP-SS192-023-1. 

Soil sample collected at 
1530. 
EIP-SS192-025-1. 

Soil sample cxillected at 
1530. 
EIP-SS192-028-1. 

MW-192 I 

Flushmount 

n̂  Concrete 

-2" SS Riser 

-Grout 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS192 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

1-4-07 

1-5-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

45' bgs 

Tricon 

5000-5014 Chase 

J. Hunter 

Q. 
UJ 

30-

3 5 -

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

01 
UJ 
> 
O 
O 
UJ 
DC CD 

Samples 

I X T I Investigative Sample Coltected 

^ ^ 1 Investigative and Confirmation Sample Collected 

| : : ; :" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
Ul 

< 
OT 

REMARKS 

MW-192 I 

46/60 

60/60 

57/60 

GW 

SW 

CL 

SW 

GW 

SAND, brown, well graded, medium to coarse grained, 
moist 

SANDY CLAY, brown, slightty moist 

Gf^VEL, light gray, large, dry, sand content increasing. 

SAND, brown, well graded, medium grained, saturated. 

as above, gray. 

GF^VEL, gray, well graded, saturated, trace sand. 

END OF BORING AT 45' 

0.6 

0.9 

1.8 

1.6 

1.4 

2.0 

Soil sample collected at 
1548, 
EIP-SS192-033-1. 

Soil sample collected at 
1613. 
EIP-SS192-035-1. 

Soil sample coltected at 
1613. 
EIP-SS192-038-1. 

Soil sample collected at 
1637. 
EIP-SS192-043-1. 

-Grout 

-2" SS Riser 

-Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS193 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, iinois 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

:1-5-07 

:1-6-07 

: Transhield 

: Geoprobe/HSA 

:Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

X 
H 
Q. 
UJ 

a 

5 -

1 0 -

1 5 -

20-

25-

30-

>-
DC 
UJ 
> o o 
UJ 
DC 

Samples 

I X I Investigative Sample Coltected 

^ H i Investigative and Confirmation Sample Collected 

\"::::\ investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

52/60 

50/60 

60/60 

26/60 

36/60 

60/60 

X 

ZZl 

AS 

OL 

CL 

NR 

SC 

SW 

NR 

SW 

CL 

ASPHALT surface cover and subbase. 

ORGANIC SOIL, black, very soft, moist crumbly. 

SANDY CLAY, brown, very soft, moist, crumbly, turning 
to medium consistency, few pebbles with depth. 

No Recovery from 5' to 5.8'. 

SANDY CLAY, dark brown, very soft, wet to saturated. 

as above, brown, soft, moist few pebbles, turning to 
slightly moist medium to stiff with depth. 

SANDY CLAY, brown, wet to saturated. 

as above, medium consistency, slighly moist, few 
pebbles. 

NO RECOVERY from 15' to 17.8'. 

CLAYEY SAND, red/brown, coarse grained, slightly 
moist, cobbles/pebbles intermixed. 

SAND/GFiAVEL, coarse grained, dry, littie day, 
ycobbles/pebbles 

NO RECOVERY from 20' to 22'. 

SAND, red/brown, coarse grained, dry, cobbles/pebbles 
intermixed, littie clay. 

as above wet to moist. 

SILTY CLAY, gray, medium to stiff, dry, few pebbles. 

0.1 

0.1 

0.2 

0.2 

0.1 

0.1 

NR 

0.3 

NR 

0.3 

0.3 

0.7 

Soil sample and 
duplicate collected at 
0755. EIP-SS193-000-1 
and EIP-SS193-000-2. 

Soil sample collected at 
0759. 
EIP-SS193-005-1. 

Soil sample and 
duplicate collected at 
0807. EIP-SS193-010-1 
and E1P-SS193-010-2. 

Soil sample collected at 
0818. 
EIP-SS193-018-1. 

Soil sampte collected at 
0834. 
E1P-SS193-023-1. 

Soil sample collected at 
0852. 
EIP-SS193-028-1. 

MW-193 I 

Flushmount 

IT Concrete 

-Grout 

-2" SS Riser 



UMMMIESSB, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS193 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-5-07 
1-6-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Tricon 
5000-5014 Chase 
T. Sundquist 

J -

UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

6 0 -

>-
DC 
Ul 
> o o 
UJ 
DC 

Samples 

1 X 1 Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sample Collected 

l ' " ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-193 I 

60/60 

47/60 

42/60 

CL 

SW 

SP 

SP 

CL 

SILTY CLAY, gray, medium to stiff, slightly moist, few 
pebbles. 

No Recovery from 35' to 36.1' 

as above, wet, cobbles, 

as above, moist. 

SAND, brown, coarse grained, dry, crumbly, pebbles. 
SAND/GFRAVEL, gray, coarse grained, moist, cobbles at 39 

No Recovery from 40' to 41.5'. 

SAND, gray, coarse grained, moist, cobbles/pebbles. 
^ 4 " silty clay seam, gray, medium consistency, moist 
V2" gray cobbles. 

SAND, gray, fine grained, moist. 

SW SAND, gray, coarse grained, pebbles. 

SAND, light brown, medium grained, moist. 
V 
y'-as above, gray/brown. 
SILTY CLAY, gray, dry, sllghlty crumbly, few pebbles, trace 
cobbles. 

60/60 In I I I M L I ^ S I L T / S A N D , gray/brown, dry, crumbty, some day. 

END OF BORING AT 50' 

0.3 

0.7 

0.6 

0.5 

0.8 

0.5 

0.3 

0.5 

Soil sampte collected at 
0919. 
EIP-SS193-033-1. 

Soil sample collected at 
0951. 
EIP-SS193-035-1. 

Soil sample collected at 
1015. 
EIP-SS193-040-1. 

Soil sample coltected at 
1047. 
E1P-SS193-048-1. 

— Grout 

-Bentonite Chips 

-2" SS Riser 

—Sand Pack 

-0.010" Slot Screen 



BHIEIII ISB, 
Res to r ing R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS194 I 
(Page 1 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampl ing Method 

: 1-2-07 

: 1-3-07 

: Transhie ld 

: Geoprobe /HSA 

: G r a b 

Total Depth 

Location 

W E S T O N Geologist 

45 ' bgs 

Precision Brand 

2250 Curtiss 

J. Hunter 

X 
H 
CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
CC 
UJ > 
o o 
UJ 
DC 

Samples 

I X I I Investigative Sampte Collected 

l ^ l Investigative and Confirmation Sampte Coltected 

^tViiv^ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

45/60 

57/60 

34/60 

54/60 

58/60 

57/60 

GW^ 

z 2 

IS 

CL 

CLAY, black, stiff, dry. 
^ a s above, brown, trace roots. 
Vas above, dark brown, slighUy moist, cohesive, trace 
sand/gravel. 

SANDY CLAY, brown to dark brown, slightly moist, 
cohesive, sand content increases at intervals 
throughout 

SC 

CL 

SC 

SP 

CL 

SW 

SP 

CL 

GW 

TOPSOIL, black, slighUy moist. 

GFRAVEL, light gray, well graded, dry. 

as above, brown, large gravel piece embedded. 

CLAYEY SAND, light brown, moist 

SANDY CLAY, brown, slightly moist, trace gravel. 

CLAYEY SAND with gravel, brown, wet. 

SAND, gray, pooriy graded, fine grained, wet gradually 
ytransitioning to gravelly clay. 

GF?AVELLY CLAY, gray, moist, trace round pebbles. 

SAND, brown to tan, well graded, moist to wet 
as above, dry, some clayey seams. 

^SAND, brown, pooriy graded, medium grained, moist. 

CLAY, gray, slighUy moist. 

GFIAVEL, light gray, well graded, angular, moist to 
sllghUy wet, trace sand. 

1.1 

0.0 

0.2 

0.3 

0.2 

0.7 

2.8 

0.0 

1.2 

0.7 

0.0 

0.0 

Soil sampte collected at 
0845. 
EIP-SS 194-000-1. 

Soil sample coltected at 
0855. 
E1P-SS194-008-1. 

Soil sample collected at 
0905. 
EIP-SS194-013-1. 

Soil sample coltected at 
0910. 
EIP-SS194-015-1. 

Soil sample collected at 
0920. 
EIP-SS194-020-1. 

Soil sample collected at 
1003. 
EIP-SS 194-025-1. 

MW-194 I 

IT 
Stick-up 

Concrete 

-Grout 

-2" SS Riser 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS194 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-2-07 
1-3-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
I -
CL 
UJ 
Q 

30-

3 5 -

4 0 -

45-

50-

5 5 -

6 0 -

>-
CC 
m > 
O 
o 
UJ 
OC 

Samples 

1 X 1 Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l-''---l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

REMARKS 

MW-194 I 

56/60 

GW 

SP 

SW 

CL 

SP 

GP 

CL 

GF?AVEL, light gray, well graded, angular, dry, trace 
sand, transitioning to brown, slighUy moist, trace clay 
with depth. 

3" pooriy graded gravel seam, brown, saturated. 

SAND, light brown, pooriy graded, medium grained. 

SAND with gravel, well graded, wet. 

SILTY CLAY, gray, slightty moist. 

SAND, gray, poorly graded, wet, some coarse grains, 

as above, saturated. 

GF5AVEL, light gray, pooriy graded, saturated. 

CLAY, gray, slightly moist, slighUy plastic, trace round 
pebbles, moisture and plasticity decreasing with depth. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte collected at 
1027. 
EIP-SS194-033-1. 

Soil sample collected at 
1054. 
E1P-SS194-035-1. 

Soil sampte coltected at 
1135. 
EIP-SS194-040-1. 

—Grout 

i: —Bentonite Chips 

2" SS Riser 

— Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 45' 



L f « i i u t « i g i i a i 
Restoring Resource Efficiency 

LOG OF BORING EIP-SS195 
(Page 1 of 2) 

U.S, EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

1-2-07 

1-3-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

D. 
UJ 
Q 

5 -

1 0 -

15-

2 0 -

2 5 -

30-

> 
DC 
UJ 
> 
o 
o 
LU 
DC 

Samples 

i ; X I Investigative Sample Collected 

^ H i Investigative and Confirmation Sampte Collected 

|: : :": | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

46/60 

34/60 

32/60 

51/60 

40/60 

58/60 

T T 
T T 

<A 

TS 

CL 

GW 

SW 

CL 

GW 

CL 

TOPSOIL, black, slightly moist 

CLAY, black, dry, trace roots. 

CLAY, brown, dry to slightly moist, trace sand, trace 
ravel. 
SAND wtih gravel, brown, slighUy moist 

angular gravel. 
CLAYEY5 

as above, brown to light brown, dry. 

GFJAVELLY CLAY, dark brown/reddish. 

as above, very moist gravel content increasing. 
'^CLAY, gray, slighUy moist 

CLAYEY GRAVEL, brown, well graded, moist 

SAND, brown, well graded, dry. 

SANDY CLAY, gray/brown, very moist. 

CLAYEY GRAVEL, light brown to gray, dry. 

as above, moisture and sand content increasing. 

CLAY, gray. 

OT 
Ui 

< 
ro 

REMARKS 

I 

0.0 

0.0 

0.0 

0.0 

0.3 

0.2 

0.0 

0.0 

0.0 

0.0 

0.0 

0.4 

Soil sample and 
duplicate coltected at 
1307. EIP-SS195-003-1 
and EIP-SS195-003-2. 

Soil sample coltected at 
1311. 
EIP-SS195-008-1. 

Soil sample collected at 
1315. 
EIP-SS195-010-1. 

Soil sampte coltected at 
1324. 
EIP-SS195-018-1. 

Soil sample collected at 
1332. 
EIP-SS195-023-1. 

Soil sample coltected at 
1348. 
E1P-SS195-028-1. 

MW-195 I 

n̂  
Stick-up 

Concrete 

-Grout 

-2" SS Riser 



.^BSBMSMSSSm, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS195 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-2-07 
: 1-3-07 
: Transhield 
: Geoprobe/HSA 
:Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
I -
CL 
UJ 
Q 

30-

35-

4 0 -

45-

5 0 -

5 5 -

6 0 -

> 
DC 
UJ > 
o o 
UJ 
DC 

Samples 

l ! X 1 Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l- '"" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
W 

REMARKS 

MW-195 I 

59/60 

S 

47/60 

40/60 

§W 

CL 

SC ^CLAYEY SAND, gray, wet. 

GP ^SAND, gray, well graded, saturated, trace clay. 

^GFRAVEL, pooriy graded, round, saturated. 

SW 

SP 

CL 

CLAY, gray, very moist, trace gravel. 

as above, slightly moist 

SAND, gray, well graded, saturated 

SAND, gray, pooriy graded, fine grained, very moist, trace 

K5i!t 
CLAY, gray, moist 

large gravel piece. 

END OF BORING AT 45' 

0.3 

0.3 

0.5 

2.6 

1.0 

0.5 

Soil sample collected at 
1410. 
EIP-SS195-033-1. 

Soil sampte coltected at 
1440. 
EIP-SS195-038-1. 

Soil sample collected at 
1530. 
EIP-SS195-040-1. 

Soil sample coltected at 
1530. 
E1P-SS195-043-1. 

:-|—Grout 

-Bentonite Chips 

-2" SS Riser 

—Sand Pack 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS196 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-4-07 
1-6-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

CL 
UJ 
Q 

.16.5/6CV/ 

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
DC 
UJ 
> 
O 
o 
UJ 
DC 

O 

Samples 

I X I I Investigative Sample Collected 

^ ^ 1 Investigative and Contirmation Sample Collected 

|:::->:| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

REMARKS 

41/60 i 

38/60 

44/60 

60/60 

0/60 

M l TS JOPSOIL, black, slightty moist 

CL 

GW 

CL 

SP 

CL 

NR 

CLAY, dark brown/black, slightly moist, trace sand, 
as above, brown, sand and gravel content increasing 
with depth. 

SANDY CLAY, brown, slighUy moist 

GFIAVEL, light gray, well graded, dry. 

SANDY CLAY, brown, slightty moist. 

as above, brown to light brown, trace gravel. 

GfRAVELLY CLAY, reddish brown, wet, gravel is angular, 
trace sand. 

as above, wet. 

SAND, brown, pooriy graded, fine grained, wet. 

as above, clay content increasing. 

SILTY CLAY, gray, moist. 

NO RECOVERY from 25' to 30'. 

0.0 

0.0 

0.2 

0.3 

0.0 

0.0 

0.0 

0.0 

0.5 

0.0 

NR 

NR 

Soil sample coltected at 
0811. 
EIP-SS196-003-1. 

Soil sample collected at 
0815. 
EIP-SS196-008-1. 

Soil sample collected at 
0825. 
EIP-SS196-013-1. 

Soil sample collected at 
0832. 
EIP-SS196-018-1. 

Soil sample collected at 
0846. 
EIP-SS196-020-1. 

No sample coltected 
from 25' to 30'. 

MW-196 I 

Flushmount 

IF Concrete 

—Grout 

2" SS Riser 



.^BnMMMMSSEB, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS196 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-4-07 
1-6-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Precision Brand 
2250 Curtiss 
J. Hunter 

X 
I -
CL 
UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

6 0 -

> 
DC 
U l > 
O 
o 
UJ 
DC 

Samples 

l̂ ><CI Investigative Sampte Coltected 

i ^ H Investigative and Confirmation Sample Collected 

l-"'-'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
m 

REMARKS 

59/60 

57/60 

37/60 •-, 

41/60 

SP 

MH 

CL 

GW 

SAND, tan, pooriy graded, fine to medium grained, moist. 

as above, medium to coarse grained. 

SANDY SILT, brown, slightty moist 

SILTY CLAY, gray, slightly moist, plastic, trace round 
gravel. 

SANDY GFIAVEL, gray, well graded, saturated. 

END OF BORING AT 50' 

0.0 

0.1 

0.7 

0.5 

0.0 

0.0 

0.0 

0.0 

Soil sampte collected at 
0853. 
EIP-SS 196-033-1. 

Soil sample collected at 
0912. 
EIP-SS196-035-1. 

Soil sample collected at 
0912. 
EIP-SS196-038-1. 

Soil sample collected at 
0935. 
EIP-SS196-040-1. 

Soil sampte coltected at 
1005. 
EIP-SS196-048-1. 

MW-196 I 

—Grout 

-2" SS Riser 

• —Bentonite Chips 

—Sand Pack 

0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS197A 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-4-07 
1-4-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

: 34' bgs 
: Precision Brand 
: 2250 Curtiss 
: J. Hunter 

X 
I -
CL 
UJ 
Q 

>-
DC 
UJ > 
o 
o 
m 
01 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

I X I Investigative Sample Coltected 

H H Investigative and Confirmation Sample Collected 

F.-'^l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
CL 

< 
OT 

£ 
CL 

3 

9 
CL 

REMARKS 

I 
5 - 60/60 

1 0 - 60/60 

1 5 - 59/60 

2 0 - 50/60 

2 5 - 51/60 

30- 60/60 

AS 

CL 

SP 

SW 

ASPHALT surface cover and subbase. 

SILTY CLAY, gray-brown, slightiy moist crumbly, trace sand 
trace gravel. 
*-as above, dark gray, medium consistency. 
Las above, transitioning to light gray with dark staining, 
as above, transitioning to gray with brown staining, sand 
content increasing with depth. 

as above, medium plasticity, moisture content increasing wittji 
depth. 

as above, high plasticity, silt content decreasing. 

CLAY, gray, occasional brown spots, soft, moist, high 
plasticity. 

SANDY CLAY, gray-brown, littie gravel/cobbles. 

as above, brown, red staining, coarse grained, some sift, som 
gravel/cobbles. 

SANDY CLAY with gravel, very wet. 

as above, sand content Increasing. 

3" large cobbles. 

SAND, brown, pooriy graded, fine to medium grained, soft, 
ŷ very wet. 

SAND, brown, well graded, saturated, little gravel, trace clay, 
clay content increasing with increasing depth. 

1.3 

1.0 

0.8 

0.8 

1.4 

1.0 

1.7 

1.7 

1.5 

1.7 

0.1 

0.5 

Soil sampte collected at 1105. 
EIP-SS197A-000-1. 

Soil sampte collected at 1109. 
EIP-SS197A-008-1. 

Soil sample collected at 1116. 
EIP-SS197A-010-1. 

Soil sampte collected at 1128. 
EIP-SS197A-018-1. 

Soil sample coltected at 1145. 
EIP-SS197A-023-1. 

Soil sampte and duplicate coltected at 1200. 
EIP-SS197A-028-1 and EIP-SS197A-028-2. 



B S B S a E S S B . 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS197A 

(Page 2 Of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-4-07 

1-4-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

34' bgs 

Precision Brand 

2250 Curtiss 

J. Hunter 

Q. 
m 
Q 

30-

DC 
UJ > 
o o 
UJ 
DC 

g 
X 
CL 
< 
a : 
CD 

ro 
o 
ro 
3 

Samples 

l ! X I Investigative Sampte Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F::::-1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

E a 
CL 

9 
CL 

REMARKS 

48/48 

SW 

CL 

GW 

SAND, brown, well graded, saturated, some gravel, little 
clay. 

CLAY pocket. 
SANDY GRAVEL, saturated, 
large cobble. 

1.1 

5.0 

Soil sample collected at 1200. 
EIP-SS197A-030-1. 

Soil sampte collected at 1227. 
EIP-SS197A-033-1. 

END OF BORING AT 34' 

35-

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -



Restoring Resource Efficiency 

LOG OF BORING EIP-SS197B I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-5-07 
1-5-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

45' bgs 
Precision Brand 
2250 Curtiss 

X 
H 
CL 
UJ 

a 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
DC 
UJ 
> 
o 
o 
Ul 
oc 

Samples 

I Z X I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

|'t::::| investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 
_1 
Q. 

< 
ro 

REMARKS 

MW-197 I 

Flushmount 

BLIND DRILL from 0'to 35'. No sample coltected 
between 0'-35'. IT Concrete 

• —Grout 

-2" SS Riser 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS197B I 

(Page 2 Of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-5-07 
1-5-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

45' bgs 
Precision Brand 
2250 Curtiss 

X 
H 
Q. 
UJ 
Q 

30-

3 5 -

4 0 -

45-

5 0 -

5 5 -

6 0 -

> 
DC 
UJ 
> 
o 
o 
UJ 
oc 

Samples 

\ZXZ\ Investigative Sampte Collected 

H H Investigative and Confirmation Sample Coltected 

l"-.:'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

REMARKS 

MW-197 I 

29/60 

T Z 

SP 

SC 

SP 

BLIND DRILL from 0' to 35'. 

SAND, brown, pooriy graded, angular, moist to wet. 
2" well graded sand seam, coarse grained. 

2" well graded sand seam, coarse grained, 

as above, coarse grained, saturated. 

CLAYEY SAND, gray, saturated. 

SAND, gray, poorly graded, saturated. 

60/60 rZ/ICLJ^SILTY CLAY, gray, moist, trace round pebbles. 

END OF BORING AT 45' 

1.0 

2.3 

0.8 

1.1 

Soil sample and 
duplicate coltected at 
1313. 
EIP-SS197B-038-1 and 
EIP-SS197B-038-2. 

Soil sample coltected at 
1354. 
EIP-SS97B-043-1. 

-Grout 

-Bentonite Chips 

-2" SS Riser 

-Sand Pack 

-0.010" Slot Screen 



BSBMMMXMEB. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS198 

(Page 1 of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

01-04-07 

01-04-07 

Cabeno 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist 

14'bgs 
Scot-Inside 
2525 Curtiss 
T. Walls 

£~ 
X 
H 
CL 
UJ 
Q 

> 
DC UJ 
> 
o CJ 
Ul 
cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

I X ! I Investigative Sample Collected 

H H Investigative and Confirmation Sample Coltected 

F" ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

E 
CL 

3 
9 
CL 

REMARKS 

14/24 

4 -
13/24 

6 -
21/24 

8 -
24/24 

1 0 -
7/24 

1 2 -
20/24 

14-
22/24 

FL 

CL 

GP 

CL 

CONCRETE surface cover. 

CLAY, brown, stiff, dry, low plasticity, trace medium 
grained gravel, 1" coarse grained gravel near 1'. 

as above, medium plasficity. 

GRAVEL, tan, coarse grained, very loose, fine grained 
sand. 

CLAY, brown to tan, moist medium plasficity, trace fine 
grained sand/gravel. 

1" coarse grained gravel seam. 

as above, dark gray, slighUy stiff, slighUy moist, low to 
medium plasticity. 

CLAY, brown, moist to wet, medium plasticity, trace fine 
grained sand, trace medium grained gravel. 
1" sand/gravel/clay mixture. 

CLAY, dark gray, slightly moist, littie coarse grained sand, 
trace medium grained gravel, 1.5" light gray sand layer 
near 12'. 

as above, moist to wet firm. 

1.7 

2.3 

5.1 

2.0 

0.1 

0.0 

0.0 

Soil sample coltected at 0805. 
EIP-SS198-000-1. 

Soil sample collected at 0811. 
EIP-SS198-002-1. 

Soil sample coltected at 0818. 
EIP-SS198-004-1. Duplicate confirmation 
sample collected. 

Soil sample coltected at 0830. 
EIP-SS198-006-1. 

Soil sampte collected at 0843. 
E1P-SS198-008-1. 

Soil sampte collected at 0906. 
EIP-SS198-010-1. 

Soil sample collected at 0937. 
EIP-SS198-012-1. 

END OF BORING AT 14' 

1 6 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS199 

(Page 1 of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 01-04-07 
: 01-04-07 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

6'bgs 
Scot-Inside 
2525 Curtiss 
T. Walls 

£, 
X 
H 
CL 
Ul 
Q 

V 
DC 
UJ 

> 
o C) 
UJ 
DC 

in 
o 
ro 
3 

Samples 

l>xCI Investigative Sample Coltected 

I H l Investigative and Confirmation Sampte Coltected 

F'""' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

E 
CL 

3 
9 
Q. 

REMARKS 

2 -
22/24 

24/24 
4 -

14/24 

FL 

CL 

FL 

CL 

FL 

CONCRETE surface cover. 

SILTY CLAY FILL, tan, stiff, moist, low plasficity, trace fine 
to coarse grained sand, trace medium grained gravel. 

SAND/GF^VEL FILL, fine to medium grained sand, coarse 
grained gravel. 

SILTY CLAY, tan, stiff, slightiy moist, low plasticity, trace 
coarse grained sand, trace fine grained gravel. 

SLOUGH, sand/gravel fill from above. 

0.0 

0.0 

0.0 

Soil sample and duplicate collected at 1012. 
EIP-SS199-000-1 and EIP-SS19-000-2. 

Soil sample collected at 1025. 
EIP-SS199-002-1. 

Rough drilling due to slough material. No 
sampte collected. 

END OF BORING AT 6' 

8 -

1 0 -

1 2 -

1 4 -

16-



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS200 

(Pagel of1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

01-04-07 
01-04-07 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

10'bgs 
Arrow Gear-Inside 
2301 Curtiss 
T. Walls 

Q. 
UJ 
Q 

>-
DC 
UJ 
> 
o 
o 
UJ 
DC 

in 
o 
OT 
3 

Samples 

I . X I Investigative Sample Coltected 

H H Investigative and Confirmation Sample Coltected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
D. 

3 
9 
D. 

REMARKS 

2 -
20/24 

24/24 
4 -

6 -
24/24 

8 -
10/24 

10-
15/24 

/ / 

FL 

FL 

CL 

GP 

CONCRETE surface cover. 

GRAVEL FILL subbase. 

CLAY, dark gray, stiff, dry, low plasticity, trace fine 
grained sand, trace fine grained gravel. 

as above, tan, medium plasficity. 

as above, slightly stiff, slightly moist. 

as above, soft, moist to wet high plasticity. 

GRAVEL/SAND, tan, loose, trace sift, trace day. 
as above, saturated. 

12.6 

25.4 

12.4 

13.9 

NA-wet 

Soil sample coltected at 1300. 
EIP-SS200-000-1. 

Soil sample collected at 1305. 
EIP-SS200-002-1. 

Soil sampte coltected at 1310. 
EIP-SS200-004-1. 

Soil sample collected at 1318. 
EIP-SS200-006-1. Majority of sleeve is 
slough from above. 

Soil sample collected at 1322. 
E1P-SS200-008-1. 

END OF BORING AT 10' 

1 2 -

1 4 -

1 6 -



.^s^sosMsnnsB. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS201 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 01-04-07 
: 01-04-07 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

10'bgs 
Precision Brand-Inside 
2250 Curtiss 
T. Walls 

^^ 
^.. 
X 
H 
CL 
UJ 
Q 

^ 
UJ 

> O 
CJ 
lU 

cc 

in o 
OT 
3 

Samples 

I X I Investigative Sampte Coltected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F"---l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

a. 
CL 

9 
CL 

REMARKS 

18/24 

4 -
24/24 

24/24 
6 -

8 -
24/24 

10-
24/24 

FL 

FL 

FL 

TS 

CL 

CONCRETE surface cover. 

GRAVEL FILL subbase. 

CLAY FILL, brown, dry, trace sand, trace gravel. 

TOPSOIL, black, soft, dry, low plasficity, high sift content, 
trace fine grained sand. 

CLAY, light gray with tan motUing, slightly stiff, dry, medium 
plasficity, trace fine grained sand. 

as above, trace fine grained gravel. 

as above, moist. 

END OF BORING AT 10' 

1 2 -

1 4 -

1 6 -

1.5 

2.8 

1.3 

5.7 

12.3 

Soil sampte collected at 1430. 
EIP-SS201-000-1. 

Soil sample collected at 1436. 
E1P-SS201-002-1. 

Soil sample collected at 1442. 
EIP-SS201-004-1. 

Soil sample coltected at 1450. 
EIP-SS201-006-1. 

Soil sampte collected at 1500. 
EIP-SS201-008-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS202 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

01-04-07 

01-04-07 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

8.1'bgs 

Precision Brand-Inside 

2250 Curtiss 

T. Walls 

X 
h -
Q . 
UJ 
Q 

OC 
lU 
> o o 
UJ 

cc 

in o 
OT 
3 

Samples 

l̂ ><CI Investigative Sampte Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

rn : : : i investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

£ 
CL 

3 
9 
CL 

REMARKS 

2 -
18/24 

4 -
24/24 

6 -

8 -

FL 

CL 

GC 

SC 

CONCRETE surface cover. 

CLAY, tan, stiff, dry, low plasticity, trace fine grained 
gravel. 

as above, very sfiff. 

SAND/GRAVEL, tan, fine to medium grained sand, medium 
grained gravel, loose, dry. 

CLAYEY SAND, tan, fine grained, soft, trace fine grained 
I gravel. 
y-as above, moist to wet. 

END OF BORING AT 8.1' 

0.0 

0.0 

Soil sample and duplicate collected at 1605. 
EIP-SS202-000-1 and EIP-SS202-000-2. 

Soil sampte coltected at 1610. 
EIP-SS202-002-1. 

Soil sampte collected at 1616. 
EIP-SS202-004-1. 

Soil sample collected at 1630. 
EIP-SS202-006-1. 

1 0 -

1 2 -

1 4 -

1 6 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS203 

(Pagel of1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 01-04-07 
: 01-04-07 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

10'bgs 
Precision Brand-Inside 
2250 Curtiss 
T Walls 

£, 
X 
H 
Q. 
UJ 
Q 

> 
CC 
UJ 

> 
u C3 
I I I 
DC 

o 
X 
n 

^ CY' 

CD 

OT 
O 
OT 
3 

Samples 

13X1 Investigative Sample Collected 

^ H i Investigative and Confirmation Sampte Collected 

F"'' '1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 
_ i 
CL 

< 
ro 

E 
CL 

3 
9 
CL 

REMARKS 

2 -
18/24 

4 -
24/24 

24/24 

8 -
24/24 

10-
24/24 

FL 

CL 

ML 

CL 

SP 

CONCRETE surface cover. 

CLAY, tan, stiff, dry, low plasticity, trace fine grained 
sand, trace medium grained gravel. 

CLAYEY SILT, black, slightty stiff, dry, low plasficity, trace 
fine grained sand. 

CLAY, tan, slightly stiff, dry, medium plasticity, trace fine 
grained sand. 

SAND, tan to brown, loose, dry, trace medium grained 
gravel. 

2.1 

2.9 

4.6 

8.3 

17.1 

Soil sample collected at 1518. 
EIP-SS203-000-1. 

Soil sample collected at 1522. 
EIP-SS203-002-1. 

Soil sample collected at 1528. 
EIP-SS203-004-1. 

Soil sample collected at 1540. 
EIP-SS203-006-1. 

Soil sampte coltected at 1545. 
E1P-SS203-008-1. 

END OF BORING AT 10' 

1 2 -

1 4 -

1 6 -



BSBMMMnSSB. 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS204 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 01-05-07 

: 01-05-07 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

10' bgs 

Ames-Inside 

2537 Curtiss 

T. Walls 

g 
X 
H 
CL 
m Q 

UJ 
> tJ 
n UJ 
01 

o 
X 
CL 
< DC 
CD 

W 
C) 
OT 
3 

Samples 

1 X 1 Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F-'"' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

22/24 
2 -

4 -
24/24 

6 -
24/24 

14/24 
8 -

o 
o 

10-
18/24 

FL 

FL 

CL 

SP 

CONCRETE surface cover. 

SAND FILL, tan, loose, dry, trace medium grained gravel. 

CLAY, tan to brown, very stiff, dry, medium plasticity, 
trace fine grained sand, trace fine grained gravel. 

SAND/GfRAVEL, tan to brown, fine to medium grained 
sand, coarse grained gravel, trace sift, trace clay. 

as above, 3" white color, then return to tan color. 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 0805. 
EIP-SS204-000-1. 

Soil sampte collected at 0815. 
EIP-SS204-002-1. 

Soil sampte and duplicate collected at 0830. 
EIP-SS204-004-1 and E1P-SS204-004-2. 

Soil sample collected at 0842. 
EIP-SS204-006-1. 

Soil sample coltected at 0902. 
E1P-SS204-008-1. 

END OF BORING AT 10' 

1 2 -

14-

1 6 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS205 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 01-05-07 
: 01-05-07 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

10'bgs 
Fuslbond-lnside 
2615 Curtiss 
T. Walls 

X 
1 -
CL 
UJ 
Q 

> • 

CC 
m 
> o o 
LU 
CC 

in o 
OT 
3 

Samples 

i X I ] Investigative Sample Collected 

H H Investigative and Confirmation Sample Coltected 

F '" ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
Q. 

< 
ro 

E 
CL 
CL 

9 
CL 

REMARKS 

77 
2 -

8/24 

NR 
4 -

24/24 
6 -

24/24 
8 -

10-
24/24 

77, 

1 2 -

1 4 -

1 6 -

FL 

SC 

NR 

GW yc 

CL 

NR 

CL 

CONCRETE surface cover. 

SAND FILL, tan to brown, medium grained, loose, dry, trace 
medium grained gravel. 

NO RECOVERY from 2' to 4'. 

SAND/GFRAVEL, brown, fine grained sand, medium to 
coarse grained gravel, loose, saturated, strong odor. 

^ a s above, water. 

CLAY, brown, stiff, moist, trace fine grained gravel, trace 
fine grained sand, strong odor. 

SLOUGH, 18" of sand and gravel from above. 

CLAY, brown, stiff, moist, trace fine grained gravel, strong 
odor. 

as above, slight odor. 

0.1 

NR 

7.0 

103 

7.2 

Soil sampte collected at 1150. 
EIP-SS205-000-1. 

No sample collected from 2' to 4'. 

Soil sample coltected at 1202. 
EIP-SS205-004-1. 

Soil sample coltected at 1215. 
EIP-SS205-006-1. 

Soil sampte coltected at 1233. 
EIP-SS205-008-1. 

END OF BORING AT 10' 



Res to r i ng R e s o u r c e E f f i c i ency 

LOG OF BORING EIP-SS206 

(Pagel of1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 01-05-07 

: 01-05-07 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist 

10'bgs 
Fuslbond-lnside 
2615 Curtiss 
T. Walls 

c . 

X 
h-
CL 
UJ 
LJ 

V 
OC 
UJ 

> 
o Cl 
LU 
DC 

in 
o 
OT 
3 

Samples 

[ X A Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

y,:"',] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 

a 
9 
Q. 

REMARKS 

2 -

4 -

6 -

8 -

10-

24/24 

21/24 

24/24 

24/24 

24/24 

/ 

FL 

FL 

CL 

CONCRETE surface cover. 

SAND/GRAVEL FILL, brown, medium grained sand, mediun 
grained gravel, loose, dry. 

SILTY CLAY, black to dark brown, stiff, dry, some silt, 
trace fine grained sand. 

CLAY, brown, stiff, moist, low plasticity, trace fine grained 
sand. 

CLAY, tan, very stiff, dry, low plasticity, trace gine grained 
sand, trace fine grained gravel. 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte collected at 1301. 
EIP-SS206-000-1. 

Soil sample coltected at 1310. 
EIP-SS206-002-1. 

Soil sample collected at 1320. 
EIP-SS206-004-1. 

Soil sampte coltected at 1333. 
EIP-SS206-006-1. 

Soil sampte collected at 1348. 
EIP-SS206-008-1. 

12-

14-

16-

END OF BORING AT 10' 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS207 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 01-08-07 
: 01-08-07 
: Cabeno 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist : T. Walls 

10'bgs 
Magnetrol-lnside 
5300 Belmont 

X 
I-
Q. 
LU 
Q 

> 
DC 
LU > 
o o 
U l 
DC 

in o 
OT 
3 

Samples 

I I X J Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Collected 

P"." I Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
OT 

£ a. 
CL 

9 
CL 

REMARKS 

19/24 

24/24 
4 -

20/24 
6 -

24/24 
8 -

24/24 
10-

FL 

FL 

CLAY, tan, soft, dry, high plasficity, trace fine grained 
.sand, trace fine grained gravel. 
Vas above, gray, moist, trace medium grained gravel, sand 
absent 

as above, very soft. 

CH 

CL 

NR 

CL 

CONCRETE surface cover. 

SAND FILL, tan, fine grained, dry, trace medium grained 
gravel. 

CLAY, tan, stiff, moist, low plasticity, some coarse grained 
sand, trace fine grained gravel. 

SLOUGH, clay/sand mix from above. 

CLAY, tan, stiff, dry, low plasticity, trace fine grained 
sand, trace fine grained gravel. 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte and duplicate coltected at 0900. 
EIP-SS207-000-1 and EIP-SS207-000-2. 

Soil sample coltected at 0908. 
EIP-SS207-002-1. 

Soil sample collected at 0917. 
EIP-SS207-004-1. 

Soil sample collected at 0932. 
EIP-SS207-006-1. 

Soil sample collected at 0950. 
EIP-SS207-008-1. 

END OF BORING AT 10' 

1 2 -

1 4 -

1 6 -



Restoring Resource Efficiency 

LOG OF BORING EIP-SS208 
(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

01-08-07 

01-08-07 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

10'bgs 

Magnetrol-lnside 

5300 Belmont 

T. Walls 

tc 

X 
1-
CL 
LU 
Q 

V 
CC 
UJ 
> 
o 
() UJ 
oc 

ID 
X 
CL 
< DC 
ID 

in 
n in 
3 

Samples 

I X ^ I Investigative Sample Collected 

m Investigative and Confirmation Sample Collected 

F ' ' "^ l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
Q. 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

2 -
22/24 

4 -
18/24 

6 -
16/24 

24/24 

10-
24/24 

•• SW-GW SAND/GRAVEL FILL. 

FL 

CL 

CONCRETE surface cover. 

CLAY, gray to dark grey, slighUy stiff, dry, medium 
plasticity, trace fine grained sand. 

as above, tan, low plasficity, trace fine grained gravel. 

as above, trace coarse grained gravel. 

CLAY, tan, soft, moist, medium plasficity, trace fine grained 
sand, trace fine grained gravel. 

as above, very moist 

SANDY CLAY, tan, soft, wet, medium plasficity, some fine 
grained sand. 

18.3 

17.8 

25.6 

32.2 

25.9 

Soil sample collected at 0756. 
EIP-SS208-000-1. 

Soil sample collected at 0806. 
E1P-SS208-002-1. Duplicate confirmation 
sample collected. 

Soil sampte collected at 0817. 
EIP-SS208-004-1. 

Soil sample collected at 0826. 
EIP-SS208-006-1. 

Soil sample collected at 0839. 
E1P-SS208-008-1. 

END O F BORING A T 10' 

1 2 -

1 4 -

1 6 -



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS209 

(Page 1 of 1] 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, linois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 01-08-07 
: 01-08-07 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : T. Walls 

10'bgs 
Magnetrol-lnside 
5300 Belmont 

^^ 
: : • 

X 
1-
Q. 
UJ 
Q 

P 
m 
> U 
C) 
m 
DC 

in 
o 
OT 
3 

Samples 

[ X H Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
W 

CL 
CL 

9 
CL 

REMARKS 

21/24 

4 -
24/24 

24/24 
6 -

24/24 
8 -

24/24 
10-

FL 

CL 

CONCRETE surface cover. 

CLAY, brown, stiff, dry, low plasficity, trace medium 
grained sand, trace fine grained gravel. 

as above, medium plasticity. 

CLAY, tan to brown, stiff, moist to dry, low plasficity, trace 
fine grained sand, trace medium to coarse grained gravel. 

as above, soft. 
as above, stiff, trace fine grained gravel. 

0.5 

0.4 

0.1 

0.6 

0.0 

Soil sampte coltected at 1041. 
E1P-SS209-000-1. 

Soil sample collected at 1050. 
EIP-SS209-002-1. MS/MSD confirmation 
sampte collected. 

Soil sample and duplicate collected at 1100. 
EIP-SS209-004-1 and EIP-SS209-004-2. 

Soil sample coltected at 1116. 
EIP-SS209-006-1. 

Soil sampte coltected at 1134. 
EIP-SS209-008-1. 

END OF BORING AT 10' 

1 2 -

1 4 -

16-



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS210 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

01-08-07 

01-08-07 

Cabeno 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist : T. Walls 

8'bgs 
Magnetrol-lnside 
5300 Belmont 

le 

X 
1-
CL 
UJ 
O 

>-
01 
UJ 
> 
o C) 
UJ 
DC 

O 
T 
CL 
< CC 
ID 

in 
n in 
3 

Samples 

I X I Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

F''''-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

2 -
22/24 

4 -
24/24 

6 -
24/24 

24/24 

FL 

CL 

CONCRETE surface cover. 

CLAY, brown, very stiff, moist, low plasticity, trace coarse 
grained sand. 

1/4" coarse grained sand seam. 

CLAY, dark gray, stiff, moist, medium plasficity, trace fine 
to coarse grained sand. 

0.0 

0.0 

0.3 

Soil sample coltected at 1158. 
EIP-SS210-000-1. 

Soil sample collected at 1209. 
EIP-SS210-002-1. 

Soil sampte collected at 1223. 
EIP-SS210-004-1. 

Soil sample collected at 1245. 
EIP-SS210-006-1. 

1 0 -

1 2 -

1 4 -

1 6 -

END OF BORING AT 8' 



BSBSMSESHEi, 
Restoring Resource Efficiency 

LOG OF BORING EIP-SS211 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 01-08-07 

: 01-08-07 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

10'bgs 

Magnetrol-lnside 

5300 Belmont 

T. Walls 

£~ 
X 
H 
CL 
m a 

> 
cc 
UJ 
> 
u CJ 
UJ 
cc 

g 
X 
CL 

CD 

OT 
O 
OT 
3 

Samples 

I . X I Investigative Sample Coltected 

H H Investigative and Confirmation Sample Coltected 

F " ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 

REMARKS 

19/24 

24/24 
4 -

6 -
24/24 

8 -
20/24 

10-
24/24 

FL 

FL 

CL 

GC 

CL 

CONCRETE surface cover. 

SAND FILL, tan, fine to coarse grained, loose, dry. 

CLAY, tan, stiff, moist, low plasticity, trace fine grained 
sand, trace coarse grained gravel. 

as above, gray, soft, medium plasficity. 

as above, wet. 

CLAYEY SAND and GFJAVEL, brown, coarse grained, 
wet, sticky, medium plasticity, some clay. 

CLAY, gray, soft, wet, high plasticity, trace coarse 
grained sand. 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 1353. 
EIP-SS211-000-1. 

Soil sampte coltected at 1400. 
EIP-SS211-002-1. 

Soil sample collected at 1045. 
EIP-SS211-004-1. 

Soil sample coltected at 1418. 
EIP-SS211-006-1. 

Soil sampte collected at 1440. 
E1P-SS211-008-1. 

END OF BORING AT 10' 

12 -

14-

16-



Restor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS212 

(Page 1 of 1] 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 

Sampl ing Method 

: 01-08-07 

: 01-08-07 

: Cabeno 

: Geoprobe 

: G r a b 

Total Depth 

Locat ion 

W E S T O N Geologist : T. Walls 

8 ' b g s 

Tricon-lnside 

2325 Wisconsin 

Q. 
LU 
Q 

> 
CC 
U l 
> 
o o 
UJ 
DC 

W 
O 
m 
3 

Samples 

l ! X 1 Investigative Sample Collected 

I ^ H Investigative and Confirmation Sample Collected 

F : " " ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

J 

n 2 < 
OT 

^^ 
fc CL 
CL 

Q 
CL 

REMARKS 

2 -

4 -

6 -

10-

12-

1 4 -

16-

15/24 

24/24 

24/24 

24/24 

FL 

FL 

CL 

CONCRETE surface cover. 

GFIAVEL FILL, coarse grained. 

CLAY, brown, stiff moist, low plasticity, trace fine 
grained sand, trace coarse grained gravel. 

Slough from 2' to 2.4', 

Slough from 4' to 6'. 

SILTY CLAY, dark gray, soft to slightty stiff, moist, 
medium plasticity, some silt, trace medium grained sand. 

END OF BORING AT 8' 

0.0 

0.0 

0.0 

0.0 

Soil sample and duplicate coltected at 1653. 
EIP-SS212-000-1 and E1P-SS212-000-2. 

Soil sampte collected at 1659. 
EIP-SS212-002-1. 

Soil sample collected at 1748. 
EIP-SS212-004-1. 

Soil sample coltected at 1810. 
EIP-SS212-006-1. 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS213 

(Page 1 of 1] 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

01-08-07 

01-08-07 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

4'bgs 

Tricon-lnside 

2325 Wisconsin 

T. Walls 

I 
H 
UJ 
D 

> 
OC 
UJ > o o 
UJ 
DC 

in 
o 
w 
3 

Samples 

\ZxZ.\ Investigative Sample Collected 

I H l Investigative and Confirmation Sample Collected 

F" " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

E 
CL 

3 
9 
CL 

REMARKS 

2 -
12/24 

12/24 

FL 

SW-GW 

CONCRETE surface cover. 

SAND/GFIAVEL FILL, tan, coarse grained, loose, moist. 

0.4 

0.1 

Soil sampte and duplicate collected at 1821. 
E1P-SS213-000-1 and EIP-SS213-000-2. 

Soil sampte collected at 1829. 
EIP-SS213-002-1. 

END OF BORING AT 4' 

6 -

8 -

1 0 -

1 2 -

1 4 -

1 6 -



^25[S5ĵ J3 
. A t « i B m i » i J M 

R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g 
X 
t 
UJ 
Q 

r i ^ 
u ^ 

-
4 -

-

-
8 -

~ 
-

~ 
1 2 -

-

1 6 -

-
-

-

2 0 -

-
-

-

2 4 -

-

2 8 -

-

-

32 — 
.J£. 

in 
> O 
o 
UJ 
DC 

O 
X CL 
< 
CC 
ID 

w 
o 
ro 
3 

LOG OF BORING EIP-SS214 S 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-8-07 

1-8-07 
Transhield 
HSA 
Grab 

Samples 

L X l Investiqative Samole Coltected 

^ H Investigative and Cor 

|; ;T:; : | investigative with Ge 

ifirmation Sample Collected 

atech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

43/48 

48/48 

48/48 

48/48 

48/48 

48/48 

48/48 

38/48 

\ ^ 

1 
Z9 
7 i 
$ 

2 1 

i 1 

•>y 1 
1 
1 
; 

fs 

CL 

^GFRASS surface cover. , 

SANDY CLAY, light olive brown, soft, crumbly, slighUy 
moist. 

'^SILTY CLAY, light olive brown, medium consistency. 
slightly moist. 
as above, becoming stiff, few pebbles. 

as above, light olive gray/brown, medium to stiff. 

SILTY CLAY, light gray, medium consistency, slighUy 
moist, few pebbles. 

Vas above, gray. 

as above, medium to soft. 

as above, medium consistency. 

SILTY CLAY, gray, soft, moist, few pebbles, trace sand. 

(Page 1 of 2) 

Total Depth 

Location 

WESTON Geologist 

52' bgs 

Tricon 

5400 Janes 

T. Sunquist 

ro 
UJ 
_ i 
CL 
2 
< 
W 

E 
CL 

3 
o 
CL 

REMARKS 

• • • 
1 
1 
V A 
/ \ • • 
m 
;:;:; 
:::: 

v 
A 
^ 

1 • 
Y 
A / \ 

^ > 

Y 
A 

1 
X 

0.3 

2.6 

86 

370 

522 

312 

319 

17.1 

61.5 

9.5 

17.6 

5.2 

12.0 

7.8 

8.8 

6.6 

Soil sample collected at 
0841. 
EIP-SS214-002-1. 
MS/MSD confirmation 
sampte co/tected. 

Soil sampte coltected at 
0848. 
EIP-SS214-006-1. 

Soil sample collected at 
0854. 
EIP-SS214-008-1. 

Soil sample coltected at 
0854, 
EIP-SS214-010-1. 

Soil sample coltected at 
0859. 
EIP-SS214-012-1. 
Geotech collected from 
12'to 14'. 

Soil sample collected at 
0904. 
EIP-SS214-016-1. 

Soil sample coltected at 
0904. 
EIP-SS214-018-1. 

Soil sample and 
duplicate collected at 
0914. EIP-SS214-020-1 
and EIP-SS214-020-2. 

Soil sampte collected at 
0921. 
EIP-SS214-024-1. 

Soil sample collected at 
0921. 
EIP-SS214-026-1. 

Soil sample collected at 
0938. 
EIP-SS214-028-1. 

Switched to 2' split 
spoon at 32'. 

MW-214 S 

/ — Stick-up 

H H—Concrete 

• 1 
fl 

•: 

^ 

\\\ 
Lii 

: 

• • 

• 

• 

• ; . 

: 

; • . . • 

\ . 

: • 

- 2 " SS Riser 

—Grout 

—Bentonite Chips 

— Sand Pack 

^ — n n i n " Q l n t ^ r ^ r a e \ r \ 
—\j.\j}\j oiOi î cr&&n 

1 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS214 S 

(Page 2 of 2) 

1-8-07 
1-8-07 
Transhield 
HSA 
Grab 

Total Depth : 52' bgs 
Location : Tricon 

: 5400 Janes 
WESTON Geologist : T. Sunquist 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

X 
I -
CL 
UJ 
Q 

32-

3 6 -

4 0 -

4 4 -

4 8 -

52-

5 6 -

6 0 -

6 4 -

CC 
m 
> o o 
UJ 
cc 

Samples 

Investigative Sample Collected 

Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
m 

< 
w 

REMARKS 

19/24 

19/24 

22/24 

9/24 

24/24 

24/24 

22/24 

18/24 

19/24 ' / / 

10/24 

CL 

SP 

SW 

CL 

SILTY CLAY, gray, medium consistency, slighUy moist, 
few pebbles. 

as above, slightly moist to dry. 

as above, trace pebbles. 

3" sand seam, brown, medium grained, dry, little clay. 

SAND, brown, fine grained, dry. 

as above, medium brown, very fine grained, 
as above, light brown, fine grained. 

SAND, brown, medium grained, dry, lltUe clay, few 
pebbles. 

SILTY CLAY, gray, medium to stiff. 
Vas above, olive gray, medium consistency, few 
pebbles/sand. 
as above, sllghUy moist to moist, 

^ a s above, slighUy moist to dry, trace pebbles, sand 
absent. 

SILTY CLAY, gray, stiff, dry. 

SW| SAND/COBBLES, brown, medium grained, dry. 

END OF BORING AT 52' 

11.7 

9.3 

15 

3,9 

6.0 

3.8 

8.3 

2.4 

3.8 

6.9 

Soil sample collected at 
1032. 
E1P-SS214-032-1. 
Soil sampte coltected at 
1041. 
EIP-SS214-034-1. 

Soil sample coltected at 
1058. 
EIP-SS214-036-1. 

Soil sample collected at 
1106. 
EIP-SS214-038-1. 

Soil sampte coltected at 
1119. 
EIP-SS214-040-1. 

Soil sampte collected at 
1134. 
EIP-SS214-042-1. 

Soil sample collected at 
1152. 
EIP-SS214-044-1. 

Soil sample collected at 
1209. 
EIP-SS214-046-1. 

Soil sample collected at 
1319. 
EIP-SS214-048-1. 

Soil sampte coltected at 
1349. 
EIP-SS214-050-1. 

MW-214 S 



BnMHMKSEB, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS215 S 

(Pagel of2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampl ing Method 

1-8-07 

1-9-07 

Transhie ld 

Geoprobe/HSA 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

55' bgs 

Tricon 

5400 Janes 

J. Hunter 

X 
H 
CL 
UJ 
Q 

5 - 18.5/6C 

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
CC 
UJ > 
o o 
UJ 

cc 

Samples 

Investigative Sample Coltected 

Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

AS 

58/60 

50/60 

59/60 

38.5/6C 

57.5/6C 

^ 

CL 

SC 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, slightiy stiff, dry. 

as above, trace gravel, sub-angular and sub-round. 

as above, gradually transitioning to gray. 

CLAY, gray, stiff, slightly moist, trace round pebbles 
(light gray). 

as above, slightly plastic. 

as above, plasfic. 

CLAY, gray, trace tan color, slightly moist slightly 
plastic, trace round pebbles. 

CLAY, gray, slightly stiff, dry, trace pebbles. 

large gravel piece. 

as above, color lightens with depth. 

CLAYEY SAND, gray-tan, slightiy moist to moist. 

OT 
UJ 

< 
OT 

REMARKS 

SANDY CLAY, gray-tan, slightly moist to moist, trace 
sub-rounded gravel. 

CLAY, gray, slightly stiff, dry. 

1.3 

1.7 

1.0 

0.6 

1.1 

2.0 

1.4 

1.5 

1.0 

0.5 

1.0 

1.1 

Soil sample collected at 
0849. 
EIP-SS215-003-1. 

Soil sample collected at 
0853. 
EIP-SS215-005-1. 

Soil sampte coltected at 
0902. 
EIP-SS215-013-1. 

Soil sample coltected at 
0918. 
E1P-SS215-018-1. 

Soil sample collected at 
0932. 
EIP-SS215-020-1. 

Soil sample and 
duplicate coltected at 
1002. EIP-SS215-028-1 
and EIP-SS215-028-2. 

MW-215 S 

Flushmount n Concrete 

— Grout 

-2" SS Riser 

— Bentonite Chips 

-0.010" Slot Screen 

-Sand Pack 



.^^BSBMMaaSEB. 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS215 S 

(Page 2 Of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

1-8-07 

1-9-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

55' bgs 

Tricon 

5400 Janes 

J. Hunter 

X 
I -
Q. 
UJ 
Q 

30-

3 5 -

40-

4 5 -

5 0 -

55-

6 0 -

UJ 
> 
O 
O 
UJ 
CC 

Samples 

l ! X I Investigative Sampte Coltected 

^ H j Investigative and Confirmation Sample Collected 

l"":^l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
ro 

REMARKS 

57/60 

57/60 

57/60 

59/60 

15/60 

CL 

SW 

CL 

S P 

CLAY, gray, slightly sfiff, moist, trace silt 
large gravel piece. 
as above, transifioning to dark gray, very stiff, trace 
round pebbles. 

CLAY, gray, trace tan color, sllghUy stiff, slighUy moist, 
pebble content increasing and size decreasing. 

SAND pocket well graded, sub-rounded. 
CLAY, gray, trace tan color, slighUy stiff, moist, trace 
sand. 

CLAY, gray, slighUy stiff, slighUy moist. 

sand seams from 49' to 50', gray, poorly graded, very 
fine grained, moist 

SAND, light brown, pooriy graded, medium grained, dry. 

0.0 

0.5 

1.4 

1.7 

1.6 

1.7 

2.5 

2.5 

Soil sample collected at 
1038. 
EIP-SS215-033-1. 

Soil sample collected at 
1120. 
EIP-SS215-038-1. 

Soil sample coltected at 
1153. 
E1P-SS215-043-1. 

Soil sampte coltected at 
1238. 
E1P-SS215-048-1. 

Soil sampte collected at 
1329. 
EIP-SS215-050-1. 

MW-215 S 

END OF BORING AT 55' 

-0.010" Slot Screen 

—Sand Pack 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS216 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-8-07 
1-10-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

42' bgs 
Flowserve 
2424 Wisconsin 
J. Hunter 

O. 
UJ 

5 - 34.5/6C 

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
CC 
UJ 
> 
o 
o 
UJ 
CC 

Samples 

1^X11 Investigative Sampte Collected 

^ ^ 1 Investigative and Confirmation Sample Coltected 

|::::::| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

i AS 

59/60 

46/60 

58.S/6C 

47/60 

50/60 

CL 

SW 

CL 

GW 

SE 

ASPHALT surface cover and subbase, light gray, wet. 

CLAY, brown with black mottling or pockets, stiff, trace 
angular gravel. 

as above, black staining increasing. 
CLAY with gravel, brown, slighUy moist, slightly plastic. 
CLAY, brown, very stiff, dry. 

as above, dark gray, sllghUy plastic, pockets of sand. 

SAND with clay, brown-reddish, well graded, angular, 
wet. 

CLAY, gray, slightly dry, slighUy plastic, trace round 
pebbles. 

GFJAVEL with clay, brown-gray, well graded, slighUy 
moist. 

OT 
m 

< 
OT 

REMARKS 

0.0 

0.0 

0.0 

0.0 

0.4 

0.0 

0.4 

0.2 

0.1 

0.0 

0.0 

0.0 

Soil sample collected at 
1510. 
EIP-SS216-003-1. 

Soil sample and 
duplicate collected at 
1515. EIP-SS216-008-1 
and EIP-SS216-008-2. 

Soil sample coltected at 
1521. 
EIP-SS216-010-1. 

Soil sample collected at 
1532. 
EIP-SS216-015-1. 

Soil sample collected at 
1555. 
EIP-SS216-020-1. 

Soil sample collected at 
1618. 
EIP-SS216-028-1. 

MW-216 I 

Flushmount 

nF Concrete 

-Grout 

-2" SS Riser 

—Bentonite Chips 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS216 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

:1-8-07 
: 1-10-07 
: Transhield 
: Geoprobe/HSA 
:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

42' bgs 
Flowserve 
2424 Wisconsin 

X 
I -
CL 
LU 

a 
30-

3 5 -

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

CC 
m 
> o o 
UJ 

cc 

Samples 

I ^ X I Investigative Sample Collected 

^ H l Investigative and Confirmation Sample Collected 

l̂ .̂'̂ l̂ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
W 

REMARKS 

MW-216 I 

51/60 

33/60 

24/24 

S 

^SAND, tan, pooriy graded, medium grained, dry. 

CL 

SE 

CL 

SC 

CLAY, gray, stiff, slightly moist. 

SAND, tan, pooriy graded, medium grained, dry. 

CLAY, gray, trace brown color, moist to wet, trace 
sand. 

§E. ^SAND, poorly graded, dark brown, dry. 

i^vi/^CLAYEY SAND, gray-brown, dry. 

SW^SANDY GRAVEL, well graded, slighUy moist 

\SAND, well graded, dry, trace gravel. 

END OF BORING AT 42' 

0.5 

0.0 

0.0 

0.0 

0.2 

Soil sampte and 
duplicate coltected at 
1642. EIP-SS216-030-1 
and EIP-SS216-030-2. 

Soil sample coltected at 
1705. 
EIP-SS216-038-1. 

Soil sample collected at 
1738. 
EIP-SS216-040-1. 

-2" SS Riser 

-0.010" Slot Screen 

-Sand Pack 

file:///SAND


Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS217 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

: 1-9-07 

: 1-10-07 

: Transhield 

: Geoprobe/HSA 

:Grab 

Total Depth 

Location 

W E S T O N Geologist 

50' bgs 

Flowserve 

2424 Wisconsin 

J. Hunter 

X 
I -
CL 
UJ 
D 

5 -

1 0 -

15-

2 0 -

2 5 -

30-

> 
CC 
LU > 
o o 
UJ 
01 

Samples 

I X . I Investigative Sample Coltected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l" : '" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
Ul 

< 
OT 

REMARKS 

57/60 

58/60 

58/60 

57/60 

48/60 

49/60 

TS 

CL 

SW 

CL 

SW 

CL 

TOPSOIL, black, slightly moist. 

CLAY, brown, trace ochre mottling, stiff, dry, trace gravel, 
trace silt 

large gravel piece. 

CLAY, gray, stiff, dry, trace gravel. 

large gravel piece. 
as above, slightly moist 

SAND, gray, well graded, medium grained, wet, coarsens 
,with depth. 

CLAY, gray, moist 

SAND, well graded, medium to coarse grained. 

CLAY, gray, trace tan color, fewer gravel. 

as above, tan color increasing. 

3" clayey sand seam, moist 
S3" clay seam, gray-tan, fewer gravel. 
y^3" { clayey sand seam, moist. 

CLAY, gray-tan, moist 

CLAY, gray, slightly moist, slighUy plastic. 

0.0 

0.0 

0.0 

0.0 

0.2 

2.8 

1.0 

0.0 

0.0 

0.0 

1.0 

0.1 

Soil sample collected at 
1337. 
EIP-SS217-003-1. 

Soil sample coltected at 
1341. 
EIP-SS217-008-1. 

Soil sampte and 
duplicate collected at 
1356. EIP-SS217-013-1 
and E1P-SS217-013-2. 

Soil sample collected at 
1410. 
E1P-SS217-015-1. 

Soil sample collected at 
1424. 
EIP-SS217-023-1. 

Soil sample coltected at 
1443. 
EIP-SS217-025-1. 

MW-217 I 

Wt 
Stick-up 

Concrete 

-2" SS Riser 

-Grout 



..tiOBSISMMMEEB. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS217 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-9-07 
1-10-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Flowserve 
2424 Wisconsin 
J. Hunter 

X 
H 
CL 
UJ 
Q 

30-

35-

4 0 -

4 5 -

50-

5 5 -

6 0 -

>-
CC 
UJ > 
o o 
UJ 

cc 

Samples 

I X I Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sample Collected 

I ' " " ' ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

MW-217 

53/60 

53/60 

45/60 

54/60 

CL 

SP ^SAND, tan, pooriy graded, fine grained, dry. 

CL 

SW 

CL 

SP 

CLAY, gray, slighUy moist, slightiy plastic. 

CLAY, gray, slightty moist, slightiy plastic. 

large gravel piece. 

SANDY CLAY, gray, wet. 

CLAY, gray, moist to slighUy moist. 

SAND, brown, well graded, slightly moist. 

SANDY CLAY, gray-tan, moist, sllghUy plastic. 

SAND, gray, pooriy graded, moist trace clay. 

I 
I 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 
1519. 
EIP-SS217-033-1. 

Soil sample coltected at 
1552. 
EIP-SS217-038-1. 
Duplicate confirmation 
sample coltected. 

Soil sample coltected at 
1633. 
EIP-SS217-043-1. 

Soil sample collected at 
1700. 
EIP-SS217-048-1. 

-Grout 

-2" SS Riser 

— Bentonite Chips 

-0.010" Slot Screen 

-Sand Pack 

END OF BORING AT 50' 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS218 S 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

1-10-07 

1-10-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

55' bgs 

Flowserve 

2424 Wisconsin 

T. Sundquist 

X 
H 
CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
CC 
m 
> 
O o 
UJ 
oc 

Samples 

I .X . I Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sampte Coltected 

|:::^::| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
Ul 

< 
ro 

REMARKS 

53/60 

60/60 

60/60 

60/60 

48/60 

60/60 

T_T 

^ 

OL 

CL 

SC 

CL 

GFJASS surface cover and ORGANIC SOIL, dark brown, 
soft, crumbly. 

SANDY CLAY, medium red/brown, medium consistency, 
slightly moist, crumbly, few pebbles with depth. 

SILTY CLAY, light brown, medium to stiff, slighUy moist, 
few pebbles. 

as above, medium brown, soft, moist. 

SANDY CLAY, medium red/brown, moist, crumbly, 
cobbles/pebbles Intermixed. 

SILTY CLAY, gray, medium to stiff, dry. 

^CLAYEY SAND, brown, coarse grained, dry. 

'̂C 
CLAYEY SAND/SILT, olive brown, very fine grained, 

edium consistency, moist, crumbly. 

SILTY CLAY, gray, stiff, dry, few pebbles. 

as above, olive brown, medium, slightly moist. 

as above, becoming ollve/brown/gray, stiff, dry. 

SILTY CLAY, olive/brown/gray, medium consistency, 
slightly moist, few pebbles. 

as above, gray, dry. 

0.3 

0.6 

0.3 

0.6 

0.2 

0.1 

3.6 

3.0 

5.9 

5.0 

9.6 

8.3 

Soil sampte and 
duplicate collected at 
0823. EIP-SS218-003-1 
and EIP-SS218-003.2. 

Shelby tube collected 
from 5'-7.5'. 

Soil sampte collected at 
0827. 
EIP-SS218-008-1. 

Soil sampte collected at 
0834. 
EIP-SS218-010-1. 

Soil sample collected at 
0834. 
EIP-SS218-013-1. 

Soil sample collected at 
0844. 
EIP-SS218-015-1. 

Soil sample collected at 
0844. 
EIP-SS218-018-1. 

Soil sample collected at 
0903. 
EIP-SS218-020-1. 

Soil sample collected at 
0903. 
EIP-SS218-023-1. 

Soil sample collected at 
0928. 
EIP-SS218-025-1. 

MW-218 S 

IF 
Stick-up 

Concrete 

—Grout 

-Bentonite Chips 

-2" SS Riser 

—Sand Pack 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS218 S 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-10-07 
: 1-10-07 
: Transhield 
: Geoprobe/HSA 
:Grab 

Total Depth 
Location 

WESTON Geologist 

55' bgs 
Flowserve 
2424 Wisconsin 
T. Sundquist 

X 
1-
CL 
UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

5 0 -

55-

6 0 -

> 
DC 
UJ > o o 
UJ 
01 CD 

Samples 

1 X 1 Investigative Sample Collected 

^ ^ 1 Investigative and Confirmation Sample Collected 

l"'-'-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
ro 

REMARKS 

41/60 

60/60 

44/60 

44/60 

50/60 

N-\ 

' / 

CL 

SILTY CLAY, gray, medium consistency, dry, few pebbles. 

as above, slightly moist, pebbles absent. 

3" sand seam, gray, fine grained, slightiy moist 
'^SILTY CLAY, gray, medium consistency, slightiy moist, t ra ; 
sand. 

as above, stiff, dry, sand absent. 

NR 

CL 

SP 

CL 

SP 

NO RECOVERY from 40' to 41.4'. 

^Icl: 
SAND/SILT, gray/brown, very fine grained, saturated, little 

lay. 

SILTY CLAY, gray/brown, medium consistency, slightly moi 
crumbly. 

No Recovery from 45' to 46.4'. 

SAND, brown, coarse grained, dry, few pebbles. 
V SAND, light brown, fine grained, dry. 

SILTY CLAY, gray, very fine grained, medium consistency, 
slightly moist, crumbly. 

as above, medium brown, dry. 

3" sand seam, medium brown, very fine grained, dry. 

SAND, light brown, fine grained, dry. 

9.8 

8.4 

0.1 

0.6 

1.4 

1.8 

3.7 

4.1 

2.8 

3.0 

Soil sampte collected at 
0957. 
EIP-SS218-030-1. 

Soil sampte collected at 
1035. 
EIP-SS218-038-1. 

Soil sampte collected at 
1104. 
EIP-SS218-043-1. 

Soil sampte collected at 
1136. 
EIP-SS218-048-1. 

Soil sample coltected. 
EIP-SS218-053-1. 

END OF BORING AT 55' 

MW-218S 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS219 S 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

1-10-07 

1-10-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

50' bgs 

Molex-East Parking Lot 

5224 Katrine 

T. Sundquist 

Q. 
LU 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

CC 
in 
> o o 
UJ 
CC 

Samples 

i ; > ^ Investigative Sample Collected 

H B Investigative and Confirmation Sampte Collected 

jTTTTnj Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

REMARKS 

32/60 

48/60 

60/60 

60/60 

60/60 

60/60 

' T ' 

T . T 

• y 

/ 
V/, 
77: 
'ZA 

OL 

CL 

NR 

CL 

CL 

SC 

CL 

SC 

GW 

CL 

GRASS surface cover and ORGANIC SOIL, black, soft, sllgf" 
moist, crumbly. 

4" coarse gravel seam. 

SILTY CLAY, brown/gray, very soft, moist. 

NO RECOVERY from 5' to 6'. 

SILTY CLAY, brown/gray, very soft, moist 

SANDY CLAY, black, soft, slighUy moist, crumbly, 

as above, medium brown, medium consistency. 

as above, brown, very soft, moist, few pebbles. 

SILTY CLAY, brown, medium to stiff, slighUy moist few 
pebbles. 

SANDY CLAY, brown, very soft, wet/saturated, coarse 
gravel. 
SILTY CLAY, brown, slightty moist. 

^^,^CLAYEY SAND, brown, coarse grained, slightiy moist. 

ySILTY CLAY, brown, medium to stiff, dry. 
Vas above, gray, stiff, trace cobbles. 

CLAYEY SAND, red/brown, moist, crumbly. 

SILTY CLAY, brown, medium consistency, slighUy moist, 
^crumbly. 

CLAYEY SAND, red/brown, few pebbles, coarse grained. 

GFRAVEL/SAND, gray, coarse grained, moist to very moist, 
some pebbles. 

SILTY CLAY, gray, stiff, dry, trace pebbles. 

NR 

1.0 

3.4 

3.0 

2.1 

4.1 

4.2 

4.0 

2.0 

1.0 

1.2 

1.4 

Soil sampte and 
duplicate collected at 
1408. EIP-SS219-003-1 
and EIP-SS219-003-2. 

Soil sampte collected at 
1412. 
EIP-SS219-005-1. 

Soil sampte coltected at 
1412. 
EIP-SS219-008-1. 

Soil sample coltected at 
0820. E1P-SS219-010-1. 
Shelby tube coltected 
from 10'to 12.5. 

Soil sample collected at 
1418. EIP-SS219-013-1. 
Duplicate confirmation 
sample coltected. 

Soil sample collected at 
1429. 
EIP-SS219-015-1. 

Soil sampte coltected at 
1429. 
EIP-SS219-018-1. 

Soil sampte coltected at 
1441. 
EIP-SS219-020-1. 
Geotech collected from 
20' to 25'. 

Soil sample coltected at 
1504. 
EIP-SS219-028-1. 

MW-219 S 

/ — Stick-up 

I H—Concrete 

— Bentonite Chips 

-Grout 

-2" SS Riser 

-Sand Pack 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS219 S 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-10-07 
: 1-10-07 
: Transhield 
: Geoprobe/HSA 
:Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Molex-East Parking Lot 
5224 Katrine 
T. Sundquist 

X 
h-
Q. 
UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

6 0 -

> 
DC 
UJ > o o 
UJ 
DC 

ID 

Samples 

i r x l l Investigative Sampte Coltected 

B ^ l Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-219 S 

51/60 
/ 
/ / 

50/60 

58/60 

54/60 

SW 

sc 

NR 

SP 
SAND, brown, fine grained, sllghUy moist 

^ a s above, some clay. 

CL 

SP 

CL 

SAND, gray/brown, coarse grained, slight moist to dry, 
crumbty, littie clay. 

CLAYEY SAND, brown/gray, fine grained, dry, crumbly, 
cobbles Intermixed, clay content decreasing with depth. 

NO RECOVERY from 35' to 35.8'. 

SILTY CLAY with pebbles. 

SAND, medium grained, slighUy moist. 

as above, brown, very fine grained, crumbly. 

as above, gray, slightly moist to moist, 

as above, brown, slightly moist. 
SANDY CLAY, gray/brown, very fine grained, slightly 
moist. 

^ a s above, gray, stiff, saturated. 
VsiLTY CLAY, gray, very stiff, dry, few pebbles. 

END OF BORING AT 50' 

2.4 

3.5 

2.6 

3.8 

2.2 

2.2 

1.9 

2.1 

Soil sample collected at 
1529. 
EIP-SS219-033-1. 

Soil sample coltected at 
1602. 
E1P-SS219-038-1. 

Soil sample collected at 
1620. 
E1P-SS219-040-1. 

Soil sample collected at 
1658. 
EIP-SS219-048-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS221 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 1-9-07 

: 1-9-07 

: Transhield 

: Geoprobe/HSA 

: Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

50' bgs 

Flexible Steel 

2525 Wisconsin 

J. Hunter 

X 
I -
CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

DC 
m 
> o o 
UJ 
DC 

Samples 

I X I Investigative Sample Collected 

B H Investigative and Confirmation Sample Collected 

\ : : i : : : \ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ 1 
CL 

< 
OT 

REMARKS 

AS 

38/60 

31/60 

39/60 

59/60 

50/60 

60/60 

V 

OL 

CL 

ASPHALT surface cover and gravel subbase, light gray, 
well graded. 

ORGANIC SOIL with day, black, slightty moist, very 
plastic. 

as above, slightly moist 

CLAY, olive, black staining, trace brown motUing, slighUy 
moist. 

as above, black staining absent. 

as above, very moist to wet. 
CLAY, brown, moist, trace pebbles. 

CLAY, gray, trace rounded gravel. 

CLAY, gray, moist. 

as above, slightiy moist 

0.0 

0.0 

0.2 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.1 

3.6 

0.5 

Soil sample coltected at 
0824. 
EIP-SS221-003-1. 

Soil sample collected at 
0830. 
EIP-SS221-005-1. 

Soil sampte and 
duplicate collected at 
0838. EIP-SS221-013-1 
andEIP-SS221-013-2. 

Soil sampte collected at 
0849. 
EIP-SS221-018-1. 

Soil sample collected at 
0910. 
EIP-SS221-023-1. 

Soil sample collected at 
0943. 
EIP-SS221-025-1. 

MW-221 I 

Flushmount n Concrete 

—Grout 

2" SS Riser 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS221 I 

(Page 2 Of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 1-9-07 

: 1-9-07 

: Transhield 

: Geoprobe/HSA 

:Grab 

Total Depth 

Location 

WESTON Geologist 

50' bgs 

Flexible Steel 

2525 Wisconsin 

J. Hunter 

X 
I -
CL 
UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

6 0 -

> -
CC 
in 
> o o 
UJ 

cc ID 

Samples 

[ X I Investigative Sample Coltected 

I B I Investigative and Confirmation Sample Collected 

r " " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

MW-221 I 

46/60 

60/60 

60/60 

60/60 : SP 

CL 

CLAY, gray, sllghUy moist. 

SANDY CLAY, gray, saturated. 

CLAY, gray, slightly moist. 

SAND, light brown, pooriy graded, medium grained, 
\slightly moist. 

END OF BORING AT 50' 

I 
0.0 

0.0 

0.0 

0.1 

0.0 

0.0 

0.0 

0.0 

Soil sampte collected at 
1011. 
EIP-SS221-033-1. 

Soil sample and 
duplicate coltected at 
1037. EIP-SS221-038-1 
and EIP-SS221-038-2. 

Soil sampte coltected at 
1107. 
EIP-SS221-043-1. 

Geotech collected from 
45' to 47.5. 

Soil sample coltected at 
1142. 
EIP-SS221-048-1. 

—Grout 

-Bentonite Chips 

-2" SS Riser 

-Sand Pack 

-0.010" Slot Screen 

file:///slightly


^ »iS5i©a 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

£ 

CL 
UJ 
Q 

0 -

5 -

1 0 -

1 5 -

2 0 -

2 5 -

3 0 -

Start Date 
Finish Date 
Drilter 
Drilling Method 
Total Depth 

DESCRIPTION 

BLIND DRILLED DUE TO NESTED MONITORING WELL 
PAIR. SEE EIP-SS221 1 BORELOG. 

END OF BORING AT 23' 

LOG OF BORING EIP-SS221 S 

(Pagel of1) 

1-9-07 Location : Flexible Steel 
1-9-07 : 2525 Wisconsin 
Transhield WESTON Geologist : T. Sundquist 
HSA 
23' bgs 

MW-221 S 

J— Flushmount 
1 ' 1 

1 

" 

1 

A 

A 

: 

— Concrete 

—Grout 

—2" SS Riser 

— Bentonite Chips 

—Sand Pack 

-0 .010 " Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS222 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-9-07 
1-9-07 
Cabeno 
Geoprobe 
Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

1 0 ' b g s 

Lovejoy- lns ide 

2655 Wiscons in 

T. Wal ls 

X 
I -
CL 
UJ 
Q 

> 
CC 
UJ 
> 
o o 
UJ 
cc 

ro 
o 
ro 
3 

Samples 

I X I I Investigative Sample Collected 

B I H Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

r/1 
III 
_ i 

n 5 
<r 
OT 

,—̂  
fc CL 
CL 

Q 
Q. 

REMARKS 

20/24 

24/24 
4 -

6 -
24/24 

24/24 
8 -

10-
24/24 

FL 

FL SAND and GFJAVEL FILL, medium grained sand, fine 
\grained gravel. 

CH 

CL 

CONCRETE surface cover. 

SILTY CLAY, black, soft, moist, high plasticity, some silt 

CLAY, brown, soft, moist, medium plasticity, trace fine 
grained sand, trace fine grained gravel. 

as above, trace medium grained gravel. 

as above, soft to slightly sfiff, fine grained sand, medium 
grained gravel. 

CLAY, gray, slightly stiff to stiff, moist, low plasticity, 
coarse grained sand. 

0.0 

4.0 

8.4 

5.1 

0.0 

Soil sampte collected at 1115. 
EIP-SS222-000-1. 

Soil sample collected at 1121. 
EIP-SS222-002-1. 

Soil sample coltected at 1130. 
E1P-SS222-004-1. 

Soil sample collected at 1142. 
EIP-SS222-006-1. 

Soil sample coltected at 1150. 
EIP-SS222-008-1. 

1 2 -

1 4 -

1 6 -

END OF BORING AT 10' 

file:///grained


siMMMMiasm, 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS223 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-9-07 

1-9-07 

Cabeno 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist : T. Walls 

8'bgs 
Lovejoy-lnside 
2655 Wisconsin 

X 
H 
CL 
LU 
Q 

> 
a: 
UJ > 
o o 
UJ 
DC 

tn 
o 
ro 
3 

Samples 

I X I Investigative Sampte Collected 

^ H i Investigative and Confirmation Sampte Collected 

F^'-''! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
OT 

E 
CL 
CL 

9 
O. 

REMARKS 

2 -
18/24 

4 -
24/24 

6 -
24/24 

24/24 

FL 
FL SAND and GF^VEL FILL, white, coarse grained sand, 

\medium grained gravel. 

CL 

CONCRETE surface cover. 

CLAY, gray, soft, moist, medium plasticity, lltUe sift, trace 
medium to coarse grained sand, slight odor. 

as above, light brown with red mottling, trace medium 
grained sand, trace medium grained gravel, some odor. 

as above, hard, strong odor. 

as above, wet. 

6.9 

31.5 

46.9 

23.3 

Soil sample collected at 0940. 
E1P-SS223-000-1. 

Soil sampte and duplciate collected at 0949. 
EIP-SS223-002-1 and EIP-SS223-002-2. 

Soil sample collected at 1002. 
EIP-SS223-004-1. 

Soil sampte collected at 1025. 
EIP-SS223-006-1. 

END OF BORING AT 8' 

1 0 -

1 2 -

1 4 -

1 6 -

file:///medium


jsnsoMisa. 
Res to r ing R e s o u r c e E f f i c i e n c y Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

LOG 

: 1-9-07 

: 1-9-07 

: Cabeno 

: Geoprobe 

:Grab 

OF BORING EIP-SS224 

(Pagel of1) 

Total Depth 

Location 

WESTON Geologist 

10'bgs 

Lovejoy-lnside 

2655 Wisconsin 

T. Walls 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

£" 
X 
1-
CL 
UJ 
Q 

> • 

DC 
LU 
> 
u 
() LU 
DC 

O 
X 
D. 
< DC 
ID 

in 
n in 
3 

Samples 

I ^XJ Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sampte Collected 

F " " ' ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

16/24 

24/24 
4 -

24/24 

8 -
24/24 

10-
24/24 

FL 

FL 

CL 

CONCRETE surface cover. 

SAND and GFJAVEL FILL, tan, coarse grained. 

CLAY, brown, firm, moist, low plasticity, trace fine grained 
sand, trace medium grained gravel. 

as above, medium plasticity. 

CLAY, dark brown, stiff, moist, low plasticity, trace fine 
grained sand, trace fine grained gravel. 

1.3 

5.9 

6.1 

0.0 

0.0 

Soil sampte and duplicate collected at 0822. 
EIP-SS224-000-1 and EIP-SS224-000-2. 

Soil sample coltected at 0830. 
EIP-SS224-002-1. 

Soil sample collected at 0842. 
EIP-SS224-004-1. 

Soil sampte coltected at 0857. 
EIP-SS224-006-1. 

Soil sample collected at 0918. 
EIP-SS224-008-1. 

END OF BORING AT 10' 

1 2 -

1 4 -

1 6 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS225 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 1-9-07 

: 1-9-07 

: Cabeno 

: Geoprobe 

:Grab 

Total Depth 
Location 

WESTON Geologist : T. Walls 

10'bgs 
Flexible Steel-Inside 
2525 Wisconsin 

X 
1-
CL 
UJ 
Q 

> 
rr LU 
> 
u 1) 
UJ 
01 

ID 
T 
CL 
< 
a: CD 

OT 
C) 
OT 
3 

Samples 

l ! X I Investigative Sampte Coltected 

l ^ ^ l Investigative and Confirmation Sampte Collected 

fr.:,'-] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 
_ l 
CL 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

18/24 
2 -

24/24 
4 -

6 -
24/24 

24/24 

10-
24/24 

FL 

FL 

CL 

CONCRETE surface cover. 

SAND and GRAVEL FILL, tan, loose, dry. 

CLAY, brown, stiff, moist, low plasticity, trace medium to 
coarse grained sand. 

as above, trace medium grained gravel. 

CLAY, tan to brown, red and gray mottling, stiff, slightly 
moist, low plasticity, trace medium grained sand, trace fine 
grained gravel. 

Clay, dark gray, stiff, moist, medium plasticity, some silt, 
trace coarse grained gravel. 

30.9 

2.1 

1966 

0.0 

0.8 

Soil sample coltected at 1257. 
EIP-SS225-000-1. 

Soil sample and duplicate coltected at 1305. 
EIP-SS225-002-1 and EIP-SS225-002-2. 

Soil sample collected at 1314. 
EIP-SS225-004-1. 

Soil sampte collected at 1330. 
EIP-SS225-006-1. 

Soil sample coltected at 1350. 
EIP-SS225-008-1. 

END OF BORING AT 10' 

1 2 -

1 4 -

1 6 -



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS226 

(Page 1 of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-10-07 
: 1-10-07 
: Cabeno 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : T. Walls 

10'bgs 
Lindy-lnslde 
5200 Katrine 

X 
I -
CL 
LU 
Q 

> 
CC 
UJ 
> 
o o 
UJ 

cc 

in 
o 
w 
3 

Samples 

l>><J Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F"'"1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
Q . 

< 
ro 

E 
Q. 
CL 

9 
REMARKS 

20/24 

24/24 

6 -
20/24 

24/24 
8 -

18/24 
10-

FL 

in . 

CL 

CLAY, gray, stiff, moist, low plasticity, trace coarse 
. grained gravel. 
VcLAYEY SAND, brown, fine grained, moist, low to medium 
plasticity, some clay. 

GC 

CL 

SL 

CL 

CONCRETE surface cover. 

GFRAVEL FILL, tan, moist, some medium grained sand. 

CLAYEY GRAVEL, brown, medium grained, moist some 
fine to medium grained sand, littie clay. 

as above, wet. 

CLAY, gray, moist, high plasticity, trace medium grained 
sand. 

SLOUGH-clayey gravel from above. 

CLAY, gray, soft, moist, high plasticity, trace medium 
grained sand. 

END OF BORING AT 10' 

1 2 -

1 4 -

1 6 -

0.4 

1.6 

0.4 

0.0 

Soil sample coltected at 0841. 
EIP-SS226-000-1. 

Soil sampte and duplicate collected at 0848. 
E1P-SS226-002-1 and E1P-SS226-002-2. 

Soil sample collected at 0855. 
EIP-SS226-004-1. 

Soil sample collected at 0903. 
EIP-SS226-006-1. 

Soil sample coltected at 0915. 
EIP-SS226-008-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS227 

(Page 1 of 1 ] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-10-07 

1-10-07 

Cabeno 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

10'bgs 

Lindy-lnside 

5200 Katrine 

T. Walls/J. Hunter 

X 
H 
Q . 
UJ 
Q 

>-
CC 
UJ 
> 
O o 
LU 
CC 

g 
X 
CL 

CD 

w 
o 
ro 
3 

Samples 

I X ^ I Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

f,:: : : ] investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
ro 

E 
CL 
CL 

9 
CL 

REMARKS 

2 -
21/24 

4 -
20/24 

6 -
24/24 

8 -
24/24 

10-
23/24 

7 7 / 

7 ^ 

FL 

FL 

CL 

SC 

CL 

CONCRETE surface cover. 

GRAVEL and SAND FILL, dry, loose. 

CLAY, black, soft, moist, high plasticity, fine grained sand. 

CLAY, tan to brown, moist, little medium grained sand, 
trace medium grained gravel. 

CLAYEY SAND, tan, fine grained, soft, wet, some clay, 
trace medium grained gravel. 

CLAY, gray, hard, dry, low plasticity, trace medium grained 
sand. 

2.3 

12.7 

80.8 

22.3 

0.0 

Soil sampte collected at 0935. 
EIP-SS227-000-1. 

Soil sample and duplicate collected at 0941. 
EIP-SS227-002-1 and EIP-SS227-002-2. 

Soil sampte coltected at 0949. 
EIP-SS227-004-1. 

Soil sample collected at 1020. 
EIP-SS227-006-1. 

Soil sample coltected at 1033. 
EIP-SS227-008-1. 

END OF BORING AT 10' 

1 2 -

1 4 -

1 6 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS228 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-11-07 
1-11-07 
Transhield 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

H 
CL 
UJ 
Q 

5 -

1 0 -

1 5 -

20-

2 5 -

30-

> 
CC 
Ul > 
o o 
UJ 
DC CD 

Samples 

I X I Investigative Sample Collected 

^ H i Investigative and Confirmation Sample Coltected 

l " : " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

m 
LU 

< 
w 

REMARKS 

60/60 

60/60 

/ / 

/ 

52/60 

60/60 

60/60 

50/60 

/ / 

/ / 7. 

TS 

V" 

CL 

V 
^plasticity, few pebbles 
Lac ahn\/p nli\/p hrn\A/r 

SC 

CL 

GF?ASS surface cover. 

SILTY CLAY, brown, medium consistency, slightly 
moist, slighUy crumbly, some sand and gravel, trace 
cobbles/pebbles. 
as above, dark brown, crumbly, trace sand, 

gravel/cobbles/pebbles absent. 

as above, brown. 

as above, transitioning to soft, medium plasficity. 

2" gravel/sand seam, some clay. 
SILTY CLAY, brown/red, soft, slighUy moist medium 

as above, olive brown, medium to stiff, more pebbles, 

as above, crumbly, some pebbles, trace sand. 

CLAYEY SAND, brown, well graded, soft, moist, very 
crumbly, some corase grained gravel, pebbles. 

CLAY, gray, medium consistency, slightly moist, 
medium plasticity, few pebbles. 

as above, high plasticity. 

I 

I 

0.0 

0.4 

0.3 

0.5 

0.2 

0.8 

0.0 

1.0 

0.8 

5.2 

3.6 

3.2 

Soil sample coltected at 
0833. 
EIP-SS228-003-1. 

Shelby tube coltected 
from 7' to 9.5'. 

Soil sampte coltected at 
0837. 
E1P-SS228-008-1. 
Confirmation and 
Geotech sample 
coltected from 7.5'-10'. 

Soil sampte coltected at 
0842. 
EIP-SS228-013-1. 
Duplicate confirmation 
sample collected. 

Soil sample and 
duplicate collected at 
0854. EIP-SS228-018-1 
andEIP-SS228-018-2. 

Soil sampte coltected at 
0925. 
EIP-SS228-023-1. 

Soil sample coltected at 
0945. 
EIP-SS228-025-1. 

MW-228 I 

n̂  
Stick-up 

Concrete 

—Grout 

-2" SS Riser 

-Bentonite Chips 

-Sand Pack 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS228 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-11-07 

1-11-07 

Transhteld 

Geoprobe/HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Scot 

2525 Curtiss 

T. Sundquist 

CL 
LU 
Q 

30-

3 5 -

40-

4 5 -

o a 

5 0 -

5 5 -

6 0 -

>-
DC 
m 
> o o 
UJ 

cc 

Samples 

I X T I Investigative Sampte Collected 

I ^ B Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
LU 

< 
ro 

REMARKS 

MW-228 I 

^ 
V 

47/60 

48/60 
77. 

CL 

SP 

SC 
S£ 
CL 

pLAYEY SAND, brown, pooriy graded, fine grained, dry. / 

"ySAND, brown, pooriy graded, medium grained, dry. j 

SP ' 

CL 

CLAY, gray, medium consistency, slighUy moist, high 
plasticity, few pebbles. 

SAND, brown, pooriy graded, medium grained, sllghUy moisjt 
littie clay, trace gravel. 

I CLAY, gray/brown, medium to stiff, slightly moist to dry, 
\pebbles, trace sand. 

,SAND, light brown, pooriy graded, fine grained, dry. 
as above, some gravel and pebbles. 

as above, slightly moist, gravel/pebbles absent, 

as above, medium to fine grained, littie gravel. 

CLAY, gray, slightly stiff, slightly moist, pebbles. 
K, large white cobble. 

2.7 

1.7 

2.2 

2.2 

Soil sampte collected at 
1008. 
EIP-SS228-030-1. 

Soil sample collected at 
1033. 
EIP-SS228-038-1. 

—Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 40' 

file:///pebbles


.g^JBUMOIESISBi, 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS228 S 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depth 

1-11-07 
1-11-07 
Transhield 
HSA 
16'bgs 

Location 

WESTON Geologist 

Scot 
2525 Curtiss 
J. Hunter 

X 
H 
CL 
UJ 
D 

5 -

10-

15-

2 0 -

25 -

3 0 -

DESCRIPTION 

MW-228 S 

BLIND DRILLED DUE TO NESTED MONITORING WELL 
PAIR. SEE EIP-SS228 I BORELOG. 

I I 

Stick-up 

Wt Concrete 

— Grout 

2" SS Riser 

— Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 16' 



BSBMMMSMSSm. 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS229 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 1-11-07 

: 1-12-07 

: Transhield 

: Geoprobe/HSA 

:Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Scot 

2525 Curtiss 

T. Sundquist 

X 
h-
Q. 
LU 
Q 

10-

1 5 -

20-

2 5 -

30-

> 
CC 
Ul 
> 
o o 
UJ 
QC 

Samples 

L><CI Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sampte Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
OT 

REMARKS 

MW-229 I 

w 
57/60 

57/60 

60/60 

46/60 

60/60 

45/60 

2. 

GW 

CL 

SC 

CL 

SP 

GC 

GW 

MLV 

Q P iL SC\^ 

SC 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, medium consistency, slightiy moist, tn 
gravel, trace pebbles, trace sand. 

as above, transitioning to stiff. 

CLAYEY SAND, brown, well graded, moist, crumbly, littie 
gravel, pebbles/cobbles intermixed. 

SANDY CLAY, brown, medium to soft, moist, slightly crumb 
some cobbles, turning to gray/brown. 

SAND, red-brown/brown, pooriy graded, coarse grained, 
saturated, trace clay. 

GFRAVEL, brown, well graded, coarse grained, saturated, 
pebbles/cobbles, lltUe clay, little coarse grained sand, 
occasional large white cobbles. 

CLAYEY GFJAVEL, brown, coarse grained, some sand, larg 
cobbles. 

GF?AVEL/COBBLES, coarse grained, saturated. 

3yy SAND, brown, well graded, coarse grained, saturated, little 
gravel, 4" gravel/cobble seam, gray, coarse grained, . 

ysaturated. / 

CLAYEY SILT, gray, soft, moist 
as above, sllghUy stiff, crumbly. J 

qv\/\CLAYEY SAND, gray, well graded, fine grained, saturated./ 

^SAND, gray, well graded, fine grained, saturated, litUe gravj l| 

v= 
CL 

CLAYEY SAND, gray, well graded, fine grained, soft, moist 
as above, medium consistency, trace pebbles, clay contei 

\increaslng 
v̂  1 
SILTY CLAY, gray, trace sand. 
SILTY CLAY, brown, medium consistency, moist cohesivej, 

medium plasficity, pebbles/cobbles intermixed, trace gravel 
trace sand. 

CLAY, brown/gray, slighUy stiff, slighUy moist high plasticityj, 
trace sand. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.5 

2.6 

4.7 

1.9 

Soil sample and 
duplicate collected at 
1102. EIP-SS229-003-1 
and EIP-SS229-003-2. 

Soil sampte collected at 
1106. 
EIP-SS229-008-1. 

Soil sampte collected at 
1117. 
EIP-SS229-010-1. 
Geotech collected from 
10'-15'. 

Soil sampte coltected at 
1124. 
EIP-SS229-018-1. 

Soil sampte collected at 
1145. 
EIP-SS229-023-1. 
MS/MSD confirmation 
sample collected. 
Soil sample collected at 
1202. 
EIP-SS229-025-1. 

IT 
Flushmount 

Concrete 

-Grout 

-2" SS Riser 

— Bentonite Chips 

—Sand Pack 

file:///increaslng


. ^ B S B S B S E B . 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS229 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 1-11-07 

: 1-12-07 

: Transhield 

: Geoprobe/HSA 

: Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Scot 

2525 Curtiss 

T. Sundquist 

a. 
UJ 
Q 

30-

3 5 -

40-

4 5 -

50-

5 5 -

6 0 -

> 
DC 
UJ > 
O 
o 
UJ 
DC 

Samples 

r X I Investigative Sample Collected 

^ m Investigative and Confirmation Sample Collected 

l " - " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

REMARKS 

MW-229 I 

48/60 

60/60 

CL 

ML 

SP 

CL 

CLAY, brown/gray, slighUy stiff, slighUy moist high plasticity, 
trace sand. 

CLAYEY SILT, gray, soft, wet, medium plasticity. 

SAND, brown/gray, pooriy graded, fine grained, moist, little 
.gravel 
\^3" gr£ gravel/cobbles/sand seam, coarse grained, moist. 

CLAY, gray, very soft, saturated, little sand. 

SILTY CLAY, gray, soft, moist low plasticity, trace sand. 

3.3 

3.9 

4.1 

5.4 

Soil sample collected at 
1230. 
EIP-SS229-033-1. 

Soil sample coltected at 
1250. 
EIP-SS229-038-1. 

—Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 40' 



Restoring Resource Efficiency 

LOG OF BORING EIP-SS229 S 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Total Depth 

1-11-07 

1-11-07 

Transhield 

HSA 

20' bgs 

Location 

WESTON Geologist 

:Scot 

: 2525 Curtiss 

: J. Hunter 

X 
I -
CL 
UJ 
Q 

5 -

10-

o 
a 

15-

20-

2 5 -

DESCRIPTION 

MW-229 S 

Flushmount 

BLIND DRILLED DUE TO NESTED MONITORING WELL 
PAIR. SEE EIP-SS229 I BORELOG. If Concrete 

— Grout 

-2" Stainless Steel 
Riser 

-Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 20' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS230 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-11-07 
1-11-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

30' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 
I -
CL 
m 
Q 

>-
DC 
UJ > o o 
UJ 

oc 

in 
o 
OT 
3 

Samples 

1 X 1 Investigative Sample Coltected 

I ^ B Investigative and Confirmation Sample Collected 

F'" ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
CL 

< 
OT 

£ 
CL 

3 
9 
CL 

REMARKS 

m 
5 -

44/60 

1 0 - 40/60 

15-
48/60 

2 0 - 42/60 

25- 60/60 

30- 57/60 

7 / z 
AA 

^ 

AS 

CL 

SILTY CLAY with sand, brown, medium to soft, slightty 
.moist, crumbly, few pebbles, trace sand. 
VsANDY CLAY, brown, soft, slightly moist, crumbly, 
pebbles Intermixed, turning to clayey sand with depth. 

NR 

SC 

NR 

GW 

SP 

GRAVEL, red/brown, well graded, coarse grained, 
,^saturated, cobbles, pebbles. 

GW 

CL 

SW 

SC 

CL 

SC 

CL 

ASPHALT surface cover and subbase. 

NO RECOVERY from 5' to 6.7'. 

CLAYEY SAND, red/brown, coarse grained, slightly 
moist to moist, cobbles, pebbles. 

NO RECOVERY from 10' to 11'. 

SAND, pooriy graded, coarse grained, saturated. 

GF?AVEL/SAND, well graded, coarse, few 
cobbles/pebbles. 

No Recovery from 15' to 16.5' 

GFRAVEL, orange/brown, coarse grained, saturated, 
cobbles. 

SILTY CLAY, dark gray, medium consistency, slightly 
moist few pebbles. 

SAND, gray, coarse grained, saturated. 

CLAYEY SAND, gray, soft, saturated, crumbly. 

SILTY CLAY, gray, medium consistency, slightly moist 

as above, moist, crumbly. 

' ^ 

CLAYEY SAND, brown, very fine grained, slightiy moist, 
as above, less clay. 

SANDY CLAY, light brown/gray, soft, slightly moist, 
crumbly, few pebbles, few cobbles. 
SILTY CLAY, medium consistency, slightly moist, few 

\pebbles. 

END OF BORING AT 30' 

r 

NR 

0.4 

NR 

0.7 

1.7 

0.7 

3.1 

1.4 

5.2 

8.2 

3.7 

10.0 

Soil sampte and duplicate coltected at 1346. 
EIP-SS230-003-1 and EIP-SS230-003-2. 

Soil sample coltected at 1350. 
EIP-SS230-008-1. 

Soil sample collected at 1358. 
EIP-SS230-010-1. 

Soil sampte collected at 1358. 
EIP-SS230-013-1. 

Soil sampte collected at 1411. 
EIP-SS230-015-1. 

Soil sampte collected at 1411. 
EIP-SS230-018-1. 

Soil sampte coltected at 1428. 
EIP-SS230-023-1. 

Soil sample coltected at 1447. 
EIP-SS230-028-1. 

file:///pebbles


Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS231 S 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-12-07 

1-12-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth : 40' bgs 
Location : Scot 

: 2525 Curtiss 
WESTON Geologist : T. Sundquist 

X 
I -
CL 
UJ 
Q 

5 -

RAS 

• i ! 
_ 48/60 Al 

1 0 -

15-

2 0 -

2 5 -

30-

> 
CC 
U l 
> 
o o 
UJ 

cc 

Samples 

I X ! ! Investigative Sampte Coltected 

^ ^ B Investigative and Confirmation Sample Collected 

X.v,;"\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

REMARKS 

33/60 

k/-1sc 
4 

53/60 

58/60 

47/60 

60/60 

z 

SANDY CLAY, brown, medium consistency, dry to 
.slightiy moist, slighUy crumbly, some pebbles. 
Vas above, red/brown, soft, moist, few cobbles. 

NR 

GW 

CL 

GW 

CL 

NR 

SC 

CL 

ML 

SC 

GC 

ASPHALT surface cover and subbase. 

NO RECOVERY from 5' to 7.25'. 

GFRAVEL/COBBLES/PEBBLES, red/brown, coarse 
grained, dry, crumbly, some clayey sand, becoming 
moist with depth. 

CLAYEY SAND, brown, coarse grained, saturated, 
cobbles and gravels intermixed 

SILTY CLAY, gray, medium to stiff, slighUy moist, few 
pebbles. 

GRAVEL/COBBLES/PEBBLES, coarse grained, 
saturated. 

SILTY CLAY, gray/brown, medium to soft, moist, 
pebbles Intermixed, becoming slightiy moist with depth. 

NO RECOVERY from 20' to 21.1' 

CLAYEY SAND, gray/brown, moist. 

SILTY CLAY, gray/brown, medium consistency, sllghUy 
moist, trace sand, trace pebbles, 
as above, gray, sllghUy moist to dry, sand absent V" 

SILT, brown, very fine grained, saturated. 

CLAYEY SAND, brown, coarse grained, moist to wet, 
,^crumbly, some gravel. 

CLAYEY GRAVEL, gray, coarse grained, dry, crumbly, 
cobbles. 

0.9 

0.4 

NR 

0.0 

0.7 

0.9 

0.4 

0.7 

2.0 

0.7 

1.6 

3.7 

Soil sample and 
duplicate collected at 
0731. EIP-SS231-000-1 
and EIP-SS229-000-2. 

Soil sampte coltected at 
0748. 
EIP-SS231-008-1. 

Soil sample collected at 
0752. 
EIP-SS231-013-1. 
Geotech collected from 
12.5'to 15'. 
Shelby tube collected 
from 14.5'-17'. 

Soil sampte coltected at 
0841. 
E1P-SS231-018-1. 

Soil sampte collected at 
0853. 
EIP-SS231-020-1. 

Soil sample collected at 
0914. 
EIP-SS231-028-1. 

MW-231 S 

Flushmount 

nh Concrete 

—Grout 

— Bentonite Chips 

-2" SS Riser 

—Sand Pack 

-0 .010 " Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS231 S 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Drilter 
Drilling Method 

Sampl ing Method 

1-12-07 

1-12-07 

Transhie ld 

Geoprobe /HSA 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

40 ' bgs 

Scot 

2525 Curt iss 

T. Sundquist 

X 
H 
CL 
Ul 
Q 

30-

3 5 -

40-

4 5 -

5 0 -

5 5 -

6 0 -

>-
CC 
in 
> o 
ID 
UJ 
CC 

Samples 

1 X 1 Investigative Sampte Coltected 

I ^ H Investigative and Confirmation Sampte Collected 

l^'-'^l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-231 S 

55/60 

60/60 

CL 

SW 

ML 

SC 

CL 

SC 

SILTY CLAY, brown/gray, medium consistency, sllghUy 
moist to dry, pebbles, trace sand. 

SILTY CLAY, gray, medium to stiff, dry. 

SAND, light brown, fine grained, slighUy moist, crumbly, 
little clay. 

SILT/SLOUGH?, very fine grained, saturated. 

CLAYEY SAND, light brown, very fine grained, slightly 
moist, crumbly. 

SILTY CLAY, gray, medium consistency, slightly moist, 
few pebbles, trace sand. 

CLAYEY SAND, light brown, very fine grained, slightly 
\molst, crumbty. 

END OF BORING AT 40' 

0.7 

2.7 

1.0 

0.6 

Soil sample coltected at 
0934. 
EIP-SS231-033-1. 

Soil sample collected at 
0958. 
EIP-SS231-035-1. 

file:///molst


L - f « i i i i f « i g i a 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS232 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

: 1-12-07 

: 1-12-07 

: Transhield 

: Geoprobe 

:Grab 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Scot 

2525 Curtiss 

T. Sundquist 

Q. 
LU 
Q 

>-
CC 
m 
> o o 
UJ 
DC 

in o 
OT 
3 

Samples 

l ! X I Investigative Sampte Coltected 

j j j ^ B Investigative and Confirmation Sample Collected 

F>:'-1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
Q. 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

A 
5 - 40/60 

1 0 - 45/60 

1 5 - 60/60 

2 0 - 48/60 

25- 52/60 

30- 55/60 

AS 

CL 

SANDY CLAY, brown, soft, slighUy moist, crumbly, 
pebbles. 

VsiLTY CLAY, brown, medium consistency, slightly moist 
to dry. 

NR 

SP 

SC CLAYEY SAND with gravel, brown, coarse grained, 
^slightly moist, crumbly, some cobbles. 

iSILTY CLAY, gray, slightiy moist to dry, few pebbles. 
Vas above, medium consistency, slightiy moist. 

CL 

SP 

CL 

SC 

CL 

SP 

ASPHALT surface cover and subbase. 

NO RECOVER/SLOUGH from 5' to 7.25'. 

SAND, brown, pooriy graded, medium grained, slightly 
moist. 

SAND, gray, pooriy graded, medium grained, slightiy 
moist. 

Vas above, some clay. 
VsAND, gray, coarse grained, moist. 

3" cobbles seam, saturated. 
SANDY CLAY, gray, medium to soft, slightty moist to 

^moist few cobbles. 

^CLAYEY SAND, gray, fine grained, soft, moist. 

SILTY CLAY, gray, medium to stiff, slightiy moist to dry, 
ifew pebbles. 
Vas above, medium consistency. 

as above, trace pebbles. 

SILTY CLAY, gray, slightiy moist 

SAND, light brown, pooriy graded, fine grained, slightly 
, moist, crumbly, little clay. 
Vas above, clay absent; lltUe clay at 29.5'. 

NR 

0.2 

NR 

0.8 

0.7 

2.0 

0.7 

0.3 

0.8 

0.6 

0.2 

0.5 

Soil sample collected at 1025. 
EIP-SS232-003-1. 

Soil sampte coltected at 1029. 
EIP-SS232-008-1. 

Soil sample collected at 1043. 
EIP-SS232-013-1. 

Soil sampte collected at 1057. 
EIP-SS232-015-1. 

Soil sampte collected at 1115. 
EIP-SS232-020-1. 

Soil sample collected at 1130. 
EIP-SS232-028-1. 

END OF BORING AT 30' 



BMBMMMSSISB, 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS233 

(Page 1 of 1) 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-12-07 

1-12-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Scot 

2525 Curtiss 

T. Sundquist 

X 
I -
CL 
UJ 
Q 

> 
DC 
LU > 
o 
o 
UJ 
DC 

in o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

B ^ l Investigative and Confirmation Sample Collected 

F'--"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

in 
UJ 
_ i 
CL 

< 
OT 

.̂̂  
fc CL 
Q . 

Q 
CL 

REMARKS 

5 - 48/60 

1 0 - 57/60 

7 / / 
A// 

1 

TW-

1 5 - 38/60 

20- 60/60 

2 5 - 59/60 

30- 60/60 

AS 

CL 

SILTY CLAY, medium brown, medium to stiff, slighUy 
moist to dry. 
SANDY CLAY, brown, coarse grained, soft, slightly 
moist, crumbly. 

VsiLTY CLAY, brown, medium to stiff, slightly moist to 
dry, few pebbles. 

SC 

NR 

GC 

CL 

SP 

CL 

ASPHALT surface cover and subbase. 

CLAYEY SAND with gravel, red/brown, coarse grained, 
sllghUy moist, crumbly, cobbles. 

NO RECOVERY from 10' to 11.8'. 

CLAYEY GFIAVEL, brown, moist cobbles, 

as above, saturated. 

SILTY CLAY, gray, medium consistency, sllghUy moist 

SAND, gray, poorly graded, medium grained, slighUy 
\moist 

SILTY CLAY, gray, medium consistency, slightly moist. 

as above, soft, moist. 

as above, brown, medium to sfiff. 

1.1 

2.8 

1.2 

1.3 

1.6 

2.9 

1.1 

2.2 

1.3 

1.3 

1.8 

1.9 

Soil sample collected at 1142. 
EIP-SS233-003-1. 

Soil sample coltected at 1145. 
EIP-SS233-008-1. 

Soil sample collected at 1154. 
EIP-SS233-013-1. 

Soil sampte collected at 1204. 
E1P-SS233-018-1. 

Soil sample coltected at 1213. 
EIP-SS233-023-1. 

Soil sample coltected at 1239. 
EIP-SS233-028-1. 

END OF BORING AT 30' 

file:///moist


Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS234A 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

1-15-07 

1-15-07 

Transhield 

HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

13'bgs 

Scot 

2525 Curtiss 

T. Sundquist 

X 
H 
D . 
LU 
Q 

> 
CC 
UJ > o o 
UJ 

cc CD 

OT 
O 
ro 
3 

Samples 

I X I Investigative Sampte Collected 

B I H Investigative and Confirmation Sample Coltected 

F" ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 
- J 
CL 

< 
OT 

£ 
CL 

3 
9 
CL 

REMARKS 

i AS 

4 - 48/48 

/, 

8 - 48/48 

1 2 - 24/48 

AA 

CL 

SC-OL 

CL 

SC 

ASPHALT surface cover and subbase. 

SILTY CLAY, light olive/brown, medium consistency, 
slighUy moist, sand. 

CLAYEY SAND/ORGANIC SOIL, dark brown, soft, 
SlighUy moist, crumbly. 

SILTY CLAY, light olive/brown, medium consistency, 
slighUy moist, sand, few pebbles. 

CLAYEY SAND, red/brown, coarse grained, soft, moist 
few pebbles. 

0.0 

0.0 

0.0 

0.3 

0.0 

0.4 

Soil sample and duplicate collected at 0806. 
EIP-SS234A-000-1 and EIP-SS234A-000-2. 

Soil sample coltected at 0812. 
EIP-SS234A-004-1. 

Soil sample coltected at 0812. 
EIP-SS234A-006-1. 

Soil sampte coltected at 0817. 
EIP-SS234A-010-1. 

END OF BORING AT 13' 

1 6 -

2 0 -

2 4 -

2 8 -

32-



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS234B 

(Pagel of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-15-07 
1-15-07 
Transhield 
HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

30' bgs 
Scot 
2525 Curtiss 
T. Sundquist 

X 
I -
CL 
UJ 
Q 

> 
OC 
UJ 
> 
o 
o 
UJ 
DC ID 

in 
o 
OT 
3 

Samples 

I X I Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sample Collected 

F'"" '! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
CL 

< 
OT 

E 
CL 
CL REMARKS 

8 -

1 2 -

1 6 - 41/48 

2 0 - 48/48 

2 4 - 48/48 

2 8 - 48/48 

24/24 

CL 

SC-CL 

CL 

SP 

CL 

BLIND DRILL TO 12' 

SANDY CLAY, brown, medium consistency, slighUy 
moist to moist, few pebbles. 

as above, olive gray, moist 

SILTY CLAY, gray, medium consistency, sllghUy moist, 
some sand, few pebbles. 

CLAYEY SAND/SANDY CLAY, gray, soft, saturated, 

as above, brown, very soft, wet 

SILTY CLAY, medium brown, slighUy moist, crumbly, 
sand, 
as above, gray, soft, moist few pebbles, sand absent. V̂  

as above, slighUy moist to moist 

SILTY CLAY, gray/brown, very soft, saturated, some 
sand. 

SAND, light brown, medium grained, slightly moist 

SILTY CLAY, gray, medium consistency, slightly moist to 
dry, few pebbles. 

I 
I 

0.5 

0.9 

0.6 

1.4 

2.0 

2.3 

1.1 

1.1 

0.0 

Soil sample coltected at 0915. 
EIP-SS234B-014-1. 

Soil sampte coltected at 0924. 
EIP-SS234B-018-1. 

Soil sample coltected at 0934. 
EIP-SS234B-022-1. 

Soil sampte collected at 0947. 
E1P-SS234B-024-1. 

Soil sampte coltected at 1020. 
EIP-SS234B-028-1. 

END OF BORING AT 30' 

3 2 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS235 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-15-07 

1-15-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Scot 
2525 Curtiss 
J. Hunter 

X 
I-
UJ 
Cl 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
DC 
UJ > 
o o 
UJ 
01 

Samples 

L X I Investigative Sampte Collected 

H H Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
46/60 

59/60 

48/60 

58/60 

44/60 

60/60 

CL 

ASPHALT surface cover and subbase. 

GRAVELLY CLAY, brown, very moist. 
CLAY, brown, moist, trace gravel. 

CLAY, black, moist to very moist, plastic. 

SILTY CLAY, brown, moist, slightiy plastic. 

GiRAVELLY CLAY, light brown, very moist, gravel is 
sub-anqular. 
GFRAVELLY CLAY with sand, light brown, trace 
reddish-brown, wet. 

CLAY TILL, gray, trace rounded pebbles. 

as above, moist, plastic. 

OT 
LU 
_i 
CL 

< 
OT 

REMARKS 

0.0 

0.0 

0.0 

3.3 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

4.1 

Soil sample collected at 
0810. 
EIP-SS235-003-1. 

Soil sampte coltected at 
0816. 
EIP-SS235-008-1. 

Soil sample coltected at 
0825. 
EIP-SS235-010-1. 

Soil sample collected at 
0846. 
EIP-SS235-018-1. 

Soil sample collected at 
0857. 
EIP-SS235-023-1. 

Soil sampte coltected at 
0916. 
EIP-SS235-028-1. 

MW-235 1 

n̂  
Flushmount 

Concrete 

-2" SS Riser 

—Grout 

—Bentonite Chips 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS235 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 1-15-07 

: 1-15-07 

: Transhield 

: Geoprobe/HSA 

: Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Scot 
2525 Curtiss 
J. Hunter 

X 
1-
CL 
LU 
Q 
30-

3 5 -

4 0 -

45-

5 0 -

5 5 -

6 0 -

> 
DC 
LU > 
o 
O 
UJ 
DC 

Samples 

I X I Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sampte Coltected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_1 
CL 

< 
OT 

REMARKS 

MW-235 I 

10/60 

52/60 

36/60 

z. 

CL CLAY TILL, gray, very moist, very plastic, trace 
^rounded pebbles. 

NR 

SC 

CL 

GC 

CL 

NR 

NO RECOVERY from 30.8' to 35', large gravel stuck in 
geoprobe shoe. 

CLAYEY SAND, gray, very moist. 

SANDY CLAY with gravel, light gray to tan. 

^CLAYEY GRAVEL, well graded, wet. 

CLAY TILL, gray, moist 

NO RECOVERY from 43' to 45'. 

I 

0.0 

NR 

0.0 

0.0 

NR 

Soil sample collected at 
0945. 
E1P-SS235-030-1. 

Soil sampte collected at 
1013. 
EIP-SS235-035-1. 
Geotech collected from 
35' to 37.5'. 

Soil sample collected at 
1045. 
E1P-SS235-040-1. 

— Bentonite Chips 

2" SS Riser 

-Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 45' 



^aSBSBMMMSSSSS, 
Restoring Resource Efficiency 

LOG OF BORING EIP-SS235 S 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Drilter 

Drill ing Method 

Total Depth 

1-15-07 

1-15-07 

Transhield 

HSA 

16 'bgs 

Locat ion 

W E S T O N Geologist 

:Sco t 

: 2525 Curtiss 

: J . Hunter 

UJ 
CD 

10-

15-

2 0 -

25-

3 0 -

DESCRIPTION 

MW-235 S 

Flushmount 

BLIND DRILLED DUE TO NESTED MONITORING WELL 
PAIR. SEE EIP-SS235 I BORELOG. 

I ^__^jn Wt Concrete 

— Grout 

2" SS Riser 

— Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 16' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS236 

(Pagel ofl) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-15-07 
1-15-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

30' bgs 
Scot 
2525 Curtiss 
J. Hunter 

X 
H 
0. 
in 
Q 

> 
cc 
in > 
O 
o 
UJ 
01 

g 
X 
D. < 
DC 
CD 

OT 
O 
OT 
3 

Samples 

\ ' X 3 Investigative Sample Collected 

I H l Investigative and Confirmation Sampte Coltected 

F""'"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

•T5" 

5 - 43/60 

1 0 - 42/60 

1 5 - 48/60 

2 0 -
58/60 

25- 40/60 

30- 60/60 

'7/:y. 

JOPSOIL, black, slightiy moist. 

CL 

GC 

CL 

GC 

SP 

GC 

SP 

GC 

CL 

SP 

CL 

CLAY, brown, trace gravel. 

CLAYEY GRAVEL, well graded, moist. 

CLAY, brown, slightly moist, trace well graded gravel. 

CLAYEY GFJAVEL, brown, well graded, trace sand. 

as above, slighUy moist. 

as above, moisture content increasing. 

CLAYEY GFiAVEL with sand, brown, well graded, 
moist 

SAND, brown, pooriy graded, fine grained, wet, trace 
clay from 18'-18.5'. 

CLAYEY GFIAVEL, reddish brown, well graded, slightty 
.moist, trace sand. 
^ a s above, moist 

SAND, pooriy graded, coarse grained, sub-angular. 

CLAYEY GF5AVEL, reddish brown, well graded, moist, 
^trace sand. 

CLAY, gray, moist, plastic. 

SAND, brown, pooriy graded, moist 
large gravel piece. 

CLAY TILL, gray, sllghUy moist 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.6 

3.5 

2.7 

3.1 

0.0 

0.0 

Soil sample collected at 1132. 
EIP-SS236-003-1. 

Soil sample collected at 1139. 
EIP-SS236-008-1. 

Soil sampte coltected at 1143. 
EIP-SS236-013-1. 

Soil sample coltected at 1147. 
EIP-SS236-018-1. 

Soil sample coltected at 1157. 
EIP-SS236-020-1. 

Soil sampte coltected at 1157. 
EIP-SS236-023-1. 

Soil sample collected at 1221. 
EIP-SS236-025-1. 

END OF BORING AT 30' 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS237 S 
(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 
Drilling Method 

Sampl ing Method 

1-16-07 

1-16-07 

Transhie ld 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

50' bgs 

Lovejoy 

2655 Wisconsin 

J. Hunter 

X 
I -
CL 
UJ 
Q 

5 -

>-
DC 
in 
> o 
ID 
in 
cc 

Samples 

|>xCI Investigative Sampte Collected 

^ H i Investigative and Confirmation Sample Coltected 

[T^t^ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

REMARKS 

38/60 

azs 

/ / 

1 0 -

1 5 -

2 0 -

2 5 -

30-

58/60 

55/60 

47/60 

60/60 

46/60 

CL 

NR 

CL 

TOPSOIL, black, frozen. 

CLAY, black, stiff, dry. 

SILTY CLAY, brown with gray motUing, moist slighUy 
plastic. 

SANDY CLAY, brown, very moist. 

CLAY, brown, moist, trace pebbles. 

as above, gradually transitioning to gray clay. 

NO RECOVERY from 15' to 16', saturated. 

CLAY, gray, moist, plastic, trace round gravel. 

as above, medium consistency, moist, trace sand, 

as above, soft. 

SANDY CLAY, gray, soft, moist. 
^CLAY, gray, medium consistency, sllghUy moist trace 
sand and gravel. 

0.9 

0.4 

0.2 

0.4 

0.2 

0.5 

2.5 

3.8 

0.0 

0.0 

0.2 

0.0 

Soil sampte coltected at 
0832. 
EIP-SS237-000-1. 

Soil sample coltected at 
0837. 
EIP-SS237-008-1. 

Soil sampte collected at 
0855. 
EIP-SS237-013-1. 

Soil sample coltected at 
0909. 
EIP-SS237-018-1. 

Soil sampte collected at 
0954. 
EIP-SS237-020-1. 

Soil sample collected at 
1016. 
EIP-SS237-025-1. 

MW-237 S 

11^ 
Flushmount 

Concrete 

• I—Grout 

-Bentonite Chips 

-2" SS Riser 

-Sand Pack 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS237 S 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-16-07 
: 1-16-07 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

50' bgs 
Lovejoy 
2655 Wisconsin 

CL 
UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

6 0 -

> 
CC 
UJ 
> 
o o 
UJ 

cc 

Samples 

V X A Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sampte Collected 

r ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

MW-237 S 

51/60 

60/60 

32/60 

40/60 

CL 

SP 

CL 

SP 

SAND, gray, poorly graded, medium grained, slightiy 
,^molst, trace clay. 

CLAY, gray, medium consistency, sllghUy moist, trace 
\sand and gravel, 

CL 

NR 

CL 

CLAY, gray, medium consistency, moist, trace sand 
and gravel. 

SAND, pooriy graded. 

CLAY, gray, medium consistency, slightty moist, trace 
sand/gravel. 
SILPTCLAY, gray, sfiff, dry. 

NO RECOVERY from 40' to 42.4', wet. 

CLAY, gray, slightly moist, medium plasticity, trace 
sand and gravel. 

1.9 

1.3 

1.3 

1.5 

0.2 

0.2 

0.6 

0.6 

Soil sample collected at 
1045. 
EIP-SS237-030-1. 

Soil sample collected at 
1118. 
EIP-SS237-038-1. 

Soil sampte coltected at 
1149. 
EIP-SS237-043-1. 

Soil sampte collected at 
1220. 
EIP-SS237-048-1, 

END OF BORING AT 50' 

file:///sand


Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS238 S 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

1-16-07 

1-16-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Lovejoy 

2655 Wisconsin 

T. Sundquist 

X 
I -
CL 
LU 

a 

4 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

> 
DC 
UJ > 
o 
o 
UJ 
cc 

Samples 

1 X 1 Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sample Collected 

l--'""l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
ro 

REMARKS 

38/48 

48/48 

48/48 

48/48 

48/48 

48/48 

48/48 

TS 

CL 

GF5ASS surface cover and ORGANIC SOIL, black. 

SANDY CLAY, brown, soft, slighUy moist, crumbly, 
trace pebbles. 
SILTY CLAY, tan, soft, moist, medium plasticity. 

SILTY CLAY, tan, stiff, slightty moist, few pebbles, 
trace sand. 

CLAY, brown, medium, saturated. 

CLAY, gray, stiff, slightly moist, some cobbles/pebbles, 
trace sand. 

CLAY, brown/gray, soft, moist to wet, soft, high 
plasticity. 

CLAY, gray, medium consistency, moist, trace 
sand/pebbles/cobbles. 
as above, stiff. 

CLAY, brown/gray, soft, wet, high plasticity. 

CLAY, gray, slightly stiff, sllghUy moist, medium 
plasticity, trace sand. 

as above, brown/gray, soft, wet, high plasticity. 

as above, sand absent. 

CLAY, gray, medium consistency, moist, high plasficity, 
little pebbles/cobbles, trace sand. 

CLAY, brown/gray, soft, wet, high plasticity. 

0.0 

0.2 

0.4 

0.2 

0.1 

0.3 

0.4 

0.0 

0.4 

1.0 

0.6 

0.4 

0.3 

0.3 

0.2 

Soil sampte collected at 
0835. 
EIP-SS238-002-1. 

Soil sample collected at 
0840. 
E1P-SS238-004-1. 

Soil sample collected at 
0856. 
EIP-SS238-010-1. 

Soil sample collected at 
0910. 
EIP-SS0238-012-1. 

Soil sampte collected at 
0929. 
E1P-SS238-018-1. 

Soil sample collected at 
0938. 
EIP-SS238-020-1. 

Soil sampte coltected at 
0951. 
EIP-SS238-024-1. 

Soil sample collected at 
1039. 
EIP-SS238-028-1. 

MW-238S 

Flushmount 

11^ Concrete 

-Grout 

—Bentonite Chips 

- 1 " PVC Riser 

—Sand Pack 

0.010" Slot Screen 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS238 S 

(Page 2 of 2) 

U.S, EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-16-07 
1-16-07 
Transhteld 
Geoprobe/HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
Lovejoy 
2655 Wisconsin 
T. Sundquist 

X 
l -
CL 
UJ 
Q 

30-

3 4 -

3 8 -

42-

4 6 -

5 0 -

5 4 -

5 8 -

> 
DC 
UJ 
> 
o 
o 
UJ 
DC 

ID 

Samples 

I X T I Investigative Sampte Collected 

H H Investigative and Confirmation Sample Collected 

| : : " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
Ul 

< w 

REMARKS 

MW-238S 

48/48 

16/24 

17/24 

18/24 

10/24 

CL 

CLAY, brown/gray, soft, wet, high plasticity. 

CLAY, gray, stiff to medium, slightly moist few 
pebbles. 

SANDY CLAY, gray, soft, sllghUy moist, crumbty. 

END OF BORING AT 40' 
40' borehole grouted up. Offset and blind drilled to 
install shallow monitoring well, MW238S. 

0.0 

0.4 

0.3 

0.7 

2.2 

Switched to 2' split 
spoon at 32'. 
Soil sampte coltected at 
1215. 
EIP-SS238-032-1. 
Soil sample collected at 
1222. 
EIP-SS238-034-1. 

Soil sampte collected at 
1323. 
EIP-SS238-036-1. 

Soil sampte coltected at 
1334. 
EIP-SS238-038-1. 



Restoring Resource Efficiency 

LOG OF BORING EIP-SS239 S 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-16-07 
1-17-07 
Transhield 
Geoprobe 
Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

27' bgs 

Lovejoy 

2655 Wisconsin 

J. Hunter 

X 
I -
CL 
LU 
Q 

5 -

1 0 -

1 5 -

20-

2 5 -

3 0 -

>-
01 
LU 
> 
o 
o 
UJ 
cc 

Samples 

I^XII Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sampte Collected 

|:": : : | investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 

< w 

REMARKS 

56/60 

60/60 

60/60 

58/60 

24/24 

GW 

• 7 

I S 

CL 

CL 

TOPSOIL, very moist. 

CLAY, brown, stiff, dry, trace angular gravel. 

CLAYEY GRAVEL, light brown, well graded, wet to 
saturated, trace coarse sand. 

as above, brown, wet, clay absent. 

CLAY, gray, soft, slighUy moist, very plastic. 

END OF BORING AT 27' 

0.5 

0.5 

0.4 

0.3 

0.2 

0.5 

0.3 

0.2 

0.7 

0.4 

0.8 

Soil sampte collected at 
1332. 
EIP-SS239-003-1. 

Soil sample collected at 
1347. 
E1P-SS239-005-1. 

Soil sampte collected at 
1357. 
EIP-SS239-013-1. 

Soil sampte coltected at 
1434. 
EIP-SS239-015-1. 

Soil sampte coltected at 
1452. 
EIP-SS239-020-1. 

Soil sample collected at 
1511. 
EIP-SS239-025-1. 

MW-239 S 

Flushmount 

11^ Concrete 

—Grout 

:: —Bentonite Chips 

2" SS Riser 

-Sand Pack 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS240 S 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-17-07 
: 1-17-07 
: Transhield 
: Geoprobe/HSA 
: Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

35' bgs 
Lovejoy 
2655 Wisconsin 

X 
1 -
CL 
Ul 
Q 

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
DC 
in 
> o o 
UJ 
DC 

Samples 

1 X 1 Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sampte Coltected 

l-':"'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

« 
Ul 
_ l 
CL 

< 
ro 

REMARKS 

47/60 

57/60 

57/60 

58/60 

60/60 

57/60 

-r/ 

AS 

GW 

CL 

APSHALT surface cover and subbase. 

GFRAVEL, light gray, well graded, wet. 

CLAY, brown. 

as above, gradually transitioning to gray clay. 

CLAY, gray. 

CLAY with gravel, gray, wet. 

0.0 

0.0 

0.0 

0.2 

0.0 

0.0 

0.2 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample and 
duplicate collected at 
1013. EIP-SS240-003-1 
and E1P-SS240-003-2. 

Soil sampte collected at 
1020. 
EIP-SS240-008-1. 

Soil sampte collected at 
1029. 
EIP-SS240-010-1. 
Duplicate confirmation 
sample collected. 

Soil sample coltected at 
1039. 
EIP-SS240-015-1. 

Shelby tube coltected 
from 19'to 21.5'at 
1412. 

Soil sample coltected at 
1053. 
EIP-SS240-023-1. 

Soil sampte collected at 
1120. 
EIP-SS240-025-1. 
Geotech coltected from 
25' to 30'. 

Soil sampte collected at 
1120. 
EIP-SS240-028-1. 

MW-240 S 

Flushmount 

tt Concrete 

—Grout 

-2" SS Riser 

-Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 



Restoring Resource Efficiency 

LOG OF BORING EIP-SS240 S 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

1-17-07 

1-17-07 

Transhield 

Geoprobe/HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

35' bgs 

Lovejoy 

2655 Wisconsin 

J. Hunter 

I -
CL 
LU 
Q 

o 
o 

30-

35-

4 0 -

4 5 -

DC 
UJ 
> 
O 
o 
UJ 
DC 

Samples 

\'><Z\ Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sample Collected 

l":."l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-240 S 

57/60 

CL 

CLAY, gray. 

0.0 

0.0 

Soil sampte coltected at 
1147. 
E1P-SS240-033-1. 

—Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 35' 

5 0 -

5 5 -

6 0 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, lliinois 

LOG OF BORING EIP-SS241 S 

(Pagel of1) 

Start Date 

Finish Date 

Driller 

Dril l ing Method 

Sampl ing Method 

1-17-07 

1-17-07 

Transhteld 

Geoprobe /HSA 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologis t : J . Hunter 

30 ' bgs 

Lovejoy 

2655 Wiscons in 

X 
I -
CL 
UJ 
D 

5 -

1 0 -

1 5 -

2 0 -

25-

30-

> 
DC 
UJ > o o 
UJ 
DC 

Samples 

l!><CI Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

| : ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

in 
Ml 
_ i 

n 

OT 

^ - v 

fc CL 
CL 

Q 
CL 

REMARKS 

MW-241 S 

Flushmount 

51/60 

52/60 

59/60 

55/60 

49/60 

60/60 

/ / 

AS 
GW 

CL 

SW 

CL 

APSHALT surface cover and subbase. 

GFJAVEL, light gray, well graded, slighUy moist 

CLAY, brown, trace mottiing, stiff, trace gravel. 

CLAY, dark brown, stiff, dry. 

SAND, gray with tan, well graded. 

CLAY, gray, moist, trace pebbles. 

as above, pebbles absent 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample and 
duplicate coltected at 
1312. EIP-SS241-003-1 
and E1P-SS241-003-2. 

Soil sample collected at 
1317. 
E1P-SS241-008-1. 

Soil sampte collected at 
1323. 
EIP-SS241-013-1. 

Soil sample coltected at 
1336. EIP-SS241-018-1. 
MS/MSD confirmation 
sampte coltected. 

Geotech coltected from 
20' to 22.5'. 

Soil sample collected at 
1347. 
EIP-SS241-023-1. 

Soil sample coltected at 
1421. 
EIP-SS241-028-1. 

END OF BORING AT 30' 

If Concrete 

— Bentonite Chips 

-Grout 

-2" SS Riser 

-Sand Pack 

-0.010" Slot Screen 



BUOIIIISBI. 
Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS242 I 

(Page 1 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, linois 

Start Date 

Finish Date 

Drilter 
Drill ing Method 

Sampl ing Method 

1-18-07 

1-18-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

W E S T O N Geologist 

55' bgs 

Fusibond 

2615 Curt iss 

J. Hunter 

CL 
UJ 
Q 

5 -

1 0 -

15-

2 0 -

2 5 -

30-

> 
DC 
UJ 
> o o 
UJ 
DC 

Samples 

|>xCI Investigative Sampte Coltected 

^ ^ B Investigative and Confirmation Sampte Collected 

| " : " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

REMARKS 

54/60 

/:7'; 

51/60 

i 

48/60 

56/60 

60/60 : 

45/60 

TS 

CL 

GC 

GW 

TOPSOIL, black, slighUy moist 

SANDY CLAY, dark brown, slighUy moist, trace gravel. 

CLAYEY GRAVEL, brown, well graded, stiff, slightty 
moist. 

GFIAVEL, tan, well graded, sub-angular, dry, trace 
sand. 

as above, reddish brown, dry to slightly moist, sand 
absent. 

as above, sllghUy moist to moist. 

3" silty clay seam, slighUy moist, plastic. 

0.0 

0.0 

0.0 

0.2 

0.0 

0.0 

0.0 

0.0 

0.2 

0.0 

0.0 

0.0 

Soil sample collected 
at 0804. 
EIP-SS242-003-1. 

Soil sampte collected 
at 0809. 
E1P-SS242-008-1. 

Soil sampte collected 
at 0813. 
EIP-SS242-010-1. 
Duplicate confirmation 
sampte coltected. 

Soil sampte collected 
at 0826. 
EIP-SS242-018-1. 

Soil sampte collected 
at 0833. 
EIP-SS242-020-1. 

Soil sample collected 
at 0843. 
EIP-SS242-028-1. 

MW-242 I 

Wt 
stick-up 

Concrete 

-2" SS Riser 

-Grout 



.^^BMSSMMMSMEOS, 
Resto r ing R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS242 I 

(Page 2 of 2) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-18-07 
: 1-18-07 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

55' bgs 
Fusibond 
2615 Curtiss 
J. Hunter 

X 
h-
CL 
LU 
Q 

30-

> 
DC 
UJ > 
o 
o 
UJ 
DC 

Samples 

I.XTI Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sample Collected 

l''-"-'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

35-

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

60/60 

58/60 

59/60 

0/60 

58/60 

SW 

CL 

CL 

NR 

SP 

CL 

SP 

CLAY, gray, medium consistency, slighUy moist, 
plastic, trace round pebbles. 

GRAVELLY CLAY, brown, moist 
CLAY, gray, medium consistency, slighUy moist, 
plastic, trace round pebbles. 

SAND, brown, well graded, dry. 

CLAY, gray, medium consistency, slightly moist, 
plastic, trace round pebbles. 

NO RECOVERY from 45' to 50'. 

SAND, tan, pooriy graded, medium grained, very moist 
to moist 

SILTY CLAY, gray, moist, trace very fine grained sand. 

SAND, gray, pooriy graded, very fine grained, wet 

END OF BORING AT 55' 

MW-242 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

NR 

NR 

Soil sample collected 
at 0906. 
EIP-SS242-033-1. 

Soil sample coltected 
at 0946. 
EIP-SS242-035-1. 

Soil sample coltected 
at 1020. 
EIP-SS242-040-1. 

Geotech coltected 
from 50' to 55'. 

Soil sample coltected 
at 1202. 
EIP-SS242-053-1. 

— Grout 

2" SS Riser 

—Bentonite Chips 

-Sand Pack 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS243 S 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

1-18-07 

1-18-07 

Transhield 

HSA 

Grab 

Total Depth 
Location 

WESTON Geologist 

34' bgs 
Fusibond 
2615 Curtiss 
T. Sundquist 

X 
H 
CL 
UJ 
Q 

8 -

1 2 -

1 6 -

20-

2 4 -

2 8 -

32-

> 
CC 
in 
> o o 
m 
cc 

Samples 

|>><ll Investigative Sampte Coltected 

B H I Investigative and Confirmation Sampte Collected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

REMARKS 

48/48 

48/48 

48/48 

48/48 

48/48 

23/48 

32/48 

41/48 

OL 

CL 

NR 

CL 

NR 

CL 

GF?ASS surface cover and ORGANIC SOIL, black, soft, 
slightly moist, crumbly, roots. 

SANDY CLAY, brown, soft slightly moist, crumbly. 

as above, turning to medium consistency, few pebbles. 

SILTY CLAY, gray/brown, stiff, slightly moist, few 
pebbles. 

as above, gray. 
as above, brown, medium to stiff, pebbles absent. 

SILTY CLAY, gray, stiff, slightty moist, cobbles 
intermixed from 14.9' to 15.5'. 

SANDY CLAY, gray/brown, medium consistency, 
slightly moist, few pebbles, 
as above, soft, moist. 

as above, medium consistency, slightly moist, few 
gravels/pebbles/cobbles intermixed. 

NO RECOVERY from 20' to 22.1'. 

SANDY CLAY, gray, medium to soft, slightly moist, few 
pebbles/gravels. 

NO RECOVERY/SLOUGH from 24' to 25.9'. 

SILTY CLAY, gray, medium consistency, slightly moist, 
some sand. 

as above, sand absent, trace pebbles. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.6 

0.0 

0.0 

0.0 

NR 

0.0 

NR 

0.0 

0.4 

0.1 

Soil sampte coltected 
at 0817. 
EIP-SS243-000-1. 

Soil sampte coltected 
at 0820. 
EIP-SS243-004-1. 
Shelby tube collected 
from 4'to 6.5'at 1124. 

Soil sampte collected 
at 0825. 
EIP-SS243-008-1. 

Soil sample collected 
at 0832. 
EIP-SS243-012-1. 

Soil sampte collected 
at 0844. 
EIP-SS243-016-1. 
Geotech collected 
from 16'to 20'. 

Soil sample collected 
at 0855. 
EIP-SS243-022-1. 

Soil sample collected 
at 0919. 
EIP-SS243-026-1. 

Soil sampte collected 
at 0942. 
EIP-SS243-028-1. 

Switched to 
split-spoon at 32'. 

MW-243 S 

^ - Stick-up 

H H—Concrete 

—Bentonite Chips 

-Grout 

-2" SS Riser 

—Sand Pack 

-0.010" Slot Screen 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS243 S 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-18-07 
1-18-07 
Transhield 
HSA 
Grab 

Total Depth : 34' bgs 
Location : Fusibond 

: 2615 Curtiss 
WESTON Geologist : T. Sundquist 

CL 
LU 

a 
32-

3 6 -

4 0 -

4 4 -

4 8 -

5 2 -

5 6 -

6 0 -

6 4 -

01 
in 
> o o 
UJ 

oc 

Samples 

I X ! I Investigative Sample Collected 

I ^ H Investigative and Confirmation Sampte Coltected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-243 S 

12/24 Z Z 

CL 

n 

SILTY CLAY, brown, medium consistency, slighUy 
moist 

SAND, brown, pooriy graded, coarse grained, dry. 

\SILTY CLAY, brown, soft, slighUy moist 

END OF BORING AT 34' 

0.0 

Soil sample collected 
at 1032. 
EIP-SS243-032-1. 

file:///SILTY


Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS244 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-19-07 
1-19-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

36' bgs 
Fusibond 
2615 Curtiss 
J. Hunter 

X 
H 
CL 
UJ 
Q 

> 
CC 
UJ > 
o o 
UJ 

cc 

in o 
OT 
3 

Samples 

I X I I Investigative Sampte Coltected 

B I H Investigative and Confirmation Sample Collected 

F: - : "1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

fri 
III 

.1 

n 

OT 

,—̂  
fc CL 
O . 

Q 
CL 

REMARKS 

53/60 

1 0 - 56/60 

1 5 - 56/60 

2 0 - 56/60 

2 5 - 56/60 

30-

TS 

CL 

ML 

CL 

SW 

CLAYEY TOPSOIL, black, slightty moist. 

CLAY, brown, stiff, slightly moist, trace gravel. 

as above, dark brown. 

as above,, brown, soft, slightly moist, gravel absent. 

large gravel piece. 

SANDY SILT, brown, soft, very moist. 

SANDY CLAY, brown, moist 
16.5 
as above, sand content increasing. 
CLAY TILL, gray, soft, slightly moist, trace round gravel. 

as above, very stiff. 

SAND, tan, well graded, medium grained, dry, trace 
gravel. 

0.0 

0.0 

8.0 

37.5 

40.3 

65.6 

8.0 

0.2 

0.0 

0.0 

0.0 

0.0 

Soil sampte coltected at 1052. 
EiP-SS244-003-1. 

Soil sample collected at 1056. 
EIP-SS244-008-1. 

Soil sample coltected at 1100. 
E1P-SS244-013-1. 

Soil sample and duplicate coltected at 1112. 
EIP-SS244-015-1 and EIP-SS244-015-1. 

Soil sampte coltected at 1131. 
EIP-SS244-020-1. 

Soil sample collected at 1257. 
EIP-SS244-028-1. 



. ^BSBSMMSSEB, 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS244 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-19-07 
: 1-19-07 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

36' bgs 
Fusibond 
2615 Curtiss 

X 
I -
CL 
LU 
Q 

UJ 
> 
O 
o 
UJ 
cc 

in 
o 
OT 
3 

Samples 

I X I Investigative Sample Collected 

B I H Investigative and Confirmation Sample Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

30-

3 5 -
12/12 

^UCL 

SW 

sc 

SP 

SAND, tan, well graded, medium grained, dry, trace 
gravel. 

CLAYEY SAND, light brown, dry. 

SAND, tan, poorly graded, medium grained, dry, trace 
gravel. 

0.0 

0.0 

0.0 

Soil sample collected at 1312. 
EIP-SS244-033-1. 

Soil sample collected at 1340. 
EIP-SS244-035-1. 

END OF BORING AT 36' 

4 0 -

4 5 -

o a 

5 0 -

5 5 -

6 0 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS245 S 

(Page 1 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

1-18-07 

1-19-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

50' bgs 

Fusibond 

2615 Curtiss 

J. Hunter 

CL 
UJ 
Q 

1 0 -

1 5 -

2 0 -

2 5 -

30-

01 
UJ > 
O o 
m 
DC 

Samples 

l^xCI Investigative Sample Collected 

^ H i Investigative and Confirmation Sampte Collected 

|:::^::| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

REMARKS 

AS 

58/60 

60/60 

34/60 

38/60 

40/60 

58/60 

/ : / 

CL 

NR 

GW 
SW 

CL 

GW 

GC 

CL 

ASPHALT surface cover and subbase. 

CLAY, olive, soft, slightiy moist, 
as above, black. 

as above, dark brown, 

as above, stiff dry. 

SANDY CLAY, very moist. 

CLAY, brown, moist, plastic. 

as above, gray, medium consistency, slighUy moist, 
trace gravel. 

NO RECOVERY from 12.8' to 15'. 

^GF^AVEL, brown, well graded, dry. 

i^SAND, brown, well graded, dry. 

SANDY CLAY, brown, moist. 

GFJAVEL, light gray, well graded, dry. 

CLAYEY GF?AVEL, brown, well graded, moist, trace 
sand. 

as above, dark brown, moisture increasing to wet. 

CLAY, gray, very moist, plastic. 

as above, moisture content decreasing. 

I 
0.0 

0.0 

0.0 

0.0 

0.0 

NR 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected 
at 1317. 
EIP-SS245-003-1. 

Soil sample coltected 
at 1324. 
EIP-SS245-008-1. 

Soil sample and 
duplicate collected at 
1351. 
EIP-SS245-010-1 and 
EIP-SS245-010-2. 

Soil sample coltected 
at 1407. 
EIP-SS245-015-1. 

Soil sample collected 
at 1425. 
EIP-SS245-023-1. 

Soil sample collected 
at 1435. 
E1P-SS245-028-1. 

MW-245 S 

n̂  
Flushmount 

Concrete 

— Grout 

-2" SS Riser 

—Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS245 S 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-18-07 
: 1-19-07 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

50' bgs 
Fusibond 
2615 Curtiss 

X 
H 
CL 
U l 
Q 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

6 0 -

cc 
UJ > o o 
m 
cc 

Samples 

I Z X I Investigative Sample Collected 

I ^ H Investigative and Confirmation Sample Collected 

l " " ' : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

57/60 

59/60 

CL 

SW 

CL 

SW 

CL 

CLAY, gray, moist, plasfic, moist content decreasing. 

SAND, tan, well graded, dry. 

CLAY, gray, moist, plastic. 

SAND, tan, well graded, dry. 

CLAY, gray, moist, plastic. 

END OF BORING AT 50' 

OT 
U l 

< 
OT 

REMARKS 

MW-245 S 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected 
at 1454. 
E1P-SS245-033-1. 

Soil sample collected 
at 1513. 
EIP-SS245-038-1. 

Soil sample collected 
at 1530. 
EIP-SS245-043-1. 

Soil sample collected 
at 1607. 
EIP-SS245-048-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS246 

(Page 1 of 1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-19-07 

1-19-07 

Transhield 

Hand Cart/Dolly 

Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Fusibond 
2615 Curtiss 
J. Hunter 

X 
H 
CL 
UJ 
Q 

>-
rr i n 
> O 
() UJ 

cc 

in o 
OT 
3 

Samples 

I X I I Investigative Sampte Coltected 

^ ^ B Investigative and Confirmation Sample Coltected 

F : " " I Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

E 
CL 
Q . 

9 
CL 

REMARKS 

3 -

9 -

1 2 -

1 5 -

1 8 -

2 1 -

24-

34/36 

26/36 

35/36 

36/36 

34/36 

34/36 

36/36 

36/36 

z 

FL 

GW 

CL 

GW 

CL 

GW 

SW 

CL 

CONCRETE PAD. 

GFRAVEL, light gray/brown, well graded, wet (drilling 
fluid). 

GRAVELLY CLAY, dark brown, soft, slighUy moist 
trace roots. 

as above, gray-brown, roots absent. 

CLAY, brown, slightiy moist to moist, trace gravel. 

as above, gray-brown, stiff, sllghUy moist 

GRAVELLY CLAY, brown, slightty moist. 

SW SAND, well graded. 

^GF?AVEL, light gray, well graded. 

GFiAVELLY CLAY, brown, slightty moist 

GFRAVEL, light gray, well graded, dry, trace sand. 

SAND, brown, well graded, loose, dry. 

CLAY TILL, gray, soft, slightly moist, trace round 
pebbles. 

as above, plastic. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 0837. 
EIP-SS246-000-1. 

Soil sample coltected at 0845. 
EIP-SS246-003-1. 

Soil sample coltected at 0855. 
EIP-Ss246-006-1. 

Soil sampte coltected at 0905. 
EIP-SS246-009-1. 

Soil sample coltected at 0920. 
EIP-SS246-012-1. 

Soil sample collected at 0932. 
EIP-SS246-015-1. 

Soil sample coltected at 0952. 
EIP-SS246-018-1. 

Soil sampte coltected at 1033. 
EIP-SS246-021-1. 

END OF BORING AT 24' 

2 7 -

3 0 -



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS247 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-22-07 
1-22-07 
Transhield 
HSA 
Grab 

Total Depth 
Location 

WESTON Geologist 

40' bgs 
CVP 
2514-2518 Wisconsin 
T. Sundquist 

I-
Q. 
UJ 
Q 

>-
DC 
LU > 
o o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

\2XZ.\ Investigative Sampte Coltected 

I ^ B Investigative and Confirmation Sample Coltected 

f - ' " . i \ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
III 
_ i 

n 2 
< 
ro 

.̂̂  
fc Q-
Q. 

Q 
Q. 

REMARKS 

1 
34/48 7 7 / 

8 -
48/48 

1 2 -
48/48 

1 6 -
40/48 

2 0 -
48/48 

2 4 -

2 8 -

32-

48/48 

0/24 

0/24 

11/24 

20/24 

AS 

CL 

NR 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, medium consistency, dry, crumbly, 
cobbles intermixed. 
^as above, slighlty moist, some pebbles, trace sand. 

as above, brown/gray, trace cobbles, pebble absent 
CLAY, gray, medium consistency, slightiy moist, some 
sand, few pebbles. 

SANDY CLAY, gray, soft, slighUy moist, few pebbles. 

CLAY, gray, soft, sllghUy moist, few pebbles, trace 
sand. 

NO RECOVERY from 24' to 28'. 

CLAY, gray/brown, medium consistency, slightly moist, 
trace sand, trace pebbles. 

as above, soft, slightly moist, sand/pebbles absent. 

as above, medium to soft. 

NR 

0.2 

0.4 

0.6 

0.5 

0.7 

0.4 

0.3 

0.2 

0.2 

0.0 

0.0 

NR 

NR 

0.2 

0.3 

n 

Soil sample coltected at 0840. 
EIP-SS247-002-1. 

Soil sample collected at 0842. 
EIP-SS247-006-1. 

Soil sample collected at 0848. 
EIP-SS247-010-1. 

Soil sample collected at 0900. 
EIP-SS247-012-1. 

Soil sample collected at 0915. 
EIP-SS247-016-1. 

Soil sample collected at 0922. 
EIP-SS247-020-1. Geotech collected from 
20' to 24'. 

Switched to 2' split-soon at 24'. No sample 
collected from 24' to 28'. 

Soil sample collected at 1121. 
EIP-SS247-028-1. 

Soil sample collected at 1129. 
EIP-SS247-030-1. 



Restoring Resource Efficiency 

LOG OF BORING EIP-SS247 

(Page 2 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-22-07 

1-22-07 

Transhield 

HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

CVP 

2514-2518 Wisconsin 

T. Sundquist 

0. 
in 
Q 

> 
cc 
OJ 
> 
o 
o 
UJ 
DC 

in 
o 
w 
3 

Samples 

I X I Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sample Collected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

CL 
CL 

9 
CL 

REMARKS 

32-

3 6 -

19/24 

14/24 

8/24 

40- 23/24 / / / 

CL 

CLAY, gray/brown, medium to soft, slighUy moist. 

as above, medium consistency, trace sand. 

as above, gray, sand absent. 

0.4 

0.4 

0.3 

0.0 

Soil sampte collected at 1137. 
EIP-SS247-032-1. 

Soil sample and duplicate collected at 1146. 
EIP-SS247-034-1 and EIP-SS247-034-2. 

Soil sample collected at 1200. 
EIP-SS247-036-1. 

Soil sample coltected at 1210. 
EIP-SS247-038-1. 

END OF BORING AT 40' 

4 4 -

4 8 -

5 2 -

5 6 -

6 0 -

6 4 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS248 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-22-07 
: 1-22-07 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

: 50' bgs 
:CVP 
: 2514-2518 Wisconsin 
: J.Hunter 

Q. 
UJ 
Q 

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
DC 
UJ > o o 
m 
DC 

CD 

Samples 

L X I Investigative Sampte Collected 

^ B l Investigative and Confirmation Sampte Coltected 

t ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
w 

REMARKS 

AS 

50/60 

57/60 

57/60 

58/60 

57/60 

60/60 

GW 

CL 

ASPHALT surface cover. 

GF5AVEL, light gray, well graded, slightly moist. 

SILTY CLAY, olive with black mottling, trace angular gravel 

as above, slighUy stiff. 

as above, black staining, slightly moist, slightiy plastic. 

CLAY, light green/blue with ochre mottling, slighUy moist 

as above, moist, very cohesive. 
CLAY, light brown, moist, plastic. 

gradual transitifion into gray clay. 

GF?AVELLY CLAY, brown, saturated. 

CLAY, brown, very moist, trace gravel. 

CLAY, gray, stiff, dry to slighUy moist. 

0.0 

0.0 

6.4 

2919 

366 

2919 

17.9 

19.6 

835 

685 

1.8 

0.0 

Soil sample coltected at 
0832. 
EIP-SS248-003-1. 

Soil sampte collected at 
0840. 
EIP-SS248-008-1. 

Shelby tube collected 
from 10'to 12.5'. 

Soil sampte coltected at 
0849. 
EIP-SS248-013-1. 

Soil sampte coltected at 
0903. 
EIP-SS248-018-1. 

Soil sampte coltected at 
0915. 
EIP-SS248-020-1. 

Soil sampte collected at 
0954. 
EIP-SS248-025-1. 

MW-248 I 

IT 
Flushmount 

Concrete 

— Grout 

-2" SS Riser 

-Bentonite Chips 

-Sand Pack 

-0.010" Slot Screer 



BBMXEEm. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS248 

(Page 2 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 1-22-07 

: 1-22-07 

: Transhield 

: Geoprobe 

: Grab 

Total Depth 
Location 

WESTON Geologist : J.Hunter 

50' bgs 
CVP 
2514-2518 Wisconsin 

I -
CL 
UJ 
D 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

>-
DC 
LU > o o 
Ul 
01 

Samples 

[̂ ><Z\ Investigative Sample Collected 

B ^ l Investigative and Confirmation Sample Collected 

[^^^ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

51/60 

/ / 

51/60 

42/60 

60/60 / y 

GW 

7. 

9 

CL 

GFIAVEL with clay, brown, well graded, trace sand. 

SANDY CLAY, brown, very moist. 

CLAY, gray, slighUy sfiff, slightly moist, 

trace seams of moist clayey sand throughout. 

END OF BORING AT 50' 

6 0 -

E 
CL 

3 
9 
CL 

REMARKS 

MW-248 I 

3.3 

3.6 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Geotech coltected from 
30' to 35'. 

Soil sample coltected at 
1004. 
EIP-SS248-033-1. 

Soil sampte coltected at 
1050. 
EIP-SS248-038-1. 

Soil sample and 
duplicate coltected at 
1108. EIP-SS248-043-1 
and EIP-SS248-043-2. 

Soil sample collected at 
1138. 
EIP-SS248-048-1. 

—Sand Pack 

0.010" Slot Screer 



\5 X(S5MS] 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g 
X 
1-
UJ 
Q 

U 

5 -

: 

_ 

1 0 -

1 5 -

-

-

2 0 -

-

2 5 -

3 0 -

LOG OF BORING EIP-SS248 S 

(Pagel o f l ) 

Start Date : 1-23-07 Location : CVP 
Finish Date : 1-23-07 :2514-2518 Wisconsin 
Drilter : Transhield WESTON Geologist : J. Hunter 
Drilling Method : Geoprobe 
Total Depth : 22' bgs 

DESCRIPTION 

BLIND DRILLED DUE TO NESTED MONITORING WELL 
PAIR, SEE EIP-SS248 1 BORELOG. 

MW-248 S 

r —1 

1 

T T 

• 

' 

1 

"7" 

m 

. • ; 

^ 

: 

—Concrete 

— Grout 

—2" SS Riser 

— Bentonite Chips 

— Sand Pack 

—0.010" Slot Screen 

END OF BORING AT 22' 



BISBMBMSSm, 
Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS249 

(Page 1 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-22-07 
1-22-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
CVP 
2514-2518 Wisconsin 
J. Hunter 

CL 
UJ 
Q 

CC 
in 
> 
O 
o 
UJ 

cc 

tn 
o 
OT 
3 

Samples 

I X I I Investigative Sample Collected 

H H Investigative and Confirmation Sampte Collected 

F":::i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 
_ i 
Q. 

< 
OT 

E 
CL 
CL 

9 
0. 

REMARKS 

AS 

5 -
59/60 

1 0 - 57/60 

1 5 - 53/60 

2 0 - 57/60 

2 5 - 53/60 

30- 60/60 

SW 
^ASPHALT surface cover. 

CL 

GW 

CL 

SAND, light gray, well graded, loose, dry. 

CLAY, olive, some black mottiing, stiff, dry. 

CLAY, brown, stiff, dry. 

GFRAVELLY CLAY, brown, moist. 

CLAY, brown. 

CLAY, gray. 

GFJAVEL with clay, brown, stiff, dry. 

GFRAVELLY CLAY, brown, moist. 

CLAY, gray, stiff, dry. 

sand seam, brown, well graded, slightly moist. 

CLAY, gray, trace brown color, slighUy moist to moist (in 
seams). 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 1301. 
EIP-SS249-000-1. 

Soil sampte coltected at 1308. 
EIP-SS249-005-1. 

Soil sample coltected at 1319. 
EIP-SS249-010-1. 

Soil sampte and duplicate coltected at 1326. 
EIP-SS249-018-1 and EIP-SS249-018-2. 

Soil sample coltected at 1335. 
EIP-SS249-020-1. 

Soil sample collected at 1350. 
EIP-SS249-028-1. 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS249 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-22-07 
: 1-22-07 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
CVP 
2514-2518 Wisconsin 
J. Hunter 

X 
1-
Q. 
UJ 
Q 

V 
rr in 
> ID 
C) 
UJ 
DC 

in 
o 
ro 
3 

Samples 

I X I I Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sampte Collected 

F " ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
CL 

< 
OT 

£ 
Q-
CL 

9 
CL 

REMARKS 

30-

35-
60/60 

4 0 -
38/60 

4 5 -
60/60 

50-
54/60 

z 

SP ^SAND, gray, poorly graded, slightly moist. 

CL 

SW 

CL 

SW 

CLAY, gray. 

as above, moist, trace sand. 

CLAY, dark gray, stiff, dry. 

SAND with clay, brown, well graded, moist, trace gravel. 

SILTY CLAY, brown, stiff, slightly moist, trace round pebbles 
transitioning to gray with depth. 

as above, gray. 

SAND, brown, well graded, medium grained, dry, trace grave I 

0.0 

0.0 

0.0 

0.0 

0.0 

1.0 

0.0 

0.0 

Soil sample collected at 1417. 
EIP-SS249-033-1. 

Soil sampte coltected at 1443. 
EIP-SS249-038-1. 

Soil sample collected at 1522. 
E1P-SS249-043-1. 

Soil sampte collected at 1549. 
EIP-SS249-048-1. 

END OF BORING AT 50' 

55 -

6 0 -



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS250 D 

(Page 1 of 3) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 1-23-07 

: 1-23-07 

: ProSonic 

: Rotosonic 

:Grab 

Total Depth 
Location 

WESTON Geologist 

97' bgs 
Fusibond 
2615 Curtiss 
J. Hunter 

X 
H 
Q. 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

3 0 -

3 5 -

4 0 -

45-

>-
DC 
in 
> o o 
UJ 
01 

Samples 

CXZ.\ Investigative Sampte Coltected 

B H I Investigative and Confirmation Sample Collected 

[HTTTT] Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 
_ i 
Q. 

< 
OT 

AS 

16/18 

10/10 

10/10 

CL 
V 

GW 

CL 

GW 

SP 

CL 

SW 

GW 

ASPHALT surface cover and subbase. 

SILTY CLAY, dark brown, medium consistency, slightly 
moist, trace roots, trace coarse grained sand, 
as above, trace ochre mottling, stiff, gravel/sand 
content Increasing. 
large gravels. 

GFIAVEL, brown, well graded, sub-angular, slightly 
moist, trace clay and sand. 

SANDY CLAY, brown, moist. 

GF?AVEL, brown, well graded, sub-angular, slightly 
moist to dry, sand content increasing with depth. 

clay seam, tan. 
^as above, slighUy moist, some sand. 

SAND, brown, poorly graded, medium grained, slighUy 
moist. 

CLAY, gray, medium consistency, moist, trace rounded 
gravel. 
brown sandy clay seam, moist. 

as above, gray clay, very moist. 

SAND, dark brown, well graded, moist. 

GfRAVEL, tan, well graded, rounded, dry, trace clay 
and sand. 

REMARKS 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte coltected at 
1010. 
EIP-SS250-000-1. 

Soil sample collected at 
1026. 
EIP-SS250-003-1. 

Soil sampte coltected at 
1035. 
EIP-SS250-008-1. 

Soil sample collected at 
1039. 
EIP-SS250-013-1. 

Soil sampte coltected at 
1041. 
EIP-SS250-018-1. 

Soil sampte coltected at 
1044. 
E1P-SS250-023-1. 

Soil sample collected at 
1108. 
EIP-SS250-028-1. 

Soil sampte collected at 
1114. 
EIP-SS250-033-1. 

Soil sample collected at 
1129. 
E1P-SS250-038-1. 

Soil sample collected at 
1133. 
EIP-SS250-043-1. 

MW-250 D 

Flushmount 

Concrete 

-Grout 

-2" SS Riser 



.^BnMSEMSMJSm, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS250 D 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-23-07 
: 1-23-07 
: ProSonic 
: Rotosonic 
: Grab 

Total Depth 
Location 

WESTON Geologist 

97' bgs 
Fusibond 
2615 Curtiss 
J. Hunter 

CL 
LU 
Q 

45-

50-

5 5 -

6 0 -

6 5 -

70-

7 5 -

80-

85-

90-

>-
DC 
UJ > 
O 
o 
UJ 
DC 

Samples 

I X I Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sampte Coltected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
ro 

REMARKS 

10/10 

/, 

10/10 

10/10 

10/10 

10/10 

y . 

PSSj 

CL 

SP 

CL 

sc 

CL 

SILTY CLAY, gray, medium consistency, moist, trace 
gravel. 

as above, saturated. 

as above, trace fine grained sand. 

SAND, gray, pooriy graded, fine grained, very moist 
trace clay. 

SILTY CLAY, gray, very moist, trace round pebbles. 

as above, moist to slightly moist. 

CLAYEY SAND, gray, moist trace gravel. 

CLAY with sand, gray, very moist trace rounded 
gravel. 
increasing gravel content and brown coloration with 

^deptlL 

CLAYEY GFIAVEL, brown/gray, well graded, moist, 
.trace coarse grained sand. 

G V V V L I M E S T O N E , crushed, dry. 

^CLAYEY GFWWEL, light brown, very moist, trace sand. 

DOLOMITE BEDROCK, fractured, weathered along 
fractures. 

DOLOMITIC LIMESTONE, light gray, fossileriferous, wet, 
trace dissolution channels. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

NA 

NA 

Soil sampte and 
duplicate coltected at 
1309. E1P-SS250-048-1 
and EIP-SS250-048-2. 

Soil sampte and 
duplicate coltected at 
1312. EIP-SS250-053-1 
and EIP-SS250-053-2. 

Soil sampte collected at 
1324. 
EIP-SS250-058-1. 

Soil sample collected at 
1327. 
EIP-SS250-063-1. 

Soil sampte collected at 
1351. 
EIP-SS250-068-1. 

Soil sample coltected at 
1356. 
EIP-SS250-073-1. 

No more samples 
collected due to 
bedrock. 

MW-250 D 

-Grout 

-2" SS Riser 

-Bentonite Chips 

-0.010" Slot Screen 
-Sand Pack 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS250 D 

(Page 3 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-23-07 
1-23-07 
ProSonic 
Rotosonic 
Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

97' bgs 
Fusibond 
2615 Curtiss 

CL 
UJ 
Q 

90-

95-

DC 
in 
> o 
ID 
in 
cc 

Samples 

CxZ.\ Investigative Sampte Coltected 

^ ^ B Investigative and Confirmation Sampte Coltected 

|::":: | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
LU 

< 
ro 

REMARKS 

MW-250 D 

1 0 0 -

1 0 5 -

1 1 0 -

1 1 5 -

1 2 0 -

1 2 5 -

130-

1 3 5 -

_Z/2. 

DOLOMITIC LIMESTONE, light gray, wet, fossileriferous, 
trace dissolution channels 

NA 

NA 

-0.010" Slot Screen 

-Sand Pack 

END OF BORING AT 97' 



^^BSaSMBSEB. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS251 S 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-23-07 
1-23-07 
Transhield 
Geoprobe 
Grab 

Total Depth 

Location 

WESTON Geologist 

35' bgs 

Magnetrol 

5300 Belmont 

T. Sundquist 

X 
I -
CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
DC 
UJ > 
o o 
m 
DC 

Samples 

I X I I Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sampte Collected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 
_1 
CL 
< 
w 

REMARKS 

AS 

60/60 

60/60 

60/60 7 / 

60/60 

60/60 

60/60 A 

CL 

SC 

CL 

SW 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, stiff, slighUy moist to dry, few 
pebbles, trace sand. 

as above, olive brown, slightly moist medium 
consistency. 

as above, gray, some sand. 

as above, soft, trace pebbles. 

CLAYEY SAND, gray, coarse grained, soft, very moist. 

SILTY CLAY, gray, stiff, slighUy moist, trace pebbles, 
trace sand. 

SAND/GF^VEL, gray, coarse grained, moist, little clay. 

SILTY CLAY, gray/brown, stiff, sllghUy moist, some 
sand, 
as above, gray, few pebbles. l̂  

as above, slightly moist to dry. 

0.2 

0.0 

0.0 

0.0 

0.0 

0.1 

0.4 

0.1 

0.0 

0.0 

0.0 

0.2 

Soil sample collected at 
0820. 
EIP-SS251-000-1. 

Soil sample collected at 
0825. 
E1P-SS251-008-1. 

Shelby tube collected 
from 10'to 12.5'at 
1110. 

Soil sampte collected at 
0833. 
EIP-SS251-013-1. 

Soil sampte coltected at 
0900. 
EIP-SS251-015-1. 

Soil sample coltected at 
0924. 
EIP-SS251-020-1. 

Soil sample collected at 
0942. 
EIP-SS251-028-1. 

MW-251 S 

If 
Flushmount 

Concrete 

-Grout 

-2" SS Riser 

— Bentonite Chips 

-Sand Pack 

-0.010" Slot Screen 



Re;5torlng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS251 S 

(Page 2 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-23-07 
1-23-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

35' bgs 
Magnetrol 
5300 Belmont 
T. Sundquist 

CL 
UJ 
Q 

30-

> 
DC 
Ul 
> o o 
Ul 

cc 

Samples 

l>><II Investigative Sample Coltected 

B ^ l Investigative and Confirmation Sampte Collected 

\',::r~.\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
OT 

REMARKS 

MW-251 S 

35-

4 0 -

4 5 -

o 
g 

5 0 -

5 5 -

60/60 

CL 

SILTY CLAY, gray, medium to stiff, slightly moist to dry, 
trace pebbles. 

0.7 

0.7 

Soil sampte collected at 
1019. 
EIP-SS251-030-1. 

END OF BORING AT 35' 
35' borehole grouted up. Offset and blind drilled to 
install shallow monitoring well, MW251S. 

60-



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS252 

(Pagel of1) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-23-07 
:1-23-07 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist : M. Castillo 

30' bgs 
Magnetrol 
5300 Belmont 

X 
I -
CL 
UJ 
Q 

> 
OC 
UJ > o o 
UJ 

cc 

in 
o 
ro 
3 

Samples 

I X ! I Investigative Sampte Coltected 

I H B Investigative and Confirmation Sampte Collected 

F' ' ' ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 
_ i 
CL 

< 
OT 

CL 
CL 

9 
REMARKS 

5 - 60/60 

1 0 - 60/60 

1 5 - 60/60 

2 0 -
60/60 

25-
60/60 

30- 60/60 

m 

v.y 

/ 

AA / / / 

i 
77/ 

Z^ 

'A, 

AS 

SC 

CL 

^large cobble. 

ASPHALT surface cover and subbase. 

SILTY CLAY, tan and gray mottling, stiff, dry, medium 
plasticity, trace pebbles. 

as above, tan, high plasticity, some silt, sand, and 
pebbles layers through 7.5', 

CLAY TILL, gray, stiff, dry, high plasticity, trace 
pebbles. 

as above, trace moisture and softness throughout. 

as above, moisture or softness absent. 

1.5 

0.6 

2.4 

0.6 

1.3 

0.6 

1.2 

2.0 

0.9 

1.3 

0.1 

0.2 

Soil sampte and duplicate collected at 1030. 
EIP-SS252-000-1 and EIP-SS252-000-2. 

Soil sample coltected at 1043. 
EIP-SS252-005-1. 

Soil sample collected at 1050. 
EIP-SS252-010-1. 

Soil sampte coltected at 1100. 
EIP-SS252-018-1. 

Soil sample collected at 1115. 
EIP-SS252-023-1. 

Soil sampte collected at 1145. 
EIP-SS252-028-1. 

END OF BORING AT 30' 



,^BMBMEMEEB, 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS253 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-23-07 

1-23-07 

Cabeno 

HSA 

Grab 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Magnetrol 

5300 Belmont 

T. Sundquist 

CL 
UJ 
Q 

> 
CC 
UJ > 
o o 
UJ 

oc 

in o 
OT 
3 

Samples 

|>xCI Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sample Collected 

F : " . ' 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

AS 

4 - 48/48 

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

36/48 

0/24 

18/24 

12/24 

24/24 

24/24 

24/24 

24/24 

24/24 

24/24 

24/24 

19/24 

CL 

SANDY CLAY, red/brown, soft, slighUy moist, crumbly, 
Jew pebbles. 
VsiLTY CLAY, gray, medium consistency, slighUy moist 
few pebbles. 

V N O Recovery/Slough from 4' to 6'. 

as above, slighty moist, cobbles intermixed. 

SANDY CLAY, gray/brown, very fine grained, medium 
consistency, slighUy moist, few pebbles. 

NR 

CL 

ASPHALT surface cover and subbase. 

NO RECOVERY from 8' to 10'. 

SILTY CLAY, gray, medium to stiff, slighUy moist. 

as above, medium consistency, few pebbles. 

as above, becoming stiff. 

as above, fewer pebbles. 

END OF BORING AT 30' 

0.1 

0.2 

0.1 

0.3 

NR 

0.3 

0.1 

0.1 

0.2 

0.1 

0.0 

0.2 

0.1 

0.2 

0.4 

Soil sample and duplicate collected at 1336. 
EIP-SS253-002-1 and EIP-SS-253-002-2. 

Soil sample coltected at 1347. 
E1P-SS253-006-1. 

Switched to 2' split spoon at 8'. 

Soil sample coltected at 1423. 
E1P-SS253-010-1. 

Soil sampte collected at 1435. 
EIP-SS253-012-1. 

Soil sampte collected at 1443. 
EIP-SS253-014-1. 

Soil sampte coltected at 1445. 
EIP-SS253-016-1. 

Soil sampte collected at 1448. 
EIP-SS253-018-1. 

Soil sampte coltected at 1500. 
EIP-SS253-020-1. 

Soil sample collected at 1510. 
EIP-SS253-022-1. 

Soil sampte coltected at 1514. 
EIP-SS253-024-1. 

Soil sampte collected at 1530. 
EIP-SS253-026-1. 

Soil sample coltected at 1536. 
E1P-SS253-028-1. 

3 2 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS254 

(Page 1 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-24-07 
: 1-24-07 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist : T. Sundquist 

35' bgs 
Magnetrol 
5300 Belmont 

CL 
UJ 
O 

UJ 

s 
O 
UJ 
DC 

in o 
OT 
3 

Samples 

l " X I Investigative Sampte Collected 

B B I Investigative and Confirmation Sample Coltected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

CL 
CL 

9 
CL 

REMARKS 

60/60 

1 0 -
60/60 

1 5 -
60/60 

2 0 -
56/60 

2 5 -
54/60 

30-
58/60 ^ 

OL 

CL 

SC 
- q -

GRASS surface cover and ORGANIC SOIL, black, soft, 
slighUy moist, roots, transitioning to dark brown with 
depth. 

SILTY CLAY, olive/brown, medium consistency, sllghUy 
moist 
as above, brown, few pebbles, sand from 6.3' to 7', 
becoming dry with depth. 

SILTY CLAY, brown/gray, medium to stiff, sllghUy moist 
to dry, few pebbles. 

as above, gray, stiff, dry. 

as above, brown/gray, slightly moist to dry, medium to 
stiff. 

as above, dry. 

as above, gray, medium consistency, sllghUy moist to 
dry. 

CLAYEY SAND, gray, coarse grained, sllghUy moist 

0.0 

0.3 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.6 

0.3 

Soil sampte and duplicate collected at 0819. 
EIP-SS254-003-1 and E1P-SS254-003-2. 

Soil sampte collected at 0824. 
EIP-SS254-005-1. 
Geotech coltected from 5' to 10' at 0903. 

Soil sampte and duplicate collected at 0833. 
EIP-SS254-010-1 and E1P-SS254-010-2. 

Soil sampte collected at 0849. 
EIP-SS254-015-1. 

Soil sampte coltected at 0911. 
EIP-SS254-023-1. 

Soil sampte coltected at 0939. 
EIP-SS254-025-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS254 

(Page 2 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

1-24-07 

1-24-07 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist : T. Sundquist 

35' bgs 
Magnetrol 
5300 Belmont 

e . 

X 
h-
Q. 
LU 
Q 

> 
OC 
UJ 

> CJ 
C) 
UJ 
DC 

o 
T 
CL 

< 01 
CD 

ro 
n 
tn 
3 

Samples 

I X I Investigative Sampte Collected 

^ ^ B Investigative and Contirmation Sample Collected 

F : ' " : 1 Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

E 
CL 
CL 

9 
CL 

REMARKS 

30-

35- 58/60 

SILTY CLAY, gray, medium consistency, slightly moist 
^SILTY CLAY, gray, medium to stiff, dry, few pebbles. 

CL 
0.8 

0.4 

Soil sample collected at 0956. 
EIP-SS254-030-1. 

END OF BORING AT 35' 

4 0 -

45-

o 
a 

5 0 -

5 5 -

6 0 -



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS255 S 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-24-07 
1-25-07 
Cabeno 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

32' bgs 
Magnetrol 
5300 Belmont 
M. Castillo 

CL 
Ul 
Q 

4 -

8 -

1 2 -

1 6 -

2 0 -

2 4 -

2 8 -

32-

>-
DC 
LU > o o 
UJ 
01 

Samples 

l^xCI Investigative Sample Collected 

j ^ ^ l Investigative and Confirmation Sampte Collected 

['""'^l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

42/48 

?7 

^/ 

•A 
/ / 

40/48 VA 
VA 

48/48 

' / . 

37/48 

48/48 

48/48 

36/48 

48/48 

TS TOPSOIL, brown, soft, dry, some organics and 
^pebbles. 

SC 

CL 

/V-SC 

CL 

CLAYEY SAND, tan, very fine grained, medium 
consistency, dry, high plasficity, trace pebbles. 

as above, transifioning to brown, 

as above, slightly moist. 

as above orange from 10' to 11'. 

as above, very soft. 

CLAY TILL, gray, soft, dry, high plasficity, trace well 
graded sand. 

as above, increasing sand content with depth. 

SAND and CLAYEY SAND, gray, well graded, loose, 
saturated. 

as above, some slough due to looseness. 

CLAY TILL, gray, stiff, dry, high plasticity, trace 
pebbles. 

END OF BORING AT 32' 

1.7 

2.7 

23.7 

1,3 

1.3 

1.5 

2.4 

0.6 

0.4 

1.6 

3.1 

2.6 

6.3 

4.4 

2.3 

; 2.4 

Soil sample and 
duplicate coltected at 
0810. EIP-SS255-002-1 
and EIP-SS-255-002-2. 
Soil sampte collected at 
0815. 
EIP-SS255-004-1. 

Soil sample coltected at 
0820. 
EIP-SS255-010-1. 

Soil sample coltected at 
0830. 
EIP-SS255-012-1. 

Soil sampte and 
duplicate coltected at 
0840. EIP-SS255-018-1 
and EIP-SS255-018-2. 
Soil sample coltected at 
0911. 
EIP-SS255-020-1. 

Soil sample coltected at 
0930. 
EIP-SS255-024-1. 

Soil sample coltected at 
1000. 
EIP-SS255-028-1. 
Geotech collected from 
28'to 30'at 1010. 

MW-255 S 

il̂  Concrete 

-Grout 

-2" SS Riser 

— Bentonite Chips 

—Sand Pack 

0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS256 D 

(Page 1 of 3) 

U.S. EF'A Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-24-07 

1-24-07 

Pro Sonic 

Rotosonic 

Grab 

Total Depth 
Location 

WESTON Geologist 

112'bgs 
Flowserve 
2424 Wisconsin 
J. Hunter 

X 
H 
CL 
UJ 
Q 

1 0 -

.] 5 _ 8.5/10 

2 0 -

2 5 -

3 0 -

3 5 -

4 0 -

45-

>-
DC 
in 
> o o 
UJ 

cc 

Samples 

Investigative Sample Collected 

Investigative and Confirmation Sampte Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

3.5/5 

8.5/10 

8.5/10 

9.5/10 

i 

NR 

CL 

SW 

NO RECOVERY from 0' fo 2'. 

CLAY, brown, ochre mottling, medium to stiff, trace 
pebbles. 

large lithic fragments (ss). 

CLAY, brown/gray. 

GFRAVELLY CLAY with sand, coarse-grained, very 
moist. 
CLAY, gray, medium consistency, sllghUy moist, trace 
pebbles. 

No Recovery from 15'to 16.5'. 

CLAY, gray. 

as above, soft, moist 

No Recovery from 25' to 26.5'. 

as above, trace sand. 

CLAY, gray, stiff, slightly moist. 

large cobble with brown clay. 
CLAY, gray with trace tan color, medium to soft, trace 
rounded gravel. 

as above, gray, sfiff, dry. 

SAND, brown, slightly moist, trace clay. 

0.0 

0.0 

1.6 

0.0 

0.0 

0.0 

0.0 

0.0 

SLL 

Soil sampte coltected at 
0907. 
EIP-SS256-000-1. 

Soil sample coltected at 
0926. 
E1P-SS256-005-1. 

Soil sampte collected at 
0930. 
EIP-SS256-010-1. 

Soil sample and 
duplicate collected at 
0945. EIP-SS256-015-1 
and EIP-SS256-015-2. 

Soil sampte coltected at 
0950. 
EIP-SS256-020-1. 

Soil sample collected at 
1007. 
EIP-SS256-025-1. 

Soil sampte coltected at 
1011. 
EIP-SS256-030-1. 

Soil sampte collected at 
1023. 
EIP-SS256-035-1. 

Soil sample coltected at 
1027. 
EIP-SS256-040-1. 

MW-256 

Stick-up 

Concrete 

-Grou t 
2" SS Riser 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS256 D 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

:1-24-07 
: 1-24-07 
: Pro Sonic 
: Rotosonic 
:Grab 

Total Depth 

Location 

WESTON Geologist : J. Hunter 

112'bgs 

Flowserve 

2424 Wisconsin 

X 
I -
0. 
UJ 
Q 

45-

5 0 -

5 5 -

6 0 -

6 5 -

7 0 -

7 5 -

8 0 -

8 5 -

9 0 -

> 
CC 
UJ 
> 
o 
o 
UJ 
cc 

Samples 

\ X 1 \ Investigative Sample Collected 

H H Investigative and Contirmation Sampte Collected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
ro 

REMARKS 

6/10 

7.5/10 

0/10 

8.5/10 

NR 

SAND, tan, well graded, dry, trace clay, trace rounded 
igravel. 
Vas above, dry. 

SW 

SAND, gray, pooriy graded, coarse grained, wet 
"^SAND with silt, gray, wet, silt content increasinc 

gp depth. 

NR 

CL 

GW 

NO RECOVERY from 45' to 49'. 

No Recovery from 55' to 57.5'. 

SAND, tan, well graded, coarse grained, wet. 

as above, gray, medium grained, trace silt. 

increasing with 

NO RECOVERY f rom 65' to 75.5'. 

SANDY CLAY, gray/brown, moist, trace gravel. 

CLAYEY GRAVEL, tan, well graded, sub-angular, 
moist to wet. 

large lithic fragments, light gray, dry. 
as above, tan, very hard, 
as above, light gray, dry. 

DOLOMITE, light gray to tan, fractured, weathered, 
large dissolution channels, fossillferous, slightly moist. 

0.2 

0.0 

0.0 

0.1 

NA 

NA 

0.4 

0.0 

iiA. 

Soil sample coltected at 
1040. 
EIP-SS256-045-1. 

Soil sample collected at 
1045. 
EIP-SS256-050-1. 
Geotech and duplicate 
Geotech coltected from 
50' to 55'. 

Soil sampte collected at 
1053. 
EIP-SS256-055-1. 

Soil sample coltected at 
1058. 
EIP-SS256-060-1. 

No sampte coltected 
from 65' to 70'. 

No sample collected 
from 70' to 75'. 

Soil sample and 
duplicate collected at 
1115. EIP-SS256-075-1 
and EIP-SS256-075-2, 

Soil sample coltected at 
1120. 
EIP-SS256-080-1. 

No more samples 
coltected due to 
bedrock. 

MW-256 

-Grout 

- 2 " SS Riser 



IXIiEIIllSB. 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS256 D 

(Page 3 of 3) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampl ing Method 

: 1 -24 -07 

:1 -24 -07 

: Pro Sonic 

: Rotosonic 

: G r a b 

Total Depth 

Locat ion 

W E S T O N Geologist 

112 'bgs 

Flowserve 

2424 Wisconsin 

J. Hunter 

X 
H 
Q. 
LU 
Q 

9 0 -

> 
cc 
\n 
> o o 
UJ 

cc 

9 5 - 8/10 

1 0 0 -

1 0 5 - 8'10 

1 1 0 -

1 1 5 -

1 2 0 -

1 2 5 -

1 3 0 -

135-

311. 

Samples 

L X I I Investigative Sampte Collected 

H H Investigative and Confirmation Sample Collected 

| ' : " " | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
w 

REMARKS 

MW-256 

DOLOMITE, light gray to tan, fractured, weathered, 
large dissolution channels, fosslliferous, slightly moist. 

as above, intense weathering. 
DOLOMITE, light gray, semi-fractured, small dissolution 
channels, slightly moist. 

NA 

NA 

NA 

NA 

—Grout 

-2" SS Riser 

—Bentonite Chips 

-Sand Pack 

-0.010" Slot Screen 

END OF BORING AT 112' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS257 I 

(Pagel of2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-24-07 
1-25-07 
Transhteld 
Geoprobe 
Grab 

Tota l Depth 

Locat ion 

W E S T O N Geologist 

45 ' bgs 

Global Gear 

2500 Curt iss 

T. Sundquist 

X 
I -
Q. 
UJ 
Q 

5 -

1 0 -

15-

2 0 -

2 5 -

30-

CC 
m > 
O 
o 
UJ 
01 

Samples 

|>»<S Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sampte Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
UJ 

< 
ro 

REMARKS 

I AS 

^ 

Ty 
60/60 

46/60 

i 
44/60 

36/60 

44/60 

36/60 

/ / 

1 

4̂ 
/ z 

SCI CLAYEY SAND, brown/red, coarse grained, soft, 
yslightly moist crumbly, gravel, 

CL SILTY CLAY, medium brown, medium consistency, 
.slightly moist. 

v̂, 

sc 

ASPHALT surface cover and subbase. 

CLAYEY SAND/GFJAVEL, red/brown, coarse grained, 
soft, slightly moist, crumbly, cobbles. 
No Recovery from 5' to 6.2'. 

No Recovery from 10' to 11.4'. 

No Recovery from 15' to 17'. 

No Recovery from 20' to 21.4'. 

No Recovery from 25' to 27'. 

CLAYEY SAND/GfRAVEL, light brown, coarse grained, 
dry, crumbly, cobbles. 

as above, moist 

0.2 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 
1134. 
EIP-SS257-000-1. 

Soil sample collected at 
1139. 
EIP-SS257-005-1. 

Soil sampte coltected at 
1143. 
EIP-SS257-010-1. 
Geotech coltected from 
10'to 15'at 1309. 

Soil sample coltected at 
1150. 
EIP-SS257-015-1. 

Soil sampte collected at 
1202. 
EIP-SS257-020-1. 

Soil sample collected at 
1302. 
EIP-SS257-025-1. 

MW-257 I 

n̂  
Flushmount 

Concrete 

-Grout 

-2" SS Riser 

— Bentonite Chips 

—Sand Pack 



.^BSJMSSBSEB. 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS257 I 

(Page 2 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

start Date 

Finish Date 

Drilter 
Drilling Method 

Sampl ing Method 

1-24-07 

1-25-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

45' bgs 

Global Gear 

2500 Curtiss 

T. Sundquist 

X 
H 
CL 
UJ 
Q 

30-

3 5 -

4 0 -

45-

5 0 -

5 5 -

6 0 -

> 
CC 
UJ > 
o o 
UJ 
cc ID 

Samples 

I ^ X I Investigative Sampte Coltected 

^ B l Investigative and Confirmation Sampte Coltected 

\r,::::\ investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
w 

REMARKS 

MW-257 I 

41/60 

50/60 

60/60 / y 

GW 

/ / 

NR 

CL 

NO RECOVERY from 30' to 31.6'. 

SAND/GF^VEL, light brown, coarse grained, wet. 

SANDY CLAY, gray, very fine grained, very soft, 
moist. 
No Recovery from 35' to 35.8'. 

as above, trace pebbles. 

as above, medium consistency. 

CLAY, gray, medium consistency, slighUy moist, few 
pebbles. 

END OF BORING AT 45' 

0.2 

0.2 

0.1 

0.7 

1.2 

1.6 

Soil sampte collected at 
1313. 
EIP-SS257-030-1. 

Soil sample coltected at 
1334. 
EIP-SS257-038-1. 

Soil sampte coltected at 
1403. 
EIP-SS257-043-1. 

—Sand Pack 

0.010" Slot Screen 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS258 I 

(Pagel of2) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-25-07 
: 1-25-07 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

35' bgs 
Global Gear 
2500 Curtiss 
T. Sundquist/M. Pihl 

CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
DC 
LU > o o 
UJ 
DC 

Samples 

IIXCI Investigative Sample Collected 

B H Investigative and Confirmation Sample Coltected 

|::>'"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
OT 

REMARKS 

AS 

51/60 

z 
V/ 

36/60 

/ / • 

42/60 1 

42/60 

60/60 

32/60 

CL 

FL 

SC 

SP 

ML 

SP 

NR 

SM 

ASPHALT surface cover and subbase. 

SILTY CLAY, brown, slighUy moist roottets. 

SILTY CLAY/GFIAVEL FILL, brown. 

CLAYEY SAND, brown, slightiy moist, sand becomes coars 
with depth. 

CLAYEY SAND, brown, fine to medium grained. 

as above. Increasing gravel content. 

SAND and GFJAVEL, brown, fine to coarse grained, loose, 
slightly moist 

as above, dry. 

SANDY SILT, brown, stiff, saturated. 

SAND and GRAVEL, tan and white, loose, dry. 

NO RECOVERY from 25' to 27.5'. 

SILTY SAND, brown, fine to medium grained, loose, saturalje 

as above, brown and reddish brown. 

NR 

6.4 

2.0 

1.5 

1.7 

0.0 

0.1 

0.0 

0.4 

0.3 

0.0 

0.0 

Soil sampte and 
duplicate coltected at 
0819. EIP-SS258-003-1 
and EIP-SS258-003-2. 

Soil sampte coltected at 
0824. 
EIP-SS258-005-1. 

Soil sample collected at 
0828. 
EIP-SS258-010-1. 

Soil sampte coltected at 
0832. 
EIP-SS258-015-1. 

Soil sampte collected at 
0843. 
EIP-SS258-020-1. 
Geotech collected from 
20' to 25'. 

Soil sample and 
duplicate collected at 
0901. EIP-SS258-028-1 
and EIP-SS258-028-2. 

MW-258 I 

/ — Flushmount 

H H—Concrete 

— Grout 

2" SS Riser 

— Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS258 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-25-07 
1-25-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

35' bgs 
Global Gear 
2500 Curtiss 
T. Sundquist/M. Pihl 

X 
H 
Q. 
LU 
Q 

30-

35-

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

>-
DC 
U l > o o 
LU 
CC 

Samples 

L X I Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sampte Collected 

l-:: '::| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-258 I 

50/60 

SP 

CL 

SAND and GF?AVEL, brown, very loose, saturated. 

SILTY CLAY, gray, very stiff, dry, shell fragments. 

0.0 

0.0 

Soil sample coltected at 
0917. 
EIP-SS258-030-1. 

—Sand Pack 

0.010" Slot Screen 

END OF BORING AT 35' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS259 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Act ion Contract 
Work Ass ignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

: 1-25-07 

: 1-25-07 

: Transhield 

: Geoprobe 

: Grab 

Total Depth 

Location 

WESTON Geologist 

45' bgs 

Global Gear 

2500 Curtiss 

M. Pihl 

X 
I -
Q. 
LU 
O 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
DC 
in 
> 
O o 
m 
oc 

Samples 

I X I I Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sampte Collected 

l ' " ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
ro 

REMARKS 

[AS 

43/60 

49/60 z 

7 

44/60 

48/60 

50/60 

48/60 

.ASPHALT surface cover and subbase. 

SP 

CL 

SC 

SM 

SW 

SM 

SW 

CL 

SW 

SAND and GFiAVEL, tan, dry, loose. 

SILTY CLAY, dark gray and black, soft, slighUy moist, 
rubber-like odor. 

CLAYEY SAND, dark brown, slightly moist. 

SILTY SAND, tan and brown, fine to medium grained, 
moist. 

SAND and GFRAVEL, brown and gray, loose, slighUy 
moist. 

SAND and GF^VEL, tan, fine to coarse grained, loose, 
dry, some rust staining. 

SILTY SAND, brown, fine grained, saturated. 

SAND, brown, fine to coarse grained, loose, moist 

SILTY CLAY, brown and gray, soft, slightly moist. 

SAND and GFIAVEL, brown, loose, moist to wet, large 
cobbles (1"-1.5"). 

0.1 

0.4 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte coltected at 
1006. 
EIP-SS259-003-1. 

Soil sampte and 
duplicate collected at 
1008. EIP-SS259-005-1 
andEIP-SS259-010-2. 

Soil sample coltected at 
1014. 
EIP-SS259-010-1. 

Soil sample coltected at 
1020. 
EIP-SS259-015-1. 

Soil sample and 
duplicate coltected at 
1028. EIP-SS259-020-1 
and EIP-SS259-020-2. 

Soil sampte collected at 
1044. 
EIP-SS259-025-1. 

MW-259 I 

Flushmount 

Wt Concrete 

-Grout 

-2" SS Riser 

— Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS259 I 

(Page 2 of 2) 

U.S. EF'A Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-25-07 

1-25-07 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Global Gear 
2500 Curtiss 
M. Pihl 

a. 
UJ 
Q 

30-

35-

4 0 -

45-

>-
DC 
m > 
O 
o 
UJ 
DC 

Samples 

I X ! I Investigative Sampte Coltected 

^ ^ B Investigative and Confirmation Sampte Collected 

|.:::;:| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-259 I 

52/60 

42/60 

0/60 

SM 

SW 

GW 

NR 

SILTY SAND, brown, poorly graded, fine to medium grainec 
saturated. 

SAND, brown, well graded, fine to coarse grained, very 
loose, saturated, abundant gravel, 
as above, stones (1"-1.5"). 

GF^VEL, brown, very loose, saturated, some coarse grain^t 
sand, large cobbles (>1.5"). 

NO RECOVERY from 40' to 45'. 

0.0 

0.0 

0.3 

0.7 

Soil sampte coltected at 
1117. 
E1P-SS259-030-1. 

Soil sampte collected at 
1138. 
EIP-SS259-038-1. 

No sample collected 
from 40' to 45'. 

—Sand Pack 

0.010" Slot Screen 

END OF BORING AT 45' 

5 0 -

5 5 -

6 0 -



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS260 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

1-25-07 

1-25-07 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Global Gear 
2500 Curtiss 
M. Doheny-Skubic 

CL 
OI 
Q 

10-

1 5 -

2 0 -

2 5 -

30-

DC 
in 
> 
O o 
UJ 

oc 

Samples 

I X I Investigative Sample Coltected 

B B I Investigative and Confirmation Sampte Collected 

| : ' ' " - l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

i 
60/60 

60/60 

53/60 

50/60 

42/60 

54/60 

AS 

7 

CL 

SP 

ASPHALT surface cover and subbase. 

SILTY CLAY, black, dry, some medium to coarse 
grained gravel. 

SANDY CLAY, brown, dry, few fine to coarse grained 
gravel. 

1" sand and gravel lens. 
^SANDY CLAY, tan, rust staining, fine to coarse 
grained, dry, some medium grained gravel. 

3" gravel lens. 

2" gravel lens. 
VsiLTY CLAY, brown, rust staining, hard, dry, trace 
gravel. 

SAND, tan, fine to coarse grained, dry, little gravel. 

as above, some gravel. 

1.0 

0.2 

0.2 

0.0 

0.5 

0.3 

0.4 

0.1 

0.3 

0.1 

0.0 

0.4 

Soil sample coltected at 
1324. 
EIP-SS260-000-1. 

Soil sampte and 
duplicate coltected at 
1335. 
EIP-SS260-005-1. 

Soil sample collected at 
1337. 
E1P-SS260-010-1. 

Soil sample and 
duplicate collected at 
1340. EIP-SS260-015-1 
and EIP-SS260-015-2. 

Soil sampte and 
duplicate collected at 
1357. 
EIP-SS260-020-1. 

Soil sampte coltected at 
1404. 
EIP-SS260-028-1. 

MW-260 I 

n̂  
Flushmount 

Concrete 

-Grout 

-2" SS Riser 

-Bentonite Chips 

-Sand Pack 

-0.010" Slot Screen 



W l B m g » l . g M 
Res to r i ng R e s o u r c e E f f i c i e n c y 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS260 1 

1-25-07 

1-25-07 

Transhield 

Geoprobe 

Grab 

(Page 2 of 2) 

Total Depth 

Location 

WESTON Geologist 

45' bgs 

Global Gear 

2500 Curtiss 

M. Doheny-SkubIc 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

X 
H 
CL 
UJ 
Q 

30-

35-

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

>-
CC 
in 
> o o 
UJ 

cc CD 

Samples 

|>»<d Investigative Sampte Coltected 

H H Investigative and Confirmation Sample Collected 

{^iTrn\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-260 I 

30/60 

33/60 

30/60 

NR 

GW 

CL 

NO RECOVERY from 30' to 32.5'. 

SANDY GF?AVEL, tan, well graded, subrounded to 
rounded, loose, wet. 

as above, fine to coarse grained. 

SILTY CLAY, gray, soft, slighUy moist, trace rounded 
pebbles. 

END OF BORING AT 45' 

NA 

0.4 

NA 

NA 

NA 

NA 

Soil sampte collected at 
1413. 
EIP-SS260-033-1. 

Soil sampte collected at 
1438. 
EIP-SS260-035-1. PID 
battery ran out; no field 
screening from 35' to 
EOB. 

Soil sampte collected at 
1438. 
EIP-SS260-038-1. 

Soil sampte coltected at 
1508. 
EIP-SS260-040-1. 

Soil sample collected at 
1508. 
EIP-SS260-043-1. 

—Sand Pack 

0.010" Slot Screen 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

LOG OF BORING EIP-SS261 D 

(Page 1 of 3) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-25-07 
1-25-07 
Pro Sonic 
Rotosonic 
Grab 

Total Depth 
Location 

WESTON Geologist 

107'bgs 
Tricon 
5400 Janes Ave 
J. Hunter 

X 
H 
CL 
UJ 
O 

5 -

- 6.5/7 

1 0 -

1 5 -

20-

25-

3 0 -

35-

4 0 -

45-

> 
DC 
in 
> 
O 
o 
UJ 
DC 

ID 

Samples 

l ! X I Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sample Coltected 

\','.',','-',\ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
OT 

10/10 

9/10 

8/10 

4 
7 

OL 

SILTY CLAY, gray, ochre motUing, medium to soft, 
isllghtly moist. 
VcLAY, brown with trace gray mottling, some rounded 
pebbles. 
SILTY CLAY, gray, medium to stiff, slightly moist trace 
rounded gravel. 

CL 

L-S 

CL 

GF5ASS surface cover and ORGANIC SOIL, black, 
trace dark brown motUing, slightly moist, trace pebbles, 
trace sift. 

as above, black color Increasing, silty, moist. 

as above, medium to soft, slightty moist to moist. 

as above, soft, moist. 

,SILTY CLAY with sand, gray, dry, medium grained, 
'sand is brown. 

SILTY CLAY, gray, stiff, trace rounded gravel. 

REMARKS 

1.1 

1.3 

1.0 

0.4 

0.8 

0.4 

0.7 

0.2 

l a 

Soil sample coltected at 
0914. 
EIP-SS261-000-1. 

Soil sampte collected at 
0920. 
EIP-SS261-005-1. 

Soil sampte coltected at 
0924. 
EIP-SS261-010-1. 

Soil sampte coltected at 
0947. 
EIP-SS261-015-1. 

Soil sampte collected at 
0950. 
E1P-SS261-020-1. 

Soil sampte collected at 
1014. 
EIP-SS261-025-1. 

Soil sample collected at 
1014. 
EIP-SS261-030-1. 

Soil sample collected at 
1030. 
EIP-SS261-035-1. 

Soil sample collected at 
1035. 
EIP-SS261-040-1. 

MW-261 D 

Sfick up 

Concrete 

-Grout 

- 1 " PVC Riser 



n a s M M S S E ^ . 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS261 D 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 1-25-07 

: 1-25-07 

: Pro Sonic 

: Rotosonic 

: Grab 

Total Depth 
Location 

WESTON Geologist : J. Hunter 

107'bgs 
Tricon 
5400 Janes Ave 

X 
I -
Q. 
LU 
Q 
45-

5 0 -

5 5 -

6 0 -

65-

7 0 -

7 5 -

8 0 -

85-

90-

>-
DC 
Ul 
> o o 
UJ 
DC 

Samples 

1 X 1 Investigative Sampte Coltected 

H B Investigative and Confirmation Sample Collected 

|: : : :" | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
ro 

REMARKS 

9.5/10 

9/10 

13/20 

SAND and GFIAVEL, brown, well graded, slightly moist, gra|/ 
iJfV-Gi/tP rounded. 

CL 

SW 

SW 

CL 

SW 

SILTY CLAY, gray, stiff, trace rounded gravel. 

SAND, brown, well graded, dry, trace gravel, 
as above, turning to tan with depth. 

SAND, brown, well graded, dry to slighUy moist, gravel 
content increasing. 

GRAVELLY CLAY, gray, stiff, slightty moist. 

NO RECOVERY from 64' to 71'. 

SAND with gravel, gray, well graded, moist to very moist, 
trace clay. 

^W-CICLAYEY GFRAVEL, tan, very hard, moist 

CRUSHED LITHICS, dolomite, light gray, dry. 

NO RECOVERY from 77' to 81'. 

DOLOMITE, fractured, weathered, large dissolution channe 
fosslliferous. 

DOLOMITE, competent. 

0.5 

1.0 

1.5 

1.6 

NR 

0.0 

NA 

NA 

M . 

Soil sample collected at 
1040. 
EIP-SS261-045-1. 

Soil sample coltected at 
1045. 
EIP-SS261-050-1. 

Soil sample coltected at 
1115. 
EIP-SS261-055-1. 
Geotech collected from 
55' to 60'. 

Soil sample collected at 
1120. 
EIP-SS261-060-1. 

No sample collected 
from 65' to 70'. 

Soil sampte collected at 
1125. 
EIP-SS261-070-1. 

No more samples 
coltected due to 
lithic fragments and 
bedrock. 

MW-261 D 

—Grout 

- 1 " PVC Riser 
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Res to r i ng R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g 
X 
1 -
CL 
UJ 
Q 

9 0 -

95-

100-

105-

110-

115-

120-

125-

130-

135-

g. 
> 
DC 
UJ 

o 
UJ 
DC 

O 
X 
a. 

CD 

w 
o 
ro 
3 

15/20 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

Samples 

C x ] Investigative Sample Collected 

LOG OF BORING EIP-SS261 D 

(Page 3 of 3) 

1-25-07 Total Depth 

1-25-07 Location 

Pro Sonic 

Rotosonic WESTON Geologist 

: 107'bgs 

: Tricon 

: 5400 Janes Ave 

: J. Hunter 

Grab 

^ H Investigative and Confirmation Sample Coltected 

\ ; : ' , ; i i \ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

DOLOMITE, fractured. 

as above, competent. 

°'^° END OF BORING AT 107' 

OT 

m 
—1 
Q. 

CL 

3 
D 
CL 

REMARKS 

1.7 

NA 

NA 

NA 

MW-261 D 

— Grout 

hi 

ii: 

^ 

' 

: 

•77 

^ 
— 

; • 

. 

— Bentonite Chips 

— 0.010" Slot Screen 
- 1 " PVC Riser 

—Sand Pack 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS262 D 

(Page 1 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

: 1-26-07 

:1-26-07 

: Pro Sonic 

: Rotosonic 

:Grab 

Total Depth 

Location 

WESTON Geologist 

130'bgs 

Lovejoy 

2655 Wisconsin 

M. Castillo 

X 
H 
CL 
UJ 
Q 

1 0 -

1 5 -

2 0 -

2 5 -

3 0 -

35-

4 0 -

45-

>-
CC 
UJ 

> 
O 
o 
m 
cc 

ID 

Samples 

[ ^xCI Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sample Collected 

| ' : : : : : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

5/5 

10/10 

10/10 

10/10 

in/ior//1 

TS 

CL 

TOPSOIL, black, soft, dry, some pebbles/organics. 

SILTY CLAY, tan, hard, dry, high plasticity, trace 
pebbles, trace cobbles, trace sand throughout. 

CLAY TILL, gray, hard, dry, high plasticity, trace 
pebbles/cobbles. 

as above, slightly moist, 

as above, dry. 

SANDY CLAY, gray, hard, high plasticity. 
CLAY TILL, gray, hard, dry, high plasticity, trace 
pebbles/cobbles. 

w 
Ul 

< 
OT 

REMARKS 

0.8 

1.9 

1.4 

2.0 

2.4 

1.6 

1.7 

1.6 

2£L 

Soil sample and 
duplicate coltected at 
0910. EIP-SS262-000-1 
and EIP-SS262-000-2. 

Soil sample collected at 
0915. 
EIP-SS262-005-1. 

Soil sample collected at 
0920. 
EIP-SS262-010-1. 

Soil sampte collected at 
0950. 
EIP-SS262-015-1. 

Soil sample collected at 
1000. 
EIP-SS262-020-1. 

Soil sample coltected at 
1005. 
EIP-SS262-025-1. 

Soil sample coltected at 
1010. 
EIP-SS262-030-1. 

Soil sample collected at 
1015. 
EIP-SS262-035-1. 

Soil sampte coltected at 
1025. 
EIP-SS262-040-1. 

MW-262 D 

Stick up 

Concrete 

-2" SS Riser 

-Grou t 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS262 D 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drill ing Method 

Sampl ing Method 

: 1-26-07 

: 1-26-07 

: Pro Sonic 

: Rotosonic 

: G r a b 

Total Depth 

Locat ion 

W E S T O N Geologist 

130 ' bgs 

Lovejoy 

2655 Wiscons in 

M. Casti l lo 

X 
I -

UJ 
Q 

45-

5 0 -

5 5 -

60-

6 5 -

7 0 -

7 5 -

8 0 -

85-

90-

DC 
UJ > 
o 
o 
LU 
DC 

Samples 

I X ! I Investigative Sampte Collected 

H H Investigative and Confirmation Sampte Coltected 

l--"''l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

10/10 

10/10 / / 

10/10 

10/10 

I 

CL 

SP 

SC 

ML 

CL 

-G/V 

CLAY TILL, gray, hard, dry, high plasticity, trace 
pebbles/cobbles. 

as above, increased sand content, 

as above, sand content absent. 

SAND, tan, poorly graded, medium grained, loose, dry, 
some pebbles. 

CLAYEY SAND, gray, very fine grained, hard, slightly 
loose, moist, medium plasticity. 

CLAYEY SILT, gray, hard, dry, high plasticity, trace 
pebbles. 

CLAY TILL, gray, hard, dry, high plasticity, some silt, 
trace pebbles. 

CLAYEY SAND with gravel, tan, poorly graded, hard, 
loose, moist. 

2.3 

2.9 

2.3 

2.3 

0.8 

0.9 

1.3 

Z l 

Soil sample collected at 
1040. 
EIP-SS262-045-1. 

Soil sample and 
duplicate coltected at 
1045. EIP-SS262-050-1 
and EIP-SS262-050-2. 
Geotech and duplicate 
Geotech coltected from 
50' to 55'. 
Soil sampte collected at 
1055. 
EIP-SS262-055-1. 

Soil sample coltected at 
1100. 
EIP-SS262-060-1. 

Soil sample coltected at 
1115. 
EIP-SS262-065-1. 

Soil sample collected at 
1120. 
E1P-SS262-070-1. 

Soil sampte coltected at 
1140. 
EIP-SS262-075-1. 

Soil sample coltected at 
1150. 
EIP-SS262-080-1. 

Soil Sampte collected at 
1325. 
EIP-SS262-085-1. 

MW-262 D 

-2" SS Riser 

— Grout 
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R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

X 
H 
CL 
UJ 
Q 

9 5 -

1 0 0 -

1 0 5 -

1 1 0 -

115 -

1 2 0 -

1 2 5 -

1*̂ 0 

1 3 5 -

g. 
> 
DC 

in 

o 
UJ 

cc 

O 
X 
Q. 

CD 

OT 
o 
ro 
3 

10/10 

10/10 

10/10 

10/10 

i 
• A 

KAi 

:-G 

GW 

LOG OF BORING EIP-SS262 D 

(Page 3 of 3) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-26-07 TotalDepth : 130'bgs 
1-26-07 Location : Lovejoy 
Pro Sonic : 2655 Wisconsin 
Rotosonic WESTON Geologist : M. Castillo 

Grab 

Samples 

[ X J Investigative Samote Collected 

^ ^ 1 Investigative and Confirmation Sampte Collected 

|::;:::| Investigative with Geotech /Grain Size. CEC. ORP, TOC) 

DESCRIPTION 

CLAYEY SAND with gravel, fan, pooriy graded, hard, 
'Yoose, moist. 

GRAVEUCRUSHED LITHICS, well graded, fractured, 
dolomitic, light gray, slightly rounded. 

LIMESTONE BEDROCK, fractured, non-competent, 
weathered. 

DOLOMITE BEDROCK, competent some fractures. 

ro 
UJ 
_ j 
CL 

? 
CL 3 

Q 

CL 

REMARKS 

\ / 

Y A 
' \ 4.6 

NA 

NA 

NA 

NA 

NA 

NA 

NA 

Soil sample coltected at 
1330. 
EIP-SS262-090-1 

No more samples 
collected due to 
bedrock. 

END OF BORING AT 130' 

MW-262 D 

:• 

:• 

hi 

L X J 

: 

• 

•̂  

h 

11 

-

; 

- 2 " SS Riser 

-Grou t 

— Bentonite Chips 

- S a n d Pack 

-0 .010" Slot Screen 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

LOG OF BORING EIP-SS263 1 

: 1-26-07 
: 1-26-07 
: Transhield 
: Geoprobe 
:Grab 

(Page 1 of 3) 

Total Depth 
Location 

WESTON Geologist 

60' bgs 
Lindy 
5200 Katrine 
J. Hunter 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g, 
X 
I -
CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

25-

30-

> 
DC 
LU > 
o 
o 
UJ 
CC 

Samples 

l>><II Investigative Sampte Collected 

H H Investigative and Confirmation Sample Collected 

| : ' ' ' ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
ro 

REMARKS 

57/60 

54/60 

54/60 

52/60 

37/60 

50/60 

7 

TS 

CL 

SC 

CL 

ML 

GW 

SW 

GW 

TOPSOIL, black. 

SILTY CLAY, brown, stiff, dry, trace sand, trace 
sub-rounded gravel. 

SANDY CLAY, brown, wet. 

CLAYEY SAND, brown, medium grained, saturated. 

as above, dark brown, coarse grained, moist. 

CLAYEY SAND, brown, medium grained, saturated. 

CLAY with gravel, gray, medium consistency, very 
moist, gravel is sub-angular. 

CLAYEY SILT, brown, soft, slightly moist. 

GF?AVEL, tan, well graded, sub-rounded, dry. 

SAND, tan, well graded, dry, trace gravel. 

GF^VEL, tan, well graded, sub-rounded, dry. 

2.2 

10.1 

25.6 

30.2 

2.5 

1.3 

3.4 

2.1 

NR 

0.0 

0.2 

1.1 

Soil sampte and 
duplicate coltected at 
0920. EIP-SS263-003-1 
and EIP-SS263-003-2. 

Shelby tube collected 
from 7' to 9.5'. 
Soil sample coltected at 
0925. 
EIP-SS263-008-1. 

Soil sampte coltected at 
0930. 
EIP-SS263-010-1. 

Soil sample coltected at 
0935. 
E1P-SS263-015-1. 

Soil sample collected at 
0956. 
EIP-SS263-023-1. 

Soil sampte coltected at 
1011. 
EIP-SS263-028-1. 

MW-263 I 

/ — Sfick up 

H H—Concrete 

—Grout 

2" SS Riser 



Restor ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS263 I 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-26-07 
: 1-26-07 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

60' bgs 
Lindy 
5200 Katrine 
J. Hunter 

X 
H 
CL 
LU 
Q 

30-

3 5 -

4 0 -

4 5 -

5 0 -

5 5 -

60-

OC 
UJ > 
o o 
m 
DC 

Samples 

I I X I Investigative Sampte Collected 

B H Investigative and Confirmation Sampte Collected 

|"'.:::| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

REMARKS 

46/60 

46/60 

44/60 

52/60 

GW 

CL 

SC 

CL 

SW 

SP 

GFRAVEL, tan, well graded, sub-rounded, dry. 

GFRAVELLY CLAY, dark brown, moist, trace sand. 

CLAYEY SAND, brown, medium grained, moist trace 
gravel. 

SILTY CLAY, gray, medium consistency, dry. 

as above, soft, slightly moist. 

as above, 3" moist seam. 

SAND, tan, well graded, slightly moist, trace clay, trace 
rounded gravel. 

as above, coarse grained, moist. 
SAND with clay, tan, well graded, trace gravel. 

SAND, tan, pooriy graded, very moist to wet, trace 
gravel. 
^as above, gray, fine grained, wet. 
^as above, very fine grained, saturated, gravel absent. 

0.8 

0.0 

0.9 

1.3 

0.4 

0.0 

1.9 

1.3 

0.0 

0.0 

0.8 

0.9 

Soil sample collected at 
1033. 
EIP-SS263-030-1. 

Soil sample collected at 
1057. 
EIP-SS263-038-1. 

Soil sample coltected at 
1116. 
EIP-SS263-040-1. 

Soil sampte coltected at 
1142. 
EIP-SS263-045-1. 

Soil sample and 
duplicate collected at 
1209. EIP-SS263-053-1 
and EIP-SS263-053-2. 

Soil sample coltected at 
1246. 
EIP-SS263-058-1. 

MW-263 I 

— Grout 

-2" SS Riser 

—Bentonite Chips 

— Sand Pack 

-0.010" Slot Screen 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS263 I 

(Page 3 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-26-07 
: 1-26-07 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

60' bgs 
Lindy 
5200 Katrine 
J. Hunter 

Q. 
UJ 

o 
60-

6 5 -

7 0 -

75-

8 0 -

8 5 -

9 0 -

>-
DC 
UJ 
> 
O 
o 
LU 
DC 

Samples 

l>»<CI Investigative Sample Coltected 

B ^ l Investigative and Confirmation Sampte Coltected 

l':--"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-263 I 

END OF BORING AT 60' 
—Sand Pack 

0.010" Slot Screen 



\5 U( ,^5J^J3 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

g 
X 
H 
Q. 
UJ 
Q 

n 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

3 0 -

LOG OF BORING EIP-SS263 S 

(Pagel o f l ) 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depth 

DESCRIPTION 

BLIND DRILLED DUE TO NESTED MONITORING WFI 1 
PAIR. SEE EIP-SS263 1 BORELOG. 

1-26-07 Location : Lindy 
1-26-07 : 5200 Katrine 
Transhield WESTON Geologist : J. Hunter 
HSA 
12' bgs 

MW-190S 

/ — Stick-up 
1 1 

1 H—Concrete 

f 

11 

1!-

. 

; \ 

-LI 

—-

: 

— Grout 

— Bentonite Chips 

—2" SS Riser 

— Sand Pack 

-0 .010 " Slot Screen 

END OF BORING AT 12' 



..^BSBMMMEEB, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS264 

(Page 1 of 1] 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-26-07 
1-26-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

30' bgs 
Lindy 
5200 Katrine 
J. Hunter 

X 
H 
CL 
UJ 
Q 

>-
DC 
LU > 
o o 
UJ 

cc 

tn o 
OT 
3 

Samples 

L X I I Investigative Sample Coltected 

^ B l Investigative and Confirmation Sampte Coltected 

F--"-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

E 
CL 
CL 

9 
Q. 

REMARKS 

5 - 54/60 

7/A 

1 0 - 55/60 

1 5 - 59/60 

20- 42/60 

2 5 - 38/60 

30-
38/60 

7 / 

• / 

77 

TS 

CL 

SC 

CL 

SC 

SW 

TOPSOIL. 

SILTY CLAY, brown, dry, trace gravel. 

SANDY CLAY, black-stained, dry. 

CLAYEY SAND, brown with red staining, moist. 

CLAY, gray with tan mottling, stiff, dry, trace gravel. 

as above, tan mottling absent. 

CLAYEY SAND with gravel, tan-brown, slightty moist. 

SAND, tan-brown, well graded, coarse grained, slighUy 
moist, less gravel. 

as above, very moist, clay content increasing, some 
clayey sand seams through 25'. 

as above, gravel content increasing, 

as above, tan, dry. 

END OF BORING AT 30' 

0.0 

0.4 

472 

873 

2846 

674 

286 

286 

323 

405 

253 

948 

Soil sample coltected at 1404. 
EIP-SS264-003-1. 

Soil sampte collected at 1409. 
EIP-SS264-008-1. 

Soil sampte coltected at 1414. 
EIP-SS264-013-1. 

Soil sampte collected at 1420. 
EIP-SS264-015-1. 

Soil sample coltected at 1425. 
EIP-SS264-023-1. 

Soil sampte collected at 1435. 
EIP-SS264-028-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS265 S 

(Page 1 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-29-07 

2-1-07 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Lindy 
5200 Katrine 
T. Sundquist 

CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

DC 
in 
> o o 
UJ 

cc 

Samples 

I X I I Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sample Coltected 

|:'::::| Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

AS 

60/60 

60/60 

55/60 / / 

60/60 

29/60 

47/60 

CL 

SH 

CL 

NR 

SP 

CL 

ASPHALT surface cover and subbase 

SILTY CLAY, brown, very stiff, dry, cobbles 
intermixed. 

as above, slightty moist few pebbles. 

as above, gray/brown, medium consistency. 

SILTY CLAY, gray/brown, medium to stiff, slightly moist 
to dry, pebbles intermixed. 

SAND/GFRAVEL, light brown, coarse grained, wet. 

SANDY CLAY, gray, medium consistency, slighUy 
moist, few pebbles, clayey sands. 

'^SILTY CLAY, gray, medium consistency, sllghUy moist 
to dry, some sand, few pebbles. 

NO RECOVERY from 20' to 22.6'. 

SAND, gray, coarse grained, wet. 

SILTY CLAY, gray, medium consistency, slightly moist, 
some sand. V̂, . No Recovery from 25' to 26.1'. 

\-SANDY CLAY, gray, medium to soft, slightly moist, 
pebbles. 
SILTY CLAY, gray, slightiy moist to dry, some sand, 
pebbles. 

0.7 

0.8 

0.7 

0.3 

1.2 

0.5 

1.7 

1.8 

3.4 

2.4 

1.0 

1.1 

Soil sampte collected at 
0817. 
E1P-SS265-003-1. 

Soil sampte and 
duplicate collected at 
0822. EtP-SS265-005-1 
and EIP-SS265-005-2. 

Shelby tube collected 
from 8'to 10'. 

Soil sample collected at 
0829. 
EIP-SS265-010-1. 
Shelby tube collected 
from 10'to 12'. 

Soil sampte collected at 
0841. 
EIP-SS265-018-1. 

Soil sampte collected at 
0858. 
EIP-SS265-020-1. 

Soil sampte collected at 
0921. 
EIP-SS265-028-1. 

MW-265 S 

Flushmount 

11^ Concrete 

—Grout 

- 1 " PVC Riser 

— Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 

file:///-SANDY


Restoring Resource Eff iciency 

LOG OF BORING EIP-SS265 S 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-29-07 
2-1-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Lindy 
5200 Katrine 
T. Sundquist 

X 
I -
0 . 
UJ 
Q 

30-

35-

4 0 -

4 5 -

50-

5 5 -

6 0 -

>-
DC 
UJ 
> 
o 
o 
UJ 
DC 

Samples 

I2XCI Investigative Sample Collected 

1 ^ 1 Investigative and Confirmation Sample Collected 

l " : " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
OT 

REMARKS 

MW-265 S 

50/60 

52/60 

7 
i 

48/48 |yOle;r: 

CL 

SC 

CL 

SILTY CLAY, gray, slightly moist to dry, some sand, pebble; 

as above, brown, medium consistency, slighUy moist. 

CLAYEY SAND, brown, coarse grained, slighUy moist, 
crumbly, gravel. 

SILTY CLAY, brown, medium consistency, slighUy moist, 
crumbly, gravel, some sand. 

SANDY CLAY, red/brown, sllghUy moist, crumbly, gravel. 

as above, slightty moist to dry. 

^CLAYEY SAND, red/brown, fine grained, slightly moist to d/y 
END OF BORING AT 44' 

0.5 

1.5 

1.3 

3.5 

5.8 

5.7 

Soil sampte coltected at 
0942. 
E1P-SS265-033-1. 

Soil sampte and 
duplicate collected at 
1014. E1P-SS265-038-1 
and EIP-SS165-038-2. 

Soil sample coltected at 
1040. 
EIP-SS265-040-1. 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS266 

(Pagel of l ) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-29-07 

1-29-07 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist 

28' bgs 
Lindy 
5200 Katrine 
J. Hunter 

X 
H 
CL 
UJ 
Q 

> 
CC 
UJ > o o 
UJ 
cc 

in 
ID 
in 
3 

Samples 

1 X 1 Investigative Sampte Coltected 

H H I Investigative and Confirmation Sample Collected 

F"-" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

AS 

36/48 

8 - 46/48 

1 2 - 48/48 

16- 46/48 

2 0 - 45/48 

2 4 - 12/48 

28- 34/48 

GW 

SP 

CL 

SP 

CL 

NR 

CL 

ASPHALT surface cover and subbase. 

SILTY CLAY, light brown with gray-olive mottling, hard, 
dry, trace gravel. 
as above, gray mottling absent 

as above, medium to soft, moisture/plasticity increasing. 

CLAY, light brown, medium to soft. 

SAND, brown, pooriy graded, medium consistency, 
loose, saturated. 

CLAY, gray-brown, soft, very moist, trace sand. 

CLAY, gray, stiff, slightiy moist, trace gravel. 

SAND, brown, poorly graded, medium consistency, 
loose, moist. 

CLAY, gray, stiff, moist, trace gravel. 

NO RECOVERY from 21' to 24'. 

SILTY CLAY, gray, soft, sllghUy moist, trace gravel. 

NA 

NA 

89.6 

383 

566 

159 

424 

159 

341 

1302 

0.1 

NR 

1597 

385 

No sample coltected from 0' to 4'. 

Soil sampte and duplicate collected at 1001. 
EIP-SS266-006-1 and E1P-SS266-006-2. 

Soil sample collected at 1012. 
EIP-SS266-008-1. 

Soil sample collected at 1026. 
EIP-SS266-012-1. 

Soil sampte coltected at 1054. 
EIP-SS266-018-1. 

Soil sample collected at 1108. 
EIP-SS266-020-1. 

Soil sample coltected at 1118. 
EIP-SS266-024-1. 

END OF BORING AT 28' 

3 2 -



-^BMBMMBSEEt, 
Restoring Resource Eff iciency 

LOG OF BORING EIP-SS267 

(Pagel ofl) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-29-07 
: 1-29-07 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Lindy 
5200 Katrine 
J. Hunter 

X 
I -
CL 
UJ 
Q 

> 
DC 
UJ > o o 
UJ 
DC 

tn 
o 
ro 
3 

Samples 

1 X 1 Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sample Collected 

F"'>-l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

£ 
CL 

3 
9 
CL 

REMARKS 

20/48 

8 - 31/48 

1 2 - 24/48 

16- 20/48 

2 0 - 32/48 

24- 48/48 

* ^ 

A 

/ / . 

TS 

CL 

2 8 -

3 2 -

TOPSOIL. 

CLAY, brown. 

CLAY, black stained. 

as above, saturated. 

CLAY, brown. 

CLAY, gray. 

END OF BORING 24' 

0.0 

NR 

0.1 

NR 

305 

NR 

1.0 

NR 

3.0 

3.5 

2.5 

1.5 

Soil sample collected at 1303. 
EIP-SS267-000-1. 

Soil sample coltected at 1307. 
EIP-SS267-004-1. 

Soil sample collected at 1311. 
EIP-SS267-008-1. 

Soil sampte collected at 1314. 
EIP-SS267-012-1. 

Soil sampte coltected at 1320. 
E1P-SS267-018-1. 

Soil sample collected at 1350. 
EIP-SS267-020-1. 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS268 

(Page 1 of 1) 

U.S. EI^A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

1-29-07 
1-29-07 
Transhteld 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

24' bgs 
Lindy 
5200 Katrine 
J. Hunter 

<~> 
X 
H 
IL 
UJ 
Q 

> DC 
LU 
> 
u C) 
UJ 
DC 

in o 
OT 
3 

Samples 

I X I I Investigative Sampte Coltected 

H H Investigative and Confirmation Sample Coltected 

F""- l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

38/48 

8 - 32/48 

1 2 - 48/48 

1 6 -

2 0 - 0/48 

24- 20/48 

TS 

SP ^SAND, brown, pooriy graded, slightly moist 

CL 

SP 

NR 

GW-SW 

CL 

TOPSOIL. 

CLAY wfth sand and gravel, brown, slighUy moist. 

CLAY, brown. 

as above, gravel content increasing. 

CLAY, gray, soft, moist, plastic. 

SAND, brown, pooriy graded, medium grained, loose, 
slighUy moist. 

NO RECOVERY from 16' to 20'. 

GFJAVEL/SAND, brown, well graded, loose, dry. 
as above, saturated. 

,^CLAY, gray, wet, trace gravel. 

END OF BORING 24' 

2 8 -

3 2 -

1.0 

0.0 

2.5 

513 

499 

706 

2774 

1933 

NR 

NR 

NR 

173 

Soil sample and duplicate coltected at 1406. 
EIP-SS268-000-1 and EIP-SS268-000-2. 

Soil sampte coltected at 1414. 
EIP-SS268-004-1. 

Soil sample collected at 1426. 
EIP-SS268-010-1. 

Soil sample collected at 1441. 
EIP-SS268-014-1. 

No sampte coltected from 16' to 20'. 

Soil sample coltected at 1520. 
EIP-SS268-022-1. 



.^fiBsnHDssaa. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS269 

(Pagel o f l ) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-29-07 
1-29-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

28' bgs 
Lindy 
5200 Katrine 
J. Hunter 

CL 
UJ 
Q 

> 
CC 
UJ 
> 
o 
o 
UJ 

cc 

in 
ID 
in 
3 

Samples 

I ^ X I Investigative Sample Coltected 

^ H i Investigative and Confirmation Sample Coltected 

F ' " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

E 
CL 

3 
9 
CL 

REMARKS 

4 - 38/48 

8 - 46/48 

1 2 - 46/48 

1 6 - 46/48 

2 0 - 46/48 

2 4 - 40/48 

28- 46/48 

TS 

yGF^^VEL, light gray, well graded, dry. 

CL 

SW 

CL 

TOPSOIL. 

CLAY, brown with gray mottling, stiff, dry, trace gravel. 

CLAY, brown, medium, slightly moist, trace gravel. 

as above, gray, stiff, dry. 

as above, sllghUy moist. 

as above, trace tan color, plastic, trace sand. 

,^SAND, brown, well graded, saturated. 

CLAY, gray, trace tan color, slightly moist, plastic, trace 
sand. 

CLAY, gray, very moist, plastic. 

0.1 

0.0 

724 

121 

1022 

1036 

260 

2278 

1446 

NA 

2503 

2503 

2380 

2943 

Soil sampte collected at 1609. 
EIP-SS269-000-1. 

Soil sample coltected at 1614. 
E1P-SS269-004-1. 

Soil sample collected at 1619. 
EIP-SS269-010-1. 

Soil sample coltected at 1624. 
E1P-SS269-014-1. 

Soil sampte coltected at 1629. 
EIP-SS269-016-1. 

Soil sampte collected at 1636. 
EIP-SS269-022-1. 

Soil sampte coltected at 1641. 
EIP-SS269-026-1. 

END OF BORING AT 28' 

3 2 -



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS270 D 

(Page 1 of 3) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-R1CO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

1-29-07 

1-29-07 

Pro Sonic 

Rotosonic 

Grab 

Total Depth 
Location 

WESTON Geologist 

105'bgs 
Global Gear 
2500 Curtiss 
M. Castilto 

CL 
UJ 
Q 

5 -

10-

15_ 10/10 

20-

2 5 -

3 0 -

3 5 -

4 0 -

45-

>-
CC 
UJ 
> 
o o 
UJ 

cc 

Samples 

I X I Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sample Collected 

|: : : :" | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
ro 

REMARKS 

5/5 

10/10 

10/10 

io/iQr//i 

yZ^ 

AS 
^ASPHALT surface cover. 

CL 

SW 

CL 

SW 

CL 

SANDY CLAY, brown, well graded, stiff, dry, some 
pebbles. 

as above, reddish brown, sllghUy moist, high plasticity. 

SAND with gravel, tan, well graded, loose, dry. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

SAND, tan, well graded, loose, sllghUy moist. 

SILTY CLAY, gray, stiff, slighUy moist, high plasticity, 
trace pebbles. 

0.8 

0.7 

0.9 

1.1 

1.9 

0.9 

1.2 

1.8 

15. 

Soil sample and 
duplicate coltected at 
1325. EIP-SS270-000-1 
and EIP-SS270-000-2. 

Soil sample collected at 
1330. 
EIP-SS270-005-1. 

Soil sample collected at 
1335. 
EIP-SS270-010-1. 

Soil sampte coltected at 
1340. 
EIP-SS270-015-1. 

Soil sample collected at 
1345. 
EIP-SS270-020-1. 

Soil sample collected at 
1350. 
EIP-SS270-025-1. 

Soil sample collected at 
1355. 
EIP-SS270-030-1. 

Soil sampte coltected at 
1400. 
EIP-SS270-035-1. 

Soil sample collected at 
1405. 
EIP-SS270-040-1. 

MW-270 D 

Flushmount 

Concrete 

—Grout 

-2" SS Riser 



R e s t o r i n g R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS270 D 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-29-07 
: 1-29-07 
: Pro Sonic 
: Rotosonic 
: Grab 

Total Depth 
Location 

WESTON Geologist 

105'bgs 
Global Gear 
2500 Curtiss 
M. Castillo 

H 
CL 
UJ 

a 
45-

5 0 -

5 5 -

6 0 -

6 5 -

70-

7 5 -

80-

8 5 -

90-

> 
CC 
UJ > 
o o 
UJ 

cc 

Samples 

I X I Investigative Sample Coltected 

B I H Investigative and Confirmation Sample Collected 

l '":" l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

10/10 

5/5 

5/5 

10/10 

10/10 

GW 

CL 

SC 

SILTY CLAY, gray, stiff slightly moist, high plasticity, 
trace pebbles. 

CLAYEY SAND, tan and gray mottling, fine grained, 
medium consistency, low plasticity. 

GF^VEL, light tan, loose, slightiy moist to dry, large 
cobbles throughout. 

DOLOMITE and LIMESTONE BEDROCK, fractured, 
non-competent 

DOLOMITE BEDROCK, competent 

ro 
m 

< 
ro 

REMARKS 

MW-270 D 

1.5 

0.9 

1.1 

NA 

NA 

NA 

NA 

NA 

UK 

Soil sampte collected at 
1410. 
EIP-SS270-045-1. 

Soil sample and 
duplicate collected at 
1415. EIP-SS270-050-1 
and EIP-SS270-050-2. 
Geotech and duplicate 
Geotech coltected from 
50' to 55'. 
Soil sample collected at 
1420. 
EIP-SS270-055-1. 

No more samples 
collected due to 
bedrock. 

-Grout 

-2" SS Riser 

— Bentonite Chips 



\5 a E 
E g 

R e s t o r i n g Re 

'Si®]?! 
s s o u r c e E f f i c i e n c y 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
H 
CL 
UJ 
Q 

9 0 -

] 
9 5 -

1 0 0 -

105-

1 1 0 -

115 -

1 2 0 -

1 2 5 -

1 3 0 -

1 3 5 -

t ; 

UJ 

s o 
UJ 
cc 

o 
X 
CL 

CD 

m 
o 
ro 
3 

10/10 

in/in 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

Samples 

| ; X J Investigative Sampte Collected 

LOG OF BORING EIP-SS270 D 

(Page 3 of 3) 

; 1-29-07 Total Depth 
: 1-29-07 Location : 
: Pro Sonic 
: Rotosonic WESTON Geologist 
:Grab 

^ ^ 1 Investigative and Confirmation Sample Collected 

i:;::::! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

DOLOMITE BEDROCK, competent 

END OF BORING AT 105' 

W 
UJ 
_ j 
CL 

E 
Q-3 

Q 

CL 

REMARKS 

NA 

NA 

NA 

105'bgs 
Global Gear 
2500 Curtiss 
M. Castillo 

MW-270 D 

iii 

= 

• ; 

E 

•E 

:: —Bentonite Chips 

- i - 2 " S S Riser 

—Sand Pack 

- - - 0 . 0 1 0 " Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS271 S 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-29-07 

1-30-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

50' bgs 

Arrow Gear 

2301 Curtiss 

T. Sundquist 

X 
H 
O. 
Ul 
Q 

5 -

10-

1 5 -

2 0 -

2 5 -

30-

> 
DC 
Ul > o o 
LU 
01 

Samples 

I X I I Investigative Sample Coltected 

B ^ l Investigative and Confirmation Sample Collected 

| : : " ' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

60/60 

48/60 

42/60 

60/60 

56/60 

60/60 

GW 

A 

TS 

CL 

SW 

CL 

SP 

SC 

SP 

SC 

CL 

GRASS surface cover and ORGANIC SOIL, black/dark 
brown, stiff, dry, slightiy crumbly. 

SILTY CLAY, medium brown, very stiff, dry, pebbles 
intermixed, cobbles near 5 ft. 

NO RECOVERY from 5' fo 6'. 
GF?AVEL/SAND, brown, coarse, dry, litUe day, 
cobbles. 

NO RECOVERY from 10' to 10.5'. 
GF5AVEL/SAND, brown, coarse, dry, littie day, 
cobbles. 

SAND, brown, coarse, wet, some gravels. 

SANDY CLAY, brown, stiff, slightly moist to dry, 
pebbles. 
^as above, gray. 

,^SAND, brown, coarse, slightly moist. 

CLAYEY SAND, gray/brown, very fine grained, moist 

SAND, gray/brown, coarse, wet. 

CLAYEY SAND, gray, very fine grained, wet 
becoming moist at 24.5'. 

SILTY CLAY, gray, slighUy moist to dry, few pebbles, 
trace sand. 

1.4 

1.1 

1.4 

1.0 

1.0 

1.1 

0.6 

0.7 

1.9 

1.9 

2.0 

1.8 

Soil sampte coltected at 
1402. 
E1P-SS271-000-1. 

Soil sampte coltected at 
1406. 
EIP-SS271-005-1. 

Soil sampte collected at 
1412. 
EIP-SS271-013-1. 

Shelby tube collected 
from 15'to 17.5'. 

Soil sample and 
duplicate collected at 
1420. EIP-SS271-018-1 
andEIP-SS271-018-2. 

Soil sample collected at 
1434. EIP-SS271-020-1. 
Geotech collected from 
20'to 25'at 1500. 

Soil sample cx)llected at 
1454. 
EIP-SS271-025-1. 

MW-271 S 

n̂  Concrete 

—Grout 

2" SS Riser 

— Bentonite Chips 

-0.010" Slot Screen 

—Sand Pack 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS271 S 
(Page 2 of 2) 

U.S. EF>A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Dril l ing Method 

Sampl ing Method 

1-29-07 

1-30-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

50' bgs 

Arrow Gear 

2301 Curtiss 

T. Sundquist 

CL 
UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

6 0 -

> 
DC 
UJ > o o 
UJ 
01 

Samples 

r X A Investigative Sample Collected 

B H I Investigative and Confirmation Sampte Coltected 

|."::: | investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

58/60 

37/60 

48/60 

57/60 / / 

77 

CL 

SW 

CL 

SILTY CLAY, gray, dry, few pebbles, trace sand. 

as above, sllghUy moist, some gravels from 33.5' to 
34.5'. 

NO RECOVERY from 35' to 36.9'. 

SILTY CLAY, gray, medium to stiff, dry, few pebbles, 
trace sand. 

NO RECOVERY from 40' to 41'. 
SAND, brown, coarse grained, sllghUy moist, few 
cobbles. 

SILTY CLAY, gray, medium consistency, dry, trace 
sands. 

END OF BORING AT 50' 

OT 
LU 

< 
OT 

REMARKS 

MW-271 S 

1.9 

1.5 

2.6 

2,3 

7.7 

5.6 

1.8 

2.5 

Soil sampte and 
duplicate collected at 
1517. 
EIP-SS271-030-land 
EIP-SS271-030-2. 

Soil sample collected at 
1538. 
EIP-SS271-035-1. 

Soil sample coltected at 
1605. 
EIP-SS271-040-1. 

Soil sample collected at 
1633. 
EiP-SS271-048-1. 



BSBMEMEESa, 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS272 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drill ing Method 

Sampl ing Method 

1-30-07 

1-31-07 

Transhie ld 

Geoprobe 

Grab 

Total Depth 

Locat ion 

W E S T O N Geologist 

5 1 ' b g s 

Arrow Gear 

2301 Curt iss 

J.Hunter 

X 
I -
Q. 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
DC 
in 
> 
O 
o 
UJ 
01 

Samples 

Investigative Sampte Collected 

Investigative and Confirmation Sampte Collected 

Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

REMARKS 

' T ^ 

z 7 Z Z 

52/60 

57/60 

,% 

/ / 

42/60 

41/60 

57/60 

49/60 

^ 

M 

k2 

TS 

CL 

OL 

CL 

SC 

SP 

GW 
SC 

CL 

SW 

GW^ 

SP 

CL 

SC 

TOPSOIL, brown. 

SILTY CLAY, dark brown, soft, dry, trace angular 
gravel. 

ORGANIC SOIL, black, soft, dry, silty. 

SILTY CLAY, black, soft, dry. 
as above, gradually transitioning to brown. 

SANDY CLAY, brown, slightty moist, trace small 
gravel. 

as above, sand (medium grained) content is increasing. 

CLAYEY SAND, brown, medium grained, moist, trace 
small gravel, clay content decreasing with depth. 

as above, wet. 

SAND, brown, pooriy graded, medium grained, wet. 

GF5AVEL, brown, well graded, wet, trace sand. 

yCLAYEY SAND, brown, moist. 

SILTY CLAY, gray, medium consistency, moist, trace 
small gravel. 

CLAYEY SAND, brown, well graded, wet, trace 
gravel. 

^GFRAVEL, brown, well graded, saturated. 

SAND, gray, pooriy graded, moist, trace silt. 

SILTY CLAY, gray, soft, moist, trace small gravel. 

SAND SEAM, gray, well graded, very moist, trace 
gravel. 

CLAYEY SAND, brown, moist 

0.0 

0.0 

0.2 

0.5 

0.0 

0.4 

0.1 

0.1 

0.0 

0.0 

0.0 

0.0 

Soil sample and 
duplicate coltected at 
0805. 
E1P-SS272-003-1 and 
EIP-SS272-003-2. 

Soil sample collected 
at 0810. 
EIP-SS27-008-1. 

Shelby tube coltected 
from 9'to 11.5'. 

Soil sampte coltected 
at 0819. 
E1P-SS272-013-1. 

Soil sample collected 
at 0833. 
EIP-SS272-018-1. 

Soil sample coltected 
at 0851. 
EIP-SS272-020-1 
Geotech coltected 
from 20'-25'at 0931. 

Soil sampte coltected 
at 0912. 
EIP-SS272-028-1. 

MW-272 I 

/ — Sfick-up 

H B—Concrete 

-2" SS Riser 

-Grout 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS272 I 

(Page 2 of 2) 

U.S. EF'A Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-30-07 
1-31-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

51'bgs 
Arrow Gear 
2301 Curtiss 
J.Hunter 

X 
h -
CL 
UJ 
Q 

30-

35-

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

>-
01 
LU > o o 
UJ 
DC 

Samples 

I X I Investigative Sampte Coltected 

^ ^ B Investigative and Confirmation Sample Collected 

|:": : : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
m 

< 
OT 

REMARKS 

MW-272 I 

42/60 

51/60 

46/60 

41/60 

5/12 

A 

SW 

SP 

SW 

sc 
CL 

^SAND, tan, well graded, medium grained, slightiy moist 

^CLAYEY SAND, brown, slightiy moist. 

ML 

CL 

SW 

SP 

SC 

SW 

GW 

SW 

::>:GW 

SAND, tan, well graded, medium grained, wet, trace of gravB 

SAND, tan, pooriy graded, medium grained, slightiy moist. 

SILTY CLAY, gray, moist, trace gravel. 

SANDY SILT, gray, wet, very fine grained sand. 

SILTY CLAY, gray, moist. 

SAND, tan, well graded, medium grained, very moist, trace . 
Gw\gravel. / 

Svy^GPAVEL, tan, well graded, moist. 

\SAND, light brown, well graded, moist. J 
SAND, light brown, pooriy graded, very moist, trace clay. 

^CLAYEY SAND, gray-tan, moist, trace gravel. 

SM SILTY SAND, gray, well graded, fine grained, moist, trace 
^gravel. / 

SAND, gray, well graded, medium grained, very moist 

GFIAVEL, gray, well graded, saturated. 

SAND with clay, gray, well graded, trace large gravel. 

GFRAVEL with clay, well graded, angular, very moist. 

Soil sample collected 
at 0942. 
EIP-SS272-030-1. 

Soil sample collected 
at 1010. 
EIP-SS272-038-1. 

Soil sample collected 
at 1056. 
E1P-SS272-043-1. 

Soil sample collected 
at 1125. 
EIP-SS272-045-1. 

No sampte coltected. 

— Grout 

2" SS Riser 

—Bentonite Chips 

-0.010" Slot Screen 

—Sand Pack 

END OF BORING AT 51' 

file:///SAND


Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS272 S 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Total Depth 

1-31-07 
1-31-07 
Transhield 
HSA 
24' bgs 

Location 

WESTON Geologist 

Arrow Gear 
2301 Curtiss 
J. Hunter 

X 
1-
Q. 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

3 0 -

DESCRIPTION 

MW-272 S 

BLIND DRILLED DUE TO NESTED MONITORING WELL 
PAIR. SEE EIP-SS272 I BORELOG. 

/ — Stick-up 

H H—Concrete 

— Grout 

2" SS Riser 

— Bentonite Chips 

—Sand Pack 

0.010" Slot Screen 

END OF BORING AT 24' 



iniEIllISEI. 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS273 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

1-30-07 

1-30-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

50' bgs 

Arrow Gear 

2301 Curtiss 

J.Hunter 

CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

CC 
m 
> o o 
Ul 
cc 

Samples 

|>><I1 Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sampte Collected 

| : " " : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

Q. 

< 
ro 

REMARKS 

41/60 

38/60 

58/60 

53/60 

48/60 

56/60 

GW^! 

CL 
^CLAY, dark brown. 

GW 

CL 

SP 

GW 

CL 

ASPHALT surface cover. 

GFIAVEL, light gray, well graded, loose. 

CLAYEY GRAVEL with sand, well graded, stiff, dry. 

SILTY CLAY, gray, stiff, dry, trace gravel. 

as above, plasfic, moisture increases. 

SLOUGH from 15'to 15.6'. 

SAND, brown, pooriy graded, slightly moist, trace 
gravel near 20'. 

SWISAND. 
^CLAY SEAM, gray. 

GF^VEL, tan, well graded, small rounded grains, wet 

SANDY CLAY with silt, gray, moist, very plastic, trace 
gravel. 

1.5 

0.0 

1.0 

0.6 

2.3 

2.1 

1.1 

0.8 

3.3 

4.4 

3.6 

0.4 

Soil sample collected at 
1315. 
EIP-SS273-000-1. 

Soil sample and 
duplicate coltected at 
1321. 
EIP-SS273-005-1 and 
EIP-SS273-005-2. 

Soil sampte collected at 
1327. 
EIP-SS273-010-1. 

Soil sample collected at 
1346. 
EIP-SS273-015-1. 

Soil sample collected at 
1358. 
EIP-SS273-023-1. 

Soil sample collected at 
1416. 
EIP-SS273-025-1. 

MW-273 I 

Flush Mount 

n̂  Concrete 

-2" SS Riser 

-Grout 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS273 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-30-07 
: 1-30-07 
: Transhield 
: Geoprobe 
: Grab 

Total Depth 
Location 

WESTON Geologist 

50' bgs 
Arrow Gear 
2301 Curtiss 
J.Hunter 

UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

50-

5 5 -

6 0 -

OC 
UJ 
> 
o 
o 
U l 
OC 

Samples 

1 X 1 Investigative Sample Coltected 

B H I Investigative and Contirmation Sample Coltected 

l " - " . | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

MW-273 I 

39/60 

55/60 

40/60 

21/60 

SW 

SC 

ML 

SP 

GW 

GW 

SAND, tan, well graded, dry, trace angular/large 
gravel. 

CLAYEY SAND, tan, slighUy moist. 

SANDY SILT, tan, fine grained, wet. 
seams of wet, small, angular gravel throughout. 

CLAYEY SAND, gray, pooriy graded, fine grained, very 
moist, slighUy plastic. 

GFIAVEL, gray, well graded, wet trace clay. 

GF^VEL with sand, tan, well graded, wet. 
GFRAVEL with clay, tan, well graded, wet. 

End of Boring 

1.8 

3.8 

0.8 

0.1 

3.7 

2.1 

0.8 

NA 

Soil sample coltected at 
1447. 
EIP-SS273-033-1. 

Soil sampte collected at 
1509. 
EIP-SS273-035-1. 

Soil sample collected at 
1538. 
EIP-SS273-040-1. 

Soil sample coltected at 
1559. 
E1P-SS273-045-1. 

— Bentonite Chips 

-Grout 

-2" SS Riser 

-0.010" Slot Screen 

—Sand Pack 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS274 D 

(Page 1 of 3) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 1-30-07 

: 1-30-07 

: Pro Sonic 

: Rotosonic 

: Grab 

Total Depth 
Location 

WESTON Geologist 

107'bgs 
Arrow Gear 
2301 Curtiss 
M. Castillo 

X 
h -
CL 
LU 
Q 

: l l 

1 0 -

1 5 -

20-

25-

3 0 -

3 5 -

4 0 -

45-

> 
DC 
UJ > o o 
U l 
DC 

Samples 

r X I Investigative Sampte Collected 

H H Investigative and Confirmation Sampte Coltected 

|::::;:| investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
w 

REMARKS 

FL 

7/7 

10/10 

10/10 

5/10 

CL 

SW 

CL 

SW 

SC 

ASPHALT surface cover and GF?AVEL FILL, black and 
white, coarse, loose. 

SILTY CLAY, tan, trace olive color, stiff, loose, dry, 
high plasticity, sand, cobbles. 

CLAYEY SAND, tan, well graded, loose, moist, some 
sandy clay throughout. 

SANDY CLAY, gray, soft, moist, high plasticity, some 
coarse sand and gravel. 

as above, slightly moist large cobbles near 27'. 

SAND, tan, well graded, coarse grained, loose, dry. 

CLAYEY SAND, tan and gray motUing, fine grained, 
medium consistency, moist, trace pebbles. 

1.2 

1.1 

0.8 

0.4 

0.6 

0.9 

N/A 

1.2 

Soil sampte and 
duplicate coltected at 
1110. 
EIP-SS274-000-1 and 
EIP-SS274-000-2. 

Soil sampte coltected 
at 1115. 
E1P-SS274-005-1. 

Soil sample collected 
at 1120. 
EIP-SS274-010-1. 

Soil sample collected 
at 1125. 
EIP-SS274-015-1. 

Soil sample collected 
at 1130. 
EIP-SS274-020-1. 

Soil sampte collected 
at 1135. 
EIP-SS274-025-1. 

No sample coltected, 
no recovery. 

Soil sample collected 
at 1140. 
EIP-SS274-035-1. 

Soil sample collected 
at 1145. 
E1P-SS274-040-1. 

MW-274 D 

l ^ , - , ^ l 
Flushmount 

Concrete 

-Grou t 

2" SS Riser 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS274 D 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-30-07 
1-30-07 
Pro Sonic 
Rotosonic 
Grab 

Total Depth 
Location 

WESTON Geologist : M. Castillo 

107'bgs 
Arrow Gear 
2301 Curtiss 

X 
I -
CL 
UJ 
Q 

45-

5 0 -

5 5 -

6 0 -

6 5 -

7 0 -

7 5 -

80-

85-

90-

> 
CC 
LU > 
O o 
Ul 
CC ID 

Samples 

L X I Investigative Sampte Collected 

B H Investigative and Confirmation Sample Collected 

l ' " ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
m 

< 
ro 

rz 
10/10 

10/10 

10/10 

10/10 

10/10 

sc 

SW 

CLAYEY SAND, tan and gray mottiing, fine grained, 
medium consistency, moist, trace pebbles. 

SAND with clay, tan, well graded, loose, slightiy moist, 
trace cobbles. 

BEDROCK,fractured, non-competent 

BEDROCK-DOLOMITE AND LIMESTONE, 
non-competent 

BEDROCK, competent. 

REMARKS 

MW-274 D 

1.0 

0.9 

0.4 

NA 

NA 

NA 

NA 

NA 

NA 

Soil sample collected 
at 1150. 
EIP-SS274-045-1. 

Soil sampte and 
duplicate coltected at 
1155. 
E1P-SS274-050-1 and 
EIP-SS274-050-2. 

No more samples 
collected due to 
bedrock. 

— Grout 

2" SS Riser 



\5 Xi C 
B g 5 ]®J3 

R e , s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
H 
D. 
UJ 
Q 

9 0 -

_ 
-

9 5 -

-

1 0 0 -
-
-

-
1 0 5 -

-

1 1 0 -

115-

1 2 0 -

125 -

1 3 0 -

1 3 5 -

g 
UJ > 
O o 
U l 
DC 

o 

X 

CD 

OT 
O 
OT 
3 

10/10 

10/10 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

Samples 

I X I Investigative Sample Coltected 

LOG OF BORING EIP-SS274 D 

(Page 3 of 3) 

1-30-07 Total Depth 
1-30-07 Location 
Pro Sonic 
Rotosonic WESTON Geologist 

107'bgs 
Arrow Gear 
2301 Curtiss 
M. Castillo 

Grab 

^ ^ B Investigative and Confirmation Sample Coltected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

BEDROCK, competent 

as above, some fractures. 

END OF BORING AT 107' 

OT 
LU 
_ l 
D . 

S5 

E 
CL 

3 

Q 
CL 

REMARKS 

NA 

NA 

NA 

NA 

MW-274 D 

iii 

.11 

z 

E 

.= 
• E 

•E 

: 

I 

_%-Grout 

:: —Bentonite Chips 

- - 2 " SS Riser 

—Sand Pack 

-—0.010" Slot Screen 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS275 D 

(Page 1 of 3) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

:1-31-07 
: 2-1-07 
: Pro Sonic 
: Rotosonic 
: Grab 

Total Depth 
Location 
WESTON Geologist 

97' bgs 
2711-2755 Curtiss 
T. Sundquist 

X 
h-
CL 
Ul 
Q 

5 -

1 0 -

1 5 -

20-

25-

3 0 -

3 5 -

4 0 -

45-

>-
CC 
UJ 
> o o 
LU 
CC 

Samples 

l >< I I Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sampte Collected 

l'-"' ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
ro 

REMARKS 

7/7 

10/10 

10/10 

10/10 

I S -^GF?ASS surface cover and TOPSOIL. 

CL 

SW 

CL 

SW 

SILTY CLAY, dark brown, soft, moist, some pebbles. 

as above, medium olive brown. 

SANDY CLAY, medium brown, very soft, moist, some 
pebbles, becoming very stiff at 9.5'. 

CLAY, gray, stiff, dry, some pebbles/cobbles. 

CLAY, gray, medium consistency, slighUy moist, some sanq, 
pebbles, cobbles. 

CLAY, gray, medium/soft, trace pebbles/cobbles. 

SAND, brown, coarse, dry/slightty moist, gravel intermixed, 
some clay. 
as above, slightly moist, clay absent. 

SANDY CLAY, gray, very fine grained, soft, moist 

SANDY CLAY, brown, coarse grained, medium consistency 
y moist. I 

SAND, brown, coarse, slightty moist/dry, cobbles, gravels. 

0.4 

0.0 

0.5 

1.1 

0.2 

0.5 

0.9 

0.9 

Soil sample collected 
at 1417. 
EIP-SS275-000-1. 

Soil sample coltected 
at 1435. 
EIP-SS275-007-01. 

Soil sample coltected 
at 1435. 
EIP-SS275-012-1. 

Soil sample coltected 
at 1501. 
EIP-SS275-017-1. 

Soil sample collected 
at 1501. 
EIP-SS275-022-1. 

Soil sampte coltected 
at 1515. 
EIP-SS275-027-1. 

Soil sample collected 
at 1515. 
EIP-SS275-032-1. 

Soil sample coltected 
at 1526. 
EIP-SS275-037-1. 

Soil sample and 
duplicate coltected at 
1526. 
EIP-SS275-042-1and 
E1P-SS275-042-2. 

MW-275 D 

Flushmount 

Concrete 

—Grout 

-2" SS Riser 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS275 D 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-31-07 
: 2-1-07 
: Pro Sonic 
: Rotosonic 
:Grab 

Total Depth 
Location 
WESTON Geologist 

97' bgs 
2711-2755 Curtiss 
T. Sundquist 

Q. 
Ol 
Q 

45-

. 10/10 

5 0 -

5 5 -

6 0 -

65-

7 0 -

7 5 -

8 0 -

85-

90-

>-
CC 
in 
> o o 
UJ 
DC 

Samples 

I X I Investigative Sampte Coltected 

B B I Investigative and Confirmation Sample Collected 

(HTT!!) Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
LU 

< 
ro 

REMARKS 

m 

10/10 /n-s 

7/ 

. 10/10 

7/10 

4/4 

5/6 

GW 

z 
/ / . 

•m 

CL 

GC 

SP 

SC 

CLAYEY SAND, gray, coarse grained, crumbly, gravel, 
^as above, very fine grained, moist, cobbles from 62' to 
63'. 

SC 

GC 

SANDY CLAY, gray, fine grained, medium consistency, 
slightty moist/dry, large cobbles, pebbles. 
CLAY, gray, stiff, sllgntly moist/dry 

CLAYEY GRAVEL, large cobbles. 

SAND, light brown, pooriy graded, fine grained, slighUy 
moist/dry. 

>SANDY CLAY/CLAYEY SAND, gray/brown, medium 
'consistency, slighUy moist/dry, crumbly, large cobbles. 

CLAYEY SAND, gray/brown, coarse grained, slighUy 
moist, crumbly, cobbles/gravels. 

GFIAVEL/COBBLES/SAND, gray, coarse grained. 

as above, brown. 

CLAYEY GFJAVEL, light brown/gray, coarse grained, 
wet, cobbles. 

less clayey wfth depth. 

CLAYEY GFiAVEL, light brown/gray, coarse grained, 
moist, cobbles. 

LIMESTONE BEDROCK, fractured, weathered. 

bedrock fracturing at natural fractures, not as 
weathered. 

m 0.8 

0.5 

1.1 

0.6 

0.6 

0.0 

0.5 

0.5 

NA 

Soil sample coltected 
at 1555. 
EIP-SS275-047-1. 

Soil sampte collected 
at 1555. 
EIP-SS275-052-1. 

Soil sample collected 
at 1605. 
EIP-SS275-57-1. 

Soil sampte collected 
at 1605. 
EIP-SS275-062-1. 

Soil sample collected 
at 1619. 
E1P-SS275-067-01. 

Soil sample collected 
at 1619. 
EIP-SS275-072-1. 

Soil sample collected 
at 1630. 
EIP-SS275-077-1. 

No more samples 
coltected due to 
bedrock. 

MW-275 D 

—Grout 

-2" SS Riser 

—Bentonite Chips 

0.010" Slot Screen 
—Sand Pack 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS275 D 

(Page 3 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-31-07 
: 2-1-07 
: Pro Sonic 
: Rotosonic 
:Grab 

Total Depth 
Location 
WESTON Geologist 

97' bgs 
2711-2755 Curtiss 
T. Sundquist 

X 
h -
CU 
UJ 
O 

90-

9 5 -

1 0 0 -

105-

1 1 0 -

115-

120-

1 2 5 -

130-

1 3 5 -

CC 
UJ > o o 
LU 
DC 

Samples 

1 X 1 Investigative Sampte Collected 

H H Investigative and Contirmation Sample Collected 

\::v-::\ investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
U l 

< 
ro 

REMARKS 

MW-275 D 

1Q/1Q 

LIMESTONE BEDROCK, fractured, weathered, 
bedrock fracturing at natural fractures. 

NA 

HA 

-0.010" Slot Screen 

—Sand Pack 

END OF BORING AT 97' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS276 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 1-31-07 
: 1-31-07 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 

Location 

WESTON Geologist 

45' bgs 

Rexnord 

2400 Curtiss 

M. Castillo 

CL 
m 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
01 
in 
> 
O 
o 
LU 
DC 

Samples 

\ X . \ Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sample Collected 

|:"; : : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

/ 
34/60 

30/60 

41/60 

44/60 

48/60 

38/60 

T , T ^ 

/ / 

7: 

/ 

/ / 

TS 

SC 

SW 

CL 

TOPSOIL, brown, stiff, dry, trace organics. 

CLAYEY SAND, reddish tan, stiff, loose, dry. 

as above, some pebble layers throughout. 

as above, trace pebble layers. 

SAND & GFIAVEL, well graded, white, loose, dry. 

CLAY, gray, stiff, dry, some sand and gravel. 

ro 
m 

< 
w 

REMARKS 

0.0 

3.4 

2.2 

1.1 

0.0 

0.0 

0.0 

0.7 

0.5 

0.5 

0.1 

0.0 

Soil sample and 
duplicate collected at 
0902. EIP-SS276-003-1 
and EIP-SS276-003-2. 

Soil sample coltected at 
0908. 
EIP-SS276-005-1. 

Soil sample collected at 
0912. 
EIP-SS276-010-1. 

Soil sample coltected at 
0920. 
EIP-SS276-018-1. 

Soil sampte collected at 
0943. 
EIP-SS276-020-1. 

Soil sample collected at 
1015. 
EIP-SS276-025-1. 

MW-276 I 

if 
Flushmount 

Concrete 

-Grout 

-2" SS Riser 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS276 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

1-31-07 
1-31-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Rexnord 
2400 Curtiss 
M. Castillo 

X 
I -
Q . 
UJ 
Q 

30-

3 5 -

4 0 -

45-

5 0 -

5 5 -

6 0 -

>-
01 
UJ 
> 
O 
O 
UJ 
01 

ID 

Samples 

I X I Investigative Sample Coltected 

^ ^ B Investigative and Confirmation Sample Collected 

r-"'"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-276 I 

60/60 

60/60 

60/60 

A 

g* 

CL 

SP 

SC 

CL 

SC 

CL 

CLAY, gray, stiff, dry, some sand and gravel. 

SAND, reddish-brown, medium grained, loose, dry, 
increasing clay content with depth, slighUy moist 
around 35'. 

CLAYEY SAND, gray, soft, moist. 

CLAY TILL, gray, sfiff, dry, medium plasticity, some 
sand, trace pebbles. 

CLAYEY SAND, gray, fine grained, wet. 

CLAY TILL, gray, stiff, dry, medium plasticity, some 
sand, trace pebbles. 

END OF BORING AT 45' 

0.2 

0.7 

0.0 

0.4 

0.1 

0.2 

Soil sampte coltected at 
1030. 
EIP-SS276-033-1. 

Soil sampte coltected at 
1115. 
EIP-SS276-038-1 

Soil sampte collected at 
1150. 
E1P-SS276-043-1. 

:•—Grout 

:: —Bentonite Chips 

-2" SS Riser 

-0.010" Slot Screen 

—Sand Pack 



BSBMMaiMSSa. 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS277 I 

(Page 1 of 2) 

U.S. EF'A Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampl ing Method 

:1 -31 -07 

: 1 -31 -07 

: Transhield 

: Geoprobe 

: G r a b 

Total Depth 

Locat ion 

W E S T O N Geologist 

50' bgs 

Rexnord 

2400 Curtiss 

M. Castil lo 

X 
H 
D. 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
DC 
UJ > o o 
LU 
DC 

Samples 

I X I I Investigative Sampte Coltected 

^ ^ B Investigative and Confirmation Sampte Collected 

|:::.:'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

30/60 

60/60 

60/60 

60/60 

60/60 

25/60 

Z 4 

TS 

CL 

SW 

SC 

GW 

CL 

SP 

TOPSOIL, black, dry, trace organics. 

SILTY CLAY, brown, stiff, dry, high plasficity, trace 
pebbles. 

as above, gray. 

SAND & GRAVEL, white, loose, dry. 

CLAYEY SAND, brown. 

GRAVEL, brown, loose, saturated. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

SLOUGH from 20'to 21'. 

SAND, reddish brown, loose, moist, trace pebbles, 
water from above. 

ro 
UJ 

< 
ro 

REMARKS 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte collected at 
1305. 
EIP-SS277-003-1. 

Soil sampte collected at 
1310. 
EIP-SS277-008-1. 

Soil sample collected at 
1315. 
EIP-SS277-013-1. 

Geotech collected from 
16'to 20'. 

Soil sampte collected at 
1335. 
EIP-SS277-018-1. 

Soil sample and 
duplicate coltected at 
1355. EIP-SS277-023-1 
and EIP-SS277-23-2. 

Soil sampte collected at 
1415. 
EIP-SS277-028-1. 

MW-277 I 

If 
Flushmount 

Concrete 

2" SS Riser 

—Grout 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS277 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

: 1-31-07 
: 1-31-07 
: Transhield 
: Geoprobe 
:Grab 

Total Depth 
Location 

WESTON Geologist : M. Castilto 

50' bgs 
Rexnord 
2400 Curtiss 

UJ 
Q 

30-

35-

4 0 -

45-

50-

5 5 -

6 0 -

> 
CC 
in 
> o o 
in 
cc 

Samples 

I X I Investigative Sampte Coltected 

H H Investigative and Confirmation Sampte Collected 

l"''"'l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

• / / 

60/60 

z 

60/60 

60/60 

60/60 

y 

I 
/ / 

% 

SC 

SW 

CL 

CLAYEY SAND, gray, poorty graded, fine grained, stiff, 
moist to wet. 

SAND, tan, well graded, loose, saturated. 

CLAY TILL, gray, soft, moist 

END OF BORING AT 50'. 

REMARKS 

MW-277 I 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 
1450. 
EIP-SS277-033-1. 

Soil sample collected at 
1500. 
EIP-SS277-038-1. 

Soil sample collected at 
1520. 
E1P-SS277-040-1. 

— Bentonite Chips 

-Grout 

-2" SS Riser 

-0.010" Slot Screen 

—Sand Pack 



L f i i m f i g i a 
Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS278 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

2-1-07 

2-1-07 

Transhield 

Geoprobe 

Grab 

Total Depth 
Location 

WESTON Geologist : M. Castillo 

45' bgs 
Rexnord 
2400 Curtiss 

X 
H 
CL 
LU 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

> 
DC 
UJ > o o 
UJ 
DC 

Samples 

I X I Investigative Sampte Collected 

^ H i Investigative and Confirmation Sample Collected 

|:^::"l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 
_1 
CL 

< 
OT 

REMARKS 

MW-278 I 

60/60 

60/60 

60/60 

59/60 

56/60 

40/60 

TS 

CL 

SW 

TOPSOIL, dark brown, stiff, dry, high plasticity, trace 
organics/pebbles. 

SILTY CLAY, dark olive, sfiff, dry, high plasficity, trace 
pebbles. 

as above, tan. 

as above, soft and moist layer from 13' to 14'. 

SAND & GF^VEL, brown, well graded, loose, dry. 
as above, sand layer near 16', slightty moist. 

Flushmount 

0.8 

0.2 

1.6 

1.3 

1.7 

1.4 

2.7 

2.0 

3.1 

2.6 

3.2 

1.4 

Soil sampte and 
duplicate collected at 
0845. EIP-SS278-000-1 
and EIP-SS278-000-2. 
Geotech collected from 
0' to 5' at 0902. 

Soil sampte collected at 
0859. 
EIP-SS278-005-1. 

Soil sample collected at 
0905. 
EIP-SS278-010-1. 

Soil sample coltected at 
0920. 
EIP-SS278-015-1. 

Soil sampte collected at 
0925. 
EIP-SS278-020-1. 

Soil sample collected at 
0935. 
E1P-SS278-025-1. 

il̂  Concrete 

2" SS Riser 

—Grout 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS278 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, IHinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

2-1-07 
2-1-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Rexnord 
2400 Curtiss 
M. Castillo 

X 
I -
CL 
UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

> 
DC 
UJ > o o 
UJ 
DC 

Samples 

I^XII Investigative Sampte Collected 

H H Investigative and Confirmation Sample Coltected 

l " ' " ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

60/60 

60/60 

60/60 

SW 

CL 

SAND & GFIAVEL, brown, well graded, loose, dry, 
some sift. 

SAND, brown, loose, wet. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

as above, sand layer, moist from 40' fo 41'. 

END OF BORING AT 45'. 

OT 
UJ 

< 
OT 

REMARKS 

MW-278 1 

2.6 

2.0 

2.3 

2.0 

1.3 

2.0 

Soil sampte coltected at 
0950. 
EIP-SS278-030-1. 

Soil sample coltected at 
1010. EIP-SS278-035-1 

Soil sampte collected at 
1045. 
EIP-SS278-043-1. 

—Grout 
2" SS Riser 

—Bentonite Chips 

-0.010" Slot Screen 

—Sand Pack 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS279 I 

(Page 1 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

2-2-07 

2-2-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

40' bgs 

Rexnord 

2400 Curtiss 

M. Castillo 

CL 
UJ 
Q 

5 -

1 0 -

1 5 -

2 0 -

2 5 -

30-

>-
DC 
in 
> o o 
LU 
CC 

Samples 

l ! X I Investigative Sampte Collected 

H H Investigative and Confirmation Sample Collected 

I " " " ! Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
ro 

REMARKS 

MW-279 I 

50/60 

55/60 

40/60 

60/60 

40/60 

60/60 

TS 

ML 

TOPSOIL, black, soft, dry, trace pebbles. 

CLAYEY SILT, brown, medium consistency, dry, high 
plasticity, trace pebbles. 

as above, gravel layer from 12.5' to 13'. 
SILT, black, soft, slightly moist, high plasticity. 

CLAYEY SILT, gray and tan mottling, medium 
consistency, dry, high plasticity, trace pebbles. 

CLAYEY SILT with gravel, tan, soft, dry, high plasticity. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte collected at 
0740. 
EIP-SS279-003-1. 

Soil sample coltected at 
0745. 
EIP-SS279-008-001. 

Soil sample collected at 
0750. 
EIP-SS279-013-1. 

Soil sampte coltected at 
0755. 
EIP-SS279-018-1. 

Soil sampte collected at 
0805. 
EIP-SS279-023-1. 

Soil sampte and 
duplicate collected at 
0815. EIP-SS279-028-1 
and EIP-SS279-028-2. 

Wt 
Flushmount 

Concrete 

-Grout 

-2" SS Riser 

—Bentonite Chips 

-Sand Pack 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS279 I 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

2-2-07 
2-2-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : M. Castilto 

40' bgs 
Rexnord 
2400 Curtiss 

X 
H 
CL 
UJ 
Q 

30-

35-

40-

4 5 -

50-

55 -

60-

> 
CC 
in 
> 
O o 
UJ 

oc 

Samples 

l>><II Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sample Coltected 

| : : " ' : | Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-279 I 

60/60 

40/60 

ML 

SP 

CL 

CLAYEY SILT, tan, soft, moist high plasticity. 

SAND, tan, medium grained, loose, saturated. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

0.0 

0.0 

NA 

NA 

Soil sample collected at 
0825. 
EIP-SS279-033-1. 

No PID readings from 
35' to 40' due to wet 
soil conditions. 

No samples collected 
from 35' to 40'. 

-0.010" Slot Screen 

—Sand Pack 

END OF BORING AT 40' 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS280 

(Page 1 of 2) 

U.S. EPA Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

2-1-07 
2-1-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist 

45' bgs 
Rexnord 
2400 Curtiss 
M. Castillo 

X 
I -
CL 
UJ 
Q 

1 0 -

1 5 -

2 0 -

2 5 -

>-
0 1 
LU > o o 
Ul 

oc 

Samples 

1 X 1 Investigative Sampte Coltected 

I H l Investigative and Confirmation Sample Collected 

l " " " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
D. 

< 
OT 

REMARKS 

AS 

55/60 

50/60 

60/60 

60/60 

50/60 

30- 60/60 

CL 

SW 

ASPHALT surface cover. 

SILTY CLAY, dark gray, stiff, dry, high plasticity, trace 
pebbles. 

as above, brown, 

as above, dark gray. 

SAND, reddish brown, medium grained, loose, dry, 
some sift near 12'. 

SAND and GFJAVEL, red and white, well graded, loose, 
dry. 

as above, some silty layers throughout. 

1.3 

1.4 

1.4 

1.6 

1.8 

1.8 

2.5 

2.1 

2.8 

2.7 

1.9 

1.8 

Geotech collected from 
0'to 5'at 1130. 

Soil sampte coltected at 
1110. 
EIP-SS280-003-1. 

Soil sample coltected at 
1120. 
E1P-SS280-008-001. 

Soil sample coltected at 
1125. 
EIP-SS280-013-1. 

Soil sampte coltected at 
1135. 
EIP-SS280-015-1. 

Soil sample collected at 
1140. 
EIP-SS280-020-1. 

Soil sample and 
duplicate collected at 
1305. EIP-SS280-025-1 
and EIP-SS280-025-2. 

MW-280 I 

Flushmount 

Wt Concrete 

-Grout 

-2" SS Riser 



[SnSEMSSEB, 
Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS280 

(Page 2 of 2) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 
Finish Date 
Driller 
Drilling Method 
Sampling Method 

2-1-07 
2-1-07 
Transhield 
Geoprobe 
Grab 

Total Depth 
Location 

WESTON Geologist : M. Castillo 

45' bgs 
Rexnord 
2400 Curtiss 

X 
h -
Q. 
UJ 
Q 

30-

3 5 -

4 0 -

4 5 -

5 0 -

5 5 -

6 0 -

UJ 

O 
UJ 

Samples 

1^X11 Investigative Sample Collected 

H H Investigative and Confirmation Sample Collected 

l " ' ' " l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-280 I 

60/60 

60/60 

60/60 

SW 

CL 

SP 

CL 

SAND and GRAVEL, red and white, well graded, loose, 
dry, some sift and sand layers throughout. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

SAND, brown, pooriy graded, soft, saturated. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

END OF BORING AT 45' 

2.7 

3.6 

2.5 

2.5 

NA 

NA 

Soil sample collected at 
1315. 
E1P-SS280-033-1. 

Soil sample collected at 
1340. 
EIP-SS280-038-1. 

No PID readings from 
40' to 45' due to wet 
soil condition. 

No samples coltected 
from 40' to 45'. 

— Grout 

•; —Bentonite Chips 

-2" SS Riser 

-0.010" Slot Screen 

—Sand Pack 



.^BSaSMIMEB, 
Res to r i ng R e s o u r c e E f f i c i e n c y 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

LOG OF BORING EIP-SS281D 

: 2-1-07 

: 2-2-07 

: Pro Sonic 

: Rotosonic 

:Grab 

1 

(Page 1 of 3) 

Total Depth 

Location 

WESTON Geologist 

97' bgs 

Neuco 

5105 Thatcher 

T. Sundquist 

U.S. EF'A Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Q. 
UJ 
Q 

0 - -

1 0 -

1 5 -

2 0 -

25-

3 0 -

3 5 -

4 0 -

45-

> 
CC 
in 
> o o 
Ul 
cc 

Samples 

I ' X I l Investigative Sampte Collected 

^ H i Investigative and Confirmation Sample Collected 

" Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
ro 

REMARKS 

6/7 

10/10 

10/10 

10/10 

A 

/ 

^ASPHALT surface cover. 

OL 

CL 

SC 

^ 

CL 

SC 

CL 

ORGANIC SOIL, black, medium consistency, crumbly, sllgh|tl 
moist, roots. 

SILTY CLAY, olive, medium consistency, slightly moist 
pebbles. 

CLAYEY SAND, red/brown, medium grained, moist to wet, 
gravels. 

SANDY CLAY, red/brown, medium consistency, slightiy mo s 
pebbles. 
SILTY CLAY, olive/gray, stiff, dry, pebbles, some gravel, tr^ 

sand. 

SANDY CLAY/CLAYEY SAND, olive/gray, fine grained, soft, 
moist, some gravel. 

CLAYEY SAND, brown, fine grained, very soft, moist, some 
gravel. 

SANDY CLAY, gray, very fine grained, soft, slightly moist, 
some gravel. 

CLAY, gray, very fine grained, medium consistency, slighUy 
moist, some sand/cobbles. 

SANDY CLAY, gray, medium consistency, slightty moist, sopjii 
cobbles, pebbles intermixed. 

as above, less pebbles with depth. 

CLAY, gray, very fine grained, medium consistency, slighUy 
moist, trace pebbles. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

1.0 

Soil sampte coltected at 
1445. 
EIP-SS281-000-1. 

Soil sampte collected at 
1452. EIP-SS281-007-1. 

Soil sampte and 
duplicate collected at 
1452. E1P-SS281-012-1 
and EIP-SS281-12-2. 

Soil sample collected at 
1510. 
EIP-SS281-017-1. 

Soil sample collected at 
1510. 
EIP-SS281-022-1. 

Soil sample coltected at 
1527. 
EIP-SS281-027-1. 

Soil sampte collected at 
1527. 
EIP-SS281-032-1. 

Soil sample collected at 
1542. 
EIP-SS281-037-1. 

Soil sampte collected at 
1542. 
EIP-SS281-042-1. 

MW-281 D 

Flushmount 

Concrete 

-Grou t 

-2" SS Riser 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS281D 

(Page 2 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 
Drill ing Method 

Sampl ing Method 

: 2-1-07 

: 2-2-07 

: Pro Sonic 

: Rotosonic 

: G r a b 

Total Depth 

Locat ion 

W E S T O N Geologist 

97' bgs 

Neuco 

5105 Thatcher 

T. Sundquist 

X 
H 
CL 
UJ 
Q 

45-

5 0 -

5 5 -

6 0 -

6 5 -

70-

7 5 -

8 0 -

8 5 -

90-

DC 
U l > 
o o 
UJ 
DC 

Samples 

L X J Investigative Sample Collected 

^ ^ B Investigative and Confirmation Sample Collected 

[•^'"•l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

ro 
UJ 

< 
OT 

REMARKS 

10/10 

2i 

10/10 

10/10 

10/10 

10/10 

CL 

sc 

SANDY CLAY/CLAYEY SAND, gray, very fine grained, 
medium consistency, slightly moist, slightly crumbly, 

^some pebbles. 

SW 

SP 

GC 

CLAYEY SAND, gray, coarse grained, wet, gravel. 

SAND, brown/gray, well graded, coarse grained, 
moist, some gravel. 

SAND, gray, pooriy graded, medium grained, slighUy 
moist. 

as above, coarse grained. 

as above, fine grained. 

as above, coarse grained, 
as above, little clay. 

CLAYEY GRAVEL/SAND, light brown/gray, coarse 
grained, moist, cobbles. 
as above, less sand with depth, large cobbles. 

BEDROCK, weathered, fractured. 

BEDROCK, fractured at natural fractures. 

s 0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

NA 

NA 

Soil sampte coltected at 
1553. 
EIP-SS281-047-1. 

Soil sample coltected at 
1553. 
EIP-SS281-052-1. 
Geotech coltected from 
52' to 57'. 

Soil sample collected at 
1604. 
EIP-SS281-057-1. 

Soil sampte collected at 
1604. 
EIP-SS281-062-1. 

Soil sampte collected at 
1627. 
E1P-SS281-067-01. 

Soil sampte collected at 
1627. 
EIP-SS281-072-1. 

No more samples 
collected due to 
bedrock. 

MW-281 D 

— Grout 

-2" SS Riser 

— Bentonite Chips 

-0.010" Slot Screen 

-Sand Pack 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS281D 

(Page 3 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

: 2-1-07 

: 2-2-07 

: Pro Sonic 

: Rotosonic 

:Grab 

Total Depth 

Location 

WESTON Geologist 

97' bgs 

Neuco 

5105 Thatcher 

T. Sundquist 

CL 
UJ 
Q 

90-

9 5 -

100-

1 0 5 -

1 1 0 -

1 1 5 -

o 
a 

1 2 0 -

1 2 5 -

130-

1 3 5 -

>-
DC 
in 
> o o 
UJ 
DC 

Samples 

I X J Investigative Sampte Collected 

^ ^ B Investigative and Confirmation Sampte Coltected 

\ i " , : " \ Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 

< 
OT 

REMARKS 

MW-281 D 

Mm 

BEDROCK, fractured at natural fractures. 

NA 

MA 

-0.010" Slot Screen 

—Sand Pack 

END OF BORING AT 97' 



Restoring Resource Eff iciency 

LOG OF BORING EIP-SS282 D 

(Page 1 of 3) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, llinois 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

: 2-7-07 
: 2-7-07 
: Pro Sonic 
: Rotosonic 
:Grab 

Total Depth : 97' bgs 

Locat ion : Lindy 

: 5200 Katr ine 

W E S T O N Geologist : T. Sundquist 

X 
H-
Q. 
UJ 
Q 

10-

15-

2 0 -

2 5 -

3 0 -

35 -

4 0 -

4 5 -

> 
DC 
LU > 
o 
o 
UJ 
DC 

Samples 

I . X 1 I Investigative Sample Collected 

H H Investigative and Confirmation Sample Coltected 

l"- '- ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
UJ 
_ l 
Q . 

2 < 
OT 

REMARKS 

MW-282 D 

IAS 

7/7 

z z z. 
0/ 

10/10 

10/10 

10/10 

CL 

GC 

CL 

SC 

CL 

ASPHALT surface cover. 
GFRAVELLY CLAY, brown, medium consistency, 
slightly moist, crumbty. 

as above, stiff, gravel absent. 

CLAY, gray/brown, medium to soft, sllghUy moist, few 
pebbles/cobbles. 

as above, gray, trace sand. 

CLAY, gray, medium consistency, some sand. 

CLAYEY GRAVEL, brown. 
SANDY CLAY, brown, medium consistency, slightly 

ymolst, gravel intermixed. 
Vas above, gray/brown, dry, crumbly. 

CLAYEY SAND, brown, fine grained, medium 
consistency, dry, crumbly. 

CLAY, gray, stiff, dry, few cobbles/pebbles, trace 
sand. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sampte collected at 
0959. 
E1P-SS282-000-1. 

Soil sample coltected at 
1007. 
EIP-SS282-007-01. 

Soil sample coltected at 
1007. EIP-SS282-012-1. 

Soil sample collected at 
1026. 
EIP-SS282-017-1. 

Soil sample collected at 
1026. 
EIP-SS282-022-1. 

Soil sample collected at 
1039. 
EIP-SS282-027-1. 

Soil sampte collected at 
1039. 
EIP-SS282-032-1. 

Soil sample collected at 
1059. 
EIP-SS282-037-1. 

Soil sample collected at 
1059. 
E1P-SS282-042-1. 

Flushmount 

Concrete 

—Grout 

-2" SS Riser 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS282 D 

(Page 2 of 3) 

U.S. EF'A Region V Remedial Acfion Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 

Drilling Method 

Sampling Method 

2-7-07 

2-7-07 

Pro Sonic 

Rotosonic 

Grab 

Total Depth : 97' bgs 

Location : Lindy 

: 5200 Katrine 

W E S T O N Geologist : T. Sundquist 

X 
I -
CL 
Ul 
Q 

4 5 -

50-

55-

6 0 -

65-

70-

7 5 -

80-

8 5 -

90-

DC 
in 
> 
O 
ID 
in 
cc 

Samples 

I X ! I Investigative Sampte Coltected 

I ^ H Investigative and Confirmation Sampte Coltected 

jTTTTTTl Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
LU 

< 
OT 

10/10 m 

10/10 
?SC 

10/10 

10/10 

10/10 

GW 

• < • / 

SW 

sc 
GFtAVEL, light brown, coarse grained, cobbles. 

SP 

sc 
^ CLAYEY SAND/SANDY CLAY, gray, fine grained, soft, 
S l l ghUy moist crumbly. 

CL 

GC 

SAND, brown, medium grained, dry, gravel. 

CLAYEY SAND, light brown, crumbly, gravelly. 

SAND, brown, medium grained, dry, gravel, little clay. 

CLAYEY SAND, light gray/brown, sllghUy moist. 

CLAY, gray, medium, slighUy moist, few 
cobbles/pebbles, trace sand. 

SANDY CLAY, gray, medium consistency, slighUy 
moist, gravel. 

as above, soft, moist 

as above, medium consistency, slightly moist. 

CLAYEY GfRAVEL, light gray, coarse grained, moist, 
cobbles. 

BEDROCK, weathered/fractured. 

becoming competent bedrock, fracturing at natural 
fractures. 

BEDROCK, competent. 

REMARKS 

MW-282 D 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

NA 

NA 

Soil sampte and 
duplicate collected at 
1120. EIP-SS282-047-1 
and EIP-SS282-047-2. 
Geotech collected from 
47' to 52. 

Soil sample coltected at 
1120. 
EIP-SS282-052-1. 

Soil sampte coltected at 
1133. 
E1P-SS282-057-1. 

Soil sampte collected at 
1133. 
EIP-SS282-062-1. 

Soil sample collected at 
1150. 
EIP-SS282-067-01. 

Soil sample coltected at 
1150. 
EIP-SS282-072-1. 

No more samples 
collected due to 
bedrock. 

—Grout 

-2" SS Riser 

—Bentonite Chips 

—Sand Pack 

-0.010" Slot Screen 



\5 Xi E 

^ 5J®J!] 
R e s t o r i n g R e s o u r c e E f f i c i e n c y 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

X 
H 
CL 
m 
Q 

9 5 -

100 -

105-

1 1 0 -

115 -

1 2 0 -

1 2 5 -

1 3 0 -

135 -

^ 

UJ 

O 
UJ 
CC 

o 
X 
CL 

CD 

ro 
o 
OT 
3 

Start Date 
Finish Date 
Drilter 
Drilling Method 
Sampling Method 

Samples 

I X I Investiqative Sample Coltected 

LOG OF BORING EIP-SS282 D 

2-7-07 
2-7-07 
Pro Sonic 
Rotosonic 
Grab 

^ H investigative and Confirmation Sample Coltected 

|::::::| investigative with Geotech (Grain Size. CEC. ORP. TOCl 

DESCRIPTION 

10/10 

BEDROCK, competent. 

End of Boring 

OT 
UJ 
_ i 
CL 

< 
OT 

(Page 3 of 3) 

Total Depth 
Location 

WESTON Geologist 

? 
CL 3 

Q 
CL 

REMARKS 

NA 

NA 

: 97' bgs 
: Lindy 
: 5200 Katrine 
: T. Sundquist 

MW-282 D 

\ 

: 

E 

'-_ 

u-

• 

—Sand Pack 

—0.010" Slot Screen 



Res to r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS283 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

start Date 

Finish Date 

Driller 

Drilling Method 

Sampling Method 

2-2-07 

2-2-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Lindy 

5200 Katrine 

M. Castillo 

£, 
X 
1 -
CL 
UJ 
Q 

> 
OC 
U l 

> 
o Ci 
UJ 

cc 

tn o 
OT 
3 

Samples 

I X I Investigative Sampte Coltected 

H H Investigative and Confirmation Sampte Collected 

F " " - l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

OT 
Ul 
_1 
CL 

< 
ro 

E 
CL 

3 

9 
CL 

REMARKS 

5 -
60/60 

1 0 - 40/60 

1 5 - 60/60 

2 0 - 60/60 

2 5 - 45/60 

30- 60/60 

TS J O P S O I L , black, stiff, dry, high plasticity. 

ML 

SC 

ML 

CL 

SW 

CL 

CLAYEY SILT, tan and gray, stiff, dry. 

CLAYEY SAND, mo is t 

C L A Y E Y SILT, tan and gray, stiff, dry. 

CLAY, gray, stiff, dry, trace pebbles. 

SAND wi th gravel, tan , loose, dry. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

1.3 

0.9 

0.9 

0.4 

0.1 

0.0 

0.0 

0.5 

0.0 

0.0 

0.0 

0.0 

Soil sample collected af 1015. 
EIP-SS283-000-1. 

Soil sample collected at 1020. 
EIP-SS283-005-1. 

Soil sample collected at 1030. 
EIP-SS283-010-1. Geotech coltected from 10' 
to 15'at 1050. 

Soil sample coltected at 1035. 
EIP-SS283-018-1. 

Soil sample collected at 1055. 
EIP-SS283-023-1. 

Soil sampte coltected at 1100. 
EIP-SS283-028-1. 

END O F BORING AT 30' 



Res to r i ng R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS284 

(Pagel o f l ) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Drilter 
Drilling Method 

Sampling Method 

2-2-07 

2-2-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Lindy 

5200 Katrine 

M. Castillo 

£~ 
X 
I -
Q. 
UJ 
Q 

> 
DC 
LU 
> 
u 11 
in 
DC 

in 
o 
tn 
3 

Samples 

\ 'XZ\ Investigative Sample Collected 

I ^ H Investigative and Confirmation Sample Collected 

F"" ' l Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

w 
LU 

< 
w 

E 
CL 

3 
9 
CL 

REMARKS 

5 - 60/60 

V-Zi 

1 0 - 60/60 

1 5 - 60/60 

2 0 - 30/60 

2 5 - 30/60 

30- 50/60 

z 

^ 7 

TS ^ORGANIC TOPSOIL, brown, stiff, dry. 

ML 

SC 

ML 

CL 

SW-GW 

CL 

SW 

CL 

CLAYEY SILT, tan, stiff, dry, trace pebbles, occasional 
clayey sand layers. 

CLAYEY SAND, moist. 

CLAYEY SILT, tan, stiff, dry, trace pebbles, occasional 
clayey sand layers. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

SAND and GFIAVEL, tan, loose, dry. 

CLAY, gray, stiff, dry, high plasficity, trace pebbles. 

SAND 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

END OF BORING AT 30' 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.4 

0.1 

0.0 

0.0 

0.0 

0.0 

Soil sample collected at 1110. 
EIP-SS284-003-1. 

Soil sample collected at 1115. 
EIP-SS284-008-1. 

Soil sampte collected at 1130. 
EIP-SS284-013-1. 

Soil sampte coltected at 1145. 
EIP-SS284-015-1. 

Soil sample coltected at 1200. 
EIP-SS284-023-1. 

Soil sampte coltected at 1210. 
EIP-SS284-025-1. 



Resto r ing R e s o u r c e E f f i c i e n c y 

LOG OF BORING EIP-SS285 

(Page 1 of 1) 

U.S. EPA Region V Remedial Action Contract 
Work Assignment 251-RICO-B52A 

Ellsworth Industrial Park 
Downers Grove, Du Page County, Illinois 

Start Date 

Finish Date 

Driller 
Drilling Method 

Sampling Method 

2-2-07 

2-2-07 

Transhield 

Geoprobe 

Grab 

Total Depth 

Location 

WESTON Geologist 

30' bgs 

Lindy 

5200 Katrine 

M. Castillo 

CL 
U l 
Q 

>-
DC 
UJ > o o 
UJ 
DC 

in 
o 
ro 
3 

Samples 

l ! X I Investigative Sampte Collected 

B ^ l Investigative and Confirmation Sampte Collected 

F"": i Investigative with Geotech (Grain Size, CEC, ORP, TOC) 

DESCRIPTION 

rn 
I I I 
_ i 
n 2 < 
ro 

—̂̂ 
fc Q. 
a 
D 

a. 

REMARKS 

5 - 60/60 

1 0 - 60/60 

1 5 - 60/60 

2 0 - 60/60 

2 5 - 40/60 

30- 60/60 

TS JOPSOIL, brown, stiff, dry. 

ML 

SC 

ML 

SW 

ML 

CL 

SW 

CL 

CLAYEY SILT, tan and gray, stiff dry, high plasticity, 
trace pebbles. 

as above, tan. 

CLAYEY SAND 

CLAYEY SILT, tan, stiff, dry, high plasticity, trace 
pebbles. 

SAND, wet 

CLAYEY SILT, tan, stiff, dry, high plasticity, trace 
pebbles. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

SAND with gravel, tan, well graded, loose. 

CLAY, gray, stiff, dry, high plasticity, trace pebbles. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Soil sample and duplicate collected at 1340. 
E1P-SS285-000-1 and EIP-SS285-000-2. 

Soil sample collected at 1345. 
EIP-SS285-008-1. 

Soil sample collected at 1350. 
EIP-SS285-013-1. 

Soil sampte coltected at 1405. 
EIP-SS285-018-1. 

Soil sampte coltected at 1425. 
EIP-SS285-023-1. 

Soil sample coltected at 1440. 
EIP-SS285-028-1. 

END OF BORING AT 30' 



Boring Logs Created by Others - Chase-Belmont Investigation 2002 



LUST incident No.: n/a Boring Numlwr: B-1 1 of 16 

SiteName: Cbase-Belmont Propeities 
Address: 5000-5111 Chase Ave__ 

Downers Grove, Illinois 

Boring Location: 5016 Building 
24' fW) of (SW) comer of 5016 Building 
8' (N) of (SW) comer of 5016 Building 

Date: 1/16/03 
Start_8:03am 
Finish 9:01 am 

Lithology 
Symbol 

Sample 
Recovery 

Depth Detailed Soil & Rock Description Hand 
Penetrometer 

PID Remarks 

GP 

CL 

CH 

CL 

SC/GC 

CL 

CL 

GS 

CL 

48" 

48-

48" 

48" 

5" Aqihalt 
Sand and Gravel Fill 

r6"_ 

2~ 

3" 

Dark grey clay with minor sub-angular gravel - 2 % 

Reddbh-Brown silty clay minor plasticity -with 
minor oxidation 

6'6" 

Brown Clay stiff 

Clay intermixed with sand and gravel and rounded 
cobbles 

10 

if 

if 

J 3" 

14" 

i f 

16" 

Light tan clay moist 

Tan Clay Stiff 

Sand and Gravel with sub angular cobbles 

Tan clay stiff 

Boring Termination @ 16' bgs 

3.5 

4.5 

4.0 

3.5 

3.0 

3.0 

3.0 

2.5 

3.5 

4.5 

0.5 

0.5 

2.5 

0.6 

1.0 

0.7 

0.7 

0.8 

1.0 

0.6 

0.7 

Sample 
B-1 

Groundwater De[A 
-Not Reached 

Auger Depth: 

Rig:. 
Rotary Dei)di_ 
Geologist_KV 
Driller Co. ĈS Drilling_ 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a 

SiteName: Chase-Belmont Properties 
Address: 5000-5UI Chase Ave.̂  

Downers Grove, Illinois 

GP 

CL 

CL 

CL 

CL 

GS 

CH 

CL 

48" 

48" 

48" 

48" 

Groundwater Depth 
-Not Reached 

5" 

1'3"I 

2[ 

3~ 

5_ 

6l 

T6"~ 

8'~ 

10 

if 

if 

13~ 

14" 

15" 

16" 

Boring Number B-2 

Boring Location: 
200' Norfi of Boring B-1 

Asphalt 
Sand and Gravel Fill 

grey clay vety hard 

Tan clay stiff dry 

Dark Grey clay diy 

Tan clay stiff dry 

Coarse sand and gravel with poorly sorted rounded 
cobbles (last 6" moist) 

Tan silty clay 

grey clay with intermixed cobbles diy 

Auger Depth: 

Rig:_ 
Rotaiy Depth_ 
Gcologist_KV 
Driller Co. ĈS Drilling_ 

2 of 16 

Date: 1/16/03 
Start_9:05am 
Finish 9:56 am 

2.5 

2.5 

4.5 

3.5 

4.0 

4.0 

4.0 

4.0 

1.5 

2.0 

3.0 

0.5 

0.5 

1.5 

3.0 

4.5 

8.5 

9.0 

8.8 

8.8 

8.9 

8.4 

8.8 

5.0 

EaifliTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 

Sample 
B-2 

©S'e" 



LUST incident No.: n/a Boring Number B-3 Page 3 of 16_ 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downeis Grove, Illinois 

Boring Location: 
63' Noith of Boring B-2 

Date: 1/16/03 
Start_ 10:03 am 
Finish 10:39 am 

GP 

CL 

CL 

SM 

CL 

SM 

CL 

GS 

CL 

48" 

48" 

48" 

48" 

Sand and (jravel Fill 
r6"_ 

2^ 

3"" 

grey clay very hard 

Tan clay stiff dry 

5_ 

6l 

T~ 

8'6"_ 
9 

10'3" 

if 

if 

13" 

14" 

15" 

16" 

Silty sand with minor clay dry 

Tan clay 

Silty Sand 

Tan clay with minor sub-angular cobbles 

Brown poorly sorted coarse grained sand and gravel 
-wet-saturated 

grey clay with imeimixed sub rounded cobbles 

0.5 

4.5 

4.5 

4.5 

4.5 

4.5 

4.5 

1.0 

1.5 

0.5 

4.5 

3.0 

0.5 

0.5 

0.5 

0.5 

3.5 

8.5 

9.0 

8.8 

8.8 

8.9 

8.4 

8.8 

5.0 

w Sample 
W-1 

Sample 
B-3 

Groundwater Depth 
12'bgs 

while drilling 

Auser Depth: 

Rig: 
Rotarv Depth 
Geoloeist KV 
Driller Co. CSDrflling 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a Boring Number B-4 ge 4 of 16 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave__ 

Downers Grove, Illinois 

Boring Locatitm: Tricon Building 
69' (N) of B-3 
79'6"(E)ofB-3 

Date: 1/16/03 
Start_ 10:51 am 
Finish 11:35 am 

CL 

CL 

SC 

CL 

SC 

CL 

SM 

GS 

CL 

12" 

48" 

48" 

48" 

Groundwater Depth 
12'bgs 

while drilling 

6" 

l'_ 

• f 

Concrete 
Grey Silty Clay 

grey clay vety hard 

Missing 

grey clay stiff dry 

5_ 

6'6"I 

8'~ 

107" 

11'3"" 

if 

IS'e"" 

14" 

14-9"" 
15 

16" 

Grey sandy clay moist 

Giey clay stiff dry 

Grey sandy clay wet 

Grey clay stiff 

Tan silty sand minor clay 

Tan -brown sandy gravel 

grey clay stiff intermixed subangular cobbles 

Auger Dep4h:_ 

Rig:. 
Rotary Depth_ 
Geologist_KV 
Driller Co. CS DriUii^ 

0.5 

3.5 

3.5 

2.0 

4.5 

0.5 

2.0 

3.5 

1.5 

1.0 

2.5 

4.5 

0.0 

0.0 

0.0 

1.5 

2.2 

3.0 

Ear&Tecb, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 

w Sample 
W-2 

Sample 
B^ 



LUST incident No.: n/a 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase A v e ^ 

Downeis Grove, Illinois 

GP 

CL 

CL 

GS 

GW 

CL 

GW 

CL 

GS 

CL 

48" 

48" 

48" 

48" 

48" 

6" 

93-

l l '_ 

if 
12'2"_ 

13'2"I 
14 

15 

16 

17 
17'4"_ 

li 

19 

20 

Boring Number: B-5 

Boring Location: Tricon Building 
30' (N) of (NW) comer of Tricon building 
8' (E) of (NW) comer of Tricon building 

Concrete 

Gravel fill 

Tan clay very stiff 

grey clay stiff 

Brown sandy gravel poorly sotted 

Brown gravel poorly sotted sub angular 

Grey clay stiff moist 

Brown gravel wet 

(jiey clay stiff with mfaior intennixed rounded 
cobbles 

Brown sandy gravel 

Grey clay stiff diy intermixed minor cobbles 

B(»iiig Teiminated 20' bgs 

5 of 16 

Date: 1/16/03 
Start_ 11:48 am 
Finish_ 12:45 pm 

4.5 

4.5 

4.5 

4.5 

4.5 

3.5 

4.0 

4.5 

3.5 

0.5 

0.25 

3.5 

0.5 

1.0 
3.0 
3.5 
4.5 
4.5 

0.5 

3.0 

2.5 

3.0 

2.5 

1.5 

1.3 

2.7 

3.2 

5.1 

6.8 

Sample 
B-5 

Groundwater Depdi 
11'bgs 

while drilling 

Auger Depth:_ 
Rig:. 
Rotaiy Dep«h_ 
Geologist_KV 
Driller Co. ĈS DrillingL. 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downers Grove, Illinois 

• 

0 

CH 

CL 

GS 

CH 

CL 

SP 

SM/CL 

CL 

rnnndwater De 

48" 

48" 

48" 

48" 

nth 
12'bgs 

while driUin? 

Anger E 
RiK: 
Rotaiy I 
Geologi 
Driller C 

6" 

1'9"~ 

1_ 

4~ 

5"" 

6'2"I 

77" 

8'Z 

9l 

id" 

if 

if 

if 

14" 

if 

if 

tenth: 

Boring Number: B-6 

Boring Location: 
95 '(E)ofB^ 
4'(N) of B-4 

Concrete 
Grey Silty Clay 

Tan clay stiff diy 

Poorly sorted sand and gravel wet 

Tan silty clay Moist 

Grey clay stiff moist 

Sand well sorted wet saturated 

Sand and sil^ clay wet 

Grey clay stiff wet 

>epdi 
St KV 
:o. CS Drilline 

— 

Ear 

Page 6 of 16 

Date: 1/16/03 
Start_l:10pn 
Finish_ 2:09 pm 

1.0 

3.5 

4.5 

4.0 

3.5 

3.0 

3.0 

0.5 

1.0 

4.0 

4.5 

4.5 

4.5 

4.5 

0.025 

0.5 

2.5 

2.5 

IhTech, Inc. 

7.5 

7.8 

7.6 

7.6 

0.0 

0.0 

408 Bookhaven Circle 
Sugar Grove, IL 60554 
(63 
(63 

J) 466-9967 
J)466-1087 

Sample 
B-6 

©ffg-



LUST incident No.: n/a 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downeis Grove, Illinois 

GP 

CL 

CL 

CL 

GS 

CL 

48" 

48" 

48" 

12" 

6" 

1'8"~ 

•r_ 

3~ 

10 

10'8"3 
11 

if 

if 

if 

if 

if 

Boring Number. B-7 

Boring Location: Bay Eight Tricon 
79'East of B-6 

Concrete 
Gravel Fill 

Tan clay stiff dry 

Grey clay stiff dry 

Tan clay diy 

Poorly sorted sand and gravel wet 

Tan clay stiiff dry 

Page 7 of 16 

Date: 1/16/03 
Start_2:llpm 
Fimsh_3:0Spm 

3.5 

3.5 

4.0 

3.5 

4.0 

3.5 

3.0 

4.5 

4.5 

0.5 

1.5 

7.5 

7.8 

7.6 

7.6 

0.0 

0.0 

JL 

Samfde 
B-7 

Groimdwater Depth 
11'bgs 

while drilling 

Auger Depth:_ 

Rig:. 
Rotaiy Depth_ 
(3eologist_KV 
Driller Co. ĈS DriHing 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downeis Grove, Illinois 

G 

GP 

CL 

CH 

CH/GS 

CH 

GS 

CH/GC 

roundwaterDe 
Not Reached 

48" 

48" 

48" 

48" 

plh Auger r 
Rig: 
Rotaiy I 
Geologi 
Driller < 

6" 

2~ 

3 " 

-

4~ 

5~ 

6~ 

7" 

8^ 

9*8"" 

i f 

10'8"~ 
11 

if 

if 
13'6"_ 

if 
14'6"_ 

if 

if 

tepth: 

Jerth 

Boring Number: B-S 

Boring Location: {45' (S) of (NE) corner of Tricon) 
5T South of B-7 
8'3"(E)ofTricon(E)wall 

Concrete 

Gravel FOl 

Dark grey clay .stiff diy 

Grey silty clay with minor sand 

Brown silty clay with minor sand and gravel 

Dark grey silty clay 

Brown sand with intennixed gravel and clay 

Grey silty clay with intennixed sub-angular gravel 

-

St KV 
:o. CS Drflline 

Ban 
408 
Sug 

Page 8 of 16 

Date: 1/16/03 
Start_3:15pm 
Finish_ 4:09 pm 

4.5 

4.5 

2.0 

2.0 

2.5 

3.0 

3.0 

2.5 

1 0 

2.0 

1.0 

2.0 

2.0 

3 0 

4.5 

tbTecb,Inc. 
Bookhaven Circle 

ar Grove, IL 6055 

6.0 

6.6 

5.7 

6.1 

6 0 

5.7 

4 
(630)466-9967 
(63 9)466-1087 

Sample 
B-8 

@6'6" 



LUST incident No.: n/a Boring Number B-9 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave__ 

Downers Orove, Illinois 

GP 

CL 

CL 

CL 

CL/OL 

CL 

CH 

CL 

CH 

CH 

CH 

GS 

GS 

GS 

48" 

24" 

48" 

48" 

36" 

l'_ 

8'8"_ 
9 

if 

13 

14 

15'5" 

16 

17 
1T3"_ 

18 

19 

20 

Boring Location: 
6T (E) of (NW) comer of 5001 Building 
14'4" (N) of (N) wall of 5001 Building 

Concrete 

Gravel fill 

Grey clay veiy hard Moderate cementation 

Tan clay veiy bard Moderate cementation 

Tan clay stiff 

Missing 

Tan Clay Mixed Organics soft plasticity 

Tan clay stiff with intennixed minor semi rounded 
cobbles 

Tan silt moist soft 

Grey clay very stiff minor rounded cobbles 

Grey clay with intennixed brown silt 

Brown Silty sand 

Grey silty clay 

Grey sandy gravel pooriy sorted 

Missing 

Grey sandy gravel poorly sorted 

Brown sandy gravel poorly sorted 

Page 9 of 16_ 

Date: 1/16/03 
Stait_7:40am 
Finish 8:35 am 

4.5 

4.5 

4.5 

3.0 

0.5 

3.5 

0.5 

4.5 

0.5 

0.5 

2.0 

0.5 

1.0 

1.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Sample 
B-9 

Groundwater Depdi 
Not Reached 

Auger Depth: 

Rig:_ 
Rotaiy Depth_ 
Geologist_KV 
Driller Co. ĈS Dnlling_ 

EarthTech, Inc. 
408 Bookhaven Ciicle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a Boring Number B-10 Page 10 of 16 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downeis Grove, Illinois 

Boring Location: 
52* (S) of(NE) comer of 5001 Building 
12'4" (E) of (E) wall of 5001 Building 

Date: 1/16/03 
Start_ 8:40 am 
Finish 9:10 am 

GP 

CL 

CH 

GS 

CL 

SP 

CL 

CL 

CH 

48" 

48" 

48" 

48" 

5" 

1'6"I 

l i 

3'3"I 

4~ 

5l 

6~ 

7~ 

Gravel Fill 

Grey clay stiff 

Tan silty clay stiff 

Sand and gravel with minor fill 

Tan clay vety stiff minor sub-angular cobbles 

10 

11 

if 

if 

if 

if 

if 

Brown sand well sorted WET 

Tan-grey clay stiff 

Grey clay Stiff diy 

Tan sity clay Rounded cobbles wet 

4.5 

4.5 

4.5 

4.5 

4.5 

4.5 

4.0 

4.5 

4.5 

0.025 

4.5 

1.0 

4.5 

4.5 

1.5 

2.0 

6.0 

6.6 

5.7 

6.1 

6.0 

5.7 

Sample 
B-10 

(glfflO" 

gw 
sample 

w-3 

Groundwater Depth 
10'bgs 

Auger Dep*h:_ 
Rig:_ 
Rotaiy Depth_ 
Geologist_KV 
Driller Co. CS Dn11ing_ 

EaithTed), Inc. 
408 Bookhaven Circle 
Sugar Grove. IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a 

SiteName: Cbase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downeis Grove, Illinois 

Boring Number B-11 

Boring Location: 
17 (E) of (E) waU of 5013 BuUding 
104'(N)of(SE) comer of 5013 Buildmg 

11 of 16 

Date: 1/16/03 
Stait_9:12am 
Finish 9:49 am 

GP 

CL 

CL 

GS 

CL 

CH 

CL 

CL 

CL 

CL 

GS 

48" 

48" 

48" 

48" 

48" 

As{dialt 
Gravel fill 

1'6"_ 

li 

3~ 

Grey clay stiff diy 

Tan clay stiff diy 

6'9" 

11 

i f 

13'9" 

14 

if 

16'6" 

17 

li 

18'8"~ 
19 

20 

Tan sand and gravel poorly sorted 

Tan silty clay with minor oxidation 

Grey clay stiff with intennixed sub-angular cobbles 

Grey and brown silty clay intermixed 

Grey clay moderate cementation 

Grey clay soft plasticity 

Tan silty clay stiff 

{top 2" limestone gravel layer) Followed by grey 
stiff clay 

{top 2" limestone gravel layer) Followed by brown 
sandy gravel poorty sorted 

2.0 

4.5 

4.5 

4.5 

4.5 

0.5 

4.0 

4.5 

4.5 

4.5 

4.0 

4.5 

1.0 

3.0 

4.5 

0.5 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Sample 
B-11 

Groundwater Depth 
Not Reached 

Auger Depth: 
Rig:_ 
Rotary Depdi_ 
GeoIogist_KV 
Driller Co. ĈS DriUing_ 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a Boring Number: B-12 Page 12_of 16_ 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downers Grove, Illinois 

Boring Location: 
8'6"(E)of(E) wall of 5101 
50'4" (S) of (NE) comer of 5101 

Date: 1/16/03 
Start_9:58am 
Finish 10:31 am 

GP 

CL 

CL 

CL 

CH 

CL 

CL 

GW/GS 

GS 

CH 

48" 

48" 

48" 

48" 

Groundwater Depdi 
Not Reached 

Asphalt 
Gravel Fill 

ro"_ 

i 
Grey clay stiff 

Tan clay stiff dry 

Tan clay diy moderate cementation 

6'4" 
Tan silty clay soft plasticity 

Tan stiff clay with minor rounded cobbles 

Tan Clay stiff minor rounded and sub-angular 
cobbles 

10 

ir6" 

i f 

13"" 

i f 

15'6"" 

if 

Brown Gravel with intennixed sand 

Brown sandy gravel 

Brown silty clay with sand plastic 

Auger DejXh: 

Rig:. 
Rotaiy Deplh_ 
Geologist_KV 
Driller Co. ĈS Drilling^ 

4.5 

4.5 

4.5 

4.5 

1.0 

1.0 

1.5 

3.0 

4.5 

1.5 

1.5 

2,5 

2.5 

0.5 

1.0 

1.5 

0.5 

0.5 

1.0 

9.5 

28 

26.6 

32.2 

11.2 

6.2 

6.0 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 

Sample 
B-12 



LUST incident No.: n/a Boring Number B-13 Page 13 of 16_ 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downeis Grove, Illinois 

Boring Location: 
11'6" (S) of (S) 5101 building wall 
75' (W) of (SE) comer of 5101 building 

Date: 1/16/03 
Start_ 10:48 am 
Finish 11:15 am 

GP 

CL 

GS 

GS 

CH 

GS 

GS 

48" 

36" 

48" 

48" 

5" Asphalt 
Gravel Fill 

17" 

Tan sandy clay 

Hard 

Moderate 

Weak 
4'6" 

5'2" 

Missing 

Brown sand and gravel poorly sorted with sub-
angular cobbles 

Brown sandy clay 

{8'11" - 97" Limestone gravel) 

Brown sandy gravel poorty sorted 

10 

in" 

if 

if 

i f 

if 

i f 

Brown Sflty Clay 
{11'4" -11'6" (&) 11' 8" - 1 r 10" Limestone 
Gravel 

Brown Sandy Gravel with intermixed Limestone 
cobbles 

{14'6' -14' 10" Limestone Gravel layer) 

Brown Sandy Gravel with intermixed Limestone 
cobbles 

4.5 

2.5 

2.0 

1.0 

1.0 
1.5 
2.0 

2.0 

0.5 

0.5 

3.0 

2.0 

0.5 

1.0 

0.5 

0.0 

24.7 

30,1 

6 3 

35.0 

30.2 

40.8 
Sample 

B-13 

Groundwater Depth 
Not Reached 

Auger Depth:_ 
Rig:_ 
Rotaiy Depth_ 
GeoIogist_KV__ 
Dnller Co. ĈS DriUing_ 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a Boring Number B-14 Page 14 of 16 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downers Grove, Illinois 

Boring Location: 
94'WestofboringB-13 

Date: 1/16/03 
Start_ 11:20 am 
Finish_ 12:01 pm 

GP 

CL 

CH 

SM 

SC 

SC 

SP 

SC 

SP 

SC 

GS 

CL 

CH 

CL 

CL 

CL 

48" 

48" 

48" 

48" 

48" 

Groundwater Depth 
Not Reached 

Asphalt 
Gravel fill 

1'3" 

2'6" 

Tan clay stiff 

Tan silty clay moderate cementarion hard diy 

Tan sandy silt 

6'6" 

Tan sandy clay 

ir6" 

i f 

12'6" 

13' 

IS'e"" 

14' 

15 

1 6 l 

. 1 7 

IT6"Z 

18 

19 
19'6"_ 

20 

Tan-Brown sandy clay moderate cementation 
granulated 

Tan clean sand with intennixed gravel 

Tan Sandy clay diy granulated under pressure 

Tan clean sand widi intennixed gravel 

Brown sandy clay 

Missing 

Brown gravel and sand 

Tan to grey clay stiff 

Brown silty clay 

Limestone gravel 

Grey clay stiff 

Tan clay stiff 

Grey clay stiff 

Auger Depth: 
Rig:_ 
Rotaiy Dep«h_ 
Geologist_KV 
Driller Co. ĈS Drilling, 

0.5 

4.5 

2.0 

1.0 

0.5 

1.0 

2.0 

0.5 

1.0 

2.0 

0.5 

1.0 

1.5 

0.5 

2.5 

3.5 

2.5 

2.5 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, DL 60554 
(630)466-9967 
(630)466-1087 

Sample 
B-14 



LUST incident No.: n/a 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downers Grove, Illinois 

Boring Number: B-15 

Boring Location: 
25'6" (E) of (SE) comer of Tricon building 
30'6" (S) of (S) wall of Tricon Building 

15 of 16 

Date: 1/16/03 
Start_ 12:30 pm 
Finish_ 12:56 pm 

GP 

CL 

CL 

GS 

SM 

SM 

SM 

48" 

48" 

36" 

36" 

5" 

1'8"I 

i 

Asphalt 
Gravel Fill 

Tan clay stiff dry 

5'6" {2" layer of red-brown silty clay 

Tan clay stiff dry 

8'9"_ 
9_ 

10 

10'9"_ 

\vr 

if 

12'6' 

13 

13'6"_ 

if 
if 

if 

Missing 

Brown silty clay 

Sandstone gravel and sand 

Silty sand Moist 

Silty sand Moist 

Brown silty sand wilfa minor gravel Wet 

2.0 

4.5 

4.0 

4.5 

4.5 

4.5 

4.0 

3.5 

0.5 

0.5 

0.5 

0.5 

2.8 

12.9 

10.8 

6.6 

5.5 

3.6 

Sample 
B-15 

GW 
sampled 

W-4 

Groundwater Depth 
12'6"'bgs 

Auger Deptii:_ 
Rig:_ 
Rotaiy Depth 
Geologist_KV_ 
Driller Co. CS Drilling, 

EarthTech, Inc. 
408 Bookhaven Circle 
Sugar Grove, IL 60554 
(630)466-9967 
(630)466-1087 



LUST incident No.: n/a 

SiteName: Chase-Belmont Properties 
Address: 5000-5111 Chase Ave 

Downeis Grove, Illinois 

Gi 

GP 

CL 

CL 

CH 

CL 

CL 

rnundwater De 

48" 

48" 

48" 

48" 

nth 
Not Reached 

Auger E 
Rig: 
Rotaiy I 
Geologi 
Driller C 

5" 

r3"I 

2~ 
2'3"I 

4~ 

i 

9l 

10 

if 

13 

if 

if 

i f 

lendi: 

Jepdi 

Boring Number B-16 

Boring Location: 
9' (S) of south wall of 5016 Building 
71'(E)ofSW comer of 5016 Building 

Asphalt 
Gravel Fill 

Grey clay stiff 

Tan clay stiff diy 

Tan silty clay 

{T6" - TV Reddish silty clay) 

Tan clay stilTdry 

Grey stiff clay 

St KV 
:o. CS Drilling 

Ban 

Page 16 of 16 

Date: 1/16/03 
Start_ 1:05 pm 
Finish, 1:45 pm 

4.5 

4.5 

4.5 

4.5 

3.0 

4.0 

1 n 

3.0 

4.5 

4.5 

4.5 

4.5 

4.5 

4.5 

IhTech, Inc. 

14.7 

5.8 

5.8 

5.2 

5.2 

5.9 

5.6 

408 Bookhaven Circle 
Sugar Grove, IL 60554 
(63 
(63 

5)466-9967 
3)466-1087 

Sample 
B-16 
@14' 



Boring Logs Created by Others - DGSD Investigation 2002 



LJ HUFF & HUFF, INC. 
' ^ ^ "^ ^ Environmental Consultants 

PRaiPrT: DOWNERS GROVE SANITARY DISTRICT 

LOCATION: D G - 1 ( I ) 

DATE: T O / 3 1 / 0 2 
nBiiiFDBvGEO SERVE 

ELEVATIONS 

SURFACE 

CASING _ 

GROUND WATER . 

BEDROCK: 

DATUM: 

WELL SETTING 
SCREEN: SEE BELOW 

SAND PACK: 

GROUT: 

SFAl: 

CASING MAT:. . SS 

D. 
> UJ 
O UJ 
o u -

Blows on 
Sampler 

0/e fi'12 

51 si 
SUBSURFACE LOG 

DESCRIPTION 

— 5 

— 1 0 

— 1 5 

— 20 

r-25 

r-30 

•35 

r-40 

- 4 ^ 

>.2rO 

1.0 

A ^ i 

UL2ii. 

- 1 - ^ 

J - ^ 

- 4 ^ 

4 ^ 

JA iJ .v 

^r4-

•OTT 

• e ^ ^ 

1.2 

« 7 & 

«rfr 

^ rA -

•©T& 

^r& 

«:4-

ft* 

P i n 

1 le I 

DARK BROWN SANDY CLAY, SOFT, MOIST 

sSANDY CLAY, STIFF. MOIST 

S R O W N TO DAf?K SftOWN SILTY CLAY SOME SAND 
AND GRAVEL, SOFT 

CLAYEY SILT, SOFT 

BROWN CLAYEY WITH SILT SOME SAND AND GRAVEL. 
SOFT • 

'^^niwNI^')'!?A^y^lT I ^WUV '.AMII AMI t IJkAVl-l KTTFr 
CLAYEY SILT WITH SOME S A N D ; STIFF 

B R O W N S A N D A N D GRAVEL. SLIGHT MOISTURE 

< 1 > ^ - -

fi>^<ii^c 

MD«I><!C 

B R O W N SAND A N D GRAVEL WITH TRACE SILT, 
MOIST TO WET 

B R O W N S A N D A N D GRAVEL WITH TRACE SILT, 
MOIST TO WET 
B R O W N S A N D A N D GRAVEL WITH TRACE SILT, 
MOIST TO WET 

^i?Ji><'t> 

S A N D Y SILT, GRAVEL. COARSE S A N D . MOIST TO WET 

B R O W N S A N D , GRAVEL. TRACE SILT, WET 

S A N D . GRAVEL. TRACE SILT, WET 

R E F U S A L AT 3 0 . 5 ' . B E D R O C K 



k i HUFF & HUFF, INC. 
^ ^ ^ ; * Environmental Consultants 

PROJECT: DOWNERS GROVE SANITARY DISTRICT 

LOCATION: 0 0 - 1 5 ( 0 EAST OF SLUDGE DRYING BEDS 
DATE: 10/28/02 WITHIN FACILITY 

ELEVATIONS 
SURFACE: 
CASING: 

GROUNDWATER:. 
BEDROCK: 
DATUM: 

WELL SETTING 

[SCREEN: SEE 

SAND PACK: _ 

B E L O W 

GROUT: 

SEAL: 

CASING MAT: SS 
I 

DRILLED B Y G E O SERVE PAGE 1 OF 2 

— 10 

— 15 

— 20 

— 25 

— 30 

— 35 

— 40 

L 

> UJ 
O UJ 
O u . 

2.5 

4.5 

-4Te 

•+r& 

4 r ^ 

• t r © 

i-irO-

hf t * 

l-&r& 

Blows on 
Sampler 

O/t 6/t: 

1.2 

3.0 

0.8 

CT 
0.4 

aa 
na. 

0.6 
QA. 

©74-

0.4 

o^ 

©r*-

dr& 

TTzr 

.<Jt>-.<Jt>-.-

'J|><io<i> 

3isi>^;^ts 

• / • • / • • / 

7. ZZ5 7^77^ 

SUBSURFACE LOG 

DESCRIPTION 

GRASS AT SURFACE, STIFF, BROWN CLAY WITH SAND 

AND SMALL GRAVEL 

DARK BROWN SANDY SILT WITH SOME SMALL GRAVEL J 

N ^ A N / R U S T COLORED CLAYEY SAND 

BROWN SAND WITH TRACE SILT 

N^RO' WN STIFF CLAY WITH TRACE SAND 

BROWN SAND. GRAVEL WITH TRACE SILT 

BROWN SAND AND GRAVEL 
c;iiTY g^AKin 
FINE SAND 
CLAY. TRACE SAND 

- ^ N E SAND. ROCK IN SHOE 

BROWN SAND WITH SMALL GRAVEL. TRACE SILT 

^ 
TIFF BROWN MOIST CLAY. TRACE SILT 

GREY MEDIUM STIFF CLAY. MOIST, TRACE SILT 

GREY MEDIUM STIFF CLAY. WET. TRACE SILT 

STIFF GREY SANDY CLAY. WET 

GREY CLAY. SAND. GRAVEL. WET 
IfET SAND A N D GRAVEL 
^GREY CLAY WITH SAND AND GRAVEL. WET 
GREY STit-K C L A Y . S I L T V A R V E S . W E T 

SAND. GRAVEL, TRACE CLAY AT B O H O M . MIXED 
WITH SAND. WET 
SAND GRAVFL. WET. GREY 



4.J HUFF&HUFF, INC. 
^ ^ ^ ;• Environmental Consultants 

PROJECT: D O W N E R S G R O V E S A N I T A R Y D ISTRICT 

LOCATION: D G - 2 f l ) 

DATE: 1 0 / 2 9 / 0 2 

DRILLED B Y G E O S E R V E 

ELEVATIONS 

SURFACE: 

CASING: 

GROUNDWATER:. 

BEDROCK: 

DATUM: 

WELL SETTING 

SCRFFN S E E BELOW 

SAND PACK 

GROUT: 

SFAl: 

CASING MAT: _ SS 

PAGE 2 OF 2 

X 

UJ 
o 

—50 

1-55 

f - 6 0 

z 
UJ 

s: 

to 

> 

4«-
1 

Blows on 

Sampler 

OJe 6/12 
^ 

-ft-^ 

^ 8 

<Jt>!<}t>.<tl> 

^ 

UN-MIS •yis 

SUBSURFACE LOG 

DESCRIPTION 

BROWN FINE TO COARSE SAND. SOME GRAVEL. WET "i 

CLAY/SILT -^ 

SANDY -_ 

RPnWM FINF t^AKin — 
O D r v /"*DAV/d 

" V G R E Y G K A V L L — 

EOB: 57 FEET, BEDROCK. REFUSAL j 



kJ HUFF & HUFF, INC. 
^ ^ ^ Environmental Consultants 

PROJECT: DOWNERS GROVE SANITARY DISTRICT 

LOCATION: D G - 4 ( l ) 
DATE 11/04/02 

I ELEVATIONS 

i SURFACE 

: CASING _ 

GROUNDWATER: 
BEDROCK: 
DATUM: 

VITELL SETTING 

SCREEN: S E E B E L O W 

SAND PACK: 

GROUT: 

SEAl: 

CASING MAT- SS 

DRILLED B Y G E O S E R V E PAGE 1 OF 2 

— 5 

— ro 

— 15 

— 20 

I : 

— 25 

— 30 

— 35 

— 40 

> UJ 
O UJ 
CJ u . 

QJi^ 

2Ji. 

3 ^ 

O ^ 

+ 1 ^ 

©r?lh 

y^ 

l ^ t 

Blows on 
Sampler 

1/6 6/12 

ft& 

©:© 

fte-

O:^ 

QTA-

•^rO-

Or& 

©7©-

tnor 

O 

FLUSH-UOUNT 

SUBSURFACE LOG 

s<I>; 
•:<»[>•. 

•<t* 

<it><!>5.E? 

DESCRIPTION 

GRASS AT S U R F A C E . DARK BROWN CLAY. WITH SAND. 

STIFF. DRY. CONCRETE IN S H O E 

BROWN SANDY CLAY, STIFF. DRY 

BROWN SANDY CLAY. STIFF. SLIGHT MOISTURE 

S A N D A N D GRAVEL. SLIGHT MOISTURE 

SAND A N D GRAVEL. TRACE CLAY. MOIST 

BROWN S A N D WITH SOME GRAVEL, TRACE CLAY. 

SLIGHT MOISTURE 

SAND A N D GRAVEL. DRY 

B R O W N SILT WITH SOME S A N D A N D GRAVEL. MOIST 
GREY SILT, S O M E SAND A N D GRAVEL, MOIST 

\ G R E Y SILT. S O M E S A N D A N D GRAVEL, MEDIUM SOFT 

\ R 0 C K - F R A G M E N T E D WITH SAND A N D GRAVEL 

file:///GREY
file:///r0CK


LJ HUFF & HUFF, INC. 
^ ^ ^ • Environmental Consultants 

PROJECT. D O W N E R S G R O V E S A N I T A R Y D I S T R I C T 

LOCATION: D G - 3 f O 

DATE: 1 1 / 0 1 / 0 2 

DRILLED BYGEO S E R V E 

ELEVATIONS 

SURFACE. 

CASING _ 

GROUNDWATER: 

BEDROCK: 

DATUM: 

WFI L SEniNG 
jSCRFFN: SEE BELOW 

SAND PACK. 

GROUT 

SFAl -

CASING MAT: SS 
1 

PAGE 2 Of 2 

1 ^ 
1 *̂  
1 =c 
1 *— 
1 Q-

E-50 

EI55 

F-60 

0 
z 
u^ 

s 
t 
tr. 

> UJ 
0 uJ 

• 1 ' " 1 

i ' ' n 

I l7^ 
1 • • 

Blows o r 

Sampler 

« /6 

. 

6-i:-
fl 

1 "̂  

rt ^ 1 

U.^ 

r t rt 1 

! 
1 

- 2 ^ 

S o 

kcs..<l[><lt: 

P!><.t?<l.t: 

«3i>.<i?|> 

kl^<3j><3.c; 

(:xvX-.-.-. 

SUBSURFACE LOG 

DESCRIPTION 1 

GREY SILT WITH SOME COURSE SAND, VERY STIFF, J 

MOIST TO DRY. GRAVEL IN SHOE ~ 

GREY SILT WITH SOME SAND. VERY STIFF. MOIST 1 
GRAVEL AT 5 1 " J 

GREY SILT/SAND VARVED SOIL. (SAND, THIN LAYERS)" 

WET FINE SAND SEAM AT 55 ' TO 55.75 AND 56.25 TS 

55.75 ' . ' H 
SILT AND BEDROCK H 

EOB: 60 FEET, BEDROCK ^ 



k.A HUFF & HUFF, INC. 
^ ^ ^ Z Environmental Consultants 

PROJECT: DOWNERS GROVE SANITARY DISTRICT 

LOCATION: D G - 3 ( 0 

DATE: n / 0 1 / 0 2 

DRILLED BvGEO SERVE 

: ELEVATIONS 
I 

i SURFACE: 

! CASING. __ 
GROUNDWATER: 

BEDROCK; 

DATUM: 

WFI 1. SETTING 

SCREEN: SEE BELOW 

SAND PACK: 

GROUT: 

SEAL: 

CASING MAT: SS 

PAGE 1 OF 2 

— 10 

— 15 

— 20 

— 25 

— 30 

— 35 

40 

o z 
> U J 
O UJ 
«->u-

2.5 

MOT WWROeO 

4 ^ . 

X ^ i 

'h^ir 

4 ^ ^ 

4 T & 

XJi 

Blows on 
Sampler 

WT Ri !aHe» 

0.2 

6:5-

©rj 

©r^ 

©r4 

+r3-

4.^4 

na 

S o 
• CJ 

^ S 

9 = 

P i > . _ ; ^ ^ 

•<i;i><ii><»c 

SUBSURFACE LOG 

DESCRIPTION 

GRASS AT SURFACE, BROWN C U Y SOME SAND A N D 

GRAVEL, STIFF. DRY 

BROWN SAND AND GRAVEL. OBSTRUCTION AT 8 ' 

BROWN SAND AND GRAVEL. SLIGHT MOISTURE 

idpi.<il><3i5 

' . • ^ . ^ 

S3> 

^ ^ < > 
^i>::<i> 

BROWN SAND AND GRAVEL. SLIGHT MOISTURE 

BROWN SAND AND GRAVEL. TRACE SILT 

BROWN SAND AND GRAVEL. SLIGHT MOISTURE 

BROWN SAND AND GRAVEL. SLIGHT MOISTURE 

SAND. TRACE SILT. SOME GRAVEL. MOIST 

SAND AND GRAVEL. WET. TRACE SILT 

SILT WITH SAND. WET 



LJ HUFF & HUFF, INC. 
~ ^ « Environmental Consultants 

PROJECT; D O W N E R S G R O V E S A N I T A R Y D ISTRICT 

LOCATION: D G - 4 ( I ) ^ 

DATE: n/04/02 

DRILLED BVGEO S E R V E 

I ELEVATIONS 

i SURFACE: 

• CASING: 

GROUNDWATER:. 

BEDROCK; 

DATUM: 

WEU- SETTING 

SCREEN; S E E BELOW 1 

SANOPACK: 

GROUT: 

SFAL: 

CASING MAT:... SS 
• 

PAGE 2 OF 2 

u -

^ 5 0 

1-55 

^ 6 0 

o 

< 
tr, 

cc — 
UJ r— 
> UJ 
O UJ 
O f^ 
UJ — 

i "• ̂ ' 

i l 5 • ' *-^ 

Blows on 

Sample' 

0/6 6J12 
n 
n 0 

0.0 

U . U 

i 1 
• i 

I—i 

si 
- 8 

*j.Efii>:̂ .«> 
sic><.i>^>. 
<C,'<»t>̂ C 

.̂•.<?t>.-.-.-

<li>1l|Xlr. 

SUBSURFACE LOG 

DESCRIPTION 

GREY SANDY. SILT. .STIFF. WET : : 

GREY SILT WITH SOME SAND. STIFF. MOIST " l 

SANDY/GRAVELLY SILT(WITH MORE SAND/GRAVEL " 

AT TOP OF INTERVAL) SOFT. WET 1 

GRAVEL " 

EOB: 60 FEET. BEDROCK ^ 



Ld HUFF & HUFF, INC. 
^ . ^ ^ Environmental Consultants 

PROJECT: DOWNERS GROVE SANITARY DISTRICT 

LOCATION; DG-2 (0 . 

DATE: 10/29/02 
ORILLEDBYGEO SERVE 

ELEVATIONS 

SURFACE 

CASING; _ 

GROUNDWATER:. 

BEDROCK: 

DATUM. 

WEU SETTING 

SCREEN: S E E B E L O W 

SAND PACK: 

GROUT: 

SEAL: 

CASING MAT; SS 

PAGE 1 OF 2 

— 5 

— 10 

— 15 

— 20 

— 25 

— 30 

•35 

— 40 

.4§-

> UJ 
O UJ 
CJ u. 

h2ra 

5.0 

-iA^i. 

-trai. 

A ^ 

• + T S 

-k& 

i 4 J ^ ^ 

-+T& 

^.O^k 

t 
-4T& 

-k& 

LCLZii 

hOJ4^ 

-L2Ji 

Blows OR 
Sampler 

0/6 6/12 

©72-

^ T S T 

©7© 

trxr 

©:© 

6 T © 

©:& 

©T© 

©:2-

©72-

©r2-

©7© 

=©r2̂  

©r^ 

©:© 

©7^-

©7© 

«T2-

, gui 

<i:(^.i>:^c>: 

a^<^i>-

<3i>:<iij;<!i> 
'j[><'i><?t> 

><it^> 

0><ll><lEi 

z 
i^i?;^ 

SUBSURFACE LOG 

DESCRIPTION 

GRASS AT SURFACE. BROWN STIFF SAND. SOME CLAY. 
FILL, DRY 

BROWN STIFF SAND WITH SOME CLAY. FILL. DRY 

RUST/TAN SAND/GRAVEL. FILL.. DRY 

HAD TO DRILL THROUGH BLOCKAGE 

BROWN SAND/GRAVEL. DRY 

BROWN FINE TO COURSE SAND WITH SOME GRAVEL. 
DRY. FINE SAND AT BOTTOM. MOIST 

•vFINF SAND. MOIST 
BROWN FINE TO COURSE SAND WITH GRAVEL. MOIST -

BROWN FINE SAND. MOIST 

BROWN SAND AND GRAVEL CLAY. MOIST 

vCLAYEY SAND 
BROWN SILTY CLAY WITH SOME SAND. STIFF. WET 

BROWN SAND AND GRAVEL WITH TRACE CLAY 

NO RECOVERY. ROCK IN SHOE 

NO RECOVERY 

GRAVEL. DRY 

TAN SAND AND GRAVEL, MOIST 

BROWN SAND AND GRAVEL, TRACE CLAY. MOIST 

BROWN SAND AND GRAVEL. SLIGHT MOISTURE _ : 

OBSTRUCTION. HAD TO DRILL THROUGH 

BROWN SILTY CLAY WITH SOME SAND 

• <3j>Oc> 

BROWN FINE SAND. WET 
BW^WN MNt 10 COARSE SAND. SOML GWAVLL. W t l 

BROWN FINE TO COARSE SAND. SOME GRAVEL. WET -



k J HUFF & HUFF, INC. 
^ ^ jf Environmental Consultants 

PROJECT;. 

LOCATION 

DATE: .... 

DOWNERS GROVE 

D G - 1 5 0 ) EAST OF 

1 0 / 2 8 / 0 2 

SANITARY 

SLUDGE 

DISTRICT 

DRYING 1 
WITHIN 

3EDS, 
FACILITY 

DRILLED B Y G E O SERVE 

ELEVATIONS 

SURFACE: 

CASING; _ 

GROUNDWATER: 

BEDROCK; 

DATUM: 

WELL SETTING 

SCREEN: S E E B E L O W 

SAND PACK: 

GROUT: 

SFAl : 

CASING MAT;. SS 
., . . 

PAGE 2 OF 2 

-46-

< 
tn 

> U J 
O UJ 
O U -

Blows on 

Sampler 

0/6 6/12 

S o 

^ r 

S o 

SUBSURFACE LOG 

DESCRIPTION 

Al 

—50 

—55 

— 60 

— 65 

^©7& 

• 4 T ^ 

^Qr^ .y 

[ ^ ^ 

i ^ T ^ i h 

h © T * ^ 

UWi . 

.X.2i>. 

tTTT 

1 

<'><ii>^ii SAND. GRAVEL. WET. GREY 

\_ 
GREY SILTY CLAY WITH SAND. WET. MEDIUM SOFT J 

>^REY SILTY CLAY WITH SAND..WET. STIFF 

GREY SAND AND GRAVEL. TRACE SILTY CLAY 

• ^ E Y SILTY CLAY WITH SAND. WET. STIFF 
n h T Y g.mvin A N D |- ,RA^FI TIVAl-.F e . l l T / 1 ' . IAY V i r V 

GREY SILTY CLAY WITH SOME SAND. WET. STIFF 

GREY SILTY CLAY WITH SOME SAND AND GRAVEL. 
WET. STIFF 
GREY SILTY CLAY WITH SOME SAND AND GRAVEL. 
WET, STIFF GRAVEL IN SHOE 

im 
3i>^c»<i"c; 

<lr>- • <»ii 

GREY SAND AND GRAVEL. WET 

GREY SAND WITH SOME GRAVEL. WET 

GRAVEL WITH SOME SAND. GREY. WET 

BEDROCK REFUSAL AT 5 5 ' - 3 " .1̂ ^ 



Boring Logs Created by Others - Former Ames Investigation 2001 



Job Number: 011332 

Fonner Ames Supply 
A d d r e s s : 253ICimiss street 
"'" ~ DowDcts Oiovc, IL 

r 
J i > 

I I I 
la. o. "5. 

cn Vi tn 

a. 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

SS 

SS 

SS 

SS 

SS 

SS 

<;s 

SS 

SS 

SiS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

90 

70 

80 

90 V 

85 

100 

100 

90 

85 

= - \ 
85 

90 

85 

85 

90 

80 

80 

70 

95 

90 

».«*' 

Boring Number: MW-i 

Boring Location See Site Diagram 

1P= 

Detailed Soil and Rock Description 4; 

__^ ^O.y Asphalt Pavement 

_ ^ y IQ. FILL: Sand and Grave], moist 

I FILL: Brown Lean Clay, trace to little 
39. sand, trace gravel, moist 

•S.«'" 

-t«.e'' 

.aojO'. 

4.9' Tan SE.T, wet 
Brown LEAN CLAY, some sand, 
trace graveL moist 

^6.3' 2* fine sand scam at 6.2' 
Gray LEAN CLAY, trace to little 
sand, trace gravel, moist 

IS.g" 

Gray SILT, veiy moist 

ll6 5* ^ gravel MM* "t 16.01 

19 5' 
Gray Sandy SILT, very moist 

bl3' 

Gray Clayey SILT, some fine sand, 
very moist 

-M-O'-

Gray Fine to Medium SAND, wet 

262' 

Gray LEAN CLAY, trace to little 
sand, trace gravel, moist 
(2' wet saod scam at 23. D 

Gray Fine to Medium SAND, trace 
\26.8' fine gravel, wet 

Gray LEAN CLAY, trace to little 
—,1/^tf,..^— 29 2' ^'^^^' '^^^c gravel, moist 

E ̂ \ 29 4' Gray SILT, some sand, very moist 

-« .« 

JBIL. 

29 r Gray Fine Sandy SILT, wet 

Gray LEAN CLAY, trace to little 
34 0* sand, trace gravel, moist 

, . Light Brown & Gray weathered 
"~~ ^3j y limestone (likely boulder), moist 

39 0-

Gray LEAN CLAY, trace to little 
sand, trace gravel, moist 

End of Boring at 39.0 fea 

-S 

2ats. 

Note: Stratification lines are approximate: in-sini transition between soil types may be ijradual. 
' CTToundwaier Deph 
While Drilling 23.y 

T y Groundwater I>ep<h 
^ After D r i l l i n g , ^ ^ 

AuKetPemh- 39.0' RieTvpe Diednch 0-50 
Rotary Depd^ 

-fH-M-

P a g e J L . o f l _ -

Date: 11-7-0! 

Dnllet Enc S Geolong GIC 

Note Bonng backfilled unless otherwise noted 

0.4 

O.l 

0.1 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Remarks: 

file:///26.8'


Job Number: 011332 

A J J Fonner Ames Supply 
A d d r e s s : 2S31CunissSlieet 

Downers Grove. IL 

Boring Number: MW-2 

Boring Location See Site Diagram 

P a g e J _ Q f J _ 

Date: 11-7-01 

u u 

'a. "a a 
» m n 

m tn cn 

a 
u • 

Q 

SS 

SS 

SS 

SS 

45 

85 

85 

85 

0.0'' 

5.0' 

Detailed Soil and Rock Description ^ 

_ _ \ Q 2 ' Asphalt Pavement 

\^<f FILL: Cnished Gravel, moist 
FILL: Brown and Gray Lean Clay, 
some sand, tiace gnvel, moist 

5.0' (coarse gmvel seam 4.5-4.70 

6.5' 
, FILL: Brown Sandy Clay, wet 

SS 

ss 

SS 

10 

I I 

SS 

SS 

SS 

S.S 

80 

75 

90 

80 

85 

95 

90 

-10.0'' 

• 15.0^ 

>20.0-. 

-25.0'. 

-J0.0' 

-JiO'-

.JIUL. 

Brown & Gray Fine SILTY SAND, 
l.V wet 

Gray LEAN CLAY, trace to little 
sand, trace gravel, moist 

several thin sand seams, wet 12.5-13.0' 
ISO-

Interbedded Gray LEAN CLAY & 
15.0' FINE TO MEDIUM SAND, wet 

Gray LEAN CLAY, trace to little 
sand, trace gravel, moist 

23,0' 

End of Boring at 23.0 feet 

-5 

£sii 
++++ 

0.2 

0.1 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Remarks: 

Note: Stratification lines are approximate; in-situ transition between soil types may be gradual, 

•
Groundwater Depdi 
While nrilHng 12.5' 

^ 7 Groundwater Depth 
^ Aller Drilling 

AmertieBlfa 23.0' RigTvce DiedrichP-SO 
RoiaiyOepdi. 
Dnller Enc S. Geologist__2JC_ 

Note Bonng backfilled unless otherwue noted 
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Job Number: 011332 

Fonner Ames Supply 
A L d d r e S S : 2531CunissStRet 

Downen Grove, IL 

—r 
S u 

•i H ̂  i 5: 8 
Z H as 
u _u u 

•5. "S. "a. 

cn tn m 

a w 
a 

10 

il 

12 

13 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

SS 

95 — —w 
90 

90 

80 

25 

10 

60 

95 

100 

0.0'-

Boring Number: MW-3 

Boring Location See Site Diagram 

1F= 

Detailed Soil and Rock Description 
tk. 

^ Q 2- Asphalt Pavement 

5.0' 

• 10.0'-

•15.0'-

-10.0'-

100 — 
•25.0'-

FILL: Cnished Gravel, moist 

FILL: Brown Lean Clay, trace to little 
sand, trace gravel, moist 

5 ]• (^vel yam 4.0-4.31 

BrowT LEAN CLAY, little sand, 
trace gravel, moist 
(fine sand seam 8.B-9.(r) 

9.0' 

11.3-

Brown and Gray SAND & GRAVEL, 
damp 

Light Brown COBBLES, some 
sand, damp 

i8.y 

Brown SAND & GRAVEL, wet 

21.0-

Brown to Gray LEAN CLAY, trace to 
sand, trace gravel, moist 

26.5-

-36.0'' 

-35.0'-

JJUL, 

Gray SILT, wet 

. . Q, (several small silty sand seams) 

End of Bonng at 27 0 feet 

u K 

24 

Note: Stratification lines are approximate: in-situ transition between soil types may be gradual 
' Groundwater Depth 

While Drillinp 19 0' 

^ " 7 Groundwater Depth 
V After Drilline. 

AugerDendi 27 0' RieTvne DiednehD-SO 
Rotary Deplh_ 

+-(-t-h 

P a g c J _ o f . 

Date: 11-8-01 

0.4 

0.5 

0.1 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Remarks: 

Dnller Enc S. Geologisl . ^ ^ 
Note Bonng backfilled unless odierwise noted. 



Job Number: 011332 

Foimer Ai&es Supply 
A d d r e s s : 253ICurtiss street 

Downers Grave, CL 
• ' " ^ • " 

S • ^ 

I S: § 
Z (- oi 
JU Jg _u 
a, '0. 'a, 

CO CO en 

Boring Number: MW-4 

Boring Location See Site Diagram 

P a g e J _ o f J « 

Date: 11-8-01 

-8 

a. «> 
O 

Detailed Soil and Rock Description ^ -H 

Ssal 
•iH-f-f Remarks: 

ss 

ss 

ss 

ss 

5 ss 

lU 

11 

13 

14 

15 

16 

17 

18 

SS 0 

35 

85 

0.0'-

5.0-

80 

SS 

SS 

SS 

SS 

ss 

ss 

SS 

SS 

SS 

SS 

ss 

SS 

60 

30 

25 

55 

55 

70 

io<; 

100 

90 

95 

-10.0'-

• 15.0'-

.20.0*. 

-25.0'. 

-30.0' 

\ ,ff Black Organic Clay 

Brown LEAN CLAY, trace to little 
sand, trace gravel, moist 

7.5' 

Light Brown COBBLES, some sand, 
damp 

14.9' 

Reddish-Bro%vn and Tan SAND & 
16 y GRAVEL, moist 

Light Brown COBBLES, some sand, 
l a s ' damp 

Gray LEAN CLAY, trace to little 
19 0' sand, trace gravel, moist 

Reddish-Brown and Tan Silty SAND 
& GRAVEL, moist 

260-

Gray LEAN CLAY, trace sand, trace 
gravel, moist 

29 .V 

100 

-35.0*-

j f l j i : . 

Reddish-Brown & Gray Silty SAND. 

.30 2' '" '^ 
Gray LEAN CLAY, trace to little 
sand, trace gravel, moist 

many small (0 5-1 S*) sand seams, via 

37 0-

End of Bonng at 37 0 feet 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Note: Stratification lines are approximate; in-situ transition between soil types may be gradual, 

•
Groundwaier Depth 
While Drillinp 29 5' 

Y 7 Groundwater Depth 
^ After Oiilline 

AuaerDepdi 37.0" Rie Tvoe DiednchD-SO 
Rotary Depdu 
Dnller Enc S Geologisi,^Ji!i_ 

No<e Bonng backfilled unless otherwiie noted 



.Fob Number: 011332 

Former Ames Supply 
A d d r e s s : 253ICuniss street 

Downen (hove. IL 

u 
> 

e; Q. u 
: i >. u 
Z H ai 
l i J) u 

"cL a " a 
£1 § ^ 
eil a ea 

cn tn cn 

w 

Q. 
it 
Q 

10 

13 

14 

16 

17 

SS 

SS 

ss 

SS 

ss 

SS 

ss 

ss 

SS 

ss 

ss 

SS 

ss 

ss 

SS 

ss 

SS 

75 

70 

85 

40 

100 

60 

90 

100 

90 

10 

100 

25 

•W 

0.0'-
o.y Black Organic Clay 

s.o ' . 

.10.0'. 

• 15.0'-

20.0'-

-25.0'-

-30.( 

-3S.0' 

Boring Number: MW-5 

Boring Location See Site Diagram 

Detailed Soil and Rock Description 

Brown LEAN CLAY, trace to little 
sand, trace gravel, moist 

13.5* 
Light Brown COBBLES, some sand, 
damp 

17.0' 

Gray LEAN CLAY, trace to little 
sand, trace gravel, moist 

muluple small (0.5-1 S') sandy silt and 
silt seams, wel at 25-32" 

32 r 
Gray SILT, little sand, very moist to 

b3f f wet 

^ H a i n i l f a l i r I I I ! 

TT* tat 

4-f-f-f-

Gray LEAN CLAY, trace sand, trace 
^35.0" graveL moist 

j aUL 

End o f B o n n g at 35 .0 feel 

Sal 

PageJ_ofJ__ 

Date: 11-9-01 

Note: Stratification lines are approximate; in-situ u^nsition between soil types may be gradual 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Remarks: 

•
Groundwater Depth 
While nrillinp 25 0-

^ 7 Groundwater Depth 
^ After Drilline 

AueerPemfa 35.0' RitTvoe DiednchD-SO 

Rotary Depdv. 

Dnller Enc S Geologisl _SiK_ 

Note Bonng backfilled unless otherwise noted 



Job Number: 011332 

Fonner Ames Supply 
A d d r e s s : 2531CurassStRet 

Downers Grove, IL 

Boring Number: MW-6 

Boring Location See Site Diagram 

Page_L_ofJ_ 

Date: 11-9-01 

u u 
c n. u 
3 > t U 

Z (- as 
U U V 
"5. "5. "S. 
E S S 
CO ia CS 

CO CO CO 

u 
<2> 

Q. u 

Detailed Soil and Rock Description 

^ i i j i i i n t o — » i : 

-H 

2sii 
++++ Remarks: 

ss 

SS 

25 

45 

SS 60 

SS 

5 SS 

10 

SS 

SS 

SS 

SS 

SS 

SS 

100 

so 

0.0'' 
FELL: Brown and Gray Silty Sand & 
Gravel, some clay, moist 

3.5' 

5.0' • 
AC FILL: Crushed Gravel, wet 

Brown Lean Clay, trace sand, tarce 
gravel, moist 

8.1' 

• 10.0'-

Gray LEAN CLAY, trace to little 
9 5> sand, trace gravel, moist 
llOO* Brown SAND & GRAVEL, very moist 

95 

80 

90 

00 

Light Brown COBBLES, some sand. 
11.0- moist 

• 15.0'-

Gray LEAN CLAY, trace sand, u^ce 
12.5" gravel, moist 

-20.0'. 

^23£ 

— 25.0'-

-30.0' 

-35.0--

jiajL 

Light Brown COBBLES, some sand, 
ISO- moist 

Gray SILT, wet 
19.0' 

20 5' 
Gray SAND, some gravel, wet 

21.0' Gray SILT, wet 
Gray LEAN CLAY, trace sand, trace 
gravel, moist 

End of Bonng at 23 0 feet 

0.1 

O.I 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Note: Stratification lines are approximate: in-situ transition between soil types may be gradual 

•
(jroundwater Depdt 
While nrilling 15 0-

TV Groundwaier Depth 
* After nn"i"° 

Auger Demh 23 0' R,g Type Diednch D-50 

Rotary Depitu 
Dnllef EncS Geoloiast GK 

Ncwe Bonng tacklilled unless otherwise noted 
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Job Number: 011332 

foaaer Ames Supply 
Address: 2531 cwtiss street 

Dovmeis Grove, IL 

Z ^ dS 
JJ .a JB 
a, a. o. 

CO cn m 

•S 
i l 
O 

Boring Number: SB-i/MW-7 

Boring Location See Site Diagram 

Detailed Soil and Rock DesoiptioD 
A- -H 

• I T I T I 
£9i& 

P a g e i _ o f i _ 

Date: 1-3-02 

Remarks: 

ss 

ss 

ss 

ss 

ss 

ss 

ss 

ss 

ss 

ss 

11 

12 

13 

14 

ss 

ss 

SS 

ss 

65 

70 

45 

80 

50 

90 

90 

ICO 

70 

•.r-
A^halt Pavement 

FILL: Brown Sand and Gravel, moist 

i V -
5.9' 

FELL: Brown Lean Clay, little sand, 
trace gravel, moist (w/ ttm sand 
seams) 

7.4" 

Brown L £ A N CLAY, little sand, bttte 
graveL moist 

•lae*. 10.2" 

Brown & Gray SAND & GRAVEL, 
moist, vety dense 

la.ff 

Light Brown COBBLES, some sand, 
damp 

-IS-O--

16.4' 

Reddish-Brown & Tan SAND & 
GRAVEL, moist 

(sand grades fine M 15.41 

ICO 
\l6.8 

Grayish-Brown LEAN CLAY, trace 
to litUe sand, trace gravel, veiy moist 

-3010'-

100 — 

100 

70 

Note: 

-JiO--

-aaff-

Oi f f -

JUL 

Gray LEAN CLAY, trace sand, trace 
gravel, moist 

(aevenltliin fine snd seams, wet at . 
21.5-23.51 

24.ff 

2&2" 

Gray Clayey SILT, veiy moist to wet 
(seven! thin fine sand aeams, vet) 

29.(r 

Gray LEAN CLAY, trace to little 
sand, little gravel, moist 

End of Botii% at 29.0 feet 

Stratification lines are approximate; in-situ transition between soil types may be gradual. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

'Tiroundwater Deptti 
While Diiffinp 21.5' 

V y Choundwater Deptii 

Auger I>otfa 29.0* RkTviie DiedrichP-SO 
Kolaiy Dc(ilii_ 
lariflg JtgL. Geologiat (3C 

Note: Boring b«dcfilled uales atberwiae noted. 



Job Number: 011332 

Address: 
Foimer Ames Sqiply 
2531 Curtiss Sinet 
Downen Orove, IL 

Boring Number: SB-2/MW-8 P a g e l _ o f l _ 

Date: 1-3-02 
Boring Location See Site Diagiam 

T^ 
S i > 

a> u 0) 
"3. "B. "3. 

I 
t 
u 

Q 

Detailed Soil and Rock DescripticHi -H 

• I T I T I 
Ssite, g Remarks: 

1 ss 

ss 

3 ss 100 

• . « • -

90 

\ 0 2" ' ^ ly™"' •mvcmcni 
\l(y FILL: Brown Sand and Gtavel, moist 

95 

10 SS 

11 SS 

12 

13 

14 

SS 

SS 

SS 

ss 

SS 

ss 

SS 

ss 

ss 

85 

95 

85 

50 

25 

75 

50 

100 

100 

5.ir-

-10.0'-

W T 

- l i C -

-zav' 

-25.0'-

-3010'-

-a ic -

jfLit. 

A^faalt Pavement 

FILL: Brown Lean Clay, little sand, 
trace gravel, moist 

5.0' (grades with some gmvel) 

Brown LEAN CLAY, little to some 
sand, trace to little gravel, moist, hard 

11.6' 

Reddish-Brown F-M SAND, some 
gravel, moist 

Reddish-Brown & Gray SAND & 
GRAVEL, moist 

20.6" 

Reddish-Brown Sandy CLAY, some 
22.g gravel, wet 

V 
Grayish-Brown LEAN CLAY, trace 
to little sand, trace graveL, moist 

24.0-

29.(7 

Gray LEAN CLAY, trace sand, trace 
gravel, moist 
(several thin saixly sitt seams, wet) 

End of Boiing al 29.0 feet 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Note: Stratiiication lines are approximate; in-situ transitian between soil ^pes may be gradual. 

•
Groundwater Depth 
While Drilling_20£_ 

V 7 Gioundwater O f̂fa 
^ Alter Drilling 

Augg DnXh 29.0' Rig Type DiediichD-50 
Rotuy Diplh. 
Drillg JrfTL. Gcolemtt GK 

Note: Boriag badcfilled anlos otbenme noted. 



:,i:x^f r4*r-'*.itW-:S'<i1»^Ti*?5^SCi?Sf''!?^»»ySÎ  
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Job Number: 011332 

Former Ames Supply' 
Address: 253iciiftissstfcet 

Downen Crave, IL 

ll> I 
E 8. ^ 
5 o< u 

i^ii 
||> u « 

i a "5. "3L 
CO CO CO 

f 
u 
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SS 

10 

SS 

ss 

ss 

95 

\ Q ^ AqihaltPavement 

^jQ. FILL: Brown Sand and Gravel, moist 

55 

100 

ss 
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ss 

ss 
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113 

14 

15 

SS 

SS 

ss 

SS 

ss 

90 

e.v-

Boring Number: SB-4/MW-9 P a g c J _ o f i _ 

Boiing Location See Site Diagram 

Detailed Soil and Rock Desoription 

&v \ i ! 

30 

SO 

25 

55 

95 

75 

60 

75 

90 

90 

50 

-lao*-

- IS iO ' -

-2ao'-

-2&0'-

-3a»-

-3iO'-

FELL: Brown Lean Clay, little sand, 
trace gravel, moist 
(compacted) 

Brown LEAN CLAY, trace to little 
„ „ sand, trace gravel, moist 

Reddish-Brown SAND & GRAVEL, 
moist (inteii>edded with some 
cobbles) 

i6.y 

Gray LEAN CLAY, trace sand, trace 
gravel, moist 

243' 

V 25.8' 

Gray SILT, some fme sand, vety 
moist to wet 

Gray LEAN CLAY, trace sand, trace 
27 y gravel, moist 

Gray Sandy SILT, little to some fine 
22 ]. gravel, very moist to wet 

41^ n-

ISl.C 

Gray LEAN CLAY, little sand, trace 
to little graveL moist to very moist 

(several thin fine sand seams, wet) 

End of Boiing at 31.0 feet 

SSib 
4-f4-H 

-H 

Note: Stratification lines are approximate; in-situ transition between soil ̂  les may be gradu; 

•
Graundwater Depth 
While nrillmg 23.5' 

V 7 Groundwater Depth 
^ Afler Drilling 

AuagDmUi 31.g RicTvae DiediidiD-iO 
RouryDepdi. 

Date: 1-4-02 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

Remarks: 

DriJlg JrfTL. GtplogBt GK 

Ntte: Boring bidcfiUed unless otfagwiae noled 



Job Number: 011332 

Fomier Ames Stqipty 
A d d r e s s : 2531CuitissSbect 

Downen Groves IL 

Boring Number: SB-5/MW-IO P a g e J _ o f l _ 

Date; 1-4-02 
Boiing Location See Site Diagiam 

S K 5 

Z H pi 
V l> u 

"p. "B, "5. 

§ § § 
cg_^«^ 

f Detailed Soil and Rock Description 

^ ^ ) M K ? K ! « C 

-H 

Ssile, 
I T I T I § Remarks: 

ss 

SS 

ss 

SS 

ss 

ss 

ss 100 

ss 

ss 

ss 

ss 

ss 

,00 \ i . a FILL: Brown SiMy Sand & Gravel 

100 

85 

75 

90 

50 

1 0 0 ' — 

100 

100 

ss 100 

95 

100 

95 

•.ff-
^Q2- Aq)hah Pavement 

4.7 

FELL: Brown Lean Clay, trace to little 
sand, trace gravel, moist 

&«•-

ZW. 
Brown F-M SAND, trace gravel, 
moist 

-mo'-

Reddisb-Brown and Tan SAND & 
GRAVEL, moist 

grades with cobbles tf 10.9' 

IS-S-

l i f f -
Gray LEAN CLAY, trace sand, trace 
graveL moist 

-2<t»- sevetal thin sand seams, wet ti 20.7-21.ff 

21.6" 

-2S0' 

Brownish-Gray LEAN CLAY, trace 
to little sand, trace gravel, moist 

^ ~ " V several thin fine sand seams, wet 
\ 2 3 £ _ 

_3jur-

-SSC-

Gray LEAN CLAY, some sand, trace 
graveL high silt content, moist to 

28Lff veiy moist 

,28.7 

Gray Sandy CLAY, little to some 
gravel, veiy moist to wet 

129.5" 

Gray SAND & GRAVEL, trace silt, 
wet 

bi. f f 

Gray LEAN CLAY, trace to litfle 
sand, trace gravel, moist 

End of Boring at 31.0 feet 

Note: Stratification lines are approximate; in-situ transition between SO] may be gradual. 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

•
Gioundwater Depth 
Whilfi nrilHne 2Z5' 

v y Groundwater Depth 
^ After Drilling 

Au^Deplh 31-0^ Rig Type DiedrichD.50 
Roti7 Depdi. 
Drillg JrfTL. GeolOEat GK 

Note: Boring bictfiUed unless othgwise noted 

http://20.7-21.ff
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FORMSfl WASTE STCfUBE 

t 
s 
^ 

§ 
E 
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/ STORED WORUUS 
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MOR 000079 

PIONEER 
ENVIRONMENTAL, INC. 

Seair r . j g ' Oalr Ooabar. 3000 

Oaxnoy. T.Bitetmam QMdraa^W.Snvn 

© Sa/aoimgLoecnen I jloOMo. ce6>« 

Figure 3 
Soil Boring Locations 

Ttie Morey Corporation 
2659 Wisconsin Street 
Downers Grove, lliinois 
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Figure 4 
Tier 1 SRO Exceedances 
The Morey Corporation 
Downers Grove, Illinois 



FI0NEER 
ENVIRONMENTAL INC. 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Descripbon 

Brown CLAYEY SILT with 
trace gravel and sand 
Loose, Moist 

Brown to gray SILTY CLAY 
with trace gravel and sand 
Finn to soft. Moist 

Boring terminated at 12 feet 

Bonng No.: B-1 

Date Begin: S-̂ S/OO 

Date End: 8;28/00 

Notes 

No Odor 
No Visual 

Completion Notes: 
Hatched interval denotes sample submined for laboratoty analysis 
Sampling mediod: Geoprobe Macro-Core 

Water Dep± While DrillingNA Water Depth After Drilling: NA 

Diill Rig: SIMCO Eaithprobe 200 

Driller: Predng Vifaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Project Number: 00618 Page 

MOR 000102 



PIONEER 
ENVIRONMENTAL, INC. 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Descnpnon 

Brown CLAYEY SILT with 
trace gravel and sand 
Loose, Moist 

Brown SILTY CLAY wiA 
some clayey silt and some 
gnvel and sand 
Loose, Moist 

Brown to gray SILTY CLAY 
with some sand and gnvel 
Finn, Moist 

Boring teiminated at 12 feet 

Bonng No.: B-2 

Date Begin: 8/28/00 

Date End: 8/28/00 

Notes 

No Odor 
No Visual 

Compledon Notes: 
Huched interval denotes sample submitted for laboratoty analysis 
Sampling method: Geoprobe MacroCore 

Drill Rig: SIMCO Earthprobe 200 

Driller: Predng Vifaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Water Depth While Drilling:NA Water Depdi After Drilling: NA Project Number: 00618 Page 

MOR 000103 



FI@NEER 
ENVIRONMENTAL INC. 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Descripdon 

Brown SILTY CLAY widi 
some clayey silt and some 
gravel and sand 
Film, Loose, Moist 

Brown CLAYEY SILT with 
some sUty clay and some 
gravel and saiul 
StifC; Loose, Moist 

Gray SILTY CLAY with 
trace sand and gravel 
SQCE; Moist 

Boring terminated at 12 feet 

Boring No.: B-3 

Date Begin: 8^8/00 

Date End: 8/28/00 

Notes 

No Odor 
No Visual 

Compledon Notes: 
Hatched interval denotes sample submined foi laboratory analysis 
Sampling mediod: Geoprobe MacroCore 

Water Depdi While DrillingNA Water Depth After Drilling: NA 

Drill Rig: SIMCO Eaitiqirobe 200 

Driller: Predrag Vifaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Project Number: 00618 Page 

MOR 000104 



PI0NEER 
ENVIRONMENTAL INC. 

Sample 
Recoveiy no 

(ppm) 

Sample 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Depth 
Feet 

Descriplion 

Boring No.: B-4 

Date Begin: 8/28/00 

Date End: 8/28/00 

Notes 

100% 0.7 

100% 

100% 

0.6 

0.5 

100% 0.8 

— 3 

— 6 — 

Brown SILTY CLAY with 
some clayey silt and some 
gnvel and sand 
Finn, Loose, Moist 

— 9 

— 12 

— 15 — 

Brown CLAYEY SILT with 
some silly clay and some 
gmvel and sand 
StifC Loose. Moist 

— 18 — 

Gray SILTY CLAY vrith 
trace sand and gravel 
Sdfi; Moist 

Boring terminated at 12 feet 

Compledon Notes: 
Hatched bterval denotes sample submined for laboratory analysis 
Sampling method: Geoprobe MacroCore 

Water Depth While DrillingJ><A Water Depdi After Drilling: NA 

No Odor 
No Visual 

Drill Rig: SIMCO Eanhprobe 200 

Driller: Predng Vifaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Project Number: 00618 Page 

MOR 000105 



FIQNEER 
ENVIRONMENTAL INC. 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Descripdon 

Brown SILTY CLAY 
Finn, Moist 

Gny SILTY CLAY widi 
tnce gravel and sand 
Finn, Moist 

Gny SILTY CLAY widi 
trace sand and gnvel 
Soft, Moist 

Boring terminated at 12 feet 

Bonng No.: B-5 

Date Begin: 8/28/00 

Date End: 8/28/00 

Notes 

No Odor 
No Visual 

Compledon Notes: 
Hatched interval denotes sample submitted for labontoiy analysis 
Sampling method: Geoprobe MacroCore 

Water Depdi While DrillingJ^A Water Depdi After Drilling: NA 

DriURig: SIMCO Earthprobe 200 

Driller Predrag Vifaovac 

Geologist: Tom Brecheisen 

LUST incident No: NA 

Project Number. 00618 Page 

MOR 000106 



PI©NEER 
ENVIRONMENTAL INC. 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Boring No.: B-6 

Date Begin: 8/28/00 

Date End: 8/28/00 

Sample 
Recoveiy (ppm) 

HD Descripdon Notes 

100% 

100% 

16.6 

23.9 

100% 

100% 

3.9 

2.0 

— 15 — 

— 18 — 

Brown SILTY CLAY with 
tnce gnvel and sand 
Finn, Moist 

Brown to gny SILTY CLAY 
with tnce gnvel and sand 
Finn to stiS, Moist 

Gny SILTY CLAY 
Finn, Moist 

Gny SILTY CLAY 
Soft, Moist 

Boring teiminated at 12 feet 

Compledon Notes: 
Hatched interval denotes sample submitted for labontoiy analysis 
Sampling method: Geoprobe MacroCore 

Water Depdi While DrillingJ>iA Water Depth After Drilling: NA 

No Odor 
No Visual 

DriURig: SIMCO Eanhprobe 200 

Driller: Predrag Vifaovac 

Geologist Tom Brecheisen 

LUST Incident No: NA 

Project Number: 00618 Page 

MOR 000107 



PI©NEER — 
ENVIRONMENTAL INC 

Boring Log 

The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Descripdon 

Brown CLAYEY SILT widi 
some gravel and sand 
Loose, Moist 

Brown SILTY CLAY with 
tnce gravel and sand 
StifC Moist 

Gny SILTY CLAY 
Finn, Moist 

Boring terminated at 12 feet 

Completion Notes: 
Hatched interval denotes sample submitted for laboratory analysis 
Sampling method; Geoprobe MacroCore 

Water Depdi While DrillingJJA Water Depdi After Drilling: NA 

Boring No.: B-7 

Date Begin: 8/28/00 

Date End: 8/78/00 

Notes 

No Odor 
No Visual 

Drill Rig; SIMCO Eanhprobe 200 

Driller: Predrag Vrfaovac 

Geologist; Tom Brecheisen 

LUST Incident No: NA 

Project Number; 00618 Page 

MOR 000108 



PI©NEER 
ENVIRONMENTAL, INC. 

Sample 
Recoveoi 

100% 

100% 

FID 
(ppm) 

Sample 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

0.0 

0.2 

100% 

100% 

0.0 

0.0 

^ 3 

Depdi 
Fwt 

K 6 

\ - 9 

I - 12 

ML 

Lidiology 

ML 

CL 

H 15 H 

H 18 H 

CL 

Description 

Brown CLAYEY SILT vodi 
some gnvel and sand 
Loose. Moist 

Brown CLAYEY SILT with 
some gnvel and sand 
SaS, Moist 

Brown SILTY CLAY with 
some gravel and sand 
Finn to stifiE; Moist 

Gray SILTY CLAY 
StifC Moist 

Boiing teiminated at 12 feet 

Boring No.: B-8 

Date Begin: 8/28/00 

Date End: 8/28/00 

Notes 

No Odor 
No Visual 

Completion Notes: 
Hatched interval denotes sample submined for labontoiy analysis 
Sampling method: Geoprobe MacroCore 

Water Deptii While DrillingiNA Water Depth After Drilling: NA 

DriURig: SIMCO Eanhprobe 200 

DriUer: Piedrag Vifaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Project Number. 00618 Page 

MOR 000109 



PI©NEER 
ENVIRONMENTAL INC. 

Sample 
Recoveiy 

100% 

100% 

100% 

100% 

no 
(ppm) 

0.0 

0.0 

0.0 

0.0 

Sample 

— 6 — 

Boring Log 

Site; The Morey Corporation 
2659 Wisconsin Street 
DovkTiers Grove, Illinois 

Depdi 
Feet 

Soil 
Class 

— 9 

— 12 

15 — 

— 18 — 

ML 

CL 

Lithology Description 

Brown CLAYEY SILT witii 
some sUty clay and some 
gnvel and sand 
Loose, StifC Moist 

Gray SILTY CLAY witii 
some gravel and sand 
Soft, Moist 

Boring teiminated at 12 feet 

Boring No.: B-9 

Date Begin: 8.'28/00 

Date End: 8/28/00 

Notes 

No Odor 
No Visual 

Comipletion Notes: 
Hatched interval denotes sample submitted for laboratory analysis 
Sampling method: Geoprobe MacroCore 

Water Depdi While DriIling3^1A Water Depdi After DriHing: NA 

Drill Rig: SIMCO Eanhprobe 200 

DriUer Predng Vrfaovac 

Geologist; Tom Brecheisen 

LUST Incident No; NA 

Project Number 00618 Page 

MOR 000110 



PPNEER 
ENVIRONMENTAL INC. 

Sample 
Recoveiy 

100% 

T 
FID 

(ppm) 

100% 

75% 

100% 

100% 8.4 

3.9 

100% 12.3 

27.9 

6.7 

5.0 

Sample 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Deptii 
Feet 

CL 

CL 

- 9 ~ 

Lidiology Description 

Brown SILTY CLAY witii 
some clayey silt and some 
gravel and sand 
Loose, StifiC Moist 
Brown SILTY CLAY witii 
some gnvel and sand 
Film, Moist 

12 

- 15 — 

- 18 

__ 

CL 

Dark brown SILTY CLAY 
mottled gny 
Firm to stifC Moist 

Boiing teiminated at 12 feet 

Boring No.: B-10 

Date Begin: 8/29/00 

Date End: 8/29/00 

Notes 

No Odor 
No Visual 

Completion Notes: 
Hatched interval denotes sample submined for laboratoiy analysis 
Sampling method: Hand Auger 

Water Deptii While DrillingMA Water Depdi After Drilling: NA 

DriURig: NA 

DriUer Predrag Vifaovac 

Geologist; Tom Brecheisen 

LUST Incident No: NA 

Project Number 00618 Page 

MOR 000111 



PI®NEER 
ENVIRONMENTAL INC. 

Sample 
Recover;,^ 

TS'/i 

100'> 

lOO'J 

100% 

FID 
(ppm) 

0.8 

0.9 

1.2 

0.7 

Sample 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove. Illinois 

Depdi 
Feet 

h- 9 H 

h- 12 H 

H 15 H 

h - 18 

Soil 
Class 

Lithology Description 

Brown SILTY CLAY widi 
some gravel and sand 
Firm, Moist 

Brown SILTY CLAY witii 
some gravel and sand 
StifC Moist 

Brown SILTY CLAYwitii 
trace gravel and sand 
Firm to stiff. Moist 

Boring terminated at 8 feet 

Completion Notes: 
Hatched interval denotes sample submitted for laboratory analysis 
Sampling mediod: Hand Auger 

Water Depdi While Drilling:NA Water Depdi After Drilling: NA 

Drill Rig: NA 

Bonng No.: B-11 

Date Begin: 8 '29/00 

Date End: 8.'29.0O 

Notes 

N o Odor 
N o Visual 

Dr i l l e r Predrag Vrfaovac 

Geologist: Tom Brecheisen 

L U S T Incidem No; NA 

Project Number; 00618 Page 

MOR 000112 



PI®NEER 
ENVIRONMENTAL, INC. 

Sample 
Recoveiy 

33% 

50% 

50% 

50°/4 

FID 
(ppm) 

0.7 

1.3 

2.0 

2.2 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove. Illinois 

Sample Deptii 
Feet 

6 — 

— 9 — 

— 12 — 

Description 

Brown SILTY SAND witii 
some gravel, coarse sand and 
silty clay 
Firm, Moist 
Daric brown SILTY CLAY 
motded g n y 
Finn, Moist 

Gray SILTY CLAY 
Firm, Moist 

— 15 — 

— 18 — 

Borine terminated at 8 feet 

Completion Notes: 
Hatched interval denotes sample submined for laboratory analysis 
Sampling method: Hand Auger 

Water Depdi N^Tiile Drilling:-2' Water Depdi After Drilling: NA 

Bonne No.: B - i : 

DateBecin: 8'29/00 

Date End: 8'2900 

Drill Rig: NA 

Notes 

No Odor 
No Visual 

Driller; Predrag Vrfaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Project Number 00618 Page 

MOR 000113 



PI0NEER 
ENVIRONMENTAL INC. 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

— 9 

— 12 — 

— 15 — 

— 18 — 

Description 

Brown CLAYEY SILT witii 
some gravel and sand and 
silty clay 
Loose. StifC Moist 
Brown SILTY CLAY 
Film to StifC Moist 

Boring teiminated at 8 feet 

Boring No.: B-1] 

Date Begin: 8/29/00 

Date End: 8.'29.'()0 

Notes 

No Odor 
No Visual 

Completion Notes: 
Hatched interval denotes sample submined for laboratory analysis 
Sampling method; HandAugei 

Water Depdi While DriUingNA Water Depdi After Drilling; NA 

DriURig; NA 

Driller Predrag Vifaovac 

Geologist- Tom Brecheisen 

LUST Incident No: NA 

Project Number; 00618 Page 

MOR 000114 



PI0NEER 
ENVIRONMENTAL, INC. 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Illinois 

Description 

Brown SILTY CLAY witii 
trace gravel and sand 
Firm, Moist 

— 12 — 

— 15 — 

— 18 — 

Gny SILTY CLAY 
Finn, Moist 

Boring teiminated at 9 feet 

Completion Notes: 
Hatched interval denotes sample submined foi laboratory analysis 
Sampling method: Geoprobe Macro-Core 

Water Depdi While DrillingiNA Water Depdi After Drilling: NA 

Boring No.: B-14 

Date Begin: 8/29/00 

Date End: 8/29/00 

Notes 

No Odor 
No Visual 

DriURig: SIMCO Eanhprobe 200 

DriUer: Predrag Vifaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Project Number: 00618 Page 

MOR 000115 



PI 
ENVIRONMENTAL INC. 

Sample 
Recoveiy 

100% 

FID 
(ppm) 

0.5 

100% 

100% 

0.7 

Sample 

0.0 

Boring Log 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove. Illinois 

Deptii 
Feet 

— 3 

— 6 

— 9 

Soil 
Class 

12 

— 15 — 

— 18 — 

ML 

CL 

CL 

Litiiology Description 

Brown CLAYEY SILT witii 
some silty clay 
StifC Loose, Moist 

Brown SILTY CLAY widi 
some clayey sUt 
Loose, Firm, Moist 

Brown SILTY CLAY mottled 
gny with some clayey sUt 
StifC Loose, Moist 

Boring terminated at 9 feet 

Completion Notes; 
Hatc:hed interval denotes sample submined for laboratoiy analysis 
Sampling mediod: Geoprobe MacroCore 

Water Depdi While DriUingJsA Water Depdi After Drilling: NA 

Bonng No. B-15 

Date Begin: 8.'29/00 

Date End: 8-'29/00 

Notes 

No Odor 
No Visual 

DriURig: SIMCO Eanhprobe 200 

DriUer Predrag Vrfaovac 

Geologist; Tom Brecheisen 

LUST Incident No: NA 

Project Number 00618 Page 

MOR 000116 



PI©NEER 
ENVIRONMEIHAL INC. 

Boring Log Bonns No.: B-16 

Site: The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Elinois 

DaieBeein: 1/02/01 

Date End: 1/02/01 

Description 

Grade = Topsoil (6") Brown 
SILTY CLAY widi trace sand 
and gravel 
Finn, Moist 

Brown SILTY CLAY molded 
reddish-brown with trace 
sand and gravel 
Fum, Moist 

Gray SILTy CLAY witii trace 
sand and gravel 
Fum. Moist 

Gray SILTY CLAY widi trace 
gravel 
Firm, Moist 

End of Boring @ 12 feet BSG 

Notes 

No Odor 
No Visual 

Completion Notes: 

Hatched interval denotes sample submitted for laboratory analysis 
Sampling mediod: Geoprobe MacroCore 

Water Depdi While Drilling: NA Water Depth After Drilling: NA 

Drill Rig: SIMCO Earthprobe 200 

Driller Predrag Vrfaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Project Number: 0061 SB Page 

MOR 000024 



FI@NEER 
ENVIRONMENTAL INC. 

Boring Log 

Sample 
Recovery 

75% 

100% 

100% 

100% 

100% 

75% 

75% 

100% 

FID 
(ppm) 

0.0 

0.0 

5.2 

0.0 

3J 

0.0 

0.0 

0.0 

Bonns No.; B-i 

The Morey Corporation 
2659 Wisconsin Street 
Downers Grove, Dlinois 

Description 

Grade = Topsoil (6") Brown 
SILTY CLAY witii nace sand 
and gravel 
Firm. Loose, Moist 

Brown SILTY CLAY witii 
trace sand and gravel 
Firm, Moist 

Brown SILTY CLAY 
Stiff, K^isi 

Brown SILTY CLAY molded 
gray 
Firm, Moist 

Gray SILTY CLAY 
Firm, Moist 

Gray SILTY CLAY 
Finn. Moist 

Gray SILTY CLAY witii trace 
sand an^ gravel 
Film. N^ist 

Gray SILTY CLAY widi wace 
sand and gravel 
Firm to soft. Moist 

End of Boring @ 24 feet BSG 

Completion Notes: 

Hatched interval denotes sample submined for laboratory analysis 
Sampling mediod: Geoprobe MacroCore 

Water Depdi While Drilling: NA Water Depth After Drilling: NA 

DatcBeem: 1/02/01 

Date End: 1/02/01 

Notes 

No Odor 
No Visual 

No Odor 
No Visual 

Drill Rig: SIMCO Eanhprobe 200 

Driller Predrag Vifaovac 

Geologist: Tom Brecheisen 

LUST Incident No: NA 

Project Number 0061 SB Page 

MOR 000025 
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Log of Borehole: SB01 

Client: Walsh/Wind Point Partners 

Project Location: Downers Grove. IL 

Project: Scot Incorporated 

Total Depth: 12 Elevation: 

Surface Conditions: Gravel 

Drilling Contractor: Terra-Trace Environmental 

SAMPLE DATA 

e> 
A 

E 
I 
£ 
o. 
E n 
to 

o. 

S 
a. 
E 
ID 

CO 

« 
> 
8 

oc 

> 
E 

Q. 

o 
S 
Q. 

Q. 

O 

Driller 

Project No: 

Date Stan: 7/19/00 

Date End: 7/19/00 

Geologist/Engineer V^ Teskey 

SUBSURFACE PROFILE 

o 

I 
(0 

Soil Description Remarks 

Tube 80 

i 0 

Tube 25 

Tube 20 

Ground Surface 

2- , 

3-1 

»^ Gravel 
Fat Clay (CH) 
Brown with gray mottles: dense; moist: trace roots 

5-f. 

Boring advanced with 
direct push soil probe 
using a 2 ' OD by 4' long 
macrotube sampler. 
— r 

Soil Sample: VOCs. PP 
Metals 

— 3' 

Silty Sand (SM) 
Brown; med. dense: very moisi; trace gravel 

J 

10-

Fat Clay (CH) 
Gray; dense: moist; trace gravel 

End of Borehole 



Log of Borehole: SB02 

Client: Walsh/Wind Point Partners 

Project Location: Dovmers Grove. IL 

Project: Scot Incorporated 

Total Depth: 12 Elevation: 

Surtace Conditions: Gravel 

Orillling Contrac tor : Terra-Traoe Environmental 

SAMPLE DATA 

E a 
• ^ 

5t 
E n 

CO 

"a. -
E 
IB 

CO 

fr 

f 
« 
cc 

I 

o. 

Driller: 

Project No: 

Date Start: 7/19/00 

Date End: 7/19/00 

Geologist/Engineer W Teskey 

SUBSURFACE PROFILE 

o 
J3 E >. 
CO 

Soil Description Remarks 

Tube 75 

Tube 70 

Tube 100 

O-rr 
I Ground Surface 

Poorly Graded Sand (SP) 
Brown; kibse; moist; trace gravehflll 

J;.tiL?.0.>a> 

W:̂  

Silty Sand (SM) 
Brown; loose; very moist; trace gravel 

Fat Clay (CH) 
Brown; med. dense; moist; trace gravel 

10-. 

Silty Sand (SM) 
Brown: loose; veiy moist; trace gravel 

f af Clay (CH) 
Gray: dense; moist; trace gravel 

End of Borehole 

Boring advanced with 
direct push soil probe 
using a 2 ' OD by 4' long 
macrotube sampler. 

Soil Sample: VOCs. PP 
Metals 

— 3' 



Log of Borehole: SB03 

Client: Walsh/Wind Point Partners 

Project Location: Oowners Grove. IL 

Project: Scot Incorporated 

Total Depth: 12 Elevation: 

Surface Conditions: Gravel 

Project No: 

Date Start: 7/19/00 

Drilling Contractor Terra-Trace Environmental Dritier 

Date End: 7/19/00 

Geologist/Engineer W Teskey 

SAMPLE DATA 

I 
n 
ta 

a 

'5. 
E 
ID 

CO 

fr 
c > o u « 
oc 

Q 
iT a e 

O 

SUBSURFACE PROFILE 

B 
E 
to 

Soil Description Remarks 

Tube 80 

Fat Clay (CH) 
Brown with gray monies; dense; moist; trace gravel 

4—r> 

i j 0 I 5-

Tube 

I 1 

Tube 20 Poorly Graded Sand (SP) 
Brown; loose; trace gravel 

Poorly Graded Sand with Gravel (SP) 
Brown and reddish brown; wet; loose; 60% coarse sand. 40% coarse 
gravel up to I in. 

End of Borehole 

Bor7ng advanced with 
direct push soil probe 
using a 2 ' 0 0 by 4' long 
macrotube sampler. 
— r 

Soil Sample: VOCs. PP 
Metals 

Limestone cobble in bonom 
of shoe at 8* 

Temporary PVC well with 
5'screen set at 12*. 
No water encountered after 
2.5 hours. 



Log of Borehole: SB04 

Client: Walsh/Wind Point Partners 

Project Location: Downers Grove, IL 

Project: Scot Incorporated 

Total Depth: 12 Elevation: 

Surface Conditions: Grave/ 

Drilling Contractor Terra-Trace Environmental 

SAMPLE DATA 

E 
3 
Z 

E 
CS 

CO 

£ 
o. 
E 
n 

CO 

fr 
> o u » 

> 
E a a 

O a 
Q 

Driller 

Project No: 

Date Start: 7/19/00 

Date End: 7/19/00 

Geologist/Engineer W TesKey 

SUBSURFACE PROFILE 

o 
S3 
E >. tn 

Soil Description Remarks 

1 

1 

Tube 

j 

60 

i 

i 

0 

j 

0 

0-h 
Ground Surface 

• \° i^O & | Coarse gravel: fill 

Fat Clay (CH) 
Brown; moist; dense; trace gravel 

Boring advanced widi 
direct push soil probe 
using a 2" OD by 4' long 

^ macrotube sampler. 
• V 

Soil Sample: VOCs. PP 
Metals 

— 3' 

4—: 

• 5 - • • . • • > • : • 

Poorly Graded Sand with Gravel (SP) 
Brown and yellowish brown: moisi; loose; 70% sand. 25% grave), 
5% fines 

.".I 

Tube ; 50 
i 

I I 
7-:". 

( • • . • • 

0 

I V . 
1 . •••• 

9 - ^ - : Increase in gravel: 40% gravel. 60% sand, gravel is up to I inch in 
size 

Faf Clay (CH) 
gray; ntoist; dense: trace gravel 

End of Borehole 



Log of Borehole: SB05 

Client: Walsh/Wind Point Partners 

Project Location: Downers Grove, iL 

Project: Scot Incorporated 

Total Depth: TJ Elevation: 

Surface Conditions: Gravel 

Project No: 

Date Surt: 7/19/00 

Date End: 7/19/00 

Drilling Contractor Tena-Trace Environmental 

SAMPLE DATA 

E 
3 
Z 
a 
Q. 
E 
ID 

CO 

a. 

S 
a. 
E 
ID 

CO 

fr 
o 
u 
« 
oc 

> 

I 
o. 

9' 
CL 

a. » 

Driller: Geologist/Engineer W Teskey 

SUBSURFACE PROFILE 

o 
E >. 

CO 

Soil Description Remarks 

Tube 100 

Tube 70 

11.2 

Tube 10 

0.5 

Ground Surface 
Poorly Graded Sand with Gravel (SP) 
Brown: moist; loose; brown and yellowish brown; 70% sand. 25% 

Fat Clay (CH) 

Brown with gray monies; moist; dense; trace gravel 

Boring advanced wiih 
direct push soil prot>c 
using a 2" OD by 4* long 
macrotube sampler. 

8 - : ' . . - ' - • . 

9 -

10-

I I -

12-r^ 

Poorly Graded Sand with Gravel (SP) 
Brown and yellowish brown; moist; loose; 70% coarse sand. 25% 
gravel. 5% fines 

I— 5' 

Soil Sample: VOCs 

— r 

Very moist 

End of Borehole 

Temporary PVC well with 
5'screen set at 12'. 
No water encountered alter 
2.5 hours. 



Log of Borehole: SB06 

Client: Walsh/Wind Point Partners 

Project Location: Oowners Grove. IL 

Project: Scot Incorporated 

total Depth: 12 Elevation: 

Surlace Conditions: Gravel 

Drilling Contractor Terra-Trace Environmental 

SAMPLE DATA 

o 
•o 
E 

i 
t) 
"a. 
E 
CD 

CO 

i : 
« 
a 
E 
CD 

CO 

fr 
> 
8 
0) 

> 
E a. 

JC 
o. 
0) 
O 

Driller: 

Project No: 

Date Start: 7/19/00 

Date End: 7/19/00 

Geologist/Engineer W Teskey 

SUBSURFACE PROFILE 

S 
E >. 

CO 

Soil Description Remarics 

Tube 90 

I I 

2 i Tube 75 

3 Tube 20 

Ground Surface 

izZz 
Silty Sand (SM) 
Brawn and yellowish brown; moist; med. dense 

"FaTciaylcH) '• " " ' 
Brown with trace red monies: moist; dense; tnce gravel; 

- Boring advanced with 
I direct push soil probe 
I using a 2* OD by 4' long 

'̂  macrotube sampler. 

Soil Sample: VOCs 

— 3" 

Poorly Graded Sand wi th Gravel ( S P f — — - ^ 

Brown and reddish brown; moist; loose; 70% coarse sand. 25% ' 
gravel. 5% fines I 

l ^ i - -

! • • . • . ' 

8-1, 

j : • . • • • • • • " . 

9-T-.-

lo-^•;•.^•.• 

IH-: 

Very moisi 

End of Borehole 



Log of Borehole: SB07 

Client: Walsh/Wind Point Partners 

Project Location: Downers Grove. IL 

Project: Soot Incorporated 

Total Depth: 12 Elevation: 

Surtace Conditions: Gravel 

Project No: 

Date Start: 7/19/00 

Date End: 7/19/00 

Drilling Contractor Tena-Trace Environmental Driller Geologist/Engineer: W Teskey 

SAMPLE DATA I SUBSURFACE PROFILE 

3 
Z 
s 
I 
ID 

CO 

o 
a 
.>• K 
w a. 
g CD 
f " 1 

^^ 
5* 

fr 
8 
tt 

oc 

^ E 
Q. 

o 
5 
Q. 

c 
c 
(X 
tt 

^ 1 

"o 
j -

^ CO 1 

Soil Description Remarks 

Tube ; 100 ! 

Tube ; 90 

Tube 20 

Ground Surface 
Silty Sand (SM) 
Brown and yellowish brown; moist; med. dense 

Far Clay (CH) 
Brown with gray mottles; moist; dense: trace gravel; 

- Boring advanced with 
direct push soil protK 
using a 2" OD by 4' long 

' macrotube sampler. 

j S-y 

T-, 

Gray grades in 

Poorly Graded Sand with Gravel (SP) 
Brown and reddish brown; moisi; loose; 70% coarse sand. 25% 
gravel. 5% fines 

J - " . • . • - • ' . • • . 

Very moist 

End of Borehole 



Log of Borehole: SB08 

Client: Walsh/VtTind Point Partners 

Project Location: Downers Grove. IL 

Project: Scot Incorporated 

Total Depth: 12 Elevation: 

Surface Conditions: Gravel 

Drilling Contractor Terra-Trace Environmental 

SAMPLE DATA i 

Driller 

Project No: 

Date Start: 7/19/00 

Date End: 7/19/00 

Geologist/Engineer W Teskey 

SUBSURFACE PROFILE j 

w 
.c 
E 
3 
Z 
£ 
a. 
E 
ID 

CO 

tt a. >. 

9 
"5. 
E 
ID 

CO 

> 
3- E 

tt a 
o ^ 
S Q 

DC 0 . 

a . 
» 

Q 

o 

E 
>> 

CO 

Soil Description Remarks 

Tube 60 

Tube 100 

Tube 25 

o-ass: 

\ - r 

Ground Surface 
„ . . *!l Poorly Graded Sand with Gravel (SP) 

" ^ ^ • j ^ ^ i i Brown and trace red; diy; loose 

" " ' 'si i ty'sandJSM) 
Black; moist; loose 

)-•. 

\ Boring advanced wi th 

direct push soil probe 

using a 2" O D by 4 ' long 

macrotube sampler. 

'liA 

4— 

Sandy Silt (ML) 
Brown with gray mottles; dry; med. dense; trace roots: trace gravel 

5 - " 

Fat Clay (CH) 

Brown with gray mottles; moist; dense; trace gravel 

7—x 

8-C-

9-> 

I I -

End of Borehole 



Log of Borehole: SB09 

Client: Walsh/Vl/ind Point Pariners 

Project Location: Downers Grove. IL 

Project: Scot Incorporated 

Total Depth: 12 Elevation: 

Surface Conditions: Gravel 

Drilling Contractor Terra-Trace Environmental Driller: 

SAMPLE DATA 

Project No: 

Date Start: 7/19/00 

Date End: 7/19/00 

Geologist/Engineer W Teskey 

SUBSURFACE PROFILE 

E 
3 
Z 
« 
Q. 
E 
CD 

CO 

tt 

o 
a 
E 
CD 

CO 

i 
u 
« 

DC 

Soil Description Remarits 

Tube 100 

Tube 70 

Tube 75 

0 i - r ^ ^ t r? -

G r o u n d S u r f a c e 

3 ^ -

Sandy Silt (ML) 
Brown with dark brown monies; moist; med. dense; abundant roots 

Boring advanced with 
direct push soil prot>c 
using a 2" OD by 4' long 
macrotube sampler. 

Lean Clay (CL) 
D a r k b r o w n ; mois t ; d e n s e : t r a c e g r a v e l 

B r o w n g r a d e s in 

mm 
Poorly Graded Sand with Gravel (SP) 
Light brown and yellowish brown; moist; loose; 70% coarse sand; 
25% gravel up to 1 inch; 5% fines 

JP> 

/.•O 

Pooriy Graded Sand (SP) 
Yellowish brown; moist; loose; fine sand 

End of Borehole 



Log of Borehole: SB10 

Client: WalshAVind Point Partners 

Project Location: Downers Grove. IL 

Project: Scot Incorporated 

Total Depth: 12 Elevation: 

Surface Conditions: Gravel 

Drilling Contractor Tena-Trace Environmental 

SAMPLE DATA 

E 
3 
Z 
£ 
O. 
E 
CD 

CO 

tt 
OL >. 

E 
CD 

CO 

fr 
i 
U 
tt 

CC 

> E a 
Q. 

O o. 
e 
a 

Driller: 

Project No: 

Date Start: 7/19/00 

Date End: 7/19/00 

Geologist/Engineer: W Teskey 

SUBSURFACE PROFILE 

o 
ia 
E >. 

CO 

Soil Description Remari(s 

Tube 75 

0 i - J 

' Ground Surface 
Sandy Sil t (ML) 
Dark brc^n; moist; med. dense; abundantfoois 

Lean Clay (CL) 
Dark brown; moist; dense; trace gravel 

Boring advanced with 
direct push soil probe 
using a 2" OD by 4' loig 
macrotube sampler. 

• • • • — • ^ . • • • • • • — • • ^ • • — • • • • • > — • • > — — • > « • • • • • • ^ • • • ^ • • ^ • • • • d 

Tube . 20 

Tube 10 

5 - " 

Poorly Graded Sand with Gravel (SP) 

^ Brown and yellowish brown and orange; moist; loose: 70% coarse 
JSSi i ; -^) sand; 25% gravel up lo I inch; 5% fines 

o1?^P^ 
•9^:10, 

! H End of Borehole 



Log of Borehole: S B - H 

©LFR 
LEVINE'FRICKE 

Client: Scot, Inc. 

Project Location: Downers Grove. IL 

Project: Scot. Inc. 

Total Depth: 28 Elevation 

Surface Conditions: Topsoil 

Drilling Contractor Terra Trace Driller Kevin 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Geologist/Engineer: W. Teskey 

SAMPLE DATA 

. 1 I SI 

E 
a 

CO s 
O 
0. 

SUBSURFACE PROFILE 

5. £ 

Soil Descnption Remarks 

Ground Surface 

I 
I Tube : 80 10 

^ ; \ : 

Silty Sand (SM) 
Dark brown; dry; loose 

1 inch layer coaise limestone gravel 

Poorly Graded Gravel with Sand (GP) 
Bro^ '̂n: moist; loose; 75% fine graveL 25% sand 

2 Tube 100 

Tube 50 

Fat Clay (CH) 
Brown; dry; dense; 5% gravel 

Gray grades in 

Boring advanced with a 
geoprobe using a 
2" OD by 4'long 
macrotube sampler. 

Boring backfilled 
6/11/Ol widi bentonite 
chips. 

Poorly Graded Gravel with Sand (GP) 
Brown and orange: slightly moist; loose: 75% fine gravel. 25% sand 

'O^^oV 

100 

Wet 

Fat Clay (CH) 
Gray; diy; very dense: <5% gravel 



Log of Borehole: SB-H 

©LFR 
LEVINE-FRICKE 

Client Scot. Inc. 

Project Location: Downers Grove. IL 

Project: Soot. Inc. 

Total Depth: 28 Elevation: 

Project No: 8215.00 

Date Start: 6/11/01 

Surface Conditions: Topsoil Date End: 6/11/01 

Drilling Contractor Terra Trace Driller Kevin Geologist/Engineer W. Teskey 

SAMPLE DATA 

a 

a > 
8 
a 

VC 

a 
o 
o. 

s 

i 

SUBSURFACE PROFILE 

Soil Descfiplion Remarks 

Tube 100 

Tube 100 

6 ! Tube 100 

Tube 100 

16-

^ 

Poorly Graded Gravel with Sand (GP) 
Cray; wet; loose: 80% fine gravel, 20% sand 

18-

19-

20-

21-

22-

23-

24-

25-

FatClay(CH) 
Gray; moist; very dense 

1 inch layer o f pooriy graded gravel with sand 

28-
1 
I 
1 

• 

1 

; 

i 

i 
1 • 

! ; 
i ' 1 

! 

^ 
-i 
^ 

29-; 
-t 

^ 
J 

30^ 

End of Borehole 



Log of Borehole: SB 12 

islLFR 
LEVINE'FRICKE 

Client: Scot. Inc 

Project Location: Downers Grove. IL 

Project: Scot. Inc. 

TotalDepth: 16 Elevation: 

Surface Conditions: Topsoil 

Drilling Contractor Terra Trace Driller Kevin 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Geologist/Engineer W. Teskey 

SUBSURFACE PROFILE 

Soil Descnption Remarks 

Ground Surface 
Silty Sand (SM) 
Brown; dry; loose 

511 
mi . 

Poorly Graded Gravel with Sand (GP) 
Brown; dry: loose 

SUty Sand (SM) 
N^^rowi; tnoKt JTOSK_5% £<M5e_hmestoiie_ 

Pt>orly Graded Gravel wHh Sand (GP) 
Very light brown; dry; loose 

Boring advanced with a 
geoprobe using a 
2" OD by 4" long 
macrotube sampler. 

Boring backfilled 
6/11/01 with bentonite 
chips. 

:j Poorly Graded Sand (SP) 
Brown; moist: Icxse; 5% coatse gravel 

Fat Clay (CH) 
Cray: dry: dense 

1 inch layer of coarse gravel with sand; nioist 

End of Eiorehole 



Log of Borehole: SB13 

©LFR 
LEVIHE'FRICKE 

Client Scot, Inc 

Project Locat ion: Downers Grove. IL 

Pro ject Scot Inc. 

Total Deptti: 28 Elevation: 

Surface Conditions: Topsoil 

Drilling Contractor Terra Trace 

SAMPLE DATA 

a. 
E 

w 
tc 

E 
Q . 

Q. 

Tube 60 

E n 
OT 

5. 
ID 

Dri l ler Kevin 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Geologist/Engineer W. Teskey 

SUBSURFACE PROFILE 

Tube 70 

Tube 80 

l - s 

2-v 

I 
en 

• : * ! • : • : • : ; ' . . , 

•yr-..t': 

Soil Descnption Remarics 

Ground Surface 
SHty Sand (SM) 
Brown; diy: loose 

WM'A^J^, 

y-h-'-'-l Pool 

i^im. 

Poorly Graded Gravel with Sand (GP) 
brown|_dr^Joosc____^______^__ 

. Si l ty Sand (SM) 
\iJBrown;_cjr^derise__________ _ _ _ _ , 

Poorly Graded Gravel with Sand (GP) 
Brown: dry; loose 

-j Boring advanced with a 
geoprobe using a 

2" OD by 4* long 
macrotube sampler. 

Boring backfilled 
6/1 l/OI with bentonite 
chips. 

A 

Fat Clay (CH) 
Gray; dry; dense 

Sandy Silt (ML) 
^row^jjtTQ'jnoist^ineil dense__ _ _ _ _ ^ , 

Poorly Graded Sand (SP) 
Brown: dry: loose; 5% coarse limestone gravel 

100 

..4 

Fat Clay (CH) 
Gray; dry: dense: <5% gravel 

Poorly Graded Gravel with Sand (GP) 
Brown and orange: wet; 75% gravel, 25% sand 

ufllJC Fat Clay (CH) 

Grav:jlrv^ dense 

Pooriy Graded Gravel with Sand (GP) 
Gray; wet; loose; 80"/. gravel. 20% sand 



Log of Borehole: SB13 

©LFR 
LEVINE>FRICKE 

Client Scot. Inc 

Project Location: Oowners Grove. IL 

Project ScoL Inc. 

Total Depth: 28 Elevation: 

Surface Conditions: Topsoil 

Drilling Contractor Terra Trace Driller Kevin 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Geologist/Engineer W. Teskey 

SAMPLE DATA SUBSURFACE PROFILE 

z 
o 
a 
E 

9 

& 

1 
n 

Q 
^ 

E 

s 
5-
c 
< 

Soil Descnption Remart(s 

Tube 100 

5 Tube 80 

6 i Tube 80 

Tube 100 

19-

20-^ 

2 1 -

22 -

^ 

24-! 

25-i 

26-1 
1 
1 

2 7 ^ 

Pooriy Graded Gravel wHh Sand (GP) 
Cray; wet; loose: 80% gravel, 20% sand 

Fat Clay (CH) 
Gray; slightly nioist; dense 

, , j - J I » Silt (ML) 
T ' \Grav : wet: med. dense 

^ I 
2 9 ^ 

End of Borehole 

30 : ! 

file://'/Grav


Log of Borehole: SB14 

©LFR 
LEVIINE'FRICKE 

Client Scot. Inc 

Project Location: Downers Grove. IL 

Project: Scot. Inc. 

Total Deptii: 23.5 Elevation: 

Surface Conditions: Topsoil 

Drilling Contractor Terra Trace 

SAMPLE DATA 

E 
3 
Z e 

o. 
E 

> 
s 

> 
B 
a. 

O 
a. 

Driller Kevin 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Geologist/Engineer W. Teskey 

SUBSURFACE PROFILE 

Soil Descnption Remarks 

Ground Surface 

J*4-» Asphaft 

i Tube 90 

Poorty Graded Gravel with Sand (GP) 

Browm :_dr^ JSS?5LZ?-"'_ESi'£!'J?55J'Ji'j5- -
Fat Clay (CH) 
Brown; dry; medium dense; 5% gravel 

Tube I 30 
f b ' n "• Pooriy Graded Sand with Gravel (SP) 
I o -.': -^ Light brown; dry; loose; 70% coarse sand; 30% gravel 

Fat Clay 
Brown; moist: medium dense: 5% gravel 

Tube ; 
i 
1 

100 : 

1 

0 Toa 
VOC 

sample 
8'.12' 

10' 

• ' 4°QPH^'^l 'Gi^Sed'Gr3vei'(Gvio 

t Light yellowish brown; nioisU I" gravel 

" p a t c i a y J c H ) 

Gray: dry: dense; 5-I0»/o gravel 

/ 

Boring advanced with a 
geoprobe using a 
2" OD by 4'long 
macrotube sampler. 

Boriiig backfilled 
6/11/01 with bentonite 
chips. 



Log of Borehole: SB14 

©LFR 
LEVINE>FRICKE 

Client Scot. Inc 

Project Location: Downers Grove. IL 

Project: Scot Inc. 

Total Deptti: 23.5 Elevation 

Surface Conditions: Topsoil 

Drilling Contractor Terra Trace 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Driller Kevin Geologist/Engineer W. Teskey 

SAMPLE DATA SUBSURFACE PROFILE 

I 
a. 
E 

r 
o 
OL 

Soil Description Remarks 

4 j Tube ] 100 

I 
I ! 
i ! 

5 Tube 100 

6 Tube 100 . 0 

13-

14-

15-

FatClay(CH) 
Gray; dry. dense; 5-10% gravel 

brown grades in 

Pooriy Graded Gravel with Sand (GP) 
^rowTi; ™MSl;Jpose^75%jgravel̂ 25% sand 
Fat Clay (CH) 
Gray; moist* dense 

;1 il,l£nse^ofjravd witl̂ sand^ i2SIL-i!']9i!ii lSS2. 
Fat Clay (CH) 
Gray; moist; dense 

2 4 -
End of Borehole 

Auger refusal at 23.5' 



Log of Borehole: SB15 

©LFR 
LEVINE-FRICKE 

Client Scot, Inc 

Project Location: Downers Grove, IL 

Project Scot, Inc. 

Total Depth: 12 Elevation: 

Surface Conditions: Topsoil 

Drillinig Contractor: Terra Trace 

SAMPLE DATA 

3 
Z 

Q. 
E 
<s I • 

I 
•5 

Driller: Kevin 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Geologist/Engineer W. Teskey 

SUBSURFACE PROFILE 

Soil Descnption Remarks 

Tube ^ 70 

Ground Surface 
-IA^A.4 Asphalt 
• ^ ^ ^ ^ ^ > J l a c k . drv. hard 

2 I Tube 60 

y 
Fat Clay (CH) 
Brown: dry; dense 

6 ^ 

Poorly Graded Gravel with Sand (GP) 
Brown 10 light brown; dry; loose: 80 gravel; 20% sand 

Brown grades in 

Boring advanced with a 
geoprobe using a 
2" OD by 4'long 
macrotube sample. 

Boring backfilled 
6/11/01 widi bentonite 
chips. 

Tube : 60 

I 

Wet 

'PatciaylcH)'' * — -
.Brown; moist; dense: 5% eravcl 

End of Borehole 

13^ 



Log of Borehole: SB16 

©LFR 
LEVIHE'FRICKE 

Client Soot, Inc 

Project Location: Downers Grove. IL 

Project Scot, Inc. 

Total Deptii: 16 Elevation: 

Surface Conditions: Topsoil 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Drilling Contractor Terra Trace Driller Kevin Geologist/Engineer W. Teskey 

SUBSURFACE PROFILE 

Soil Descnption Remarks 

Ground Surface 
Asphalt 
.̂Black. dry. Iiard 

Pooriy Graded Gravel with Sand (GP) 
Brown; dry; loose 

Fat Clay (CH) 
Brown; diy; dense 

Pooriy Graded Sand with Gravel (SP) 

Fat Clay (CH) 
Brown; dry; dense 

Pooriy Graded Gravel with Sand (GP) 
Brown and orange; wet: 75% gravel: 25% sand 

Fat Clay (CH) 
Gray; moist; dense 

End of Borehole 

A 
Boring advanced with a 
geoprobe using a 
2" OD by 4-long 
macrotube Simpler. 

Boring backfilled 
6/11/01 widi bentonite 
chips. 

. / 

A 



Log of Borehole: SB17 



i-og of Borehole: SB18 

©LFR 
LEVINE'FRICKE 

Client Scot, Inc 

Project Location: Downers Grove. IL 

Project: Scot. Inc. 

Total Depth: 16 Elevation: 

Surface Conditions: Topsoil 

Drilling Contractor Terra Trace Driller Kevin 

Ground Surface 
Gravel 
Light brown: dry: loose 

Fat Clay (CH) 
Brown; dry; medium dense 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Geologist/Engineer W. Teskey 

SUBSURFACE PROFILE 

Soil Descnption 

Pooriy Graded Sand (GP) 
Brown and orange; moist; 5% gravel 

Fat Clay (CH) 
Brown; moist: dense 

Poorty Graded Sand (SP) 
Brown; moist: loose; coarse sand 

Fat Clay (CH) 
Gray; sliglitly moist; dense 

" ^ ^ M Poorly Graded Gravel wiOi Sand (GP) 
- ^ ^ Brown and orange; wet; loose 

End of Borehole 

Remarks 

Boring advanced with a 
geoprobe using a 
2" OD by 4'long 
macrotube sampler. 

Boring backfilled 
6/11/01 widi bentonite 
chips. 



Log of Borehole: SB19 

©LFR 
LEVINE'FRICKE 

Client Scot. Inc 

Proje'ct Location: Downers Grove. IL 

Project Scot, Inc. 

Total Depth: 16 Elevation: 

Surface Conditions: Topsoil 

Drilling Contractor Terra Trace Driller Kevin 

Project No: 8215.00 

Date Start: 6/11/01 

Date End: 6/11/01 

Geologist/Engineer W. Teskey 

SUBSURFACE PROFILE 

Soil Description Remarks 

Ground Surface 
Grave/ 
Light brown: dry; loose . / 
Fat Clay (CH) 
Brown; dry; medium dense 

Poorty Graded Sand with Gravel (GP) 
Brown; dry; loose; 80% sand; 20% gravel 

Boring advanced with a 
geoprobe using a 
2" OD by 4'long 
macrotube sampler. 

Boring backfilled 
6/1 l/OI widi bentonite 
chips. 

Moist 

Fat Clay (CH) 
Gray: slightly moist; dense 

Poorty Graded Gravel with Sand (GP) 
Brown and orange; wet; loose 

Poorty Graded Gravel (GP) 
Brown; wet: loose: fine gravel 

End of Borehole 



Log of Borehole: SB20 

©LFR 
LEVIHE'FRICKE 

Client Scot. Inc 

Project Location: Downers Grove. IL 

Project ScoL Inc. 

Total Deptii: 16 Elevation: 

Project No: 8215.00 

Date Start: 6/11/01 

Surface Conditions: Topsoil Date End: 6/11/01 

Drilling Contractor Terra Trace Driller: Kevin Geologist/Engineer W. Teskey 

SAMPLE DATA SUBSURFACE PROFILE 

Q. 

E a 
tc o 

Soil Description Remarks 

Ground Surface 

Gravel (GP) 
Light brown; drv; loose 

Siliy Sand (SM) 
Dark brown; slightly moist: medium dense 

o'^y. . ! Pooriy Graded Sand with Gravel (GP) 
4 J J .q:'. y ; Gray; dry; loose 

Tube 100 0 1 VOC 
isaniple 
I 8'-12' 

Fat Clay (CH) 
Gray; dry; dense 

;^ Pooriy Graded Gravel with Sand (GP) 
-.v^AS^ Brown and gray: dry: Itxwc; 70% gravel; 30% sand 

0*-tOy<.ttft 

Fat Clay (CH) 
^Brown; dry; loose 
Gray grades in 

11-

4 Tube W) 0 14-

16- Pooriy Graded Gravel with Sand (GP) 
I \Brown: wet: Icxjsc 

17- End of Borehole 

A 
Boring advanced with a 
geoprobe using a 
2" OD by 4'long 
macrotube sampler. 

Boring backfilled 
6/I.I/01 with bentonite 
chips. 

A 

file:///Brown


Log of Borehole: SB21 

\m II r n 1 Client: Scot. Inc 

ISi t r n 
1 LEVIHE'FRICKE | Project Location: Downers Grove, IL 

Project: Scot. Inc. 

Total Deptti: 24 Elevation: 

1 Surface Conditions: Topsoil 

j Drilling Contiactor Tena Trace 

j SAMPLE DATA 

1 1 
OT 

1 i 

1 Tube 

1 1 i 
1 1 

1 

1 I 

1 i 
j j 

60 

> 
1 '• 

2 I Tube ; 50 

1 1 

1 

1 ^ 
1 
1 

1 1 

! 

1 ! 

1 
1 

1 
1 

Tube , 

i 
1 

1 

30 

1 ^ 

Q 
u. 
o ' 

0 

1 

1 

0 

1 

0 1 

i 

i 

1 
OT 

s 

TOC/ 
VOC 

sample 
S'-I2 

Dr i l ler Kevin 

Project No: 8215.00 | 

Date Start: 6/11/01 

Date End : 6/11/01 

Geologisl /Engineer W. Teskey j 

I SUBSURFACE PROFILE | 

1 ^ 

0 -

1 -

2 -
-

3 -
-

1 
OT^ 

iV^ot-

• • - • - • . « • - . - : . . - . 

îk:>!K; 
:irf:-:n>v 
V.-.-; . -J. .V 

km 

?fei:i 

6-̂ J?":''5 

7-j 

J ^ 

^1 m 
- > • . . - 0 . . 

1 ' 0 -11.1 

10-^^ 

iiH» 

J. 

2 

m 

Soil Descriplion 

1 Ground Surface 
1 Gravel (GP) 

Silty Sand (SM) 
Daric brown; slighdy moist; medium dense 

Pooriy Graded Sand with Gravel (SP) 
Brown; slightly moist loose; 80% sand; 20% gravel 

Poorty Graded Gravel with Sand (GP) 
Light brown; dry; loose; 70% gravel; 30% sand 

Poorty Graded Sand with Gravel (SP) 
Light brown; loose; dry 

i ^ ^ 7>oortyGnadZd'G7aveTwiaiSanir('G7>J ' 
^ t ^ ^ Brown and orange: wet; loose | 

Remarks 1 

Boring advanced with 1 
geoprobe using a 1 

-2-OD by 4" long 
macrotube sampler 1 

Boring backfilled 1 
6/11/01 with bentonite 1 
chips. 1 

1 



Log of Borehole: SB21 

©LFR 
LEVIHE'FRICKE 

Client: ScoL inc 

Prefect Location: Diowners Grove, IL 

Project ScoL inc. 

Total Deptti: 24 Elevation: 

Project No: 8215.00 

Date Start 6/11/01 

Surface Conditions: Topsoil Date End: 6/11/01 

Drilling Contractor Terra Trace Driller Kevin Geologist/Engineer W. Teskey 

SAMPLE DATA SUBSURFACE PRORLE 

9 
a. 
E 
a 

OT s 

E 

Q 
It 
Q 

a. 
E 

s 
c 

< 

J9 

I 
M 

Soil Description Remarks 

Tube 25 

i I 
i I 

5 ! Tube 50 

6 ! Tube 75 

Poorty Graded Gravel vrith Sand (GP) 
Brown and orange; wet; loose 

17-i 

Fat Clay (CH) 
Gray; sli^tly moist; very dense 

22 

End of Borehole 

2 5 ^ 

Auger refusal at 24' 




